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DIP TANTALEX® SOLID-TANTALUM CAPACITORS 

TYPE 9360 TYPE 9390 
. 260"W. x .275"H. .260"W. x .275"H . 

x .850"L. x .450"L. 

TYPE 9350 
.260"W. x .240"H. 

x .200"L. 

,uF WVDC 

6.8 35 

15 20 

22 15 

33 10 

• Compatible with popular microcircuits in similar molded packages. 

• For noise bypass and signal coupling in high frequency signal or data proc
essing applications. 

• Mqlded dual in-line package offers superior mechanical protection during 
installation, plus excellent reliability under severe environmental conditions. 

• 4-terminal Type 935D offers low impedance over side frequency ranges. 
Guaranteed range for 1 Q maximum impedance is as wide as 10 kHz to 
50 MHz. 

• Multi-section Type 936D and 939D save time and space. 

• Standard capacitance tolerance, =20%. 

• Operating Temperature range, -55 C to +85 C. 

• For complete technical data, refer to latest issue of Engineering Bulletins 
3542 and 3542.3. 

SURGE Catalog Number 
VDC 1 Cap. Sect. 2 Cap. Sect. 4 Cap. Sect. 

46 935D685X0035SQ 939D685X0035SQ 936D685X0035SQ 

26 935D156X0020SQ 939D156X0020SQ 936D156X0020SQ 

20 935D226XOO15SQ 939D226X00l5SQ 936D226XOO15SQ 

13 935D336XOOlOSQ 939D336X0010SQ 936D336X0010SQ 

DIP TANTALUM/CERAMIC CAPACITOR ASSEMBLIES 

TYPE 939Z TYPE 936Z 
. 260"W. x .275"H. .260"W. x .275"H . 

x .450"L. x .850"L. 

• Compatible with other popular microcircuits and 
components in similar molded packages. 

• Parallel combination of solid-tantalum and ce
ramic capacitor sections present impedance of 
typically less than 1.0 ohm through 60 MHz. 
Tantalum sections exhibit low impedances at 
lower frequencies, ceramic sections exhibit low 
impedance at the higher frequencies. 

• Molded DIP package offers superior mechanical 
protection and excellent stability under severe 
environmental conditions. 

• Tantalum capacitor sections feature high-fre-

Tantalum Capacitors Ceramic 
Capacitors 

/.<F WVDC Surge V /.<F 

0.010 
6.8 35 46 0.047 

0.10 

0.010 
15 20 26 0.047 

0.10 

0.010 
22 15 20 0.047 

0.10 

0.010 
33 10 13 0.047 

0.10 

quency performance, low leakage currents, low 
dissipation factor. 

• Ceramic capacitor sections feature layer-built 
construction, with alternate layers of metallic 
electrodes and ceramic dielectric fired into a 
homogeneous block. 

• Ceramic capacitors rated at 100 WVDC. 
• Standard capacitance tolerance, =20%. 
• Operating temperature range, -55 C to +70 C. 
• For complete technical data, refer to latest issue 

of Engineering Bulletin 6642. 

Catalog Number 
2 Tant. Cap. Sects. 4 Tant. Cap. Sects. 

2 Ceramic Cap. Sects. 4 Ceramic Cap. Sects. 

939Z685X0035DA 936Z685X0035DA 
939Z685X0035DE 936Z685X0035DE 
939Z685X0035DG 936Z685X0035DG 

939Z156X0020DA 936Zl56X0020DA 
939Z156X0020DE 936Zl56X0020DE 
939Z156X0020DG 936Z156X0020DG 

939Z226XOO15DA 936Z226XOO15DA 
939Z226X0015DE 936Z226XOO15DE 
939Z226XOO15DG 936Z226XOO15DG 

939Z336X0010DA 936Z336XOO10DA 
939Z336X0010DE 936Z336X0010DE 
939Z336XOOIODG 936Z336XOOlODG 

Copyright 1975, Sprague Products Co. IND-93_ETAI Sizes subject to change without notice 

tf '-/. 
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DIP MONOl YTHIC~ CERAMIC CAPACITORS 

TYPE 923C 

TYPE 925C TYPE 929C TYPE 924C TYPE 926C 

NOTE: Capacitors listed below have 2 pins. For units with 4 pins, 
change 3rd character in cat. no. from 3 to 5; for 8 pins, change to 9; 
for 14 pins, change to 4; for 16 pins, change to 6. 

• Compatible with integrated circuits in similar DIP molded packages. 

• Useful for noise by-passing and signal coupling applications in high-fre
quency signal or data processing systems. 

• Molded DIP package offers superior mechanical protection during insertion 
into printed wiring boards as well as excellent reliability under severe 
envi ronmental conditions. 

• Manufactu red by alternately depositing extremely thin layers of metallic 
electrodes and ceramic dielectric material, then fired into an almost in
destructible homogenous block. 

• Can be placed end-to-end in standard 14- or 16-pin DI P sockets, making 
them ideal for use in breadboarding. 

• Standard pin spacing, .100". 

• For complete technical data, see latest issue of Engineering Bulletin 6242. 

DIMENSIONS (in inches) 

Type Length Size Body Seated 
No. Width (Max.) Code Height Height 

923C .260 .095 B .135 .17S 
925C .260 .195 
929C .260 .395 D .16.5 .185 
924C .260 .695 

F .2S0 .275 926C .260 .795 

EIA CHARACTERISTIC COG (FORMERLY NPO) 

FOR 125°C OPERATION 

50 WVDC 100 WVDC 200WVDC 

Size Catalog Size Catalog Size Catalog 
pF Code Number* Code Number* Code Number* 

10 B 923CCOGI00JOSOB* B 923CCOGI00JlOOB* B 923CCOGI00J200B* 
11 B 923CCOGllOJ050B B 923CCOGllOJlOOB B 923CCOGllOJ200B 
12 B 923CCOG120JOSOB* B 923CCOG120HOOB* B 923CCOG120J200B* 
13 B 923CCOG130JOSOB B 923CCOG130JlOOB B 923CCOG130J200B 

15 B 923CCOG150J050B* B 923CCOG150J 100B* B 923CCOG150J200B* 
16 B 923CCOG160J050B B 923CCOG160JlOOB B ·923CCOG160J200B 
18 B 923CCOG180JOSOB* B 923CCOGI80JlOOB* B 923CCOG180J200B* 
20 B 923CCOG200JOSOB B 923CCOG200J 100 B B 923CCOG200J200B 

22 B 923CCOG220J050B* B 923CCOG220JlOOB* B 923CCOG220J200B* 
24 B 923CCOG240J050B B 923CCOG240JlOOB B 923CCOG240J200B 
27 B 923CCOG270J050B* B 923CCOG270JlOOB* B 923CCOG270J200B* 
30 B 923CCOG300J OSO B B 923CCOG300JlOOB B 923CCOG300J200B 

33 B 923CCOG330J050B* B 923CCOG330JlOOB* B 923CCOG330J200B* 
36 B 923CCOG360J050B B 923CCOG360JlOOB B 923CCOG360J200B 
39 B 923CCOG390JOSOB* B 923CCOG390J 100B* B 923CCOG390J200B* 
43 B 923CCOG430J050B B 923CCOG430J100B B 923CCOG430J200B 

47 B 923CCOG470JOSOB* B 923CCOG470JlOOB* B 923CCOG470J200B* 
51 B 923CCOG510J050B B 923CCOG510J 100B B 923CCOG51OJ200B 
56 B 923CCOG560J050B* B 923CCOGS60JlOOB* B 923CCOGS60J200B* 
62 B 923CCOG620J050B B 923CCOG620JlOOB B 923CCOG620J 200 B 

·Catalog numbers are for capacitance tolerance of ± 5%. Numbers followed by star <*) also available as ± 10% units; change lIth character of cat. no. from J to K. 

Copyright © 1978. 1979. Sprague Electric Company IND-90-EOAL Sizes subject to change without notice 
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DIP MONOLYTHICRl CERAMIC CAPACITORS, continued 

50 WVOC 100 WVOC 200 WVOC 

Size Catalog Size Catalog Size Catalog 
pF Code Number* Code Number* Code Number* 

68 B 923CCOG680J050B* B 923CCOG680J 100B* B 923CCOG680J200B* 
75 B 923CCOG750J050B B 923CCOG750J 100B B 923CCOG750J200B 
82 B 923CCOG820J050B* B 923CCOG820J100B* B 923CCOG820J200B* 
91 B 923CCOG910J050B B 923CCOG910J100B B 923CCOG91OJ200B 

100 B 923CCOGlOlJ050B* B 923CCOGlOlJ100B* B 923CCOGlOlJ200B* 
110 B 923CCOG111J050B B 923CCOG111J100B B 923CCOG11lJ200B 
120 B 923CCOG12lJ050B* B 923CCOG121J 100B* B 923CCOG121J200B* 
130 B 923CCOG131J050B B 923CCOG131J100B B 923CCOG13lJ200B 

150 B 923CCOG15lJ050B* B 923CCOG15lJ100B* B 923CCOG15lJ200B* 
160 B 923CCOG16lJ050B B 923CCOG16lJ 100B B 923CCOGl6lJ200B 
180 B 923CCOG18lJ050B* B 923CCOG181J100B* B 923CCOG18lJ200B* 
200 B 923CCOG20lJ050B B 923CCOG20lJ 100B B 923CCOG20lJ200B 

220 B 923CCOG22lJ050B* B 923CCOG22lJ100B* B 923CCOG221J200B* 
240 B 923CCOG24lJ050B B 923CCOG24lJ 100B B 923CCOG241J200B 
270 B 923CCOG27lJ050B* B 923CCOG27lJ 100B* B 923CCOG27lJ200B* 
300 B 923CCOG30lJ050B B 923CCOG301J100B B 923CCOG30lJ200B 

330 B 923CCOG33lJ050B* B 923CCOG33lJ 100B* B 923CCOG33lJ200B* 
360 B 923CCOG36lJ050B B 923CCOG361J100B B 923CCOG36lJ200B 
390 B 923CCOG39lJ050B* B 923CCOG391J100B* B 923CCOG391J200B* 
430 B 923CCOG43lJ050B B 923CCOG43lJ 100B B 923CCOG43lJ200B 

470 B 923CCOG471J050B* B 923CCOG47lJ 100B* D 923CCOG47lJ200D* 
510 B 923CCOG511J050B B 923CCOG511J100B D 923CCOG511J200D 
560 B 923CCOG56lJ050B* B 923CCOG56lJ 100B* D 923CCOG56lJ200D* 
620 B 923CCOG62lJ050B B 923CCOG62lJ 100B D 923CCOG62IJ200D 

680 B 923CCOG68lJ050B* B 923CCOG681J 100 B* D 923CCOG681J 200 D* 
750 B 923CCOG75IJ050B B 923CCOG75lJ 100B D 923CCOG75IJ200D 
820 B 923CCOG821J050B* B 923CCOG821J 100B* F 923CCOG821J200F* 
910 B 923CCOG911J050B B 923CCOG911J100B F 923CCOG911J200F 

1000 B 923CCOG102J050B* B 923CCOG102J100B* F 923CCOG102J200F* 
1100 B 923CCOG1l2J050B B 923CCOG1l2J100B F 923CCOG1l2J200F 
1200 B 923CCOG122J050B* B 923CCOGI22J100B* F 923CCOG122J200F* 

1300 B 923CCOG132J050B B 923CCOG132J100B - -
1500 B 923CCOG152J050B* B 923CCOG152J100B* - -
1600 B 923CCOG162J050B B 923CCOG162J100B - -
1800 B 923CCOGl82J050B* D 923CCOG182J 100D* - -

2000 B 923CCOG202J050B D 923CCOG202J100D - -
2200 B 923CCOG222J050B* D 923CCOG222J 100D* - -
2400 B 923CCOG242J050B D 923CCOG242J 100D - -
2700 B 923CCOG27ZJ050B* D 923CCOG272J100D* - -
3000 B 923CCOG302J050B D 923CCOG302J 100D - -

3300 B 923CCOG332J050B* F 923CCOG332J 100F* - -
3600 B 923CCOG362J050B F 923CCOG362J 100F - -
3900 B 923CCOG392J050B* F 923CCOG392J100F* - -
4300 B 923CCOG432J050B F 923CCOG432J 100F - -

4700 B 923CCOG472J050B* F 923CCOG472J 100F* - -
5100 D 923CCOG512J050D F 923CCOG512J100F - -
5600 D 923CCOG562J050D* F 923CCOG562J100F* - -
6200 D 923CCOG622J050D - - - -
6800 D 923CCOG682J050D* - - - -
7500 D 923CCOG752J050D - - - -
8200 F 923CCOG822J050F* - - - -
9100 F 923CCOG912J050F - - - -

10000 F 923CCOG103J050F* - - - -
11000 F 923CCOG1l3J050F - - - -
12000 F 923CCOG123J050F* - - - -

·Catalog numbers are for capacitance tolerance of ± 5%. Numbers followed by star <*> also available as ± 10% units; change 11th character of cat. no. from J to K. 

Copyright 1978, Sprague Electric Company IND-9S-EFAB Sizes subiect to change without notice 
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DIP MONOLYTHICiIl> CERAMIC CAPACITORS, continued 

EIA CHARACTERISTIC X5R - FOR 85°C OPERATION 

100 wvoe 200 wvoe 400 wvoe 
Size Catalog Size Catalog Size Catalog 

pF Code Number* Code Number* Code Number* 

10 B 923CX5RlOOKlOOB* B 923CX5RlOOK200B* B 923CX5RlOOK400B* 
12 B 923CX5R120KlOOB B 923CX5R120K200B B 923CX5R120K400B 
15 B 923CX5R150KlOOB* B 923CX5R150K200B* B 923CX5R150K400B* 
18 B 923CX5R180KlOOB B 923CX5R180K200B B 923CX5R180 K400B 

22 B 923CX5R220KlOOB* B 923CX5R220K200B* B 923CX5R220K400B* 
27 B 923CX5R270KlOOB B 923CX5R270K200B B 923CX5R270K400B 
33 B 923CX5R330KlOOB* B 923CX5R330K200B* B 923CX5R330 K400B* 
39 B 923CX5R390 KlOOB B 923CX5R390 K200B B 923CX5R390K400B 

47 B 923CX5R470KlOOB* B 923CX5R470K200B* B 923CX5R470K400B* 
56 B 923CX5R560KlOOB B 923CX5R560K200B B 923CX5R560 K400B 
68 B 923CX5R680KlOOB* B 923CX5R680 K200B* B 923CX5R680K400B* 
82 B 923CX5R820KlOOB B 923CX5R820K200B B 923CX5R820 K400B 

100 B 923CX5RlOl KlOOB* B 923CX5RlOl K200B* B 923CX5RlOl K400B* 
120 B 923CX5R12l KlOOB B 923CX5R12l K200B B 923CX5R12l K400B 
150 B 923CX5R15l KlOOB* B 923CX5R15l K200B* B 923CX5R15l K400B* 
180 B 923CX5R18l KlOOB B 923CX5R18l K200B B 923CX5R18l K400B 

220 B 923CX5R221 KlOOB* B 923CX5R221 K200B* B 923CX5R221 K400B* 
270 B 923CX5R271 KlOOB B 923CX5R271 K200B B 923CX5R271 K400B 
330 B 923CX5R331 KlOOB* B 923CX5R331 K200B* B 923CX5R331 K400B* 
390 B 923CX5R391 KlooB B 923CX5R391 K200B B 923CX5R391 K400B 

( 470 B 923CX5R471 KlOOB* B 923CX5R471 K200B* B 923CX5R471 K400B* 
560 B 923CX5R561 KlOOB B 923CX5R561 K200B B 923CX5R561 K400B 
680 B 923CX5R681 KlOOB* B 923CX5R681 K200B* B 923CX5R681 K400B* 
820 B 923CX5R821 KlOOB B 923CX5R821 K200B B 923CX5R821 K400B 

.001OJ.lF B 923CX5Rl02KlOOB* B 923CX5Rl02K200B* B 923CX5Rl02K400B* 

.0012 B 923CX5R122KlOOB B 923CX5R122K200B B 923CX5R122K400B 

.0015 B 923CX5R152KlOOB* B 923CX5R152 K200B* B 923CX5R152 K400B* 

.0018 B 923CX5R182KlOOB B 923CX5R182K200B B 923CX5R182K400B 

.0022 B 923CX5R222 KlOOB* B 923CX5R222K200B* B 923CX5R222 K400B* 

.0027 B 923CX5R272KlooB B 923CX5R272K200B B 923CX5R272K400B 

.0033 B 923CX5R332KlOOB* B 923CX5R332K200B* B 923CX5R332K400B* 

.0039 B 923CX5R392 KlooB B 923CX5R392K200B B 923CX5R392 K400B 

.0047 B 923CX5R472KlOOB* B 923CX5R472K200B* B 923CX5R472 K400B* 

.0056 B 923CX5R562KlOOB B 923CX5R562K200B D 923CX5R562K400D 

.0068 B 923CX5R682 KlOOB* B 923CX5R682K200B* D 923CX5R682 K400D* 

.0082 B 923CX5R822KlOOB B 923CX5R822 K200B D 923CX5R822K400D 

.010 B 923CX5Rl03KlOOB* B 923CX5Rl03K200B* F 923CX5Rl03 K400F* 

.012 B 923CX5R123KlOOB B 923CX5R123K200B F 923CX5R123K400F 

.015 B 923CX5R153 KlOOB* B 923CX5R153K200B* F 923CX5R153K400F* 

.018 B 923CX5R183KlOOB B 923CX5R183K200B F 923CX5Rl83K400F 

.022 B 923CX5R223KlOOB* D 923CX5R223K200D* - -

.027 B 923CX5R273KlOOB D 923CX5R273K200D - -

.033 B 923CX5R333 KlOOB* D 923CX5R333K200D* - -

.039 B 923CX5R393KlOOB 0 923CX5R393 K200D - -

.047 B 923CX5R473KlOOB* F 923CX5R473K200F* - -

.056 B 923CX5R563KlOOB F 923CX5R563K200F - -

.068 B 923CX5R683KlOOB* F 923CX5R683 K200F* - -

.082 B 923CX5R823KlOOB - - - -

.10 B 923CX5Rl04KlOOB* - - - -

.12 D 923CX5R124KlOOD - - - -

.15 0 923CX5Rl54 KlOOD* - - - -

.18 F 923CX5R184KlOOF - - - -

.22 F 923CX5R224KlOOF* - - - -

.27 F 923CX5R274KlOOF - - - -

*Catalog numbers are for capacitance tolerance of ± 10%. Numbers followed by star (*) also available as ± 20% units; change 11th character of cat. no. from K to M. 

Copyright © 1978, 1979, Sprogue Electric Company IND·96·EOAL Sizes subiect to change without notice 
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DIP MONOLYTHIC® CERAMIC CAPACITORS, continued 

EIA CHARACTERISTIC X7R - FOR 125°C OPERATION 

50 WVDC 100 WVDC 200WVDC 

Size Catalog Size Catalog Size Catalog 
pF Code Number* Code Number· Code Number· 

10 B 923CX7RlooK050B* B 923CX7RlOOKIOOB* B 923CX7RIOOK200B* 
12 B 923CX7R120K050B B 923CX7R120KIOOB B 923CX7R120K200B 
15 B 923CX7R150K050B* B 923CX7R150KIOOB* B 923CX7R150K200B* 
18 B 923CX7R180K050B B 923CX7R180KlOOB B 923CX7R180K200B 

22 B 923CX7R220 K050B* B 923CX7R220KlOOB* B 923CX7 R220 K200B* 
27 B 923CX7R270K050B B 923CX7R270KlOOB B 923CX7R270K200B 
33 B 923CX7R330K050B* B 923CX7R330KIOOB* B 923CX7 R330 K200B* 
39 B 923CX7R390K050B B 923CX7R390KlOOB B 923CX7R390K200B 

47 B 923CX7R470K050B* B 923CX7R470KlOOB* B 923CX7R470K200B* 
56 B 923CX7R560K050B B 923CX7R560KIOOB B 923CX7R560K200B 
68 B 923CX7R680K050B* B 923CX7R680KlOOB* B 923CX7R680K200B* 
82 B 923CX7R820K050B B 923CX7R820KlOOB B 923CX7R820K200B 

100 B 923CX7RlOlK050B* B 923CX7RlOl KlOOB* B 923CX7RlOl K200B* 
120 B 923CX7 R121 K050B B 923CX7R121KI00B B 923CX7R121 K200B 
150 B 923CX7R151K050B* B 923CX7R151 KI00B* B 923CX7R151 K200B* 
180 B 923CX7 R181 K050B B 923CX7R181 KIOOB B 923CX7R181 K200B 

220 B 923CX7 R221 K050B* B 923CX7R221 KIOOB* B 923CX7R221 K200B* 
270 B 923CX7 R271 K050B B 923CX7R271 KlOOB B 923CX7R271K200B 
330 B 923CX7R331 K050B* B 923CX7R331 KlOOB* B 923CX7R331 K200B* 
390 B 923CX7 R39l K050B B 923CX7R391 KlOOB B 923CX7R391 K200B 

470 B 923CX7R471 K050B* B 923CX7R471 KlOOB* B 923CX7R471K200B* 
560 B 923CX7R561K050B B 923CX7R561 KlOOB B 923CX7R561 K200B 
680 B 923CX7R68lK050B* B 923CX7R681 KlOOB* B 923CX7R681 K200B* 
820 B 923CX7R821 K050B B 923CX7R82lKlOOB B 923CX7R821 K200B 

.00101'F B 923CX7Rl02K050B* B 923CX7Rl02KlOOB* B 923CX7Rl02K200B* 

.0012 B 923CX7R122K050B B 923CX7R122KlOOB B 923CX7R122K200B 

.0015 B 923CX7R152K050B* B 923CX7R152KIOOB* B 923CX7R152K200B* 

.0018 B 923CX7R182K050B B 923CX7R182KIOOB B 923CX7R182K200B 

.0022 B 923CX7R222K050B* B 923CX7R222KlOOB* B 923CX7R222K200B* 

.0027 B 923CX7R272K050B B 923CX7R272KlOOB B 923CX7R272K200B 

.0033 B 923CX7R332 K050B* B 923CX7R332KlOOB* B 923CX7R332K200B* 

.0039 B 923CX7R392K050B B 923CX7R392 KlOOB B 923CX7R392K200B 

.0047 B 923CX7R472K050B* B 923CX7R472KlOOB* B 923CX7R472K200B* 

.0056 B 923CX7R562K050B B 923CX7R562KlOOB D 923CX7R562K200D 

.0068 B 923CX7R682K050B* B 923CX7R682KlOOB* D 923CX7R682K200D* 

.0082 B 923CX7R822K050B B 923CX7R822KlOOB 0 923CX7R822K200D 

.010 B 923CX7Rl03K050B* B 923CX7Rl03 KlOOB* F 923CX7R103K200F* 

.012 B 923CX7R123 K050B B 923CX7R123KIOOB F 923CX7R123K200F 

.015 B 923CX7R153K050B* B 923CX7R153 KlOOB* F 923CX7R153K200F* 
.018 B 923CX7R183K050B B 923CX7R183 KlOOB F 923CX7R183K200F 

.022 B 923CX7R223 K050B* 0 923CX7R223KlOOD* - -

.027 B 923CX7 R273 K050B 0 923CX7R273KlOOD - -

.033 B 923CX7R333K050B* 0 923CX7R333KI00D* - -

.039 B 923CX7R393K050B 0 923CX7R393KlOOD - -

.047 B 923CX7R473 K050B* F 923CX7 R473 KlOOF* - -

.056 B 923CX7R563K050B F 923CX7R563 KlOOF - -

.068 B 923CX7R683K050B* F 923CX7R683KlOOF* - -

.082 B 923CX7R823 K050B - - - -

.10 B 923CX7RI04K050B* - - - -

.12 0 923CX7R124K050D - - - -

.15 D 923CX7Rl54 K050D* - - - -

.18 F 923CX7R184K050F - - - -

.22 F 923CX7R224 K050F* - - - -

.27 F 923CX7R274K050F - - - -
·Catalog numbers are for capacitance tolerance of ±10%. Numbers followed by star <*> also available as ±20% units; change 11th character of cat. no. from K to M. 

Copyright © 1978. 1979. Sprague ElectricCampany IND·97·EOAL Sizes subject to change without notice 
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SPRAGUE co';p~l:;lNTS 
DIP MONOLYTHICt8 CERAMIC CAPACITORS, continued 

Size 
J.lF Code 

.01 B 

.015 B 

.022 B 

.033 B 

.047 B 

.068 B 

.1 B 

.15 B 

.22 B 

.27 D 

.33 D 

.47 D 

.56 F 

.68 F 
1.0 F 

EIA CHARACTERISTIC Z5U 
FOR 85°C OPERATION 

50 wvoe 100 wvoe 
Catalog Size Catalog 

Number" Code Number* 

923CZ5U103M050B* B 923CZ5U103M100B* 
923CZ5U153M050B B 923CZ5U153M100B 
923CZ5U223M050B* B 923CZ5U223MlOOB* 
923CZ5U333M050B B 923CZ5U333MlOOB 

923CZ5U473M050B* B 923CZ5U473MlOOB* 
923CZ5U683M050B B 923CZ5U683MlOOB 
923CZ5U104M050B* B 923CZ5U104M100B* 
923CZ5U154M050B D 923CZ5U154M100D 

923CZ5U224M050B* D 923CZ5U224MlOOD* 
923CZ5U274M050D F 923CZ5U274M100F 
923CZ5U334M050D F 923CZ5U334M100F 
923CZ5U474M050D* F 923CZ5U474M100F* 

923CZ5U564M050F - -
923CZ5U684M050F - -
923CZ5UI05M050F* - -

200 wvoe 
Size Catalog 
Code Number* 

B 923CZ5U103M200B* 
B 923CZ5U153M200B 
B 923CZ5U223M200B* 
D 923CZ5U333M200D 

D 923CZ5U473M200D* 
F 923CZ5U683M200F 
F 923CZ5U104M200F* 
- -
- -
- -
- -
- -

- -
- -
- -

*Catalog numbers are for capacitance tolerance of ± 20%. Numbers followed by star(*> also available as +80, -20% units; change 11th character of cat, no. from M to Z. 

pF 

18 
22 
27 

33 
39 
47 
56 
68 
82 

100 
120 
150 
180 
220 
270 

330 
390 

MOLDED SINGLE IN-LINE PACKAGE 
MONOL YTHICt8 CERAMIC CAPACITOR NETWORKS 

:------------------1 
1 1 
1 t 
I 1 

t~, 1111111J 
.l35"W. x .180"H. x .850"L. 

Catalog Number 

±20% Tal. ± 10% Tal. 

460CH180X9PD 
460CH220XOPD 460CH220X9PD 

460CH330XOPD 

460CH470XOPD 

460CH680XOPD 

460CH10lXOPD 

460CH151XOPD 

460CH221XOPD 

460CH331XOPD 

460CH270X9PD 

460CH330X9PD 
460CH390X9PD 
460CH470X9PD 
460CH560X9PD 
460CH680X9PD 
460CH820X9PD 

460CH101X9PD 
460CH121X9PD 
460CH151X9PD 
460CH181X9PD 
460CH221X9PD 
460CH271X9PD 

460CH331X9PD 
460CH391X9PD 

• For vertical installation on high- • Proven layer-built construction. 
density printed wiring boards. 

• 7 capacitor sections in each 8-lead 
• Intended for use in signal and data package. 

processing equipment where repet-
itive capacitor values and patterns • Rated at 100 WVDC over the tern
are required. perature range of -55 C to +85 C. 

• Molded single-e.nded configuration • For complete technical data, refer 
results in rugged device with smal- to latest issue of Engineering Bulle-
lest possible dimensions. tin 6243 . 

Catalog Number 

pF ±20% Tal. ±10% Tal. 

470 460CH471XOPD 460CH471X9PD 
560 460CH561X9PD 
680 460CH681XOPD 460CH681X9PD 
820 460CH821X9PD 

1000 460CH102XOPD 460CH102X9PD 
1200 460CH122X9PD 
1500 460CH152XOPD 460CH152X9PD 
1800 460CH182X9PD 
2200 460CH222XOPD 460CH222X9PD 
2700 460CH272X9PD 

3300 460CH332XOPD 460CH332X9PD 
3900 460C H 392X 9 PO 
4700 460CH472XOPD 460CH472X9PD 
5600 460CH562X9PD 
6800 460CH682XOPD 460CH682X9PD 
8200 460CH822X9PD 

0.01 ,uF 460CH103XOPD 460CH103X9PD 

Copyright 1978, Sprague Electric Company IND-92 -EFAB Sire. sub ject to change without notice. 
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Q IN LINE SPRAGUE COMP-ONENTS 
SINGLE IN-LINE PRECISION RESISTOR NETWORKS 

• Ideal for use in signal and data processing appli
cations where repetitive resistance values and pat
terns are required. 

• Cut component count, reduce board space require
ments, reduce equipment size, minimize costs. 

• Designed for individual terminating, dual termi
nating, pull-up/pull-down, and interface applica
tions. 

• Types 216C and 256C have dipped resin outer 
coating. Type 420C has molded epoxy case. 

Type 
No. 

420CH 
256CF 
256CH 
256CK 
216CF 
216CH 
216CK 

No. of 
Pins 

8 
6 
8 

10 
6 
8 

10 

Seated 
Width length Height 

.090 .790 .200 

.125 .650 .250 

.125 .850 .250 

.125 1.050 .250 

.125 .650 .350 

.125 .850 .350 

.125 1.050 .350 

Watts 
(at 70·C) 

0.8 
0.9 
1.1 
1.5 
1.3 
1.3 
2.0 

• Standard resistance range, 500 to 100Ko; stand
ard resistance tolerance, ==2%. 

• Temp. coefficient of resistance, ==200 ppm;oC. • For complete technical data, see latest issue of 
Tracking between resistors, ==50 ppm;oC. Engineering Bulletin 7041. 

NOTE: Because there are hundreds of combinations of pin configurations, package 
sizes, resistance values, and circuit designs, please call your Sprague Industrial Dis
tributor for catalog numbers, current quantity prices, and other ordering information. 

DUAL IN-LINE PRECISION RESISTOR NETWORKS 
Have basic features of SI P networks mentioned above. 
Available as Type 914C (14-pin devices), and Type 
916C (16-pin devices). 

.260" wide x .200" high x .755" long for 914C (.855" 
long for 916C). 

For complete technical data, see latest issue of Engineer
ing Bulletin 7042. 

, 
, 

rj 

::J .., 
-4 
~ , 

.. 
" 
~ 
jTI 

~ . 
FIG. 1 FIG. 2 FIG. 3 

Ohms Cat. No.*t Ohms Cat. No.*t Ohms Cat. No.*t Ohms Cat. No.*t Ohms Cat. No.*t 

PULL-UP/PULL-DOWN 750 914C751X2PE 16000 914C163X2PE 390 914C391X2SR 7500 914C752X2SR 
AND INTERFACE 820 914C821X2PE 18000 914C183X2PE 430 914C431X2SR 8200 914C822X2SR 

NETWORKS (FIG. 1) 910 914C911X2PE 20000 914C203X2PE 470 914C471X2SR 9100 914C912X2SR 
1000 914CI02X2PE 22000 914C223X2PE 500 914C501X2SR 10000 914C103X2SR 

50 914C500X2PE 1100 914Cl12X2PE 33000 914C333X2PE 510 914C511X2SR 11000 914C1l3X2SR 
56 914C560X2PE 1200 91"4C122X2PE 47000 914C473X2PE 560 914C561X2SR 12000 914C123X2SR 
62 914C620X2PE 
68 914C680X2PE 1300 914C132X2PE 68000 914C683X2PE 620 914C621X2SR 13000 914C133X2SR 
75 914C750X2PE 1500 914C152X2PE 100000 914C104X2PE 680 914C681X2SR 15000 914C153X2SR 
82 914C820X2PE 1600 914C162X2PE 750 914C751X2SR 16000 914C163X2SR 

1800 914C182X2PE MULTIPLE ISOLATED 820 914C821X2SR 18000 914C183X2SR 
91 914C910X2PE 2000 914C202X2PE RESISTORS (FIG. 2) 910 914C911X2SR 20000 914C203X2SR 

100 914C101X2PE 2200 914C222X2PE 1000 914C102X2SR 22000 914C223X2SR 
110 914C111X2PE 50 914C500X2SR 
120 914C121X2PE 2400 914C242X2PE 56 914C560X2SR 1100 914C112X2SR 33000 914C333X2SR 
130 914C131X2PE 2700 914C272X2PE 62 914C620X2SR 1200 914C122X2SR 47000 914C473X2SR 
150 914C151X2PE 3000 914C302X2PE 68 914C680X2SR 1300 914C132X2SR 68000 914C683X2SR 

3300 914C332X2PE 75 914C750X2SR 1500 914C152X2SR 100000 914C104X2SR 
160 914C161X2PE 3600 914C362X2PE 82 914C820X2SR 1600 914C162X2SR 
180 914C181X2PE 3900 914C392X2PE 1800 914C182X2SR DUAL TERMINATING 200 914C201X2PE 91 914C91OX2SR NETWORKS (FIG. 3) 220 914C221X2PE 4300 914C432X2PE 100 914C101X2SR 2000 914C202X2SR 
240 914C241X2PE 4700 914C472X2PE 110 914C111X2SR 2200 914C222X2SR 

Cat. 270 914C271X2PE 5100 914C512X2PE 120 914C121X2SR 2400 914C242X2SR 
5600 914C562X2PE 130 914C131X2SR 2700 914C272X2SR Rl R2 No.*t 

300 914C30lX2PE 6200 914C622X2PE 150 914C151X2SR 3000 914C302X2SR 
81 130 914C500X2TR 330 914C331X2PE 6800 914C682X2PE 3300 914C332X2SR 

360 914C361X2PE 160 914C161X2SR 121 195 914C750X2TR 
390 914C391X2PE 7500 914C752X2PE 180 914C181X2SR 3600 914C362X2SR 162 260 914C10lX2TR 
430 914C431X2PE 8200 914C822X2PE 200 914C201X2SR 3900 914C392X2SR 180 390 914C121X2TRA 
470 914C471X2PE 9100 914C912X2PE 220 914C221X2SR 4300 914C432X2SR 220 270 914C121X2TRB 

10000 914C103X2PE 240 914C241X2SR 4700 914C472X2SR 220 330 914C131X2TR 
500 914C501X2PE 11000 914C113X2PE 270 914C271X2SR 5100 914C512X2SR 
510 914C511X2PE 12000 914C123X2PE 5600 914C562X2SR 330 390 914C181X2TR 
560 914C561X2PE 300 914C301X2SR 330 470 914C191X2TR 
620 914C621X2PE 13000 914C133X2PE 330 914C331X2SR 6200 914C622X2SR 330 680 914C221X2TRA 
680 914C681X2PE 15000 914C153X2PE 360 914C361X2SR 6800 914C682X2SR 390 500 914C221X2TR 

*Reslstor networks listed above have resistance tolerance ot ==2%. 
tResistor networks listed above have 14 pins. For devices with 16 pins, change 3rd character in cat. no. from 4 to 6. 

Copyright 1978, Sprague Products Company IND..061-EFAB Sizes subiect to change without notice 
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SPRAGUE CAPACITORS 
TYPE 199D TANTALEX® RESIN·COATED SOLlD.TANTALUM CAPACITORS 

FOR MINIMUM·COST APPLICATIONS 
• Four lead styles for easy plug-in mounting on printed 

wiring boards in entertainment and commercial equip

ment. 

• Priced competitively with any other capacitor of this 

type, domestic or offshore. 

• Lower doc leakage currents, lower dissipation factor. 

• Superior, flame-retardant, moisture-resistant epoxy 

encapsulant will not crack or chip under temperature 

extremes. 
Capacitars available in .4 lead configurations. Numbers ending with B 1 have 
hairpin leads with .100" lead spacing (see first unit on left in photol. Numbers 
ending with A1 and A2 have straight leads with .100" and .200" lead spac
ing, respectively (second unit on leftl. For units with farmed lock·in leads and 

• Available in all of the popular 20% decade values 
between 0.1 p.F and 680 p.F • 

• 200" lead spacing {third unit from leftl, change last letter and last digit in 
cat. no. to "G2." For outside hockeystick leads (unit on rightl with .200" lead 
spacing, end cat. no. with "E2." For hockeystick leads with .250" lead spac
ing, end c:ata no. with "E3." 

• For complete technical data, refer to latest issue of 

Engineering Bulletin 3547. 

p.F Dia. X Ht. Cat. No. * 
3 VOLTS D-C, 3.6 VDC SURGE 

4.7 .180 x .350 199D475X0003ABl 
6.8 .180 x .350 199D685X0003ABl 

10 .20a x .350 199D106X0003BBl 
15 .200 x .350 199D156X0003BBl 
22 .200 x .350 199D226X0003BBl 
33 .250 x .425 199D336X0003CB1 
47 .250 x .425 199D476X0003CB1 
68 .250 x .450 199D686X0003DBl 

100 .250 x .450 199D107X0003DBl 
150 .250 x .450 199D157X0003DBl 
220 .400 x .560 199D227X0003EA2 
330 .400 x .560 199D337X0003EA2 
470 .440 x .680 199D477X0003FA2 
680 .440 x .680 199D687X0003FA2 

6.3 VOLTS D-C, 8 VDC SURGE 
3.3 .180 x .350 199D335X06R3AB1 
4.7 .180 x .350 199D475X06R3AB1 
6.8 .200 x .350 199D685X06R3BB1 

10 .200 x .350 199D106X06R3BB1 
15 .200 x .350 199D156X06R3BB1 
22 .250 x .425 199D226X06R3CB1 
33 .250 x .425 199D336X06R3CB1 
47 .250 x .450 199D476X06R3DB1 
68 .250 x .450 199D686X06R3DB1 

100 .250 x .450 199D107X06R3DBl 
150 .400 x .560 199D157X06R3EA2 
220 .400 x .560 199D227X06R3EA2 
330 .440 x .680 199D337X06R3FA2 

10 VOLTS D-C, 12 VDC SURGE 
2.2 .180 x .350 199D225XOOlOABl 
3.3 .180 x .350 199D335XOOlOABl 
4.7 .200 x .350 199D475XOOlOBBl 
6.8 .200 x .350 199D685X0010BB1 

p.F Dia. x Ht. Cat. No. * p.F Dia. x Ht. Cat. No. * 
~--------------~---

10 .200 x .350 199D106XOOlOBBl 47 .400 x .560 199D476X0025EA2 
15 .250 x .425 199D156XOOlOCB1 68 .440 x .680 199D686X0025FA2 
22 .250 x .425 199D226XOOlOCB1 35 VOLTS D-C 42 VDC SURGE 

~~ .~~~ x .:~~ t~~~~~~~~~t~~~t 0.10 .180 x .350' 199D104X0035ABl 

68 :250 ~ :450 199D686XOOlODBl ~J~ :i~~ ~ :~~~ t~~~~~:~~~~~~~t 
100 .400 x .560 199D107XOOI0EA2 
150 .400 x .560 199D157X0010EA2 
220 .440 x .680 199D227XOOlOFA2 

16 VOLTS D-C, 19 VDC SURGE 
1.5 .180 x .350 199D155X0016AB1 
2.2 .180 x .350 199D225X0016ABI 
3.3 .200 x .350 199D335X0016BBI 
4.7 .200 x .350 199D475X0016BB1 
6.8 .200 x .350 199D685X0016BBI 

10 
15 
22 
33 
47 
68 

.250 x .425 

.250 x .425 

.250 x .450 

.250 x .450 

.400 x .560 

.400 x .560 

199D106X0016CB1 
199D156X0016CB1 
199D226X0016DBI 
199D336X0016DB1 
199D476X0016EA2 
199D686X0016EA2 

100 .440 x .680 199DI07X0016FA2 
150 .440 x .680 199D157X0016FA2 

25 VOLTS D-C, 30 VDC SURGE 
1.0 .180 x .350 199D105X0025ABl 
1.5 .180 x .350 199D155X0025AB1 
2.2 .200 x .350 199D225X0025BB1 
3.3 .200 x .350 199D335X0025BB1 
4.7 .250 x .425 199D475X0025CB1 
6.8 .250 x .425 199D685X0025CBl 

10 .250 x .425 199D106X0025CB1 
15 .250 x .450 199D156X0025DB1 
22 .250 x .450 199D226X0025DBI 
33 .400 x .560 199D336X0025EA2 

0.33 .180 x .350 199D334X0035ABI 
0.47 .180 x .350 199D474X0035ABI 
0.68 .180 x .350 199D684X0035ABI 
1.0 
1.5 
2.2 
3.3 
4.7 
6.8 

.200 x .350 

.200 x .350 

.250 x .425 

.250 x .425 

.250 x .450 

.250 x .450 

199D105X0035BBl 
199D155X0035BB1 
199D225X0035CBl 
199D335X0035CBl 
199D475X0035DB1 
199D685X0035DB1 

10 .250 x .450 199DI06X0035DBI 
15 .400 x .560 199D156X0035EA2 
22 .400 x .560 199D226X0035EA2 
33 .440 x .680 199D336X0035F A2 
47 .440 x .680 199D476X0035FA2 

50 VOLTS D-C, 60 VDC SURGE 
0.10 .180 x .350 199DI04X0050AB1 
0.15 .180 x .350 199D154X0050AB1 
0.22 .180 x .350 199D224X0050AB1 
0.33 .180 x .350 199D334X0050AB1 
0.47 .200 x .350 199D474X0050BBI 
0.68 .200 x .350 199D684X0050BB1 
1.0 .250 x .425 199D105X0050CBl 
1.5 .250 x .425 199D155X0050CBl 
2.2 .250 x .450 199D225X0050DB1 
3.3 .250 x .450 199D335X0050DBI 
4.7 .250 x .450 199D475X0050DB1 
6.8 .440 x .680 199D685X0050FA2 

10 .440 x .680 199D106X0050FA2 
*Catalog numbers shown here are for units with capacitance tolerance of ± 20%. For units with capacitance tolerance of ± 1 0%, change "XO" in cat. no. 
to "X9." Catalog numbers shown are for either hairpin or straight leads. For complete ordering information on leads, see paragraph under photograph. 

Copyright 1977, Sprague Eledric Company IND·EEM-98-EFAB Size. subject to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 196D TANTALEX® RESIN-COATED SOLID-TANTALUM CAPACITORS 

FOR PREMIUM APPLICATIONS 

• Epoxy-Dipped Coating Economically Provides 
Good Electrical and Mechanical Protection. 

• High Stability, Very Little Capacitance Change, 
Even at Outer Limits of Operating Temperature 
Range (-55 C to +85 C; to+125 C With Derating). 

• Low Dissipation Factor Permits Higher Ripples. 

• Radial Leads, For Mounting on Printed Boards. 

• Catalog Numbers Ending With A1 Indicate :Y." 
Straight Leads With .125" Spacing (See Unit 1). 
Numbers Ending With E4 Indicote 1" Hockeystick 
Leads With .250" Spocing (See Unit 2). For Short 
Hockeystick Pin Leads (.187" Long, .250" Spac
ing) Change A1 or E4 to E3 (See Unit3). For :Y." 
Hairpin Leads With .125" Spacing, Change A1 to 
B1 (See Unit 4). 

• Capacitance Tolerance, ±10%. Capacitars With 
Asterisk (.) Are Also Available With Tolerance of 
±20%. For ±20% Tolerance, Change 9th Charac
ter in Cat. No. from 9 to O. 

• For Complete Technica I Data, Refer to Latest 
Issue of Engineering Bulletin 3545. UNIT 1 UNIT 2 UNIT 3 UNIT 4 

"F Dia. x Height Cat. No. I'F Dia. x Height Cat. No. I'F Dia. x Height Cat. No. I'F Dia. x Height Cat. No. 

4 WVDC, 5.3 V SURGE 10 See 20 WVDC Listing 10 .225 x .425 196DI06X9020JAl* 1.0 .175 x .350 196DI05X9035HAl* 
12 See 20 WVDC Listing 12 .225 x .425 196D126X9020JAl 1.2 .225 x .425 196D125X9035JAl 

10 .175 x .350 196D106X9004HA1 * 15 See 15 WVDC Listing 15 .225 x .450 196D156X9020KA1* 1.5 .225 x .425 196D155X9035JA1* 
12 .175 x.350 196D126X9004HA1 18 See 15 WVDC Listi ng 18 .225 x .450 196D186X9020KAl 1.8 .225 x .425 196D185X9035JAI 
15 See 15 WVDC Listing 22 .225 x .425 196D226X9010JA1* 22 See 35 WVDC Listing 2.2 .225 x .425 196D225X9035JAl* 
18 See 15 WVDC Listing 27 .225 x .425 196D216X9010JAl 27 See 25 WVDC Listing 2.7 .225 x .425 196D275X9035JAI 

22 See 10 WVDC Listing 33 .225 x .450 196D336X9010KAl* 33 See 25 WVDC Listing 3.3 .225 x .425 196D335X9035JA1* 
27 See 10 WVDC Listing 39 .225 x .450 196D396x9010KAl 39 .350 x .650 196D396X9020PE4 3.9 .225 x .425 196D395X9035JA1 

47 See 20 WVDC Listing 47 .350 x .650 196D476 X9020PE4" 4.7 .225 x .425 196D415X9035JA1* 
33 See 6 WVDC Listing 5.6 .225 x .450 196D565X9035KAl 
39 See 6 WVDC Listing 56 See 15 WVDC Listing 56 See 25 WVDC Listing 6.8 .225 x .450 196D685X9035KAl* 
47 See 6 WVDC Listing 68 See 15 WVDC Listing 68 See 25 WVDC Listing 8.2 .350 x .650 196D825X9035PE4 
56 .225 x .425 196D566X9004JAl 82 .350 x .650 196D8L6X9010PE4 82 .400 x .750 196D826X9020TE4 68 See 6 WVDC Listing 10 .350 x .650 196D106X9035PW 
82 .225 x .450 196D8L6X9004KAl 100 .350 x .650 196D107X9010PE4" 12 .350 x .650 196D126X9035PE4 

100 .225 x .450 196DI07X9004KA1* 120 See 15 WVDC Listing 100 .400 x .750 196DI07X9020TE4" 
150 See 15 WVDC Listing 15 .350 x .650 196D156X9035PE4* 

120 See 6 WVDC Listing 180 .400 x .750 196D181X9010TE4 18 .350 x .650 196D186X9035PE4 
150 See 6 WVDC Listing 220 .400 x ./50 196D221X9010TE4" 25 WVDC, 32 V SURGE 
180 .350 x .650 196D181X9004PE4 22 .350 x .650 196D226X9035PE4* 

1.2 .175 x .350 196D125X9025HAI 
220 .350 x .650 196D227X9004PE4* 1.5 .175 x .350 196D155X9025HAl* 27 .400 x .750 196D276X9035TE4 
210 See 6 WVDC Listing 15 WVDC, 20 V SURGE 

1.8 .175 x .350 196D185X9025HAl 33 .400 x .750 196D336X9035TE4* 
330 See 6 WVDC Listing 2.2 .lI5 x .350 196D225X9025HAl" 

2.7 See 35 WVDC Listing 39 .400 x .750 196D396X9035TE4 

6 WVDC, 8 V SURGE 3.3 .175 x .350 196D335X9015HAl* 3.3 See 35 WVDC Listing 47 .400 x .750 196D476X9035TE4* 
3.9 .175 x .350 196D395X9015HAI 3.9 See 35 WVDC-Listing 

6.8 .175 x .350 196D685X9006HAl* 4.7 See 35 WVDC Listi ng 4.7 See 35 WVDC Listing 
5.6 See 25 WVDC Listing 5.6 .225 x .425 196D565X9025JAl 8.2 .115 x .350 196D825X9006t1Al 6.8 See 25 WVDC Listing 6.8 .225 x .425 196D685X9025JAl* 50 WVDC, 65 V SURGE 

10 See 20 WVDC Listing 
8.2 See 25 WVDC Listing 8.2 .225 x .425 196D825X9025JAI 

10 .225 x .450 196D106X9025KAl* 0.10 .175 x .350 196DI04X9050HAl* 
12 See 20 WVDC Listing 10 See 20 WVDC Listing 12 .225 x .450 196D126X9025KAI 0.12 .175 x .350 196D124X9050HAI 
15 See 15 WVDC Listing 12 See 20 WVDC Listing 15 See 35 WVDC Listing 0.15 .175 x .350 196D154X9050HA1* 
18 See 15 WVDC Listing 15 .225 x .425 196D156X9015JA1* 18 See 35 WVDC Listing 0.18 .175 x .350 196D184X9050HA1 
22 See 10 WVDC Listing 18 .225 x .425 196D186X9015JA1 0.22 .175 x .350 196D224X9050HA1* 
27 See 10 WVDC Listing 22 .225 x .450 196D226X9015KA1* 22 See 35 WVDC Listing 0.27 .175 x .350 196D274X9050HA1 

27 See 25 WVDC Listing 27 .350 x .650 196D276X9025PE4 
0.33 .175 x .350 196D334X9050HA1* 33 .225 x .425 196D336X9006JAl" 33 See 25 WVDC Listing 33 .350 x .650 196D336X9025PE4* 

39 .225 x .425 196D396X9006JAl 39 See 20 WYDC Listing 39 See 35 WVDC Listing 
0.39 .175 x .350 196D394X9050HAI 

47 .225 x .425 196D476X9006JAl* 0.47 .175 x .350 196D474X9050HAl* 
56 .225 x .450 196D566x9006KAI 47 See 35 WVDC Listing 0.56 .175 x .350 196D564X9050HAI 
68 .225 x .450 196D686x.9006KAl* 47 See 20 WVDC Listing 56 .400 x .750 196D566X9025TE4 0.68 .175 x .350 196D684X9050HAl* 
82 See 10 WVDC Listing 56 .350 x .650 196D566X90l5PE4 68 .400 x .750 196D686X9025TE4 " 0.82 .175 x .350 196D824X9050HAI 

68 .350 x .650 196D686X9015PE4" 
82 See 20 WVDC Listing 1.0 .175 x .350 196DI05X9050HAl* 

100 See 10 WVDC Listing 1.2 .225 x .425 196D125X9050JAI 
1.5 .225 x .425 196D155X9050JAl* 120 .350 x .650 196D127X9006PE4 100 See 20 WVDC Listing 1.8 .225 x .425 196D185X9050JAI 

150 .350 x .650 196D151X9006PE4* 120 .400 x .750 196D127 X9015TE4 35 WVDC, 46 V SURGE 
2.2 .225 x .425 196D225X9050JA1* 

180 See 10 WVDC Listing 150 .400 x .750 196D157X9015TE4" 0.10 .175 x .350 196DI04X9035HAl* 2.7 .225 x .425 196D275X9050JAl 
0.12 .175 x .350 196D124X9035HAI 

220 See 10 WVDC Listing 0.15 .175 x .350 196D154X9035HAI * 3.3 .225 x .425 196D335X9050JAl* 
2]0 .400 x .750 196D277X9006TE4 3.9 .225 x .450 196D395X9050KAI 

330 .400 x .750 196D337X9006TE4' 20 WVDC, 26 V SURGE 
0.18 .175 x .350 196D184X9035HAI 4.7 .225 x .450 196D475X9050KAl* 
0.22 .175 x .350 196D224X9035HA1' 5.6 .350 x .650 196D565X9050PE4 

2.7 .175 x .350 196D275X9020HAl 
0.27 .175 x .350 196D274X9035HAI 6.8 .350 x .650 196D685X9050PE4* 

10 WVDC, 13 V SURGE 3.3 See 35 WVDC Listing 0.33 .175 x .350 196D334X9035HA1* 8.2 .350 x .650 196D825X9050PE4 

3.9 See 35 WVDC Listing 0.39 .175 x .350 196D394X9035HAI 10 .350 x .650 196DI06X9050PE4* 
4.7 .175x.350 196D475X9010HAl" 4.7 See 35 WVDC Listing 0.47 .175 x .350 196D474X9035HAI' 12 .350 x .650 196D126X9050PE4 
5.6 .175 x.350 196D565X9010HAI 5.6 See 25 WVDC Listing 0.56 .175 x .350 196D564X9035HAI 15 .350 x .650 196D156X9050PE4* 
6.8 See 25 WVDC Listing 6.8 See 25 WVDC Listing 0.68 .175 x .350 196D684X9035HAI' 18 .400 x .750 196D186X9050TE4 
8.2 See 25 WVOC Listing 8.2 See 25 WVDC lfsting 0.82 .175 x .350 196D824X9035HA1 22 .400 x .750 196D226X9050TE4* 

Copyright 1978, Sprague Electric Company IND-EEM-2-EFAB Siz .. subject to change w'tlhaut.notice 
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pi 

2.2 
4.7 

10 
22 

1.5 
3.3 
6.8 

15 
22 
47 

220 

1.0 
2.2 
4.7 

10 
15 
33 
47 
68 

0.68 
1.5 
3.3 
6.8 

10 
22 
33 
47 

150 

0.47 
1.0 
2.2 
4.7 
6.8 

11 

SPRAGUE CAPACITORS 
TYPE 182D AND 183D 

ULTRA-MINIATURE SOLID TANTALEX® CAPACITORS 

Cat. /fo. (Cyl.) Cat. /fo. (Rect.) 

2 WVDC 

182DR225D4002G 1830R22504002A 
182DR47504002H · . . . . . . . . . . . 
1820R 106XOOO2J 183DR106XOO02B 
182DR226XOO02K 1830R226XOO02C 

3 WVDC 

182DR155D4003G 183DR155D4003A 
182DR33504003H ............ 
182DR685XOO03J 1830R685XOO03B 
182DR156XOO03K ........... . 
.... ........ 183DR226XOO03C 

182DR476XOO03l ......... , .. 
....... , .... 183DR227XOO03F 

4 WVDC 

182DR105D4004G 183DR105D4004A 
182DR22504004H ............ 
182DR475XOO04J 183DR475XOO04B 
182DR106XOO04K ............ 
....... , .... 183DR156XOO04C 

182DR336XOO04l ............ 
............ 183DR47SXOO04D 
............ 183DR686XOO04E 

6 WVDC 

182DR684D4006G 183DR684D4006A 
182DR155D4006H ............ 
182DR335XOO06J 183DR335XOO06B 
182DR685XOO06K · . . . . . . . . . . . 
............ 1830RI06XOO06C 

182DR226XOOOSl ............ 
.. , ......... 1830R33SXOO06D 
.......... ,- 1830R47SXOO06E 
............. 183DR157XOOOSF 

10 WVDC 

182DR474D4010G 183DR474D4010A 
182~R105D4010H ........... . 
182DR225X0010J 183DR225X0010B 
182DR475X0010K · . . . . . . . . . . . 
............ 183DR685X0010C 

• Capacitor elements housed in polyester-film 
sleeving with epoxy resin end seals. Higher 
volumetric efficiency than metal-encased or 
molded designs. 

• Type 1820 has cylindrical case, Type 1830 
has rectangular case. 

• Operating temperature range, -55 C to 
+85 C. May be operated to + 125 C with 
voltage derating. 

*See last character in Cat. No. for size code. 

pi Cat. /fo. (Cyl.) Cat. /fo. (Rect.) 

15 182DR156X0010l · . . . . . . . . . . . 
22 ............ 183DR226X0010D 
33 ............ 1830R336X0010E 

100 .......... .. 1830R107X0010F 

15 WVDC 

0.33 182DR334D4015G 183DR33404015A 
0.68 182DR684D4015H ........... , 
1.5 182DR155XOO15J 183DR155XOO15B 
3.3 182DR335XOO15K ............ 

10 182DRI06XOO15l · . . . . . . . . . . . 
15 ............ 183DR15SXOO15D 
22 ............ 183DR226XOO15E 
68 ............ 183DR686XOO15F 

20 WVDC 

0.0010 182DR102D4020G 183DR 102D4020A 
0.0015 182DR152D4020G 183DR15204020A 
0.0022 182DR222D4020G 183DR222D4020A 
0.0033 182DR332D402OG 183DR332D4020A 
0.0047 182DR472D4020G 183DR472D4020A 
0.0068 182DR682D4020G 183DR682D4020A 
0.010 182DR103D402OG 183DR103D4020A 
0.015 182DR153D4020G 183DR15304020A 
0.022 182DR223D4020G 183DR223D4020A 
0.033 182DR333D402OG 183DR333D4020A 
0.047 182DR473D4020G 183DR473D4020A 
0.068 182DRS83D4020G 183DR683D4020A 
0.10 182DR104D4020G 183DR104D4020A 
0.15 182DR154D402OG 183DR154D4020A 
0.22 182DR224D4020G 183DR224D4020A 
0.33 182DR334D4020H ............ 
0.47 182DR474D4020H ............ 
0.68 182DR684X0020J ............ 
1.0 182DR105X0020J 183DR105X002OB 
1.5 182DR155X0020K ............ 
2.2 182DR225X0020K ............ 
3.3 182DR335X0020l 183DR335X0020C 
4.7 182DR475X0020l 183DR475X0020C 
6.8 182DR685X0020l · , .......... 

10 ............ 183DR106X0020D 
15 . . . . . . . . . . . . 183DR156X0020E 
47 . ....... , ... 183DR476X0020F 

• Capacitance tolerance indicated by 9th and 
10th characters in Cat. No. 04 = +40, 
-20%; XO = ±20%. 

• Units listed below are single-ended design. 
For capacitors with axial leads, change 5th 
character in Cat. No. from R to A. 

• For complete technical data, refer to latest 
issue of Engineering Bulletin 3517. 

DIMENSIONS, RECTANGULAR CASE* 
Code 

A .125 .070 .040 D .290 .220 
Height Width ThiCk'lcOde Height Width Thick . 

.110 

.130 

.150 
B .165 .120 .070 E .310 .230 
C .225 .185 .075 F .475 .375 

pi Cat. /fo. (Cyl.) Cat. /fo. (Rect.) 

25 WVDC 

0.68 ............ 183DR684X0025B 
2.2 . . . . . . . . . . . . 183DR225X0025C 
S.8 ............ 183DR685X0025D 

10 ............ 183DR106X0025E 
33 ............ 183DR336X0025F 

35 WVDC 

0.0047 .. '" ....... 183DR472X0035B 
0.0068 . ........... 183DR682X0035B 
0.010 . ......... ,. 1830R103X0035B 
0.015 182DR153D4035H 183DR153X0035B 
0.022 183DR223D4035H 183DR223X0035B 
0.033 182DR333D4035H 183DR333X0035B 
0.047 182DR473D4035H 183DR473X0035B 
0.068 182DR683D4035H 183DR683X0035B 
0.10 182DR104D4035H 183DR 104X0035B 
0.15 182DR154D4035H 183DR154X0035B 
0.22 182DR224D4035H 183DR224X0035B 
0.33 182DR334X0035J 183DR334X0035B 
0.47 182DR474X0035J 183DR474X0035B 

0.68 182DR684X0035K 1830R684X0035C 
1.0 182DR105X0035K 183DR105X0035C 
1.5 182DR155X0035l 183DR155X0035C 
2.2 182DR225X0035l 183DR225X0035D 
3.3 .. , ......... 183DR335X0035D 
4.7 ............ 183DR475X0035D 
6.8 .. , ......... 183DR685X0035E 

10 . . . . . . . . . . . . 183DR106X0035F 
15 ............ 183DR156X0035F 
22 . ........... 183DR226X0035F 

50 WVDC 

0.0010 182DR102D4050H · . . . . . . . . . . . 
0.0015 182DR152D4050H ..... , ...... 
0.0022 182DR222D4050H ............ 
0.0033 182DR332D4050H . ....... , ... 
0.0047 182DR472D4050H . ........... 
0.0068 182DR682D4050H · . . . . . . . . . . . 
0.010 182DR103D4050H · . . . . . . . . . . . 

Copyright 1976, Sprague Electric Company IND-2C·EFAB Sizes subject to change without notice. 
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SPRaGUE capaCITORS c 
TYPE 162D RED TOp® SOLID-TANTALUM CAPACITORS 

• Miniature commercial/industrial capacitors, in- tolerance of ±20%. When ordering ±20% 
tended for use in compactly designed equipment. capacitors, change 9th character of cat. no. from 

9 to O. 
• Metal cases with resin end seals. 

• Listed capacitors have heat-shrunk polyester film 
• Priced competitively with molded-case capacitors. insulating sleeve. For bare metal case, change 

• Operating temperature range, -55 C to +85 C. 
last character of cat. no. from 2 to 0, and sub-

tract .005" from diam. and .010" from length • 

• Listed units have capacitance tolerance of ± 1 0%. • For complete technical data, refer to latest issue 
Capacitors with asterisk (*) also available with of Sprague Engineering Bulletin 3536. 

I'F Dia. X Length Cat. No. I'F Dia. x Length Cat. No. I'F D ia. x Length Cat. No. 
2 WVDC 15 WVDC 0.056 .095 x .260 162D563X9035BC2 

8.2 .095 x .260 162D825X9002BC2 1.8 .095 x .260 162D185X9015BC2 0.068 .095 x .260 162D683X9035BC2* 
10 .095 x .260 162D106X9002BC2* 2.2 .095 x .260 162D225X9015BC2* 0.082 .095 x .260 162D823X9035BC2 
12 .110 x .290 162D126X9002CD2 2.7 .110 x .290 162D275X9015CD2 0.10 .095 x .260 162D104X9035BC2* 15 .110 x .290 162D156X9002CD2* 3.3 .110 x .290 162D335X9015CD2" 0.12 .095 x .260 162D124X9035BC2 18 .110 x .290 162D186X9002CD2 3.9 .110 x .290 162D395X9015CD2 0.15 .095 x .260 162D154X9035BC2* 22 .110 x .290 162D226X9002CD2* 4.7 .no x .290 162D475X9015CD2" 0.18 .095 x .260 162D184X9035BC2 5.6 .110 x .290 162D565X9015CD2 0.22 .095 x .260 162D224X9035BC2* 27 .110 x .290 162D276X9002CD2 

6.8 .no x .290 162D685X9015CD2" 0.27 .095 x .260 162D274X9035BC2 33 .110 x .290 162D336X9002CD2* 
39 .180 x .345 162D396X9002DD2 8.2 .180 x .345 162D825X9015DD2 0.33 .095 x .260 162D334X9035BC2* 
47 .180 x .345 162D476X9002DD2* 10 .180 x .345 162D106X9015DD2* 0.39 .095 x .260 162D394X9035BC2 
56 .180 x .345 162D566X9002DD2 12 .180 x .345 162D126X9015DD2 0.47 .095 x .260 162D474X9035BC2* 
68 .180 x .345 162D686X9002DD2* 15 .180 x .345 162D156X9015DD2* 0.56 .no x .290 162D564X9035CD2 18 .180 x .420 162D186X90l5EE2 0.68 .no x .290 162D684X9035CD2* 

4 WVDC 22 .180 x .420 162D226X90l5EE2* 0.82 .110 x .290 162D824X9035CD2 
5.6 .095 x .260 162D565X9004BC2 20 WVDC 1.0 .110 x .290 162D105X9035CD2* 
6.8 .095 x .260 162D685X9004BC2* 1.2 .095 x .260 162D125X9020BC2 1.2 .110 x .290 162D125X9035CD2 i'-" 
8.2 .110 x .290 162D825X9004CD2 1.5 .095 x .260 162D155X9020BC2* 1.5 .no x .290 162Dl55X9035CD2* 

10 .no x .290 162DI06X9004CD2* 1.8 .no x .290 162D185X9020CD2 1.8 .180 x .345 162D185X9035DD2 "--/ 12 .110 x .290 162D126X9004CD2 2.2 .no x .290 162D225X9020CD2* 2.2 .180 x .345 162D225X9035DD2* 
15 .no x .290 162D156X9004CD2* 2.7 .no x .290 162D275X9020CD2 2.7 .180 x .345 162D275X9035DD2 
18 .no x .290 162D186X9004CD2 3.3 .110 x .290 162D335X9020CD2* 3.3 .180 x .345 162D335X9035DD2* 

3.9 .110 x .290 162D395X9020CD2 3.9 .180 x .345 162D395X9035DD2 
22 .110 x .290 162D226X9004CD2* 4.7 .180 x .345 162D475X9035DD2* 
27 .180 x .345 162D276X9004DD2 4.7 .no x .290 162D475X9020CD2* 5.6 .180 x .420 162D565X9035EE2 
33 .180 x .345 162D336X9004DD2* 5.6 .180 x .345 162D565X9020DD2 6.8 ,180 x .420 162D685X9035EE2* 
39 .180 x .345 162D396X9004DD2 6.8 .180 x .345 162D685X9020DD2* 50 WVDC 47 .180 x .345 162D476X9004DD2* 8.2 .180 x .345 162D825X9020DD2 
56 .180 x .420 162D566X9004EE2 10 .180 x .345 162D106X9020DD2* 0.0047 .095 x .260 162D472X9050BC2* 
68 .180 x .420 162D686X9004EE2* 12 .180 x .420 162D126X9020EE2 0.0056 .095 x .260 162D562X9050BC2 

15 .180 x .420 162D156X9020EE2* 0.0068 .095 x .260 162D682X9050BC2* 
6 WVDC 0.0082 .095 x .260 162D822X9050BC2 

3.9 .095 x .260 162D395X9006BC2 25 WVDC 
0.010 .095 x .260 162D103X9050BC2* 

4.7 .095 x .260 162D475X9006BC2* 0.56 .095 x .260 162D564X9025BC2 0.012 .095 x .260 162D123X9050BC2 
5.6 .110 x .290 162D565X9006CD2 0.68 .095 x .260 162D684X9025BC2* 0.Q15 .095 x .260 162D153X9050BC2* 
6.8 .110 x .290 162D685X9006CD2* 0.82 .095 x .260 162D824X9025BC2 0.Q18 .095 x .260 162D183X9050BC2 
8.2 .no x .290 162D825X9006CD2 1.0 .095 x .260 162D105X9025BC2* 0.022 .095 x .260 162D223X9050BC2* 

10 .110 x .290 162D106X9006CD2* 1.2 .no x .290 162D125X9025CD2 0.027 .095 x .260 162D273X9050BC2 
12 .110 x .290 162D 126X9006CD2 1.5 .no x .290 162D155X9025CD2* 0.033 .095 x .260 162D333X9050BC2* 

.110 x .290 162D156X9006CD2* 1.8 .110 x .290 162D185X9025CD2 0.039 .095 x .260 162D393X9050BC2 
15 2.2 .110 x .290 162D225X9025CD2* 0.047 .095 x .260 162D473X9050BC2* 
18 .180 x .345 162D186X9006DD2 

2.7 .no x .290 162D275X9025CD2 0.056 .095 x .260 162D563X90SOBC2 
22 .180 x .345 162D226X9006DD2* 

3.3 .110 x .290 162D335X9025CD2* 0.068 .095 x .260 162D683X9050BC2* 
27 .180 x .345 162D276X9006DD2 0.082 .095 x .260 162D823X9050BC2 
33 .180 x .345 162D336X9006DD2* 3.9 .180 x .345 162D395X9025DD2 
39 .180 x .420 162D396X9006EE2 4.7 .180 x .345 162D475X9025DD2* 0.10 .095 x .260 162D104X9050BC2* 
47 .180 x .420 162D476X9006EE2* 5.6 .180 x .345 162D565X9025DD2 0.12 .095 x .260 162D124X9050BC2 
56 .180 x .420 162D566X9006EE2 6.8 .180 x .345 162D685X9025DD2* 0.15 .095 x .260 162D154X9050BC2* 

8.2 .180 x .345 162D825X9025DD2 0.18 .095 x .260 162D184X9050BC2 
10 WVDC 10 .180 x .345 162D106X9025DD2* 0.22 .095 x .260 162D224X9050BC2* 

162D275X9010BC2 
0.27 .095 x .260 162D274X9050BC2 

2.7 .095 x .260 35 WVDC 0.33 .110 x .290 162D334X9050CD2* 
3.3 .095 x .260 162D335X9010BC2* 

0.0047 .095 x .260 162D472X9035BC2* 0.39 .110 x .290 162D394X9050CD2 
3.9 .110 x .290 162D395X901OCD2 0.47 .110 x .290 162D474X9050CD2* 
4.7 .110 x .290 162D475X901OCD2* 0.0056 .095 x .260 162D562X9035BC2 0.56 .110 x .290 162D564X9050CD2 
5.6 .110 x .290 162D565X9010CD2 0.0068 .095 x .260 162D682X9035BC2* 0.68 .110 x .290 162D684X9050CD2* 
6.8 .no x .290 162D685X9010CD2* 0.0082 .095 x .260 162D822X9035BC2 0.82 .110 x .290 162D824X9050CD2 
8.2 .no x .290 162D825X9010CD2 0.010 .095 x .260 162D103X9035BC2* 1.0 .110 x .290 162D105X9050CD2* 0.012 .095 x .260 162D123X9035BC2 

10 .110 x .290 162D106X901OCD2* 0.015 .095 x .260 162D153X9035BC2* 1.2 .180 x .345 162D125X9050DD2 
12 .180 x .345 162D126X9010DD2 0.018 .095 x .260 162D183X9035BC2 1.5 .180 x .345 162D155X9050DD2* .4'···. 
15 .180 x .345 162D156X901ODD2* 0.022 .095 x .260 162D223X9035BC2* 1.8 .180 x .345 162D185X9050DD2 i, 
18 .180 x .345 162D186X9010DD2 0.027 .095 x .260 162D273X9035BC2 2.2 .180 x .345 162D225X9050DD2* ""--/' 22 .180 x .345 162D226X901ODD2* 2.7 .180 x .420 162D275X9050EE2 
27 .180 x .420 162D276X9010EE2 0.033 .095 x .260 162D333X9035BC2* 3.3 .180 x .420 162D335X9050EE2* 
33 .180 x .420 162D336X9010EE2* 0.039 .095 x .260 162D393X9035BC2 3.9 .180 x .420 162D395X9050EE2 
39 .180 x .420 162D396X901OEE2 0.047 .095 x .260 162D473X9035BC2* 4.7 .180 x .420 162D475X9050EE2* 
Copyright 1971, Sprague Products Company IND-REM·2A·EBAP Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 150D TANTALEX® SOLlD·TANTALUM CAPACITORS 

"F Size Code Cat. No. 

6 WVDC - 8 VDC SURGE 

.22 A 150D224X9006A2* 

.27 A 150D274X9006A2 

.33 A 150D334X9006A2* 

.39 A 150D394X9006A2 

.47 A lS0D474X9006A2* 

.56 A 150D564X9006A2 

.68 A lS0D684X9006A2* 

.82 A lS0D824X9006A2 

1.0 A 150D105X9006A2* 
1.2 A lS0D125X9006AZ 
1.5 A 150D1S5X9006A2* 
1.8 A 150D185X9006AZ 
2.2 A lS0D22SX9006A2* 
2.7 A lS0D27SX9006AZ 

3.3 A lS0D33SX9006AZ* 
3.9 A 150D39SX9006A2 
4.7 A lS0D47SX9006AZ* 
5.6 A lS0DS6SX9006AZ 
6.8 A 150D68SX9006A2* 
8.2 B lS0D82SX9006B2 

10 B 150D106X9006BZ* 
12 B lS0D126X9006B2 
15 B lS0D156X9006B2* 
18 B 150D186X9006B2 
22 B 150DZ26X9006B2* 
27 B 150D276X9006B2 

33 B 150D336X9006 B2* 
39 B lS0D396X9006B2 
47 B 150D476X9006B2* 
56 B lS0D566X9006B2 
60 B 150D606X9006B2* 
68 R 150D686X9006R2* 
82 R lS0D826X9006R2 

100 R 150DI07X9006R2* 
120 R 150D127X9006R2* 
150 R 150D157X9006R2* 
180 R 150D187X9006R2* 
220 S lS0D2Z7X9006S2* 
Z70 S 150D277X9006SZ* 
330 S 150D337X9006S2* 

10 WVDC - 13 VDC SURGE 

.ZZ A 150DZZ4X9010AZ* 

.27 A lS0DZ74X901OAZ 

.33 A 150D334X9010AZ* 

.39 A 150D394X9010A2 

.47 A lS0D474X9010A2* 

.S6 A 150D564X9010A2 

.68 A 150D684X9010AZ* 

.82 A lS0D824X901OA2 

1.0 A 150D105X9010A2* 
1.2 A 150D125X9010A2 
1.5 A 150D155X9010A2* 
1.8 A 150D185X9010A2 
2.2 A 150D225X901OAZ* 
2.7 A 150DZ75X9010A2 

3.3 A lS0D335X9010A2* 
3.9 A 150D395X9010AZ 
4.7 A lS0D47SX9010AZ* 
5.6 B 150D565X9010B2 
6.8 B 150D685X901OB2* 
8.2 B 150D825X901OB2 

COPYright 1978, Sprague Eledrlc Company 

"F 
10 
12 
15 
18 
22 
27 

33 
39 
40 
47 
56 
68 
8Z 

100 
120 
ISO 
180 
Z20 

• Hermetically sealed metal case. • Also available as non-polarized capacitors. 

• Exhibit stable capacitance and low dissipation 
factor over temperature I'ange of - 80 C to 
+85 C. With appropriate voltage derating, 
may be operated to + 1 25 C. 

• listed units have capacitance tolerance of ± 10%. 
Capacitors with asterisk (*1 are also available 
with capacitance tolerance of ± 20%. For ± 20% 
tolerance, change 9th character in catalog num
ber from 9 to O. 

• listed units have plastic sleeves. For bare case, 
end Cat. No. in "0" instead of "2." 

• For complete technical data, refer to latest issue 
of Engineering Bulletin 35'20. 

Size Code Cat. No. "F Size Code Cat. No. "F Size Code Cat. No. 
B 150D106X9010BZ* .022 A 150D223X9020A2* .10 A 150D104X9035A2* 
B 150D126X9010B2 .027 A 150D273X9020A2 .12 A 150D124X9035A2 
B 150D156X9010B2* .15 A 150D1S4X9035A2* 
B 150D186X9010B2 .033 A lS0D333X9020A2* .18 A 150D184X9035A2 
B lS0D226X901OB2* .039 A lS0D393X9020A2 .22 A lS0D224X9035A2* 
B lS0D276X901OB2 .047 A lS0D473X9020A2* .27 A 150D274X9035A2 

.056 A 150D563X9020A2 
.33 A 150D334X9035AZ* B lS0D336X9010B2* .068 A 150D683X9020A2* 

B 150D396X9010B2 .082 A lS0D823X9020AZ .39 A 150D394X9035AZ 
B 150D406X901OB2* .47 A 150D474X9035A2* 
R 150D476X9010R2* .10 A lS0D104X9020A2* .56 A 150D564X9035A2 
R 150D566X9010R2 .12 A lS0D124X9020A2 .68 A lS0D684X903SA2* 
R 150D686X9010R2* .15 A lS0D154X9020AZ* .8Z A lS0D824X9035A2 
R 150D826X9010R2 .18 A lS0D184X9020A2 

.2Z A lS0D2Z4X9020A2* 1.0 A 150D105X9035A2* 
R 150D107X901OR2* .27 A lS0D274X90Z0A2 1.2 B lS0D125X9035B2 
R lS0D1Z7X9010R2* I.S B lS0D155X9035B2* 
S lS0D157X9010SZ* .33 A 150D334X90Z0A2* 

1.8 B 150D185X903SBZ 
S lS0D187X9010SZ* Z.2 B 150D22SX9035B2* 
S lS0D227X9010SZ* .39 A 150D394X90Z0A2 Z.7 B 150D275X9035BZ 

.47 A 150D474X9020A2* 
IS WVDC - 18 VDC SURGE .S6 A lSOD564X9020A2 3.3 B lS0D335X9035B2* 

.Z2 A 150D2Z4X9015A2* .68 A 150D684X90Z0AZ* 3.9 B lS0D395X9035BZ 

.27 A 150D274X901SA2 .82 A 150D824X9020AZ 4.7 B lS0D475X903SB2* 

.33 A lS0D334X9015AZ* S.6 B lS0D56SX903SB2 

.39 A lS0D394X9015AZ 1.0 A lS0D10SX90Z0A2* 6.8 B 150D68SX9035B2* 
1.2 A 150D1Z5X90Z0A2 8.2 R 150D82SX903SR2 
1.5 A 150D155X9020A2* .47 A lS0D474X9015A2* 1.8 A lS0D18SX9020A2 10 R 150D106X903SR2* .S6 A 150D564X9015A2 2.2 A 150D225X9020A2* 12 R lS0D126X9035R2 .68 A 150D684X9015A2* 2.7 B 150D275X9020B2 IS R 150D156X9035R2* .82 A 150D824X9015A2 18 R 150D186X9035R2 
3.3 B 150D335X9020B2* 22 R lS0D226X9035R2* 1.0 A 150D105X9015A2* 

1.2 A 150D125X9015A2 3.9 B lS0D39SX9020B2 27 S lS0D276X903SSZ 4.7 B lS0D47SX90Z0B2'O 1.S A lS0D1SSX901SA2* 
S.6 B lS0DS65X9020B2 33 S lS0D336X903SSZ* 

1.8 A lS0D18SX9015A2 
6.8 B 150D685X9020B2* 39 S 150D396X9035S2 

2.2 A lS0D225X9015A2* 
8.2 B 150D825X9020B2 47 S 150D476X9035S2* 

2.7 A lS0D275X901SA2 
SO WVDC - 65 VDC SURGE 

3.3 A 150D335X9015A2* 10 B lS0D106X9020B2* .0047 A lS0D472X90S0A2* 3.9 B lS0D39SX9015BZ 12 B 150D126X9020B2 .0056 A 150D56ZX9050A2 4.7 B 150D475X9015B2* 15 B 150D156X9020B2* .0068 A 150D682X9050A2* 
S.6 B 150D565X9015B2 18 R 150D186X9020R2 
6.8 B 150 D685 X90 15 B2* 22 R lS0D226X9020R2* .0082 A lS0D822X9050A2 

8.2 B 150D825X9015B2 27 R 150D276X9020R2 .01 A 150D103X90S0A2* 

150D336X9020R2* 
.012 A 150D123X9050A2 

10 B 150D106X9015BZ* 33 R .01S A lS0D1S3X9050A2* 
12 B lS0D1Z6X9015B2 39 R lS0D396X90Z0R2 .018 A lS0D183X90S0A2 
15 B l~~gm~~m~r 47 R 150D476X9020R2* .022 A 150D223X9050A2* 
18 B S6 S 150D566X90Z0S2 .027 A 150D273X9050A2 
22 B 150D226X9015B2* 68 S 150D686X90Z0S2* 
27 R 150DZ76X9015R2 82 S 150D826X9020S2 .033 A 150D333X9050A2* 

.039 A 150D393X9050A2 
33 R 150D336X9015RZ* 100 S 150D107X90Z0S2* .047 A 150D473X90S0A2* 
39 R lS0D396X901SR2 35 WVDC - 40 VDC SURGE .OS6 A 150DS63X90S0A2 
47 R 150D476X9015R2* .068 A 150D683X90S0A2* 
56 R lS0D566X9015RZ .0047 A 150D472X9035A2* .082 A 150D823X9050A2 
68 R 150D686X9015R2* .0056 A 150D562X9035A2 
82 S 150D826X901SS2 .0068 A 150D682X903SAZ* .1 A lS0D104X90S0A2* 

.0082 A 150D822X9035A2 .12 A 150D124X9050A2 
100 S 150DI07X9015S2* .15 A lS0D1S4X9050A2* 
120 S 150D1Z7X9015S2 .01 A lS0D103X9035A2* .18 A 150D184X9050A2 
150 S 150D157X9015S2* .01Z A 150D123X9035A2 .22 A lS0D224X9050A2* 

.015 A lS0D153X9035A2* .27 A lS0D274X9050A2 
20 WVDC - 23 VDC SURGE .018 A 150D183X9035A2 

.0047 A 150D472X90Z0A2* .022 A 150DZZ3X9035A2* .33 A 150D334X9050A2* 
.39 A 150D394X9050A2 

.0056 A 150D562X9020AZ .OZ7 A 150D273X903SA2 .47 A 150D474X9050A2* 

.0068 A 150D682X90Z0AZ* 

.008Z A 150D8ZZX90Z0A2 .033 A 150D333X903SA2* DIMENSIONS 
.039 A lS0D393X903SA2 Code D. x L. 

.01 A lS0D103X90Z0AZ* .047 A lS0D473X9035A2* A .135" x .286" 

.012 A 150D123X9020A2 .056 A 150D563X9035A2 B .185" x .474" 

.015 A 150D153X9020A2* .068 A 150D683X9035A2* p. .289" x .686" 

.018 A 150D183X9020A2 .082 A 150D823X9035A2 s .351" x .786" 

IND·EEM-l -EFAB SIzes sublect to change wIthout not;';:e. 



14 

SPRAGUE CAPACITORS 
TYPE 150D SOLID-ELECTROLYTE TANTALEX® CAPACITORS (Cont.) 

"f Size Code Cat. No. jLF Size Code Cat. No. /'F Size Code Cat. No. aF Size Code Cat. No. 

.56 A lS0DS64X90S0A2 .S6 A lS0DS64X9060A2 .S6 A lS0DS64X907SAZ .82 B 150D8Z4X9100B2 

.68 A 150D684X90S0A2* .68 A 150D684X9060A2* ,68 A 150D684X907SA2* 1.0 B 150D105X9100B2* 

.82 A 150D824X9050A2 .82 B lS0D824X9060B2 .82 B 150D824X9075B2 1.2 B 150D1Z5X9100B2 

150Dl05X9050A2* 1.0 B 150D105X9060BZ* 1.0 B 150D10SX907SBZ* 
1.5 B lS0D15SX9100B2* 

1.0 A 1.8 B 150D18SX9100BZ 
1.Z B lS0D1ZSX90S0B2 1.2 B lS0D125X9060B2 1.2 B 150D12SX907SB2 2.Z B 150DZZ5X9100B2* 
1.S B lS0D1SSX90S0BZ* 1.S B 150D15SX9060BZ* 1.S B lS0D1SSX907SB2* 2.7 B lS0D27SX9100B2 
1.8 B 150D185X9050BZ 1.8 B 150D185X9060B2 1.8 B lS0D18SX9075BZ 3.3 R lS0D33SX9100RZ* 
Z.2 B lS0DZ2SX90S0BZ* 2.2 B lS0D22SX9060B2* Z.Z B lS0DZ2SX907SB2* 3.9 R lS0D39SX9100RZ 
2.7 B lS0D27SX90S0B2 2.7 B lS0D275X9060BZ Z.7 B lS0DZ7SX907SB2 4.7 R lS0D47SX9100RZ* 

3.3 B lS0D33SX90S0B2* 3.3 B lS0D33SX9060B2* 3.3 B lS0D33SX907SB2* S.6 R lS0D56SX9100R2 
6.8 R 150D68SX9100R2* 

3.9 B lS0D39SX90S0B2 3.9 B IS0D39SX9060B2 3.9 B 150D39SX907SB2 
4.7 B lS0D475X9050B2* 4.7 R 150D475X9060RZ* 4.7 R 150D475X9075RZ* 125 WVDC - 140 VDC SURGE 
5.6 R 150D565X9050R2 5.6 R 150D56SX9060RZ 5.6 R 150D56SX9075RZ 
6.8 R 1500685X9050R2* 6.8 R lS0D68SX9060R2* 6.8 R 150D68SX907SR2* .0047 A IS0D472X9125AZ* 
8.2 R lS0D82SX9050R2 8.Z R 150D82SX9060RZ .0056 A lS0DS62X912SA2 

8.2 R 150D8ZSX907SR2 .0068 A IS0D682X912SA2* 
10 R 150D106X90S0R2* 10 R lS0D106X9060RZ* 10.0 R lS0D106X9075R2* .0082 A 150D8Z2X912SA2 
12 R 15001Z6X90S0R2 1Z S 150D126X9060S2 12.0 S 150D126X9075S2 
15 R 150D156X9050R2* 15 S 150D156X9060SZ* 15.0 S 150D156X9075S2* .01 A 150D103X9125A2* 
18 R 150D186X9050RZ 18 S 150D186X9060SZ 100 WVDC --- 115 VDC SURGE .012 A 150D123X9125A2 
22 S 150D226X9050S2* 22 S IS0D226X9060S2* .015 A IS0D1S3X912SA2* 

60 WVDC - 78 VDC SURGE 75 WVDC - 97 VDC SURGE .0047 A IS0D472X9100A2* .018 A IS0D183X912SA2 
.00S6 A IS0DS6ZX9100A2 .022 A IS0D223X912SAZ* 

.0047 A 150D472X9060A2* .0047 A 150D472X9075A2* .0068 A 150D682X9100A2* .027 A 150D273X9125A2 

.0056 A IS0D562X9060A2 .00S6 A IS0D562X907SAZ .0082 A IS0D822X9100A2 

.0068 A IS0[)682X9060A2* .0068 A IS0D682X907SA2* .033 A 150D333X9125A2* 

.0082 A lS0D822X9060AZ .0082 A IS0D82ZX907SAZ .01 A IS0D103X9100A2* .039 A IS00393X912SAZ 
.012 A 150D123X9100A2 .047 A IS0D473X912SA2* 

.01 A IS0D103X9060AZ* .01 A IS0D103X9075A2* .01S A 150DlS3X9100A2* .OS6 A lS0DS63X912SA2 

.012 A IS0D123X9060A2 .012 A lS0D123X907SAZ .018 A lS0D183X9100A2 .068 A IS0D683X912SA2* 

.01S A IS0D1S3X9060A2* .015 A 150D1S3X907SA2* .OZ2 A IS0D223X9100AZ* .082 A IS0D823X912SAZ 

.018 A lS0D183X9060A2 .018 A IS0D183X907SAZ .OZ7 A 150D273X9100A2 

.02Z A 150D223X9060AZ* .022 A 150D223X9075A2* .I A 150D104X9125A2* 

.OZ7 A lS0DZ73X9060AZ .027 A IS0D273X9075AZ .033 A 150D333X9100A2* .12 A lS0D124X9125A2 .039 A IS0D393X9100A2 .IS A IS0D1S4X912SA2* 

.033 A lS0D333X9060A2* .033 A IS0D333X907SAZ* .047 A IS0D473X9100AZ* .18 A IS0D184X912SAZ 

.039 A lS0D393X9060AZ .039 A 150D393X907SA2 .056 A 150D563X9100A2 .ZZ A lS0DZ24X912SA2* 

.047 A lS0D473X9060AZ* .047 A 150D473X907SAZ* .068 A IS0D683X9100A2* .Z7 A IS0D274X91ZSAZ 

.OS6 A lS0DS63X9060A2 .OS6 A IS0DS63X907SA2 .082 A 150D8Z3X9100A2 

.068 A 150D683X9060AZ* .068 A 150D683X9075AZ* .33 A lS0D334X912SA2* 

.08Z A 150D823X9060AZ .082 A IS0D823X907SA2 .1 A lS0D104X9100AZ* 
.12 A lS0D124X9100A2 .39 A lS0D394X912SA2 

.1 A IS0D104X9060AZ* .1 A lS0DI04X907SA2* .1S A 150D1S4X9100A2* .47 A IS0D474X91ZSA2* 

.12 A 150D124X9060A2 .1Z A IS0D124X907SAZ .18 A IS0D184X9100AZ .S6 B lS0DS64X912SBZ 

.15 A lS0D154X9060AZ* .15 A lS0D1S4X907SA2* .2Z A lS0D2Z4X9100AZ* .68 B lS0D684X91ZSBZ* 

.18 A 150D184X9060AZ .18 A IS0D184X907SAZ .27 A lS0DZ74X9100A2 .8Z B lS0D824X91ZSBZ 

.22 A lS0D2Z4X9060A2* .Z2 A 150D224X9075A2* 

.27 A 150D274X9060A2 .27 A 150D274X907SAZ .33 A lS0D334X9100A2* 1.0 B lS0D10SX9125B2* 
.39 A lS0D394X9100A2 I.Z B IS0D12SX912SB2 

.33 A lS0D334X9060A2* .33 A lS0D334X907SA2* .47 A lS0D474X9100A2* 1.S B 150D1SSX912SB2* 

.39 A lS0D394X9060A2 .39 A IS0D394X907SA2 .S6 A IS0D564X9100A2 1.8 B 150D18SX912SBZ 

.47 A lS0D474X9060AZ* .47 A lS0D474X907SAZ* .68 B IS0D684X9100BZ* Z.Z B 150D2ZSX91Z5BZ* 

EXTENDED-RANGE TYPE 150D TANTALEX® CAPACITORSe 

• Extended capacitance ratings {higher capacitance values in smaller case sizes} required in some new equipment designs. • Available at premium prices. 

.. F Size Code Cat. No . .. F Size Code Cat. No. I'F Size Code Cat. No. /'F Size Code Cat. No. 

6 WVDC - 8 VDC SURGE ISO R lS0D157X9010RZ* 20 WVDC - 23 VDC SURGE 8Z S lS0D826X9030SZ 

10 A lS0DI06X9006AZ* 180 R lS0D187X9010R2* 2.7 A lS0DZ7SX9020AZ 100 S 150D107X9030S2* 
ZZO R lS0DZZ7X9010R2* 

1Z A 150D1Z6X9006A2 Z70 R IS0D277X9010R2 3.3 A lS0D33SX90Z0AZ* 35 WVDC - 40 VDC SURGE 
IS A 150D156X9006A2* 330 S lS0D337X9010S2* 3.9 A lS0D39SX9020AZ 1.2 A lS0D12SX9035A2 
68 B 150D686X9006BZ* 390 S lS0D397X9010S2 4.7 A 150D47SX9020AZ* 1.5 A 150D15SX903SAZ* 
82 B 150D826X9006BZ 470 S lSOD477X9010SZ* 18 B 150D186X9020BZ 1.8 A lS0D18SX903SA2 

100 B lS0DI07X9006BZ* S60 S lS0DS67X9010S2 ZZ B 150DZ26X90Z0BZ* 8.Z B 150D8Z5X9035BZ 
330 R 150D337X9006RZ* Z7 B 150DZ76X90Z0BZ 
390 R 150D397X9006RZ 15 WVDC - 18 VDC SURGE 56 R 150D566X90Z0RZ 10 B 150D106X903SBZ* 

470 R lS0D477X9006RZ* 68 R 1500686X90Z0RZ* Z7 R 150DZ76X903SRZ 

560 S 150D567X9006SZ 3.9 A lS0039SX9015AZ 82 R 150D826X90Z0RZ 33 R IS0D336X903SRZ* 

680 S lS0D687X9006SZ* 4.7 A lS0D47SX901SA2* 100 R 150D107X9020R2* 39 R 150D396X903SR2 

8Z0 S 150D8Z7X9006S2 5.6 A lS0DS65X901SAZ 1Z0 R lS0D1Z7X9020RZ 47 R 150D476X903SR2* 

1000 S lS0D108X9006SZ* 6.8 A 150D68SX901SAZ* ISO S 150D157X9020SZ* 56 S 150DS66X903SSZ 
Z7 B IS0D276X901SBZ 180 S IS0D187X90Z0S2 68 S lS0D686X903SS2* 

10 WVDC - 13 VDC SURGE 33 B 1500336X9015BZ* Z20 S 150DZZ7X9020SZ* 50WVDC 65 VDC SURGE 
39 B lS0D396X901SB2 

30 WVDC 34 VDC SURGE S.6 A 150DS65X9010AZ 8Z R 150D8Z6X901SR2 1.2 A 15001ZSX9050AZ 
6_8 A lS0D68SX9010AZ* 100 R lS0D107X901SRZ Z.2 A lS0DZZSX9030AZ* I.S A lS0D1SSX9050AZ* 
8.2 A lS0D8ZSX9010AZ 1Z0 R lS0D1Z7X9015RZ 2.7 A 150DZ7SX9030A2 S.6 B lS0DS65X90S0BZ 

10 A lS0D106X9010A2* ISO R lS0DlS7X901SRZ* 12 B lS0D1Z6X9030BZ 6.8 B 150D68SX90S0BZ* 

/r-, 

'---"/ 
47 B lS0D476X9010BZ* 180 R 150D187X901SRZ IS B lS0D1S6X9030BZ* 22 R 150DZZ6X90S0RZ* 
56 B lS0DS66X9010BZ ZZO S 150DZZ7X9015S2* 18 B lS0D186X9030BZ Z7 R lS0DZ76X9050RZ 
68 B lS0D686X9010BZ* 270 S lS0D277X9015SZ 56 R 150D566X9030R2 33 S lS0D336X9050SZ* 
8Z B 150D8Z6X9010B2 330 S lS0D337X901SS2* 68 R 150D686X9030RZ* 39 S lS0D396X90S0SZ 

Copyright 1975, Sprague Products Company IND-EEM-1D-EFAI Sizes sub jed to change without notice. 
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SPRAGUE CAPACITORS 
151D NON· POLARIZED TANTALEX® SOLlD·TANTALUM CAPACITORS 

Size 

Code 
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Catalog Number 
±20o/. Tol. ±IO"/o Tol. 

6 VOLTS NP, 8 NP SURGE 

151DI14XOO06W2 151DI14X9006W2 
-- 151DI34X9006W2 

151DI64XOO06W2 151DI64X9006W2 
-- lSI D I 94X9006W2 

lSI D234XOOO6W2 151D234X9006W2 
-- lSI D284X9006W2 

151 D344XOO06W2 lSI D344X9006W2 
-- 151D414X9006W2 

lSI D504XOO06W2 lSI D504X9006W2 
-- 151D604X9006W2 

lSI D754XOOO6W2 lSI D754X9006W2 
-- lSI D904X9006W2 

151DI16XOO06W2 151DI15X9006W2 
-- lSI DI35X9006W2 

151DI65XOO06W2 151 D I 65X9006W2 
-- 151D195X9006W2 

lSI D235XOO06W2 151D235X9006W2 
-- 151D285X9006W2 

lSI D345XOO06W2 lSI D345X9006W2 

-- lSI D415X9006X2 
151 D505XOO06X2 151 D505X9006X2 
-- 151D605X9006X2 

lSI D755XOO06X2 lSI D755X9006X2 

-- lSI D905X9006X2 
1510116XOO06X2 1510116X9006X2 
-- lSI D I 36X9006X2 

lSI D I 66X0006X2 lSI D 166X9006X2 
-- lSI D 196X9006X2 

151 D236XOO06X2 151D236X9006X2 
-- 151D286X9006X2 

lSI D306XOO06X2 1510306X9006X2 
1510346XOO06Y2 151D346X9006Y2 
-- 151D416X9006Y2 

lSI D506XOO06Y2 lSI D506X9006Y2 
lSI D606XOO06Y2 lSI D606X9006 Y2 
lSI D756XOO06Y2 151D756X9006Y2 
151D906XOO06Y2 1510906X9006Y2 
15101l7XOO06Z2 151 D 117X9006Z2 
lSI D I 37X0006i2 151 D 137X9006Z2 
151 01 67X0006Z2 1510167X9006Z2 

10 VOLTS NP, 13 NP SURGE 

1510114XOOIOW2 1510114X9010W2 

-- 151D134X9010W2 
1510164X0010W2 1510164X9010W2 
-- 1510194X9010W2 

1510234XOOIOW2 1510234X90HlW2 
-- 1510284X9010W2 

151D344XOOIOW2 1510344X9010W2 
-- 151D414X9010W2 

1510504X0010W2 1510504X9010W2 
-- 1510604X9010W2 

151 0754XOOI OW2 151D754X9010W2 
-- 151 D904X901 OW2 

151D115XOOIOW2 1510115X9010W2 
-- 1510135X9010W2 

• Truly Miniature Units Offer Excellent Electrical 
Characteristics and Out,tanding Service Life. 

• Hermetically Sealed in Metal Case. 
• May Be Used At Full Rated Operating Valtages 

Up to 85°C. With Oeroting, May Be Used Up 
To 125 c C. 

• For Use Where Non-Polarized Solid Electrolyte 
Tantalums Excel-In Servo Systems, Crossover 
Networks, low Frequency Tuned Circuits. 

Size Catalog Number 

/LF Code ±20o/. Tol. ±IO"/o Tol. 

90 Z -- lSI D906X9010Z2 
110 Z 151DI17XOOIOZ2 151DI17X9010Z2 

IS VOLTS NP, 20 NP SURGE 

.11 W lSI D114XOOl5W2 151D114X9015W2 

.13 W -- 151DI34X9015W2 

.16 W 151DI64XOOl5W2 151DI64X9015W2 

.19 W -- 151DI94X9015W2 

.23 W 1510234XOOl5W2 151D234X9015W2 

.28 W -- lSI D284X9015W2 

.34 W lSI D344XOOl5W2 lSI D344X90 15W2 

.41 W -- 151D414X9015W2 

.50 W lSI D504XOOl5W2 151D504X9015W2 

.60 W -- lSI D604X90 15W2 

.75 W 151D754XOOl5W2 lSI D754X9015W2 

.90 W -- 151D904X9015W2 
1.1 W 151DI15XOOl5W2 151DI15X9015W2 
1.3 W -- 1510135X9015W2 
1.6 W 1510165XOOl5W2 151D165X9015W2 
1.9 X -- 151DI95X9015X2 
2.3 X 151 D235XOOl5X2 151 D235X9015X2 
2.8 X -- 151D285X9015X2 
3.4 X 151D345XOO15X2 151D345X9015X2 
4.1 X -- 1510415X9015X2 
5.0 X 151D505XOOl5X2 151D505X9015X2 
6.0 X -- 151D605X9015X2 
7.5 X lSI D755XOO15X2 151 D755X9015X2 
9.0 X -- lSI D905X9015X2 
11 X 151DI16XOO15X2 151DI16X9015X2 
13 Y -- 151 DI36X9015Y2 
16 Y 1510166XOOl5Y2 1510166X9015Y2 
19 Y -- 151D196X9015Y2 
23 Y lSI D236XOOl5Y2 lSI D236X90 15Y2 
28 Y -- 151 D286X9015Y2 
34 Y 1510346XOOl5Y2 lSI D346X90 15Y2 
41 Z -- 151D416X9015Z2 
50 Z 151D506XOOl5Z2 151D506X9015Z2 
60 Z -- lSI D606X9015Z2 
75 Z 151D756XOO15Z2 1510756X9015Z2 

20 VOLTS NP, 26 NP SURGE 

.0023 W 151D232X0020W2 151 D232X9020W2 

.0028 W -- 1510282X9020W2 

.0034 W 151D342X0020W2 151D342X9020W2 

.0041 W -- 151 041 2X9020W2 

.005 W 1510502X0020W2 1510502X9020W2 

.006 W -- 1510602X9020W2 
.0075 W 1510752X0020W2 lSI D752X9020W2 
.009 W -- 151 D902X9020W2 
.011 W 1510113X0020W2 151D113X9020W2 
.013 W -- 1510133X9020W2 
.016 W 1510163X0020W2 151 D I 63X9020W2 
.019 W -- 151 D 193X9020W2 
.023 W lSI D233X0020W2 151D233X9020W2 
.028 W -- 1510283X9020W2 
.034 W 1510343X0020W2 1510343X9020W2 

1510165XOOIOW2 151DI65X9010W2 .041 W -- 1510413X9020W2 
-- 1510195X9010W2 .05 W 1510503X0020W2 lSI D503X9020W2 

151D235X0010W2 151D235X9010W2 .06 W -- lSI D603X9020W2 
-- 1510285X901OX2 .075 W 1510753X0020W2 1510753X9020W2 

1510345XOOIOX2 1510345X9010X2 .09 W -- 1510903X9020W2 
-- 1510415X901OX2 .11 W 151DI14X0020W2 151DI14X9020W2 

lSI 0505XOOI OX2 1510505X9010X2 .13 W -- 1510134X9020W2 
-- 1510605X9010X2 .16 W 1510164X0020W2 lSI DJ 64X9020W2 

151D755X0010X2 1510755X9010X2 .19 W -- 1510194X9020W2 -- lSI 0905X901 OX2 .23 W 1510234X0020W2 1510234X9020W2 
1510116XOOIOX2 1510116X9010X2 .28 W -- 1510284X9020W2 -- 151DI36X9010X2 .34 W 151 D344X0020W2 151D344X9020W2 
lSI 0166XOOI OX2 1510166X9010X2 .41 W -- 151 D414X9020W2 
-- lSI 0196X901 OX2 .50 W 1510504X0020W2 1510504X9020W2 

151 0206XOO 1 OX2 1510206X9010X2 .60 W -- 151 D604X9020W2 
1510236XOOIOY2 151 D236X901 OY2 .75 W 1510754X0020W2 1510754X9020W2 
-- 151 0286X901 OY2 .90 W -- 1510904X9020W2 

1510346XOOIOY2 1510346X9010Y2 1.1 W 1510115X0020W2 1510115X9020W2 -- 1510416X9010Y2 1.3 X -- ISJD135X9020X2 
151 0506XOO I OY2 151 D506X901 OY2 1.6 X 1510165XOO20X2 1510165X9020X2 
151 0606XOO I OY2 1510606X9010Y2 1.9 X -- 151D195X9020X2 
lSI 0756XOOI OZ2 151 0756X901 OZ2 2.3 X 1510235XOO20X2 1510235X9020X2 

• listed Units Have Plastic Sleeves. 

• For Bare Case End Cat. No. in "0" Instead 
of "2." 

• For Complete Technical Data, Refer To late.t 
Issue of Engineering Bulletin 3521. 

Call Your Sprague Industrial ~istributor 

For Current Quantity Prices 

Size Cotalog Number 

/LF Code +20"/0 Tol. +10"/0 Tol. _. 
2.8 X -- 151D285X9020X2 
3.4 X lSI D345XOO20X2 151D345X9020X2 
4.1 X -- lSI D415X9020X2 
5.0 X lSI D505XOO20X2 151D505X9020X2 
6.0 X -- lSI D605X9020X2 
7.5 X lSI D755X0020X2 lSI D755X9020X2 
9.0 Y -- lSI D905X9020Y2 
11 Y lSI DI16X0020Y2 151DI16X9020Y2 
13 Y -- 151 01 36X9020Y2 
16 Y lSI DI66X0020Y2 lSI DI66X9020Y2 
19 Y -- 151OI96X9020Y2 
23 Y lSI D236XOO20Y2 lSI D236X9020Y2 
28 Z -- lSI D286X9020Z2 
34 Z lSI D346XOO20Z2 151 D346X9020Z2 
41 Z -- lSI D416X9020Z2 
50 Z lSI D506X0020Z2 151 D506X9020Z2 

35 VOLTS NP, 46 NP SURGE 

.0023 W lSI D232X0035W2 1510232X9035W2 

.0028 W -- 151 D282X9035W2 

.0034 W 151 D342X0035W2 lSI D342X9035W2 

.0041 W -- 151D412X9035W2 

.005 W lSI D502X0035W2 151 D502X9035W2 

.006 W -- "I D602X9035W2 
.0075 W 151 D752X0035W2 151 D752X9035W2 
.009 W -- lSI D902X9035W2 
.011 W 151 D 113X0035W2 151 D113X9035W2 
.013 W -- 151 D I 33X9035W2 
.016 W lSI D I 63X0035W2 151 D 163X9035W2 
.019 W -- lSI D 193X9035W2 
.023 W lSI D233X0035W2 1510233X9035W2 
.028 W -- 151 D283X9035W2 
.034 W lSI D343X0035W2 lsi D343X9035W2 . 
.041 W -- lSI D413X9035W2 
.050 W 1510503X0035W2 1510503X9035W2 
.060 W -- lSI D603X9035W2 
.075 W 151 D753X0035W2 1510753X9035W2 
.090 W -- lSI D903X9035W2 
.11 W 151DI14X0035W2 151OI14X9035W2 
.13 W -- 151DI34X9035W2 
.16 W 151 01 64X0035W2 151 01 64X9035W2 
.19 W -- 1510194X9035W2 
.23 W 151 D234X0035W2 151 D234X9035W2 
.28 W -- lSI D284X9035W2 
.34 W 151 D344X0035W2 1510344X9035W2 
.41 W -- 151 D414X9035W2 
.50 W 1510504X0035W2 1510504X9035W2 
.60 X -- 15 J D604X9035X2 
.75 X lSI D754X0035X2 1510754X9035X2 
.90 X -- I 51D904X9035X2 

1.1 X 1510115X0035X2 15101 15X9035X2 
1.3 X -- 151D135X9035X2 
1.6 X 151 01 65X0035X2 151 01 65X9035X2 
1.9 X -- 15T0195X9035X2 
2.3 X 1510235X0035X2 1510235X9035X2 
2.8 X -- 1510285X9035X2 
3.4 X 1510.345X0035X2 1510345X9035X2 
4.1 Y -- 1510415X9035Y2 
5.0 Y 1510505X0035Y2 1510505X9035Y2 
6.0 Y -- 151 D605X9035Y2 
7.5 Y 1510755X0035Y2 1510755X9035Y2 
9.0 Y -- 151D905X9035Y2 
11 Y 1510116X0035Y2 151DI16X9035Y2 
13 Z -- 1510136X9035Z2 
16 Z 151 01 66X0035Z2 1510166X9035Z2 
19 Z -- 1510196X9035Z2 
23 Z 1510236X0035Z2 1510236X9035Z2 

DIMENSIONS 

With Sleeve Bare Case 
Cod .. I O. x L. I O. x L. 

W I .161" x .575" I .146" x .540" 
X I .207" x .9"55" I ,192" x .915" 

Y I .314~ x 1.350" I .299" x 1.320" 

Z 1 .376;' x 1.550'; I .361" x 1.520" 

Copyright 1970, Sprague Products Company INO-REM-I E·7002 Sizes subject to change without "Once. 
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SPRAGUE CAPACITORS 
TYPE 1510 NON-POLARIZED SOLID-ELECTROLYTE TANTALEX® CAPACITORS (Cont.) 

Size Catalog Number Size Catalog Number Size Catalog Number 

p.f Code +20"/. Tal. +10% Tal. p.f Code +20% Tal. +10% Tal. p.F Code +20% Tal. +10% Tal. 

50 VOLTS NP, 65 NP SURGE .50 X 1510504X0060X2 1510504X9060X2 .016 W 1510163X0100W2 1510163X9100W2 

.0023 W 1510232X0050W2 1510232X9050W2 
.60 X -- 1510604X9060X2 .019 W -- 1510193X9100W2 
.75 X 1510754X0060X2 1510754X9060X2 

.0028 W -- 1510282X9050W2 .90 X -- lSI 0904X9060X2 .023 W 1510233X0100W2 1510233X9100W2 

.0034 W 1510342X0050W2 1510342X9050W2 .028 W -- 1510283X9100W2 
.0041 W -- 1510412X9050W2 1.1 X 1510115X0060X2 1510115X9060X2 .034 W 1510343X0100W2 151 0343X91 00W2 

1.3 X -- 1510135X9060X2 .041 W -- 1510413X91COW2 
.005 W 1510502X0050W2 1510502X9050W2 1.6 X 1510165X0060X2 1510165X9060X2 
.006 W -- 1510602X9050W2 1.9 X -- 1510195X9060X2 .050 W 1510503X0100W2 151 0503X91 00W2 
.0075 W 1510752X0050W2 1510752X9050W2 .060 W -- 1510603X9100W2 
.009 W -- 1510902X9050W2 2.3 Y 1510235X0060Y2 1510235X9060Y2 .075 W 1510753X0100W2 151 0753X91 00W2 
.011 W 1510113X0050W2 1510113X9050W2 2.8 Y -- 1510285X9060Y2 .090 W -- lSI 0903X91 00W2 
.013 W -- 1510133X9050W2 3.4 Y 1510345X0060Y2 1510345X9060Y2 
.016 W 1510163X0050W2 1510163X9050W2 4.1 Y -- 1510415X9060Y2 .11 W 1510114X0100W2 1510114X9100W2 
.019 W -- 1510193X9050W2 5.0 Y 1510505X0060Y2 1510505X9060Y2 
.023 W 1510233X0050W2 1510233X9050W2 

.13 W -- 1510134X9100W2 

.028 W -- 1510283X9050W2 6.0 Z -- 1510605X9060Z2 .16 W 1510164X0100W2 1510164X9100W2 

.034 W 1510343X0050W2 1510343X9050W2 7.5 Z 1510755X0060Z2 1510755X9060Z2 .19 W -- 1510194X9100W2 

.041 W -- 1510413X9050W2 9.0 Z -- 1510905X9060Z2 
11.0 Z 1510116X0060Z2 1510116X9060Z2 .23 W 1510234X0100W2 151 0234X91 00W2 

.05 W 1510503X0050W2 1510503X9050W2 
.28 W -- 1510284X9100W2 

.06 W -- 1510603X9050W2 
.34 X 151 0344XO 1 00X2 1510344X9100X2 

.075 W 1510753X0050W2 1510753X9050W2 
75 VOLTS NP, 97 NP SURGE .41 X -- 1510414X9100X2 

.09 W -- 1510903X9050W2 
.0023 W 1510232X0075W2 1510232X9075W2 .11 W 1510114X0050W2 1510114X9050W2 .50 X 1510504X0100X2 1510504X9100X2 

.13 W -- 1510134X9050W2 .0028 W -- 1510282X9075W2 .60 X -- 151 0604X91 00W2 

.16 W 1510164X0050W2 1510164X9050W2 .0034 W 1510342X0075W2 1510342X9075W2 .75 X 151 0754XOI 00X2 1510754X9100Wl 

.19 W -- 1510194X9050W2 .0041 W -- 1510412X9075W2 .90 X -- lSI 0904X91 00X2 

.23 W 1510234X0050W2 1510234X9050W2 
1510502X0075W2 1510502X9075W2 .28 W -- 1510284X9050W2 .005 W 1.1 X 1510115X0100X2 151D115X9100X2 

.34 W 1510344X0050W2 1510344X9050W2 .006 W -- 1510602X9075W2 1.3 X -- 1510135X9100X2 

.41 W -- 1510414X9050W2 .0075 W 1510752X0075W2 1510752X9075W2 1.6 Y 1510165X0100Y2 1510165X9100Y2 
.009 W -- 1510902X9075W2 1.9 Y 1510195X0100Y2 1510195X9100Y2 

.50 W 1510504X0050W2 1510504X9050W2 .011 W 1510113X0075W2 1510113X9075W2 

.60 X -- 1510604X9050X2 .013 W -- 1510133X9075W2 2.3 Y 1510235X0100Y2 151 0235X91 00Y2 

.75 X 1510754X0050X2 1510754X9050X2 .016 W 1510163X0075W2 1510163X9075W2 2.8 Y 1510285X0100Y2 151 0285X91 00Y2 

.90 X -- 1510904X9050X2 .019 W -- 1510193X9075W2 3.4 Y 1510345X0100Y2 151 0345X91 00Y2 
1.1 X 1510115X0050X2 1510115X9050X2 
1.3 X -- 1510135X9050X2 .023 W 1510233X0075W2 1510233X9075W2 
1.6 X 1510165X0050X2 1510165X9050X2 .028 W -- 1510283X9075W2 125 VOLT5 NP, 140 NP SURGE 
1.9 X -- 1510195X9050X2 .034 W 1510343X0075W2 1510343X9075W2 
2.3 X 1510235X0050X2 1510235X9050X2 .041 W -- 1510413X9075W2 .0023 W 1510232X0125W2 1510232X9125W2 

.0028 W -- 1510282X9125W2 
2.8 Y -- 1510285X9050Y2 .05 W 1510503X0075W2 1510503X9075W2 .0034 W 1510342X0125W2 1510342X9125W2 
3.4 Y 1510345X0050Y2 1510345X9050Y2 .06 W -- 1510603X9075W2 .0041 W -- 1510412X9125W2 
4.1 Y -- 1510415X9050Y2 .075 W 1510753X0075W2 1510753X9075W2 

.09 W -- 1510903X9075W2 .005 W 1510502X0125W2 1510502X9125W2 

5.0 Y 1510505X0050Y2 1510505X9050Y2 .11 W 1510114X0075W2 1510114X9075W2 
.006 W -- 1510602X9125W2 

6.0 Y -- 1510605X9050Y2 .0075 W 1510752X0125W2 1510752X9125W2 

7.5 Y 1510755X0050Y2 1510755X9050Y2 .13 W -- 1510134X9075W2 .009 W -- 1510902X9125W2 
.16 W 1510164X0075W2 1510164X9075W2 

9.0 Y -- 1510905X9050Y2 .19 W -- 1510194X9075W2 
11.0 Z 1510116X0050Z2 1510116X9050Z2 .011 W 1510113X0125W2 1510113X9125W2 

.~3 W 1510234X0075W2 1510234X9075W2 .013 W -- 1510133X9125W2 

.28 W -- 1510284X9075W2 .016 W 1510163X0125W2 1510163X9125W2 

60 VOLTS NP, 78 NP SURGE .34 W 1510344X0075W2 1510344X9075W2 .019 W -- 1510193X9125W2 

.41 X -- 1510414X9075X2 

.0023 W 1510232X0060W2 1510232X9060W2 .023 W 1510233X0125W2 1510233X9125W2 

.0828 W -- 1510282X9060W2 .50 X 1510504X0075X2 1510504X9075X2 .028 W -- 1510283X9125W2 

.0034 W 1510342X0060W2 1510342X9060W2 .60 X -- 1510604X9075X2 .034 W 1510343X0125W2 1510343X9125W2 

.0041 W -- 1510412X9060W2 .75 X 1510754X0075X2 1510754X9075X2 .041 W -- 1510413X9125W2 

.90 X -- 1510904X9075X2 

.005 W 1510502X0060W2 1510502X9060W2 .05 W 1510503X0125W2 1510503X9125W2 

.006 W -- 1510602X9060W2 1.1 X 1510115X0075X2 1510115X9075X2 .06 W -- 1510603X9125W2 

.0075 W 1510752X0060W2 1510752X9060W2 1.3 X -- 1510135X9075X2 .07 W 1510703X0125W2 1510703X9125W2 

.009 W -- 1510902X9060W2 1.6 X 1510165X0075X2 1510165X9075X2 .09 W -- 1510903X9125W2 

1.9 X -- 1510195X9075X2 

.011 W 1510113X0060W2 1510113X9060W2 .11 W 1510114X0125W2 1510114X9125W2 

.013 W -- 1510133X9060W2 2.3 Y 1510235X0075Y2 1510235X9075Y2 .13 W -- 1510·134X9125W2 

.016 W 1510163X0060W2 1510163X9060W2 2.8 Y -- 1510285X9075Y2 .16 W 1510164X0125W2 1510164X9125W2 

.019 W -- 1510193X9060W2 3.4 Y 1510345X0075Y2 1510345X9075Y2 .19 W -- 1510194X9125W2 

4.1 Y -- 1510415X9075Y2 

.023 W 1510233X0060W2 1510233X9060W2 5.0 Y 1510505X0075Y2 1510505X9075Y2 .23 W 1510234X0125W2 1510234X9125W2 

.028 W -- 1510283X9060W2 6.0 Z -- 1510605X9075Z2 .28 X -- 1510284X9125X2 

.034 W 1510343X0060W2 1510343X9060W2 7.5 Z 1510755X0075Z2 1510755X9075Z2 .34 X 1510344X0125X2 1510344X9125X2 

.041 W -- 1510413X9060W2 .41 X -- 1510414X9125X2 

.05 W 1510503X0060W2 1510503X9060W2 
100 VOLTS NP, 115 NP SURGE .50 X 1510504X0125X2 1510504X9125X2 

.06 W -- 1510603X9060W2 .60 X -- 1510604X9125X2 

.075 W 1510753X0060W2 1510753X9060W2 .0023 W 151 0232X01 00W2 1510232X9100W2 .75 X 1510754X0125X2 1510754X9125X2 

.09 W -- 1510903X9060W2 .0028 W -- 1510282X9100W2 .90 X -- 1510904X9125X2 
.0034 W 1510342X0100W2 1510342X9100W2 1.1 X 1510115X0125X2 1510115X9125X2 

.11 W 1510114X0060W2 1510114X9060W2 .0041 W -- 1510412X9100W2 

.13 W -- 1510134X9060W2 DIMENSIONS WITH SLEEVE .16 W 1510164X0060W2 1510164X9060W2 .005 W 1510502X0100W2 1510502X9100W2 

.19 W -- 1510194X9060W2 . 006 W -- 1510602X9100W2 Code I D • x L. Call Your Sprague 
.0075 W 1510752X0100W2 1510752X9100W2 W I .161" x .575" Industrial Distributor 

.23 W 1510234X0060W2 151D234X9060W2 .009 W -- 1510902X9100W2 
.20711 x .955" 

.28 W -- 1510284X9060W2 
X I for Current 

.34 W 1510344X0060W2 1510344X9060W2 .011 W 1510113X0100W2 151 0113X91 00W2 Y I .314" x 1.350;' 

.41 X -- 1510414X9060X2 .013 W -- 1510133X9100W2 Z I .376" x 1.550" Quantity Prices 

Copyright 1970, Sprague Products Company INO·REM·IF·7002 Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 193D DOMINO® SOLID-TANTALUM CAPACITORS 

WITH FLUSH SOLDERABLE PAD TERMINALS* 

DIMENSIONS (in inches) 

WI =.01 W2+·01 
-.005 

L=.005 (Case) (Pads) H=.005 

.180 .100 .090 .070 

.180 .100 .090 .100 
.320 .180 .170 .070 
.320 .180 .170 .100 
.320 .180 .170 .195 

P=.OI 

.030 

.030 

.050 

.050 

. 050 

• Designed for hybrid circuit and low-profile printed wiring board applications. 

• Fully-molded construction. Epoxy case provides superior mechanical pro
tection during handling and mounting as well as excellent stability in severe 
operating and storage environments. 

• Leadless design minimizes inductance and saves space. Exposed terminal 
surfaces on bottom of capacitor. Can be attached to substrates or circuit 
boards by dip-soldering, welding, re-flow soldering, or other conventional 
methods. 

• Compatible with automatic assembly equipment. 

• Low-profile configuration makes Domino Capacitors ideal for use in molded 
assemblies such as dual in-line (DIP) packages. 

• Low doc leakage, low dissipation factor. 

• Capacitance tolerance, = 10%. 
• Operating range -55C to +85C. May be operated up to +125C when de

rated to two-thirds of rated working voltage. 

• For complete technical data, refer to latest issue of Engineering Bulletin 
3532. 

BEVELED EDGE IDENTIFIES 

0.006 ±o.o02in. r- L r-- WI 4 
L ~'t TERMINAL END 

(0.15±o.o .... ) D DT 
SO~LDER_COATEDI i METAL TABS 

• 
t ~P' ~P~ I---W2--1 

*Other ratings and extended tab terminals available on special order. 

JlF Case Code Catalog Number* JlF Case Code Catalog Number* 

3 WVDC, 4 VDC SURGE 15 WVDC, 20 VDC SURGE 

4.7 C 193D475X9015C2 
100.0 E 193D107X9003E2 10.0 D 193D106X9015D2 

6 WVDC, 8 VDC SURGE 20 WVDC, 26 VDC SURGE 

3.3 B 193D335X9006B2 0.47 A 193D474X9020A2 

33.0 D 193D336X9006D2 
1.0 B 193D105X9020B2 
3.3 C 193D335X9020C2 

68.0 E 193D686X9006E2 6.8 D 193D685X9020D2 

10 WVDC, 13 VDC SURGE 
22.0 E 193D226X9020E2 

35 WVDC, 46 VDC SURGE 
1.0 A 193D105X901OA2 0.1 A 193D104X9035A2 
2.2 B 193D225X901OB2 0.22 A 193D224X9035A2 
6.8 C 193D685X901OC2 1.5 C 193D 155X 9035C2 

47.0 E 193D476X9010E2 3.9 D 193D395X9035D2 
10.0 E 193P106X9Q35E2 

·Capacitors listed here have a capacitance tolerance of =10%. These units are also available with a capacitance tolerance of =5% on special order. To specify 
=5% capacitors, change the 8th and 9th characters in the catalog number from "X9" to "X5." 

Copyright 1975, Sprague Products Company IND·EEM-27 ·EFAI Sizes subiect to ch.onge without notice. 
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SPRAGUE CAPACITORS 
MIL-C-26655 Solid TANTALUM CAPACITORS 
• Militory Version of Type 1500. • For Insulated Style CS13, Add 0.010" to Diameter 

• CS12, Bare Tube; CS13, Insulating Sleeve and 0.036" to Length 
Lotest I ssue of En· • For Complete Technicol Dota, See 

• Solid Electrolyte Will Not Seep Even if gineering Bulletin 3520.1 
Hermetic Seal is Accidentally Broken 

SIZE CODE • Temperature Range of -55C to +85C. A .125" D. x .250" L. C= .279" D. x .650" L. Also -55C to +125C With Voltage B .175" O. x .438" L. o = .341" O. x .750" L. Derating 
Size SIze C512 C513 Size CS12 CS13 

/LF Code Tol. /LF Code Tal. Type Designation Type Designation /LF Code Tal. Type Designation Type Designation 

6 WVDC .82 A 10% CS12BF824K CS13BF824K .68 A 10% CS12BH684K CS13BH684K 
5.6 A 10% CS12BB565K CS13BB565K 1.0 A 10% CS12BF105K CS13BF105K .68 A 20% CS128H684M CS13BH684M 
6.8 A 10% CS12BB685K CS13BB685K 1.0 A 20% CS12BF105M CS13BF105M .82 B 10% CS12BH824K CS13BH824K 
6.8 A 20% CS12BB685M CS13BB685M 1.2 B 10% CS12BF125K CS13BF125K 1.0 B 100/0 CS12BH105K CS13BH105K 

47 B 100/0 CS12BB476K CS13BB476K 1.5 B 100/0 CS12BF155K CS13BF155K 1.0 B 200/0 CS12BH105M CS13BH105M 
47 B 20% CS12BB476M CS13BB476M 1.5 B 20% CS12BF155M CS13BF155M 1.2 B 10% CS12BH125K CS13BH125K 
56 B 100/0 CS12BB566K CS13BB566K 1.8 B 10% CS12BF185K CS13BF185K 1.5 B 100/0 CS12BH155K CS13BH155K 

C 10% CS12BB157K CS13BB157K 2.2 B 10% CS12BF225K CS13BF225K 1.5 B 200/0 CS12BH155M CS13BH155M 150 
CS13BF225M 1.8 B 10% CS12BH185K CS13BH185K 150 C 200/0 CS12BB157M CS13BB157M 2.2 B 20% GS12BF225M 

C 100/0 CS12BB187K CS13BB187K 2.7 B 10% CS12BF275K CS13BF275K 2.2 B 100/0 CS12BH225K CS13BH225K 180 
270 0 100/0 CS12BB277K CS13BB277K 3.3 B 10% CS12BF335K CS13BF335K 2.2 B 20% CS12BH225M CS13BH225M 

2.7 B 10% CS12BH275K CS13BH275K 330 0 10% CS12BB337K C513BB337K 3.3 B 20% CS12BF335M CS13BF335M 
200/0 CS12BB337M CS13BB337M 3.9 B 100/0 CS12BF395K CS13BF395K 3.3 B 100/0 CS12BH335K CS13BH335K 330 0 

CS13BF475K 3.3 B 200/0 CS12BH335M CS13BH335M 4.7 B 10% CS12BF475K 10 WVDC 
4.7 B 200/0 CS12BF475M CS13BF475M 3.9 B 100/0 CS12BH395K CS13BH395K 

3.9 A 10% CS12BC395K CS13BC395K 
5.6 B 10% CS12BF565K CS13BF565K 4.7 C 100/0 CS12BH475K CS13BH475K 

4.7 A 10% CS12BC475K CS13BC475K 
6.8 B 10% CS12BF685K CS13BF685K 4.7 C 200/0 CS12BH475M CS13BH475M 

4.7 A 20% CS12BC475M CS13BC475M 
6.8 B 20% C512BF695M CS13BF685M 5.6 C 100/0 CS12BH565K CS13BH565K 

27 B 100/0 CS12BC276K CS13BC276K 
8.2 C 10% CS12BF825K CS13BF825K 6.8 C 10% CS12BH685K CS13BH685K 

33 B 10% CS12BC336K CS13BC336K 
10 C 10% CS12BF106K CS138Fl06K 6.8 C 20% CS12BH685M CS J:lBH685M 

33 B 20% CS12BC336M CS13BC336M 
10 C 20% CS12BF106M CS13BF106M 8.2 C 10% CS12BH825K CS13BH825K 

39 B 10% CS12BC396K CS13BC396K 
12 C 10% CS12BF126K CS138F126K 10 C 100/0 CS12BH106K CS13BH106K 

82 C 10% CS12BC826K CS13BC826K 
15 C 10% CS12BF156K CS13BF156K 10 C 20% CS12BH106M CS13BH106M 

100 C 10% CS12BC107K CS13BC107K 
15 C 20% CS12BF156M CS13BF156M 12 0 10% CS12BH126K CS13BH126K 

100 C 20% CS12BC107M CS13BC107M 
18 C 10% CS12BF186K CS13BF186K 15 0 10% CS12BH156K CS13BH156K 

120 C 10% CS12BC127K CS13BC127K 
22 C 10% CS12BF226K CS13BF226K 15 0 20% CS12BH156M CS13BH156M (~" 180 0 10% CS12BC187K CS13BC187K 
22 C 20% CS12BF226M CS13BF226M 100 WVDC I 220 0 100/0 CS12BC227K CSI3BC227K 
27 0 10% CS12BF276K CS13BF276K 10% CS12BJ472K ~. 20% CS12BC227M CS13BC227M .0047 A CSI3BJ472K 220 0 
33 0 10% CS12BF336K CS13BF336K .0047 A 20% CS12BJ472M CS13BJ472M 15 WVDC 33 0 20% CS12BF336M CS13BF336M .0056 A 10% CS12BJ562K CS13BJ562K 

2.7 A 10% CS12BD275K CS13BD275K 39 0 10% CS12BF396K CS13BF396K .0068 A 10% CS12BJ682K CS13BJ682K 
3.3 A 10% CS12BD335K CS13BD335K 47 0 10% CS12BF476K CS13BF476K .0068 A 20% CS12BJ682M CS13BJ682M 
3.3 A 20% CS12BD335M CS13BD335M 47 0 20% CS12BF476M CS13BF476M .0082 A 10% CS12BJ822K C513BJ822K 

18 B 10% CS12BD186K CS13BD186K 
50 WVDC .01 A 10% CS12BJ103K CS13BJ103K 

22 1\ 10% CS12BD226K CS13BD226K .01 A 20% CS12BJ103M CS13BJ103M 
22 B 20% CSI2BD226M CS13BD226M 1.0 A 10% CS12BG105K CS13BG105K .012 A 100/0 CS12BJ123K CS13BJ123K 
56 C 10% CS12BD566K CS13BD566K 1.0 A 20% CS12BG105M CS13BG105M .015 A 10% CS12BJ153K CS13BJ153K 
68 C 100/0 CS12BD686K CS13BD686K 1.2 B 10% CS12BG125K CS13BG125K .015 A 20% CS128J153M CS13BJ153M 
68 C 200/0 CS12BD686M CS13BD686M 1.5 B 10% CS12BG155K CS13BG155K .018 A 10% CS12BJ183K CS13BJ183K 

120 0 100/0 CS12BD127K CS13BD127K 1.5 B 20% CS12BG155M CS13BG155M .022 A 10% CSI2BJ223K CSI3BJ223K 
150 0 100/0 CS12BD157K CS13BD157K 1.8 B 10% CS12BG185K CS13BG185K .022 A 20% CS12BJ223M CS13BJ223M 
150 0 200/0 CS128D157M CS13BD157M 2.2 B 100/0 CS12BG225K CS13BG225K .027 A 10% CS12BJ273K CSI3BJ273K 

20 WVDC 2.2 B 20% CS12BG225M CS13BG225M .033 A 10% CS12BJ333K CS13BJ333K 
2.7 B 10% CS12BG275K CS13BG275K .033 A 20% CS12BJ333M CS13BJ333M 

1.2 A 10% CS12BE125K CS13BE125K 3.3 B 10% C512BG335K C513BG335K .039 A 10% CS12BJ393K CS13BJ393K 
1.5 A 10% CS12BE155K CS13BE155K 3.3 B 20% CS12BG335M CS13BG335M .047 A 10% CS12BJ473K CSI3BJ473K 
1.5 A 20% CS12BE155M CS13BE155M 3.9 B 10% CS12BG395K CS13BG395K .047 A 20% CS12BJ473M CS13BJ473M 
1.8 A 10% CS12BE185K CS13BE185K 4.7 B 10% CS12BG475K CS13BG475K .056 A 100/0 CS12BJ563K CS13BJ563K 
2.2 A 10% CS12BE225K CS13BE225K 4.7 B 20% CS12BG475M CS13BG475M .068 A 100/0 CS12BJ683K CS13BJ683K 
2.2 A 20% CS12BE225M CSI3BE225M 5.6 C 10% CS12BG565K CS13BG565K .068 A 20% CS12BJ683M CS13BJ683M 
8.2 B 100/0 CS12BE825K C513BE825K 6.8 C 10% CS12BG685K C513BG685K .082 A 100/0 CS12BJ823K C513BJ823K 

10 B 10% CS12BE106K CS13BE106K 6.8 C 20% CS12BG685M CS13BG685M .10 A 100/0 CSI2BJ104K CSI3BJ104K 
10 B 20% CS12BE106M CS13BE106M 8.2 C 10% CS12BG825K CS13BG825K .10 A 20% CS12BJ104M CS13BJ104M 
12 B 10% CS12BE126K CS13BE126K 10 C 10% CS12BG106K CS13BG106K .12 A 10% CS12BJ124K CSI3BJ124K 
15 B 100/0 CS12BE156K CS13BE156K 10 C 20% CS12BG106M CS13BG106M .15 A 10% CS12BJ154K CS13BJ154K 
15 B 20% CS12BE156M CS13BE156M 12 C 10% CS12BG126K CS13BG126K .15 A 200/0 CS12BJ154M CS13BJ154M 
27 C 10% CS12BE276K CS13BE276K 15 C 10% CS12BG 156K CS13BG156K .18 A 10% CSI2BJ184K CS13BJ184K 
33 C 10% CS12BE336K CS13BE336K 15 C 20% CS12BG156M C513BG156M .22 A 10% CSI2BJ224K CS13BJ224K 
33 C 20% C512BE336M CS13BE336M 18 C 10% C512BG186K CS13BG 186K .22 A 200/0 CSI2BJ224M CS13BJ224M 
39 C 10% C512BE396K CS13BE396K 22 0 10% CS12BG226K CSI3BG226K .27 A 10% CSI2BJ274K CSI3BJ274K 
47 C 10% CS12BE476K CS13BE476K 22 0 20% CSI2BG226M CS13BG226M .33 A 10% CS12BJ334K CS13BJ334K 
47 C 20% CS12BE476M CS13BE476M 

75 WVDC .33 A 20% CS12BJ334M CS13BJ334M 
56 0 10% CS12BE566K CS 13BE566K .39 A 10% CS12BJ394K CS13BJ394K 
68 0 10% CS12BE686K CS13BE686K .10 A 10% CS12BH104K CS13BH104K .47 A 10% CS12BJ474K CS13BJ474K 
68 0 20% CS12BE686M CS13BE686M .10 A 20% CS12BH104M CS13BH104M .47 A 20% CS12BJ474M CS13BJ474M 
82 0 10% CS12BE826K CS13BE826K .12 A 10% CS12BH124K CS13BH124K .56 A 10% CS12BJ564K CS13BJ564K 

100 0 10% CS12BE107K CS13BE107K .15 A 10"/0 CS12BH154K CS13BH154K .68 B 10% CS12BJ684K CS13BJ684K 100 0 20% CS12BE107M CS13BE107M .15 A 20% CS12BH154M CS13BH154M .68 B 20% CS12BJ684M CS13BJ684M ,..-~'. 
.18 A 10% CS12BH184K CS13BH184K .82 B 10% CS12BJ824K CS13BJ824K ! 35 WVDC 
.22 A 10% CS12BH224K CS13BH224K 1.0 B 10% CSI2BJ105K CS13BJ105K ''-j .33 A 10"/0 CS12BF334K CS13BF334K .22 A 20% CS12BH224M CS13BH224M 1.0 B 20% CS12BJ105M CSI3BJ105M 

.33 A 20% CS12BF334M CS13BF334M .27 A 10% CS12BH274K CS13B:1274K 1.2 B 10% CSI2BJ125K CS13BJ125K 

.39 A 10% CS12BF394K CS13BF394K .33 A 10% CS12BH334K CS13BH334K 1.5 B 10% CS12BJ155K CS13BJ155K 

.47 A 10% CSI2BF4~4K CS13BF474K .33 A 20"/0 CS12BH334M CS13BH334M 1.5 8 20"/0 CS12BJ155M CSI3BJ155M 

.47 A 20% CS12BF564K CS13BF474M .39 A 10% CS12BH394K CS13BH394K 1.8 B 10"/0 CS12BJ185K CS13BJ185K 

.56 A 10% CS12BF564K CS13BF564K .47 A 10% CS12BH474K CS13BH474K 2.2 10"/0 CS12BJ225K CSI3BJ225K 

.68 A 10% CS12BF684K CS13BF684K .47 A 20"/0 CS12BH474M CS13BH474M 2.2 B 20% CS12BJ225M CSI3BJ225M 

.68 A 20% CS12BF684M C513BF684M .56 A 10% CS12BH564K CSl"3BH564K 2.7 B 100/0 CS12BJ275K CS13BJ275K 

Copyright 1971, Sprague Products Company IND·REM·7 A·EBAP Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
ESTABLISHED RE LIABI LITY STYLE CSR13 

SOLID TANTALUM CAPACITORS to MIL-C-39003 
• Solid-electrolyte tantalum type. Glass-to-metal • For complete technical data, refer to latest issue 

hermetic seal. 125 C operation. of ~ngineering Bulletin 3520.2. 

• Handled by Sprague and Sprague industrial dis- SIZE CODE 
tributors in full compliance with MIL-STD-790. A=.135"D.x286"L. C=.289"D.x686"L. 
Manufactured, marked, packed, shipped, receiv- B = .185"D.x474"L. D =.351"D.x786"L. 
ed, inspected, stored in separate area, free from 
contamination or mix-up with other components. 

MIL PART NUMBER M39003/0l-

Failure Rate L (2%) Failure Rate M (1%) Failure Rate P (0.1%) Failure Rate R (0.01%) Failure Rate S (0.001%) 
Size MIL Type Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. 

!OF WVDC Code DeSignation' ±20% ±IO% ±20% ±IO% ±20% ±IO% ±20% ±IO% ±20% ±IO% 

5.6 6 A CSRI3B565K- 2001 2241 2481 2721 2961 
6.8 6 A CSRI3B685-- 2003 2002 2243 2242 2483 2482 2723 2722 2963 2962 

47 6 B CSRI3B476-- 2005 2004 2245 2244 2485 2484 2725 2724 2965 2964 
56 6 B CSRI3B566K- 2006 2246 2486 2726 2966 

150 6 C CSRI3BI57-- 2008 2007 2248 2247 2488 2487 2728 2727 2968 2967 
180 6 C CSRI3BI87K- 2009 2249 2489 2729 2969 
270 6 D CSRI3B271K- 2010 2250 2490 2730 2970 
330 6 D CSRI3B337-- 2012 2011 2252 2251 2492 2491 2732 2731 2972 2971 

3.9 10 A CSR13C395K- 2013 2253 2493 2733 2973 

C 4.7 10 A CSRI3C475-- 2015 2014 2255 2254 2495 2494 2735 2734 2975 2974 
27 10 B CSRI3C276K- 2016 2256 2496 2736 2976 
33 10 B CSRI3C336-- 2018 2017 2258 2257 2498 2497 2738 2737 2978 2977 
39 10 B CSRI3C396K- 2019 2259 2499 2739 2979 
82 10 C CSRI3C826K- 2020 2260 2500 2740 2980 

100 10 C CSRI3CI07 -- 2022 2021 2262 2261 2502 2501 2742 2741 2982 2981 
120 10 C CSR13CI27K- 2023 2263 2503 2743 2983 
180 10 D CSRI3CI87K- 2024 2264 2504 2744 2984 
220 10 D CSRI3C227 -- 2026 2025 2266 2265 2506 2505 2746 2745 2986 2985 

2.7 15 A CSRI3D275K- 2027 2267 2507 2747 2987 
3.3 15 A CSRI3D335-- 2029 2028 2269 2268 2509 2508 2749 2748 2989 2988 

18 15 B CSRI3DI86K- 2030 2270 2510 2750 2990 
22 15 B CSR13D226-- 2032 2031 2272 2271 2512 2511 2752 2751 2992 2991 
56 15 C CSRI3D566K- 2033 2273 2513 2753 2993 
68 15 C CSR13D686-- 2035 2034 2275 2274 2515 2514 2755 2754 2995 2994 

120 15 D CSRI3DI27K- 2036 2276 2516 2756 2996 
ISO IS D CSRI3DI57-- 2038 2037 2278 2271 2518 2517 2758 2757 2998 2997 

1.2 20 A CSRI3EI25K- 2039 2279 2519 2759 2999 
1.5 20 A CSRI3EI55-- 2041 2040 2281 2280 2521 2520 2761 2760 3001 3000 
1.8 20 A CSRI3EI85K- 2042 2282 2522 2762 3002 
2.2 20 A CSR13E225-- 2044 2043 2284 2283 2524 2523 2764 2763 3004 3003 
8.2 20 B CSR13E825K- 2045 2285 2525 2765 3005 

10 20 B CSRI3EI06-- 2047 2046 2287 2286 2527 2526 2767 2766 3007 3006 
12 20 B CSRI3EI26K- 2048 2288 2528 2768 3008 
IS 20 B CSRI3EI56-- 2050 2049 2290 2289 2530 2529 2710 2769 3010 3009 
27 20 C CSRI3E276K- 2051 2291 2531 2771 3011 
33 20 C CSR13E336-- 2053 2052 2293 2292 2533 2532 2773 2772 3013 3012 
39 20 C CSRI3E396K- 2054 2294 2534 2714 3014 
47 20 C CSRI3E476-- 2056 2055 2296 2295 2536 2535 2716 2775 3016 3015 
56 20 0 CSRI3E566K- 2057 2297 2537 2777 3017 
68 20 D CSR13E686-- 2059 2058 2299 2298 2539 2538 2779 2778 3019 3018 

(~' 
82 20 D CSRI3E826K- 2060 2300 2540 2780 3020 

100 20 D CSRI3EI07-- 2062 2061 2302 2301 2542 2541 2782 2781 3022 3021 

'Type Nos. shown are incomplete. Capacitance Tolerance and/or Failure Rate must be added at end of number. Where 10th character (cap. tal.) is blank, insert UK" for 
± 10%, uM" for ± 20%. A last character must be added to denote Failure Rate. Insert "L" for 2%, "M" for 1%, "P" for 0.1%, "R" for 0.01%, "S" for 0.001%. 

Copyright 1975, Sprague Products Company IND-EEM·29-EFAI Sizes subject to change without notice. 
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SPRnGUE CnpnCITORS 
----~- c 
STYLE CSR13 SOLID TANTALUMS - (continued) 

MIL PART NUMBER M39003/01--

Failure Rate L (2%) Failure Rate M (1%) Failure Rate P (0.1%) Failure Rate R (0.01%) Failure Rate S (0.001%) 
Size MIL Type Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. 

"F WVDC Code Designation· ±20% ±10% ±20% ±10% ±20% ±10% ±20% ±10% ±20% ±10% 

5.6 35 B CSR13F565K- 2063 2303 2543 2783 3023 
6.8 35 B CSR13F685-- 2065 2064 2305 2304 2545 2544 2785 2784 3025 3024 

22 35 C CSR13F226-- 2067 2066 2307 2306 2547 2746 2787 2786 3027 3026 
27 35 D CSR13F276K- 2068 2308 2548 2788 3028 
33 35 D CSR13F336-- 2070 2069 2310 2309 2550 2549 2790 2789 3030 3029 
39 35 D CSR13F396K- 2071 2311 2551 2791 3031 
47 35 D CSR13F476-- 2073 2072 2313 2312 2553 2552 2793 2792 3033 3032 

.0047 50 A CSR13G472-- 2075 2074 2315 2314 2555 2554 2795 2794 3035 3034 

.0056 50 A CSR13G562K- 2076 2316 2556 2796 3036 

.0068 50 A CSR13G682-- 2078 2077 2318 2317 2558 2557 2798 2797 3038 3037 

.0082 50 A CSR13G822K- 2079 2319 2559 2799 3039 

.01 50 A CSR13G103-- 2081 2080 2321 2320 2561 2560 2801 2800 3041 3040 

.012 50 A CSR13G123K- 2082 2322 2562 2802 3042 

.015 50 A CSR13G153-- 2084 2083 2324 2323 2564 2563 2804 2803 3044 3043 

.018 50 A CSR13G183K- 2085 2325 2565 2805 3045 

.022 50 A CSR13G223-- 2087 2086 2327 2326 2567 2566 2807 2806 3047 3046 

.027 50 A CSR13G273K- 2088 2328 2568 2808 3048 

.033 50 A CSR13G333-- 2090 2089 2330 2329 2570 2569 2810 2809 3050 3049 
.039 50 A CSR13G393K- 2091 2331 2571 2811 3051 
.047 50 A CSR13G473-- 2093 2092 2333 2332 2573 2572 2813 2812 3053 3052 
.056 50 A CSR13G563K- 2094 2334 2574 2814 3054 
.068 50 A CSR13G683-- 2096 2095 2336 2335 2576 2575 2816 2815 3056 3055 (-~ 

.082 50 A CSR13G823K- 2097 2337 2577 2817 3057 ~/ 

.1 50 A CSR13GI04-- 2099 2098 2339 2338 2579 2578 2819 2818 3059 3058 

.12 50 A CSR13G124K- 2100 2340 2580 2820 3060 

.15 50 A CSR13G154-- 2102 2101 2342 2341 2582 2581 2822 2821 3062 3061 

.18 50 A CSR13G184K- 2103 2343 2583 2823 3063 

.22 50 A CSR13G224-- 2105 2104 2345 2344 2585 2584 2825 2824 3065 3064 

.27 50 A CSR13G274K- 2106 2346 2586 2826 3066 

.33 50 A CSR13G334-- 2108 2107 2348 2347 2588 2587 2828 2827 3068 3067 

.39 50 A CSR13G394K- 2109 2349 2589 2829 3069 

.47 50 A CSR13G474-- 2111 2110 2351 2350 2591 2590 2831 2830 3071 3070 

.56 50 A CSR13G564K- 2112 2352 2592 2832 3072 

.68 50 A CSR13G684-- 2114 2113 2354 2353 2594 2593 2834 2833 3074 3073 

.82 50 A CSR13G824K- 2115 2355 2595 2835 3075 
1.0 50 A CSR13G105-- 2117 2116 2357 2356 2597 2596 2837 2836 3077 3076 
1.2 50 B CSR13G125K- 2118 2358 2598 2838 3078 
1.5 50 B CSR13G155-- 2120 2119 2360 2359 2600 2599 2840 2839 3080 3079 
1.8 50 B CSR13G185K- 2121 2361 2601 2841 3081 
2.2 50 B CSR13G225-- 2123 2122 2363 2362 2603 2602 2843 2842 3083 3082 
2.7 50 B CSR13G275K- 2124 2364 2604 2844 3084 
3.3 50 B CSR13G335-- 2126 2125 2366 2365 2606 2605 2846 2845 3086 3085 
3.9 50 B CSR13G395K- 2127 2367 2607 2847 3087 
4.7 50 B CSR13G475-- 2129 2128 2369 2368 2609 2608 2849 2848 3089 3088 
5.6 50 C CSR13G565K- 2130 2370 2610 2850 3090 
6.8 50 C CSR13G685-- 2132 2131 2372 2371 2612 2611 2852 2851 3092 3091 
8.2 50 C CSR13G825K- 2133 2373 2613 2853 3093 

10 50 C CSR13G106-- 2135 2134 2375 2374 2615 2614 2855 2854 3095 3094 
12 50 C CSR13G126K- 2136 2376 2616 2856 3096 
15 50 C CSR13G156-- 2138 2137 2378 2377 2618 2617 2858 2857 3098 309·7 
18 50 C CSR13GI86K- 2i39 2379 2619 2859 3099 
22 50 D CSR13G226-- 2141 2140 2381 2380 2621 2620 2861 2860 3101 3100 

.1 75 A CSR13H104-- 2143 2142 2383 2382 2723 2622 2863 2862 3103 3102 
~', 

.12 75 A CSR13H124K- 2144 2384 2624 2864 3104 ( . 

.15 75 A CSR13H154-- 2146 2145 2386 2385 2626 2625 2866 2865 3106 3105 ~/ 

.18 75 A CSR13H184K- 2147 2387 2627 2867 3107 

"Type Nos. shown are incomplete. Capacitance Tolerance arid/or Failure Rate must be added at end of number. Where 10th character (cap. tal.) is blank. insert "K" for 
± 10%. "M" for ± 20%. A last character must be added to denote Failure Rate. Insert "L" for 2%. "M" for 1%. "P" for 0.1%. "R" for 0.01%, "S" for 0.001%. 

Copyright 1975. Sprague Products Company IND-EEM-36- EFAI Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
STYLE CSR13 SOLID TANTALUMS - (continued) 

MIL PART NUMBER M39003/01--

Failure Rate L (2%) Failure Rate M (1%) Failure Rate P (0.1%) Failure Rate R (0.01%) Failure Rate S (0.001%> 
Size MIL Type Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. 

I'F WVDC Code Designation' ±20% ±10% ±20% ±10% ±20% ±1O% ±20% ±10% ±20% ±10% 

.22 75 A CSRI3H224-- 2149 2148 2389 2388 2629 2628 2869 2868 3109 3108 

.27 75 A CSRI3H274K- 2150 2390 2630 2870 3110 

.33 75 A CSRI3H334-- 2152 2151 2392 2391 2632 2631 2872 2871 3112 3111 

.39 75 A CSRI3H394K- 2153 2393 2633 2873 3113 

.47 75 A CSRI3H474-- 2155 2154 2395 2394 2635 2634 2875 2874 3115 3114 

.56 75 A CSRI3H564K- 2156 2396 2636 2876 3116 

.68 75 A CSRI3H684-- 2158 2157 2398 2397 2638 2637 2878 2877 3118 3117 

.82 75 B CSRI3H824K- 2159 2399 2639 2879 3119 
1.0 75 B CSRI3H105-- 2161 2160 2401 2400 2641 2640 2881 2880 3121 3120 
1.2 75 B CSRI3HI25K- 2162 2402 2642 2882 3122 
1.5 75 B CSRI3HI55-- 2164 2163 2404 2403 2644 2643 2884 2883 3124 3123 
1.8 75 B CSRI3HI85K- 2165 2405 2645 2885 3125 
2.2 75 B CSRI3H225-- 2167 2166 2407 2406 2647 2646 2887 2886 3127 3126 
2.7 75 B CSRI3H275K- 2168 2408 2648 2888 3128 
3.3 75 B CSRI3H335-- 2170 2169 2410 2409 2650 2649 2890 2889 3130 3129 
3.9 75 B CSRI3H395K- 2171 2411 2651 2891 3131 
4.7 75 C CSRI3H475-- 2173 2172 2413 2412 2653 2652 2893 2892 3133 3132 
5.6 75 C CSRI3H565K- 2174 2414 2654 2894 3134 
6.8 75 C CSRI3H685-- 2176 2175 2416 2415 2656 2655 2896 2895 3136 3135 
-8.2 75 C CSRI3H825K- 2177 2417 2657 2897 3137 
10 75 C CSRI3H106-- 2179 2178 2419 2418 2659 2658 2899 2898 3139 3138 
12 75 D CSRI3HI26K- 2180 2420 2660 2900 3140 
15 75 D CSRI3HI56-- 2182 2181 2422 2421 2662 2661 2902 2901 3142 3141 

C 
.0047 100 A CSRI3J472-- 2184 2183 2424 2423 2664 2663 2904 - 2903 3144 3143 
.0056 100 A CSRI3J562K- 2185 2425 2665 2905 3145 
.0068 100 A CSRI3J682-- 2187 2186 2427 2426 2667 2666 2907 2906 3147 3146 
.0082 100 A CSRI3J822K- 2188 2428 2668 2908 3148 
.01 100 A CSRI3Jl03-- 2190 2189 2430 2429 2670 2669 2910 2909 3150 3149 
.012 100 A CSRI3J123K- 2191 2431 2671 2911 3151 
.015 100 A CSRI3J153-- 2193 2192 2433 2432 2673 2672 2913 2912 3153 3152 
.018 100 A CSRI3JI83K- 2194 2434 2674 2914 3154 
.022 100 A CSRI3J223-- 2196 2195 2436 2435 2676 2675 2916 2915 3156 3155 
.027 100 A CSRI3J273K- 2197 2437 2677 2917 3157 
.033 100 A CSRI3J333-- 2199 2198 2439 2438 2679 2678 2919 2918 3159 3158 
.039 100 A CSRI3J393K- 2200 2440 2680 2920 3160 
.047 100 A CSRI3J473-- 2202 2201 2442 2441 2682 2681 2922 2921 3162 3161 
.056 100 A CSRI3J563K- 2203 2443 2683 2923 3163 
.068 100 A CSRI3J683-- 2205 2204 2445 2444 2685 2684 2925 2924 3165 3164 
.082 100 A CSRI3J823K- 2206 2446 2686 2926 3166 
.1 100 A CSRI3Jl04-- 2208 2207 2448 2447 2688 2687 2928 2927 3168 3167 
.12 100 A CSRI3J124K- 2209 2449 2689 2929 3169 
.15 100 A CSRI3J154-- 2211 2210 2451 2450 2691 2690 2931 2930 3171 3170 
.18 100 A CSRI3Jl84K- 2212 2452 2692 2932 3172 
.22 100 A CSRI3J224-- 2214 2213 2454 2453 2694 2693 2934 2933 3174 3173 
.27 100 A CSRI3J274K- 2215 2455 2695 2935 3175 
.33 100 A CSRI3J334-- 2217 2216 2457 2456 2697 2696 2937 2936 3177 3176 
.39 100 A CSRI3J394K- 2218 2458 2698 2938 3178 
.47 100 A CSRI3J474-- 2220 2219 2460 2459 2700 2699 2940 2939 3180 3179 
.56 100 A CSRI3J564K- 2221 2461 2701 2941 3181 
.68 100 B CSRI3J684-- 2223 2222 2463 2462 2703 2702 2943 2942 3183 3182 
.82 100 B CSRI3J824K- 2224 2464 2704 2944 3184 

1.0 100 B CSRI3Jl05-- 2226 2225 2466 2465 2706 2705 2946 2945 3186 3185 
1.2 100 B CSRI3J125K- 2227 2467 2707 2947 3187 
1.5 100 B CSRI3J155-- 2229 2228 2469 2468 2709 2708 2949 2948 3189 3188 
1.8 100 B CSRI3Jl85K- 2230 2470 2710 2950 3190 
2.2 100 B CSRI3J225-- 2232 2231 2472 2471 2712 2711 2952 2951 3192 3191 
2.7 100 B CSRI3J275K- 2233 2473 2713 2953 3193 

( 3.3 100 R CSRI3J335-- 5158 5157 5358 5357 5558 5557 5758 5757 
3.9 100 R CSRI3J395K- 5160 5360 5560 5760 
4.7 100 R CSRI3J475-- 5163 5162 5363 5362 5563 5562 5763 5762 
5.6 100 R CSRI3J565K- 5165 5365 5565 5765 
6.8 100 R CSRI3J685-- 5168 5167 5368 5367 5568 5567 5768 5767 

'Type Nos. shown are incomplete. Capacitance Tolerance and/or Failure Rate must be added at end of number. Where 10th character (cap. tal.) is blank. insert "K" for 
± 10%. "M" for ± 20%. A last character must be added to denote Failure Rate. Insert "L" for 2%. "M" for 1%. "P" for 0.1%. "R" for 0.01%. "S" for 0.001%. 
Copyright 1975. Sprague Products Cpmpany IND-EEM-39-EFAI Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
ESTABLISHED RELIABILITY STYLE CSR23 

SOLID TANTALUM CAPACITORS to MIL-C-39003 
• Essentially the same as Type CSR 13 capacitors but with extended capacitance ratings 

(higher capacitallce in same size cases) required in some new equipment designs. 

MIL PART NUMBER M39003/03-

Failure Rate l (2%) Failure Rate M 0%) Failure Rate P (0.1%) Failure Rate R (0.01%) 
Size Mil Type Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. 

"F WVDC Code Designation" ±20% ±1O% ±20% ±IO% ±20% ±10% ±20% ±1O% 

10 6 A CSR23BI06-- 0002 0001 0102 0101 0202 0201 0302 0301 
12 6 A CSR23BI26K- 0003 0103 0203 0303 

100 6 B CSR23BI07 -- 0005 0004 0105 0104 0205 0204 0305 0304 
330 6 C CSR23B337-- 0007 0006 0107 0106 0207 0206 0307 0306 
390 6 C CSR23B397K- 0008 0108 0208 0308 
470 6 C CS R23 B477 -- 0010 0009 0110 0109 0210 0209 0310 0309 
680 6 D CSR23B687-- 0012 0011 0112 0111 0212 0211 0312 0311 
820 6 D CSR23B827K- 0013 0113 0213 0313 

1000 6 D CSR23BI08-- 0015 0014 0115 0114 0215 0214 0315 0314 

U 10 A CSR23C685-- 0017 0016 0117 0116 0217 0216 0317 0316 
8.2 10 A CSR23C825K- 0018 0118 0218 0318 

47 10 B CSR23C476-- 0020 0019 0120 0119 0220 0219 0320 0319 
56 10 B CSR23C566K- 0021 0121 0221 0321 
68 IQ B CSR23C686-- 0023 0022 0123 0122 0223 0222 0323 0322 
82 10 B CSR23C826K- 0024 0124 0224 0324 

220 10 C CSR23C227-- 0026 0025 0126 0125 0226 0225 0326 0325 
270 10 C CSR23C277K- 0027 0127 0227 0327 
390 10 D CSR23C397K- 0028 0128 0228 0328 
470 10 D CSR23C477·- 0030 0029 0130 0129 0230 0229 0330 032~ 
560 10 D CSR23C567K- 0031 0131 0231 0331 

~ 
4.7 15 A CSR23D475-· 0033 0032 0133 0132 0233 0232 0333 0332 

~j 5.6 IS A CSR23D565K- 0034 0134 0234 0334 
33 15 B CSR23D336-- 0036 0035 0136 0135 0236 0235 0336 0335 
39 15 B CSR23D396K- 0037 0137 0237 0337 

150 15 C CSR23D157-- 0039 0038 0139 0138 0239 0238 0339 0338 
180 15 C CSR23DI87K- 0040 0140 0240 0340. 
220 15 D CSR23D227-- 0042 0041 0142 0141 0242 0241 0342 0341 
270 15 D CSR23D277K- 0043 0143 0243 0343 
330 15 D CSR23D337 -- 0045 0044 0145 0144 0245 0244 0~45 0344 

2.7 20 A CSR23E275K· 0046 0146 0246 0346 
3.3 20 A CSR23E335-- 0048 0047 1048 0147 0248 0247 0348 0347 
3.9 20 A CS R23 E395 K- 0049 0149 0249 0349 

18 20 B CSR23EI86K- 0050 0150 0250 0350 
22 20 B CSR23E226-- 0052 0051 0152 0151 0252 0251 0352 0351 
27 20 B CSR23E276K- 0053 0153 0253 0353 
56 20 C CSR23E566K- 0054 0154 0254 0354 
68 20 C CSR23E686-- 0056 0055 0156 0155 0256 0255 0356 0355 
82 20 C CSR23E826K- 0057 0157 0257 0357 

100 20 C CSR23EI07-- 0059 0058 0159 0158 0259 0258 0359 0358 
120 20 C CSR23E127K- 0060 0160 0260 0360 
150 20 0 CSR23El57-- 0062 0061 0162 0161 0262 0261 0362 0361 
180 20 D CSR23EI87K- 0063 0163 0263 0363 

1.8 35 A CSR23Fl85K- 0064 0164 0264 0364 
8.2 35 B CS R23 F825 K- 0065 0165 0265 0365 

10 35 B CSR23Fl06-- 0067 0066 0167 0166 0267 0266 0367 0366 
33 35 C CSR23F336-- 0069 0068 0169 0168 0269 0268 0369 0368 
39 35 C CSR23F396K- 0070 0170 0270 0370 
47 35 C CSR23F476-- 0072 0071 0172 0171 0272 0271 0372 0371 
56 35 0 CSR23F566K· 0073 0173 0273 0373 
68 35 0 CSR23F686·- 0075 0074 0175 0174 0275 0274 0375 0374 

1.2 50 A CSR23GI25K· 0076 0176 0276 0376 
1.5 50 A CSR23G155-- 0078 0077 0178 0177 0278 0277 0378 0377 
5.6 50 B CSR23G565K- 0079 0179 0279 0379 
6.8 50 B CSR23G685-- 0081 0080 0181 0180 0281 0280 0381 0380 

22 50 C CSR23G226-- 0083 0082 0183 0182 0283 0282 0383 0382 
,~ 27 50 C CSR23G276K· 0084 0184 0284 0384 

33 50 0 CSR23G336-- 0086 0085 0186 0185 0286 0285 0386 0385 '-- " 39 50 0 CSR23G396K· 0087 0187 0287 0387 ,/ 

"Type Nos. shown are incomplete. Capacitance Tolerance and/or Failure Rate must be added at end of number. Where lOth character (cap. tol.) is blank. insert UK" for 
± 10%. "M" for ± 20%. A last character must be added to denote Failure Rate. Insert "L" for 2%, "M" for 1%. "P" for 0.1%. "R" for 0.01%. 

Copyright 1975. Spl'Gglle Elec:tric Company IND-EEM-42-EFAB Sizes subiect to change without notice. 
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(' SPRAGUE CAPACITORS 
FOIL TANTALEX® CAPACITORS 

• Small Size. Electrically Stable. Long Lif •• For Oata, 
See Latest Issue of Engineering Bulletin 3601 DIMENSIONS 

• 1100 and 1120 Available as MIL·C·3965 Units 
Case 0 • Cap. Tal. 1100. 1110 is ± 20% (XO in cat. no.) up to 

x Case 0 x L 

200V, ± 15" (X8) o •• r 200V. 1120,1130 is +7S, 0 0.203 x 0.812 P 0.390 x 2.875 
-15% (C) to 30V, +50,-15% (CS') to 7SV, G 0.296 x I .000 R 0.483 x 2.875 
+30.-15% (C3) to 150V, ±20% (XO) in 200V J 0.390 x 1.562 Y 0.S46 x 2.87S 
and higher. 

• Plastic Wrap. For Bar. Case, End Cot. No. In "0" M 0.390 x 2.250 

Instead of "I" 

/LF Case Catalog No. /LF Case Catalog No. /LF Case Catalog No. /LF Case Catalog No. /LF . Case Catalos No • 

TYPE nOD 7 J 1I00705XOISOJI 24 P 1II0246X0060PI 420 M 1120427C7030M I 250 J 1130257C7015JI 

c 

POLARIZED PLAIN·FOIL 14 M 1I00146XOl50MI 45 R 1110456X0060RI S90 P 1120S97C7030PI 250 M 1130257C7015MI 

3 WVDC (a 85 C, 2 WVDC~. 125 C 20 P I I 00206XOI 50PI 53 Y 1110536XOO60YI 1100 R 1120118C7030RI 350 P 1130357C7015PI 

10 0 1I00106XOO0301 40 R II00406XOl50RI 75 WVNP «.,85 C. 50 WVNP «t 125 C 1400 Y 1120148C7030YI 530 M 1130537C7015MI 

55 G 11 00556XOOO3G I 47 Y 11 00476XO 150YI 0.5 0 1II0504X007501 50 WVDC «" 85 C, 30 WVDC @ 125 C 760 P 1130767C7015P1 

160 J 1I00167XOO03JI 200 WVDC~, 85 C, 150 WVDC~. 125 C 2 G 1110205X0075GI 4.5 0 1120455C505001 
1400 R 1130148C7015RI 

350 M II 00357X0003M I 0.35 0 1100354X820001 7 J 1II0705X0075JI 8 0 1120805C505001 
2000 Y 1130208C7015YI 

440 P 1I00447XOOO3PI 1.5 G II 00 I 55X8200G I 
14 M 1II0146X0075MI 18 G I 1201 86C5050GI 25 WVNP @ 85 C, 15 WVNP@ 125 C 

1100 R IIOOl18XOO03RI 20 P 1I10206X0075PI 
1300 Y 1I00138XOO03YI 5 J 1I00505X8200Jl 40 R 1II0406X0075RI 

29 G 1120296C5050G I 5 0 1130505C702501 

10 M II 00 I 06X8200M I 47 Y 1II0476X0075YI 
60 J 1I20606C5050JI 14 0 1130146C702501 

6 WVDC (a 85 C, 4 WVDC ~J 125 C 15 P 11 001 56X8200PI 85 J 1120856C5050JI 20 G 1130206C7025G I 

8 0 II 00805X00060 I 25 R 1I00256X8200RI 100 WVNP ('! 85 C, 65 WVNP «~ 125 C 100 M 1120107C5050MI 50 G 1I30506C7025G I 

35 G II 00356X0006G I 35 Y 1I00356X8200YI 0.4 0 1I10404XOI0001 150 P I 1201 57C5050PI 70 J 1130706C7025J1 

100 J 1I00107XOO06JI 250 WVDC «I, 85 C, 165 WVDC «. 125 C 
1.5 G 1110155XOI00GI 180 M I 120187C5050MI 140 J 113D147C7025JI 

200 M II 00207X0006M I 5 J 111 0505XOI OOJ I 260 P 112D267C5050PI 140 M 1130147C7025MI 

300 P 1I00307XOO06PI 
0.3 0 1I00304X825001 10 M 1110l06XOI00MI 470 R 1120477C5050RI 200 P 1130207C7025PI 

460 R 1I00467XOO06RI 
1.2 G II 001 25X8250G I 15 P 1II0156XOIOOPI 580 Y I 120587C5050YI 290 M 1I30297C7025M I 

560 Y II 00567X0006 Y I 
4 J 1I00405X8250Jl 30 R 1 II 0306XOIOORI 420 P 1130427C7025P1 
8 M 11 00805X8250M I 37 Y III 0376XOI OOYI 

60 WVDC @! 85 C, 40 WVDC @ 125 C 800 R 1130807C7025RI 
10 WVDC (a, 85 C, 7 WVOC (u" 125 C 12 P 1I00126X8250PI 

150 WVNP «il 85 C, 100 WVNP @ 125 C 
4 0 112040SC506001 1100 Y 1130118C7025YI 

6 0 11 0060SXOO I 00 I 20 R 1I00206X8250RI 75 WVOC @ 85 C, 50 WVDC @ 125 C 
25 G II 00256XOOI OG I 30 Y 1I00306X8250YI 0.25 0 1I10254X015001 

3 0 112D305C507501 
30 WVNP @ 85 C, 20 WVNP@ 125 C 

80 J II OD806XOO 1 OJ I 1.0 G IIIDI05XOl50Gl 4.5 0 1130455C7030D I 

160 M I I 001 67XOOIOMI 
300 WVDC @. 85 C, 200 WVDC @ 125 C 3.5 J 1110355XOl50Jl 4 D 112D405C507501 11 0 113D116C703001 

220 P II OD227XOOI OPI 
0.25 0 110D254X830001 7 M 1110705X0150MI 12 G 1120126C5075GI 18 G 1130186C7030GI 

350 R 11 OD357XOOI ORI 
I G 1100105X8300GI 10 P 111 01 06X0150PI 15 G 11201 56C5075GI 39 G 1130396C7030G 1 

420 Y 11 OD427XOO I OY I 
3 J 1I00305X8300J,I 20 R 1110206X0150RI 30 J I 120306C5075J1 60 J 1130606C7030J I 
7 M 11 OD705X8300M I 24 Y III 0246XO 150Y 1 45 J 112D456C5075JI 110 J 1130 117C7030J I 

15 WVDC (r •• 85 C, 10 WVDC «( 125 C 10 P 11 001 06X8300Pl 70 M 112D706C5075M 1 

4.5 0 1100455XOOl501 18 R 110DI86X8300RI 200 WVNP@ 85 C, 150 WVNP@ 125 C 95 M 112D956C5075M I 120 M 1130127C7030MI 

18 G 1100186XOOl5GI 0.15 0 I 110154X8200DI 100 P I 120107C5075PI 170 P 1130 I 77C7030P I 

55 J 11 00556XOO 15J 1 TYPE I11D 0.75 G III 0754X8200G I 130 P I 120137C5075PI 220 M 1130227C7030MI 

110 M 11001l7XOOl5MI NON·POLARIZED PLAIN·fOIL 2.5 J 1II0255X8200JI 250 R I 120257C5075RI 320 P 1130327C7030PI 

160 P 1100167XOOl5PI 5 M III 0505X8200M I 300 Y 112D307C5075YI 600 R 1130607C7030Rl 

260 R 11 OD267XOO15RI 
6 WVNP@ 85 C, 4 WVNP@ 125C 7.S P 1110755X8200Pl 850 Y I 130857C7030Yl 

320 Y 1 I 00327XOOI5Yl 7 0 III 0705XOO0601 14 R I 110146X8200RI 100 WVDC (ri) 85 C, 65 WVDC @ 125 C 50 WVNP @ 85 C, 30 WVNP @ 125 C 
25 G III 0256X0006G I 17 Y 1II0176X8200YI 2 o ' 112D205C310001 

2.5 0 11~D255C505001 
25 WVDC (a 85 C, 15 WVDC @; 125 C 85 J 1110856XOO06JI 3 0 1120305C310001 

3 0 1I00305X002S01 170 M I 11 01 77X0006MI 250 WVNP @ 85 C, 165 WVNP @ 125 C 8 G 1120805C3100Gl 4 0 I 130405C505001 

12 G 1I00126X0025GI 250 P 1110257XOO06Pl O.IS 0 1110154X825001 10 G 1120106C3100GI 10 G 1130106C5050GI 

35 J 11 00356X002SJI 360 R III 0367XOO06RI 0.6 G III 0604X8250G I 2S J 1120256C3100Jl 14 G I 130146C505OOl 

70 M II 00706X0025M I 470 Y III D477XOO06YI 2 J III 0205X8250J I 30 J I I 20306C31 OOJI 30 J 1130306C5050J1 

100 P 1I00107X0025PI 4 M 111 0405X8250M I 50 M 1120S06C31 OOM I 4O J 1130406C5050J1 

180 R 11 00 I 87X0025RI 10 WVNP ~< 85 C, 7 WVNP (d; 125 C 6 P 1II0605X8250PI 63 M 112D636C3100MI 60 M 1130606C5050M I 

210 Y 1100217X002SYI 4 0 ll1D405XOOI001 12 R 1II0126X8250RI 70 P 1120706C3100Pl 80 P 1130806C5050Pl 
16 G 1I1D166XOOIOGI 15 Y 1110156X8250YI 90 P 1120906C3100Pl 84 M 1130846C5050M 1 

30 WVDC (io- 85 C, 20 WVDC @, 125 C 55 J 111 D556XOOI OJI 170 R I 120177C31 OORI 120 P 1130127C50S0PI 
2.5 0 1100255X003001 110 M 1110117XOOIOMI TYPE 112D 210 Y 1120217C3100YI 230 R 1130237C5050RI 

10 G 110DI06X0030Gl 150 P 1110157X0010Pl POLARIZED ETCHED.FOIL 
310 Y 1130317C50S0YI 

30 J 11 00306X0030Jl ,230 R 111 0237XOOI ORI 150 WVDC @ 85 C, 100 WVDC @ 125 C 
75 WVNP @ 85 C, 50 WVNP@ 125 C 

60 M II 00606X0030M I 280 Y III D287XOOI OYI 1 0 1120105C3150DI 

85 P 1I00856XOO30PI 15 WVNP @ 85 C, 10 WVNP @ 125 C 
15 WVDC @ 85 C, 10 WVDC @ 125 C 1.6 0 1120165C315001 I.S 0 II 301 S5C507501 

150 R 1100157X0030RI 15 0 112D156C701501 4 G 112D405C3150Gl 2 D 113020SC507501 

180 Y 1100187X0030YI 2.5 0 1110255XOO1501 36 0 112D366C701501 5.5 G I 120S55C3150GI 6 G 113D605C5075G I 
10 G 1110106XOOl5GI 60 G 112D606C7015G 1 13 J I 120136C3150JI 7 G 1130705CS075G I 

50 WVDC «.~ 85 C, 30 WVDC €. 125 C 35 J 1II0356XOO15JI 130 G 1120137C7015Gl 17 J 1120176C31S0JI 15 J 1130156C507SJI 
I.S 0 110D15SX005001 70 M 111 D706XOO15MI 200 J 1 I 2D207C7015J1 25 M I 120256C3150M I 20 J 1130206C5075J1 
6 G II 00605X0050G I 100 P 1110107XOOISPI 370 J 1120377C70 15J I 35 M I I 20356C31SOMI 35 M I 130356C5075M 1 

20 J 1I00206X0050JI 160 R 1110167X001SRI 400 M 112D407C7015MI 36 P 112D366C3150PI 43 M 1130436C5075M 1 
40 M 11 OD406X0050M 1 200 Y 1110207XOOl5YI 50 P II 20506C3150PI 50 P I 130506C5075P1 
55 P 1I00556X0050Pl 25 WVNP@ 85 C, 15 WVNP@ 125 C 580 P 1120587C7015P1 90 R 1120906C31 SORI 60 P 1130606C5075PI 

100 R 1I00107X0050RI I.S 0 1110155X002501 780 M I 120787C7015Ml 120 Y 1120127C3150Yl 110 R 1130117C5075RI 
120 Y 110D127X0050YI 6 G III 0605X0025G 1 1100 P 112D118C7015PI 160 Y I 130167C5075YI 200 WVDC @ 85 C, 150 WVDC @ 125 C 

60 WVDC «. 85 C, 40 WVDC «. 125 C 20 J 111 D206X0025J1 2000 R 1120208C7015Rl 3 G 1120305X0200G I 100 WVNP@ 85 C, 65 WVNP @ 125 C 
1.2 0 1I0DI25X006001 40 M 111 D406XOO25M I 2500 Y 112D258C7015YI 9 J I 120905X0200Jl 1 0 1130105C310001 
5 G II 00505X0060G I 60 P 1110606X0025PI 19 M 1120196X0200MI 1.4 D 1130145C310001 

(' 

17 J IIOD176X0060JI 100 R 1110107X0025RI 25 WVDC @ 85 C, 15 WVDC @ 125 C 27 P 1120276X0200PI 4 
34 M II 00346X0060M I 

G 113D405C3100GI 

48 P 1100486X0060PI 
120 Y 1110127X0025YI 10 D 112DI06C702501 5S R 1120556X0200R 1 5 G 1130505C3100GI 

23 0 1120236C702501 66 Y 112D666X0200YI 
85 R 11 OD856X0060R I 30 WVNP @ 85 C, 20 WVNP @ 125 C 40 G I 12D406C7025G I 

12 J 1130126C3100Jl 

100 Y IIODI07X0060YI 1.4 0 1110145X003001 250 WVDC @ 85 C, 165 WVDC @ 125 C 14 J 113D146C3100Jl 

5.5 G III 055SX0030G I 
80 G 112D806C7025G 1 2 G 112D205X0250G I 25 M I 13D256C3100MI 

75 WVDC «i 85 C, 50 WVDC ~" 125 C 120 J 1120127C7025JI 
I 0 11 001 05X007501 18 J 111 0186X0030Jl 240 J I 12D247C7025Jl 

6 J 112060SX0250JI 29 M 1I3D296C3100Ml 
13 M I 12DI36X02S0M1 

4 G 1100405X0075GI 36 M 111 0366X0030M I 19 P 1120196X02S0PI 
35 P 113D356C3100PI 

14 J IIODI46X0075J1 45 P 1II0456X0030Pl 250 M 112D257C7025MI 37 R 1120376X0250Rl 41 P 1130416C3100PI 
28 M 1100286X0075Ml 85 R 1110856X0030Rl 350 P 1120357C7025PI 45 Y 1120456X0250YI 78 R II 3D786C31 OORI 
40 P IIOD406X0075PI 100 Y 1110107X0030YI 510 M 1120517C7025MI 110 Y II 3DII7C31 OOYI 
70 R 1I00706X007SRI 720 P 112D727C7025PI 300 WVDC @ 85 C, 200 WVDC @ 125 C 

88 Y 1100886X0075YI 50 WVNP@ 85 C, 30 WVNP@ 125 C 1300 R 112D138C7025Rl 1.8 G 112D185X0300Gl 150 WVNP@ 85 C, 100 WVNP @ 125 C 

100 WVDC (a, 85 C. 65 WVOC «'J 125 C 0.8 0 111 0804X0050D I 1600 Y 112D168C702SYI 5 J 1120S05X0300J I 0.5 0 1130504C315001 

0.8 0 IIOD804XOIllOOI 3 G 111 D30SX0050G I II M 11201 16X0300MI 0.75 0 I 13D754C31S001 

10 J III Dl 06XOOSOJI 
15 P 112DI56X0300PI 2 G I 13D205C315OOi 

3 G 1I00305XOl00G1 30 WVDC @ 85 C, 20 WVDC @ 125 C 28 R 112D286X0300RI 2.7 G 1130275C3150G I 
10 J 11 ODI06X0100Jl 20 M 111 0206X0050M I 8 0 1120805C703001 
20 M I I 00206XOIOOMI 30 P III D306X0050PI 19 0 I 120 196C703001 TYPE 113D 6 J 113D605C3150JI 

30 P 1100306XOI00PI 50 R III D506X0050R I 32 G 1120326C7030G 1 NON·POLARIZED ETCHED·FOIL 7.5 J II 30755C3150JI 

S7 R 11 00576XOI OORI 65 Y 1110656X0050YI 67 G 1120676C7030GI 15 WVNP@ 85 C, 10 WVNP@ 125 C 
12 M 1130126C3150Ml 

70 Y II OD706XOI OOYI 60 WVNP 0" 85 C, 40 WVNP (a) 125 C 110 J 11201l7C7030Jl 10 D I 130106C701501 IS M 1130156C3150MI 

0.6 D III 0604X00600 I 25 0 11302S6C70150 I 18 P 113D186C3150Pl 

150 WVf)C «'. 85 C, 100 WVOC ~. 125 C 2.5 G 111 D255X006OO 1 200 J 112D207C7030JI 40 G 113D406C70lSGl 22 P I 13D226C3150PI 

0.5 0 110D504XOl50DI 8.S J 111 D855X0060Jl 220 M 112D227C7030Ml 90 G I 130906C7015GI 43 R 113D436C3150RI 

2 G 110D205X0150GI 17 M 1110176X0060MI 300 P 112D307C7030PI 120 J 1130127C7015JI 60 Y 1130606C3150YI 

Copyright 1972, Sprague Electric Company IND·REM·3·EFA8 Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
MIL-C-3965 TUBULAR FOIL TANTALUM ELECTROLYTICS 

STYLES Cl20, Cl21, Cl22, Cl23, Cl30, Cl31, Cl32, and Cl33 
• M e e t Requirements of Military 

Specification MIL-C-3965 
• Temperature Rating 125C 
• Capacitance Tolerance 

• Small Electrically Stable Foil Tan
talums, Long, Reliable Life 

L = +15, -15% T = +50,-15% 
M = +20, -20% u = +75, -15% 
S= +30,-15% 

• Available in Industrial Equivalents 
as Types 1100, 1110, 1120, 1130 

SIZE CODE (Diam x Length) 

• Types Marked (*1 Have Insulating 
Sleeves. All Others are Bare Case 

E = 13k" x 3U N = '%4 x 2v.. 
H = '0/ .. x Iv.. Q ="k" x 21'. 

-MIL Type Number--
Size to to 

uF Code MIL.C.3965/17C MIL·C·3965/17B* 

STYLE CL20 
POLARIZED ETCHED FOIL 

10 WVDC 

15 E Cl20BE150UPE Cl20C0150UP3 
60 H Cl20BE600UPE Cl20C0600UP3 

200 K Cl20BE20lUPE Cl20C0201 UP3 
400 N Cl20BE40lUPE Cl20C040lUP3 
580 Q Cl20BE58lUPE Cl20C0581UP3 

IS WVDC 

10 E Cl20BG100UPE Cl20CE100UP3 
40 H Cl20BG400UPE Cl20CE400UP3 

120 K Cl20BG121UPE Cl20CEI21UP3 
250 N Cl20BG25lUPE Cl20CE25lUP3 
350 Q Cl20BG35lUPE Cl20CE35lUP3 

20 WVDC 

8 E Cl20BH080UPE 
32 H Cl20BH320UPE 

110 K Cl20BHll1UPE 
220 N Cl20BH22lUPE 
300 Q Cl20BH301 UPE 

30 WVDC 

4.5 E Cl20BJ4R5TPE Cl20CH4R5TP3 
18 H Cl20BJ180TPE Cl20CH 180TP3 
60 K Cl20BJ600TPE Cl20CH600TP3 

100 N Cl20BJ10lTPE Cl20CH101TP3 
150 Q Cl20BJ15lTPE Cl20CH15lTP3 

50 WVDC 

3 E Cl20BL030TPE Cl20CJ030TP3 
12 H Cl20B1120TPE Cl20CJ120TP3 
30 K Cl20Bl300TPE Cl20CJ300TP3 
70 N Cl20Bl700TPE Cl20CJ700TP3 

100 Q Cl20B110lTPE Cl20CJ10lTP3 

65 WVDC 

2 E Cl20BN020SPE Cl20CK020TP3 
8 H Cl20BN080SPE Cl20CK080TP3 

25 K Cl20BN250SPE Cl20CK250TP3 
50 N Cl20BN500SPE Cl20CK500TP3 
70 Q Cl20BN700SPE Cl20CK700TP3 

100 WVDC 

1 E Cl20BQ010SPE Cl20CN010SP3 
4 H Cl208Q040SPE Cl20CN040SP3 

13 K Cl20BQ130SPE Cl20CN 130SP3 
25 N Cl20BQ250SPE Cl20CN250SP3 
36 Q Cl20BQ360SPE Cl20CN360SP3 

STYLE CL21* 
POLARIZED ETCHED FOIL 

10 WVDC 

15 E Cl21BE150UPE Cl21C0150UP3 
60 H Cl21BE600UPE Cl21 C0600UP3 

200 K Cl21BE201 UPE Cl21 C0201 UP3 
400 N Cl21BE40lUPE Cl21 C0401 UP3 
580 Q Cl21BE581 UPE Cl21 C058lUP3 

IS WVDC 

10 E Cl21BG100UPE Cl21CE100UP3 
40 H Cl21BG400UPE Cl21CE400UP3 

120 K Cl21BG121UPE Cl21CE12lUP3 
250 N Cl21BG251UPE Cl21CE25lUP3 
350 Q Cl21BG351UPE Cl21CE35lUP3 

20 WVDC 

8 E Cl21B~080UPE 
32 H Cl21BH320UPE 

110 K Cl21BHll1UPE 
220 N Cl21 B'~22lUPE 
300 Q Cl21BH301UPE 

K = 2%4 x 10/16 

-MIL Type Number-
Sin to to 

ILF Code MIL.C.3965/17C Mll.C·3965/17B* 

30 WVDC 
4.5 E Cl21BJ4R5TPE Cl21 CH4R5TP3 
18 H Cl21BJ180TPE Cl21CH180TP3 
60 K Cl21 BJ600TPE Cl21 CH600TP3 

100 N Cl21BJ10lTPE Cl21CH101TP3 
150 Q Cl21BJI51TPE Cl21CH15lTP3 

50 WVDC 

3 E Cl21Bl030TPE Cl21 CJ030TP3 
12 H Cl21B1120TPE Cl21CJ120TP3 
30 K Cl21Bl300TPE Cl21 CJ300TP3 
70 N Cl21Bl700TPE Cl21 CJ700TP3 

100 Q Cl21B110lTPE Cl21CJ10lTP3 

65 WVDC 

2 E Cl21 BN020SPE Cl21CK020TP3 
8 H Cl21 BN080SPE Cl21 CK080TP3 

25 K Cl21BN250SPE Cl21CK250TP3 
50 N Cl21BN500SPE Cl21 CK500TP3 
70 Q Cl21BN700SPE Cl21CK700TP3 

100 WVDC 

I E Cl21 BQOI OSPE Cl21 CN01 OSP3 
4 H Cl21 BQ040SPE Cl21 CN040SP3 

13 K Cl21BQ130SPE Cl21CN130SP3 
25 N Cl21BQ250SPE Cl21 CN250SP3 
36 Q Cl21BQ360SPE Cl21CN360SP3 

STYLE CL22 

NON-POLARIZED ETCHED FOIL 

-MIL Type Number-
Size to to 

ILF Code MIL.C·3965/18C MIL.C.3965/18B* 

10 WVDC 

10 E Cl22BE100UNE Cl22C0100UN3 
40 H Cl22BE400UNE Cl22C0400UN3 

120 K Cl22BE12lUNE Cl22C012lUN3 
250 N Cl22BE25lUNE Cl22C0251 UN3 
350 Q Cl22BE351UNE Cl22C035lUN3 

IS WVDC 
5 E Cl22BG050UNE Cl22CEOSOUN3 

20 H Cl22BG200UNE Cl22CE200UN3 
70 K Cl22BG700UNE Cl22CE700UN3 

140 N Cl22BGI41UNE Cl22CEI4lUN3 
200 Q Cl22BG20lUNE Cl22CE20lUN3 

20 WVDC 
4.S E Cl22BH4R5UNE 

18 H Cl22BHI80UNE -===== 
60 K Cl22BH600UNE-

120 N Cl22BH12IUNE -----
170 Q Cl22BH17lUNE 

30 WVDC 

2.S E Cl22BJ2RSTNE Cl22CH2RSTN3 
10 H Cl22BJ100TNE Cl22CHIOOTN3 
30 K Cl22BJ300TNE Cl22CH300TN3 
60 N Cl22BJ600TN E Cl22CH600TN3 
80 Q Cl22BJ800TNE Cl22CH800TN3 

50 WVDC 

1.5 E Cl22Bl1 R5TNE Cl22CJI RSTN3 
6 H Cl22Bl060TN E Cl22CJ060TN3 

IS K Cl22Bl1S0TNE Cl22CJ1S0TN3 
35 N Cl22Bl350TN E Cl22CJ350TN3 
50 Q Cl22Bl500TNE Cl22CJ500TN3 

65 WVDC 

1 E Cl22BNOIOTNE Cl22CK010TN3 
4 H Cl22BN040TN E Cl22CK040TN3 

12 K Cl22BN120TNE Cl22CKI20TN3 
25 N Cl22BN250TNE Cl22CK250TN3 
35 Q Cl22BN350TNE Cl22CK350TN3 

*Available until present stocks are exhausted. 

-MIL Type Number-
Size to to 

ILF Code MIL·C·3965/18C MIL·C·3965/18B* 

100 WVDC 

.5 E Cl22BQOR5SN E Cl22CNOR5SN3 
2 H Cl22BQ020SNE Cl22CN020SN3 
6 K Cl22BQ060SNE Cl22CN060SN3 

12 N Cl22BQ120SNE Cl22CNI20SN3 
18 Q CL22BQI80SNE Cl22CN180SN3 

STYLE CL23* 
NON-POLARIZED ETCHED FOIL 

10 WVDC 
10 E Cl23BEIOOUNE CL23COIOOUN3 
40 H Cl23BE400UNE Cl23C0400UN3 

120 K Cl23BE121UNE Cl23COl21UN3 
2S0 N Cl23BE251UNE Cl23C0251UN3 
350 Q Cl23BE351 UNE CL23C035lUN3 

15 WVDC 

S E Cl23BG050UNE Cl23CE050UN3 
20 H Cl23BG200UNE Cl23CE200UN3 
70 K Cl23BG700UN E Cl23CE700UN3 

140 N Cl23BG141UNE Cl23CE141UN3 
200 Q Cl23BG201 UNE Cl23CE20lUN3 

20 WVDC 

4.5 E Cl23BH4R5UNE ===== 
18 H Cl23BHI80UNE 
60 K Cl23BH600UNE -----

120 N Cl23BHI2lUNE -----
170 Q Cl23BH17lUNE 

30 WVDC 

2.5 E Cl23BJ2R5TNE Cl23CH2RSTN3 
10 H Cl23BJIOOTNE Cl23CHIOOTN3 
30 K Cl23BJ300TNE Cl23CH300TN3 
60 N Cl23BJ600TNE Cl23CH600TN3 
80 Q Cl23BJ800TNE Cl23CH800TN3 

50 WVDC 

1.5 E Cl23Bli RSTNE Cl23CJI RSTN3 
6 H Cl23Bl060TN E Cl23CJ060TN3 

15 K Cl23Bll50TNE Cl23CJ1S0TN3 
35 N Cl23Bl350TN E Cl23CJ3S0TN3 
50 Q Cl23Bl500TNE Cl23CJ500TN3 

65 WVDC 

1 E Cl23BN010TNE Cl23CKOIOTN3 
4 H Cl23BN040TN E Cl23CK040TN3 

12 K Cl23BNI20TNE Cl23CK120TN3 
25 N Cl23BN250TNE Cl23CK250TN3 
35 Q Cl23BN350TNE Cl23CK350TN3 

100 WVDC 

.5 E Cl23BQOR5SNE Cl23CNOR5SN3 
2 H Cl23BQ020SN E Cl23CN020SN3 
6 K Cl23BQ060SNE Cl23CN060SN3 

12 N Cl23BQI20SNE Cl23CN120SN3 
18 Q Cl23BQ180SNE Cl23CN180SN3 

STYLE CL30 
POLARIZED PLAIN FOIL 

-MIL Type Number-
Size to to 

uF Code MI l·C·3965/15B MI L.(.3965/15A* 

2 WVDC 

10 E Cl30BA100MPE -----
50 H Cl30BA500MPE 

4 WVDC 

8 E Cl30BBOBOMPE -----
30 H Cl30BB300MPE -----

100 K Cl30BBI01MPE 
200 N Cl30BB201 MPE 
300 Q Cl30BB301 MPE 

Copyright 1972, Sprague Electric Company INO·REM·8A·EFAB 

-MIL Type Number-
Size to to 

uF Cod. MIL.C.3965/15B MIL.(.3965/15A* 

7 WVDC 
6 E Cl30B0060MPE 

25 H Cl30B0250MPE ----
BO K Cl30B0800MPE -----

160 N Cl30BOl61MPE -----
220 Q Cl30B0221 MPE 

10 WVDC 

4.5 E Cl30BE4R5MPE Cl30C04R5MP3 
10 H Cl30BE100MPE ----
lB H Cl30BEI80MPE Cl30C0180MP3 
55 K Cl30BE550MPE Cl30C0550MP3 

110 N Cl30BEll1MPE Cl30COlllMP3 
160 Q Cl30BEI61MPE Cl30C0161MP3 

15 WVDC 
3 E Cl30BG030MPE Cl30CE030MP3 

12 H Cl30BG 120MPE Cl30CE120MP3 
35 K Cl30BG350MPE Cl30CE350MP3 
70 N Cl30BG700MPE Cl30CE700MP3 

100 Q Cl30BGI01MPE Cl30CEI01MP3 

20 WVDC 

2.5 E Cl30BH2R5MPE ===== 
10 H Cl30BH I OOMPE 
30 K Cl30BH300MPE -----
60 N Cl30BH600MPE -----
85 Q Cl30BH850MPE 

30 WVDC 

1.5 E Cl30BJI R5MPE Cl30CH1 R5MP3 
6 H Cl30BJ060MPE Cl30CH060MP3 

20 K Cl30BJ200MPE CL30CH200MP3 
40 N Cl30BJ400MPE Cl30CH400MP3 
55 Q Cl30BJ550MPE Cl30CH550MP3 

50 WVDC 

1 E Cl30Bl010MPE Cl30CJ010MP3 
4 H Cl30Bl040MPE Cl30CJ040MP3 

14 K Cl30B1140MPE Cl30CJ140MP3 
28 N Cl30Bl280MPE Cl30CJ280MP3 
40 Q Cl30Bl400MPE Cl30CJ400MP3 

65 WVDC 

.8 E Cl30BNOR8MPE Cl30CKOR8MP3 
3 H Cl30BN030MPE Cl30CK030MP3 

10 K Cl30BN100MPE Cl30CK100MP3 
20 N Cl30BN200MPE Cl30CK200MP3 
30 Q Cl30BN300MPE Cl30CK300MP3 

100 WVDC 

.5 E Cl30BQOR5MPE Cl30CNOR5MP3 
2 H Cl30BQ020MPE Cl30CN020MP3 
4 K Cl30BQ040MPE -----
7 K Cl30BQ070MPE Cl30CN070MP3 
8 N Cl30BQ080MPE 

12 N Cl30BQI20MPE -----
14 N Cl30BQI40MPE Cl30CN140MP3 
20 Q Cl30BQ200MPE Cl30CN200MP3 

150 WVDC 

.35 E Cl30BZR35lPE Cl30CQR35MP3 
1.5 H Cl30BZIR5lPE Cl30CQIR5MP3 

5 K Cl30BZ050lPE Cl30CQ050MP3 
10 N Cl30BZ100lPE Cl30CQ100MP3 
15 Q Cl30BZ150lPE Cl30CQI50MP3 

165 WVDC 

.3 E Cl30BOR30lPE 
1.2 H Cl30B01 R2lPE 

4 K Cl30B0040lPE 
8 N Cl30B0080lPE 

12 Q Cl30B0120lPE 

200 WVDC 

.27 E Cl30BXR271PE 
1 H Cl30BX010lPE 

3.3 K Cl30BX3R3lPE 
6.8 N Cl30BX6R8lPE 
10 Q Cl30BX100lPE 

Sizes subject to change without notice. 

, 
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( SPRAGUE CAPACITORS 
MIL-C-3965 FOIL TANTALUM ELECTROL YTICS, continued 

Size MIL·Type Number Size MIL·Type Number Size MIL.Type Number 
p,F Code to MIL·C·396S/1sa to MIL·C·396S/lSA* p,F Code to MIL.'.396S/ 16B to MIL.'.396S{16A* p,F 'ode to MIL.'.396S/16B to MIL.'.396S/ 16A* 

STYLE Cl3a STYLE Cl32 STYLE Cl33* 
POLARIZED PLAIN FOIL NON-POLARIZED PLAIN FOIL NON-POLARIZED PLAIN FOIL 

2 WVDC 2 WVDC 2 WVDC 
10 E Cl31BA100MPE 10 E Cl32BA I OOMNE 10 E Cl33BA I OOMN E 
50 H Cl31BA500MPE 45 H Cl32BA450MNE 45 H Cl33BA450MNE 

140 K Cl32BA141MNE 140 K Cl33BAI41MNE 4 WVDC 2S0 N Cl32BA2S1 MN E 2S0 N Cl33BA281MNE 
S E Cl31 BBOSOMPE 400 Q Cl32BA40IMNE 400 Q Cl33BA401MNE 

30 H Cl31 BB300MPE 4 WVDC 4 WVDC 100 K Cl31BB10lMPE 
200 N Cl31 BB201 MPE 7 E Cl32BB070MNE 7 E Cl33BB070MNE 
300 Q Cl31BB30lMPE 25 H Cl32SB250MNE 25 H Cl33BB250MNE 

S5 K Cl32BBS50MNE B5 K Cl33BB850MNE 7 WVDC 170 N Cl32BBI71MNE 170 N Cl33BBI71MNE 
6 E Cl31BJ060MPE 250 Q Cl32BB251MNE 250 Q Cl33BB251MNE 

25 H Cl31 BD250MPE 
7 WVDC 7 WVDC SO K Cl31 BD800MPE 

160 N Cl31BD161MPE 4 E Cl32BD040MNE 4 E Cl33BD040MN E 
220 Q Cl318D221MPE 16 H Cl32BLl160MNE 16 H Cl33BD160MNE 

10 WVDC 55 K Cl32BD550MNE 55 K Cl33BD550MNE 
110 N Cl32B')IIIMNE 110 N Cl33BDll1MNE 

4.S E Cl31BE4R5MPE Cl31 CD4RSMP3 ISO Q Cl32BD151MNE 150 Q Cl33BDI51MNE 
10 H Cl31BE100MPE 10 WVDC 
18 H Cl31BE1S0MPE Cl31 CD 180MP3 10 WVDC 
55 K Cl31 BE5S0MPE Cl31 CDS50MP3 2.S E Cl32BE2R5MNE Cl32CD2 RSMN3 2.5 E Cl33BE2R5MNE Cl33CD2R5MN3 

110 N Cl31BEll1MPE Cl31CD111MP3 10 H Cl32BE100MNE Cl32CD100MN3 10 H Cl33BE100MNE Cl33CD 1 00MN3 
160 Q Cl31BE161MPE Cl31CD161MP3 3S K Cl32BE350MNE Cl32CD3S0MN3 3S K Cl33BE350MN E Cl33CD350MN3 

15 WVDC 70 N Cl32BE700MNE Cl32CD700MN3 70 N Cl338E700MNE Cl33CD700MN3 
100 Q Cl32BE101MNE Cl32CD101MN3 100 Q Cl33BE101MNE Cl33CDI01MN3 

3 E Cl31 BG030MPE Cl31 CE030MP3 15 WVDC 
12 H Cl31BG120MPE Cl31CE120MP3 15 WVDC 
35 K Cl31BG350MPE Cl31 CE350MP3 1.5 E Cl32BGl R5MNE Cl32CEl R5MN3 1.5 E Cl338GI R5MNE Cl33CE 1 R5MN3 
70 N Cl31 BG700MPE Cl31CE700MP3 6 H Cl32BG060MNE Cl32CE060MN3 6 H Cl338G060MN E Cl33CE060MN3 

100 Q Cl31BG101MPE Cl31CE10lMP3 20 K Cl32BG200MNE Cl32CE200MN3 20 K Cl338G200MN E Cl33CE200MN3 

20 WVDC 40 N Cl32BG400MNE Cl32CE400MN3 40 N Cl33BG400MN E Cl33CE400MN3 

C' 60 Q Cl328G600MN E Cl32CE600MN3 60 Q Cl338G600MNE Cl33CE600MN3 
2.S E Cl318H2RSMPE 
10 H Cl31BH100MPE 20 WVDC 20 WVDC 

30 K Cl31B:~300MPE 1.4 E Cl328H 1 R4MN E 1.4 E Cl338HI R4MNE 
60 N Cl31 BH600MPE 5.5 H Cl32BH5R5MNE 5.5 H Cl338H5R5MNE 
85 Q Cl31 BHS50MPE IS K Cl32BH1S0MNE IS K Cl33BH1S0MNE 

30 WVDC 36 N Cl32BH360MNE 36 N Cl338H360MNE 
45 Q Cl32BH450MNE 45 Q Cl33BH450MNE 

1.5 E Cl31BJ1R5MPE Cl31CHl R5MP3 
6 H Cl31 BJ060MPE Cl31 CH060MP3 30 WVDC 30 WVDC 

20 K Cl318J200MPE Cl31 CH200MP3 
.S E Cl32BJORSMNE Cl32CHORSMN3 .S E Cl33BJORSMNE CL33CHORSMN3 

40 N Cl31 BJ400MPE Cl31 CH400MP3 
3 H Cl328J030MNE Cl32CH030MN3 3 H Cl33BJ030MNE Cl33CH030MN3 

55 Q Cl31 BJ550MPE Cl31 CH550MP3 
10 K Cl32BJ100MNE Cl32CH 1 00MN3 10 K Cl338J1 OOMN E Cl33CH100MN3 

50 WVDC 20 N Cl32BJ200MNE Cl32CH200MN3 20 N Cl33BJ200MN E Cl33CH200MN3 

1 E Cl31 BlOl OMPE Cl31CJ010MP3 30 Q Cl32BJ300MNE Cl32CH300MN3 30 Q Cl338J300MN E Cl33CH300MN3 

4 H Cl31 Bl040MPE Cl31CJ040MP3 50 WVDC 50 WVDC 
14 K Cl31 B1140MPE Cl31 CJ140MP3 

Cl33BlOR5MNE Cl33CJOR5MN3 2S N Cl31 Bl2S0MPE Cl31CJ2S0MP3 .5 E Cl32BlOR5MNE Cl32CJOR5MN3 .5 E 
40 Q Cl31 Bl400MPE Cl31 CJ400MP3 2 H Cl32Bl020MNE Cl32CJ020MN3 2 H Cl33Bl020MNE Cl33CJ020MN3 

7 K Cl32Bl070MNE Cl32CJ070MN3 7 K Cl33Bl070MNE Cl33CJ070MN3 
65 WVDC 14 N Cl32Bl140MNE Cl32CJ140MN3 14 N Cl33B11040MNE Cl33CJIo40MN3 

.S E Cl31 BNORSMPE Cl31 CKORSMP3 20 Q Cl32Bl200MNE Cl32CJ200MN3 20 Q Cl33Bl200MNE Cl33CJ200MN3 
3 H Cl318N030MPE Cl31 CK030MP3 

65 WVDC 65 WVDC 10 K Cl31 BNl OOMPE Cl31CK100MP3 
20 N Cl318N200MPE Cl31 CK200MP3 .4 E Cl32BNOR4MNE Cl32CKOR4MN3 .4 E Cl33BNORo4MNE Cl33CKOR4MN3 
30 Q Cl318N300MPE Cl31CK300MP3 1.5 H Cl32BN1R5MNE Cl32CKl R5MN3 1.5 H Cl33BNl R5MNE Cl33CKI RSMN3 

100 WVDC S K Cl32BN050MN E Cl32CK050MN3 5 K Cl33BN050MNE Cl33CK050MN3 
10 N Cl32BN100MNE Cl32CK100MN3 10 N Cl33BNIOOMNE Cl33CK100MI>I3 

.5 E Cl318QOR5MPE Cl31 CNORSMP3 15 Q Cl32BN150MNE Cl32CK1S0MN3 IS Q Cl33BN 150MN E Cl33CK150MN3 
2 H Cl31 BQ020MPE Cl31CN020MP3 100 WVDC 100 WVDC 4 K Cl31 BQ040MPE 
7 K Cl31BQ070MPE Cl31 CN070MP3 .25 E Cl32BQR25MNE Cl32CNR25MN3 .25 E Cl33SQR25MNE Cl33CNR25MN3 
S N Cl31 BQOROMPE 1 H Cl32BQ010MNE Cl32CN010MN3 I H Cl33BQOI OMN E Cl33CNOIOMN3 

12 N Cl318QI20MPE 3.5 K Cl328Q3R5MNE Cl32CN3R5MN3 3.S K Cl33BQ3R5MNE Cl33CN3R5MN3 
14 N Cl31 BQI40MPE Cl31 CN140MP3 7 N Cl328Q070MNE Cl32CN070MN3 7 N Cl33BQ070MN E Cl33CN070MN3 
20 Q Cl318Q200MPE Cl31 CN200MP3 10 Q Cl32BQ100MNE Cl32CNIOOMN3 10 Q Cl33BQ 1 OOMN E Cl33CN I 00MN3 

150 WVDC 150 WVDC 150 WVDC 
.35 E Cl31SZR3SlPE Cl31 CQR35MP3 .15 E Cl32BZR1SlNE Cl32CQRISMN3 .15 E Cl338ZR1SlNE Cl33CQRI5MN3 
1.5 H Cl318Z1 RSlPE Cl31 CQ 1 RSMP3 .75 H Cl32BZR7SlNE Cl32CQR75MN3 .7S H Cl338ZR7SlNE Cl33CQR7SMN3 

5 K Cl31 BZ050lPE Cl31 CQOSOMP3 2.5 K Cl32BZ2R5lNE Cl32CQ2RSMN3 2.5 K Cl33BZ2RSlNE Cl33CQ2R5MN3 
10 N Cl31 BZl OOlPE Cl31CQ100MP3 5 N Cl32BZ050lNE Cl32CQ050MN3 5 N Cl33BZ050lNE Cl33CQOSOMN3 
15 Q Cl31 BZ150lPE Cl31CQ1S0MP3 7.5 Q Cl32BZ7R5lNE Cl32CQ7R5MN3 7.5 Q Cl33BZ7RSlNE Cl33CQ7R5MN3 

165 WVDC 165 WVDC 165 WVDC 

.3 E Cl31 BOR30lPE .15 E Cl32B081SlNE .15 E Cl33BOR15lNE 
1.2 H Cl31BOIR2lPE .6 H Cl32BOOR6lNE .6 H Cl33BOOR6lNE 

4 K Cl31 B0040lPE 2 K Cl32B0020lNE 2 K Cl33B0020lNE 
8 N Cl31 BOOSOlPE 4 N Cl32B0040lNE " N Cl33B0040lNE 

('. 12 Q Cl31 BOl20lPE 6 Q Cl32B0060lNE 6 Q Cl33B0060lN E 

200 WVDC 200 WVDC 200 WVDC 

E Cl32BXRI2lNE .12 E Cl33BXRI2lNE .' .27 E Cl31 BXR27LPE .12 
I H Cl31 BXOIOlPE .47 H Cl32BXR47LNE .47 H Cl33BXR47lNE 

3.3 K Cl31 BX3R3lPE 1.5 K c.L32BXl RSlNE 1.5 K Cl33BXl RSlNE 
6.S N Cl31 BX6RQlPE 3.3 N Cl32BX3R3lNE 3.3 N Cl33BX3R3lNE 

10 Q Cl31 BXI OOlPE 4.7 Q Cl32BX4R7LNE 4.7 Q Cl33BX4R7LNE 

*' Available until eresent stocks are exhausted. 

Copyright 1971, Sprague Products Comoany I ND·REM·8B·PRAR Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
MIL-C-3965 FOIL TANTALUM CAPACITORS STYLE CL24 & CL25 

• For - 55C to + 85C Operation up 
to 150 Volts in Military and Indus

trial Electronic Equipment 

• Low Leakage Current and Stable 
Temperature Coefficient Makes Pos

sible Its Use in Many Circuits Where 

Aluminum Foil Designs Are Undesir-

able 

• The Electrolyte System Used Assures 

Long Operating and Shelf Life, ex-

Size 
p.f WVOC Code Military Designation· 

15 15 0 CL24BE150UP3 CL25BE150UP3 
60 15 G CL24BE600UP3 CL25BE600UP3 

200 15 J CL24BE201 UP3 CL25BE201 UP3 
400 15 M CL24BE401UP3 CL25BE401 UP3 
5BO 15 P CL24BE5Bl UP3 CL25BE5S1UP3 

10 25 0 CL24BG100UP3 CL25BG 1 00UP3 
40 25 G CL24BG400UP3 CL25BG400UP3 

120 25 J CL24BG121UP3 CL25BG121UP3 
250 25 M CL24BG251UP3 CL25BG251UP3 
350 25 P CL24BG351 UP3 CL25BG351 UP3 

8 30 0 CL24BH080UP3 CL25BH080UP3 
32 30 G CL24BH320UP3 CL25BH320UP3 

cellent Low-temperature Performance, 

Chemical Stability and Inertness 

• Dimensions Listed Are For Bare 
Metal-Case. For Insulated Case Add 
%4" to Diameter and Va" to Length 

• MIL Version of Sprague Type 112D 

• Type CL24 Is a Bare Metal-Case Unit. 
If An Outer Insulating Sleeve Is De -
sired, Order Type CL25 

I Call Your Sprague Industrial Distribu-I 
tor For Current Quantity Prices 

Size 
p.f WVOC Code Military Designation- p.F 

110 30 J CL24BHll1UP3 CL25BHll1UP3 70 
220 30 M CL24BH221UP3 CL25BH221 UP3 100 

300 30 P CL24BH301 UP3 CL25BH301 UP3 
2 

4.5 50 0 CL24BJ4R5TP3 CL25BJ4R5TP3 S 

IS 50 G CL24BJ 1 BOTP3 CL25BJ 180TP3 25 

60 50 J CL24BJ600TP3 CL25BJ600TP3 50 

CL25BJI OlTP3 70 
100 50 M CL24BJ10lTP3 

150 50 P CL24BJ 151 TP3 CL25BJ15lTP3 1 
4 

3 75 0 CL24BL030TP3 CL25BL030TP3 13 
12 75 G CL24BLl20TP3 CL25BL 120TP3 25 
30 75 J CL24BL300TP3 CL25BL300TP3 36 

*Note: For Vibration grade 1 or 2, change last digit of military designation to 1 or 2. 

DIMENSIONS 

Code D. x L. Code D. x .L. 
D 1%4 X % M 2%4 X 2;16 

G 1%4 x 10/\6 P 2%4 X 21";16 

J 2%4 X 1112 

Size 
WVOC Code Military Designation· 

75 M CL24BL700TP3 CL25BL700TP3 
75 P CL24BLl OlTP3 CL25BL 1 01 TP3 

100 0 CL24BN020SP3 CL25BN020SP3 
100 G CL24BNOSOSP3 CL25BNOSOSP3 
100 J CL24BN250SP3 CL25BN250SP3 
100 M CL24BN500SP3 CL25BN500SP3 
100 P CL24BN700SP3 CL25BN700SP3 

150 0 CL24B0010SP3 CL25B0010SP3 
150 G CL24B0040SP3 CL25BQ0405P3 
150 J CL24BQ130SP3 CL25BQI30SP3 
150 M CL24BQ250SP3 CL25BQ250SP3 
150 P CL24BQ360SP3 CL25BQ360SP3 

MIL-C-3965 FOIL TANTALUM CAPACITORS 
STYLE CL34 and CL35 

Code 
D 
G 
J 

p.F 

10 
50 

8 
30 

100 
200 
300 

6 
25 
80 

160 
220 

4.5 
10 
18 
55 

110 
160 

2.5 
30 

DIMENSIONS 

D. x L. Code D. xL. 
;1 1],i M 6 X 6 8 X 8 

% X Va p % x2% 
% x 1116 

Size 

• For use in military and industrial elec
tronic equipment. Designed to oper
ate over the temperature range of 
-55C to +85C 

• Long operation and shelf life, excel
lent low temperature performance, 
and optimum electrical characteris
tics 

• For use in circuits where aluminum 
foil units are unsatisfactory 

Size 
WVOC Code Military Designation· p.F WVOC Code Military Designation-

3 D CL34BA 1 00MP3 CL35BA 1 00MP3 60 30 M CL34BH600MP3 CL35BH600MP3 
3 G CL34BA500MP3 CL35BA500MP3 S5 30 P CL34BH850MP3 CL35BH850MP3 

6 D CL34BB080MP3 CL35BBOSOMP3 1.5 50 0 CL34BJI R5MP3 CL35BJI R5MP3 

6 G CL34BB300MP3 CL35BB300MP3 6 50 G CL34BJ060MP3 CL35BJ060MP3 

6 J CL34BB101MP3 CL35BB101MP3 20 50 J CL34BJ200MP3 CL35BJ200MP3 

6 M CL34BB201 MP3 CL35BB201 MP3 40 50 M CL34BJ400MP3 CL35BJ400MP3 
5~ 50 P CL34BJ550MP3 CL35BJ550MP3 6 ~ CL34BB301MP3 CL35BB301 MP3 

10 0 CL34B0060MP3 CL35B0060MP3 1 75 0 CL34BL010MP3 CL35BL010MP3 
10 G CL34~0250MP3 CL35B0250MP3 " 75 G CL34BL040MP3 CL35BL040MP3 
10 J CL3480S00MP3 CL3580S00MP3 14 75 J CL348L140MP3 CL35BL140MP3 
10 M CL34B0161MP3 CL35B0161 MP3 2S 75 M CL34BL2S0MP3 CL35BL2S0MP3 

10 P CL34B0221 MP3 CL35B0221 MP3 40 75 P CL34BL400MP3 CL35BL400MP3 

O.S 100 0 CL34BNORSMP3 15 0 CL348E4R5MP3 CL35BE4R5MP3 CL35BNORSMP3 

15 G CL348El00MP3 CL358El00MP3 3 100 G CL34BN030MP3 CL358N030MP3 

15 G CL348E1S0MP3 CL35BE1S0MP3 10 100 J CL34BN100MP3 CL35BN 1 00MP3 

15 J CL34BE550MP3 CL35BE550MP3 20 1'00 M CL34BN200MP3 CL35BN200MP3 

15 M CL34BElllMP3 CL35BEIli MP3 30 100 P CL34BN300MP3 CL35BN300MP3 

15 P CL34BE161MP3 CL35BE161 MP3 
0.5 150 0 CL348QOR5MP3 CL35BQOR5MP3 

30 0 CL34BH2R5MP3 CL35BH2R2MP3 2 150 G CL34BQ020MP3 CL35BQ020MP3 

30 J CL34BH300MP3 CL35BH300MP3 4 150 J CL34BQ040MP3 CL35BQ040MP3 

"'Note: For vibration grade 1 or 2, cha~98 last digit of military designation to 1 or 2. 

Copyright 1972, Sprague Products Company lNO-REM-8-PRAR 

• Low leakage current and good tem
perature coefficient 

• Type CL34 is a bare metal case unit. 
If an outer insulating sleeve is de
sired, order Type CL35 

• MIL version of Sprague Type 110D 

I Call Your Sprague Industrial Distribu-I 
tor For Current Quantity Prices 

Size 
p.f WVOC Code Military Designation-

7 150 J CL34BQ070MP3 CL35BQ070MP3 
S 150 M CL34BQOSOMP3 CL35B0080MP3 

12 150 M CL34BQ120MP3 CL35BQ 120MP3 
14 150 M CL34BQ 140MP3 CL35BQ 140MP3 
20 150 P CL34BQ200MP3 CL35BQ200MPl 

.35 200 0 CL34BRR35LP3 CL35BRR35LP3 
1.5 200 G CL34BR1R5LP3 CL35BR 1 R5 LP3 
5 200 J CL34BR050LP3 CL35BR050LP3 

10 200 M CL34BRIooLP3 CL35BR100LP3 
15 200 P CL34BR150LP3 CL358R150LP3: 

.30 250 0 CL34BSR30LP3 CL35BSR30LP3 
1.2 250 G CL34851 R2LP3 CL35BSI R2LP3 
4 250 J CL34BS040LP3 CL358S040LP3 
8 250 M CL34BSOSOLP3 CL3585080LP3 

12 250 P CL34B5120LP3 CL35BS 120LP3 

1 300 G CL34BX010LP3 CL35BX010LP3 
3 300 J CL34BX030LP3 CL358X030LP3 
7 300 M CL34BX070lP3 CL35BX070LP3 

10 300 P CL346Xl00lP3 CL35BX100LP3 

Sizes subiect to change without notice. 

o 
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c SPRnGUE CnpnCITORS 
ESTABLISHED RELIABILITY MIL-C-39006 

STYLE CLR25127 and CLR35137 FOIL TANTALUM CAPACITORS 
• Rated for operation to 85 C (to 125 C with volt· 

• Capacitance tolerances: Style CLR25 27 ... 15 
thru 30V = +75, -15%; 50 thru 75V = +50, 

age derating), -15%; 100V and up = +30, -15%. Style 
CLR35 37 ... 15 thru 150V = ':: 20%; 200V 
and up = ::: 15% . 

• Handled by Sprague and Sprague industrial dis· 
SIZE CODE tributors in full compliance with MIL-STD-790. 

A =.219" D. X .668" L. 0= .406" D. X 2.125" L. Manufactured, marked, packed, shipped, received 
inspected, stored in separate area, free from con~ B =.312" D. X .969" L. E = .406" D. X 2.750" L. 
tomination or mix-,-,p with other components. C = .406" D. X l.438" L. 

STYLE CLR25, POLARIZED ETCHED FOIL 
MIL Part No. M39006Al1- MIL Part No. M39006/01- MIL Part No. M39006/01-

Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure 
Size Rate Rate Rate Rate Size Rate Rate Rate Rate Size Rate Rate Rate Rate 

"F WVDC Code L(2%) M(I%) P(.l%) R(.OI%) "F WVDC Code L(2%) M(I%) P(.l%) R(.OI%) "F WVDC Code L(2%) M(I%) P(.1%) R(.OI%) 

GLASS-TO-METAL HERMETIC SEAL 
60 15 B 3001 3030 3059 3038 220 30 0 3011 3040 3069 3098 100 75 E 3021 3050 3079 3108 

200 15 C 3002 3031 3060 3089 300 30 E 3012 3041 3070 3099 8 100 B 3022 3051 3080 3109 400 15 0 3003 3032 3061 3090 18 50 B 3013 3042 3071 3100 25 100 C 3023 3052 3081 3110 580 15 E 3004 3033 3062 3091 60 50 C 3014 3072 3101 3043 50 100 D 3024 3053 3082 3111 40 25 B 3005 3034 3063 3092 75 50 E 3015 3044 3073 3102 70 100 E 3025 3054 3083 3112 
120 25 C 3006 3035 3064 3093 100 50 D 3016 3045 3074 3103 4 150 B 3026 3055 3084 3113 250 25 D 3007 3036 3065 3094 150 50 E 3017 3046 3075 3104 13 150 C 3027 3056 3085 3114 350 25 E 3008 3037 3066 3095 12 75 B 3018 3047 3076 3105 
32 30 B 3009 3038 3067 3096 30 75 C 3019 3048 3077 3106 25 150 D 3028 3057 3086 3115 

110 30 C 3010 3039 3068 3097 70 75 D 3020 3049 3078 3107 36 150 E 3029 3058 3087 3116 

C ELASTOMER SEAL 
15 15 A 2200 2232 2264 2296 32 30 D 2211 2243 2275 2307 2 100 A 2222 2254 2286 2318 
60 15 B 2201 2233 2265 2297 4.5 50 A 2212 2244 2276 2308 8 100 B 2223 2255 2287 2319 

200 15 C 2202 2234 2266 2298 18 50 B 2213 2245 2277 2309 25 100 C 2224 2256 2288 2320 
400 15 D 2203 2235 2267 2299 60 50 C 2214 2246 2278 2310 50 100 D 2225 2257 2289 2321 
580 15 E 2204 2236 2268 2300 100 50 D 2215 2247 2279 2311 70 loa E 2226 2258 2290 2322 

10 25 A 2205 2237 2269 2301 150 50 E 2216 2248 2280 2312 I 150 A 2227 2259 2291 2323 40 25 B 2206 2238 2270 2302 3 75 A 2217 2249 2281 2313 
120 25 C 2207 2239 . 2271 2303 12 75 B 2218 2250 2282 2314 4 150 B 2228 2260 2292 2324 
250 25 D 2208 2240 2272 2304 30 75 C 2219 2251 2283 2315 13 150 C 2229 2261 2293 2325 
350 25 E 2209 2241 2273 2305 70 75 D 2220 2252 2284 2316 25 150 D 2230 2262 2294 2326 

8 30 A 2210 2242 2274 2306 100 75 E 2221 2253 2285 2317 36 150 E 2231 2263 2295 2327 

STYLE CLR27, NON-POLARIZED ETCHED FOIL 
MIL Part No. M39006/02- MIL Part No. M39006/02- MIL Part No. M39006!02-

Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure 
Size Rate Rate Rate Rate Size Rate Rate Rate Rate Size Rate Rate Rate Rate 

"F WVDC Code L(2%) M(I%) P(.l%) R(.OI%) "F WVDC Code L(2%) M(I%) P(.l%) R(.01%) "F WVDC Code L(2%) M(1%) P(.l%) R(.OI%) 

GLASS-TO-METAL HERMETIC SEAL 
40 15 B 1200 1228 1256 1284 60 30 C 1209 1237 1265 1293 35 75 0 1218 1246 1274 1302 

120 15 C 1201 1229 1257 1285 120 30 D 1210 1238 1266 1294 50 75 E 1219 1247 1275 1303 
250 15 0 1202 1230 1258 1286 170 30 E 1211 1239 1267 1295 4 100 B 1220 1248 1276 1304 
350 15 E 1203 1231 1259 1287 10 50 B 1212 1240 1268 1296 12 100 C 1221 1249 1277 1305 

20 25 B 1204 1232 1260 1288 30 50 C 1213 1241 1269 1297 25 100 0 1222 1250 1278 1306 

70 25 C 1205 1233 1261 1289 60 50 D 1214 1242 1270 1298 35 100 E 1223 1251 1279 1307 
2 150 B 1224 1252 1380 1308 140 25 0 1206 1234 1262 1290 80 50 E 1215 1243 1271 1299 6 150 C 1225 1253 1381 1309 

200 25 E 1207 1235 1263 1291 6 75 B 1216 1244 1272 1300 12 ISO D 1226 1254 1282 1310 
18 30 B 1208 1236 1264 1292 15 75 C 121.7 1245 1273 1301 18 150 E 1227 1255 1?83 1311 

ELASTOMER SEAL 
10 15 A 2200 2232 2264 2296 18 30 0 2211 2243 2275 2307 . 1 lOil A 2222 2254 2286 2318 
40 15 B 2201 2233 2265 2297 2.5 50 A 2212 2244 2276 2308 4 100 B 2223 2255 2287 2319 

120 15 C 2202 2234 2266 2298 10 50 B 2213 2245 2277 2309 12 100 C 2224 2256 2288 2320 
250 15 0 2203 2235 2267 2299 30 50 C 2214 2246 2278 2310 

C· 350 15 E 2204 2236 2268 2300 60 50 0 2215 2247 2279 2311 25 100 D 2225 2257 2289 2321 
35 100 E 2226 2258 2290 2322 

5 25 A 2205 2237 2269 2301 80 50 E 2216 2248 2280 2312 0.5 150 A 2227 2259 2291 2323 
20 25 B 2206 2238 2270 2302 1.5 75 A 2217 2249 2281 2313 2 150 B 2228 2260 2292 2324 
70 25 C 2207 2239 2271 2303 6 75 B 2218 2250 2282 2314 6 150 C 2229 2261 2293 2325 

140 25 0 2208 2240 2272 2304 15 75 C 2219 2251 2283 2315 
200 25 E 2209 2241 2273 2305 35 75 0 2220 2252 2284 2316 12 150 0 2230 2262 2294 2326 

4.5 30 A 2210 2242 2274 2306 50 75 E 2221 2253 2285 2317 18 150 E 2231 2263 2295 2327 

Copyright 1972, Sprague Electric Company, iND·EEM-72- EFAB Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
STYLE CLR35, POLARIZED PLAIN FOIL 

Mil. Part No. M39006/03-

Failure Failure Failure Failure 
Size Rate Rate Rate Rate 

MIL Part No. M39006/03-

Failure Failure Failure Failure 
Size Rate Rate Rate Rate 

MIL Part No. M39006/03-

Failure Failure Failure Failure 
Size Rate Rate Rate Rate 

I'F WVDC Code L(2%) M(1%) P(.1%) R(.OI%) /'F WVDC Code L(2%) M(1%) P(.1%) R(.OI%) /'F WVDC Code L(2%) M(1%) P(.1%) R(.OI%) 

GLASS-TO-MET AL HERMETIC SEAL 
18 15 B 1300 1349 1398 1447 20 50 C 1314 1363 1412 1461 20 150 E 1328 1377 1426 1475 
55 15 C 1301 1350 1399 1448 40 50 D 1315 1364 1413 1462 1.5 200 B 1329 1378 1427 1476 

110 15 D 1302 1351 1400 1449 55 50 E 1316 1365 1414 1463 5 200 C 1330 1379 1428 1477 
160 15 E 1303 1352 1401 1450 4 75 B 1317 1366 1415 1464 10 200 0 1331 1380 1429 1478 
12 25 B 1304 1353 1402 l451 14 75 C 1318 1367 1416 1465 15 200 E 1332 1381 1430 1479 
35 25 C 1305 1354 1403 1452 28 75 0 1319 1368 1417 1466 1.2 250 B 1333 1382 1431 1480 70 25 D 1306 1355 1404 1453 40 75 E 1320 1369 1418 1467 

100 25 E 1307 1356 1405 1454 3 100 B 1321 1370 1419 1468 4 250 C 1334 1383 1432 1481 
10 30 B 1308 1357 1406 1455 10 100 C 1322 1371 1420 1469 8 250 0 1335 1384 1433 1482 
30 30 C 1309 1358 1407 1456 20 100 0 1323 1372 1421 1470 12 250 E 1336 1385 1434 1483 

60 30 0 1310 1359 1408 1457 30 100 E 1324 1373 1422 1471 1 300 B 1337 1386 1435 1484 

85 30 E 1311 1360 1409 1458 2 150 B 1325 1374 1423 1472 3 300 C 1338 1387 1436 1485 
68 35 E 1312 1361 1410 1459 7 150 C 1326 1375 1424 1473 7 300 0 1339 1388 1437 1486 
6 50 B 1313 1362 1411 1460 14 150 0 1327 1376 1425 1474 10 300 E 1340 1389 1438 1487 

ELASTOMER SEAL 
4.5 15 A 2300 2360 2420 2480 20 50 C 2317 2377 2437 2497 20 150 E 2334 2394 2454 2514 

18 15 B 2301 2361 2421 2481 40 50 0 2318 2378 2438 2498 0.35 200 A 2335 2395 2455 2515 
55 15 C 2302 2362 2422 2482 55 50 E 2319 2379 2439 2499 1.5 200 B 2336 2396 2456 2516 
10 15 0 2303 2363 2423 2483 1 75 A 2320 2380 2440 2500 5 200 C 2337 2397 2457 2517 
60 15 E 2304 2364 2424 2484 4 75 B 2321 2381 2441 2501 10 200 0 2338 2398 2458 2518 
3 25 A 2305 2365 2425 2485 14 75 C 2322 2382 2442 2502 15 200 E 2339 2399 2459 2519 

12 25 B 2306 2366 2426 2486 28 75 0 2323 2383 2443 2503 
35 25 C 2307 2367 2427 2487 40 75 E 2324 2384 2444 2504 0.3 250 A 2340 2400 2460 2520 
70 25 0 2308 2368 2428 2488 0.8 100 A 2325 2385 2445 2505 1.2 250 B 2341 2401 2461 2521 
00 25 E 2309 2369 2429 2489 3 100 B 2326 2386 2446 2506 4 250 C 2342 2402 2462 2522 
2.5 30 A 2310 23]0 2430 2490" 10 100 C 2327 2387 2447 2507 8 250 0 2343 2403 2463 2523 

10 30 B 2311 2371 2431 2491 20 100 0 2328 2388 2448 2508 12 250 E 2344 2404 2464 2524 
30 30 C 2312 2372 2432 2492 30 100 E 2329 2389 2449 2509 0.27 300 A 2345 2405 2465 2525 
60 30 D 2313 2373 2433 2493 0.5 150 A 2330 2390 2450 2510 1 300 B 2346 2406 2466 2526 
85 30 E 2314 2374 2434 2494 2 150 B 2331 2391 2451 2511 3 300 C 2347 2407 2467 2527 

1.5 50 A 2315 2375 2435 2495 7 150 C 2332 2392 2452 2512 7 300 0 2348 2408 2468 2528 
6 50 B 2316 2376 2436 2496 14 150 0 2333 2393 2453 2513 10 300 E 2349 2409 2469 2529 

STYLE CLR37, NON-POLARIZED PLAIN FOIL 
MIL Part No. M39006/04- MIL Part No. M39006/04- MIL Part No. M39006/04-

Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure Failure 
Size Rate Rate Rate Rate Size Rate Rate Rate Rate Size Rate Rate Rate Rate 

I'F WVDC Code L(2%) M(1%) P(.1%) R(.OI%) I'F WVDC Code L(2%) M(l%) P(.1%) R(.OI%) I'F WVDC Code L(2%) M(l%) P(.1%) R(.OI%) 

GLASS-TO-METAL HERMETIC SEAL 
10 15 B 1200 1245 1290 1335 20 50 0 1214 1259 1304 1349 10 150 E 1228 1273 1318 1363 
35 15 C 1201 1246 1291 1336 30 50 E 1215 1260 1305 1350 0.75 200 B 1229 1274 1319 1364 
70 15 0 1202 1247 1292 1337 2 75 B 1216 1261 1306 1351 2.5 200 C 1230 1275 1320 1365 

100 15 E 1203 1248 1293 1338 7 75 C 1217 1262 1307 1352 5 200 0 1231 1276 1321 1366 
6 25 B 1204 1249 1294 1339 14 75 0 1218 1263 1308 1353 7.5 200 E 1232 1277 1322 1367 

20 25 C 1205 1250 1295 1340 20 75 E 1219 1264 1309 1354 0.6 250 B 1233 1278 1323 1368 
40 25 D 1206 1251 1296 1341 1.5 100 B 1220 1265 1310 1355 2 250 C 1234 1279 1324 1369 
60 25 E 1207 1252 1297 1342 5 100 C 1221 1266 1311 1356 4 250 0 1235 1280 1325 1370 
5.5 30 B 1208 1253 1298 1343 10 100 0 1222 1267 1312 1357 6 250 E 1236 1281 1326 1371 18 30 C 1209 1254 1299 1344 15 100 E 1223 1268 1313 1358 0.47 300 B 1237 1282 1327 1372 

36 30 0 1210 1255 1300 1345 1 150 B 1224 1269 1314 1359 
45 30 E 1211 1256 1301 1346 1.2 150 B 1225 1270 1315 1360 1.5 300 C 1238 1283 1328 1373 
3 50 B 1212 1257 1302 1347 3.5 150 C 1226 1271 1316 1361 3.3 300 0 1239 1284 1329 1374 

10 50 C 1213 1258 1303 1348 7 150 0 1227 1272 1317 1362 4.7 300 E 1240 1285 1330 1375 

ELASTOMER SEAL 
2.5 15 A 2300 2355 2410 2465 10 50 C 2317 2372 2427 2482 10 150 E 2334 2389 2444 2499 

10 15 B 2301 2356 2411 2466 20 50 D 2318 2373 2428 2483 
35 15 C 2302 2357 2412 2467 30 50 E 2319 2374 2429 2484 0.15 200 A 2335 2390 2445 2500 
70 15 D 2303 2358 2413 2468 0.75 200 B 2336 2391 2446 2501 

100 15 E 2304 2359 2414 2469 0.5 75 A 2320 2375 2430 2485 2.5 200 C 2337 2392 2447 2502 
2 75 B 2321 2376 2431 2486 5 200 D 2338 2393 2448 2503 

1.5 25 A 2305 2360 2415 2470 7 75 C 2322 2377 2432 2487 7.5 200 E 2339 2394 2449 2504 
6 25 B 2306 2361 2416 2471 14 75 D 2323 2378 2433 2488 

20 25 C 2307 2362 2417 2472 20 75 E 2324 2379 2434 2489 0.15 250 A 2340 2395 2450 2505 40 25 0 2308 2363 2418 2473 
60 25 E 2309 2364 2419 2474 0.4 100 A 2325 2380 2435 2490 0.6 250 B 2341 2396 2451 2506 

1.5 100 B 2326 2381 2436 2491 2 250 C 2342 2397 2452 2507 
1.4 30 A 2310 2365 2420 2475 5 100 C 2327 2382 2437 2492 4 250 0 2343 2398 2453 2508 

6 250 E 2344 2399 5.5 30 B 2311 2366 2421 2476 10 100 D 2328 2383 2438 2493 2454 2509 
18 30 C 2312 2367 2422 2477 15 100 E 2329 2384 2439 2494 
36 30 D 2313 2368 2423 2478 0.12 300 A 2345 2400 2455 2510 
45 30 E 2314 2369 2424 2479 0.25 150 A 2330 2385 2440 2495 0.47 300 B 2346 2401 2456 2511 

1.5 150 B 2331 2386 2441 2496 1.5 300 C 2347 2402 2457 2512 
0.8 50 A 2315 2370 2425 2480 3.5 150 C 2332 2387 2442 2497 3.3 300 0 2348 2403 2458 2513 
3 50 B 2316 2371 2426 2481 7 150 D 2333 2388 2443 2498 4.7 300 E 2349 2404 2459 2514 

Copyrlgh, 1972, Sprague Electric Company IND·EEM-73-EFAB Sizes subject to change without notice. 
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TYPE l09D SINTERED·ANODE TANTALEX® CAPACITORS 

Size Code Cat. No. 

6 WVOC @ 85C, 4 WVOC @ l25C 
200 C 109D207X9006C2 
820 F 109D827X9006F2 

1500 T 109D158X9006T2 
2200 K 109 D228X 9006 K2 

8 WVOC @ 85C, 5 WVOC @ l25C 

180 C 109D187X9008C2 
680 F 109D687X9008F2 

1400 T 109D148X9008T2 
1800 K 109D188X9008K2 

10 WVOC @ 85C, 7 WVOC @ l25C 

120 C 109D127X9010C2 
150 C 109D157X9010C2 
470 F 109D477X901OF2 
560 F 109D567X901OF2 

1000 T 109D108X9010T2 
1200 T 109D128X901OT2 
1200 K 109D128X9010K2 
1500 K 109D158X9010K2 

15 WVOC @ 8SC, 10 WVOC @ l25C 

82 C 109D826X9015C2 

6 WVOC @ 8SC, 4 WVOC @ l25C 

27 C 109D276X9006C2 
30 C 109D306X9006C2 
68 C 109D686X9006C2 

120 F 109D127X9006F2 
140 F lo9D147X9006F2 
270 F 109D277X9006F2 
290 T 109D297X9006T2 
330 T 109D337X9006T2 
560 T 109D567X9006T2 

1200 K 109D128X9006K2* 

8 WVOC @ 85C, 5 WVOC @ 12SC 

22 C 109D226X9008C2 
25 C 109D256X9008C2 
56 C 109D566X9008C2 

100 F 109D107X9008F2 
120 F 109D127X9008F2 
220 F 109D227X9008F2 
260 T 109D267X9008T2 
290 T 109D297X9008T2 
430 T 109D437X9008T2 
850 K 109D857X9008 K2* 

10 WVOC @ 8SC, 7 WVOC @ l25C 

18 C 109D186X9010C2 
20 C 109D206X901OC2 
47 C 109D476X9010C2 
85 F 109D856X9010F2 

100 F 109D107X9010F2 
180 F 109D187X9010F2 

100 
330 
390 
680 
820 
820 

1000 

• Reliable, superior quolity capacitars dual-rated • Capacitors listed below have capacitance toler-
for 125 C and 85 C operation. ance of ± 10%. For ± 20% units, change X9 in 

cat. no. to XO. 
• Especially suited for military and critical industrial • For complete technical data, refer to latest issue 

equipment. Meet 2000 cycle MIL missile vibra- of Sprague Engineering Bulletins 3700 and 3700.2. 
tion requirements. 

SIZE CODE 
• Capacitors listed below have plastic-f1lm insula· 

tion. For bare metal case, change last digit of 
Cat. No. from "2" to "0" and subtract .016" 
from diameter and .063" from length. 

Size Code Cat. No. I I'F Size Code 

PREFERRED RATINGS 

C = .203"D. X .515"L. 
F = .296"D. X .703"L. 
T = .390"D. X .828"L. 

Cat. No. I I'F 

C 109D107X9015C2 50 WVOC @ 85C, 30 WVOC @ l25C 180 
F 109D337X9015F2 33 C 109D336X9050C2 220 

K = .390"D. X 1.125"L. 
W = .390"D. X l.312"L. 

Size Code Cat. No. 

K 109D187X9075K2 
K 109D227X9075K2 

F 109D397X9015F2 
T 109D687X9015T2 120 F 109D127X9050F2 100 WVOC @ 85C, 70 WVOC @ l25C 
T 109D827X9015T2 270 T 109D277X9050T2 8.2 C 109D825X9100C2 
K 109D827X9015 K2 330 K 109D337X9050K2 10 C 109D106X9100C2 
K 109D108X9015 K2 60 WVOC @ 85C, 40 WVOC @ l25C 33 F 109D336X9100F2 

25 WVOC @ 85C, 15 WVOC @ l25C 39 F 109D396X9100F2 
27 C 109D276X9060C2 56 T 109D566X9100T2 

68 C 109D686X9025C2 68 F 109D686X9060F2 68 T 109D686X9100T2 
270 F 109 D277 X 9025 F2 100 F 109D107X9060F2 86 K 109D866X9100K2 
560 T 109D567X9025T2 140 T 109D147X9060T2 125 WVOC @ 85C, 85 WVOC @ l25C 680 K 109D687X9025K2 220 T 109D227X9060T2 

30 WVOC @ 85C, 20 WVOC @ l25C 270 K 109D277X9060K2 6.8 C 109D685X9125C2 
27 F 109D276X9125F2 

39 C 109D396X9030C2 75 WVOC @ 8SC, 50 WVOC @ l25C 47 T 109D476X9125T2 
47 C 109D476X9030C2 56 K 109D566X9125K2 
56 C 109D566X9030C2 12 C 109D126X9075C2 

150 F 109D157X9030F2 15 C 109D156X9075C2 150 WVOC @ 8SC, 100 WVOC @ l25C 
180 F 109D187X9030F2 22 C 109D226X9075C2 1.7 C 109D175X9150C2 
220 F 109D227X9030F2 47 F 109D476X9075F2 3.0 C 109D305X9150C2 
330 T 109D337X9030T2 56 F 109D566X9075F2 5.6 C 109D565X9150C2 
390 T 109D397X9030T2 82 F 109D826X9075F2 6.8 F 109D685X9150F2 
470 T 109D477X9030T2 82 T 109D826X9075T2 11 F 109Dl16X9150F2 
470 K 109D477X9030K2 110 T 109D117X9075T2 22 F 109D226X9150F2 
560 K 109D567X9030K2 180 T 109D187X9075T2 39 T 109D396X9150T2 

ORIGINAL STANDARD RATINGS 
220 T 109D227X9010T2 15 C 109D156X9030C2 75 WVOC @ 85C, 50 WVOC @ l25C 
250 T 109D257X9010T2 35 F 109D356X9030F2 3 C 109D305X9075C2 390 T 109D397X901OT2 40 F 109D406X9030F2 
750 K 109D757X9010K2* 68 F 109D686X9030F2 3.5 C 109D355X9075C2 

80 T lo9D806X9030T2 6.8 C lO9D685X9075C2 
15 WVOC @ 8SC, 10 WVOC @ l25C 100 T 109D107X903OT2 13 F lo9D136X9075F2 

150 T 109D157X9030T2 15 F 109D156X9075F2 
13 C 109D136X9015C2 300 K 109D307X9030K2* 33 F 109D336X9075F2 
15 C 109D156X9015C2 35 T 109D356X9075T2 
33 C 109D336X9015C2 50 WVDC @ 85C, 30 WVDC @ 12SC 40 T 109D406X9075T2 
55 F 109D556X9015F2 56 T 109D566X9075T2 
70 F 109D706X9015F2 4.5 C 109D455X9050C2 110 K 109D117X9075K2* 

120 F 109Dl27X9015F2 5 C 109D505X9050C2 100 WVOC @ 8SC, 70 WVOC @ l25C 150 T 109D157X9015T2 10 C 109D106X9050C2 
170 T 109D177X9015T2 2.5 C 109D255X9100C2 22 F 109D226X9050F2 
270 T 109D277X9015T2 25 F 109D256X9050F2 4.7 C 109D475X910oC2 
540 K 109D547X9015K2* 47 F 109D476X9050F2 10 F 109D106X9100F2 

25 WVOC @ 8SC, 15 WVOC @ l25C 55 T 109D556X9050T2 11 F 109D116X9100F2 
60 T 109D606X9050T2 22 F 109D226X9100F2 

9 C 109D905X9025C2 82 T 109D826X9050T2 27 T 109D276X9100T2 
10 C 109D106X9025C2 160 K 109D167X9050K2* 30 T 109D306X9100T2 
22 C 109D226X9025C2 43 T 109D436X9100T2 
45 F 109D456X9025F2 60 WVOC @ 85C, 40 WVOC @ l25C 125 WVOC @ 85C, 85 WVOC @ l25C 
50 F 109D506X9025F2 

100 F 109D107X9025F2 3.6 C 109C365X9060C2 1.7 C 109D175X9125C2 
100 T 109D107X9025T2 4 C 109D405X9060C2 3.6 C 109D365X9125C2 
110 T 109D117X9025T2 8.2 C 109D825X9060C2 9 F lo9D905X9125F2 
180 T 109D187X9025T2 18 F 109D186X9060F2 14 F 109D146X9125F2 
350 K 109D357X9025K2* 20 F 109D206X9060F2 18 T 109D186X9125T2 

39 F 109D396X9060F2 25 T 109D256X9125T2 
45 T 109D456X9060T2 30 WVOC @ 85C, 20 WVOC @ l25C 
50 T 109D506X9060T2 150 WVOC @ 85C, 100 WVOC @ l25C 

7 C 109D705X9030C2 68 T 109D686X9060T2 14 T 109D146X9150T2 
8 C 109D805X9030C2 140 K 109D147X9060K2* 22 T 109D226X9150T2 

Copyright 1975, Sprague Products Company *Previously furnished in "W" case size. IND-EEM-19A-EFAI Sizes sub iect to change without notice. 
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TYPE 130D SINTERED-ANODE TANTALEX® CAPACITORS 
NOTE: Type 1 09D (shown on page 29) are comparable capacitors, and are generally more readily available. 

• Reliable, superior quality capacitors rated for 
125 C operation without voltage derating. 

• Especially suited for military and critical indus
trial equipment. 

• Capacitors listed below have plastic-fUm insula
tion. For bare metal case, change last digit of 
Cat. No. from "2" to "0" and subtract .016" 
from diameter and .063" from length. 

• Meets 2000 cycle MIL missile vibration require
ments. 

• For complete technical data, refer to latest issue 
of Sprague Engineering Bulletins3701 and 3701.2. 

SIZE CODE 
C = .203"D. x .515"L. T = .390"D. x .828"L. 
F = .296"D. x .703"L. W = .390"D. x 1.312"L. 

I'F Size Code Cat. No. I'F Size Code Cat. No. I'F Size Code Cat. No. I'F Size Code Cat. No. I'F Size Code Cat. No. 

*GROUP 1: Standard Ratings 

4 WVDC 20 C 130D206X9007C2 50 F 130D506X9015F2 55 T 130D556X9030T2 70 WVDC 
27 C 130D276X9004C2 85 F 130D856X9007 F2 100 T 130D101X9015T2 60 T 130D606X9030T2 2.5 C 130D255X9070C2 100 F 130D107X9007F2 110 T 130D1l7X9015T2 
30 C 130D306X9004C2 220 T 130D227X9007T2 40 WVDC 10 F 130D106X9070F2 

120 F 130D127X9004F2 250 T 130D257X9007T2 20 WVDC 11 F 130D116X9070F2 
140 F 130D141X9004F2 3.6 C 130D365X9040C2 27 T 130D216X9070T2 
290 T 130D291X9004T2 10 WVDC 7 C 130D705X9020C2 4 C 130D405X9040C2 30 T 130D306X907QT2 
330 T 130D331X9004T2 8 C 130D805X9020C2 18 F 130D186X9040F2 

20 F 130D206X9040F2 
5 WVDC 13 C 130D136X9010C2 35 F 130D356X9020F2 85 WVDC 

15 C 130D156X9010C2 40 F 130D406X9020F2 45 T 130D456X9040T2 
22 C 130D226X9005C2 55 F 130D556X9010F2 80 T 130D806X9020T2 50 T 130D506X9040T2 1.7 C 130D175X9085C2 
25 C 130D256X9005C2 70 F 130D706X9010F2 100 T 130D101X9020T2 9 F 130D905X9085F2 

100 F 130D107X9005F2 150 T 130D157X9010T2 50WVDC 18 T 130D186X9085T2 
120 F 130D127X9005F2 170 T 130D177X9010T2 30 WVDC 3 C 130D305X9050C2 260 T 130D267X9005T2 3.5 C 130D355X9050C2 l00WVDC 290 T 130D297X9005T2 15 WVDC 4.5 C 130D455X9030C2 13 F 130D136X9050F2 

7 WVDC 9 C 130D905X9015C2 5 C 130D505X9030C2 15 F 130D156X9050F2 1.7 C 130D175X9100C2 
10 C 130D106X9015C2 22 F 130D226X9030F2 35 T 130D356X9050T2 6.8 F 130D685X9100F2 

18 C 130D186X9007C2 45 F 130D456X9015F2 25 F 130D256X9030F2 40 T 130D406X9050T2 14 T 130D146X9100T2 

tGROU P 2: Approximately twice the capacitance of Group 1 capacitors of the same physical size at a given voltage rating. 

4 WVDC 180 F 130D181XOO07F2 20 WVDC 39 F 130D396X0040F2 43 T 130D436X0070T2 
68 C 130D686XOO04C2 390 T 130D391XOOO7T2 15 C 130D156X0020C2 68 T 130D686X0040T2 86 W 130D866X0070W2 

270 F 130D211XOO04F2 750 W 130D751XOO07W2 68 F 130D686X0020F2 140 W 130D147X0040W2 
560 T 130D561XOO04T2 10 WVDC 150 T 130D151X0020T2 85 WVDC 

50 WVDC 1200 W 130D128XOO04W2 33 C 130D336X0010C2 300 W 130D301X0020W2 3.6 C 130D365X0085C2 
120 F 130D121XOOlOF2 6.8 C 130D685X0050C2 14 F 130D146X0085F2 5 WVDC 30 WVDC 

130D566XOO05C2 
270 T 130D277XOOlOT2 10 C 130D106X0030C2 33 F 130D336X0050F2 25 T 130D256X0085T2 

56 C 540 W 130D547XOO10W2 56 T 130D566X0050T2 56 W 130D566X0085W2 
220 F 130D221XOO05F2 15 WVDC 

47 F 130D476X0030F2 110 W 130D1l7X0050W2 
430 T 130D431XOO05T2 82 T 130D826X0030T2 l00WVDC 
850 W 130D851XOIi05W2 22 C 130D226XOO15C2 160 W 130D167X0030W2 70 WVDC 

7 WVDC 
100 F 130D101X00l5F2 40 WVDC 3 C 130D305X0100C2 
180 T 130D181X00l5T2 4.7 C 130D475X0070C2 11 F 130D116XOlOOF2 

47 C 130D4760007C2 350 W 130D357XOO15W2 8.2 C 130D825X0040C2 22 F 130D226X0070F2 22 T 130D226X0100T2 

tGROU P 3: Extended-range capacitors, with substantially higher capacitance than units of the same physical size in Groups 1 or 2. 

4 WVDC 150 C 130D157XOO07C2 15 WVDC 330 T 130D337X0020T2 100 
470 F 130D477XOO07F2 390 T 130D397X0020T2 140 

200 C 130D207XOO04C2 560 F 130D567XOO07F2 68 C 130D686X00l5C2 470 T 130D477X0020T2 220 
820 F 130D827XOO04F2 1000 T 130D108XOOO7T2 270 F 130D277X00l5F2 

1500 T 130D158XOO04T2 1200 T 130D128XOOO7T2 560 T 130D567X00l5T2 30 WVDC 
12 

5 WVDC 33 C 130D336X0030C2 15 10 WVDC 20 WVDC 120 F 130D127X0030F2 22 180 C 130D187XOO05C2 82 C 130D826X0010C2 39 C 130D396X0020C2 270 T 130D277X0030T2 47 680 F 130D687XOO05F2 100 C 130DI01XOOI0C2 47 C 130D416X0020C2 56 1400 T 130D148XOO05T2 330 F 130D337X0010F2 56 C 130D566X0020C2 40 WVDC 82 
7 WVDC 390 F 130D397X0010F2 150 F 130D157X0020F2 18 C 130D186X0040C2 82 

680 T 130D687XOOI0T2 180 F 130D187X0020F2 27 C 130D276X0040C2 110 
120 C 130D127XOO07C2 820 T 130D827XOOI0T2 220 F 130D227X0020F2 68 F 130D686X0040F2 180 

·Capacitance tolerance, ± 10%. Fer +20, -15% tolerance change "X9" in Cat. No. to "C2." For +75, -15% tolerance change "X9" to "C7." 
tCapacitance tolerance, ± 20%. For ± 10% tolerance, change djgit after "X" from "0" to "9." 

F 130D107X0040F2 
T 130D147X0040T2 
T 130D227X0040T2 

50 WVDC 
C 130D126X0050C2 
C 130D156X0050C2 
C 130D226XOO50C2 
F 130D476X0050F2 
F 130D566X0050F2 
F 130D826X0050F2 
T 130D826X0050T2 
T 130D117X0050T2 
T 130D187X0050T2 

Copyright 1973, Sprague Products Company IND~EEM-19-PPAO Sizes subject to chan\Je without notice. 
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SPRAGUE CAPACITORS 
TYPE 146D*SINTERED-ANODE TANTALEX~ CAPACITORS 

Catalog Number* 
Dia. x Length ±20% Cap. Tol. ± 10% Cap. Tol. 

6 WVDC 

.110 x .400 146D476XOO06G2 146D476X9006G2 

.140 x .600 146D157XOO06H2 146D157X9006H2 

.220 x .775 146D477XOO06J2 146D477X9006J2 

10 WVDC 

.110 x .400 146D336XOOI0G2 146D336X9010G2 

.140 x .600 146D107XOOI0H2 146DI07X9010H2 

.140 x .600 146D127XOOI0H2 146D127X90l0H2 

.220 x .775 146D337XOOI0J2 146D337X901OJ2 

15 WVDC 

.110 x .400 146D226XOO15G2 146D226X90l5G2 

.140 x .600 146D826XOO15H2 146D826X9015H2 

.220 x .775 146D227XOO15J2 146D227X90l5J2 

20 WVDC 

.110 x .400 146D156X0020G2 146D156X9020G2 

.140 x .600 146D566X0020H2 146D566X9020H2 

.220 x .775 146D187X0020J2 146D187X9020J2 

30WVDC 

.110 x .400 146DI06X0030G2 146DI06X9030G2 

.140 x .600 146D476X0030H2 146D476X9030H2 

• Miniature commercial/industrial tantalum capacitors with reliable elasto
mer seal for use on printed wiring boards, in packaged circuit modules, and 
other applications where space is at a premium. 

• TFE-fluorocarbon elastomer high-temperature seal with thermo-setting 
epoxy resin end-fill provides improved mechanical strength. 

• Designed for continuous operation over temperature range of -55 C to 
+85C. 

• Special construction offers outstanding resistance to temperature cycling 
and provides trouble-free application when flow-soldering to printed wiring 
boards. 

• Excellent stability of all electrical parameters, even after severe high tem
peratu re testing (85 C for 1000 hours at rated voltage). 

• Metal-encased, with outer plastiC-film insulation. 

• For complete technical data, refer to latest issue of Sprague Engineering 
Bulletin 3751. 

CataloB Number* 
JLF Dia. x Length ±20% Cap. Tol. ± 10% Cap. Tol. 

30 WVDC - (cont.) 

100 .220 x .775 146D107X0030J2 146D107X9030J2 
120 .220 x .775 146D127X0030J2 146D127X9030J2 

50WVDC 

6.8 .110 x .400 146D685X0050G2 146D685X9050G2 
27 .140 x .600 146D276X0050H2 146D276X9050H2 
82 .220 x .775 146D826X0050J2 146D826X9050J2 

60WVDC 

1.0 .110 x .400 146DI05X0060G2 146DI05X9060G2 
1.2 .110 x .400 146D125X0060G2 146D125X9060G2 
1.5 .110 x .400 146D155X0060G2 146D 155X9060G2 
1.8 .110 x .400 146D185X0060G2 146D185X9060G2 

2.2 .110 x .400 146D225X0060G2 146D225X9060G2 
2.7 .110 x .400 146D275X0060G2 146D275X9060G2 
3.3 .110 x .400 146D335X0060G2 146D335X9060G2 
3.9 .110 x .400 146D395X0060G2 146D395X9060G2 

4.7 .110 x .400 146D475X0060G2 146D475X9060G2 
5.6 .110 x .400 146D565X0060G2 146D565X9060G2 

22 .140 x .600 146D226X0060H2 146D226X9060H2 
56 .220 x .775 146D566X0060J2 146D566X9060J2 

* Available until present stocks are exhausted. 

Copyright 1975, Sprague Products Company IND-EEM·53·EFAI Sizes subiect to change without notic:e. 
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SPRAGUE CAPACITORS 
TYPE 135D TANTALUM-CASE GELLED-ELECTROLYTE 

SINTERED-ANODE TANTALEX® CAPACITORS 

• Tantalum-encased capacitors with true glass-to-tantalum herme
tic seal gives space-age reliability. 

• Feature 3-volt reversal capability on continuous basis without 
degradation in either capacitor function or appearance. 

• All tantalum construction ... use of tantalum case eliminates 
possibility of silver migration problems. 

• Hermetic end seal is welded to case, rather than being soldered in 
place. 

• Unique features have been demonstrated under severe conditions 
of reverse voltage, high ripple current, high vacuum. 

• Operate over temperature range of -55"C to + 125"C at appro
priate voltage rating. 

• For complete technical data, refer to latest issue of Sprague 
Engineering Bulletin 3760. 

ESTABLISHED RELIABILITY CAPACITORS OF THIS TYPE CAN BE FURNISHED TO MEET MIL-C-39006/22 (USAF). 
THESE STYLE CLR79 CAPACITORS ARE APPROVED FOR FAILURE RATES L(2%}, M(l%}, P(.l%}, AND R(.Ol%}. 

p.F Dia. x Length Catalog Number*t p.F Dia. x Length Catalog Number*t p.F Dia. x Length Catalog Number*t 

6 WVDe @ 85°e, 4 WVDe @ 1250C 270 .380 x .812 135D277X0015T2 20 .286 x .641 135D206X0060F2 

30 .193 x .453 135D306XOO06C2 
540 .380 x 1.100 135D547XOO15K2 39 .286 x .641 135D396X0060F2 

68 .193 x .453 135D686XOO06C2 25 WVDe @ 85°e, 15 WVDe @ 1250C 
50 .380 x .812 135D506X0060T2 

140 .286 x .641 135D147XOO06F2 68 .380 x .812 135D686X0060T2 

270 .286 x .641 135D277XOO06F2 10 .193 x .453 135D106X0025C2 140 .380 x 1.100 135D147X0060K2 

330 .380 x .812 135D337XOO06T2 22 .193 x .453 135D226X0025C2 

560 .380 x .812 135D567XOO06T2 50 .286 x .641 135D506X0025F2 75 WVDe @ 85OC, 50 WVDe @ 1250C 

1200 .380 x 1.100 135D128XOO06K2 100 .286 x .641 135D107X0025F2 
135D355X0075C2 120 .380 x .812 135D127X0025T2 3.5 .193 x .453 

8 WVDe @ 85OC, 5 WVDe @ 125°e 180 .380 x .812 135D187X0025T2 6.8 .193 x .453 135D685X0075C2 

350 .380 x 1.100 135D357X0025K2 15 .286 x .641 135D156X0075F2 
25 .193 x .453 135D256XOO08C2 33 .286 x .641 135D336X0075F2 
56 .193 x .453 135D566XOO08C2 30 WVDe @ 85°e, 20 WVDe @ 125°e 40 .380 x .812 135D406X0075T2 

120 .286 x .641 135D 127XOO08F2 56 .380 x .812 135D566X0075T2 
220 .286 x .641 135D227XOO08F2 8 .193 x .453 135D805X0030C2 110 .380 x 1.100 135D117X0075K2 
290 .380 x .812 135D297XOO08T2 15 .193 x .453 135D156X0030C2 

430 .380 x .812 135D437XOO08T2 40 .286 x .641 135D406X0030F2 100 WVDe @ 85°e, 65 WVDe @ 125°e 
850 .380 x 1.100 135D857XOO08K2 68 .286 x .641 135D686X0030F2 

100 .380 x .812 135D107X0030T2 2.5 .193 x .453 135D255X010OC2 
10 WVDe @ 85°e, 7 WVDe @ 1250C 150 .380 x .812 135D157X0030T2 4.7 .193 x .453 135D47 5XOl OOC2 

20 .193 x .453 135D206XOO19C2 
300 .380 x 1.100 135D307X0030K2 11 .286 x .641 135D116X0100F2 

22 .286 x .641 135D226X0100F2 
47 .193 x .453 135D476XOOlOC2 50 WVDe @ 85OC, 30 WVDe @ 1250C 30 .380 x .812 135D306X0100T2 

100 .286 x .641 135D 107XOOlOF2 
43 .380 x .812 135D436X0100T2 

180 .286 x .641 135D187X0010F2 5 .193 x .453 135D505X0050C2 

250 .380 x .812 135D257X0010T2 10 .193 x .453 135D 106X0050C2 86 .380 x 1.100 135D866X0100K2 

390 .380 x .812 135D397X0010T2 25 .286 x .641 135D256X0050F2 
125 WVDe @ 85°e, 85 WVDe @ 125°e 

750 .380 x 1.100 135D757X0010K2 47 .286 x .641 135D476X0050F2 
60 .380 x .812 135D606X0050T2 

15 WVDe @ 85OC, 10 WVDe @ 1250C 82 .380 x .812 135D826X0050T2 
1.7 .193 x .453 135D175X0125C2 
3.6 .193 x .453 135D365X0125C2 

15 .193 x .453 135D136X00l5C2 
160 .380 x 1.100 135D 167X0050K2 

9 .286 x .641 135D905X0125F2 
33 .193 x .453 135D336XOO15C2 60 WVDe @ 85°e, 40 WVDe @ 1250C 14 .286 x .641 135D146X0125F2 

70 .286 x .641 135D706XOO15F2 18 .380 x .812 135D186X0l25T2 
120 .286 x .641 135D127XOO15F2 4 .193 x .453 135D405X0060C2 25 .380 x .812 135D256X0125T2 

170 .380 x .812 135D 177X00l5T2 8.2 .193 x .453 135D825X0060C2 56 .380 x 1.100 135D566X0125K2 

*Catalog numbers listed above are for capacitors with plastic insulating sleeve. For bare metal case, change last character in cat. no. from "2" to "a" and subtract 
.005" from diameter. 
tCapacitors listed above have capacitance tolerance of =20%. For =10% capacitance tolerance, change ninth character in catalog number from "a" to "9". 

Copyright © 1978, 1979, Sprague Electric Company IND·l00·EOAL Sizes subiect to change without natice 
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SPRAGUE CAPAC'ITORS 
TYPE 138D HERMETICALLY.SEALED GELLED·ELECTROLYTE 

SINTERED-ANODE TANTALEX® CAPACITORS 

• Improved reliability through use of a glass- spect to frequency and temperature varia-
to-tantalum true hermetic anode sea I. tions. 

• New construction eliminates all internal lead • Capacitance values ranging from up to 1200 
welds while retaining the strength of conven- /LF at 6 WVDC to 47 /LF at 150 WVDC. 
tiona I internal lead-welded parts. • Stand ard capacitance tolerances, ± 20% and • Capacitor construction also offers outstand-

±10%. See It). 
ing resistance to extensive temperature cycl-
ing. • Rated for 85 C operation, and can be op-

• Designed to meet or exceed environmental erated up to 125 C with appropriate valt-
and life test requirements of MIL-C-39006. age derating. 

• Gelled-electrolyte gives premium perform- • For complete technica I dota, refer to latest 
ance for all capacitor parameters with re- issue of Sprague Engineering Bulletin 3704. 

/LF D. X L. Catalog Number* t /LF D. X L. Catalog Number* t 
6 WVDe 50 wvoe 

30 .219 X .515 138D306XOO06C2 5.0 .219 x .515 138D505X0050C2 
68 .219 x .515 138D686XOO06C2 10 .219 x .515 138D106X0050C2 

140 .312 x .704 138D147XOO06F2 25 .312 x .704 138D256X0050F2 
270 .312 x .704 138D277XOO06F2 47 .312 x .704 138D476X0050F2 
330 .406 x .828 138D337XOO06T2 60 .406 x .828 138D606X0050T2 
560 .406 x .828 138D567XOO06T2 82 .406 x .828 138D826X0050T2 

1200 .406 x 1.126 138D128XOO06K2 160 .406 x 1.126 138D167X0050K2 

8 wvoe 60 wvoe 

4.0 .219 x .515 138D405X0060C2 
25 .219 x .515 138D256XOO08C2 8.2 .219 x .515 138D825X0060C2 
56 .219 x .515 138D566XOOO8C2 20 .312 x .704 138D206X0060F2 

220 .312 x .704 138D227XOO08F2 39 .312 x .704 138D396X0060F2 
430 .406 x .828 138D437XOO08T2 50 .406 x .828 138D506X0060T2 
850 .406 x 1.126 138D857XOO08K2 68 .406 x .828 138D686X0060T2 

140 .406 x 1.126 138D147X0060K2 
10 wvoe 75 wvoe 

20 .219 x .515 138D206XOOI0C2 3.5 .219 x .515 138D355X0075C2 
47 .219 x .515 138D476X0010C2 6.8 .219 x .515 138D685X0075C2 

100 .312 x .704 138D107X0010F2 15 .312 x .704 138D156X0075F2 
180 .312 x .704 138D187XOOlOF2 33 .312 x .704 138D336XOO75F2 
250 .406 x .828 138D257XOOI0T2 40 .406 x .828 138D406X0075T2 
390 .406 x .828 138D397X0010T2 56 .406 x .828 138D566X0075T2 
750 .406 x 1.126 138D757XOOlOK2 110 .406 x 1.126 138D117X0075K2 

15 wvoe 100 wvoe 

15 .291 x .515 138D156XOO15C2 2.5 .219 x .515 138D255X0100C2 
4.7 .219 x .515 138D475X0100C2 33 .219 x .515 138D336XOO15C2 11 .312 x .704 138D116X0100F2 70 .312 x .704 138D706XOO15F2 22 .312 x .704 138D226XOlOOF2 120 .312 x .704 138D127XOO15F2 30 .406 x .828 138D306XOlOOT2 170 .406 x .828 138D177XOO15T2 43 .406 x .828 138D436X0100T2 270 .406 x .828 138D277XOO15T2 86 .406 x 1.126 138D866XOI00K2 540 .406 x 1.126 138D547XOO15K2 

125 wvoe 
25 wvoe 

1.7 .219 x .515 138D175X0l25C2 
10 .219 x .515 138DI06X0025C2 3.6 .219 x .515 138D365X0l25C2 
22 .219 x .515 138D226X0025C2 9.0 .312 x .704 138D905X0125F2 

100 .312 x .704 138D107X0025F2 14 .312 x .704 138D146X0l25F2 
180 .406 x .828 138D187X0025T2 18 .406 x .828 138D186X0l25T2 
350 .406 x 1.126 138D357X0025K2 25 .406 x .828 138D256X0125T2 

56 .406 x 1.126 138D566X0125 K2 
30 wvoe 150 wvoe 

8.0 .219 x .515 138D805X0030C2 1.7 .219 x .515 138D175X0150C2 
15 .219 x .515 138D156X0030C2 3.0 .219 x .515 138D305X0150C2 
40 .312 x .704 138D406X0030F2 6.8 .312 x .704 138D685X0150F2 
68 .312 x .704 138D686X0030F2 11 .312 x .704 138D116X0l50F2 

100 .406 x .828 138D107X0030T2 14 .406 x .828 138D146X0150T2 
150 .406 x .828 138D157X0030T2 22 .406 x .828 138D226X0150T2 
300 .406 x 1.126 138D307X0030K2 47 .406 x 1.126 138D476XOI50K2 

*Cotolog numbers listed above are for units with outer plastic-film insulating sleeve. for bare case units, change last digit of Cat. No. from "2" to "0" and subtract .032" from 
diameter and .063" from length. tCapacitors listed above have capacitance tolerance of =20%. For ::f= 1 0% units, change "XO" in center of cat. no. to "X911 • 

Copyright 1972, Sprague Products Company EEM·IND·70·EFAI Sizes subject to change without notice. 
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SPRaGUE capaCITORS 
TYPE 137D HERMETICALLY-SEALED GELLED-ELECTROLYTE 

SINTERED-ANODE TANTALEX® CAPACITORS 
• Glass-to-metal Hermetic Seal Makes Type 

137D Capacitors Especially Well Suited 
For Use in Satellites and Other Space 
Equipment. 

• Gelled-electrolyte For Optimum Perfor
mance Characteristics 

• High Volumetric Efficiency Results in Space 
Savings 

• Operating Temperature Range of -55C 
to +175C 

• Available in Voltage Ratings From 6 
WVDC Through 150 WVDC At 85C With 

Case 
IJ,F Size Catalog Number* 

6 WVDC 

68 C 137D686XOO06C2 
140 C 137D147XOO06C2 
270 F 137D277XOO06F2 
560 F 137D567XOO06F2 
560 A 137D567XOO06A2 
560 T 137D567XOO06T2 

1000 T 137Dl08XOO06T2 
1200 W 137D128XOO06W2 

8 WVDC 

56 C 137D566XOO08C2 
120 C 137D 1 27XOO08C2 
220 F 137D227XOO08F2 
470 F 137D477XOO08F2 
470 A 131D477XOO08A2 
470 T 137D477XOO08T2 
850 T 137D857XOO08T2 

1000 W 137Dl08XOO08W2 

10 WVDC 

39 C 137D396X0010C2 
47 C 137D476X0010C2 
82 C 137D826X0010C2 

100 C 137Dl07X0010C2 
150 F 137D157X0010F2 
180 F 137D 187XOOI OF2 
330 F 137D337X0010F2 
330 A 137D337X0010A2 
330 T I 37D33j7XOOl OT2 
390 F 137D397XOO I OF2 
390 A I 37D397X0010A2 
390 T 137D397X0010T2 
600 T 137D607X0010T2 
680 W 137D687XOOIOW2 
750 T 137D757X0010T2 
820 W I 37D827X0010W2 

15 WVDC 

33 C 137D336XOOl5C2 
68 C I 37D686X0015C2 

120 F 137D127XOO15F2 
270 F 137D277X00l5F2 
270 A 137D277XOO15A2 
270 T 137D277XOO15T2 
540 T 137D547XOO15T2 
560 W 137D567XOO15W2 

20 WVDC 

27 C 1 37D276X0020C2 
56 C i37D566X0020C2 

100 F 137Dl07X0020F2 
220 F 137D227X0020F2 
220 A 137D227X0020A2 
220 T 137D227X0020T2 
390 T 137D397X0020T2 
470 W 137D477XOO20W2 

Appropriate Derating For Higher Tempera
ture Operation 

• Capacitors Listed Below Have Outer Plastic 
Insulating Sleeve. For Units with 8are Case, 
End Catalog Number in 0 Instead of 2 

• Far Complete Technical Data, See Latest 
Issue of Sprague Engineering Bulletin 
Number 3703 

Call Your Sprague Industrial Distributor 
For Current Quantity Prices 

Case 
IJ,F Size Catalog Number* 

25 WVDC 

22 C 137D226X0025C2 
47 C 137D476X0025C2 

100 F 137Dl07X0025F2 
180 F 137D187X0025F2 
180 A 137D 1 87X0025A2 
180 T 137D 1 87X0025T2 
350 T 137D357X0025T2 
390 W 137D397X0025W2 

30 WVDC 

18 C 137D186X0030C2 
39 C 137D396X0030C2 
82 F 137D826X0030F2 

150 F 137D157X0030F2 
150 A 137D157XOO30A2 
150 T 137D157XOO30T2 
300 T 137D307X0030T2 
330 W 137D337X0030W2 

35 WVDC 
12 C 137D126X0035C2 
15 C 137D 156X0035C2 
27 C 137D276X0035C2 
33 C 137D336X0035C2 
56 F 137D566X0035F2 
68 F 137D686X0035F2 

100 F 137Dl07X0035F2 
100 A 137D 1 07X0035A2 
100 T 137DI07X0035T2 
120 F 137D127X0035F2 
120 A 137D 1 27X0035A2 
120 T 137D127X0035T2 
180 T 137DI87X0035T2 
220 T 137D227X0035T2 
220 W 137D227X0035W2 
270 W 137D277X0035W2 

50 WVDC 

10 C 137D 1 06X0050C2 
22 C I 37D226X0050C2 
47 F 137D476X0050F2 
82 F 137D826X0050F2 
82 A 137D826X0050A2 
82 T 137D826X0050T2 

160 T 137DI67X0050T2 
180 W 137D 1 87X0050W2 

60 WVDC 

8.2 C 137D825X0060C2 
18 C 137D 1 86X0060C2 
39 F 137D396X0060F2 
68 F 137D686X0060F2 
68 A I 37D686X0060A2 
68 T 137D686X0060T2 

140 T 137D 147X0060T2 
150 W 137D157X0060W2 

Case 
IJ,F Size Catalog Number* 

75 WVDC 

5.6 C 137D565X0075C2 
6.8 C 137D685X0075C2 

12 C 137D126X0075C2 
15 C 137D 156X007 5C2 
27 F 137D276X0075F2 
33 F 137D336X0075F2 
47 F 137D476X0075F2 
47 A 137D476X0075A2 
47 T 137D476X0075T2 
56 F 137D566X0075F2 
56 A 137D566X0075A2 
56 T 137D566X0075T2 
82 T 137D826X0075T2 

100 W 137Dl07X0075W2 
110 T 137D117X0075T2 
120 W 137D127X0075W2 

100 WVDC 

3.9 C 137D395X0100C2 
4.7 C 137D475X0100C2 

15 F 137D156X0100F2 
18 F 137D186X0100F2 
22 F 137D226X0100F2 
33 A 137D336X0100A2 
33 T 137D336X0100T2 
43 A 137D436X0100A2 
43 T 137D436X0100T2 
68 W 137D686XOl 00W2 
86 W I 37D866XOI 00W2 

125 WVDC 

3.6 C 137D365X0125C2 
9.0 F 137D905X0125F2 

14 F 137D146X0125F2 
18 T 137D186XOl25T2 
25 T I 37D256XOI 25T2 
28 A 137D286X0125A2 
56 W 137D566XO 1 25W2 

150 WVDC 

1.7 C 137D175X0150C2 
3.0 C 137D305X0150C2 
6.8 F 137D685X0150F2 

11 F 137D116X0150F2 
14 T 137D146X0150T2 
22 T 137D226X0150T2 
22 A 137D226X0150A2 
47 W 137D476X0150W2 

DIMENSIONS 

Case Code Diam. x Length 

C 0.219xO.515 
F 0.31 2 x 0.704 
A 0.312x 1.095 
T 0.406 x 0.828 
W 0.406 x 1.312 

*Catalog numbers listed above are for ±20% tolerance capacitors. For units with capacitance toleran'Ce of +20% 1 -150/01 change XO in middle of catalog number to 
C2, for +75, -150/., change digit. to C7, for ±100/., change digits to X9. 

Copyright 1970. Sprague Products Company IND.EEM·6A-PRAR Size. subject to change without nolice. 
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SPRAGUE CAPACITORS 
MIL-C-3965 TUBULAR SINTERED-ANODE TANTALEX® 

CAPACITORS-TYPES CL64 and CL65 
• Mil Version of Proven Sprague 

Type 1090 Capacitors. 

• Capacitors listed on This Page 
Have Characteristic B (S5C). 

• Voltage Ratings From 6 WVDC 
Through 125 WVDC. 

Unit. If An Outer Insulating 
Sleeve is Desired, Order Type 
CL65. 

• Capacitance Tolerance: 
K = +10%; M = +20% 

DIMENSIONS 

35 

• Type CL64 Is a Bare Metal-Case 

Call Your Sprague Industrial 
Distributor For Quantity Prices Code D. x L. I Code D. x L. I Code D. x L. 

TI .188" x .453" T2 .281" x .641" T3 .375" x .766" 

30 
30 

68 

140 
140 

270 

330 
330 

560 

25 
25 

56 

220 

430 

20 
20 

47 

100 
100 

180 

250 
2S0 

390 

IS 
IS 

33 

70 
70 

120 

170 
170 

270 

Size CL64 CL65 
Code Type Number Type Number 

Tl 
Tl 

Tl 

T2 
T2 

T2 

T3 
T3 

T3 

Tl 
Tl 

Tl 

T2 

T3 

6 WVDC 

CL64BB300KPE CL65BB300KPE 
CL64BB300MPE CL65BB300MPE 

CL64BB680MPE CL65BB680MPE 

CL64BB141 KPE CL65BB141 KPE 
CL64BB141MPE CL65BB141MPE 

CL64BB271MPE CL65BB271MPE 

CL65BB331 KPE CL65BB331 KPE 
CL64BB331MPE CL65BB331MPE 

CL64BB561MPE CL65BB561MPE 

8 WVDC 

CL64BC250KPE CL65BC250KPE 
CL64BC250MPE CL65BC250MPE 

CL64BC560MPE CL65BC560MPE 

CL64BC221MPE CL65BC221MPE 

CL64BC431MPE CL65BC431MPE 

10 WVDC 

Tl CL64BD200KPE CL65BD200KPE 
Tl CL64BD200MPE CL65BD200MPE 

Tl CL64BD470MPE CL6SBD470MPE 

T2 CL64BDlOl KPE CL65BDI01 KPE 
T2 CL64BD101MPE CL65BD101MPE 

T2 CL64BD181MPE CL6SBD181MPE 

T3 CL64BD2S1KPE CL65BD251KPE 
T3 CL64BD251MPE CL65BD251MPE 

T3 CL64BD391MPE CL65BD391MPE 

15 WVDC 

Tl CL64BE150 KPE CL65BE150KPE 
Tl CL64BE1S0MPE CL65BE1S0MPE 

Tl CL64BE330MPE CL65BE330MPE 

T2 CL64BE700KPE CL65BE700KPE 
T2 CL64BE700MPE CL6SBE700MPE 

T2 CL64BE121MPE CL65BE121MPE 

T3 CL64BE171KPE CL65BE171KPE 
T3 CL64BE17lMPE CL6SBE17lMPE 

T3 CL64BE271MPE CL65BE271MPE 

Copyright 1 972, Sprague Electric Company 

10 
10 

22 

100 

180 

8 
8 

15 

40 
40 

68 

100 
100 

150 

5 
5 

10 

25 
25 

47 

60 
60 

82 

Size CL64 CL65 
Code Type Number Type Number 

Tl 
Tl 

Tl 

T2 

T3 

Tl 
Tl 

Tl 

T2 
T2 

T2 

T3 
T3 

T3 

25 WVDC 

CL64BGI00KPE CL65BGlOOKPE 
CL64BGI00MPE CL65BG100MPE 

CL64BG220MPE CL65BG220MPE 

CL64BGI01MPE CL65BG101MPE 

CL64BG181MPE CL65BG181MPE 

30 WVDC 

Cl64BH080KPE CL65BH080KPE 
CL64BH080MPE CL65BH080MPE 

CL64BH150MPE CL65BH150MPE 

CL64BH400KPE CL65BH400KPE 
CL64BH400MPE CL65BH400MPE 

CL64BH680MPE Cl65BH680MPE 

CL64BH101KPE CL65BH101KPE 
CL64BH101MPE CL65BHI01MPE 

CL64BH151MPE CL65BHlS1MPE 

50 WVDC 

Tl CL64BJ050KPE CL6SBJ050KPE 
Tl CL64BJ050MPE CL6SBJOSOMPE 

Tl CL64BJIOOMPE CL6SBJIOOMPE 

T2 CL64BJ2S0KPE CL6SBJ2S0KPE 
T2 CL64BJ250MPE CL6SBJ2S0MPE 

T2 Cl64BJ470MPE CL6SBJ470MPE 

T3 
T3 

T3 

Cl64BJ600KPE Cl6SBJ600KPE 
CL64BJ600MPE CL65BJ600MPE 

CL64BJ820MPE CL65BJ820MPE 

60 WVDC 

4 Tl CL64BK040KPE CL65BK040KPE 
4 Tl CL64BK040MPE CL65BK040MPE 

8.2 Tl CL64BK8R2MPE CL6SBK8R2MPE 

20 T2 CL64BK200KPE CL6SBK200KPE 
20 T2 CL64BK200MPE CL6SBK200MPE 

39 T2 CL64BK390MPE Cl6SBK390MPE 

50 
50 

68 

T3 CL64BK500KPE CL6SBKSOOKPE 
T3 CL64BK500MPE CL6SBK500MPE 

T3 Cl64BK680MPE CL65BK680MPE 

INO REM-9b-EFA8 

Size CL64 CL65 

"F Code Type Number Type Number 

75 WVDC 

3.5 Tl CL64BL3R5KPE CL65BL3R5KPE 
3.S Tl CL64BL3R5MPE CL6SBL3R5MPE 

6.8 

15 
IS 

33 

40 
40 

56 

2.5 
2.S 

Tl 

T2 
T2 

T2 

T3 
T3 

T3 

Tl 
Tl 

CL64BL6R8MPE CL65BL6R8MPE 

CL64BL1S0KPE CL65BL150KPE 
CL64BL150MPE CL6SBL1S0MPE 

Cl64BL330MPE CL65BL330MPE 

CL64BL400 KPE CL65BL400KPE 
CL64BL400MPE CL65 BL400M PE 

CL64BL560MPE CL6SBL560MPE 

100 WVDC 

CL64BN2R5KPE Cl6SBN2R5KPE 
CL64BN2RSMPE CL65BN2R5MPE 

4.7 Tl CL64BN4R7MPE Cl6SBN4R7MPE 

11 
11 

22 

30 
30 

43 

T2 Cl64BN11OKPE Cl6SBN110KPE 
T2 CL64BN110MPE Cl6SBN110MPE 

T2 CL64BN220MPE CL65BN220MPE 

T3 CL64BN300KPE CL6SBN300KPE 
T3 CL64BN300MPE CL6SBN300MPE 

T3 CL64BN430MPE Cl6SBN430MPE 

125 WVDC 

1.7 Tl 
1.7 Tl 

CL64BPIR7MPE CL6SBP1R7MPE 
CL64BP1R7KPE Cl65BP1R7KPE 

3.6 Tl CL64BP3R6MPE CL65BP3R6MPE 
3.6 Tl CL64BP3R6KPE CL65BP3R6KPE 

9 T2 CL64BP090MPE CL65BP090MPE 
9 T2 CL64BP090KPE CL65BP090KPE 

14 T2 CL64BP140MPE CL65BP140MPE 
14 T2 CL64BP140KPE CL65BP140KPE 

25 
2S 

T3 
T3 

Cl64BP2S0MPE Cl65BP250MPE 
Cl64BP250KPE CL65BP250KPE 

Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
MIL-C-3965 HERMETICALLY-SEALED GELLED-ELECTROLYTE 

SINTERED-ANODE TANTALEX® CAPACITORS-TYPE CL66 & CL67 
• Glass-to-Metal Hermetic Seal Makes 

These Capacitors Especially Well
Suited For Use In Satellites and 
Other Applications Requiring The 
Benefits of true Hermetic Sealing 

• May Be Operated At Temperatures 
Up To 175C 

• Extremely low leakage Current 

• Military Version Of Well-Known 
Sprague Type 1370 

• Capacitors Listed Here Have Capac
itance Tolerance Of -+-10%. For 
-+- 5% Capacitors, Change 10th 
Character In MIL Type No. From K 
To J. For ±20% Capacitance Tol
erance, Change K To M 

Call Your Sprague Industrial Distributor For Current Quantity Prices 

I'F Diam. x length' 
MIL Type Number 

I'F Diam. x Length' 
MIL Type Number 

Bare Case w/lnsulating Sleeve Bare Case w/lnsulating Sleeve 

6 WVDC 50 WVDC 

3Q .188 x .453 CL66BB300KPG CL67BB300KPG 5 .188 x .453 CL66BJ050KPG CL67BJ050KPG 
68 .188 x .453 Cl66BB680KPG CL67BB680KPG 10 .188 x .453 CL66BJ100KPG Cl67BJ100KPG 

140 .281 x .641 CL66BB141KPG CL67BB 141 KPG 25 .281 x .641 CL66BJ250KPG CL67BJ250KPG 
270 .281 x .641 CL66BB271 KPG Cl67BB271 KPG 47 .281 x .641 Cl66BJ470KPG CL67BJ470KPG 
330 .375 x .766 CL66BB331 KPG CL67BB331 KPG 60 .375 x .766 CL66BJ600KPG CL67BJ600KPG 
560 .375 x .766 CL66BB561 KPG Cl67BB561 KPG 82 .375 x .766 Cl66BJ820KPG Cl67BJ820KPG 

8 WVDC 
60 WVDC 

25 .188 x .453 Cl66BC250KPG Cl67BC250KPG 
56 .188x.453 CL66BC560KPG CL67BC560KPG 

4 .188 x .453 CL66BK040KPG CL67BK040KPG 
220 .281 x .641 CL66BC221 KPG Cl67BC221 KPG 

8.2 .188x.453 CL66BK8R2KPG CL67BK8R2KPG 
430 .375 x .766 CL66BC431 KPG CL67BC431 KPG 

20 .281 x .641 CL66BK200KPG CL67BK200KPG 
39 .281 x .641 CL66BK390KPG CL67BK390KPG 

10 WVDC 50 .375 x .766 CL66BK500KPG CL67BK500KPG 
68 .375 x .766 CL66BK680KPG CL67BK680KPG 

20 .188 x .453 CL66BD200KPG CL67BD200KPG 
47 .188 x .453 Cl66BD470KPG CL67BD470KPG 

100 .281 x .641 CL66BD101KPG CL67BD101KPG 75 WVDC 
180 .281 x .641 CL66BD 1 81 KPG CL67BD 181 KPG 
250 .375 x .766 CL66BD251 KPG CL67BD251 KPG 
390 .375 x .766 CL66BD391 KPG CL67BD391 KPG 3.5 .188 x .453 CL66BL3R5KPG CL67BL3R5KPG 

6.8 .188 x .453 CL66BL6R8KPG CL67BL6R8KPG 
15 WVDC 15 .281 x .641 CL66BL 150KPG CL67BL 150KPG 

33 .281 x .641 CL66BL330KPG CL67BL330KPG 
15 .188 x .453 CL66BE 150KPG CL67BE150KPG 40 .375 x .766 CL66BL400KPG CL67BL400KPG 

33 .188 x .453 CL66BE330KPG CL67BE330KPG 56 .375 x .766 CL66BL560KPG CL67BL560KPG 

70 .281 x .641 CL66BE700KPG CL67BE700KPG 
120 .281 x .641 CL66BE121 KPG CL67BE 121 KPG 
170 .375 x .766 CL66BE171KPG CL67BEI71 KPG 100 WVDC 
270 .375 x .766 CL66BE271 KPG CL67BE271 KPG 

25 WVDC 2.5 .188 x .453 CL66BN2R5KPG CL67BN2R5KPG 
4.7 .188 x .453 CL66BN4R7KPG CL67BN4R7KPG 

10 .188 x .453 CL66BG 1 OOKPG CL67BG 1 OOKPG 
11 .281 x .641 CL66BNll0KPG CL67BNll0KPG 
22 .281 x .641 CL66BN220KPG CL67BN220KPG 22 .188 x .453 CL66BG220KPG CL67BG220KPG 30 .375 x .766 CL66BN300KPG CL67BN300KPG 100 .281 x .641 CL66BG101KPG CL67BG101KPG 43 .375 x .766 CL66BN430KPG CL67BN430KPG 180 .375 x .766 CL66BG 181 KPG Cl67BG181 KPG 

30 WVDC 125 WVDC 

8 .188 x .453 Cl66BH080KPG Cl67BH080KPG 
15 .188 x .453 Cl66BH 150KPG Cl67BH 150KPG 1.7 .188 x .453 CL66BPI R7KPG Cl67BPl R7KPG 
40 .281 x .641 CL66BH400KPG CL67BH400KPG 3.6 .188 x .453 Cl66BP3R6KPG Cl67BP3R6KPG 
68 .281 x .641 Cl66BH680KPG Cl67BH680KPG 9 .281 x .641 Cl66BP090KPG Cl67BP090KPG 

100 .375 x .766 CL66BH101KPG CL67BH101KPG 14 .281 x .641 Cl66BP140KPG Cl67BP 140KPG 
150 .375 x .766 Cl66BH151KPG Cl67BH 151 KPG 25 .375 x .766 Cl66BP250KPG Cl67BP250KPG 

; 

*Dimensions shown are for CL66 capacitors. For Cl67 units, add .031" to diameter and .063" to length. 

Copyright 1 972, Sprague Product. Company IND-EEM-16-PRAR Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
ESTABLISHED RELIABILITY MIL-C-39006 

STYLE CLR65 SINTERED-ANODE TANTALUM CAPACITORS 
• Handled by Sprague and Sprague industrial 

SIZE CODE distributors in full compliance with MIL-STD-
790. Manufactured, marked, packed, ship- A .................. .188" D. x .453" L. 
ped, received, inspected, stored in separate B .................. . 281" D. x .641" L • 
area, free from contamination or mix-up with C .................. . 375" D. x .766" L • 
ather components. 

D .................. .375" D. x 1.062" L. 
• Rated for operation to 85 C (to 125 C with E .........•........ .375" D. x 1.250" L. voltage derating.) 

Mil Part No. M39006;09- Mil Part No. M39006;09-
Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate 

l(2%) M(l%) P (0.1%) R (0.01%) l(2%) M (1%) P (0.1%) R (0.01%) 
Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. 

Size To I. Tol. Tol. Tol. Tol. Tol. Tol. Tol. Size Tol. Tol. Tol. Tol. To I. Tol. Tol. To I. 
I'F WVDC Code ±20% ±1O% ±20% ±10% ±20% ±10% ±20% ±1O% I'F WVDC Code ±20% ±1O% ±20% ±10% ±20% ±10% ±20% ±1O% 

-

ELASTOMER-SEALED CAPACITORS TO MIL-C-39006/9B 

30 6 A 1621 1622 1826 1827 2652 2653 2857 2858 150 30 C 1724 1725 1929 1930 2755 2756 2960 2961 
68 6 A 1624 1625 1829 1830 2655 2656 2860 2861 300 30 D 1727 1728 1932 1933 2758 2759 2963 2964 

140 6 B 1627 1628 1832 1833 2658 2659 2863 2864 
270 6 B 1630 1631 1835 1836 2661 2662 2866 2867 5 50 A 1729 1730 1934 1935. 2760 2761 2965 2966 
330 6 C 1633 1634 1838 1839 2664 2665 2869 2870 10 50 A 1732 1733 1937 1938 2763 2764 2968 2969 
560 6 C 1636 1637 1841 1842 2667 2668 2872 2873 25 50 B 1735 1736 1940 1941 2766 2767 2971 2972 

1200 6 D 1639 1640 1844 1845 2670 2671 2875 2876 47 50 B 1738 1739 1943 1944 2769 2770 2974 2975 
60 50 C 1741 1742 1946 1947 2772 2773 2977 2978 

25 8 A 1641 1642 1846 1847 2672 2673 2877 2878 82 50 C 1744 1745 1949 1950 2775 2776 2980 2981 
56 8 A 1644 1645 1849 1850 2675 2676 2880 2881 160 50 D 1747 1748 1952 1953 2778 2779 2983 2984 

C 220 8 B 1647 1648 1852 1853 2678 2679 2883 2884 
4 60 A 1749 1750 1954 1955 2780 2781 2985 2986 430 8 C 1650 1651 1855 1856 2681 2682 2886 2887 

850 8 D 1653 1654 1858 1859 2684 2685 2889 2890 8.2 60 A 1752 1753 1957 1958 2783 2784 2988 2989 
20 60 B 1755 1756 1960 1961 2786 2787 2991 2992 

20 10 A 1655 1656 1860 1861 2686 2687 2891 2892 39 60 B 1758 1759 1963 1964 2789 2790 2994 2995 
47 10 A 1658 1659 1863 1864 2689 2690 2894 2895 50 60 C 1761 1762 1966 1967 2792 2793 2997 2998 

100 10 B 1661 1662 1866 1867 2692 2693 2897 2898 68 60 C 1764 1765 1969 1970 2795 2796 3000 3001 
180 10 B 1664 1665 1869 1870 2695 2696 2900 2901 140 60 D 1767 1768 1972 1973 2798 2799 3003 3004 
250 10 C 1667 1668 1872 1873 2698 2699 2903 2904 3.5 75 A 1769 1770 1974 1975 2800 2801 3005 3006 
390 10 C 1670 1671 1875 1876 2701 2702 2906 2907 6.8 75 A 1772 1773 1977 197.8 2803 2804 3008 3009 
750 10 D 1673 1674 1878 1879 2704 2705 2909 2910 15 75 B 1775 1776 1980 1981 2806 2807 3011 3012 

15 15 A 1675 1676 1880 1881 2706 2707 2911 2912 33 75 B 1778 1779 1983 1984 2809 2810 3014 3015 
40 75 C 1781 1782 1986 1987 2812 2813 3017 3018 

33 15 A 1678 1679 1883 1884 2709 2710 2914 2915 56 75 C 1784 1785 1989 1990 2815 2816 3020 3021 
70 15 B 1681 1682 1886 1887 2712 2713 2917 2918 lIO 75 D 1787 1788 1992 1993 2818 2819 3023 3024 

120 15 B 1684 1685 1889 1890 2715 2716 2920 2921 
170 15 C 1687 1688 1892 1893 2718 2719 2923 2924 2.5 100 A 1789 1790 1994 1995 2820 2821 3025 3026 
270 15 C 1690 1691 1895 1896 2721 2722 2926 2927 4.7 100 A 1792 1793 1997 1998 2823 2824 3028 3029 
540 15 D 1693 1694 1898 1899 2724 2725 2929 2930 11 100 B 1795 1796 2621 2622 2826 2827 3031 3032 

22 100 B 1798 1799 2624 2625 2829 2830 3034 3035 
10 25 A 1695 1696 1900 1901 2726 2727 2931 2932 30 100 C 1801 1802 2627 2628 2832 2833 3037 3038 
22 25 A 1698 1699 1903 1904 2729 2730 2934 2935 43 100 C 1804 1805 2630 2631 2835 2836 3040 3041 

100 25 B 1701 1702 1906 1907 2732 2733 2937 2938 86 100 D 1807 1808 2633 2634 2838 2839 3043 3044 
180 25 C 1704 1705 1909 1910 2735 2736 2940 2941 
350 25 D 1707 1708 1912 1913 2738 2739 2943 2944 1.7 125 A 1809 1810 2635 2636 2840 2841 3045 3046 

3.6 125 A 1812 1813 2638 2639 2843 2844 3048 3049 
8 30 A 1709 1710 1914 1915 2740 2741 2945 2946 9 125 B 1815 1816 2641 2642 2846 2847 3051 3052 

15 30 A 1712 1713 1917 1918 2743 2744 2948 2949 14 125 B 1818 1819 2644 2645 2849 2850 3054 3055 
40 30 B 1715 1716 1920 1921 2746 2747 2951 2952 18 125 C 3267 3268 3270 3271 3273 3274 3276 3277 
68 30 B 1718 1719 1923 1924 2749 2750 2954 2955 25 125 C 1821 1822 2647 2648 2852 2853 3057 3058 

100 30 C 1721 1722 1926 1927 2752 2753 2957 2958 56 125 D 1824 1825 2650 2651 2855 2856 3060 3061 

HERMETICALLY-SEALED CAPACITORS TO MIL-C-39006/9B 

30 6 A 4001 4002 4206 4207 4411 4412 4616 4617 20 10 A 4035 4036 4240 4241 4445 4446 4650 4651 
68 6 A 4004 4005 4209 4210 4414 4415 4619 4620 47 10 A 4038 4039 4243 4244 4448 4449 4653 4654 

140 6 B 4007 4008 4212 4213 4417 4418 4622 4623 100 10 B 4041 4042 4246 4247 4451 4452 4656 4657 
270 6 B 4010 4011 4215 4216 4420 4421 4625 4626 180 10 B 4044 4045 4249 4250 4454 4455 4659 4660 
330 6 C 4013 4014 4218 4219 4423 4424 4628 4629 250 10 C 4047 4048 4252 4253 4457 4458 4662 4663 
560 6 C 4016 4017 4221 4222 4426 4427 4631 4632 390 10 C 4050 4051 . 4255 4256 4460 4461 4665 4666 

1200 6 E 4019 4020 4224 4225 4429 4430 4634 4635 750 10 E 4053 4054 4258 4259 4463 4464 4668 4669 

C 
25 8 A 4021 4022 4226 4227 4431 4432 4636 4637 15 15 A 4055 4056 4260 4261 4465 4466 4670 4671 
56 8 A 4024 4025 4229 4230 4434 4435 4639 4640 33 15 A 4058 4059 4263 4264 4468 4469 4673 4674 

220 8 B 4027 4028 4232 4233 4437 4438 4642 4643 70 15 B 4061 4062 4266 4267 4471 4472 4676 4677 
430 8 C 4030 4031 4235 4236 4440 4441 4645 4646 120 15 B 4064 4065 4269 4270 4474 4475 4679 4680 
850 8 E 4033 4034 4238 4239 4443 4444 4648 4649 170 15 C 4067 4068 4272 4273 4477 4478 4682 4683 

Copyright 1973, Sprague Product. Company INO-EEM·75·EPOA All sizes subject to change without notice 
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SPRAGUE CAPACITORS 
STYLE CLR65 TANTALUM CAPACITORS, continued 

I'F 

30 
68 

140 
270 
330 
560 

1200 

25 
56 

220 
430 
850 

20 
47 

100 
180 
250 
390 
750 

15 
33 
70 

120 
170 
270 
540 

1Q 
22 

100 
180 
350 

8 
15 
40 
68 

100 

HERMETICALLY-SEALED CAPACITORS TO MIL-C-39006/9D 

MIL Part No. M39006/09· MIL Part No. M39006/09· 
Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate Failure Rate 

L (2%) M(I%) P (0.1%) R (0.01%) L(2%) M (1%) P (0.1%) . R (0.01%) 
Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. Cap. 

Size Tol. Tol. Tol. Tol. To I. Tol. Tol. Tol. Size Tol. Tol. Tol. To I. To I. Tol. Tol. Tol. 
WVDC Code ±20% ±10% ±20% ±10% ±20% ±10% ±20% ±10% I'F WVDC Code ±20% ±10% ±20% ±1O% ±20% ±1O% ±20% ±10% 

6 A 8001 8002 8206 8207 8411 8412 8616 8617 150 30 C 8104 8105 8309 8310 8514 8515 8719 
6 A 8004 8005 8209 8210 8414 8415 8619 8620 300 30 E 8107 8108 8312 8313 8517 8518 8722 
6 B 8007 8008 8212 8213 8417 8418 8622 8623 5 50 A 8109 8110 8314 8315 8519 8520 8724 6 B 8010 8011 8215 8216 8420 8421 8625 8626 
6 C 8013 8014 8218 8219 8423 8424 8628 8629 10 50 A 8112 8113 8317 8318 8522 8523 8727 
6 C 8016 8017 8221 8222 8426 8427 8631 8632 25 50 B 8115 8116 8320 8321 8525 8526 8730 
6 E 8019 8020 8224 8225 8429 8430 8634 8635 47 50 B 8118 8119 8323 8324 8528 8529 8733 

60 50 C 8121 8122 8326 8327 8531 8532 8736 
8 A 8021 8022 8226 8227 8431 8432 8636 8637 82 50 C 8124 8125 8329 8330 8534 8535 8739 
8 A 8024 8025 8229 8230 8434 8435 8639 8640 160 50 E 8127 8128 8332 8333 8537 8538 8742 
8 B 8027 8028 8232 8233 8437 8438 8642 8643 4 60 A 8129 8130 8334 8335 8539 8540 8744 
8 C 8030 8031 8235 8236 8440 8441 8645 8646 8.2 60 A 8132 8133 8337 8338 8542 8543 8747 
8 E 8033 8034 8238 8239 8443 8444 8648 8649 20 60 B 8135 8136 8340 8341 8545 8546 8750 

10 A 8035 8036 8240 8241 8445 8446 8650 8651 39 60 B 8138 8139 8343 8344 8548 8549 8753 
10 A 8038 8039 8243 8244 8448 8449 8653 8654 50 60 C 8141 8142 8346 8347 8551 8552 8756 

68 60 C 8144 8145 8349 8350 8554 8555 8759 10 B 8041 8042 8246 8247 8451 8452 8656 8657 140 60 E 8147 8148 8352 8353 8557 8558 8762 10 B 8044 8045 8249 8250 8454 8455 8659 8660 
10 C 8047 8048 8252 8253 8457 8458 8662 8663 3.5 75 A 8149 8150 8354 8355 8559 8560 8764 
10 C 8050 8051 8255 8256 8460 8461 8665 8666 6.8 75 A 8152 8153 8357 8358 8562 8563 8767 
10 E 8053 8054 8258 8259 8463 8464 8668 8669 15 75 B 8155 8156 8360 8361 8565 8566 8770 

33 75 B 8158 8159 8363 8364 8568 8569 8773 
15 A 8055 8056 8260 8261 8465 8466 8670 8671 40 75 C 8161 8162 8366 8367 8571 8572 8776 
15 A 8058 8059 8263 8264 8468 8469 8673 8674 56 75 C 8164 8165 8369 8370 8574 8575 8779 
15 B 8061 8062 8266 8267 8471 8472 8676 8677 110 75 E 8167 8168 8372 8373 8577 8578 8782 
15 B 8064 8065 8269 8270 8474 8475 8679 8680 
15 C 8067 8068 8272 8273 8477 8478 8682 8683 2.5 100 A 8169 8170 8374 8375 8579 8580 8784 
15 C 8070 8071 8275 8276 8480 8481 8685 8686 4.7 100 A 8172 8173 8377 8378 8582 8583 8787 
15 E 8073 8074 8278 8279 8483 8484 8688 8689 11 100 B 8175 8176 8380 8381 8585 8586 8790 

22 100 B 8178 8179 8383 8384 8588 8589 8793 
25 A 8075 8076 8280 8281 8485 8486 8690 8691 30 100 C 8181 8182 8386 8387 8591 8592 8796 
25 A 8078 8079 8283 8284 8488 8489 8693 8694 43 100 C 8184 8185 8389 8390 8594 8595 8799 
25 B 8081 8082 8286 8287 8491 8492 8696 8697 86 100 E 8187 8188 8392 8393 8597 8598 8802 
25 C 8084 8085 8289 8290 ' 8494 8495 8699 8700 1.7 125 A 8189 8190 8394 8395 8599 8600 8804 25 E 8087 8088 8292 8293 8497 8498 8702 8703 3.6 125 A 8192 8193 8397 8398 8602 8603 8807 
30 A 8089 8090 8294 8295 8499 8500 8704 8705 9 125 B 8195 8196 8400 8401 8605 8606 8810 
30 A 8092 8093 8297 8298 8502 8503 8707 8708 14 125 B 8198 8199 8403 8404 8608 8609 8813 
30 B 8095 8096 8300 8301 8505 8506 8710 8711 18 125 C 8201 8202 8406 8407 8611 8612 8816 
30 B 8098 8099 8303 8304 8508 8509 8713 8714 25 125 C 8204 8205 8409 8410 8614 8615 8819 
30 C 8101 8102 8306 8307 8511 8512 8716 8717 56 125 E 9027 9028 9030 9031 9033 9034 9036 

S P RAG U E SEMICONDUCTORS 

Sprague makes available a bro"ad line of semiconductors through its network of franchised semiconduc
tor distributors, strategically located in major electronic areas throughout the country. Substantial 
stocks of the product lines mentioned here assure you of prompt delivery in production quantities at 
factory prices. ' 

• Plastic-Molded Silicon Transistors • Interface Integrated Circuits • Silicon Zener Diodes 

8720 
8723 
8725 
8728 
8731 
8734 
8737 
8740 
8743 
8745 
8748 
8751 
8754 
8757 
8760 
8763 

8765 
8768 
8771 
8774 
8777 
8780 
8783 

8785 
8788 
8791 
8794 
8797 
8800 
8803 

8805 
8808 
8811 
8814 
8817 
8820 
9037 

• Metal-Encased Silicon Transistors • Linear Integrated Circuits • Voltage-Variable Diodes 
• Metal-Encased Germanium Transistors 
• DIP Transistor Arrays 

• CMOS Integrated Circuits 
• Hall Effect Integrated Circuits 

• Operational Amplifiers 
• DIP Schmitt Triggers 

FOR DESCRIPTIVE DATA, SEE LATEST ISSUE OF SEMICONDUCTOR SHORT-FORM CATALOG IND-843. 

Copyright 1 978, Sprague Electric Company, IND·91·EFAB Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 200D, 202D TANTAPAK@ CAPACITOR ASSEMBLIES 

• Wet sintered-anode tantalum electrolytic ca- • Excellent shock and vibration resistance char-
pacitor assemblies for applications that re- a cteristics. 
quire high capacitance at low voltage. 

• Glass-to-metal positive solder-seal terminals 

• Ideal for filtering, coupling, bypass, time de- to insure hermetic seals. 

lay circuit applications. • Withstand long shelf life without deterioration. 

• Dual voltage ratings for operation at both • For complete technical data, refer to latest 
85 C and 125 C. issue of Sprague Engineering Bulletin 3705. 

I'F W. x H. x T. Cat. Number" I'F W. x H. x T. Cat. Number· I'F W. x H. x T. Cat. Number· 

6 WVDC AT 85C - 4 WVDC AT 125C 30 WVDC AT 85 C - 20 WVDC AT 125 C 770 .1.250 x 1.625 20'2D777X0075C3 

202D488XOO06D3 520 1.275 x 1.062 x 0.720 202D527Xo030A1 790 1.275 x 2.000 x 0.720 202D797X0075A4 
4800 .875 x 1.625 x 0.875 880 1.593 x 1.875 x 1.000 202D887X0075B2 
7200 1.593 x 1.500 x 1.000 202D128Xoo06Bl 660 1.275 x 1.375 x 0.720 202D667X0030A2 1100 1.215 x 2.500 x 0.720 202D118X0075A5 
8400 .1.250 x 1.625 202D848XOO06C3 820 1.275 x 1.062 x 0.720 202D827X0030Al 1100 1.593 x 2.250 x 1.000 202D118X0075B3 
9600 1.593 x 1.875 x 1.000 202D968Xo006B2 820 1.275 x 1.625 x 0.720 202D827Xo030A3 1400 1.593 x 2.625 x 1.000 202D148X0075B4 

12000 1.593 x 2.250 x 1.000 202D129XOO06B3 1100 1.275 x 1.375 x 0.720 202D118X0030A2 1500 1.593 x 3.000 x 1.000 202D158X0075B5 
14000 1.593 x 2.625 x 1.000 202D149XOO06B4 1200 1.275 x 2.000 x 0.720 202D128X0030A4 1800 1.593 x 3.315 x 1.000 202D188X0075B6 
17000 1.593 x 3.000 x 1.000 202D179XOO06B5 1200 .875 x 1.625 x 0.875 202D128X0030D3 2000 1.593 x 3.750 x 1.000 202D208X0075B7 
19000 1.593 x 3.375 x 1.000 202D199XOo06B6 1300 1.275 x 2.500 x 0.720 202D138X0030A5 
22000 1.593 x 3.750 x 1.000 202D229XOO06B7 1400 1.275 x 1.625 x 0.720 202D148X0030A3 100 WVDC AT 85 C - 70 WVDC AT 125 C 

1600 1.275 x 2.000 x 0.720 202D168X0030A4 260 1.275 x 1.062 x 0.720 202D267XOI00Al 
8 WVDC AT 85C - 5 WVDC AT 125C 1800 1.593 x 1.500 x 1.000 202D188X0030B1 340 .875 x 1.625 x 0.875 202D347XOI00D3 

202D348XOO08D3 
2100 .1.250 x 1.625 202D218X0030C3 350 1.275 x 1.315 x 0.720 202D357 X0100A2 3400 .875 x 1.625 x 0.875 2200 1.275 x 2.500 x 0.720 202D228X0030A5 440 1.275 x 1.625 x 0.720 202D447XOlOOA3 5100 1.593 x 1.500 x 1.000 202D518Xo008Bl 2400 1.593 x 1.875 x 1.000 202D248X0030 B2 510 1.593 x 1.500 x 1.000 202D517X0100B1 6000 • 1.250 x 1.625 202D608XOO08C3 3000 1.593 x 2.250 x 1.000 202D308X0030B3 530 1.275 x 2.000 x 0.720 202D537X0100A4 6800 1.593 x 1.875 x 1.000 202D688Xo008B2 3600 1.593 x 2.625 x 1.000 202D368X0030B4 600 .1.200 x 1.625 20@607X0100C3 8500 1.593 x 2.250 x 1.000 2020858XOO08B3 4200 1.593 x 3.000 x 1.000 202D428X0030B5 680 1.593 x 1.875 x 1.000 20'2D687X0100B2 ( 10000 1.593 x 2.625 x 1.000 202D109XOO08B4 4800 1.593 x 3.375 x 1.000 202D488X0030B6 700 1.275 x 2.500 x 0.720 202D707X0100A5 

~ 12000 1.593 x 3.000 x 1.000 202D129XOO08B5 5400 1.593 x 3.7 50 x 1.000 202D548X0030B7 850 1.593 x 2.250 x 1.000 20'2D857XOI00B3 14000 1.593 x 3.375 x 1.000 202D149XOO08B6 
45 WVDC AT 85 C - 30 WVDC AT 125 C 1000 1.593 x 2.625 x 1.000 202D108X0100B4 15000 1.593 x 3.750 x 1.000 202D159XOO08B7 

1200 1.593 x 3.000 x 1.000 202D128X0100B5 430 1.275 x 1.062 x 0.720 202D437X0045Al 
10 WVDC AT 85 C - 7 WilDC AT 125 C 1400 1.593 x 3.375 x 1.000 202D148XOI00B6 550 1.275 x 1.375 x 0.720 202D557X0045A2 1500 1.593 x 3.750 x 1.000 2020158XOI00B7 

3000 .875 x 1.625 x 0.875 202D308XOOI0D3 570 1.275 x 1.062 x 0.720 202D577Xo045Al 
4500 1.593 x 1.500 x 1.000 202D458XOOI0Bl 660 1.275 x 1.625 x 0.720 202D667X0045A3 110 WVDC AT 85 C - 75 WVDC AT 125 C 
5300 .1.250 x 1.625 202D538XOOI0C3 750 1.275 x 1.3i5 x 0.720 202D757X0045A2 140 1.275 x 1.062 x 0.720 202DI47xoifOAl 
6000 1.593 x 1.875 x 1.000 202D608XOO10B2 940 1.275 x 1.625 x 0.720 202D947X0045A3 180 1.275 x 1.375 x 0.720 202D187X0110A2 
7500 1.593 x 2.250 x 1.000 202D758XOOI0B3 1000 1.275 x 2.000 x 0.720 202DI08X0045A4 220 1.275 x 1.625 x 0.720 202D227XOllOA3 
9000 1.593 x 2.625 x 1.000 202D908X0010B4 1100 1.275 x 2.000 x 0.720 202D 118X0045A4 320 1.275 x 2.000 x 0.720 202D327XOllOA4 

10000 1.593 x 3.000 x 1.000 202DI09X0010B5 1100 1.275 x 2.500 x 0.720 202D118Xo045A5 360 1.275 x 2.500 x 0.720 202D367XOll0A5 
12000 1.593 x 3.375 x 1.000 202DI29XOOIOB6 1500 1.275 x 2.500 x 0.720 202D158X0045A5 

125 WVDC AT 85C - 85 WVDC AT l25C 14000 1.593 x 3.750 x 1.000 202D149X0010B7 50 WVDC AT 85C'- 35 WVDC AT 125C 
170 1.275 x 1.062 x 0.720 202D177X0125Al 

15 WVDC AT 85C -10 WVDC AT 125C 640 .875 x 1.625 x 0.875 202D647Xo050D3 220 1.275 x 1.375 x 0.720 202D227X0125A2 
950 1.593 x 1.500 x 1.000 202D967X0050B1 220 .875 x 1.625 x 0.875 202D227XOl25D3 

960 1.275 x 1.062 x 0.720 202D967XOOl5A1 1000 1.215 x 2.500 x 0.720 2020108X0050A5 280 1.275 x 1.625 x 0.720 202D287-X0125A3 
1200 1.275 x 1.375 x 0.720 202DI28XOO15A2 1100 .1.250 x 1.625 202D118X0050C3 340 1.275 x 2.000 x 0.720 202D347X0125A4 
1400 1.275 x 1.625 x 0.720 202DI48XOO15A3 1300 1.593 x 1.875 x 1.000 202DI38Xo050B2 340 1.593 x 1.500 x 1.000 202D347X0125Bl 
1400 1.275 x 1.062 x 0.720 202DI48XOOl5A1 1600 1.593 x 2.250 x 1.000 202D068Xo050B3 450 1.275 x 2.500 x '0.720 202D457X0125A5 
1900 1.275 x 1.375 x 0.720 202DI98XOOl5A2 1900 1.593 x 2.625 x 1.000 202D198X0050B4 450 1.593 x 1.875 x 1.000 202D457X0125B2 
2100 1.275 x 2.000 x 0.720 202D218XOO15A4 2200 1.593 x 3.000 x 1.000 202D228X0050B5 560 1.593 x 2.250 x 1.000 202D567X0125B3 
2200 .875 x 1.625 x 0.875 202D228XOO15D3 2600 1.593 x 3.375 x 1.000 202D268Xo050B6 670 1.593 x 2.625 x 1.000 202D677X0125B4 
2400 1.275 x 1.625 x 0.720 202D248XOO15A3 2900 1.593 x 3.150 x 1.000 202D298X0050B7 790 1.593 x 3.000 x 1.000 202D797X0125B5 
2400 1.275 x 2,500 x 0.720 202D248XOOl5A5 

60 WVDC AT 85 C - 40 WVDC AT 125 C 900 1.593 x 3.375 x 1.000 202D907XOl25B6 
2900 1.275 x 2.000 x 0.720 202D298XOO15A4 1000 1.593 x 3.750 x 1.000 202D108X0125B7 
3200 1.593 x 1.500 x 1.000 202D328XOO15Bl 560 .875 x 1.625 x 0.875 202D567Xo060D3 
3800 • 1.250 x 1.625 202D388XOO15C3 840 1.593 x 1.500 x 1.000 202D847Xo060Bl 150 WVDC AT 85C - 100 WVDC AT 125C 
3900 1.275 x 2.500 x 0.720 202D398XOo15A5 980 .1.250 x 1.625 202D987XOC60C3 no .S75 x 1.625 x 0.875 202Dl17X015OD3 
4300 1.593 x 1.875 x 1.000 202D438XOOl5B2 1100 1.593 x 1.875 x 1.000 202D118XOO6oB2 130 1.275 x 1.062 x 0.720 202D137X0150Al 
5400 1.593 x 2.250 x 1.000 202D548XOo15B3 1400 1.593 x 2.250 x 1.000 202D148XOO60B3 170 1.275 x 1.375 x 0.720 202D177X0150A2 
6500 1.593 x 2.625 x 1.000 202D658XOO15B4 1700 1.593 x 2.625 x 1.000 20?D178X0060B4 220 1.275 x 1.625 x 0.720 202 D227XOl50A3 
7600 1.593 x 3.000 x 1.000 202D768XOO15B5 2000 1.593 x 3.000 x 1.000 202D208X0060B5 260 1.275 x 2.000 x 0.720 202D267X0150A4 
8600 1.593 x 3.375 x 1.000 202D868XOOl5B6 2200 1.593 x 3.375 x 1.000 202D228X0060B6 350 1.275 x 2.500 x 0.720 202D357X0l50A5 
9700 1.593 x 3.750 x 1.000 202D978XOO15B7 2500 1.593 x 3.1 50 x 1.000 202D258Xo060B7 

200 WVDC AT 85 C - 140 WVDC AT 125 C 
25 WVDC AT 8S"C - 15 WVDC AT 125 C 75 WVDC AT 85 C - 50 WVDC AT 125 C 86 .875 x 1.625 x 0.875 202D866X0200D3 

1400 .875 x 1.625 x 0.875 202D148X0025D3 270 1.275 x 1.062 x 0.720 202D277XOO75A1 250 WVDC AT 85 C - 170 WVDC AT 125 C 330 1.275 x 1.375 x 0.720 202D337X0075A2 2100 1.593 x 1.500 x 1.000 202D218X0025Bl 400 1.275 x 1.062 x 0.720 202D407Xo075A1 56 .875 x 1.625 x 0,875 202D566X0250D3 
2500 .1.250 x 1.625 202D258X0025C3 400 1.275 x 1.625 x 0.720 202D407X0075A3 300 WVDC AT 85C - 200 WVDC AT 125C 2800 1.593 x 1.875 x 1.000 202D~88X0025B2 440 .875 x 1.625 x 0.875 202D447X0075D3 27 .805 x 1.625 x 0.875 202D276X0300D3 3500 1.593 x 2.250 x 1.000 202D358X0025B3 530 1.275 x 1.375 x 0.720 202D537Xo075A2 400 WVDC AT 85C - 280 WVDC AT 125C 4200 1.593 x 2.625 x 1.000 202D428X0025B4 600 1.275 x 2.000 x 0.720 202D607Xo075A4 " / 
4900 1.593 x 3.000 x 1.000 202D498X0025B5 660 1.275 x 1.6i5 x 0.720 202D667XoOi5A3 22 .875 x 1.625 x 0.875 202 D226X0400D3 
5600 1.593 x 3.375 x 1.000 202D568X0025B6 660 1.275 x 2.500 x 0.720 202D66iXo075A5 500 WVDC AT 85 C - 340 WVDC AT 125 C 6300 1.593 x 3.750 x 1.000 202D638X0025B7 660 1.593 x 1.500 x 1.000 202D66iXOOi5B1 14 .875 x 1.625 x 0.875 202D146X0500D3 

·Catalog numbers listed are for capacitor assemblies with both terminals insulated from case. For assemblies with negative terminal grounded (available 
only in units where 13th character of cat. no. is letter 'A'), change third digit of cat. no. from '2' to '0'. • Cylindrical units -dimensions are for diameter and height. 

Copyright © 1972.1979, Sprague Electric Company IND-69-EOAL Sizes subject to chang~ without notice. 
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'\ SPRAGUE CAPACITORS 
TYPE 500D MINIATURE METAL-CASE ALUMINUM 'LYTICS 

• Industrial quality at moderate prices. • Will withstand 1 000 hr. life test at rated volt-

• Excellent low Temperature operation 
age and 85 C. 

• All-welded construction - no pressure joints to • High capacitance in ultra-small physical size 

cause open or intermittent circuits. • Furnished with plastic outer insulating sleeves 
• Withstand high surge voltages 

• For complete technical data, see latest issue 
• Long shelf life, extremely low leakage current of Sprague Engineering 8ulletin 3149. 

/IF D. x L. Cat. No. /IF D. x L. Cat. No. /IF D. x L. Cat. No. /IF D. x L. Cat. No. 

0-3 WVDC 1500 .500 x 1.536 500D158G006FH7 330 .385 x .973 500D337H016DD7 8 .260 x .723 500D805G050BB7 
1500 .448 x 1.536 500D158H006EH7 350 .385 x 1.536 500D357G016DH7 10 .322 x .723 500DI06G050CB7 

1 .260 x .536 500DI05G003BA7 1800 .500 x 1.786 5000 188G006F K 7 400 .448 x 1.286 500D407G016EF7 10 .260 x .723 500DI06H050BB7 
2 .260 x .536 500D205G003BA7 2000 .500 x 1.786 500D208G006FK7 450 .448 x 1.536 500D457G016EH7 15 .322 x .723 500D156G050CB7 3 .260 x .536 500D305G003BA7 2200 .500 x 1.786 500D228H006FK7 470 .385 x 1.286 500D477H016DF7 15 .260 x .723 500D156H050BB7 
4 .260 x .536 500D405G003BA7 500 .448 x 1.536 500D507G016EH7 20 .322 x .848 500D206G050CC7 
5 .260 x .536 500D505G003BA 7 0-12 WVDC 600 .448 x 1.536 500D607G016EH7 22 .322 x .723 500D226H050CB7 
6 .260 x .536 500D605G003BA7 680 .385 x 1.536 500D687H016DH7 25 .322 x .848 500D256G050CC7 8 .260 x .536 500D805G003BA7 1 .260 x .536 500DI05G012BA7 800 .500 x 1.536 500D807G016FH7 33 .322 x .848 500D336H05OCC7 10 .260 x .536 500DI06G003BA7 2 .260 x .536 500D205G012BA7 1000 .500 x 1.786 500DI08G016FK7 35 .385 x .848 500D356G050DC7 

15 .260 x .536 500DI56G003BA7 3 .260 x .536 500D305G012BA7 1000 .448 x 1.536 500DI08HOl6EH7 47 .322 x .848 500D476H050CC7 20 .260 x .536 500D206G003BA7 4 .260 x .536 500D405G012BA7 1200 .500 x 1.786 500DI28GOl6FK7 50 .385 x .973 500D506G050DD7 
25 .260 x .536 500D256G003BA 7 5 .260 x .536 500D505G012BA 7 1500 .500 x 1.786 500DI58H016FK7 68 .385 x .848 500D686H050DC7 
30 .260 x .536 500D306G003BA7 6 .260 x .536 500D605GOl2BA7 75 .385 x 1.286 500D756G050DF7 
50 .260 x .723 500D506G003BB7 8 .260 x .536 500D805G012BA7 100 .385 x 1.536 500DI07G050DH7 65 .260 x .723 500D656G003BB7 10 .260 x .536 500DIOGGOl2BA7 0-25 WVDC 

100 .385 x .973 sOODI07H050DD7 75 .322 x .723 500D756G003CB7 15 .260 x .536 500DI56G012BA7 1 .260 x .536 500DI05G025BA7 120 .448 x 1.286 500D127G050EF7 
100 .322 x .723 500DI07G003CB7 20 .260 x .723 500D206G012BB7 2 .260 x .536 500D205G025BA 7 150 .448 x 1.536 500D157G050EH7 130 .322 x .723 500D137G003CB7 25 .260 x .723 500D256G012BB7 3 .260 x .536 500D305G025BA 7 150 .385 x 1.286 500D157H050DF7, 150 .322 x .848 500D157G003CC7 30 .260 x .723 500D306G012BB7 4 .260 x .536 500D405G025BA 7 200 . 500 x 1.297 500D207G050FF7 • 200 .322 x .848 500D207G003CC7 50 .322 x .723 500D506G012CB7 5 .260 x .536 500D505G025BA 7 220 .385 x 1.536 500D227H050DH7 250 .385 x .848 500D257G003DC7 60 .322 x .723 500D606GOl2CB7 6 .260 x .536 500D605G025BA 7 250 .500 x 1.297 500D257G050FF7 300 .385 x .848 500D307G003DC7 75 .322 x .848 500D756GOl2CC7 8 .260 x .536 500D805G025BA 7 300 .500 x 1.536 500D307G050FH7 

C 400 .385 x .973 500D407G003DD7 90 .385 x .723 500D906G012DB7 10 .260 x .723 500DI06G025BB7 330 .448 x 1.536 500D337H050EHl 500 .385 x 1.286 500D507G003DF7 100 .322 x .848 500DI07G012CC7 15 .260 x .723 500D156G025BB7 350 .500 x 1.786 500D357G050FK7 600 .385 x 1.286 500D607G003DF7 140 .385 x .848 500Dl47G012DC7 15 .260 x .536 500D156H025BA7 400 .500 x 1.786 500D407G050FK7 800 .385 x 1.536 500D807G003DH7 150 .385 x .973 500DI57G012DD7 20 .322 x .723 500D20GG025CB7 470 .500 x 1.786 500D477H050FK7 900 .448 x 1.286 500D907G003EF7 150 See 0-16 WVDC Listing 25 .322 x .723 500D256G025CB7 
1000 .448 x 1.536 500DI08G003EH7 190 .385 x .973 500D197GOl2DD7 30 .322 x .723 500D306G025CB7 0-63 WVDC 1200 .448 x 1.536 500DI28G003EH7 200 .385 x 1.286 500D207G012DF7 33 .260 x .723 500D336H025BB7 
1500 .500 x 1.536 500D158G003FH7 220 See 0-16 WVDC Listing 35 .322 x .723 500D356G025CB7 1.0 .260 x .536 500DI05H063BA7 
1800 .500 x 1.536 500DI88G003FH7 250 .385 x 1.286 500D257GOl2DF7 50 .322 x .848 500D506GQ25CC7 1.5 .260 x .536 500D155H063BA7 
2000 .500 x 1.536 500D208G003FH7 290 .385 x 1.286 500D297G012DF7 68 .322 x .723 500D686H025CB7 2.2 .260 x .536 500D225H063BA7 
2200 .500 x 1.786 500D228G003FK7 390 .385 x 1.536 500D397G012DH7 75 .385 x .848 500D756G025DC7 3.3 .260 x .723 500D335H063BB7 
2500 .500 x 1.786 500D258G003FK7 400 .448 x 1.286 500D407G012EF7 100 .385 x .973 500DI07G025DD7 4.7 .260 x .723 500D475H063BB7 

450 .448 x 1.286 500D457G012EF7 100 .322 x .848 500DI07H025CC7 6.8 .260 x .723 500D685H063BB7 
0-6 WVDC 500 .448 x 1.536 500D507G012EH7 150 .385 x 1.286 500DI57G025DF7 10 .322 x .723 500DI06H063CB7 

600 .448 x 1.536 500D607GOl2EH7 150 .385 x .848 "!i00D157H025DC7 15 .322 x .723 500DI56H063CBl 
1 .260 x .536 500DI05G006BA7 680 See 0-16 WVDC Listing 200 .385 x 1.536 500D207G025DH7 22 .322 x .848 500D226H063CC7 
2 .260 x .536 500D205G006BA 7 800 .500 x 1.536 500D807G012FH7 220 .385 x .973 500D227H025DD7 33 .322 x .848 500D336H063CC7 
3 .260 x .536 500D305G006BA 7 1000 .500 x 1.786 500DI08GOl2FK7 250 .448 x 1.286 500D257G025EF7 47 .385 x .848 500D476H063DC7 4 .260 x .536 500D405G006BA 7 1000 See 0-16 WVDC Lisling 300 .448 x 1.536 500D307G025EH7 68 .385 x 1.286 500D686H063DF7 5 .260 x .536 500D505G006BA7 1200 .500 x 1.786 500DI28G012FK7 330 .385 x 1.286 500D337H025D F7 100 .385 x 1.536 500DI07H063DH7 6 .260 x .536 500D605G006BA 7 350 .448 x 1.536 500D357G025EH7 150 .448 x 1.286 500D157H063EF7 8 .260 x .536 500D805G006BA 7 

0-16 WVDC 400 .500 x 1.286 500D407G025FF7 220 .500 x 1.536 500D227H063FH7 10 .260 x .536 500DI06G006BA7 
450 .500 x 1.536 500D457G025FH7 330 .500 x 1.786 500D337H063FK7 15 .260 x .536 500D156G006BA7 1 .260 x .536 500DI05G016BA7 470 See 0-35 WVDC Listing 20 .260 x .536 500D206G006BA7 2 .260 x .536 500D205G016BA7 500 .500 x 1.786 500D507G025FH7 0-100 WVDC 25 .260 x .723 500D256G006BB7 3 .260 x .536 500D305GOl6BA7 600 .500 x 1.786 500D607G025FK7 

35 .260 x .723 500D356G006BB7 4 .260 x .536 500D405GOl6BA7 680 .448 x 1.536 500D687H025EH7 I .260 x .536 500DI05FlOOBA7 
50 .260 x .723 500D506G006BB7 5 .260 x .536 500D505G016BA 7 1000 .500 x 1.786 500DI08H025FK7 2 .260 x .723 500D205FlOOBB7 
68 .260 x .723 500D686H006BB7 6 .260 x .536 500D605G016BA7 3 .322 x .723 500D305FlOOCB7 
75 .322 x .723 500D756G006CB7 8 .260 x .536 500D805G016BA7 4 .322 x .723 500D405F100CB7 
90 .322 x .723 500D906G006CB7 10 .260 x .536 500DI06G016BA7 0-35 WVDC 5 .322 x .848 500D505F100CC7 

100 .322 x .848 500DI07G006CC7 15 .260 x .723 500DI56G016BB7 
10 .260 x .536 500DI06H035BA7 6 .322 x .848 500D605FlOOCC7 

100 See 0-16 WVDC Listing 20 .260 x .723 500D206G016BB7 22 .260 x .723 500D226H035BB7 8 .385 x .848 500D805FlOODC7 
140 .322 x .848 500DI47G006CC7 22 .260 x .536 500D226HOl6BA7 47 .322 x .723 500D476H035CB7 10 .385 x .848 500DI06FlOODC7 
150 .385 x .848 500DI57G006DC7 25 .260 x .723 500D256G016BB7 68 .322 x .848 500D686H035CC7 15 .385 x .973 500DI56FlOODD7 
150 .322 x .723 500DI57H006CB7 30 .322 x .723 500D306G016CB7 150 .385 x .973 500DI57H035DD7 20 .385 x 1.286 500D206FlOODF7 
200 .385 x .848 500D207G006DC7 35 .322 x .723 500D356G016CB7 220 .385 x 1.286 500D227H035DF7 25 . 385 x 1.536 500D256FlOODHl • 
220 .322 x .848 500D227H006CC7 47 .260 x .723 500D476H016BB7 330 See 0-50 WVDC Listing 30 .385 x 1.536 500D306FlOODH7 
250 .385 x .973 500D257G006DD7 50 .322 x .723 500D506GOl6CB7 470 .448 x 1.536 500D477H035EH7 40 .448 x 1.536 500D406FlOOEH7 
300 .385 x .973 500D307G006DD7 75 .322 x .848 500D756G0l6CC7 680 .500 x 1.786 500D687H035FK7 50 .500 x 1.536 500D506FlOOFH7 
330 .385 x .848 500D337H006DC7 85 .385 x .723 500D856G016DB7 60 .500 x 1.536 500D606FlOOFH7 
400 .385 x 1.286 500D407G006DF7 90 .322 x .848 500D906GOl6CC7 

0-50 WVDC 75 .500 x 1.786 500D756FlOOFK7 
470 .385 x .973 500D477H006DD7 100 .385 x .848 500DI07G016DC7 (- 500 .385 x 1.536 500D507G006DH7 100 .322 x .723 500Dl07H016CB7 I .260 x .536 500D 105G050BA 7 0-150 WVDC 600 .385 x 1.536 500D607G006DH7 130 .385 x .848 500Dl37G016DC7 2 .260 x .536 500D205G050BA 7 
680 .385 x 1.286 500D687H006DF7 150 .385 x .973 500D157G016DD7 3 .260 x .536 500D305G050BA7 1 .260 x .536 500DI05F150BA7 
700 .448 x 1.286 500D707G006EF7 150 .322 x .848 500D157HOl6CC7 3.3 .260 x .536 500D335H050BA 7 2 .260 x .723 500D205F150BB7 
800 .448 x 1.536 500D807G006EH7 180 .385 x .973 500DI87GBl6DD7 4 .260 x .536 500D405G050BA7 3 .322 x .723 500D305F150CB7 
950 .448 x 1.536 500D957G006EH7 200 .385 x 1.286 500D207G016DF7 4.7 .260 x .536 500D475H050BA7 4 .322 x .848 500D405 F150CC 7 

1000 .500 x 1.297 500DI08G006FF7 220 .385 x .848 500D227H016DC7 5 .260 x .723 500D505G050BB7 5 .322 x .848 500D505F150CC7 
1000 .385 x 1.536 500DI08H006DH7 250 .385 x 1.286 500D257GOl6DF7 6 .260 x .723 500D605G050BB7 6 .385 x .848 500D605F150DC7 
1200 .500 x 1.536 500DI28G006FH7 300 .385 x 1.536 500D307GOl6DH7 6.8 .260 x .536 500D685H050BA 7 7 .385 x .848 500D705F150DC7 

Copyright 1977, Sprague Electric Company IND-EEM·14B·EFAB All siles subiect to change without notice. 



42 

SPRAGUE CAPACITORS 
TYPE SOOD ALUMINUM ELECTROL YTICS~ continued 

I'F D.)(L Cat. No. I'F D. x L. Cat. No. I'F D. x L. Cat. No. I'F D. x L. Cat. No . 
8 .. 385 x .848 500D805F150DC7 25 . 500 x 1.536 500D256F200FH7 4 .385 x 1.286 500D405F300D F7 0-400 WVDC 

10 .385x .973 500DI06FI50DD7 30 .500 x 1.786 500D306F200F K 7 5 .385 x 1.286 500D505F300DF7 
15 .385 x 1.286 500D 156 F150Df1 6 .385 x 1.536 500D605F300DH7 I .385 x .848 500D105f400DC7 
20 .385 x 1.536 . 500D206FI50DH7 0-250 WVDC 8 .448 x 1.536 500D805F300EH7 2 .385 x 1.286 500D205F400DF7 
25 .448 x 1.286 500D256FI50EF7 

.1 .322 x .723 .500DI05F250CB7 
10 .448 x 1.536 500DI06F300EH7 3 .385 x 1.536 500D305F400DH7 

30 .448 x 1.536 500D306F150EH7 12 .500 x 1.536 500DI26F300FH7 4 .448 x 1.286 500D405F400EF7 
35 .500 x 1.S36 500D356F150FHl '2 .385 x .723 500D205F2S0DB7 IS .500 x 1.S36 500DIS6F300FH7 5 .448 x 1.S36 SOOD50SF400EH7 
40 .SOO x 1.S36 500D406F150FH7 3 .385 x .848 SOOD305F250DC7 20 .SOO x 1.786 500D206F300FK7 6 .500 x 1.286 SOOD605F400FF7 
50 .500 x 1.786 500DS06F150FK7 4 .385 x .973 500D40SF250DD7 8 .SOO x 1.536 500D80SF400FH7 

5 .385 x .1.286 SOODS05F2S0DF7 10 .SOO x 1.786 SOODI06F400FK7 
0-200 WVDC 6 .38S x 1.286 SOOD60SF250DF7 0-3S0WVDC 12 .SOO x 1.786 SOODI26F400FK7 

I .260 x .723 SOODIOSF200BB7 8 .38S x 1.536 SOOD805F2S0DH7 
I .322 x .848 500DIOSF3S0CC7 10 .448 x 1.286 SOODI06F2S0EF7 0-450WVDC 

2 .322 x .723 SOOD20SF200CB7 12 .448 x 1.S36 SOODI26F250EH7 2 .385 x .848 SOOD205F350DC7 
3 .322 x .848 500D30SF200CC7 

15 .500 x 1.S36 500DIS6F250FH7 3 .38S x .973 SOOD30SF3S0DD7 I .385 x .848 500DI05F450DC7 
4 .385 x .848 500D405F200DC7 20 .SOO x 1.786 500D206F250F K 7 4 .385 x 1.286 SOOD405F350DF7 2 .385 x 1.286 SOOD205F450DF7 
S .38S x .848 SOODSOSF200DC7 S .385 x 1.S36 500DS05F350DH7 3 .448 x 1.286 SOOD305F4S0EF7 
6 .38S x .973 SOOD60SF200DD7 

0-300 WVDC 6 .38S x 1.S36 500D605F350DH7 4 .448 x 1.536 500D405F450EH7 
8 .385 x 1.286 500D805F200DF7 8 .448 x 1.S36 SOOD805F350EH7 5 .500 x 1.286 500D505F4S0FF7 

10 .. 385 x 1.286 500DI06F200DF7 I .322 x .723 500DIOSF300CB7 10 .500 x 1.536 500DI06F350FH7 6 .500 x 1.536 500D60SF450FH7 
15 .448 x 1.286 500DI56F200EF7 2 .385 x .848 500D205F300DC7 12 .500 x 1.S36 SOODI26F350FH7 8 .SOO x 1.786 500D80SF450FK7 
20 .448 x 1.S36 SOOD206F200EH7 3 .38S x .973 SOOD30SF300DD7 IS .SOO x 1.786 SOODI56F3S0FK7 10 .SOO x 1.786 SOODI06F4S0FK7 

TYPE WHllD*AXIAL-LEAD ECONOMY ELECTROLYTICS 
• Made in Hong Kong by Sprague World Trade Corp . 

• Operating temperature range, -20 C to +85 C. 

• All-welded construction - no pressure joints to cause open 
or intermittent circuits. 

• Low leakage current - means minimum drain and longer 
battery life in bypass circuits. 

• Also excellent as coupling capacitors. 

• For complete technical data, refer to latest issue of Sprague 
Engineering Bulletin 3148. 

"F D. x L. Ca\. No. "F D. xL. Ca\. No. 

3 WVDC, 4 V SURGE 65 .322 x .723 WHllD656GOl2X 

25 .260 x .536 WHII D2S6G003Y 100 .385 x .723 WHllDI01GOl2C 
200 .385 x .973 WHllD207GOl2E 65 .260 x .723 WHllD656G003A 300 .385 x 1.286 WHllD307GOl2F 100 .322 x .723 WHII DI01G003X 400 .385 x 1.536 WHllD407GOl2G 120 .322 x .723 WHllDI27G003X 500 .465 x 1.286 WHllD507GOl2K 150 .385 x .723 WHllDI57G003C 650 .465 x 1.536 WHllD657GOl2M 200 .385 x .723 WHllD207G003C 700 .510 x 1.286 WHllD107GOl2P 350 .385 x .973 WHII D357G003E 800 .510 x 1.536 WHllD807GOl2R 400 .385 x .973 WHllD407G003E 

500 .385 x 1.286 WHllD507G003F 1200 .510 x 1.786 WHllDI28GOl2S 
600 .385 x 1.286 WHllD607G003F 
800 .385 x 1.536 WHllD807G003G 16 WVDC, 18 V SURGE 

1000 .465 x 1.286 WHllD108G003K 10 .260 x .536 WHllDI06GOl6Y 1300 .465 x 1.536 WHllDI38G003M 20 .260 x .723 WHllD206GOl6A 2000 .510 x 1.536 WHII D208G003R 
2500 .510 x 1.786 WHII D258G003S 25 .260 x .723 WHllD256GOl6A 

50 .322 x .723 WHllD506GOl6X 
65 .385 x .723 WHllD656GOl6C 6 WVDC, 8 V SURGE 
75 .385 x .723 WHllD756GOl6C 

20 .260 x .536 WHllD206G006Y 120 .385 x .973 WHllDI27GOl6E 
50 .260 x .723 WHllD506G006A 150 .385 x .973 WHllDI57GOl6E 
75 .322 x .723 WHllD156G006X 200 .385 x 1.286 WHllD207GOl6F 

120 .385 x .723 WHllDI27G006C 250 .385 x 1.286 WHllD257GOl6F 
250 .385 x .973 WHllD257G006E 300 .385 x 1.536 WHllD307GOl6G 
300 .385 x .973 WHII D307G006E 350 .385 x 1.536 WHII D357GOl6G 
350 .385 x 1.286 WHllD357G006F 400 .465 x 1.286 WHllD407GOl6K 
400 .385 x 1.286 WHII D407G006F 450 .465 x 1.286 WHllD457GOl6K 
500 .385 x 1.536 WHllD507G006G 500 .465 x 1.536 WHll D507GOl6M 
600 .385 x 1.536 WHII D607G006G 600 .465 x 1.536 WHllD607GOl6M 
700 .465 x 1.286 WHllD707G006K 650 .510 x 1.286 WHllD657GOl6P 
800 .465 x 1.536 WHllD807G006M 800 .510 x 1.536 WHllD807GOl6R 
950 .465 x 1.536 WHllD957G006M 10QO .510 x 1.786 WHllDI08GOl6S 

1000 .510 x 1.286 WHllDI08G006P 
1500 .510 x 1.536 WHllDI58G006R 25 WVDC, 35 V SURGE 
2000 .510 x 1.786 WHllD208G006S 

I .260 x .536 WHllDI05G025Y 
12 WVDC, 15 V SURGE 2 .260 x .536 WHllD205G025Y 

3 .260 x .536 WHllD305G025Y 
15 .260 x .536 WHllDI56GOl2Y 4 .260 x .536 WHllD405G025Y 
35 .260 x .723 WHII D356GOl2A 5 .26!rx .536 WHll D505G025Y 

"F D. x L. Ca\. No. 

6 .260 x .536 WHll D60~G02SY 
8 .260 x .536 WHllD805G025Y 

10 .260 x .723 WHllDI06G025A 
15 .260 x .723 WHllDI56G025A 
20 .322 x .723 WHllD206G025X 
25 .322 x .723 WHllD256G025X 
35 .322 x .723 WHllD356G025X 
50 .385 x .723 WHllD506G025C 
65 .385 x .973 WHll D656G025E 
75 .385 x .973 WHllD756G025E 

100 .385 x .973 WHllD107G025E 
120 .385 x 1.286 WHllDI27G025F 
150 .385 x 1.286 WHllDIS7G025F 
200 .385 x 1.536 WHl1D207G025G 
250 .465 x 1.286 WHllD257G025K 
300 .465 x 1.536 WHllD307G025M 
350 .465 x 1.536 WHllD357G025M 
400 .510 x 1.286 WHllD407G025P 
450 .510 x 1.536 WHII D457G025R 
5.00 .510 x 1.536 WHllD507G025R 
600 .510 x 1.786 WHllD607G025S 

50 WVDC, 65 V SURGE 

I .260 x .536 WHllDI05G050Y 
2 .260 x .536 WHllD205G050Y 
3 .260 x .536 WHllD305G050Y 
4 .260 x .536 WHllD405G050Y 
5 .260 x .723 WHII D505G050A 
6 .260 x .723 WHllD605G050A 
8 .260 x .723 WHllD805G050A 

10 .322 x .723 WHllDI06G050X 
15 .322 x .723 WHllDI56G050X 
20 .385 x .723 WHII D206G050C 
25 .385 x .723 WHllD256G050C 
35 .385 x .973 WHllD356G050E 
50 .385 x .973 WHllD506G050E 
65 .385 x 1.286 WHll D656G050F 
75 .385 x 1.286 WHllD756G050F 

100 .385 x 1.536 WHllDI01G050G 

*Avallable until present stocks are exhausted. IND·EEM·14D-EfAB 

"F D. x L. Ca\. No. 

120 .465 x 1.286 WHllDI27GOSOK 
150 .465 x 1.536 WHllDIS7G050M 
200 .510 x 1.286 WHllD207G050P 
250 .510 x 1.286 WHllD257G050P 
300 .510 x 1.536 WHllD307G050R 
350 .510 x 1.786 WHllD357GOSOS 
400 .510 x 1.786 WHllD407G050S 

100 WVDC, 125 V SURGE 

I .260 x .536 WHllDI05F100Y 
2 .260 x .723 WHII D205FlOOA 
3 .322 x .723 WHllD305F100X 
4 .322 x .723 WHllD405F100X 
5 .385 x .723 WHII D505FlOOC 
6 .385 x .723 WHII D605F100C 
8 .385 x .973 WHllD805FlOOE 

10 .385 x .973 WHllDI06FlOOE 
15 .385 x .973 WHllDI56F100E 
20 .385 x 1.286 WHII D206FlOOF 
25 .385 x 1.536 WHll D256F100G 
35 .465 x 1.536 WHllD356F100M 
50 .510 x 1.536 WHllD506F100R 
65 .510 x 1.786 WHllD656F100S 
75 .510 x 1.786 WHllD756F100S 

ISO WVDC, 175 V SURGE 

I .260 x .536 WHllDI05Fl50Y 
2 .322 x .723 WHllD205F150X 
3 .385 x .723 WHllD305Fl50C 
4 .385 x .723 WHII D405FI50C 
5 .385 x .723 WHllD505F150C 
6 .385 x .973 WHII D605Fl50E 
8 .385 x .973 WHll D805Fl50E 

10 .385 x 1.286 WHllDI06F150F 
15 .385 x 1.286 WHllDI56F150F 
20 .385 x 1.536 WHllD206F150G 
25 .465 x 1.536 WHllD256Fl50M 
35 .510 x 1.536 WHll D356Fl50R 
50 .510 x 1.786 WHllD506Fl50S 

All sizes subject to change without notice~ 
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(: SPRAGUE CAPACITORS 
TYPE S01D MINILYTIC® ALUMINUM ELECTROLYTICS 

• For entertainment and commercial • Designed for operation over temper" 
applications requiring miniature tubu- ature range of -40°C to +.85°C. 
lar 'Iytics with good operating life. • Very low equivalent series resistance 

• Intended .for use in coupling, decoup- and leakage current. 

ling, bypass, and filtering circuits in 
• Supplied with outer thermop lastic 

.radios·, automobile receivers, port- sleeve over aluminum case. 
able tape recorders, Hi-Fi equip-

• For complete technical data, refer to ment, commercial amplifiers, etc. 
latest issue of Engineering Bulletin 

.. 
;~'f+ • Capacitance tolerance, -10, +50%. 3151. 

D. x L. D. x L. D. x L. D. x L. 
(Inches) (mm) Catalog No. pi (Inches) (mm) Catalog No. 

0-6.3 WVDC, 8 V ~URGE 0-35 WVDC, 44 V SURGE 

150 .315 x .630 8 x 16 501D157F6R3MM 6.8 .236 x .472 6 x 12 501D685F035Ll 
470 .394 x .827 10 x 21 501D477F6R3NP 10 .236 x .472 6 x 12 501D106F035Ll 
680 .394 x 1.020 10 x 26 SOID687F6R3NR IS .236 x .630 6 x 16 5010 156F03 SlM 

1500 .512 x 1.280 13 x 32.5 SOlD1S8F6R3PS 33 .31S x .630 8 x 16 SOlD336F035MM 
2200 .630 x 1.280 16 x 32.S SO 1 D228F6R3QS 47 .315 x .787 8 x 20 SOlD476F03SMN 

68 .394 x .827 10 x 21 501D686F035NP 
4700 .709 x 1.S70 18 x 40 SOlD478F6R3SV 
6800 .866 x 1.570 22 x 40 SO ID688F6R3TV 100 .394 x .827 10 x 21 501D107F035NP 

10000 .866 x 2.0S0 22 x S2 SO 1 0 1 09F6R3TW ISO .394 x 1.020 10 x 26 501D157F03SNR 
15000 1.000 x 2.400 2S.4 x 61 501D159F6R3UX 330 .S12 x 1.020 13 x 26 SOlD337F03SPR 

0-10 WVDC, 13 V SURGE 
470 .512 x 1.280 13 x 32.5 501D477F035PS 

C 33 .236 x .472 6 x 12 501D336F010ll 680 .630 x 1.280 16 x 32.5 501D687F035QS 
47 .236 x .472 6 . x 12 501D476F010lL 1000 .630 x 1.630 16 x 41.5 501D108F035QT 

220 .315 x .787 8 x 20 501D227F010MN 1500 .709 x 1.570 18 x 40 501D158F03SSV 
330 .394 x .827 10 x 21 50 ID337FO10NP 2200 .866 x 1.570 22 x 40 50ID228F035TV 
470 .394 x 1.020 10 x 26 501D477F01ONR 3300 .866 x 2.050 22 x 52 SOlD338F035TW 

4700 1.000 x 2.050 25.4 x 52 501D478FQ35UW 
1000 .S12 x 1.020 13 x 26 SOlD108F010PR 
3300 .630 x 1.630 16 x 41.5 501D338F010QT 0-50 WVDC, 63 V SURGE 
6800 .866 x 2.0S0 22 x 52 501D688F01OTW 

10000 1.000 x 2.0S0 2S.4 x S2 SOlD109F010UW 
0-1& WVDC, 20 V SURBE 

22 .315 x .630 8 x 16 501D226F050MM 
33 .315 x .787 8 x 20 501D336F050MN 

22 .236 x .472 6 x 12 SOlD226F016Ll 1000 .709 x 1.570 18 x 40 501D108F050SV 
33 .236 x .630 6 x 16 501D336F016LM 1500 .866 x 1.570 22 x 40 50ID158F050TV 
68 .315 x .630 8 x 16 SOlD686F016MM 2200 .866 x 2.050 22 x 52 501D228F050TW 

100 .315 x .630 8 x 16 501D107F016MM 3300 1.000 x 2.400 25.4 x 61 501D338F050UX 
150 .315 x .787 8 x 20 501D157F016MN 
220 .394 x .827 10 x 21 501D227F016NP 

0-63 WVDC, 79 V SURGE 330 .394 x 1.020 10 x 26 501D337F016NR 
680 .512 x 1.020 13 x 26 501D687F016PR 

.47 .236 x .472 6 x 12 501D474F063Ll 
1000 .512 x 1.280 13 x 32.5 501D108F016PS .68 .236 x .472 6 x 12 501D684F063ll 
1500 .630 x 1.280 16 x 32.5 501D158F016QS 1.0 .236 x .472 6 x 12 501D105F063ll 
2200 .630 x 1.630 16 x 41.5 501D228F016QT 1.5 .236 x .472 6 x 12 501D155F063ll 
4700 .866 x 1.570 22 x 40 SOlD478F016TV 2.2 .236 x .472 6 x 12 501D225F063ll 
6800 1.000 x 2.050 2S.4 x 52 501D688F016UW 3.3 .236 x .472 6 x 12 501 D33 5F063ll 

10000 1.000 x 2.400 2S.4 x 61 SOlD109F016UX 4.7 .236 x .472 6 x 12 501D475F063ll 

0-25 WVDC, 32 V SURGE 
6.8 .236 x .630 6 x 16 50ID685F063lM 

15 .236 x .472 6 x 12 501D156F025Ll 10 .315 x .630 8 x 16 50ID106F063MM 
22 .236 x .630 6 x 16 501D226F025lM 15 .315 x .630 8 x 16 501D156F063MM 
47 .31S x .630 8 x 16 501D476F025MM 22 .315 x .787 8 x 20 SOlD226F063MN 
68 .315 x .787 8 x 20 501D686F025MN 33 .394 x .827 10 x 21 501D336F063NP 

47 .394 x .827 10 x 21 SOlD476F063NP 
100 .31S x .787 8 x 20 SO 1D 107F02SMN 68 .394 x 1.020 10 x 26 SOlD686F063NR 
ISO .394 x .827 10 x 21 SOlD1S7F02SNP 100 .394 x 1.020 10 x 26 SOlD107F063NR 
220 .394 x 1.020 10 x 26 50ID227F025NR 150 .512 x 1.020 13 x 26 501D157F063PR 
470 .S12 x 1.020 13 x 26 50ID477F02SPR 

C 680 .S12 x 1.280 13 x 32.S 501D687F025PS 220 .512 x 1.020 13 x 26 501D227F063PR 
330 .630 x 1.280 16 x 32.5 SOID337F063QS 

1000 .630 x 1.280 16 x 32.5 501D108F025QS 470 .630 x 1.280 16 x 32.5 501D477F063QS 
lS00 .630 x 1.630 16 x 41.5 501D158F025QT 680 .630 x 1.630 16 x 41.5 SOlD687F063QT 
3300 .866 x 1.570 22 x 40 501D338F025TV 1000 .866 x 1.570 22 x 40 501 D 1 08F063TV 
4700 .866 x 2.050 22 x 52 SOlD478F02STW 1500 .866 x 2.0S0 22 x 52 501D1S8F063TW 
6800 1.000 x 2.400 2S.4 x 61 SOlD688F02SUX 2200 1.000 x 2.050 2S.4 x S2 SOlD228F063UW 

Copyright 197B, Sprague Electric Company, IND-l03-EFAB Sizes subject to change without notice 
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SPRAGUE CAPACITORS 
--. - -~ ----- ----

TYPE TVA ATOM® ELECTROL YTICS 
• The smallest dependable standard tubular. Capacitors to 475V operate up to 

85°C (l85°F); higher voltage units designed for 65°C operation. 

• Whether for TV sets, ac/dc sets, auto radios, home radio·phono combinations, or 
other electronic equipment servicing, the Sprague ATOM line will handle all your 
replacement requirements - no dual inventory problems. 

• Lower leakage cu rrents. • Long shelf life. 

• Will withstand high temperatures, high ripple currents, high surge voltages. 

• Metal case construction with thermoplasllc outer sleeve except as noted by t sign. 

• Catalog numbers with TVAN prefix are non-polarized, and are ideal for speaker 
crossover networks. (See Page 46) 

I'F WVDC Dia. x Length Cat. No. I'F WVDC Dia. x Length Cat. No. I'F WVDC Dia. x Length Cat. No. 

S'INGLE UNITS (Polar) ISO 6 3,S x 27/32 TVA-110l.5 SOO 12 1/2 x I 9/16 TVA-1132.4 

1000 I S/Sx21 S TVA-IOSO 
200 6 3,S x 27;32 TVA-110l.7 900 12 l/2 x I 13/16 TVA-1132.5 
2S0 6 3;S x 31/32 TVA-1102 1000 12 1/2 x113/16 TVA-I133 

3 1,4 x 17 32 TVA-IOSI 300 6 J,8 x 31/32 TVA-1102.l 1200 12 1/2 x 113/16 TVA-I133.4 
3 14xl732 TVA-I0SU 400 6 3{S X 1 9/32 TVA-1102.3 1500 12 3/4 x121/32 TVA-1133.S 
3 14x1732 TVA-I0S1.2 2000 12 7/S x 121/32 TVA-ll34 
3 1,4 x 17.32 TVA-I0SU 500 6 3{S x 117/32 TVA-1103 2500 12 7/S x12lt32 TVA-1134.5 
3 1. 4 x 17 32 TVA-I0Sl.4 600 6 3{S x 117/32 TVA-ll03.2 

700 6 1/16 xl 9/32 TVA-1103.4 3000 12 7/S x 1 21/32 TVA-ll35 
6 3 14 x 17{32 TVA-I0SU SOO 6 7/16 x 117/32 TVA-1103.S 4000 12 7/S x 2 5/32 TVA-1136 
S 3 1 4 x 17.32 TVA-IOal.6 950 6 7/16 x 117/32 TVA-ll03.9 5000 12 1 x 2 13/32 TVA-1136'! 

10 3 14x1732 TVA-IOS2, 1000 6 1;2 x 1 9/32 TVA-ll04 10000 12 11/4 x 211/16 TVA-ll37 
IS 3 1 4 x 17 ;32 TVA-I0S2.5 1200 6 1/2 x 117/32 TVA-ll04.1 1 16 It4 x 17;32 TVA-1140 
20 3 14x17,32 TVA-IOS3 ISOO 6 1/2 xl 17/32 TVA-1105 2 16 1/4 x 17;32 TVA-Il4l 
25 3 1:4 x 17{32 TVA-I0S4 3 16 1/4 x 17/32 TVA-ll42 

IS00 6 1/2 x125/32 TVA-1lO5'! 4 16 1/4 x 17;32 TVA-1143 30 3 1,4x17/32 TVA-IOS4.5 2000 6 1/2 xl 25/32 TVA-1106 5 16 1/4 x 17/32 TVA-1144 50 3 I 4 x 23/32 TVA-lOSS 6 16 1/4 x 17/32 TVA-1144.l r-'~ 
65 3 1,4x23.32 TVA-I0S5.5 2500 6 3/4 x I 21/32 TVA-1106.5 I 

75 3 5 16 x 23/32 TVA-lOSS 3000 6 3;4 xl 29/32 TVA-l107 S 16 1/4 x 17/32 TVA-1144.2 "--~_./ 
4000 6 7 /S xl 29;32 TVA-110S 10 16 1/4 x 17/32 TVA-1145 

100 3 5,16 x 23,32 TVA-IOS9 15 16 lA x 23,32 TVA-1146 
130 3 5/16 x 23,32 TVA-IOS9.5 5000 6 7/S x 129/32 TVA-ll09 20 16 1/4 x 23,32 TVA-1147 
150 3 5,16 x 23/32 TVA-I090 10000 6 1 x 2 .13/32 TVA-I115 25 16 1/4 x 23/32 TVA-114S 
200 3 5/16 x 27/32 TVA-1091 17000 6 11/4 x 3 5/32 TVA-1ll6.2* 

30 16 5/16 x 23;32 TVA-1149 250 3 3,S x 27,32 TVA-I091.5 40000 6 13/S x 45/32 TVA-Il2l* 
35 16 5/16 x 23,32 TVA-1149'! 

300 
50 16 5/16 x 23/32 TVA-mO 

3 3/S x 27/32 TVA-1092 
TVA-112S 75 16 5/16 x 27{32 TVA-ll5l 

400 3 3/S x 31/32 TVA-I093 1000 10 1/2 x 113il6 S5 16 3/S x 23/32 TVA-ll52 
500 3 3/S xl 9/32 TVA-I094 3000 10 7/S X 1 21/32 TVA-1129.2 
600 3 3/S x 1 9/32 TVA-I095 4000 10 7/S xl 29;32 TVA-1129.4 90 16 5/16 x 27/32 TVA-1153 
750 3 3/S x 1 17 /32 TVA-I097 5000 10 1 x? 5/32 TVA-1129.5 100 16 3/8 x 27/32 TVA-1160 

10000 10 I I/S x 211/16 TVA-1129.8 130 16 3/8 x 27/32 TVA-1160.2 
SOO 3 3/S x 117 /32 TVA-I097.! 150 16 3/S x 31/32 TVA-1160.3 
900 3 7/16 x 1 9/32 TVA-I097.2 1 12 1/4 x 17/32 TVA-1l29.BO 175 16 3/S x 31;32 TVA-1160.4 

1000 3 7/16 x 1 17/32 TVA-I097.3 2 12 1/4 x 17;32 TVA-1129.81 
180 16 3/S x 31/32 TVA-1160.5 

1200 3 7/16 x I 17/32 TVA-I097.4 3 12 1/4 x 17/32 TVA-1129.82 
200 16 3{S xl 9/32 TVA-1160.6 

1500 3 1/2 x 117/32 TVA-I097.5 4 12 1/4 x 17/32 TV.~-1129.S3 250 16 3{S x I 9/32 TVA-1161 
5 12 1/4 x 17/32 TVA-1129.84 300 16 3;S x 117/32 TVA-1161.1 

IS00 3 1/2 xl 17/32 TVA-1097.6 350 16 3/8 x I 17,.32 TVA-1161.2 
2000 3 1/2 x 117 /32 TVA-I097.7 

6 12 1/4 x 17/32 TVA-1129.85 7/16 x I 9/32 TVA-116l.5 2200 3 1/2 x I 13/16 TVA-I097.8 400 16 
2500 3 1/2 x 113;16 TVA-I097.9 8 12 1/4 x 17/32 TVA-1129.86 450 16 7/16 x 117/32 TVA-1161.6 
3000 3 3/4 x I 21/32 TVA-I09S 10 12 1/4 x 17;32 TVA-1129.S7 500 16 7;16 x 117,32 TVA-1162 

IS 12 1/4 x 17/32 TVA-1129.S9 600 16 7,16xI17,32 TVA-1162.2 

4000 3 3/4 x 1 21/32 TVA-I099 20 12 1/4 x 23/32 TVA-1l29.90 SOO 16 1/2 x I 9 16 TVA-1162.3 
5000 3 3/4 x 129/32 TVA-I099'! 25 12 1/4 x 23;32 TVA-1129.91 1000 16 1/2 x 113,16 TVA-1I63 

10000 3 7/8x2 5/32 TVA-I099.6 30 12 1/4 x 23;32 TVA-1129.92 1200 16 1/2 x 113,16 TVA-1I64 
50 12 5/16 x 23/32 TVA-1129.94 1500 16 3/4 x 1 21/32 TVA-ll75.2 

1 6 1/4 x 17/32 TVA-I099.80 60 12 5/16 x 23/32 TVA-1129.95 2000 16 3/4 x 1 21/32 TVA-ll70 
2 6 1/4 x 17/32 TVA-1099.S1 75 12 5/16 x 27/32 TVA-1129.96 2500 16 7,S x 129,32 TVA-1l75.3 
3 6 1/4 x 17/32 TVA-1099.S2 

3000 16 7.Sx12932 TVA-ll75 4 6 1/4 x 17/32 TVA-I099.83 90 12 3/8 x 23;32 TVA-1129.97 
5 6 1/4 x 17/32 TVA-I099.S4 100 12 5/16 x 27/32 TVA-1130 4000 16 7/8 x 2 5/32 TVA-I 175.4 
6 6 1/4 x 17/32 TVA-I099.85 140 12 3/8 x 27/32 TVA-1130.2 5000 16 I x 2 S 32 TVA-117S.S 
S 6 1/4 v 17/32 TVA-1099.86 ISO 12 3/8 x 31/32 TVA-1130.3 6000 16 liS x 2 5 32 TVA-1I75.6 

190 12 3/S x 31/32 TVA-1130.5 SOOO 16 I I 8 x 2 11 16 TVA-IllS.? 
10 6 1/4 x 17/32 TVA-I099.S7 10000 16 I I 4 x 2 11 16 TVA-117S,S 
15 6 1/4 x 17/32 TVA-I099.S9 200 12 3/S xl 9/3:1 TVA-1130.6 15000 16 II 4 x 3 II 16 TVA·1l75.lI 20 6 1/4 x 17/32 TVA·I099.90 250 12 3 S x I 9,32 TVA-Il3l 20000 16 1 3 S x 4 5 32 TVA-lIIS'!3 
25 6 1/4 x 23;32 TVA·I099.91 290 12 3 S xl 9 32 TVA-1l31.1 150 20 3 S x 31 32 TVA· 1180 
35 6 1/4 x 23/32 TVA-I099.93 390 12 3.S xiii 32 TVA-1l31.2 1500 20 7 a x 1 21 32 TVA-l190 ''-- ./ 50 6 1/4 x 23/32 TVA-ll00 400 12 7.16xI9.32 TVA-1l3U 
75 6 5;16 x 23132 TVA-ll00.5 2300 20 I x 121 32 TVA·lI94 
90 6 5.16 x 23.32 TVA-ll00.6 450 12 7 16 x I 9 32 TVA-1l31.5 1 25 I 4 x 17 32 TVA-1200 

100 6 5,16 x 27,.32 TVA-lIOI 500 12 7.16x11732 TVA-Il32 2 25 I 4 x 17 32 TVA·1201 
140 6 516 x 27/32 TVA-ll0l.2 600 12 7 16 x I 17 32 TVA-1l32.2 3 25 I 4 x 17 32 TVA·120Ll 

.·Available until present stocks are exhausted. 

Capyright © 1976, 1979, Sprague Electric Campany SERV"'-EOAl Sizes subiact to chonge without notice. 
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SPRAGUE CAPACITORS 
- _.-

TYPE TVA A TOM® ELECTROL YTICS - Continued 

~F WVDC Dia. x Length Cat. No. ~F WVDC Dia. x Length Cat. No. ~F WVDC Dia. x Leng1h Cat. No. 

c 

6000 50 I 3/8 x 3 21/32 TVA-1318.8· 4 200 3;8 x 27;32 TVA·I437 
SINGLE UNITS - Continued 7000 50 13/8 x 4 5/32 TVA-1318.9· 5 200 3,8 x 27/32 TVA-1438 

4 25 I 4 x 17 32 TVA-1202 8000 50 13,8 x4 5,32 TVA-1318.l0 6 200 3;8 x 31;32 TVA-I439 
250 60 1,2 x I 9,16 TVA-1319 8 200 3/8 x I 9/32 TVA-1440 

5 25 I 4 x 17 32 TVA-1203 
6 25 I 4 x 17.32 TVA-1203.1 500 75 1 x 2 21/32 TVA-1319.5 10 200 3,8 x 19/32 TVA-1441 
8 25 1. 4 x 17 32 TVA-1203.3 1000 75 Ix221,32 TVA-1319.7 15 200 7;16 x 1 9/32 TVA-1442 

10 25 I 4 x 17 32 TVA-1204 "1500 75 I x 3 21/32 TVA-1319.8 20 200 7/16xI17;32 TVA-1442.1 
15 25 1 4 x 23 32 TVA-1204.2 2000 75 13,8 x 2 3/8 TVA-1319.9 25 200 1/2 x 1 35/64 TVA-1442,2 

TVA-1204.5 10 90 3,8 x 27/32 TVA-I 320 30 200 1/2 x 113(16 TVA-1442.3 
20 25 5.16 x 23 32 
25 25 5 16 x 23 32 TVA-1205. 16 90 3/8 x,31/32 TVA-I32l 40 200 3/4 x 113/32 TVA-1442.5 
30 25 5 16 x 23 32 TVA-1205.1 I 100 1,4 x 17/32 TVA-1330 50 200 3/4 x 1 21/32 TVA-1443 
35 25 5 16 x 23 32 TVA-1205.2 2 100 1,4 x 23,32 TVA-I33l 60 200 7,8 x 121.132 TVA-1443.1 
40 25 5 16 x 27 32 TVA-1205.7 3 100 5/16 x 23;32 TVA-I332 75 200 7/8 x 2 5/32 TVA-1444 

4 100 5,16 x 23/32 TVA-I333 85 200 7,8 x 129;32 TVA-1444.2 
50 25 5 16 x 27 32 TVA-1206 
75 25 38 x 27.32 TVA-1206.1 5 100 5;16 x 27,32 TVA-1334 100 200 7,8x25;32 TVA-1445 

100 25 3 8 x 31 32 TVA-1207 6 100 5/16 x 27/32 TVA-1335 120 200 I x I 29/32 TVA-1446 
150 25 3 8 x I 9 32 TVA-1207.5 8 100 3,8 x 27/32 TVA-1336 "150 200 I x 2 5/32 * TVA-I447 
200 25 3 8 x I 17. 32 TVA-1207.7 10 100 3/8 x 27/32 TVA-I337 "200 200 11;8 x 2 11;16 * TVA-1480 

15 100 3,8 x 31/32 TVA-I338 400 200 11/4 x 3 5/32 TVA-1483' 
2!itl 25 7 16 x 1 9 32 TVA-1208 500 200 11/4 x 311;16 TVA-1484 
300 25 7 16 x 117,32 TVA-1208.5 20 100 3/8 x I 9;32 TVA-I339 600 200 I 3/8 x 3 21/32 TVA-1485' 
350 25 7,16x117,32 TVA-1208.6 25 100 3,8 x 117/32 TVA-1340 
400 25 1/2 x I 5.16 TVA-1208.7 30 100 38 x 117/32 TVA-I341 I 250 5/16 x 23/32 TVA-1500 
450 25 1,2 x I 9,16 TVA-1208.8 40 100 7/16xI17/32 TVA-I342 2 250 3,8 x 23;32 TVA-1500.1 
500 25 I 2 x I 9 16 TVA-1209 50 100 1/2 x 19/16 TVA-I343 3 250 3;8 x 27;32 TVA-1500.2 
600 25 1,2 x 113 16 TVA-1209.2 60 100 1;2 x I 9;16 TVA-1344 4 250 3,8 x 31;32 TVA-1501 
800 25 3,4 xl2132 TVA-l209.4 75 100 1/2 x 113;16 TVA-1345 5 250 3/8 x I 9/32 TVA-1502 

1000 25 3/4 x 1 21/32 TVA-I2ll 85 100 3/4 x I 13/32 TVA-1345.2 6 250 3;8 x 19/32 TVA-1502.1 
1500 25 7,8 x 129,32 TVA-I212 100 100 3;4 x 113/32 TVA-1346 8 250 3/8 x 117/32 TVA-1503 

150 100 3/4 x 1 21/32 TVA-1347 10 250 7 ;16 x I 9;32 TVA-1504 
2000 25 I xl 29/32 TVA-I2l3 12 250 7;16 x 1 17;32 TVA-1505 
2500 25 I x 1 29,32 TVA-1213.5 200 100 7/8 x 1 29;32 TVA-1348 15 250 1;2 x 19/16 TVA-1506 

'3000 25 1 x 2 5;32 TVA-1214 250 100 7/8 x 129/32 TVA-1349 16 250 1;2 x I 9;16 TVA-1507 
4000 25 11,8x211,16 TVA-1214.2 300 100 lx129;32 TVA-1350 
5000 25 11/8 x 211;16 TVA-1214.5 400 IDO- l J. 2 5;32 TVA-I375 20 250 1/2 x 1 13;16 TVA-1508 

500 100 11/8 x 2 5/32 TVA-1376 25 250 3;4 x 113;32 TVA-1509 
8000 25 11,4x311)16 TVA-1214.S 30 250 3/4 x I 13/32 TVA-l5l0 

10000 25 13.8x311,16 TVA-1214.10 600 100 11;8 x 2 11;16 TVA-I377 40 250 7;8 x 113/32 TVA-I5ll 
13000 25 13/8 x 45/32 TVA-1214.12* 800 100 11/8 x 2 11;16 TVA-I379 50 250 7/8 x 113/32 TVA-I512 "900 30 7,8 x 121,32 TVA-1222 
1000 30 7/8xI29/32 TVA-1222.1 1000 100 11/4 x 2 11;16 TVA-1380 60 250 7/8 x I 21/32 TVA-I5l3 

200 35 7,16 x 117;32 TVA-I223 1500 100 I 1/4 x 3 11/16 TVA-1382 70 250 7 ;8 x I 29;32 TVA-1515 
2000 100 13/8 x45/32 TVA-1384 75 250 7;8 x 2 5;32 TVA-1520 

300 35 1;2 x I 9/16 TVA-I225 85 250 7;8 x2 5;32 TVA-I521 
500 35 1;2 x 113;16 TVA-I227 I 150 1;4 x 17;32 TVA-1400 

5500 35 I x 3 13;32 TVA-1229 2 150 1/4 x 23;32 TVA-1400.l 100 250 I ~ I 29;32 TVA-I522 
I 50 IJ4 x 17;32 TVA-1300 3 ISO 5/16 x 23;32 TVA-1400.2 125 250 7,8x25,8 TVA-I524 
2 50 1/4 x 17;32 TVA-1301 4 150 5/16 x 27;32 TVA-1402 150 250 I L8 x 2 5 32 TVA-I525 

3 50 1;4 x 17/32 TVA-1302 5 ISO 5;16 x 27;32 TVA-1403 160 250 I x 2 5 32 TVA-I526 

4 50 1/4 17;32 TVA-1302.7 "200 250 II 4 x 2 11,16 TVA-1528 x 6 ISO 3/8 x 27/32 TVA-1403.1 5 50 1;4 x 23;32 TVA-1303 1'1/4 x 2 11/16 6 50 1;4 23/32 TVA-I303.1 7 150 3;8 x 27, 32 TVA-1403.2 225 250 TVA-1528.2 x 8 150 3/8 x 27;32 TVA-1405 250 250 I 1/4 x 245/64 TVA-1528.3 
8 50 1;4 x 23/32 TVA-1303.2 10 150 3/8 x 31/32 TVA-1406 300 250 11,4x35,32 TVA-1528.5 

10 50 5;16 x 23/32 TVA-1304 12 150 3;8 x I 9;32 TVA-1407 400 250 11,4 x 311;16 TVA-1528.7 
450 250 13,8 x311/16 TVA-1528.8 15 50 5/16 x 23/32 TVA-1305 15 150 3/8 x19/32 TVA-1408 

20 50 5/16 x 27/32 TVA-1305.5 16 150 3;8 x 117/32 TVA-1409 500 250 13,8 x 311/16 TVA-1528.9 25 5Q 5/16 x 27/32 TVA-1306 20 150 3/8 x 117/32 TVA-14lO 60Q 250 I 38 x 45,32 TVA-1529 35 50 3;8 x 27/32 TVA-1306.2 25 150 7;16 x 19;32 TVA-I41l 6 275 3,8xI17,32 TVA-l530 
40 50 3/8 x 31/32 TVA-1306.5 30 150 7/16 x 117/32 TVA-1412 1 300 5/16 x 23,32 TVA-1540 
50 50 3;8 x 31/32 TVA-1308 35 150 1;2 x 117;32 TVA-1412.1 2 300 3/8 x 27,32 TVA-1541 
60 50 3;8 xl 9;32 TVA-1309.3 40 150 1;2 x 117/32 TVA-1413 3 300 3 '8 x 31.32 TVA-1542 75 50 3;8 x I 9;32 TVA-1309,4 50 150 1;2 x 113;16 TVA-I414 4 300 3,8 x19;32 TVA-1543 100 50 3;8 x 117 /32 TVA-l3l0 60 150 3/4 x 113/32 TVA-I415 5 300 3,8 x 19,32 TVA-1544 

120 50 7/16 x 1 9/32 TVA-l3l0.l 75 150 7;8 x 113/32 TVA-1416 6 300 3,8 xl 17,32 TVA-1545 
125 50 7/16 x I 17;32 TVA-131O.2 80 150 7;8 x 113;32 TVA-I418 8 300 7,16 x 117/32 TVA-1546 
150 50 7/16 x 117 /32 TVA-I3ll 85 150 7;8 xl 21/32 TVA-1418.1 10 300 7,16 x 117.'32 TVA-1547 200 50 1/2 x I 5/16 TvA-1311.5 100 150 7,8 x 121/32 TVA-1420 12 300 1.2 xl9,16 TVA-1548 250 50 1/2 x I 5/16 TVA-I312 150 150 7,8 x25/32 TVA-1422 15 300 I 2 xl 9 16 TVA-1549 
300 50 1/2 x I 9/16 TVA-1312.1 160 150 I xl 29/32 TVA-1422.5 20 300 I 2 x 1 13 16 TVA-l550 
350 50 1/2 x 113/16 TVA-1312.2 200 150 I x 2 5/32 TVA-I423 25 300 3 4 x 1 21,32 TVA-1551 
400 50 1/2 x 113/16 TVA-I313 "250 150 118 x 2 5/32 *TVA-I424 30 300 3 4 x I 29 32 TVA-1552 500 50 3,4 x121/32 TVA-I315 300 150 11,8 x 211/16 TVA-1425 40 300 3/4 x I 29/32 TVA-I553 600 50 3/4 x 1 21/32 TVA-1315.2 350 150 I x 2 21/32 TVA-1426 50 300 7 8 x I 29 32 TVA-1570 
800 50 7,8 x 121/32 TVA-1315.4 400 150 11,4 x 211/16 TVA-1426.1 60 300 7 8 x 2 532 TVA-1570.1 

1000 50 7/8 x 129/32 TVA-1316 500 150 I J.4 x 3.5;32 TVI\.-1428 75 300 I x 2 5 32 TVA-I 571 
1500 50 7/8 x 2 5/32 lVA-1318 1000 150 I 3 8 x 4 5/32 TVA-1429 85 300 I x 2 ! 3 32 TVA·157!.2 
2000 50 11,8 x2 5/32 TVA-1318.2 80 175 3/4 x I 29/32 TVA-1430 100 300 I 1 8 x 2 5 32 TVA-I573 
2500 50 11,8x2Il/16 TVA-1318.3 "140 300 1 x 3 5 32 *TVA·1575 
3000 50 11,4 x211,16 TVA-1318.4 1 200 1,4 x 23,32 TVA-1434 "150 300 1 I 4 x 2 II 16 * TVA-1576 
4000 50 11,4 x3 5,32 TVA-1318.5 2 200 5 16 x 23. 32 TVA-1435 "200 300 114x3532 * TVA-I578 
5000 50 I 3,8 x 3 1/8 TVA-1318.7 3 200 5 16 x 27 32 TVA-1436 250 300 I 1/4 x 3 21/32 TVA-1579' 

* Available until present stacks are exhausted. **Single-ended with 8-Inch flexIble leads. *Maunting Strap Attached. 

Copyright © 1976. 1979. Sprague Electric Company SERV-5-EOAI,. Sil,.,> wbject to chong'" without noticf'. 
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SPRAGUE CAPACITORS 
TYPE TVA ATOM~ ELECTROLYTICS - Continued 

~F WVDC Di~. x Length C,\. No. "F WVDC Di~. x Length Cat. No. ~F Volts Dia. x Length Cat. No. 

SINGLE UNITS - Continued "150 450 I 3/8 x 3 11/16 TVA-I7l9 35 25 3/8 x 27/32 TVAN-1205.5 

I 3/8 x 3 11116 
160 450 I 3/8 x 3 11116 TVA-1719.2 50 25 3/8 x 31/32 WAN-120S.1 

300 300 TVA-1580 "200 450 I 3/8 x 4 5/32 TVA-J720 100 25 3/8 x 117132 TVAN-1207.! 
400 300 I 3/8 x 4 5/32 TVA-1582 "225 450 13/8 x 4 5/32 TVA-I722' 3 30 1/4 x 23/32 TVAN-1215 

I 350 5/16 x 27/32 TVA-1599 I 475 1/2 x 113/32 TVA-1790 
2 350 3/8 x 27/32 TVA-1600 2 475 5/8 X'l 5/32 TVA-I79l 20 30 3/8 x 27/32 TVAN-J220 
3 350 3/8 x 31132 TVA-1600.1 10 40 5/16 x 27/32 TVAN-l230 

4 350 3/8 x I 9/32 TVA-1601 3 475 5/8 x I 13/32 TVA-I792 20 40 3/8 x 31/32 TVAN-1232 
2 50 1/4 x 23/32 TVAN-130Ll 

5 350 3/8xI17/32 TVA-1602.S 4 475 5/8 x I 21/32 TVA-1800 3 50 114 x 23/32 TVAN-1302.! 
6 350 3/8 x I 17/32 TVA-1602.6 5 475 5/8 x I 21/32 TVA-1800.1 
8 350 7/16xI17/32 TVA-1603 6 475 5/8 x I 21/32 TVA-1800.2 4 50 1/4 x 23/32 * TVAN-1302.5 

10 350 1/2 x I 9/16 TVA-1604 8 475 3/4 x I 13/32 TVA-1801 5 50 5/16 x 23/32 TVAN-l303.l 

12 350 1/2 x 19/15 TVA-1605 
8 50 5116 x 27/32 TV AN -1303.4 

15 350 1/2 x I 13/16 TVA-1607 
10 475 3/4 x I 21/32 TVA-1802 10 50 5/16 x 27/32 TVAN-1304.1 
12 475 3/4 x I 29/32 TVA-1802.1 25 50 3/8 x I 9/32 TVAN-1306'! 

16 350 3/4 x I 13/32 TVA-1607.1 15 475 3/4 x I 29/32 TVA-1803 30 50 3/8 x I 9/32 TVAN-1306.2 20 350 3/4 x I 21132 TVA-1608 16 475 7/8 xl 21/32 TVA-1803'! 
25 350 3/4 x I 29/32 TVA-1609 20 475 7/8 x 2 5/32 TVA-1804 50 50 7/16x19132 TVAN-1308.1 

60 50 7/16 x I 17/32 TVAN-1309.2 
30 350 7/8xl21J32 TVA-1610 

30 475 7/8 x 2 5/32 TVA-1806' 100 50 1/2x19/16 TVAN-J3l0.1 
40 350 7/8 x I 29/32 TVA-I6ll 
50 350 7/8 x 2 5!32 TVA-I6J2 40 475 I x 2 13/32 TVA-1807' 10 100 1/2 x I 5/8 TVAN-I333 

60 350 7/8 x 2 5/32 TVA-I6J3 60 475 1 1/8 x 2 11/16 TVA-1809' 20 100 5/8 x I 21/32 TVAN-1335 

75 350 I x 2 13/32 TVA-1614 85 475 11/4 x 3 5/32 TVA-1811' 40 100 3/4 x 1 21/32 TVAN-1340 
100 475 1 1/4 x 3 5/32 TVA-1812' 4 150 9/16 x I 21/32 TVAN-1402.1 

85 350 11/8 x2 5/32 TVA-I615 150 475 I 3/8 x 3 11/16 TVA-1813' 10 150 3/4 x 113/32 TVAN-1406'! 
100 350 I x 2 21/32 TVA-1620 40 150 3/4 x 2 1/8 TVAN-1413'! 

"150 350 I 1/8 x 2 45/64 TVA-1622 I 500 1/2 x I 5/32 TVA-1890 2 200 1/2 x I 13/32 TVAN-1435'! 160 350 I 1/8 x 2 45/64 TVA-1623 3 500 5/8 x I 13/32 TVA-1895 
"200 350 I 1/4 x 3 5/32 TVA-1624 5 500 3/4 x I 5/32 TVA-1901 4 200 I x I 29/32 TVAN-1436 

250 350 13/8 x 311116 TVA-I627 8 500 3/4 x \ 21/32 TVA-1902 60 200 I x 2 21/32 TVAN-1440 
"300 350 I 1/4 x 345/64 TVA-1628 10 500 3/4 x 1 21/32 TVA-1903 I 300 1/2 x 113/32 TVAN-1560 

I 385 3/8 x 27/32 TVA-1640 20 300 7/8 x I 29/32 TVAN-1568 
2 385 3/8 x I 9/32 TVA-1641 12 500 7/8 x I 29/32 TVA-1904 5 350 3/4 x 1 21/32 TVAN-1602 
4 385 7116 x I 9/32 TVA-1643 16 500 7/8 x 2 5/32 TVA-1905 10 350 I x I 29/32 TVAN-1604.1 

3/8 x 27/32 TVA-1645 
20 500 7/8 x 2 5/32 TVA-1906 20 350 I x 2 5/32 TVAN-1608.1 (' 

I 400 30 500 I x 1 29/32 TVA-1907 10 400 7/8 x I 29/32 * TVAN-1650 I 
2 400 3/8 x I 9/32 TVA-1646 40 500 - 1 x 2 13/32 TVA-1908 ~ 3 400 3/8 x 117/32 TVA-1647 20 400 Ix25132 TVAN-1652 
4 400 7/16 x 19/32 TVA-1648 60 500 1 x 3 13/32 TVA-1910 10 450 1 x I 29,32 TVAN-ll05.1 
5 400 7/16 x 117/32 TVA-1649 15 525 7/8 x 2 5/32 TVA-I920 DUAL UNITS 

400 1/2 x I 5/16 TVA-1650 
2 550 5/8 x 1 5/32 TVA-1930 

.~F WVDC Dia. x Length Cat. No. 6 4 600 13/16 x 2 318 TVA-1960 
8 400 112 x I 9/16 TVA-1651 8 600 I 1/16 x 2 7/8 TVA-1962 1500-1000 20-20 11/16x 3 7/16 TVA .. 2175* 

10 400 1/2x I 13/16 TVA-1652 2000-500 30-30 11/4x33/8 tTVA-2231* 
12 400 1/2 x 113/16 TVA-1653 10 600 I 1/16 x 3 3/16 TVA-1963 3000-1000 30-30 I 1/2 x 3 5/8 tTVA-2232.!* 
15 400 3/4 x 121/32 TVA-1654 16 600 I 1/16 x 4 3/16 TVA-1965 5000-1000 30-30 I 1/2 x 4 3/8 tTVA-2235* 
16 400 3/4 x I 21/32 TVA-1655 20 600 1 1/16 x 3 7/8 TVA-1966 10-10 50-50 13/16 x I 5/16 * TVA-2315* 
20 400 3/4 x I 29 32 TVA-1656 100-500 75-75 . 11/2x37/8 tTVA-2330* 25 400 7/8 x 121/32 TVA-1657 SINGLE UNITS (Non-Polarized) 
30 400 7/8 x I 21/32 TVA-1658 200-150 85-25 15/16x25/16 TVA-2335* 
40 400 7/8 x I 29/32 TVA-1659 I'F Volts Dia. x Length Cat. No. 15-25 150-25 7/8 x 13/16 TVA-2345* 

350-100 150-50 11/8 x 3 5/8 tTVA-2358* 
50 400 1 x 2 5/32 TVA-1660 500 3 3/8 x 117/32 TVAN-I095 16-16 150-150 13/16 x 1 25/64 * TVA-2420 
60 400 I x 2 13/32 TVA-1661 50 6 3/8 x 23/32 TVAN-lIOO,! 
75 400 I 1/8 x 2 5/32 TVA-1662 125 6 3/8 x 31/32 _ TVAN-lIOt5 20-10 150-150 7/8xI13/32 ¥TVA-2424' 
85 400 1118 x 2 11/16 TVA-1663 500 6 1/2 x 1 9/16 TVAN-1l03'! 20-20 150-150 3/4 x 1 25/64 * TVA-2428 

100 400 1114 x 211/16 TVA-1664 2 10 1/4 x 17/32 TVAN-lI09 30-30 150-150 7/8 x 1 25/64 * TVA-2434 

150 400 11/4 x 35/32 TVA-1665 5 10 1/4 x 17/32 TVAN-lIIO 
40-20 150-150 7/8 x I 25/64 * TVA-2438 

200 400 11/4 x 3 11116 TVA-1666 6 10 1/4 x 17/32 TVAN-llll 40-30 150-150 15f16 x I 13/16 * TVA-2442* 
250 400 I 3/8 x 4 5/32 TVA-I667 8 10 1/4 x 17/32 TVAN-Ill2 40-40 1.50-150 /8xI57/64 *TVA-2445 

I 450 3/8 x 27/32 TVA-1700 10 10 1/4 x 23132 TVAN-1l12.4 50-30 150-150 7/8x157/64 * TVA-2450 
2 450 3/8 x I 9/32 TVA-17Ol 30 10 5/16 x 27/32 TVAN-I115 50-40 150-150 7/8 x 2 5/32 ¥TVA-2451* 
3 450 ' 7/16 x I 9/32 TVA-1701.1 50 10 3/8 x .23/32 TVAN-Il17 50-50 ISO-ISO 7/8x157/64 * TVA-2453 
4 450 7/16 x 117{32 TVA-I702 160 10 3/8 x I 9/32 TVAN-1120 60-20 150-150 7/8 x 115/16 * TVA-2455* 
5 450 1/2xl5/6 TVA-I703 170 10 3/8 x 19/32 TVAN-I121 60-40 150-150 15/16 x 2 13/16 * TVA-2456' 6 450 l/2x19/16 TVA-1703.l 450 10 5/8 x I 21/32 TVAN-I125 
8 450 1/2 x 113/16 TVA-1704 500 10 5/8 x 1 21/32 TVAN-1l26 60-60 150-150 15/16 x 2 13/16 * TVA-2457' 

80-20 150-150 7/8 x 2 7116 * TVA-2459* 
10 450 1/2x113/16 TVA-1705 2000 10 7/8 x 2 5/32 TVAN-I129 

* TVA~2460 12 450 3/4 It 121/32 TVA-1706 500 12 5/8x21/8 TVAN-1l32.l 80-30 150-150 7/8x29/64 
15 450 3/4 x 129/32 TVA-I 707 4 15. 1/4 x 17/32 TVAN-1150 80-40 150-150 7/8 x 2 25/64 * TVA-2461 
16 450 718 x 121/32 TVA-1708 10 15 1/4 x 23132 TVAN-1155 80-50 150-150 7/8 x 2 25/64 * TVA-2462 
20 450 13/16 x 2 5/32 TVA-ll09 500' IS 5/8x21/8 TVAN-1l62.l 

100-50 ISO-ISO 1 x 2 41/64 * TVA-2463 
25 450 7/8 x I 29/32 TVA-17l0 1000 15 -3/4x21/8 TVAN-1163.l 100-100 ISO-ISO I x 2 1/2 TVA-2464 
30 450 I x I 29/32 TVA-17l1 2.5 20' 1/4 x 17/32 TVAN-Ill6 130-20 ISO-ISO 15/16 x 2 13/16 TVA-2464.8* 
40 450 7/8 x 2 5/32 TVA-I712 I 25 1/4 x 23/32 TVAN-1200 150-20 150-150 I x 2 11/16 TVA-2465.5' 
50 450 11/8 x2 5132 TVA-I7l3 2 25 1/4 x 17/32 TVAN-1202 150-50 ISO-ISO 11/16x213/16 TVA-2465.8' 4' 
60 450 I 1/8 x2 5/32 TVA-I714 4 25 1/4 x 23/32 * TVAN-1202.2 150-150 150-150 13/8 x31/8 tTVA-2466' I 

5 25 114 x 23132 TVAN-1203.1 200-100 150-150 13/8x37/8 t* TVA-2470' '~ / 
I 

75 450 I 1/4 x 2 11/16 TVA-I7l5 8 25 5!16 x 23/32 * TVAN-1203.8 250-50 ISO-ISO I 3/8 x 2 7/8 . tTVA-2473' 
80. 450 I x 2 21/32 TVA-\7l6 10 25 5/16 x 23/32 TVAN-1204.1 

425-20 150,150 I 3/8 x 3 3/8 tTVA-2473.S' 85 450 1 1/4 x 2 11 16 TVA-I7l7 16 25 5116 x 27132 TVAN-1204.3 
100 450 11/4 x 35/32 TVA-I 718 20 25 3/8 x 27/32 TVAN-1204.6 
120 450 11/4 x 311/16 TVA-1718.3. 25 25 3/8 x 23/32 TVAN-1205'! 

"Available until present stocks are exhausted. "Single-ended with 8-inch flexible leads_ ¥Mounting Strap Attached. fKroftboard Case Construction. 

Copyright 1976 Sprague EleCtric Campany SERV-6-EFAB Sizes subject to change without "notice. 
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c- SPRAGUE CAPACITORS 
TYPE TVA ATOM® ELECTROLYTICS - Continued 

I'F WVDC Dia. x Length Cat. No. I'F WVDC Dia. x Length Cat. No. I'F WVDC Dia. x Length Cat. No. 
DUAL UNITS - Continued 60·32 300·300 11/16x 3 1/16 *TVA-2585' 16-8 450·450 15/16 x 2 5/16 * TVA-2725* 

250-200 150-150 13/8 x 3 7/8 tTVA-2475* 150-100 300-300 13/8 x 4 3/8 tTVA-2590* 20-20 450-450 7/8 x 241/64 *TVA-2730 
60-125 200-50 11/8 x 2 7/8 t* TVA-2484* 150-100 350·25 11/2 x 3 1/8 TVA-2622* 
60-1 200-200 15/16 x 2 5/16 *TVA-2493* 30-30 450-450 1 x 39/64 *TVA-2735 

30-5 350-3S0 IS/16 x 2 5/16 TVA-2635.S* 40-40 450-450 1 x 3 57/64 *TVA-2740 200-5 200-200 1 x 3 11/16 *TVA-2498* 30-20 3S0-3S0 1 x 1 IS/16 TVA-2636* SO-30 450-4S0 1 x 3 15/16 *TVA-2743* 20-20 2S0-2S0 7/8 x 141/64 *TVA-2515 140-5 3S0-3S0 11/4x 3 7/8 t* TVA-2640* 20-100 475-50 1 1/16 x 2 9/16 *TVA-276S* 
40-10 250-250 7/8 x 115/16 *TVA-2520* 
80-10 2S0-2S0 1 x 2 3/1S *TVA-252S* 10-100 4S0-50 IS/IS x 2 5/16 *TVA-2663* DUAL UNITS - separate sections - 4 leads 

120-80 250-2S0 1 3/8 x 3 1/8 tTVA-2535* 80-100 4S0-50 1 3/8 x 3 7/8 tTVA-2m* 
120-120 ISO-ISO 140-100 300-50 13/8 x 3 3/8 tTVA-2563* 8-8 450-450 7/8 x 141/64 *TVA-2720 11/16 x 4 TU-2120* 

200-100 300-S0 13/8 x 3 7/8 t* TVA-256S* 10-10 4S0-4S0 718x 157/64 *TVA-2722 8-8 450-450 II/IS x 3 3/8 TU-88* 

I'F WVDC Dia. x Length Cat. No. I'F WVDC Dia. x Length Cat. No. 

TRIPLE UNITS 150-150-20 200-200-200 11/4 x 3 7/8 tTVA-3473' 
20-20-20 150-150-25 15/16 x 1 9/16 t* TVA-34l5* 250-200-10 200-200-200 1 1/2 x 3 7/8 tTVA-3475' 

40-20-100 250-2S0-50 1 3/8 x 2 5/8 tTVA-3m' 60-40-250 150-150-15 1 x 1 IS/IS * TVA-3421.5* 200-150-50 250-250-150 1 1/2 x 4 1/8 tTVA-3493* 40-20-20 150-150-25 7/8 x Ill/IS * TVA-3422.9* 60-40-10 250-250-250 1 x 3 5/1S t* TV A-3495* 40-30-20 150-150-25 7/8 x 115/16 * TVA-3423* 100-200-40 300-200-200 11/2 x 4 3/8 tTVA-3500* 40-40-20 150-1S0-25 7/8 x 2 3/16 *TVA-342S* 
40-40-100 150-150-25 IS/IS x 2 9/16 t* TVA-3427' 100-60-100 300-300-50 13/8 x 3 3/8 tTVA-3559* 
50-30-20 150-150-25 7/8 x 2 3/16 *TVA-3430* 120-40-100 300-300-50 1 3/8 x 4 1/8 tTVA-3560* 

70-50-30 300-300-250 13/8 x 27/8 tTVA-356l* 50-50-20 150-150-25 1 x 2 5/16 * TVA-3436* 120-40-10 300-300-250 13/8 x 3 3/8 tTVA-3563* 80-20-100 150-150-25 11/4 x 2 5/8 tTVA-3437, 
80-40-20 150-150-25 1 x 115/16 * TVA-3437.l* SO-SO-SO 300-300-300 13/8 x 3 5/8 tTVA-3567, 
2S0-120-50 150·1S0-25 13/8 x 3 3/8 t* TVA-3437.S* 80-40-40 300-300-300 1 3/8 x 3 3/8 tTVA-35S9* 
150-20-20 IS0-150-2S 1 1/16 x 2 13/1S TVA-3439.4* 100-40-40 350-300-2S0 13/8 x 41/8 t* TVA-3S90* 
20-20-20 150-150-150 7/8 x 111/16 * TVA-3440* 100-20-50 350-350-50 13/8 x 3 3/8 t* TVA-360S* 

c 
30-25-20 150-150-150 IS/16 x 2 5/16 * TVA-3442* 60-60-S0 350-350-250 1 3/8 x 3 5/8 tTVA-3S26' 
30-30-20 ISO-ISO-ISO 15/16 x 2 5/16 *TVA-3443* 60-60-4 350-350-350 13/8 x 3 3/8 tTVA-3630' 
30-30-30 150-150-150 15/16 x 2 5/16 *TVA-3444* 80-40-20 350-350-350 13/8 x 41/8 tTVA-3632* 
40-20-10 150-150-150 7/8 x 2 3/16 *TVA-3445* 120-40-40 350-350-350 11/2 x 4 3/8 tTVA-3634* 
40-20-20 150-150-150 7/8 x lIS/IS *TVA-3446* 10-80-60 400-250-150 13/8 x 31/8 tTVA-3650' 
40-30-20 150-150-150 1 x 2 3/64 *TVA-3448 100-75-70 400-400-2S 11/2 x 4 3/4 tTVA-3667* 
40-30-30 IS0-150-15O II/IS x 2 9/16 * TVA-3449* 5-80-4 450-400-400 13/8 x 41/8 t* TVA-3m' 
40-40-20 ISO-ISO-ISO 1 x 2 3/64 *TVA-34S0 40-40-20 450-450-25 1 x 3 IS/16 *TVA-3720* 
40-40-40 150-150-150 1 x 2 3/64 *TVA-3451 40-20-20 450-450-4S0 1 1/16 x 4 1/16 *TVA-3740* 
50-30-20 150-150-150 1 x 2 3/64 *TVA-3453 60-60-S0 450-450-450 11/2 x 4 5/8 tTVA-3748' 
50-50-50 150-150-150 1 x 2 35/64 * TVA-3453.S 
60-30-10 150-150-150 II/IS x 2 1/IS TVA-3454* QUADRUPLE UNITS 
60-40-40 150-150-150 lx27/16 * TV A-34S4.3* 100-100-S0-S0 75-75-75-7S II/IS x 1 13/1S TVA-4507* 
SO·50-20 150-1S0-150 II/IS x 2 13/1S TVA-3454.S* 40-20-20-100 150-150-150-25 11/4 x27/8 tTVA-4517* 
60-S0-20 150-150-150 IS/IS x 115/1S TV A-3454.S* 40-40-20-20 150-150-150·25 11/8 x 2 5/8 t* TVA-4520' 
80-40-20 ISO-ISO-ISO 1 x 2 3/64 *TVA-3455 50-50-30-25 150-150-1S0-25 1 3/8 x 2 5/8 tTVA-4525* 
80-40-40 150-150-150 1 x 2 35/64 *TVA-3456 60-40-40-20 150-150-150-25 11/4 x 2 5/8 tTVA-4529* 
80-50-20 150-150-150 1 x 2 2/16 TV A-3456.4 * 250-250-30-20 160-160-150-150 13/8 x37/8 tTVA-4546* 80-50-50 150-150-150 1 x 2 35/64 * TVA-3456.5 
SO-60-20 150-150-150 1 x 2 IS/IS *TVA-3457* 40-40-40-25 250-250-150-25 1 x 2 15/16 *TVA-4560* 
80-80-80 150-150-150 1 x 3 11/1S TVA-3457.5* IS0-100-20-100 300-300-300-2S 13/8 x 4 5/8 tTVA-4580* 

80-40-10-40 300-300-300-2S0 1 3/8 x 3 5/8 tTVA-4582* 
100-30-10 150-150-150 11/16 x 2 13/16 *TVA-3458* 120-40-40-10 300-300-300-250 13/8 x 4 5/8 tTVA-4584* 
100-60-40 150-150-150 1 x 2 3/16 TVA-3458.5* 140-5-200-30 350-300-200-200 11/2 x 5 1/8 tTVA-4607* 
150-150-150 150-150-150 11/4 x 41/8 t* TVA-3459* 
250-200·10 150-150-150 13/8 x 3 5/8 t* TVA-3460* 80-S0-40-20 350-350-300-150 11/2 x 37/8 tTVA-4618* 
250-50-10 IS0-1S0-25 1 3/8 x 2 7/8 tTVA-3460.5* 150-100-20-100 350-350-350-50 11/2 x 4 3/8 tTVA-4634* 

80-100-40 IS0-160-150 1 1/16 x 3 5/1S TVA-3460.8· 80-10-40-100 400-400-300-50 13/8 x 4 1/8 t* TVA-4659' 

250-120-S0 160·1S0-100 13/8 x 3 3/8 tTVA-3461, 10-80-40·40 4S0-300-2S0-250 13/8 x 41/8 t* TVA-4708' 

2S0·250-50 160-1S0-160 1 3/8 x 3 35/64 TVA-3461.5 20-20-20-10 450-450-450-450 13/8 x 3 5/8 tTVA-4742* 
250-250-50 180-180-1S0 1 3/8 x 3 35/64 TVA-3461.8 40-20-20-10 450-450-450-450 13/8 x 4 3/8 tTVA-474S* 
300-300-60 200-150-150 11/2 x 41/8 tTVA-3465* 40-40-20-20 450-450-450-450 11/2 x 3 7/8 tTVA-47S0* 

Sprague is tlte foremost supplier of electronic components. 

*Available until present stocks are exhausted. *Mounting Strap Attached. +Kraftboord Case Construction, 

Copyright 1976, Sprague Eleelric Company INO-SERV-7 -EFAB Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
TYPE TE LITTL-L YTIC@ ELECTROL YTICS 

• Compare! These ultra-small capacitors • All terminal connections are welded, 
will withstand a 2000 hr. life test at eliminating possibility of "open" or in-
rated voltage and maximum operating termittent contacts occasionally found 
temperature of 85°C. in pressure joints of conventional capac-

• Extremely low doc leakage current, low itors. 

dissipation factor, high capacitance sta- • Operating temp. range,- 40°C to + 85°C. 
bility, even after severe high tempera-
ture shelf testing. • Metal-encased, with clear plastic outer 

• Proven dependable performance in in- insulating sleeves. 

dustrial os well as entertainment equip- • For complete technical data, see latest 
ment with either transistor or modified issue of Sprague Engineering Bulletin 
electron-tube circuits. 3150. 

Sprague Sprague Sprague Sprague Sprague Sprague 
Products O.E.M. Products O.E.M. Products O.E.M. 

/IF O. x L. Cat. No. Part. No. /IF O. x L. Cat. No. Part. No. /IF O. x L. Cat. No. Part. No. 

3 WVDC 12 WVDC 25 WVDC 

1 .260 x .536 TE-I050 30010SG003BA9 1 .260 x .536 TE-1l20 300105G012BA9 1 .260 x .536 TE-1200 300105G025BA9 
2 .260 x .536 TU121 30D205G012BA9 2 .260 x .536 TE-1201 30D20SG025BA9 2 .260 x .536 TE-I051 30D205G003BA9 3 .260 x .536 TE-l!22 30D305G012BA9 3 .260 x .536 TE-1201.1 30D305G025BA9 3 .260 x .536 TE-I052 30D305G003BA9 4 .260 x .536 TE-ll23 30D40SGOl2BA9 4 .260 x .536 TE-1201.2 30D405G025BA9 4 .260 x .S36 TE-I052.! 30D405G003BAS 5 .260 x .536 TE-l127 30D505G012BA9 5 .260 x .536 TE-1202 30D505G025BA9 5 .260 x .536 TE-I052.2 30D505G003BA9 6 .260 x .536 TE-1203 30D605G025BA9 

6 .260 x .536 TE-I052.3 300605G003BA9 6 .260 x .536 TE-l127.! 30D605GOl2BA9 8 .260 x .536 TE-1203.5 30D805G025BA9 
8 .260 x .536 TE-1052.5 30D805G003BA9 8 .260 x .536 TE-1l27.3 30D805G012BA9 10 .260 x .723 TE-1204 30DI06G025BB9 

10 .260 x .536 TE-I053 30DI06G003BA9 10 .260 x .536 TE-1l28 30DI06G012BA9 15 .260 x .723 TE-1205 30DI56G025BB9 
IS .260 x .536 TE-I053.5 30D156G003BA9 15 .260 x .536 TE-1l29 30D156G012BA9 20 .322 x .723 TE-1206 30D206G025CB9 
20 .260 x .S36 TE-I054 30D206G003BAS 20 .260 x .723 TE-ll3O 30D206G012BB9 25 .322 x .723 TE-1207 30D256G025CB9 

25 .260 x .723 TE-ll3l 30D256G012BBS 30 .322 x .723 TE-1207.S 30D306G025CB9 
25 .260 x .536 TE-I055 30D256G003BAS 35 .322 x .723 TE-1208 30D356G02SCBS I " 30 .260 x .536 TE-I055.5 30D306G003BAS 50 .322 x .848 TE-120~ 30D506G025CC9 
50 .260 x .723 TE-I058 300506G003BB9 30 .260 x .723 TE-1l32.! 30D306GOl2BB9 75 .385 x .848 TE-l~10 300756G0250C9 ''''---" /' 50 .322 x .723 TE-1l33 30D506GOl2CB9 100 .385 x .S73 TE-I211 30DI07G025009 
65 .260 x .723 TE-I058.5 30D656G003BB9 60 .322 x .723 TE-1l33.5 30D606GOl2CB9 150 .385 x 1.286 TE-I212 30D157G025DF9 
75 .322 x .723 TE-I059 30D756G003CB9 75 .322 x .848 TE-1l34 30D756GOl2CC9 200 .385 x 1.536 TE-I213 30D207G025DH9 

100 .322 x .723 TE-I05S.5 300107G003CB9 SO .385 x .723 TE-1134.5 30D906G012DB9 
100 .322 x .848 TE-l135 30DI07G012CCS 50 WVDC 

130 .322 x .723 TE-I060.! 30D137G003CB9 140 .385 x .848 TE-1l35.5 30D147G012DCS 
150 .322 x .848 TE-I061 30D157G003CCS 150 .385 x .S73 TE-1l36 300157G012DDS 1 .260 x .536 TE-1300 30010SG050BAS 
200 .322 x .848 TE-I064 300207G003CC9 2 .260 x .536 TE-130! 30D205G050BA9 
250 .385 x .848 TE-I065 30D257G003DCS 190 .385 x .S73 TE-1136.5 300197G012D09 3 .260 x .536 TE-1302 30D305G050BAS 
300 .385 x .848 TE-I066 30D307G003DCS 200 .385 x 1.286 TE-l137 300207G012DFS 4 .260 x .536 TE-1302.l 30D405G050BAS 
400 .38S x .973 TE-I067 30D407G003DD9 250 .385 x 1.286 TE-1138 300257G012DFS 5 .260 x .723 TE-1303 30D505GOSOBBS 

290 .385 x 1.286 TU13S 300291G012DFS 6 .260 x .723 TE-1303.! 30D605GOSOBB9 
500 .385 x 1.286 TE-1068 30D507G003DFS 8 .260 x .723 TE-1303.3 30D805G050BBS 
600 .385 x 1.286 TE-I06S.! 30D607G003DFS 390 .385 x 1.536 TE-1140 3003S7G012DHS 10 .322 x .723 TE-1304 30DI06G050CB9 
800 .385 x 1.536 TE·I070.! 30D807G0030H9 15 .322 x .723 TE-1304.2 30D156G050CB9 

20 .322 x .848 TE-1305 30D206G050CC9 
16 WVDC 25 .322 x .848 TE-1305.5 30D256G050CC9 

6 WVDC 35 .385 x .848 TE-1306 30D356G050DC9 
50 .385 x .973 TE-1307 30D506G050DD9 

1 .260 x .536 TE-1148 300105G016BA9 75 .385 x 1.286 TE-1308 300756G0500F9 
2 .260 x .536 TE-1I49 30D205GOl6BA9 100 .385 x 1.536 TE-1309 30DI07G050DH9 

1 .260 x .536 TE-I080 300105G006BA9 3 .260 x .536 TE-1l50 30030SGOl6BA9 
2 .260 x .536 TE-I081 30D205G006BA9 4 .260 x .S36 TE-ll5l 30D405G016BA9 100 WVDC 
3 .260 x .536 TE·I082 30D305G006BA9 5 .260 x .536 TE-1l52 30DSOSGOl6BA9 
4 .260 x .536 TE-1083 30D405G006BA9 1 .260 x .536 TE-1400 30D105FlOOBA9 
5 .260 x .536 TE-1084 30D505G006BA9 6 .260 x .536 TE-1153 30D605G016BA9 2 .260 x .723 TE-1401 30D205FI00BB9 

6 .260 x .536 TE-I085 30D605G006BA9 8 .260 x .536 TE-1154 30D80SGOl6BA9 3 .322 x .723 TE-1402 30D305Fl00C B9 
4 .322 x .723 TE-1403 30D40SFI00CB9 

8 .260 x .536 TE-I086 30D80SG006BA9 10 .260 x .536 TE-1155 30DI06GOl6BA9 5 .322 x .848 TE-1404 30D505FlOOCCS 
10 .260 x .536 TE-I087 30DI06G006BA9 15 .260 x .723 TE-l156 30D156G016BB9 6 .322 x .848 TE-1405 30D605FlOOCC9 
15 .260 x .536 TE-I089 30DI56G006BA9 20 .260 x .723 TE-I157 30D206G016BB9 8 .385 x .848 TE-1406 300805Fl00DC9 
20 .260 x .536 TE-I090 30D206G006BA9 10 .385 x .848 TE-1407 30DI06FlOOOC9 

25 .260 x .723 TE-1157.! 300256GOl6BB9 15 .385 x .S73 TE-1408 30D156FlOODD9 
25 .260 x .723 TE-I0Sl 30D256G006BBS 30 .322 x .723 TE-1l58 30D306G016CBS 20 .385 x 1.286 TE-1409 300206FlOOOF9 

35 .3Z2 x .723 TE-1l59 30D356G016CBS 25 .385 x 1.536 TE-i4lO 30D256FI00DH9 
35 .260 x .723 TE-I093 300356G006BB9 50 .322 x .723 TE-H60 30D506G016CBS 30 .385 x 1.536 TE-I411 30D306FlOODH9 
50 .260 x .723 TE-llOO 30D506G006BB9 75 .322 x .848 TE-1I61 30D756G016CC9 
75 .322 x .723 TE-H01.5 300756G006CBS 150 WVDC 

SO .322 x .723 TE-llOU 30D906G006CB9 85 .385 x .723 TE-1I61.5 300856G016D B9 1 .260 x .536 TE-1500 300105Fl50BA9 90 .322 x .848 TE-ll61.7 30D906G016CC9 
100 .322 x .848 TE-ll02 30DI07G006CC9 100 .385 x .848 TE-ll62 30DI07GOl6DCS 2 .260 x .723 TE-1501 30D205F150BB9 
140 .322 x .848 TE-H02.5 30D147G006CC9 130 .385 x .848 TE-H62.5 30D137G016DCS 3 .322 x .723 TE-1502 30D305F150CBS r-', 
150 .385 x .848 TE-ll03 300157G006DC9 150 .385 x .973 TE-1163 30D157G016DOS 4 .322 x .848 TE-1503 30D405F150CCS 
200 .385 x .848 TE-H04 30D207G006DC9 5 .322 x .848 TE-1504 30D505F150CCS 

6 .385 x .848 TE-1505 30D605F150DC9 ''"--/ 
250 .385 x .S73 TE-ll05 30D257G0060D9 180 .385 x .973 TE-1l63.7 30D187G016DD9 7 .385 x .848 TE-150S.5 30D705F150DC9 
300 .385 x .973 TE-ll06 30D307G006D09 200 .385 x 1.286 TE-H64 30D207G016DF9 8 .385 x .848 TE-1506 30D80SF150DC9 
400 .385 x 1.286 TE-ll07 30D407G0060F9 250 .385 x 1.286 TE-1l64.5 30D257GOl6DF9 10 .385 x .973 TE-1507 30DI06F150DD9 
500 .385 x 1.536 TE-ll07.5 300507G006DHS 300 .385 x 1.536 TE-1l65.5 30D307G016DH9 IS .385 x 1.286 TE-1S08.1 30D156F150DF9 
600 .385 x 1.536 TE-H08.S 3OD607G.o06DH9 350 .385 x 1.536 TE-li66 30D357G016DHS 20 .38S x 1.536 TE-1509 30D206Fl50DH9 
Copyright 1974. Sprague Electric Company IND-EEM-1S-EFA8 Sizes subject to change without notice. 

---._---
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SPRAGUE CAPACITORS 
TYPE 502D VERTI-L YTIC® MINIATURE ELECTROL YTICS 

• Moderately priced for use in personal radios, auto radios, portable tape 
recorders, etc. Yet, their mechanical and electrical characteristics 
make them well suited for high quality industrial instrumentation. 

• Operating temperature range, -20°C to +85OC. 

• Excellent capacitance stability and equivalent series resistance, low 
leakage current. 

• Welds at all critical anode and cathode terminations assure freedom 
from open circuits, even when operated in the millivolt or microvolt 
range. 

~.' .. ~ .. ~'.'-. ' . 
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• Metal-encased, with thermoplastic insulating sleeve. 

• Designed for space-saving vertical installation on high-density printed 
wiring boards. 

• For complete technical data, refer to latest issue of Engineering 
Bulletin 3152. 

pI D. x L. Cat. No. pI D. x L. Cat. No. 

0-6.3 WVDC, 8 V SURGE 0-25 WVDC, 35 V SURGE 

100 .336 x .531 502D107G6R3BB1C 15 .336 x .531 502D156G025BB1C* 
330 .413 x .640 502D337G6R3CD1C 22 .336 x .531 502D226G025BB1C 
470 .413 x .827 502D477G6R3CG1C 33 .336 x .531 502D336G025BB1C 
680 .500 x .827 502D687G6R3DG1C 47 .413 x .640 502D476G025CD1C * 

1000 .500 x 1.024 502D108G6R3DK1C 68 .413 x .640 502D686G025CD1C * 
3300 .635 x 1.570 502D338G6R3EU1C 100 .413 x .827 502D107G025CG1C * 

150 .500 x .827 502D157G025DG1C * 
0-10 WVDC, 13 V SURGE 220 .500 x .827 502D227G025DG1C 

68 .336 x .531 502D686G010BB1C 330 .500 x 1.024 502D337G025DK1C * 
470 .635 x .827 502D477G025EG1C 

150 .413 x .577 502D157G010CC1C 1500 .635 x 1.570 502D158G025EU1C 
220 .413 x .640 502D227G010CD1C 
330 .413 x .827 502D337G010CG1C 0-35 WVDC, 44 V SURGE 
470 .500 x .827 502D477G010DG1C * 
680 .500 x 1.024 502D687G010DK1C * 47 .413 x .640 502D476G035CD1C* 

1500 .635 x 1.024 502D158G010EK1C 100 .413 x .640 502D107G035CD1C 

0-16 WVDC, 20 V SURGE 
150 .413 x .827 502D157G035CG1C 
150 .500 x .827 502D157G035DG1C * 

47 .336 x .531 502D476G016BB1C 220 .500 x 1.024 502D227G035DK1C 
68 .413 x .577 502D686G016CC1C* 330 .500 x 1.024 502D337G035DK1C 

470 .635 x 1.024 502D477G035EK1C 
100 .413 x .577 502D107G016CC1C 680 .635 x 1.024 502D687G035EK1C 
100 .413 x .640 502D107G016CD1C * 

1000 .635 x 1.570 502D108G035EU1C 150 .413 x .640 502D157G016CD1C 
220 .413 x .827 502D227G016CG1C 0-50 WVDC, 63 V SURGE 
330 .500 x .827 502D337G016DG1C 
470 .500 x .827 502D477G016DG1C 1.0 .336 x .531 502D105F050BB1C* 
470 .500 x 1.024 502D477G016DK1C * 1.5 .336 x .531 502D155F050BB1C* 
680 .500 x 1.024 502D687G016DK1C 2.2 .336 x .531 502D225F050BB1C* 

1000 .635 x 1.024 502D108G016EK1C 3.3 .336 x .531 502D335F050BB1C * 
2200 .635 x 1.570 502D228G016EU1C 4.7 .336 x .531 502D475F050BB1C* 

*Available until present stocks are exhausted. 

p,F D. x L. Cat. No. 

6.8 .336 x .531 502D685F050BB1C * 
10 .336 x .531 502D106F050BB1C* 
15 .336 x .531 502D156F050BB1C * 
22 .413 x .640 502D226F050CD1C * 
33 .413 x .640 502D336F050CD1C * 

47 .413 x .827 502D476F050CG1C * 
47 .413 x .577 502D476G050CC1C 
68 .413 x .827 502D686F050CG1C * 
68 .413 x .640 502D686G050CD1C 

100 .500 x .827 502D107F050DG1C* 
150 .500 x .827 502D157G050DG1C 
330 .635 x 1.024 502D337G050EK1C 

0-63 WVDC, 75 V SURGE 

1.0 .336 x .531 502D105G063BB1C 
1.5 .336 x .531 502D155G063BB1C 
2.2 .336 x .531 502D225G063BB1C 
3.3 .336 x .531 502D335G063BB1C 
4.7 .336 x .531 502D475G063BblC 
6.8 .336 x .531 502D685G063BB1C 

10 .336 x .531 502D106G063BB1C 
15 .336 x .531 502D156G063BB1C 
22 .413 x .577 502D226G063CC1C 

33 .413 x .640 502D336G063CD1C 
47 .413 x .640 502D476G063CD1C 
68 .413 x .827 502D686G063CG1C 

100 .500 x .827 502D107G063DG1C 
150 .635 x .827 502D157G063EG1C 
220 .635 x 1.024 502D227G063EK1C 

470 .635 x 1.570 502D477G063EU1C 
680 .635 x 1.570 502D687G063EU1C 

49 

Copyright 1978, Sprague Electric Company, INO-l02-EFAB Sizes subject to change without notice 
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SPRAGUE CAPACITORS 
TYPE S03D VERTI-LYTlC® MINIATURE ELECTROLYTICS 
• Low-cost capacitors expressly intend

ed for vertical installation on high
density printed wiring boards. 

• A combination of sound design and 
careful processing insure the" reli
ability of Type S03D Capacitors. 

• Designed for use in coupling, decoup" 
ling, bypass, and filtering circuits of 
personal radios, auto radios, portable 
tape recorders, and similar entertain
ment electronics. 

• Metal encased, with outer insulating 
shell of orange thermoplastic. 

• All terminal connections welded to 
eliminate open or intermittent con
tacts. 

I'F Size Code Cat. No. 

0-S.3 WVOC, 8 V SURGE 

47 AS 503D476G6R3AS* 

100 BB S03DI07G6R3BB* 
220 NB 503D227F6R3N B 
330 NC S03D337F6R3NC 
470 ND S03D477F6R3ND 
470 CG S03D477G6R3CG* 
680 DG 503D687G6R3DG* 

1000 DK S03DI08G6R3DK* 
lS00 EK S03DlS8G6R3EK* 
2200 QE S03D228F6R3QE 
2200 ER 503D228G6R3ER* 
3300 QG S03D338F6R3QG 
3300 ET S03D338G6R3ET* 
4700 SJ S03D478F6R3SJ 
6800 TJ 503D688F6R3T J 

10000 UJ 503DI09F6R3UJ 

0-10 WVOC, 13 V SURGE 

22 KA S03D226F010KA 
33 AS S03D336GOlOAS* 
47 LA S03D476F010LA 
68 BB S03D686G010BB* 

100 MB S03DI07FOI0MB 
100 CB S03DI07GOlOCB* 
150 NB S03D157FOI0N B 
ISO CB S03DlS7GOlOCB* 
220 NC 503D227F010NC 
220 CD S03D227G010CD* 
330 ND 503D337FOlON D 
330 CG 503D337GOlOCG* 
470 DG S03D477GOlODG* 
680 PD S03D687FOlOPD 
680 DK S03D687GOlODK* 

1000 PE S03DI08FOlOPE 
1000 EK S03D108GOI0EK* 
1500 QE S03DlS8FOlOQE 
lS00 ER S03DlS8G010ER* 
2200 QF S03D228FOlOQF 
2200 EU S03D228GOI0EU* 
3300 SH S03D338FOI0SH 
4700 TJ S03D478FOlOT J 
6800 UJ S03D688FOI0UJ 

10000 UK S03DI09FOI0U K 

0-16 WVOC, 20 V SURGE 

6.8 HS 503D68SG016HS* 

10 KA S03D106F016KA 
10 HS S03DI06G0l6HS* 
IS KA S03D1S6F016KA 
IS AS S03DlS6G016AS* 
22 LA S03D226F016LA 

• Excellent capacitance and ESR. Low leakage current. 

• Operating temperature range, -40°C to +8SoC. 

• For complete technical data, see latest issue of Engineering 
Bulletin 3153. 

Size D. x L. D. x L. Size D. x L. D. x L. 
Code (Inches) (mm) Code (Inches) (mm) 

AS .236 x .433 6 x 11 ET .630 x 1.610 16 x41 
BB .31S x .492 8 x 12.S EU .S30 x 1.440 16 x 36.S 
CB .394 x .492 10 x 12.S HS .197 x .433 S xll 
CD .394 x .630 10 x 16 KA .197 x .433 S xll 
CG .394 x .787 10 x20 LA .236 x .433 6 x11 

OG .S12 x .787 13 x 20 MB .31S x .492 8 x 12.S 
OK .512 x .984 13 x 25 NB .394 x .492 10 x 12.S 
EK .630 x .984 16 x 2S NC .394 x .630 10 x 16 
ER .630 x 1.200 16 x 30.5 NO .394 x .787 10 x 20 

I'F Size Code Cat. No. I'F Size Code Cat. No. 

22 AS S03D226G016AS* 330 DK S03D337G02SDK* 
33 LA S03D336F016LA 470 EK 503D477G02SEK* 
47 MB 503D476F0l6M B 680 QE S03D687F025QE 
47 BB 503D476G016BB* 680 ER 503D687G025ER* 
68 MB S03D686F016MB 
68 CB S03D686G016CB* 1000 QG S03D108F025QG 

1000 EU S03DI08G02SEU* 
100 NB S03DI07F016N B 1500 QG 503D158F02SQG 
100 CD S03DI07G016CD* 2200 SJ 503D228F02SSJ 
ISO NC S03DlS7F016NC 3300 TJ S03D338F02ST J 
ISO CD S03DlS7G016CD* 
220 ND 503D227F016ND 0-3S WVDC, 44 V SURGE 
220 CG S03D227G016CG* 
330 PD 503D337F016PD 4.7 KA S03047SF03SKA 
330 DG S03D337G016DG* 6.8 AS S03D68SG03SAS' 
470 PD 503D477F016PD 
470 DK S03D477G016D K* 10 LA S03DI06F03SLA 
680 PE S03D687F016PE 22 MB S03D226F03SM B 
680 EK S03D687G016EK* 33 NB S030336F03SN B 

33 CB S030336G035CB* 
1000 QE S03DI08F016QE 47 NB S03D476F035N B 
1000 ER S03DI08G016ER* 47 CD S03D476G03SCD* 
1500 QF 503D1S8F0l6QF 68 NC S03D68SF03SNC 
lS00 ET S03D1S8G016ET* 
2200 SH S030228F016SH 100 NO S030107F03SNO 
4700 UJ 503D478F016UJ ISO PD S03D157F035Po 
6800 UK S03D688F0l6U K ISO DG S0301S7G03SDG* 

220 PE S03D227F03SPE 
220 DK S03D227G03SD K* 

0-2S WVOC, 32 V SURGE 330 QE S03D337F035QE 
330 EK S030337G03SE K * 

.47 HS 503D474G025HS* 470 QE S03D477F035QE 

.68 HS 503D684G025HS* 470 ER S03D477G03SER* 
680 QG 503D687F035QG 

1.0 HS S03D10SG025HS' 680 EU S03D687G035EU* 
1.S HS S03D155G025HS' 
2.2 HS S03D225G025HS* 1000 SH 503D108F03SSH 
3.3 HS S03D33SG02SHS* lS00 5J S03D1S8F03SSJ 
4.7 HS S03D47SG02SHS* 2200 TJ S03D228F,03ST J 
6.8 KA 503D685F02SKA 3300 UJ S03D338F035UJ 
6.8 AS S03D68SG025AS* 4700 UK 503D478F035U K 

10 AS S03DI06G02SAS' 0-50 WVDC, 63 V SURGE 
15 LA S03 D 156 F025 LA 
15 BB S03D156G025BB* 2.2 HS S03D22SGOSOHS* 
22 BB S03D226G025BB* 4.7 AS S03D475G050AS* 
33 MB S03D336F02SM B 6.8 LA S03D68SF050LA 
33 BB 503D336G025BB* 
47 CB S030476G02SCB* IS MB S030156FOSOMB 
68 NB 503D686F02SN B IS BB S030156G050BB* 
68 CD S030686G02SCD* 22 NB S030226F050N B 

33 CD 503D336GOSOCo* 
100 NC S03D107F02SNC 47 NC 503D476F050NC 
100 CG S03D107G025CG* 68 CG 503D686GOSOCG* 
ISO ND S03DlS7F02SN 0 
ISO DG S03DlS7G02SDG* 100 PD S030107FOSOPD 
220 PO 503D227F02SPD 100 DG S03DI07G050DG* 
220 DG S03D227G025DG* ISO PE S03D157FOSOPE 
330 PE 503D337F025PE 220 QE S03D227FOSOQE 

*Available until present stocks are exhausted. 

Copyright 1978, Sprogue Electric Company INO-104-EfAB 

Size D. x L. D. x L. 
Code (Inches) (mm) 

PO .512 x .787 13 x 20 
PE .512 x .984 13 x25 
QE .630 x .984 16 x 2S 
QF .630 x 1.240 16 x 31.S 
QG .630 x 1.400 16 x3S.S 
SH .709 x 1.440 18 x 36.S 
SJ .709 x 1.610 18 x41 
TJ .866 x 1.610 22 x41 
UJ 1.000 x 1.610 2S.4 x 41 
UK 1.000 x 2.010 24.4 x 51 

I'F Size Code Cat. No. 

220 EK S03D227GOSOEK* 
330 QF 503D337FOSOQF 
330 ER 5030337GOSOER* 
470 QG S03D477FOSOQG 
470 ET S03D477G050ET* 
680 SH 5030687FOSOSH 

1000 SJ S030108FOSOSJ 
1500 TJ 503D158FOSOT J 
2200 UJ S03D228FOSOUJ 
3300 UK S030338FOSOU K 

0-63WVOC, 73 V SURGE 

.47 KA 5030474F063KA 

.47 HS S030474G063HS' 

.68 KA S03D684F063KA 

.68 HS S03D684G063HS' 

1.0 KA 503DlOSF063KA 
1.0 HS S03DlOSG063HS* 
1.5 KA 503DlSSF063KA 
I.S HS S03DlSSG063HS* 
2.2 KA S03D22SF063KA 
2.2 AS S03022SG063AS * 
3.3 KA S03D33SF063KA 
3.3 AS S03D33SG063AS* 
4.7 LA 503D475F063LA 
4.7 BB S03D47SG063BB* 
6.8 MB S03D68SF063M B 
6.8 BB 503D68SG063BB* 

10 MB S03D106F063MB 
lO BB S030106G063BB* 
IS NB S03D1S6F063NB 
15 CB 503DlS6G063CB* 
22 NC S03D226F063N C 
22 CB S03D226G063CB* 
33 NC S03D336F063N C 
33 CG S030336G063CG* 
47 NO 503D476F063ND 
47 CG S03D476G063CG* 
68 PD S03D686F063PD 
68 DG 503D686G063DG* 

100 PE S03DlO7F063PE 
100 OK 5030107G063OK* 
150 QE 50301S7F063QE 
ISO EK S030157G063EK* 
220 QF S030227F063QF 
220 EU S030227G063EU * 
330 QG S03D337F063QG 
330 ET 503D337G063ET* 
470 SH S03D477F063SH 
680 SJ S03D687F063SJ 

1000 TJ 503D108F063TJ 
lS00 UJ 503Dls8FOS3UJ 
2200 UK S03D228F063U K 

Sizes subiect to change without notice. 
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3000 
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SPRAGUE CAPACITORS 

WVDC 

TYPE TVL TWIST·LOK® ELECTROLYTICS 
RECOMMENDED FOR SPECIFIC CAPACITANCE REQUIREMENTS 

• Sealed in Aluminum Cans for Long Life and Dependable Pellormance in TV, Radio, 
Hi-Fi, and Other Commercial Equipment 

• Capacitors to 475V Operate up to 85 C (185 F). Higher Voltage Units Designed for 65 C 

• Withstand High Surge Voltages 

• Etched Cathode Construction. Ideal for High Ripple Selenium Rectifier Circuits 
• Can be Safely Mounted "Above Ground" Using Phenolic Mounting Plate and Insulating 

Tube 
• Easy to Mount - Unit Locks Firmly in Place with Twist of Tabs 

• Units Noted by t Sign are Exact Replacements for Color TV 

• Catalog numbers with a TVLP Prefix Indicate Units with a Positive Case. 

• Units Noted by *Sign are the most popular Twist-Lok Capacitors 

For a comprehensive listing of 1,025 twist-mount capacitors, 
including both Twist-Lok® and Print-Lok® Types, please see 

latest issue of Sprague Replacement Components Catalog C-621. 

D. x L- Cat. No. /'F WVDC D. x L- Cat. No. /'F WVDC D. xL- Cat. No. 

SINGLE SECTION *ISO 200 I x 3 TVL-I471 flO 4S0 1% x 3 TVL-1734 
t*ISO 200 1% x 2 TVL·1471.1 t*80 4S0 1% x 2Y2 TVL-173S 
*160 200 1% x 2 TVL-1473 *100 4S0 1% x 2Yl TVL-17S0 

10 1% x 2 TVL-1l40 t*200 200 1% x 2 TVL-147S *12S 4S0 1% x 3 TVL-1760 

t*200 200 I x3~ TVL·1475.! t*IS0 450 1% x 3Yl TVL-l770 

15 1 x IYl TVL-1l65 t220 200 I x3~ TVL-1476 *160 450 1% x 4 TVL-I772 
IS 1 x 2 TVL-1l67 t300 200 1% x 2~ TVL·1480 40 475 1% x 2 TVL-1820 

t400 200 1% x 3~ TVL-1485 t90 475 1% x 3Yl TVL-1850 
15 1% x 2 TVL-1l68 10 SOO 1 x I~ TVL-1940 
IS 1% x 2 TVL-ll70 t*500 200 1% x 4 TVL-1490 20 500 I x 2 TVL-1943 
IS 1% x 2 TVL-ll73 *20 250 1 x 1~ TVL-lS09 
2S 1 x I~ TVL-1220 *40 2S0 1 x 2 TVL-1519 *30 500 Ix2Yl TVL-1947 
25 1% x 2 TVL-1230 *80 250 1 x 2 TVL-1530 *40 500 Ix2Yl TVL-1950 

*100 250 I x 3 TVL-IS35 t*80 50U 1% x 2~ TVL-1958 

*150 250 I x 2Yl TVL-i539 t*90 500 1% X2Y2 TVL-1960 
25 1% x 1% TVL-1242 tlOO 500 1% x 3 TVL-1962 
25 Ix3~ TVL-1243 *150 250 1% x 2 TVL-1540 

15 525 1% x 2 TVL-1980 25 1 % x 2Yl TVL-1245 t*160 250 1Ys x 2~ TVL-1541 
25 1% x 2Yl TVL-1246 t*160 250 lx3Yl TVL-1541.1 20 600 1% x 4 TVL-1990 

25 1% x 3Y2 TVL-1247 t*200 250 1% x2~ TVL-1547 

t250 250 1% x4 TVL-1548 DUAL SECTION 
35 1 x 3 TVL-1265 t300 250 1% x 2Yl TVL-1550 * 100-100 50-50 lxlYl TVL-2326 35 lx2~ TVL-1267 t*80 300 Ix2Yl TVL-1573 t* 1000-1000 50-50 1% x 2Yl TVL-2335.4 35 1% x 2Yl TVL-1269 *100 300 1 x 2Yl TVL-1578 

* 70-30 150-lS0 1 x 2 TVL-2439 45 1% x4~ TVL-1295 125 300 1% x 2Yl TVL-1580 

*150 300 1% x 3Yl TVL-1584 * SO-50 150-150 lx2 TVL-2442.l 
50 % x 2 TVL-I3l/ * 300-300 200-200 1% x4 TVL-2475.5 
50 1 x 2 TVL-1324 *160 300 1% x 2Yl TVL-1585 * 20-20 250-250 lxlYl TVL-2S15 
50 1% x 2 TVL-1330 t*200 300 1% x 3 TVL-1586 * 40-40 250-250 1 x 1% TVL-2520 t*250 300 1% x 3 TVL-1590 
50 1 x 1% TVL-l330'! 300 300 1% x 4 TVL-1595 t* ISO-ISO 250-250 1% x2~ TVL-2535 
50 1% x 2 TVL-1338 

30 350 I x 2 TVL-1617 t* 200-200 250-250 1% x4 TVL-2538 50 Wi x2 TVLP-1338.l 
50 1% x2~ TVL-1341 *40 3S0 I x 2 TVL-1621 * ISO-250 300-150 1% x 3 TVL-2560.7 

*50 350 I x 2 TVL-1622 * 30-30 350-350 Ix2Yl TVL-2628 50 1% x 2Yl TVLP-1342 
60 350 Ix2~ TVL-1624 t* 100-100 350-350 1% x 3 TVL-2641 

70 1% x 2 TVL-1350 *80 350 1% x 2 TVL-1630 t* 150-100 350-350 1% x 3Yl TVL 2642.4 
75 W. x3~ TVLP-1375 

tlOO 350 1% x 2 TVL-1635 TVL-2642.5 ISO Ixl~ TVL-14IS t* ISO-150 350-350 1% x4 
150 I x 2Yl TVL-1420 *125 350 1% x 2Yl TVL-163P * 160-10 350-350 1% x 3 TVL-2643 
150 IxlYl TVL-1423 t*150 350 1% X2Y2 TVL-1642 t* 200-200 350-350 1% x 4Yl TVL-2645.5 

t*200 350 1% x 3Yl TVL-1643 t* 80-2 450-350 1% x 2Yl TVL-273S.5 
150 I x 2 TVL-1425 t*250 350 1% x3~ TVL-1644.2 t* 10-10 450-450 I x 2 TVL-2750 
150 1% x 2 TVL-1426 
150 Ix2Yl TVL-1428 t*320 350 1% x4 TVL-1645 * 15-15 450-450 I x 2Yl TVL-2753 
150 I x 2 TVL-1429 4 450 I x 2 TVL-1702 t* 20-20 450-450 Ix2Yl TVL-2755 
150 1% x 2 TVL-1430 *10 450 IxlYl TVL-1705 t* 40-40 450-450 1% x 2Yl TVL-2764 

15 450 1 x lY2 TVL-1709 t* 50-50 450-450 1% x3 TVL-2767 
ISO 1% Xl TVL-1431 *20 450 I x 2 TVL-17l4 * 60-20 450-450 1% x 3 TVL-2768 
150 I x 3 TVL-1431.1 
150 1% x 2 TVL-1434 2S 4S0 I x 2 TVL-17l6 t* 80-80 450-450 1% x 3Yl TVL-2779 

. 150 1% x 3Yl TVL-1439.5 *30 450 lx2Yl TVL-I720 t* 100-100 450-450 1% x4 TVL-2782.5 
*40 450 I x 2~ TVL-172S t* 80-160 475-250 1% x 4Yl TVL-2808 

200 1% x 2 TVL-1469 t*50 4S0 I x 2Y2 TVL-1728 * 30-30 SOO-500 1% x 2 TVL-2937 
200 I x 2Yl TVL-1470 60 450 1% x 2 TVL-1730 * 40-40 500-500 1% x 2Yl TVL-2940 

Copyright 1978, Sprague Eledric Company *Populcr rating IND-SERV-IO-EFAB 1 Exact replacement for Color TV Sizes subject to change without notice 
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SPR~GUE C~PACITORS 
TVL TWIST-LOK ELECTROL YTICS, continued 

"F WVDC D. x L. Cat. No. "F WVDC D. x L. Cat. No. 

TRIPLE SECTION QUADRUPLE SECTION 

*40-40·40 150-150-150 1x1% TVL-3440 *300-200-20-20 175·175·150-150 1% x 4~ TVL-4449.2 
*320-200·20 175·175·150 1% x 4 TVL·3454.9 t*200·200·200-30 175-175-175·175 1% x 4~ TVL·4451 

t*250·200-50 175·175-175 1% x 4 TVL·3454.12 *250-400-50·5 200-175·175·175 1% x 4~ TVL-4468 
*250·200·50 200·150·150 1% x 3~ TVL·3461.8 *240·240-160-5 200·200-200-200 1% x4~ TVL-4479.4 
*200·150-150 200·200-200 1% x4 TVL-3489.3 *250·200-20·10 200·200·200·200 1% x3~ TVL-4479.11 

*250·200·10 200·200·200 1% x4 TVL-3490 
t*250·200-50 200·200·200 1% x3~ TVL·3491 * 160·450·60-5 200-200-200-200 1% x4~ TVL-4479.14 
t*200-80-120 350-350-350 1% x4~ TVL-364S.6 t* 150-100-10-60 350-350-350-50 1% x4~ TVL-4624.S 
t*160-100-60 350-350-350 1% x4~ TVL-3648.7 * 150-100-10-100 350-350-350-50 1% x 4 TVL-4633.S 
*80-80-100 400-200-50 1% x3 TVL-3652 t* 100-150-20-20 350-350-350-350 1% x4~ TVL-4635.23 

*80-80-4-100 400-200-150-50 1% x3~ TVL-4636.3 
*SO-40-100 400-400-50 1% x3 TVL-3683 

t*50-10-160 450-350-250 1% x4~ TVL-3719.4 
t*20-20-20 450-350-350 1x3~ TVL-3724.12 t* 100-80-30-10 400-400-400-400 1% x 4~ TVL-4683.S 
t*150-50-1O 250:450-400 1% x4 TVL-3725.11 t*80-30-20-50 450-450-250-50 1% x3~ TVL-4714.2 
t*50-80-250 450-450-50 1% x4 TVL-3757.4 t*30-20-160-40 450-450-250-150 1% x 4 TVL-4714.4 

t*80-50-20-50 450-450-250-50 1% x4 TVL-4714.6 
t*80-80-10 450-450-400 1% x4 TVL-3775.7 t*30-20-160-10 450-450-250-250 1% x4 TVL-4714.10 
t*80-80-20 450-450-400 1% x3~ TVL-3775.9 
*10-10-10 450-450-450 1x2 TVL-3776 

t*80-30-40-40 t*20-20-20 450-450-450 1% x2 TVL-3780 450-450-350-150 1% x4 TVL-4716.7 
*40-40-20 450-450-450 1% x2~ TVL-3786 t*80-30-20-40 450-450-450-150 1% x4 TVL-4754 

t* 10-10-10-10 450-450-450-450 1% x2 TVL-4760 
*40-40-40 450-450-450 1% x 3 TVL-3787 t*20-20-20-20 450-450-450-450 1% x2~ TVL-4763 

t*80-30-20 450-450-450 1% x3~ TVL-3791.8 t*40-40-20-20 450-450-450-450 1% x2~ TVL-4773 
t*80-40-20 450-450-450 1% x3 TVL-3793 
t*80-50-30 450-450-450 1% x4 TVL-3793.3 

*40-40-40-40 450-450-450-450 1% x3~ t*80-50-20 450-450-450 1% x3~ TVL-3793.4 TVL-4775 
t*80-40-20-20 450-450-450-450 1% x3~ TVL-4784.1 

t*80-10-18 475-475-475 1% x3~ TVL-3875 t*80-40-30-1O 475-450-450-450 1% x3~ TVL-4814.4 
t*80-30-10 475-475-475 1% x3 TVL-3877 t*80-4-30-4 475-475-475-475 1% x3~ TVL-4845 

TYPE TVLU UNI-L YTICTM TWIST-LOK® ELECTROL YTICS 
"UNIVERSAL" REPLACEMENTS FOR STANDARD TWIST·PRONG CAPACITORS 

• Wide-range, twist-mounting, single section 'lytic capacitors for universal replace-
ment applications. 

• Replacements for OEM large can-type capacitors for entertainment and commer
cial uses, such as twist-prong mounting designs, wire-wrap terminal designs, 
printed board snap-in mounting designs. 

• Made to same high standards of quality as Sprague Twist-Lok® and Print-Lok® 
electrolytics. 

• Designed for long life and dependable performance. 

• Withstand high surge voltages, and ideal for high ripple selenium rectifier circuits. 

"F WVDC D. x L. Cat. No. "F WVDC D. x L. Cat. No. "F WVDC D. x L. Cat. No. 

500 to 1000 25 lxl~ TVLU-I090 800 to 1400 175 1% x 5 TVLU-1l60 100 to 160 350 1% x 2 TVLU-1440 
2350 to 4700 25 Ix2~ TVLU-I093 100 to 160 200 1x2 TVLU-1230 
3500 to 5000 25 1% x2 TVLU-I095 130 to 220 200 Ix3 TVLU-1235 200 to 320 350 1% x3 TVLU-1450 
5000 to 10000 25 1% x2~ TVLU-1097 40 to 60 450 1x2~ TVLU-1550 
5000 to 10000 45 1% x4~ TVLU-llOI 200 to 320 200 1% x2 TVLU-1240 60 to 90 450 1% x2 TVLU-1555 

250 to 400 200 1% x2~ TVLU-1245 140 to 200 450 1% x4 TVLU-1580 
50 to 100 50 % x2 TVLU-ll08 265 to 470 200 1% x2~ TVLU-1246 8 to 20 475 I x 1~ TVLU-1625 

250 to 500 50 I x 1% TVLU-1115 500 to 750 200 1% x4 TVLU-1250 
1000 to 2000 50 I x 2~ TVLU-1l20 600 to 1000 200 1% x4~ TVLU-1252 60 to 90 500 1% x2~ TVLU-1750 
1500 to 3000 50 1% x 2 TVLU-1l25 lOa to 150 500 1% x3 TVLU-1775 
2500 to 5000 50 1% x3 TVLU-1l29 40 to 60 250 1 J( 1~ TVLU-1265 4 to 10 525 I x 1~ TVLU-1850 

50 to SO 300 1x2 TVLU-1330 
500 to 1000 70 1% x2 TVLU-1135 100 to 160 300 Ix3 TVLU-1340 20 to 40 525 lx2~ TVLU-1920 
450 to 800 160 1% x3~ TVLU-1150 20 to 40 350 1 x 1~ TVLU-1420 30 to 50 525 1% x2 TVLU-1930 

KRAFTBOARD INSULATING TUBES MOUNTING PLATES PRINTED WIRING 
Tightly·fitting closed·top black Kraft. For "above·ground" use with can·type capacitors. For use with Twist·Lok® electrolytic capacitors BOARD ADAPTERS 

Old New Old New Cat. No. Description Used on terminals and lugs of 
Cat. No. Cat. No. Description Cat. No. Cat. No. Description twist· prong· type units so that 

HKT·1 407-57A For 1" x 2" can HKT-7 407·57E For 1%" x 3" can 36·17 Metal, for 1" D. capacitor capacitors may be mounted on 
HKT·2 407·57N For 1" x 2~" can HKT-8 407-57Z For 1 %" x 3~" can 36-18 Metal, for 1 %" D. capacitor printed boards. Eight adapters 
HKT·3 407·57D For 1" x 3" can HKT·9 407·174C For 1%" x 4" can 36·19 Phenolic, for %" D. capacitor per package, complete with in-
HKT-4 407·174E For 1" x 4" can HKT·10 407·174P For 1 %" x 4~" can 36-20 Phenolic, for 1" D. capacitor structions. 
HKT·5 407·578 For 1%" x2"can HKT·12 407-57 For %" x 2" can Package of 8 .... Cat. No. PC·8 
HKT-6 407·57R For 1%" x 2~" can HKT-14 407·57U For 1" x 3~" can 36·21 Phenolic, for 1 %" D. capacitor 

Copyright 1978, Sprague Electric Company, *Popular rating IND-5ERV·13·EFAB i"Exact replacement for Color TV Sites subiect to change without notice. 
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TYPE 39D POWERL YTIC® ELECTROLYTIC CAPACITORS 

Designed for applications which 
require the greatest possible ca
pacitance in small physical case 
sizes. 

• Type 390 capacitors supplement 
the original Type 360 Can-type 
Powerlytic line by offering high
capacitance units in axial-lead 
tubular configuration. 

• Welds at all critical anode and 
cathode terminals eliminate riveted 
or pressure connections to assure 
freedom from open circuit even 
during operation in the microvolt 
or millivolt signal range. 

• Improved molded phenolic end 
seals. 

• Furnished with outer plastic insulat
ing sleeve. 

• Operating temperature range, 
- 20 C to +85 C. 

• These capacitors are provided with 
a pressure-sensitive safety vent. 

• Low ESR, low leakage currents. 

• Service life, 10 yrs. or more in nor
mal circuit applications. 

• For complete technical data, see 
latest issue of Sprague Engineer
ing Bulletin 3415. 

CALL YOUR SPRAGUE INDUSTRIAL DISTRIBUTOR FOR CURRENT QUALITY PRICES 

400 
900 

1300 
1400 
1800 

2100 
2700 
2900 
3000 
3600 

4200 
4300 
5700 
6000 
8500 
9000 

10000 
12000 
15000 
18000 

300 
600 
900 

1000 
1200 
1500 
1900 

2000 
2100 
2500 
3000 
4000 
4200 

6000 
6300 
7500 
8500 

10::100 
12000 

Diam.xLength Catalog Number' 

3 WVDC, 4 VDC SURGE 

.562xl.250 
.562x1.750 
.562x2.250 
.812x1.250 
.687xl.750 

.937xl.250 

.687x2.250 

.812xl.750 
1.062x1.250 
.687x2.750 

.937xl.750 

.812x2.250 

.812x2.750 
1.062x1.750 
.937x2.750 

1.062x2.250 

.937x3.250 
1.062x2.750 
1.062x3.250 
1.062x3.750 

39D407G003EE4 
39D907G003EJ4 
39D138G003EL4 

39D 148G003GE4 
39D188G003FJ4 

39D218G003HE4 
39D278G003FL4 

39D298G003GJ4 
39D308G003JE4 
39D368G003FP4 

39D428G003HJ4 
39D438G003GL4 
39D578G003GP4 
39D608G003JJ4 

39D858G003HP4 
39D908G003J L4 

39D109G003HS4 
39D129G003JP4 
39D159G003JS4 
39D 189G003JT 4 

6 WVDC, 8 VDC SURGE 

.562xl.250 

.562x1.750 

.562x2.250 

.812x1.250 

.687x1.750 

.937x1.250 

.687x2.250 

.687x2.250 
1.062x1.250 

.687x2.750 

.812x2.250 

.812x2.750 
1.062x 1.750 

.937x2.750 
1.062x2.250 
.937x3.250 

1.062x2.750 
1.062x3.250 
1.062x3.750 

39D307G006EE4 
39D607G006EJ4 
39D907G006 EL4 

39D108G006GE4 
39D128G006FJ4 

39D158G006HE4 
39D198G006FL4 

39D208G006GJ4 
39D218G006JE4 
39D258G006FP4 
39D308G006GL4 
39D408G006GP4 
39D428G006JJ4 

39D608G006HP4 
39D638G006JL4 

39D758G006HS4 
39D858G006JP4 
39D 1 09G006JS4 
39D 129G006JT 4 

JLF 

250 

500 

800 

850 

1000 

1200 

1600 

1700 

2100 

2500 

3400 

3500 

5000 

5200 

6300 

7100 

8800 

10000 

200 

400 

600 

800 

950 

1200 
130J 

1600 

1900 

2500 
261JO 
3800 
4000 
4700 

5300 
6600 
8000 

Diam.xLength Catalog Number* 

10 WVDC, 12 VDC SURGE 

.562x1.250 

.562x1.750 

.562x2.250 

.812x1.250 

.687x1.750 

.937x1.250 

.687x2.250 

.812x1.750 

.687x2.750 

.812x2.250 

.812x2.750 

1.062x1.250 

.937x2.750 

1.062x2.250 

.937x3.250 

1,062x2.750 

1.062x3.250 

1.062x3.750 

39D257G010EE4 

39D507G010EJ4 

39D807G010EL4 

39D857G01OGE4 

39Dl08G010FJ4 

39D128GOlOHE4 

39D 168GO 1 OFL4 

39D 178G01 OGJ4 

39D218G010FP4 

39D258G010GL4 

39D348G010GP4 

39D358G010JJ4 

39D508G010HP4 

39D52 8GO 1 OJ L4 

39D638G010HS4 

39D718G010JP4 

39D888G010J54 

39D109G010JT4 

15 WVDe, 1 8 VDC SURGE 

.562x1.250 

.562x1.750 

.562x2.250 

.687x1.750 

.937x1.250 

.687x2.250 

.812x1.750 

.687x2.750 

.812x2.250 

,812x2.750 
1,062x1.750 

.937x2.750 
1.062x2.250 

.937x3.250 

1.062x2.750 
1.062x3.250 
1.062x3.750 

39D207G015EE4 

39D407G015EJ4 

39D607G015EL4 

39D807G015FJ4 

39D957G015HE4 

39D128G015FL4 

39D138G015GJ4 

39D 168G015FP4 

39D198G015GL4 

39D258G015GP4 
39D268G015JJ4 

39D388G015HP4 
39D408G015JL4 

39D478G015HS4 

39D538G015JP4 
39D668G015JS4 
39D808G015JT4 

100 
200 
350 
450 

500 
700 
750 
800 
950 

1000 
1100 
1500 
1600 
1700 

2200 
2400 
2800 
3200 
4000 
4700 

75 
150 
250 
350 
400 

500 
600 
700 
850 

1100 
1200 
1700 
1800 
2100 
2400 

3000 
3600 

Diam.xLength Catalog Number' 

25 WVDC, 30 VDC SURGE 

.562x1.250 

.562x1.750 

.562x2.250 

.687x1.750 

.937x1.250 

.687x2.250 

.812x1.750 
1.062x 1.250 
.687x2.750 

.812x2.250 

.937x1.750 
.812x2.750 

1.062x1.750 
.937x2.250 

.937x2.750 
1.062x2.250 
.937x3.250 

1.062x2.750 
1.062x3.250 
1.062x3.750 

39D107G025EE4 
39D207G025EJ4 
39D357G025EL4 
39D457G025F J4 

39D507G025HE4 
39D707G025FL4 

39D757G025GJ4 
39DIl07G025JE4 
39D957G025FP4 

39D108G025GL4 
39D 118G025HJ4 
39D158G025GP4 
39D168G025JJ4 

39D 178G025H L4 

39D228G025HP4 
39D248G025J L4 

39D288G025HS4 
39D328G025JP4 
39D408G025JS4 
39D478G025JT 4 

30 WVDC, 40 VDC SURGE 

.562x1.250 

.562x1.750 
.562x2.250 
.687x1.750 
.937x1.250 

.687x2.250 
1.062x1.250 
.687x2.750 
.812x2.250 

.812x2.750 
.937x2.250 
.937x2.750 

1.062x2.250 
.937x3.250 

1.062x2.750 

1.062x3.250 
1.062x3.750 

39D756G030EE4 
39D 157G030EJ4 
39D257G030EL4 
39D357G030F J4 

39D407G030H E4 

39D507G030FL4 
39D607G030JE4 
39D707G030FP4 
39D857G030GL4 

39D118G030GP4 
39D128G030HL4 
39D178G030HP4 
39D188G030JL4 

39D218G030HS4 
39D248G030JP4 

39D308G030JS4 
39D368G030JT4 

*These capacitors have outer insulation. For units with bare case, change last character in catalog number from 4 to 0, and subtract .062'" from diameter and .125" 
from length. 

Copyright 1974. Sprague Products Company IND·EEM·16B·EFAF Sizes subject to change without notice 
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SPR~GUE CAPACITORS 
TYPE 39D POWERL YTIC® ELECTROL YTICS, continued 
p.F Diam. x Length Catalog Number" p.F Diam. x Length Catalog Number' p.F Diam. x Length Catalog Number' 

40 WVOC, 50 VOC SURGE 100 WVOC, 125 VOC (cont.1 250 WVOC, 300 VOC SURGE (cont.1 

75 .562x1.250 39D756G040EE4 150 .687x2.750 39DI57FlOOFP4 140 .937x2.750 39DI47F250HPI, 
150 .562xl.750 39D I 57G040EJ4 180 .937x1.750 39D I 87FI 00HJ4 150 1.062x2.250 39DI57F250JL4 
200 .562x2.250 39D207G040EL4 190 .812x2.250 39DI97FIOOGL4 180 .937x3.250 39D I 87F250HS4 
250 .812x1.250 39D257G040GE4 250 .812x2.750 39D257FIOOGP4 200 1.062x2.750 39D207F250JP4 

300 .687xl.750 39D307G040F J4 260 I .062xl .750 39D267FIOOJJI, 250 1.062x3.250 39D257F250JS4 

350 .937x1.250 39D357G040HE4 280 .937x2.250 39D287FIOOHL4 300 1.062x3.750 39D307F250JT 4 

450 .687x2.250 39D457G040FL4 370 .937x2.750 39D377FIOOHP4 
300 WVOC, 350 VDC SURGE 

500 .812x1.750 39D507G004GJ4 390 1.062x2.250 39D397FIOOJL4 

600 .687x2.750 39D607G040FP4 460 .937x3.250 39D467F I OOHSI, 5 .562xl.250 39D505F300EE4 

750 .812x2.250 39D757G040GL4 520 1.062x2.750 39D527FIOOJP4 10 .562xl.750 39D I 06F300EJ4 

650 1.062x3.250 39D657FlOOJS4 15 .562x2.250 39D 156F300EL4 
1000 .812x2.750 39D I 08G040GP4 780 1.062x3.750 39D787FIOOJT4 20 .687xl.750 39D206 F300F J4 
1100 .937x2.250 39D I 18G040HL4 25 .937xl.250 39D256F300HE4 
1500 .937x2.750 39D I 58G040HP4 150 WVOC, 175 VOC SURGE 30 .687x2.250 39D306F300FL4 
1600 1.062x2.250 39D168G040JL4 40 .687x2.750 39D406F300FP4 
1900 .937x3.25tJ 39D 198G040HS4 10 .562xl.250 39Dl06F150EE4 

50 .812x2.250 39D506F300GL4 
2100 1.062x2.750 39D218G040JP4 

25 .562xl.750 39D256FI50EJ4 
65 .812x2.750 39D656F300GP4 

2600 1.062x3.250 39D268G040JS4 
40 .562x2.250 39D406F150EL4 

75 .937x2.250 39D756F300HL4 
3200 1.062x3.750 39D328G040JT 4 50 .687xl.750 39D506F150F J4 

100 .937x2.750 39Dl07F300HP4 60 .937x 1. 250 39D606F150HE4 
120 .937x3.250 39D 127F300HS4 

50 WVDC, 65 VDC SURGE 80 .687x2.250 39D806F150FL4 
130 1.062x2.750· 39D137F300JP4 85 .812x1.750 39D856F150GJ4 

SO .562xl.250 39D506G050EE4 88 1.062x 1.250 39D886F150JE4 170 1.062x3.250 39D I 77F300JS4 
200 1.062x3.7 50 39D207F300JT 4 100 .562xl.750 39D 1 07G050EJ4 100 .687x2.750 39D I 07F150FP4 

150 .562x2.250 39D 157G050EL4 120 .812x2.250 39D127F150GL4 350 WVDC, 400 VOC SURGE 
200 .687xl.750 39D207G050F J4 170 .812x2.750 39D I 77F 150GP4 

39D405F350EE4 250 .937xl.250 39D257G050HE4 190 .937x2.250 39DI97FI50HL4 
4 .562x1.250 
8 .562xl.750 39D805F350EJ4 

350 .687x2.250 39D357G050FL4 250 .937x2.750 39D257F150HP4 
12 .562x2.250 39DI26F350EL4 

450 .687x2.750 39D457G050FP4 260 1.062x2.250 39D267F150JL4 
15 .687xl.750 39D 156F350F J4 r" 

500 .812x2.250 39D507G050GL4 310 .937x3.250 39D317F150HS4 20 .687x2.250 39D206F350FL4 \--./ 700 .812x2.750 39D707G050GP4 350 1.062x2.750 39D357F150JP4 25 .812x1.750 39D256F350GJ4 
750 1.062x1.750 39D757G050JJ4 440 1.062x3.250 39D447F 150JS4 30 .687x2.750 39D306F350FP4 
800 .937x2.250 39D807G050HL4 530 1.062x3.750 39D537F 150JT 4 40 .812x2.250 39D406F350GL4 

1100 .937x2.750 39DI18G050HP4 
200 WVDC, 250 VOC SURGE 50 .812x2.750 39D506F350GP4 

1300 .937x3.250 39D 138G050HS4 60 .937x2.250 39D606F350HL4 
1500 1.062x2.750 39DI58G050JP4 9 .562 x 1.250 39D905F200EE4 80 .937x2.750 39D806F350HP4 
1900 1.062x3.250 390198G050JS4 15 .562 x 1.750 39D 156 F200EJ4 100 .937x3.250 39D 107F350HS4 
2300 1 .062x3.7 50 39D238G050JT4 25 .562 x 2.250 39D256F200EL4 110 1.062x2.750 39D117F350JP4 

30 .812 x 1.250 39D306F200GE4 130 1.062x3.250 39D 137F350JS4 
75 WVOC, 95 VOC SURGE 35 .687 x 1.750 39D356F200F J4 160 1.062x3.750 39D 167F350JT 4 

30 .562xl.250 39D306G075EE4 40 .937 x 1.250 39D406F200HE4 
400 WVDC, 475 VOC SURGE 

75 .562xl.750 39D756G075EJ4 55 .687 x 2.250 39D556F200FL4 2 .562xl.250 390205F400EE4 
100 .562x2.250 390107G075EL4 60 .812x1.750 390606F200GJ4 5 .562x1.750 39D505F400EJ4 
150 .687xl.750 390157G075FJ4 75 .687 x 2.750 39D756F200FP4 10 .687xl.750 390106F400FJ4 
200 .687x2.250 390207G075FL4 80 .937 x 1.750 39D806F200HJ4 15 .687x2.250 390156F400FL4 
250 1.062xl.250 390257G075JE4 90 .812 x 2.250 390906F200GL4 

20 .687x2.750 390206F400FP4 
300 .687x2.750 390307G075FP4 120 .812 x 2.750 39.01 27F200GP4 25 .812x2.250 390256F400GL4 
350 .812x2.250 390357G075GL4 130 .937 x 2.750 39D 137F200H L4 35 .812x2.750 390356F400GP4 
450 .812x2.750 390457G075GP4 170 .937 x 2.750 390177F200HP4 40 .937x2.250 390406F400HL4 
500 .937x2.250 390507G075HL4 180 1.062 x 2.250 390 I 87F200J L4 55 .937x2.750 390556F400HP4 
700 .937x2.750 390707G075HP4 

220 .937 x 3.250 390227F200HS4 65 .937x3.250 390656F400HS4 
750 1.062x2.250 39D757G075JL4 

250 1.062 x 2.750 39D257F200JPI, 75 1.062x2.750 390756F400JP4 
850 .937x3.250 390857G075HS4 

310 1.062 x 3.250 390317F200JS4 90 1.062x3.250 390906F400JS4 

1000 1.062x2.750 390108G075JP4 370 1.062 x 3.750 39D377F200JT I, 110 1.062x3.750 3901 17F400JT4 

1200 1.062x3.250 390128G075JS4 450 WVOC, 525 VOC SURGE 
1500 1.062x3.750 390 158G075JT4 250 WVOC, 300 VOC SURGE 

390105F450EE4 1 .562xl.250 

100 WVOC, 125 VOC SURGE 7 .562xl.250 390705F250EE4 3 .562x1.750 390305F450EJ4 
15 .562xl.750 390156F250EJ4 5 .562x2.250 390505F45QEL4 

15 .562xl.250 390156Fl00EE4 20 .562x2.250 39D206F250EL4 10 .687x2.250 39DI06F450FL4 
35 .562x1.750 39D356Fl00EJ4 30 .687xl.750 39D306F250F J4 15 .687x2.750 39D156F450FP4 
55 .562x2.250 39D556Fl00EL4 35 .937x1.250 39D356F250HE4 20 .812x2.250 39D206F450GL4 
60 .812x1.250 39D606FIOOGE4 45 .687x2.250 39D456F250FL4 25 .812x2.750 39D256F450GP4 
75 .687xl.750 39D756Fl OOF J4 50 1.062xl.250 39D506F250JE4 35 .937x2.750 39D356F450H PI, ;f 
90 .937x1.250 39D906Fl00HE4 ! 

60 .687x2.750 39D606F250FP4 45 .937x3.250 39D456F450HS4 \ 

110 .687x2.250 39DI17Fl00FL4 70 .812x2.250 39D706F25OGL4 50 1.f.l62x2.750 39D506F450JP4 ",j 
120 .812xl.750 39D 127F 1 OOGJ4 95 .812x2.750 390956F250GP4 65 1.062x3.250 39D656F450JS4 
130 1.f.l62x 1. 250 39DI37Fl00JE4 100 .937x2.250 39DI07F250HL4 75 1.062x3.750 390756F450JT4 

'These capacitors have outer insulation. For units with bare case, change last character in catalog number from 4 to 0, and subtract. 062" from 
diameter and .125" from length. 

Copyright 1972, Sprague Products Company IND·EEM·16C·PRAR Sizes subiect to change without notice. -
-------- ----- -"----------
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p.F Case Code 
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TYPE 600D EXTRAL YTIC@ ALUMINUM 
ELECTROLYTIC CAPACITORS 

• Extended Operating Temperature Range From 
-55C to + 125C 

• Industrial version of CU12 and CU13 units 
• Dual Rating Makes Possible Operation At 

Either S5C or 125C 

• Improved Oxide Systems, Etching Techniques, 
and End Seals; a New Electrolyte Makes The 
Type 6000 Equivalent to Or Better Than 
Comparable Foil Tantalum Capacitors. 

• lower Cost and One Third The Weight of 
• Valtage Ratings Up to 250 Volts D·C Comparable Foil Tantalums 

For Complete Technical Data, See latest Issue of Sprague Engineering Bulletin 3455. 

CALL YOUR SPRAGUE INDUSTRIAL DISTRIBUTOR FOR CURRENT QUANTITY PRICES 

Catalog Numbert p.F Ca,e Code Catalog Numbert I'F Case Code Catalog Numbed p.F Case Code Catalog Numbert 

7 WVDC @ 85C, 5 WVDC @ 125C 290 OJ 6000297G0200J4 60 WVDC @ 85C, 50 WVDC @ 125C 18 OG 6000 186F 1500G4 
22 OJ 6000226F1500J4 440 OL 6000447G0200l4 

120 KO 6000127G007K04 600 OX 6000607G0200X4 17 KO 6000176G060K04 33 Ol 6000336F 1500 l4 
220 DO 6000227G007004 25 DO 6000256G060004 56 OX 6000566F 1500X4 
270 DE 6000277G0070 E4 30 WVDC @ 85C, 20 WVDC @ 125C 40 DE 6000406G0600 E4 
390 OG 6000397G0070G4 33 KO 6000336G030K04 60 OG 6000606G0600G4 200 WVDC @ 85C, 150 WVDC @ 125C 

560 OJ 6000567G0070J4 47 KO 6000.476G030K04 80 OJ 6000806G0600J4 4 KO 6000405F200K04 
820 OL 6000827G007DL4 82 DO 6000826G030004 120 Ol 6000127G0600L4 6 DO 6000605F200004 

1000 OX 6000 I 08G0070X4 100 DE 6000107G0300E4 160 OX 6000167G0600X4 8 DE 6000805F2000E4 

10 WVDC @ 85C, 7 WVDC @ 125C 120 OG 6000127G0300G4 
75 WVDC @ 85C, 60 WVDC @ 125C 13 OG 6000136F2000G4 

150 OG 6000157G0300G4 17 OJ 6000176F2000J4 
100 KO 60001 07GOI OK04 220 OJ 6000227G0300J4 12 KO 6000126F075K04 26 OL 6000266F2000l4 
180 DO 6000187GOIOO04 330 OL 6000337G0300L4 22 DO 6000226F075004 39 OX 6000396F2000X4 
220 DE 6000227GOIOOE4 390 OX 6000397G0300X4 33 DE 6000336F0750E4 
330 OG 6000337G0100G4 47 OG 6000476F0750G4 250 WVDC @ 85C, 200 WVDC @ 125C 
470 OJ 60004 77GOI 00J4 40 WVDC @ 85C, 30 WVDC @ 125C 68 OJ 6000686F0750J4 
680 OL 6000687GOI 00 L4 30 KO 6000306G040K04 3.3 KO 6000335F250K04 

100 OL 6000107F0750l4 
820 OX 6000827G0100X4 50 DO 6000506G040004 5.6 DO 6000565F250004 

120 OX 6000127F0750X4 6.8 DE 6000685F2500E4 
15 WVDC @ 85C, 10 WVDC @ 125C 70 DE 6000706G0400E4 

100 OG 6000107G0400G4 100 WVDC @ 85C, 75 WVDC @ 125C 10 OG 6000106F2500G4 

68 KO 6000686GOl5K04 140 OJ 6000 I 47G0400J4 
12 OJ 6000126F2500J4 

82 KO 6000826GOl5K04 
8.2 KO 6000825Fl00K04 22 OL 6000226F2500L4 

210 OL 6000217G0400L4 12 DO 6000 126F 100004 
150 DO 6000157G015004 27 OX 6000276F2500X4 

180 DE 6000187GOl50E4 
280 OX 6000287G0400X4 15 DE 6000156FIOOOE4 

270 OG 6000277(70150G4 50 WVDC @ 85C, 40 WVDC @ 125C 22 OG 6000226FIOOOG4 TABLE OF DIMENSIONS 

390 OJ 6000397GOl50J4 33 OJ 6000336Fl000J4 Case Code With Outer Insulation 
560 OL 6000567GOl50 l4 22 KO 6000226G050K04 47 OL 6000476Fl000l4 0 L 
680 OX 6000687G0150X4 33 DO 6000336G050004 68 OX 6000686FIOOOX4 

47 DE 6000476G0500E4 
KO .296 x 1.000 

20 WVDC @ 85C, 15 WVDC @ 125C ISO WVDC @ 85C, 100 WVDC @ 125C 
DO .390 x 1.000 

56 OG 6000566G0500G4 DE .390 x 1.187 
68 KO 6000686G020K04 68 DG 6000686G0500G4 4.7 KO 6000475F150K04" DG .390 x 1.437 

100 DO 600Dl07G020004 100 OJ 6000107G050014 5.6 KO 6000565F150K04 OJ .390 x 1.687 
140 DE 6000147G0200E4 150 OL 6000 157G0500 l4 8.2 DO 6000825 FI50004 OL .390 x 2.249 
220 OG 6000227G0200G4 180 OX 60001 87G0500X4 12 DE 6000126FI500E4 OX .390 x 2]49 

tCatalog numbers listed are for capacitors with Outer Insulation. For units with bare can substitute "0" for "4" at the end of the catalog number, and subtract 
1/64" from diameter and I /16" from length. 

I'F 

750 
1200 
1500 
1700 
2300 
2400 
2700 
3500 
3600 
4200 

D. x L. Catalog 

TYPE 601D EXTRAL YTIC@ ALUMINUM 
ELECTROLYTIC CAPACITORS 

• Supplement 6000 With Higher Capacitance 

• Industrial version of CU16 and CUI7 units 

• Pressure·sensitive Safety Vent 
• Designed to Operate at a Temperature Range of 

-55C to +85C 

• Unique New Electrolyte, High.gain Etched Foil, 
Improved Oxide System Provide long life With 
Superior Electrical Characteristics 

• For Complete Technical Data, See latest Issue of 
Sprague Engineering Bulletin 3456 

Call Your Sprague Industrial Distributor For Current Quontity Prices 

Number* p.F o. x t . Catalog Number* I'F o. x L. Catalog Number· 

5 WVOC, 7 WOV SURGE 4300 .812 x l.750 6010438G005GP4 7.5 WVDC, 10 VOC SURGE 
4700 1.062 x 1.750 6010478G005))4 

.687 x 1.250 60107570005FE4 5200 .937 x 2.250 601 0528G005H L4 650 .·687 x 1-.250 6010657G7R5FE4 
.812 x 1.250 6010128G0050E4 5500 .812 x 3.250 6010558G005G54 1000 .812 x 1.250 6010108G/RSGE4 
.687 x 1.750 6010 158G005F)4 6100 .937 x 2.750 6010618G005HP4 1300 .687 x 1.750 6010138G7R5F)4 
.937 x 1.250 6010178G005HE4 6700 .812 x 3.750 6010678G005GT4 1400 .937 x 1.250 6010148G7R5HE4 
.687 x 2.250 6010238G005Fl4 7100 1.062 x 2.250 6010718G005)l4 1900 .687 x 2.250 601 D198G7R5FL4 
.812 x 1.750 6010248G005G)4 7900 .937 x 3.250 6010798G005H54 2000 .812 x 1.750 6010208G7R5GJ4 
.687 x 2.750 6010278G005FP4 8300 1.062 x 2.750 6010838G005JP4 2200 .687 x 2.750 6010228G7R5FP4 
.687 x 3.250 6010358GOO5F54 9600 .937 x 3.750 6010968G005HT4 2900 .687 x 3.250 6010298G7R5F54 
.812 x 2.250 6010368G0050L4 10000 1.062 x 3.250 601 01 09G005J54 3000 .812 x 2.250 6010308G7R5Gl4 
.687 x 3.750 6010428G005FT4 13000 1.062 x 3.750 6010139G005JT4 3500 .687 x 3.750 601D358G7R5FT4 

*(otolog numbers listed are for copol...itors with outer insulation. For bare case change "4" to "0" at end of catalog number and subtract .062" from diameter and 
125·' from length. 

Copyright 1972, Sprague Products Company INO·EEM·17·PPAR All sizes subject to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 601 DEXTRAL YTIC® ALUMINUM ELECTROLYTIC CAPACITORS, Continued 

/LF D. x L. Catalog Number' /LF D. x L. Catalog Number' /LF D. x L. Catalog Number' 

3600 .812 x 2.750 601 D368G7R5GP4 990 .687 x·3.250 601 D997G025FS4 150 .812 x 1.750 601 D157F075GJ4 
4000 1.062 x 1.750 601 D408G7R5JJ4 1000 .812 x 2.250 601 Dl 08G025GL4 160 .687 x 2.750 601D167F075FP4 
4400 .937 x 2.250 601 D448G7R5HL4 1200 .687 x 3.750 601 D128G025FT4 210 .687 x 3.250 601 D217F075FS4 
4600 .812 x 3.250 601 D468G7R5GS4 1300 1.062 x 1.750 601 D138G025JJ4 220 .812 x 2.250 601 D227F075Gl4 
5100 .937 x 2.750 601 D518G7R5HP4 1500 .812 x 3.250 601D158G025GS4 260 .687 x 3.750 601 D2{,7F075FT4 
5600 .812 x 3.750 601 D568G7R5GT 4 1700 .937 x 2.750 601 D178G025HP4 290 1.062 x 1.750 {'o1 D297F075JJ4 
6000 1.062 x 2.250 601 D608G7R5JL4 1900 .812 x 3.750 601 D198G025GT4 320 .937 x 2.250 601 D327F075H L4 
6600 .937 x 3.250 601 D668G7R5HS4 2000 1.062 x 2.250 601 D208G025JL4 340 .812 x 3.250 601 D347F075GS4 
7000 1.062 x 2.750 601 D708G7R5JP4 2200 .937 x 3.250 601 D228G025HS4 380 .937 x 2.750 601 D387F075HP4 
8100 .937 x 3.750 601 D818G7R5HT4 2300 1.062 x 2.7:;0 601 D238G025JP4 400 .812 x 3.750 601 D407F075GT4 
9000 1.062 x 3.250 601 D908G7R5JS4 2700 .937 x 3.750 601 D278G025HT4 440 1.062 x 2.250 ,~01 D447F075JL4 

11000 1.062 x 3.750 601D119G7R5JT4 3000 1.062 x 3.250 601 D308G025JS4 490 .937 x 3.250 601 D497F075HS4 
3700 1.062 x 3.750 601 D378G025JT4 500 1.062 x 2.750 601 D507F075JP4 

10 WVDC, 15 VDC SURGE 600 .937 x 3.750 601 D607F075HT 4 
30 WVDC, 45 VDC SURGE 660 1.062 x 3.250 601 D667F075JS4 

540 .687 x 1.250 601 D547GOI OFE4 80.0 1.062 x 3.750 601D807F075JT4 
850 .812 x 1.250 601 D857GOI OGE4 190 .687 x 1.250 601 D197G030FE4 

1000 .687 x 1.750 601 Dl08G010FJ4 310 .812 x 1.250 601 D317G030GE4 100 WVDC, 150 VDC SURGE 
1200 .937 x 1.250 601D128GOIOHE4 390 .687 x 1.750 601 D397G030FJ4 
1600 .687 x 2.250 601D168G010FL4 440 .937 x 1.250 601 D447G030H E4 
1700 .812 x 1.750 601D178G01OGJ4 580 .687 x 2.250 601 D587G030FL4 25 .687 x 1.250 601 D256Fl 00FE4 
1800 .687 x 2.750 601 D188GOI OFP4 600 1.062 x 1.250 601 D607G030J E4 45 .812 x 1.250 601 D456Fl OOGE4 
2400 .687 x 3.250 601 D248GOI OFS4 620 .812 x 1.750 601 D627G03OGJ4 55 .687 x 1.750 601D556Fl00FJ4 
2500 .812 x 2.250 601 D258GOI OCL4 680 .687 x 2.750 601 D687G030FP4 65 .937 x 1.250 601 D656Fl OOHE4 
2900 .687 x 3.750 601D298G010FT4 870 .687 x 3.250 601 D877G030FS4 80 .687 x 2.250 601 D806Fl 00FL4 
3000 .812 x 2.750 601 D308GOI OGP4 880 .937 x 1.750 601 D887G030HJ4 90 .812 x 1.750 601 D906Fl 00GJ4 
3300 1.062 x 1.750 601 D338GOI OJJ4 930 .812 x 2.250 601 D937G030GL4 95 .687 x 2.750 60.1 D956Fl 00FP4 
3600 .937 x 2.250 601D368G010HL4 1000 .687 x 3.750 601Dl08G030FT4 120 .687 x 3.250 601DI27Fl00FS4 
3800 .812 x 3.250 601 D388GOI OOS4 1200 1.062 x 1.750 60lDI28G030JJ4 130 .812 x 2.250 601 DI37Fl 00GL4 
4200 .937 x 2.750 601D428GOIOHP4 1400 .812 x 3.250 (,OlD I 48G030GS4 150 .687 x 3.750 60lDI57Fl00FT4 
4700 .812 x 3.750 601D478G010GT4 1500 .937 x 2.750 601DI58G030HP4 180 1.062 x 1.750 601DI87FIOOJJ4 
5000 1.062 x 2.250 601 D508GOIOJL4 1700 .812 x 3.750 601D178G03OGU 

200 5500 .937 x 3.250 601 D558GOI OHS4 1800 1.062 x 2.250 601 DI88G030JL4 .812 x 3.250 601D207FlooGS4 
5800 1.062 x 2.750 601 D588GOI OJP4 2000 .937 x 3.250 601 D208G030HS4 230 .937 x 2.750 601 D237Fl00HP4 
6700 .937 x 3.750 601D678G010HT4 2100 1.062 x 2.750 601 D218G030JP4 250 .812 x 3.750 60lD257FIOOGT4 
7500 1.062 x 3.250 601 D758GOIOJS4 2400 .937 x 3.750 601 D248G030HT4 280 1.062 x 2.250 (,OID287FIOOJL4 
9100 1.062 x 3.750 60lD918G010JT4 2700 1.062 x 3.250 601 D278G030JS4 300 .937 x 3.250 601 D307Fl00HS4 

3300 1.062 x 3.750 601 D338G030JT 4 320 1.062 x 2.750 601D327FIOOJP4 

15 WVDC, 20 VDC SURGE 
370 .937 x 3.750 601 D377F 1 00HT4 

40 WVDC, 60 VDC SURGE 420 1.062 x 3.250 601 D427FIOOJS4 

400 .687 x 1.250 601 D407G015FE4 500 1.062 x 3.750 601 D507Fl00JT4 

650 .812 x 1.250 601D657G015GE4 140 .687 x 1.250 601D147G040FE4 

800 .687 x 1.750 601 D807G015FJ4 220 .812 x 1.250 601 D227G040GE4 

930 .937 x 1.250 601D937G015HE4 270 .687 x 1.750 601 D277G040FJ4 150 WVDC, 200 VDC SURGE 
300 .937 x 1.250 601 D307G040HE4 

1200 .687 x 2.250 601D128G015FL4 400 .687 x 2.250 601 D407G040FL4 
1300 .812 x 1.750 601DI38G015GJ4 430 1.062 x 1.250 601 D437G040JE4 18 .687 x 1.250 601D186F150FE4 1400 .687 x 2.750 601 D148G015FP4 
1800 .687 x 3.250 601 D188G015FS4 440 .812 x 1.750 601 D447G040GJ4 30 .812 x 1.250 601D306F150GE4 

480 .687 x 2.750 601 D487G040FP4 35 .687 x 1.750 ~01 D356F150F J4 
1900 .812 x 2.250 60lDI98GOl5GL4 620 .687 x 3.250 601 D627G040FS4 45 .937 x 1.250 601D456F150HE4 
2200 .687 x 3.750 601 D228G015FT4 630 .937 x 1.750 601 D637G040HJ4 55 .687 x 2.250 601 D556F150FL4 
2500 1.062 x 1.750 601 D258G015JJ4 660 .812 x 2.250 601D667C040GL4 60 .812 x 1.750 601 D606F150GJ4 
2700 .937 x 2.250 60 I D278GO 15H L4 760 .687 x 3.750 601 D767G040FT4 65 .687 x 2.750 601 D656F150FP4 
2900 .812 x 3.250 601 D298G015GS4 770 .812 x 2.750 601 D777G040GP4 
3200 .937 x 2.750 601 D328G015HP4 860 1.062 x 1.750 601 D867G040JJ4 85 .687 x 3.250 601 D856F150FS4 
3500 .812 x 3.750 601D358G015GT4 950 .937 x 2.250 601D957G040HL4 90 .937 x 1.750 601 D906F150HJ4 
3800 1.062 x 2.250 601 D388G015JL4 1000 .812 x 3.250 601 D 1 08G040GS4 95 .812 x 2.250 601 D956F150GL4 
4200 .937 x 3.250 601 D428G015HS4 1100 .937 x 2.750 601 D118G040HP4 100 .687 x 3.750 601DI07FI50FT4 
4400 1.062 x 2.750 601 D448GOl5JP4 1200 .812 x 3.750 601 D128G040GT4 130 1.062 x 1.750 60lD137F150JJ4 
5100 .937 x 3.750 601 D518G015HT4 1400 .937 x 3.250 60lD148G040HS4 140 .812 x 3.250 60 I D 147F 150GS4 
5700 1.062 x 3.250 601 D578G015JS4 1500 1.062 x 2.750 601 D158G040JP4 160 .937 x 2.750 601 D167F150HP4 
6900 1.062 x 3.750 601D698G015JT4 1700 .937 x 3.750 601D178G040HT4 170 .812 x 3.750 601 DI77F150GT4 

1900 1.062 x 3.250 601 D198G040JS4 190 1.062 x 2.250 601D197F150JL4 
20 WVDC, 30 VDC SURGE 2300 1.062 x 3.750 601 D238G040JT 4 210 .937 x 3.250 60 I D217F150HS4 

290 .687 x 1.250 601 D297G020FE4 
230 1.062 x 2.750 601 D237F150JP4 

460 .812 x 1.250 601 D467G020GE4 50 WVDC, 75 VDC SURGE 260 .937 x 3.750 601 D267F150HT4 

580 .687 x 1.750 601 D587G020F J4 
290 1.062 x 3.250 601 D297F150JS4 

110 .687 x 1.250 601 D117G050FE4 360 1.062 x 3.750 601 D367F150JT4 
660 .937 x 1.250 601D667G020HE4 170 .812 x 1.250 601 DI77G050GE4 
900 .812 x 1.750 601 D907G02ooJ4 220 .687 x 1.750 601 D227G050F J4 1000 .687 x 2.750 601 Dl 08G020FP4 250 .937 x 1.250 601 D257G050H E4 200 WVDC, 250 VDC SURGE 

1300 .687 x 3.250 601 D138G020FS4 330 .687 x 2.250 601 D337G050F L4 1600 .687 x 3.750 601 D168G020FT 4 340 1.062 x 1.250 601 D347G050JE4 16 .687 x 1.250 601 D166F200FE4 
1800 1.062 x 1.750 601 D188G020JJ4 350 .812 x 1.750 601 D357G050GJ4 25 .812 x 1.250 601 D256F200GE4 
1900 .937 x 2.250 601 D198G020HL4 380 .687 x 2.750 601 D387G050FP4 .687 x 1.750 601 D306F200F J4 2000 .812 x 3.250 601 D208G020GS4 30 
2300 .937 x 2.750 601 D238G020HP4 500 .687 x 3.250 601 D507G050FS4 35 .937 x 1.250 601 D356F200HE4 

2500 .812 x 3.750 601 D258G020GT 4 
600 .687 x 3.750 601 D607G050FT4 45 .687 x 2.750 601 D456F200FL4 

2700 1.062 x 2.250 601 D278G020JL4 
680 1.062 x 1.750 601 D687G050JJ4 50 .812 x 1.750 601 D506F200GJ4 
750 .937 x 2.250 601 D757G050H L4 2900 .937 x 3.250 601 D298G020HS4 790 .812 x 3.250 601 D797G050GS4 55 .687 x 2.750 601 D556F200FP4 

3100 1.062 x 2.750 601 D318G02OJP4 870 .937 x 2.750 601 D877G050HP4 70 .687 x 3.250 601 D706F200FS4 
3600 .937 x 3.750 601 D368G020HT 4 950 .812 x 3.750 601 D957G05OGT4 75 .812 x 2.250 601 D756F200GL4 
4000 1.062 x 3.250 601 D408G020JS4 1000 1.062 x 2.250 601 DI 08G050JL4 85 .687 x 3.750 601 D856F200FT4 
4900 1.062 x 3.750 601 D498G020JT4 1100 .937 x 3.250 601 D118G050HS4 90 .812 x 2.750 601 D906F20ooP4 

25 WVDC, 40 VDC SURGE 1500 1.062 x 3.250 601D158G050JS4 100 .812 x 3.250 601 Dl07F200GS4 
1800 1.062 x 3.750 601D188G050JT4 110 .937 x 2.250 601D117F200HL4 

220 .687 x 1.250 601 D227G025FE4 
130 .937 x 2.750 60lD137F200HP4 

350 .812 x 1.250 601 D357G025GE4 75 WVDC, 100 VDC SURGE 140 .812 x 3.750 601DI47F200GT4 

440 .687 x 1.750 601 D447G025FJ4 160 1.062 x 2.250 601 D167F200JL4 

500 .937 x 1.250 601 D507G025H E4 45 .687 x 1.250 601 D456F075FE4 170 .937 x 3.250 601DI77F200HS4 

660 .687 x 2.250 601 D667G025FL4 75 .812 x 1.250 601 D756F075GE4 180 1.062 x 2.750 601 D187F200JP4 

680 .812 x 1.250 601 D687G025JE4 95 .687 x 1;750 601D956F075FJ4 210 .937 x 3.750 601D217F200HT4 

700 .812 x 1.750 601 D707G025GJ4 100 .937 x 1:250 601 Dl07F075HE4 240 1.062 x 3.250 601 D247F200JS4 
.,70 .687 x 2.750 601 D777G025FP4 140 .687 x 2.250 601 D147F075FL4 290 1.062 x 3.750 601 D297F200JT 4 

*Catalog numbers listed are for capacitors with outer insulation. For bare Case change "4" to "0" at end of cat. no. and subtract ,062" from D, and .125" from L. 

Copyright 1974, Sprague Products Company IND·EEM· 17 A·EBAP All sizes subject to change without notice. 



57 

SPRAGUE CAPACITORS 
TYPE 604D 4-TERMINAL EXTRAL YTIC® 

ALUMINUM ELECTROL YlIC CAPACITORS 
• Premium-grade capacitors with true faur-ter- • Impedance limits at 10kHz are as law as 17 

minal construction, specifically designed for mO. 
use in switching regulators and other high fre-

• Capacitance tolerance: 5- through 50-volt quency applications. 
capacitors, -10, +50%. Above 50 volts, 

• Low equivalent series resistance, low induct- -10,+75%. 
ance, low impedance. 

• Operating temperature range, -55 C to • Outer plastic film insulation with polymer-

+105 C. 
coated end seals which permit degreasing in 
halogenated solvents. 

• Guaranteed inductance limit of 2 nH, with 
typical values of less than 1 nH when used in • For complete technical data, refer to latest 
the four-terminal mode. issue of Engineering Bulletin 3458. 

JLF Dia. X length Catalog Number JLF Dia. x Length Catalog Number JLF Dia. x Length Cat. Number 

5 WVDC 3400 .812 x 3.343 604D342G016GS6 1500 1.062 x 2.343 604D152G040JL6 
2400 .812 x 1.843 604D242G005GJ6 4200 1.062 x 2.343 604D422G0l6J L6 1700 .937 x 2.843 604D172G040HP6 
3300 .812 x 2.343 604D332G005GL6 5200 .937 x 3.343 604D522G0l6HS6 2300 .937 x 3.343 604D232G040HS6 
3700 .937 x 1.843 604D372G005HJ6 6100 1.062 x 2.843 604D612G016J P6 2900 1.062 x 3.343 604D292G040JS6 
4400 .812 x 2.843 604D442G005GP6 6400 .937 x 3.843 604D642G016HT6 

3600 1.062 x 3.843 604D362G040JT6 

5000 .937 x 2.343 604D502G005HL6 8000 1.062 x 3.343 604D802G016JS6 50 WVDC 

5700 .812 x 3.343 604D572G005GS6 10000 1.062 x 3.843 604 D 1 03GO 16JT6 300 .812 x 1.843 604 D30 1 G050GJ 6 
6200 .937 x 2.843 604D622G005H P6 20 WVDC 400 .812 x 2.343 604 D40 1 G050G L6 

\ C 7200 1.062 x 2.343 604D722G005J L6 1200 .812 x 1.843 604D122G020GJ6 530 .937 x 1.843 604D531G050HJ6 
1800 .937 x 1.843 604D182G020HJ6 700 .937 x 2.343 604D701G050HL6 

J 8800 .937 x 3.343 604 D882G005 H S6 2200 .812 x 2.843 604D222G020GP6 10000 1.062 x 2.843 604D103G005J P6 2400 .937 x 2.343 604D242G020HL6 870 1.062 x 2.343 604D871G050J L6 
l3000 1.062 x 3.343 604Dl33G005JS6 1000 .937 x 2.843 604D102G050HP6 
16000 1.062 x 3.843 604D163G005JT6 2900 .812 x 3.343 604D292G020GS6 1200 1.062 x 2.843 604D122G050J P6 

7.5 WVDC 3400 .937 x 2.843 604D342G020H P6 1600 1.062 x 3.343 604D162G050JS6 

.812 x 1.843 604D202G7R5GJ6 3700 1.062 x 2.343 604D372G020J L6 2000 1.062 x 3.843 604D202G050JT6 
2000 4500 .937 x 3.343 604D452G020HS6 3000 .937 x 1.843 604D302G7R5HJ6 75 WVDC 
3800 .812 x 2.843 604D382G7R5GP6 5300 1.062 x 2.843 604D532G020JP6 200 .812 x 1.843 604D201F075GJ6 4400 .937 x 2.343 604D442G7R5HL6 7000 1.062 x 3.343 604D702G020JS6 260 .812 x 2.343 604D261F075GL6 

4800 1. 062 x 1.843 604D482G7R5JJ6 8600 1.062 x 3.843 604D862G020JT6 350 .937 x 1.843 604D351F075HJ6 

5000 .812 x 3.343 604D502G7R5GS6 25 WVDC 450 .937 x 2.343 604D451F075Hl6 

5800 .937 x 2.843 604D582G7R5HP6 900 .812 x 1.843 604D90lG025GJ6 570 1.062 x 2.343 604D57lF075JL6 6200 1.062 x 2.343 604D622G7 R5J L6 1200 .812 x 2.343 604D122G025GL6 650 .937 x 2.843 604D651F075HP6 
7500 .937 x 3.343 604D752G7R5HS6 1600 .812 x 2.843 604D162G025GP6 850 .937 x 3.343 604D851F075HS6 
9000 1.062 x 2.843 604D902G7R5J P6 2000 .937 x 2.343 604D202G025HL6 1000 1.062 x 3.343 604D102F075JS6 

11000 1.062 x 3.343 604D113G7R5JS6 2500 1.062 x 2.343 604D252G025JL6 
l300 1.062 x 3.843 604D132F075JT6 

14000 1.062 x 3.843 604D143G7R5JT6 2800 .937 x 2.843 604D282G025HP6 lOOWVDC 
10 WVDC 3600 1.062 x 2.843 604D362G025J P6 130 .812 x 1.843 604 D l3lFl OOGJ 6 

1700 .812 x 1.843 604D172GOlOGJ6 4700 1. 062 x 3.343 604D472G025JS6 170 .812 x 2.343 604Dl7lF100GL6 
2300 .812 x 2.343 604D232GOlOGL6 5700 1.062 x 3.843 604D572G025JT6 230 .937 x 1.843 604D23lFlOOHJ6 
2600 .937 x 1.843 604D262GOlOHJ6 30 WVDC 300 .937 x 2.343 604D30lFlOOHL6 
3000 .812 x 2.843 604D302GOlOGP6 700 .812 x 1.843 604D701G030GJ6 

3600 .937 x 2.343 604D362G010HL6 900 .812 x 2.343 604D901G030GL6 380 1. 062 x 2.343 604D38lFlOOJ L6 

4100 .812 x 3.343 604D412G010GS6 l300 .812 x 2.843 604D132G030GP6 430 .937 x 2.843 604 D43lFl 00 H P6 

4800 .937 x 2.843 604D482GOlOHP6 1600 .937 x 2.343 604D162G030HL6 550 1.062 x 2.843 604D55lFlOOJP6 
2000 1.062 x 2.343 604D202G030J L6 700 1.062 x 3.343 604D70lFlOOJS6 5100 1.062 x 2.343 604D512G010JL6 850 1.062 x 3.843 604 D85lFl 00JT6 
2200 .937 x 2.843 604D222G030HP6 

6300 .937 x 3.343 604D632G010HS6 2800 1.062 x 2.843 604D282G030J P6 200 WVDC 
7500 1.062 x 2.843 604D752GOlOJ P6 3000 .937 x 3.343 604D302G030HS6 .812 x 1.843 604D500F200GJ6 9700 1.062 x 3.343 604 D972GOlOJ S6 3600 1.062 x 3.343 604 D362G030J S6 50 

12000 1.062 x 3.843 604D123G010JT6 4500 1.062 x 3.843 604D452G030JT6 85 .937 x 1.843 604D850F200HJ6 
fI"'"> (' 

100 .937 x 2.343 604D101F200HL6 
16 WVDC 40 WVDC 150 .937 x 2.843 604D151F200HP6 

L,.. '. /' 1400 .812 x 1.843 604D142G0l6GJ6 550 .812 x 1.843 604D551G040GJ6 
1900 .812 x 2.343 604D192G016GL6 700 .812 x 2.343 604D701G040GL6 200 1.062 x 2.843 604D201F200J P6 
2100 .937 x 1.843 604D212G016HJ6 900 .937 x 1.843 604D901G040HJ6 250 .937 x 3.843 604D251F200HT6 
2700 .937 x 2.343 604D272G016HL6 1200 .937 x 2.343 604D122G040HL6 320 1.062 x 3.843 604D321F200JT6 

Copyright 1975, Sprague Products Company IND-EEM-55·EFAI Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 630D EXTRAL YTIC®ALUMINUM ELECTROLYTICS 

• Designed for use in long-interval timing circuits· often encountered in pressure connections of 
conventional capacitors . 

• Extremely low leakage current levels, ranging ... 
from 1 IlA max. for 10 ~F capacitors to 5 jJA • Outer plastic film Insulatl~n and polymer~coated 
max. for SOO ~F capacitors. end seals eliminates possible problems with. s.ol

vent-cleaning of assembled pnnted wiring 
boards. • Tight aluminum electrolytic capacitance toler

ance of only =10%. 

• Excellent shelf and life characteristics over the 
temperature range of -55°C to +12SoC. 

• Exceptionally high capacitance stability and 
equivalent series resistance. 

• All terminal connections welded, eliminating 
possibiilty of "open" or intermittent contacts 

• For complete technical data, refer to latest issue 
of Engineering Bulletin 3454. 

~F WVDC D. x L. Cat. No. 

10 25 .270 x .812 630DI00 
2S 25 .332 x .812 630DI0l 
SO 25 .332 x .937 630DI02 

100 25 .395 x 1.062 630DI03 
250 2S .395 x 1.625 630DI04 
500 25 .505 x 1.875 630DI05 

TYPE 672D, 673D EXTRAL YTIC® ALUMINUM ELECTROL YTICS 
• Specifically designed for use in switching regu

lators and other high frequency applications. 

• Miniature single-ended 'Iytics feature low equiv
alent series resistance, inductance, and imped
ance. 

• High capacitance values combined with low in
ductance and low ESR limits makes these capac
itors very useful for bus bar decoupling in data 
processing applications. 

~F Dia. x Length Catalog Number 

6.3 WVDC, 9 V SURGE 

150 .413 x .740 672D157H6R3CD5C 
220 .413 x .927 672D227H6R3CG5C 
680 .500 x 1.165 672D687H6R3DM5C 

1000 .63S x 1.124 672DI08H6R3EK5C 
1200 .635 x 1.437* 672D128H6R3ET5C 
1500 .635 x 1.437 673D158H6R3ET5C 
2200 1.010 x 1.250 673D228H6R3JE5C 

7.5 WVDC, 10 V SURGE 

100 .413 x .677 672DI0lH7RSCCSC 
ISO .413 x .740 672DlS7H7RSCDSC 
680 .500 x 1.437 672D687H7RSDTSC 

1000 .63S x 1.437 672D108H7RSETSC 
IS00 .885 x 1.2S0 673D1S8H7RSHESC 
4700 1.010 x 1.7S0 673D478H7RSJJSC 

12 WVOC, 16 V SURGE 

100 .413 x .677 672DI0lH012CCSC 
ISO .413 x .927 672DlS7H012CGSC 
470 .500 x 1.16S 672D477HOI2DM5C 
680 .500 x 1.437 672D687H012DT5C 

1000 .635 x 1.437' 672DI08HOI2ETSC 
IS00 1.010 x 1.2S0 673DlS8H012J ESC 
3300 1.010 x 1.7S0 673D338H012JJSC 

15 WVOC, 20 V SURGE 

100 .413 x ,740 672D107HOlSCDSC 
ISO .413 x .927 672D1S7HOlSCGSC 
470 .SOO x 1.437 672D477H015DTSC 
680 .635 x 1.124 672D687HOlSEKSC 
820 .635 x 1.437' 672D827H01SET5C 

1000 .63S x 1.437 672DI08H015ETSC 
lS00 1.010 x 1.2S0 673D1S8HOlSJE5C 

• Premium-grade capacitors offer guaranteed in
ductance limit of 25nH with typical values in 
the S to 20nH range. 

• Furnished with outer plastic-film inSUlation with 
supplementary polymer coated end-seal. 

• Capacitance tolerance, -10, +100%. 
• Operating temperature range, -5S C to +10S C. 

• For complete technical data, refer to latest issue 
of Sprague Engineering Bulletin 34S2. 

~F Dia. x Length Catalog Number 

2200 .88S x 1.750 673D228H015HJ5C 
3300 1.010 x 1.750 673D338H015JJ5C 
4700 1.010 x 2.250 673D478H015JL5C 

20 WVDC, 30 V SURGE 

68 .413 x .740 672D686H020CD5C 
100 .413 x .927 672DI07H020CGSC 
330 .500 x 1.165 672D337H020DM5C 
470 .635 x 1.124 672D477H020EK5C 
560 .635 x 1.437* 672DS67H020ETSC 
680 .635 x 1.437 672D687H020ETSC 

1000 1.010 x 1.2S0 673D 108H020J ESC 
2200 1.010 x 1.7S0 673D228H020JJ5C 

25 WVDC, 35 V SURGE 
47 .413 x .677 672D476H025CC5C 
68 .413 x .740 672D686H025CDSC 

330 .SOO x 1.437 672D337H02SDTSC 
470 .63S x 1.437* 672D477H02SETSC 
680 .88S x 1.250 673D687H02SHE5C 

1000 1.010 x 1.250 673DI08H025J E5C 
IS00 .88S x 1.7S0 673D158H025HJSC 

40 WVOC, 55 V SURGE 

47 .413 x .740 672D476H040CDSC 
220 .63S x 1.124 672D227H040EKSC 
330 .635 x 1.437 672D337H040ET5C 
390 .635 x 1.437* 672D397H040ETSC 
470 .884 x 1.2S0 673D477H040HE5C 
680 1.010 x 1.2S0 673D687H040J E5C 

50 WVOC, 75 V SURGE 
22 .413 x .740 672D226H050CDSC 

100 .SOO x 1.437 672DI07HOSODTSC 
150 .635 x 1.124 672D157H050EK5C 

*Also available in .SOO" x 1.790 size. Change 12th and 13th characters in cat. no. from ET to OS. 

Copyright 1978, Sprague Electric Company IND·'OS·EFAB 

~F Dia. x Length Catalog Number 

180 .635 x 1.437* 672D187H050ET5C 
220 .635 x 1.437 672D227HOSOETSC 
330 .885 x 1.250 673D337H050HE5C 
470 1.010 x 1.250 673D477H050JE5C 
680 .885 x 1.750 673D687H050HJ5C 

60 WVDC, 85 V SURGE 

15 .413 x .740 672D156H060CD5C 
22 .413 x .927 672D226H060CG5C 
68 .500 x 1.16S 672D686H060DMSC 

100 .635 x 1.124 672DI07H060EK5C 
120 .63S x 1.437* 672D127H060ETSC 
ISO .63S x 1.437 672DlS7H060ETSC 
220 1.010 x 1.250 673D227H060J ESC 
470 1.010 x 1.7S0 673D477H060JJSC 
680 1.010 x 2.2S0 673D687H060JLSC 

100 WVOC, 150 V SURGE 

4.7 .413 x .677 672D475H100CCSC 
6.8 .413 x .740 672D68SHI00CDSC 

33 .635 x 1.124 672D336HI00EKSC 
68 .635 x 1.437 672D686HI00ETSC 

100 1.010 x 1.250 673DI07HI00JESC 

200 WVOC, 250 V SURGE 

27 .885 x 1.2S0 673D276H200HE5C 
56 .88S x 1.750 673DS66H200HJSC 
68 1.010 x 1.750 673D686H200JJSC 

120 1.010 x 2.2S0 673D127H200J LSC 

2S0 WVDC, 300 V SURGE 

22 .88S x 1.2S0 673D226H2S0HE5C 
33 1.010 x 1.2S0 673D336H250JESC 
39 .885 x 1.750 673D396H250HJSC 

100 1.010 x 2.250 673D107H250J LSC 

Sizes subiect to change without notice 
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TYPE 36D POWERL YTIC® ALUMINUM ELECTROL yrlCS 

I'F Size Code Catalog Number' 
3 WVDC, 4 VDC SURGE 

10000 AA 3SD103G003AA2A 
20000 AB 3SD203G003AB2A 
30000 AC 36D303G003AC2A 
36000 AD 36D363G003AD2A 
41000 AE 36D413G003AE2A 
46000 AF 36D463G003AF2A 
47000 BB 36D473G003BB2A 
70000 BC 36D703G003BC2A 
80000 CB 36D803G003CB2A 
82000 BD 36D823G003BD2A 
94000 BE 36D943G003BE2A 

100000 BF 36D104G003BF2A 
120000 CC 36D 124G003CC2A 
140000 CD 36D144G003CD2A 
160000 CE 36D164G003CE2A 
170000 DC 36D174G003DC2A 
180000 CF 36D184G003CF2A 
200000 DD 36D204G003DD2A 
230000 DE 36D234G003DE2A 
270000 DF 36D274G003DF2A 

6 WVDC, 8 VDC SURGE 
7000 AA 36D702G006AA2A 

14000 AB 36D143G006AB2A 
21000 AC 36D213G006AC2A 
25000 AD 36D253G006AD2A 
29000 AE 36D293G006AE2A 
32000 AF 36D323G006AF2A 
33000 BB 36D333G006BB2A 
50000 BC 36D503G006BC2A 
57000 CB 36D573G006CB2A 
58000 BD 36D583G006BD2A 
66000 BE 36D663G006BE2A 
75000 BF 36D753G006BF2A 
86000 CC 36D863G006CC2A 

100000 CD 36D104G006CD2A 
110000 CE 36D1l4G006CE2A 
120000 DC 36D124G006DC2A 
140000 DD 36D144GOOSDD2A 
160000 DE 3SD1S4GOOSDE2A 
190000 DF 3SD194GOOSDF2A 

10 WVDC, 12 VDC SURGE 
6000 AA 3SDS02G010AA2A 

12000 AB 3SD123GOlOAB2A 
18000 AC 3SD183G010AC2A 
21000 AD 3SD2l3GOlOAD2A 
24000 AE 3SD243G010AE2A 
27000 AF 36D273G010AF2A 
28000 BB 36D283GOlOBB2A 
42000 BC 36D423GOlOBC2A 
48000 CB 36D483G010CB2A 
49000 BD 36D493G010BD2A 
56000 BE 36D563G010BE2A 
63000 BF 36D633GOI0BF2A 
72000 CC 36D 723G01 OCC2A 
84000 CD 36D843GOI0CD2A 
96000 CE 36D963G010CE2A 

100000 CF 36D104G010CF2A 
100000 DC 36D104G010DC2A 
120000 DD 36D124G010DD2A 
140000 DE 36D144G010DE2A 
160000 DF 36D164GOlODF2A 

15 WVDC, 18 VDC SURGE 
4S00 AA 36D4S2G015AA2A 
9200 AB 3SD922G015AB2A 

13000 AC 3SD133G015AC2A 
lS000 AD 36D163G015AD2A 
18000 AE 36D183G015AE2A 
20000 AF 36D203G015AF2A 

I'F Size Code 
21000 BB 
31000 BC 
36000 CB 
37000 BD 
42000 BE 
47000 BF 
54000 CC 
63000 CD 
72000 CE 
80000 DC 
81000 CF 
93000 DD 

100000 DE 
120000 DF 

RECOMMENDED FOR REPLACEMENT APPLICATIONS 

• Excellent space economy at operating 
temperatures to 85 C. 

• Pressure·type safety vents employing 
silicone rubber are used on all cases. 

• Uses most reliable seal developed by 
Sprague for aluminum 'lytic capacitors. 

• Extremely long shelf life. 

• Low ESR. low leakage currents. 

Catalog Number' "F Size Code 
3SD213G015BB2A 31000 DC 
3SD313G015BC2A 32000 CF 
36D363G015CB2A 37000 DD 
3SD373G015BD2A 42000 DE 
36D423G015BE2A 48000 DF 

• For technical data, refer to Sprague En
gineering Bulletin 3431. 

Catalog Number' "F Size CJde Catalog Number' 
36D313G040DC2A 7800 CF 36D782GI00CF2A 
36D323G040CF2A 7800 DC 36D782GI00DC2A 
36D373G040DD2A 9100 DD 36D912G100DD2A 
36D423G040DE2A 10000 DE 36D103GI00DE2A 
36D483G040DF2A 11000 DF 36D113GI00DF2A 

36D473G015BF2A 50 WVDC, 65 VDC SURGE 150 WVDC, 175 VDC SURGE 36D543G015CC2A 1300 AA 36D132G050AA2A 36D633G015CD2A 300 AA 36D301Fl50AA2A 
36D723G015CE2A 2600 AB 36D262G050A B2A 600 AB 36D601Fl50AB2A 
36D803G015DC2A 3900 AC 36D392G050AC2A 900 AC 36D901F150AC2A 
36D8l3G015CF2A 4600 AD 36D462G050AD2A 1100 AD 36D112F150AD2A 
36D933G015DD2A 5200 AE 36D522G050AE2A 1200 AE 36D122F150AE2A 
36D104G015DE2A 5900 AF 36D592G050AF2A 1300 AF 36D132F150AF2A 
36D124G015DF2A 6000 BB 36D602G050 B B2A 1400 BB 36D142F150BB2A 

9000 BC 36D902G050BC2A 2100 BC 36D212F150BC2A 
25 WVDC, 30 VDC SURGE 10000 BD 36D103G050BD2A 2400 BD 36D242F150BD2A 

2700 AA 36D272G025AA2A 12000 BE 36D123G050BE2A 2700 BE 36D272F150BE2A 
5500 AB 36D552G025AB2A 13000 BF 36D133G050BF2A 3100 BF 36D312F150BF2A 
8200 AC 36D822G025AC2A 15000 CC 36D153G050CC2A 3600 CC 36D362FI50CC2A 
9600 AD 36D962G025AD2A 18000 CD 36D183G050CD2A 4200 CD 36D422F150CD2A 

11000 AE 36D113G025AE2A 20000 CE 36D203G050CE2A 4700 CE 36D472F150CE2A 
12000 AF 36D123G025AF2A 22000 DC 36D223G050DC2A 5300 CF 36D532FI50CF2A 
18000 BC 36D183G025BC2A 23000 CF 36D233G050CF2A 5300 DC 36D532FI50DC2A 
21000 CB 36D213G025CB2A 26000 DD 36D263G050DD2A 6200 DD 36D622F150DD2A 
22000 BD 36D223G025BD2A 30000 DE 36D303G050DE2A 7000 DE 36D702F150DE2A 
25000 BE 36D253G025BE2A 34000 DF 36D343G050DF2A 7800 DF 36D782F150DF2A 
28000 BF 36D283G025BF2A 75 WVDC, 95 VDC SURGE 

200 WVDC, 250 VDC SURGE 32000 CC 36D323G025CC2A 850 AA 36D851G075AA2A 
38000 CD 36D383G025CD2A 1700 AB 36D172G075AB2A 250 AA 36D251F200AA2A 
43000 CE 36D433G025CE2A 2500 AC 36D252G075AC2A 430 AB 36D431F200AB2A 
47000 DC 36D473G025DC2A 3000 AD 36D302G075AD2A 640 AC 36D641 F200AC2A 
48000 CF 36D483G025CF2A 3400 AE 36D342G075AE2A 770 AD 36D771 F200AD2A 
55000 DD 36D553G025DD2A 3800 AF 36D382G075AF2A 850 AE 36D851F200AE2A 
63000 DE 36D633G025DE2A 3900 BB 36D392G075BB2A 950 AF 36D951 F200AF2A 
71000 DF 36D713G025DF2A 5900 BC 36D592G075BC2A 1400 BC 36D142F200BC2A 

30 WVDC, 40 VDC SURGE 6700 CB 36D672G075CB2A 1600 CB 3SD1S2F200CB2A 
6900 BD 36DS92G075BD2A 1700 BD 36D172F200BD2A 

2000 AA 36D202G030AA2A 7800 BE 36D782G075BE2A 1900 BE 36D192F200BE2A 
4000 AB 36D402G030AB2A 8800 BF 36D882G075BF2A 2100 BF 36D212F200BF2A 
SOOO AC 36D602G030AC2A 10000 CC 36D103G075CC2A 2500 CC 36D252F200CC2A 
7200 AD 36D722G030AD2A 11000 CD 3SD113G075CD2A 2900 CD 3SD292F200CD2A 
8300 AE 3SD832G030AE2A 13000 CE 3SD133G075CE2A 3300 CE 3SD332F200CE2A 
9300 AF 3SD932G030AF2A 14000 DC 36D143G075DC2A 3700 CF 3SD372F200CF2A 
9500 BB 3SD952G030BB2A 15000 CF 36D153G075CF2A 3700 DC 3SD372F200DC2A 

14000 BC 3SD143G030BC2A 17000 DD 36D173G075DD2A 4300 DD 36D432F200DD2A 
16000 BD 36D163G030BD2A 20000 DE 36D203G075DE2A 4800 DE 36D482F200DE2A 
19000 BE 36D193G030BE2A 22000 DF 36D223G075DF2A 5500 DF 3SD552F200DF2A 
21000 BF 3SD2l3G030BF2A 

100 WVDC, 125 VDC SURGE 250 WVDC, 300 VDC SURGE 24000 CC 36D243G030CC2A 
28000 CD 36D283G030CD2A 450 AA 36D45lGlOOAA2A 170 AA 3SD171 F250AA2A 
32000 CE 36D323G030CE2A 900 AB 3SD901G100AB2A 350 AB 36D351F250AB2A 
36000 DC 36D363G030DC2A 1300 AC 36D132G100AC2A 530 AC 36D531F250AC2A 
37000 CF 36D373G030CF2A 1500 AD 36D152G100AD2A 630 AD 36DS31F250AD2A 
42000 DD 36D423G030DD2A 1800 AE 36D182GlOOAE2A 700 AE 36D701F250AE2A 
48000 DE 36D483G030DE2A 2000 AF 3SD202GlOOAF2A 780 AF 36D781 F250AF2A 
54000 DF 36D543G030DF2A 3000 BC 36D302G100BC2A 800 BB 36D801F250BB2A 

40 WVDC, 50 VDC SURGE 
3500 CB 36D352G100CB2A 1200 BC 36D122F250BC2A 
3600 BD 36D362G100BD2A 1300 CB 36D132F250CB2A 

1800 AA 36D182G040AA2A 4000 BE 36D402GlOOBE2A 1400 BD 36D142F250BD2A 
3600 AB 36D362G040AB2A 4500 BF 36D452GlOOBF2A 1500 BE 36D152F250BE2A 
5500 AC 36D552G040AC2A 5300 CC 36D532G100CC2A 1700 BF 36D172F250BF2A 
6400 AD 36D642G040AD2A 6100 CD 36D612G100CD2A 2000 CC 36D202F250CC2A 
7300 AE 36D732G040AE2A 7000 CE 36D702G100CE2A I 2400 CD 36D242F250CD2A 
8300 AF 36D832G040AF2A DIMENSIONS 
8400 BB 36D842G040BB2A 

Code D, x l. Code D, x l. Code D, x l. Code D, x l. 12000 BC 36D123G040BC2A 
14000 BD 36D143G040BD2A AA 1.453 x 2.250 AF 1.453 x 5.750 BF 2.078 x 5.750 CF 2,578 x 5.750 
16000 BE 3SD163G040BE2A A B 1.453 x 3.250 BB 2.078 x 3.250 CB 2.578 x 3.250 DC 3.078 x 4.250 
19000 BF 36D193G040BF2A AC 1.453 x 4.250 BC 2.078 x 4.250 CC 2.578 x 4.250 D D 3.078 x 4.750 
21000 CC 36D213G040CC2A DE 3.078 x 5.250 
25000 CD 36D253G040CD2A AD 1.453 x 4.750 BD 2.078 x 4.750 CD 2.578 x 4.750 DF 3,078 x 5.750 
28000 CE 36D283G040CE2A AE 1.453 x 5.250 BE 2,078 x 5.250 CE 2.578 x 5.250 DJ 3.078 x 8.750 

, " , " 'Capacltors listed have outer plastic-him Insulalion. For bare case, change 13th character of cat no, from' 2 to '0 and subtract .078" from diameter and .125" from length. 
Capacitors listed have low-insert terminals. For "special" high-insert or solder-lug terminals, change last character of cat no. from "A" to "B" or "C," respectivelv. 
Copyright 1974, Sprague Electric Company IND-EEM-16D-EFAB Sizes subiect to change without notice. 



60 

SPR~GUE CAPACITORS 
TYPE 360 POWERL YTIC® ELECTROLYTICS, continued 
~F Size Cade Catalog Number' ~F Size Code Catalog Number' ~F Size Code Catalog Number' ~F Size Code Catalog Number' 

250 WVDC, no VDC SURGE (cont.) 300 WVDC, 350 VDC SURGE (cont.) 350 WVDC, 400 VDE SURGE (cont.) 400 WVDC, 475 VDC SURGE (cont.) 
2700 CE 36D272F250CE2A 2400 DD 36D242F300DD2A 2200 DE 36D222F350DE2A 1600 DF 36DI62F400DF2A 
3000 CF 36D302F250CF2A 2700 DE 36D272F300DE2A 2500 DF 36D252F350DF2A 450 WVDC, 525 VDC SURGE 3000 DC 36D302F250DC2A 3100 DF 36D312F300DF2A 400 WVDC, 475 VDC SURGE 3500 DD 36D352F2500D2A 50 AA 360500F450AA2A 
4000 DE 36D402F250DE2A 350 WVDC, 400 VDC SURGE 65 AA 36D650F400AA2A 100 AB 36DIOIF450AB2A 
4500 DF 36D452F250DF2A 95 AA 36D950F350AA2A 120 AB 360121F400AB2A 140 AC 36DI41F450AC2A 

300 WVDC, 350 VDC SURGE 
190 AB 36DI91F350AB2A 190 AC 360191F400AC2A 170 AD 36D17lF450AD2A 
290 AC 36D291 F350AC2A 230 AD 36D231 F400AD2A 190 AE 360191F450AE2A 

120 AA 36DI21F300AA2A 360 AD 36D361 F350A02A 270 AE 360271 F400AE2A 210 AF 36D211 F450A F2A 
240 AB 36D241F300AB2A 390 AE 36D391F350AE2A 290 BB 36D291 F400BB2A 220 BB 36D221F450BB2A 
310 AC 36D311F300AC2A 420 BB 36D421F350BB2A 300 AF 360301 F400AF2A 330 BC 36D331F450BC2A 
450 AD 360451F300AD2A 440 AF 36D441F350AF2A 420 BC 36D421 F400BC2A 380 CB 360381F450CB2A 
500 AE 36D50lF300AE2A 650 BC 36D651F350BC2A 490 CB 360491F400CB2A 390 BD 36D391F450BD2A 
550 AF 36D551F300AF2A 750 CB 36D/51F350CB2A 530 BD 360531F400BD2A 440 BE '36D441 F450BE2A 
820 BC 36D821 F300BC2A 780 BD 36DI81F350BD2A 610 BE 360611F400BE2A 490 BF 36D491 F450BF2A 
950 BD 36D951F300BD2A 880 BE 36D881 F350BE2A 680 BF 360681 F400BF2A 570 CC 36D571 F450CC2A 

1100 BE 36DII2F300BE2A 1000 BF 36DI02F350BF2A 790 CC 36DI91F400CC2A 660 CD 36D661F450CD2A 
1200 BF 360122F300BF2A 1100 CC 36DI12F350CC2A 910 CD 360911 F400CD2A 760 CE 36D761F450CE2A 
1400 CC 360142F300CC2A 1300 CD 36D132F350CD2A 1000 CE 360102F400CE2A 850 CF 36D851 F450CF2A 
1600 CD 36DI62F300CD2A 1500 CE 36DI52F350CE2A 1000 DC 360102F400DC2A 860 DC 36D861F450DC2A 
1800 CE 36DI82F300CE2A 1600 DC 36DI62F350DC2A 1100 CF 36D1l2F400CF2A 1000 DD 36DI02F450DD2A 
2100 CF 36D212F300CF2A 1700 CF 360172F350CF2A 1200 OD 360122F400D02A 1100 DE 36D112F450DE2A 
2100 DC 36D212F3000C2A 1900 OD 360192F350002A 1400 DE 360142F4000E2A 1200 DF 36DI22F450DF2A 

'Capacitors listed have outer plastic-film insulation. For bare case, change 13th character of cat. no. from "2" to "0" and subtract .078" from diameter and .125" from length. 
Capacitors listed have low-insert terminals. For "special" high-insert or sold.er-Iug terminals, change last character of cat. no. from "A" to "8" or "C," respectively. 

TYPE 36DX POWERLYTIC® ALUMINUM ELECTROLYTICS 
. RECOMMENDED FOR NEW EQUIPMENT DESIGNS 

• Have extended capacitance ratings (higher 
capacitance, smaller cases) required in new 
designs. 

• Capacitors listed have outer plastic-film insulation. For bare case, change 14th digit of Cot. No. from 
112" to "0". Capacitors listed have low·insert terminals. For high-insert or solder-lug terminals, 
change last letter from "A" to "8" or "C" respectively. 

Size Size Size Size Size 
~F Code Catalog Number ~F Code Catalog Number ~F Code Catalog Number ~F Code Catalog Number ~F Code Catalog Number 
10 WVDC, 12 VDC SURGE 20000 AF 36DX203G025AF2A 51000 DC 360X513G040DC2A 1700 AB 36DX172GIOOAB2A 2500 BF 36DX252F250BF2A 
9000 AA 36DX902GOIOAA2A 30000 BC 36DX303G025BC2A 76000 DF 360X763G0400F2A 2600 AC 36DX262GI00AC2A 2900 CC 360X292F250CC2A 

18000 AB 36DXI83GOI0AB2A 45000 BF 36DX453G025BF2A 120000 DI 36DXI24G0400J2A 3800 AF 36DX382GIOOAF2A 4200 CF 36DX422F250CF2A 
27000 AC 36DX213GOI0AC2A 50000 CC 36DX503G025CC2A 50 WVDC, 65 VDC SURGE 5800 BC 36DX582GIOOBC2A 6300 DF 36DX632F250DF2A 
41000 AF 36DX413GOI0AF2A 75000 CF 36DX753G025CF2A 2400 AA 36DX242G050AA2A 8100 BF 36DX812GI00BF2A 10000 DJ 36DXI03F250DJ2A 
58000 BC 36DX583GOI0BC2A 75000 DC 36DX753G025DC2A 

4800 AB 36DX482G050AB2A 9800 CC 360X982GI00CC2A 350 WVDC, 400 VDC SURGE 110000 OF 360XII4G025DF2A 15000 CF 36DXI53GIOOCF2A 88000 BF 36DX883GOI0BF2A 190000 DJ 36DXI94G025DJ2A 7200 AC 36DX722G050AC2A 15000 DC 36DXI53GIOODC2A 130 AA 36DXI31F350AA2A 100000 CC 36DXI04GOIOCC2A 11000 AF 36DXII3G050AF2A 21000 OF 36DX213GIOODF2A 260 AB 36DX261F350AB2A 150000 CF 36DXI54GOI0CF2A 30 WVDC, 40 VDC SURGE 16000 BC 36DXI63G050BC2A 36000 DJ 36DX363GI00DJ2A 380 AC 36DX381F350AC2A 
150000 DC 36DX154GOI0DC2A 4000 AA 36DX402G030AA2A 24000 BF 360X243G050BF2A 580 AF 36DX581F350AF2A 
230000 DF 360X234GOI00F2A 8000 AB 360X802G030AB2A 27000 CC 360X273G050CC2A 200 WVDC, 250 VDC SURGE 610 BB 36DX6llF350BB2A 
390000 DJ 36DX394GOI0DJ2A 12000 AC 36DX123G030AC2A 40000 CF 36DX403G050CF2A 300 AA 360X30lF200AA2A 880 BC 36DX881 F350BC2A 

15 WVDC, 18 VDC SURGE 18000 AF 36DXI83G030AF2A 41000 DC 360X413G0500C2A 590 AB 36DX591F200AB2A 1300 BF 36DX132F350BF2A 
26000 BC 360 X263G030 BC2A 61000 DF 360X613G0500F2A 850 AC 36DX851 F200AC2A 1500 CC 36DX152F350CC2A 

7500 AA 360X752G015AA2A 39000 BF 36DX393G030BF2A 100000 DJ 36DXI04G0500J2A 1200 AF 360X122F200AF2A 2200 CF 36DX222F350CF2A 
15000 AB 36DX153GOl5AB2A 44000 CC 360X443G030CC2A 75 WVDC, 95 VDC SURGE 1400 BB 36DX142F200BB2A 3300 DF 36DX332F350DF2A 
22000 AC 36DX223GOl5AC2A 66000 CF 36DX663G030CF2A 1400 AA 36DX 142G075AA2A 2000 BC 36DX202F200BC2A 5100 DJ 360X512F350DJ2A 
34000 AF 360X343G015AF2A 66000 DC 360X663G030DC2A 2800 AB 36DX282G075AB2A 2900 BF 36DX292F200BF2A 
50000 BC 36DX503G015BC2A 97000 DF 360X9/3G030DF2A 4200 AC 360X422G075AC2A 3400 CC 36DX342F200CC2A 450 WVDC, 525 VDC SURGE 
75000 BF 36DX753G015BF2A 160000 OJ 360X164G030DJ2A 6300 AF 360X632G075AF2A 4900 CF 36DX492F200CF2A 80 AA 36DX800F450AA2A 
83000 CC 36DX833G015CC2A 

40 WVDC, 50 VDC SURGE 10000 BC 36DXI03G075BC2A 7400 OF 360X742F200DF2A 160 AB 36DX161F45CAB2A 
120000 CF 36DX124G015CF2A 15000 BF 36DX153G075BF2A 12000 OJ 36DX123F200DJ2A 230 AC 360X231F450AC2A 
120000 DC 36DX124G015DC2A 2900 AA 36DX292G040AA2A 17000 CC 36DX173G075CC2A 350 AF 36DX351F450AF2A 
180000 DF 36DX184G015DF2A 5800 AB 36DX582G040AB2A 250 WVDC, 300 VDC SURGE 380 BB 360X381F450BB2A 
300000 DJ 360X304GOl5DJ2A 8100 AC 36DX872G040AC2A 25000 CF 36DX253G075CF2A 250 AA 36DX251F250AA2A 540 BC 36DX541F450BC2A 25000 DC 36DX253G075DC2A 

25 WVDC, 30 VDC SURGE 13000 AF 36DX133G040AF2A 37000 OF 360X373G075DF2A 500 AB 36DX501F250AB2A 800 BF 36DX801F450BF2A 
20000 BC 36DX203G040BC2A 60000 OJ 36DX603G075DJ2A 740 AC 360X741F250AC2A 930 CC 36DX931F450CC2A 

4500 AA 360X452G025AA2A 30000 BF 36DX303G040BF2A 1100 AF 360X1l2F250AF2A 1300 CF 36DX132F450CF2A 
9000 AB 36DX902G025AB2A 34000 CC 360X343G040CC2A 100 WVDC, 125 VDC SURGE 1200 BB 360XI22F250BB2A 2000 DF 36DX202F450DF2A 

13000 AC 36DXI33G025AC2A 51000 CF 36DX513G040CF2A 850 AA 360X851GI00AA2A 1700 BC 36DX172F250BC2A 3100 DJ 36DX312F450DJ2A 

TERMINAL BUSHINGS FOR POWER-SUPPLY ELECTROLYTIC CAPACITORS 

Copyright 1 977, Sprague Electric Company 

• Convert low screw-insert terminals to high screw-insert terminals on power-supply 'lytic 
capacitors. 

• Made from aluminum and especially tooled to close tolerance dimensions, assyring proper 
electrical connection between terminal and adapter, eliminating resistance between these 
two elements. 

• The additional 3/16" length on terminals is often required on bus-board applications. 
• Packaged 2 to an envelope, complete with washers and screws. 

For use with Sprague Capacitor Types: 

360/36DX, 320R, 6020 

IND-EEM-REM-16E-EIAA 

Capacitor Diameter 

Restricted to 1 %" and 2" only 
on Type 602D units 

Cat. No. 

75-327 

Sizes subject to change without notice. 
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Code 

AA 
AB 
AC 
AF 

ILF 

8600 
16000 
22000 
33000 

37000 
53000 
78000 
92000 

130000 
140000 
200000 
310000 

6900 
12000 
18000 
26000 

30000 
43000 
63000 
74000 

110000 
110000 
160000 
250000 

5500 
9900 

14000 
21000 

24000 
34000 
50000 
59000 

86000 

61 

SPRAGUE CAPACITORS 
TYPE 32DR COMPUL YTIC® ALUMINUM ELECTROL YTICS 

MINIMUM ESR - - HIGH RIPPLE CURRENT CAPABILITY 

DIMENSIONS 

D. x L. Code D. x L. Code 

1.453 x 2.250 BB 2.078 x 3.250 CF 
1.453 x 3.250 BC 2.078 x 4.250 DC 
1.453 x 4.250 BF 2.078 x 5.750 DF 
1.453 x 5.750 CC 2.578 x 4.250 DJ 

Case 
Code Catalog No. * "F 

7.5 WVOC, 10V SURGE 87000 
130000 

AA 32DR862G7 R5AA2A 200000 

D. x L. 

2.578 x 5.750 
3.078 x 4.250 
3.078 x 5.750 
3.078 x 8.750 

Case 

• Designed for long, trouble-free power supply filtering applications in digital computers and 
allied equipment. 

• Low ESR, low impedance ... as little as Y3 the ESR of standard capacitors of this type ... 
ideally suited for use on the output of a power supply. 

• Will safely handle up to 24 amperes of ripple current at 85 C and 120 Hz. 

• Superior seal ... beaded aluminum can is crimped onto rubber gasket recessed in rigid 
molded cover. 

• Case cover has reliable rubber pressure-type safety vent. 

• Operating temperatu re range: -40 C to +85 C. 

• Capacitance tolerance: 7.5 thru 50V ... +75, -10%.60 thru 100V ... +50, -10%. 

• For complete technical data, including ripple current limits for each rating, refer to latest 
issue of Engineering Bulletin 3441. 

Case 
Code Catalog No. * ILF Code Catalog No.' 

DC 32DR873G015DC2A 26000 BF 32DR263G030BF2A 4800 AF 32DR482F060AF2A 
DF 32DR134G015DF2A 30000 CC 32DR303G030CC2A 
DJ 32DR204G015DJ2A 5300 BB 32DR532F060BB2A 

AB 32DR163G7R5AB2A 20 WVDC, 30V SURGE 44000 CF 32DR443G030CF2A 7700 BC 32DR772F060BC2A 
AC 32DR223G7R5AC2A 45000 DC 32DR453G030DC2A 1lO00 BF 32DR1l3F060BF2A 
AF 32DR333G7R5AF2A 66000 DF 32DR663G030DF2A 13000 CC 32DR133F060CC2A 

~6~~ AA 32DR392G020AA2A 100000 DJ 32DRI04G030DJ2A 
BB 32DR373G7R5BB2A AB 32DR702G020AB2A 19000 CF 32DR193F060CF2A 
BC 32DR533G7R5BC2A 10000 ~~ 32DRIOjuU20AC2A 40 WVOC, 55V SURGE 19000 DC 32DR193F060DC2A 
BF 32DR783G7R5BF2A 15000 32DR153G020AF2A 28000 DF 32DR283F060DF2A 
CC 32DR923G7R5CC2A 2300 AA 32DR232G040AA2A 45000 DJ 32DR453F060DJ2A 

17000 BB 32DR173G020BB2A 4200 . AB 32DR422G04Q8.B.2A. 
CF 32DR134G7R5CF2A 24000 BC 32DR243G020BC2A ~~32DR602G040AC2A 75 WVOC, 100V SU RGE 
DC 32DR144G7R5DC2A 35000 BF 32DR353G020BF2A 8900 AF 32DR892G040AF2A 
DF 32DR204G7R5DF2A 41000 CC 32DR413G020CC2A 820 AA 32DR821F075AA2A 
DJ 32DR314G7R5DJ2A 10000 BB 32DRI03G040BB2A l6.Qll __ "A6,~"<.~ 

60000 CF 32DR603G020CF2A 14000 BC 32DR143G040BC2A 2300 AC 32DR232F075AC2A 
10 WVOC, l5V SURGE 61000 DC 32DR613G020DC2A 21000 BF 32DR213G040BF2A 3300 AF 32DR332F075AF2A 

90000 DF 32DR903G020DF2A 25000 CC 32DR253G040CC2A 
AA 32DR692GOlOAA2A 140000 DJ 32DR144G020DJ2A 3700 BB 32DR372F075BB2A 
AB 32DR123GOI0AB2A 36000 CF 32DR363G040CF2A 5400 BC 32DR542F075BC2A 
AC 32DR183GOlOAC2A 25 WVDC, 40V SURGE 37000 DC 32DR373G040DC2A 
AF 32DR263GOlOAF2A 54000 DF 32DR543G040DF2A 7900 BF 32DR792F075BF2A 

3300 AA 32DR332G025AA2A 85000 DJ 32DR853G040DJ2A 9200 CC 32DR922F075CC2A 
BB 32DR303GOI0BB2A 6000 AB 32DR602G025AB2A BC 32DR433GOlOBC2A 8700 AC 32DR872G025AC2A 50 WVOC, 75V SURGE 14000 CF 32DR143F075CF2A 
BF 32DR633GOI0BF2A 13000 AF 32DR133G025AF2A 1400 AA 32DR142G050AA2A 14000 DC 32DR143F075DC2A 
CC 32DR743GOlOCC2A 2700 AB 32DR272G050AB2A 20000 DF 32DR203F075DF2A 

14000 BB 32DR143G025BB2A 3900 AC 32DR392G050AC2A 31000 DJ 32DR313F075DJ2A 
CF 32DR1l4GOlOCF2A 
DC 32DR114GOI0DC2A 21000 BC 32DR213G025BC2A 5700 AF 32DR572G050AF2A 
DF 32DR164GOlODF2A 30000 BF 32DR303G025BF2A 100 WVOC, l50V SURGE 
DJ 32DR254GOlODJ2A 36000 CC 32DR363G025CC2A 6300 BB 32DR632G050BB2A 

9200 BC 32DR922G050BC2A 410 AA 32DR411 FlOOAA2A 
15 WVOC, 20V SURGE 52000 CF 32DR523G025CF2A 13000 BF 32DR133G050BF2A 810 AB 32DR811 FlOOAB2A 

53000 DC 32DR533G025DC2A 16000 CC 32DR163G050CC2A 1200 AC 32DRI22F100A"C2A 
AA 32DR552G015AA2A 77000 DF 32DR773G025DF2A 1700 AF 32DR172FlOOAF2A 
AB 32DR992G015AB2A 120000 DJ 32DR124G025DJ2A 23000 CF 32DR233G050CF2A 
AC 32DR143G0l5AC2A 

30 WVOC, 45V SURGE 
23000 DC 32DR233G050DC2A 1900 BB 32DR192FlOOBB2A 

AF 32DR213G0l5AF2A 34000 DF 32DR343G050DF2A 2800 BC 32DR282Fl00BC2A 
2800 AA 32DR282G030AA2A 53000 DJ 32DR533G050DJ2A 4100 BF 32DR412Fl00BF2A 

BB 32DR243G0l5BB2A 5100 AB 32DR512G030AB2A 4800 CC 32DR482F100CC2A 
BC 32DR343G015BC2A 7400 AC 32DR742G030AC2A 60 WVOC, 85V SURGE 
BF 32DR503G015BF2A 1lO00 AF 32DR113G030AF2A 7000 CF 32DR702Fl00CF2A 
CC 32DR593G015CC2A 1200 AA 32DR122F060AA2A 7000 DC 32DR702F100DC2A 

12000 BB 32DR123G030BB2A 2300 AB 32DR232F060AB2A 10000 DF 32DRI03FlOODF2A 
CF 32DR863G0l5CF2A 18000 BC 32DR183G030BC2A 3300 AC 32DR332F060AC2A 16000 DJ 32DR163F100DJ2A 

" 'Ca~acltors Ilstej h3ve outer plastic-film Insulation. For bare case, change 13th character of cat. no. from "2" to "0" and subtract .078" from diameter and .125 from length. 
Ca,J3citors liste] have IJw-insert terminals. For:"special'" nigh-insert or solder-lug ·terminals, Change last character of cat. no. from "A" to "B" or "C." respectively. 

Copyright 1 975 • Sprague Electric Company tND-94-EFAI Sizes subject to change without notice. 
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SPRAGUE CAPACITORS 

I'F Size Code Cat. No.' I'F 

5 WVDC, 7 V SURGE 51,000 

8,000 AA 602D802G005AA2A 
59,000 
68,000 

17,000 AB 602D173G005AB2A 76,000 
25,000 AC 602D253G005AC2A 
29,000 AD 602D293G005AD2A 76,000 
34,000 AE 6020343G005A E2A 89,000 

37,000 AF 6020373G005AF2A 
100,000 
110,000 

40,000 BB 602D403G005BB2A 
60,000 BC 6020603G005BC2A 
67,000 CB 6020673G005CB2D 
70,000 BD 602D703G005BD2A 2,800 
80,000 BE 6020803G005BE2A 5,100 
90,000 BF 602D903G005BF2A 8,600 

100,000 CC 602DI04G005CC20 10,000 
110,000 CD 6020114G005CD2D 11,000 
130,000 CE 6020134G005CE2D 

13,000 
150,000 CF 602DI54G005CF20 20,000 
150,000 DC 6020154G0050C2D 23,000 
170,000 DO 6020174G0050020 24,000 
200,000 DE 602D204G005DE20 26,000 
220,000 DF 602D224G005DF2D 

30,000 
37,000 

10 WVDC, 15 V SURGE 43,000 

5,000 AA 6020502GOI0AA2A 
47,000 
54,000 

10,000 AB 602DI03GOIOAB2A 
15,000 AC 6020153GOI0AC2A 55,000 
17,000 AD 602DI73GOIOAD2A 63,000 
20,000 AE 6020203GOIOAE2A 73,000 

22,000 AF 6020223GOI0AF2A 
82,000 

24,000 BB 6020243GOIOBB2A 
37,000 BC 602D373GOI0BC2A 
42,000 CB 602D423GOI0CB2D 2,500 43,000 BD 602D433GOI0BD2A 

5,000 
48,000 BE 602D483GOI0BE2A 7,500 
55,000 BF 602D553GOI0BF2A 8,700 
64,000 CC 602D643GOI0CC2D 10,000 
75,000 CD 6020753GOI0CD20 

11,000 86,000 CE 602D863GOIOCE20 
17,000 

94,000 DC 602D943GOI0DC2D 20,000 
96,000 CF 602D963GOIOCF2D 20,000 

110,000 DD 602D114GOI0DD2D 23,000 
120,000 DE 602D124GOIODE2D 25,000 140,000 DF 602D144GOI0DF2D 30,000 

35,000 
15 WVDC, 20 V SURGE 40,000 

44,000 
4,000 AA 602D402GOl5AA2A 

45,000 8,000 AB 602D802GOl5AB2A 
12,000 AC 602DI23GOl5AC2A 52,000 
14,000 AD 602DI43GOl5AD2A 60,000 
16,000 AE 602DI63GOl5AE2A 67,000 

18,000 AF 602DI83GOl5AF2A 
20,000 BB 602D203GOl5BB2A 
30,000 BC 602D303GOl5BC2A 
35,000 BD 602D353GOl5BD2A 2,200 

4,400 
40,000 BE 602D403GOl5BE2A 6,600 
42,000 CB 602D423G015CB2D 7,700 
45,000 BF 602D453G015BF2A 8,800 

TYPE 602D EXTRAL YTIC® ALUMINUM 
ELECTROLYTIC CAPACITORS 

• Large Cylindrical Power Supply Filter 
Capacitors With Exceptional Perform
ance Over Long and Trouble-free life 

• Extremely Useful on Input of Power 
Supply Filters, as They Will Safely 
Carry as Much as 10 amps of Ripple 
Current at 120 Hz 

• High Ripple Current Capability 
• Superior Humidity Seal 

• Designed For Continuous Operation 
Over Temperature ~ange of -55 C 
to +85 C 

• For Complete Technical Data, See 
Latest Issue of Sprague Engineering 
Bulletin 3457 

Size Code Cat. No.' I'F Size Code Cat. No." I'F Size Code Cat. No." 

CC 602D513G015CC2D 9,900 AF 602D992G030AF2A 75 WVDC, 100 V SURGE 
CD 602D593G015CD2D 10,000 BB 602D103G030BB2A 530 AA 602D531F075AA2A CE 602D683G015CE2D 15,000 BC 602DI53G030BC2A 
CF 602D763G015CF2D 17,000 BD 602DI73G030BD2A 1,000 AB 602DI02F075AB2A 

18,000 CB 602DI83G030CB20 1,600 AC 602DI62F075AC2A 
DC 602D763GOl50C2D 1,800 AD 6020182F075A02A 
OD 602D893GOl50D20 20,000 BE 602D203G030BE2A 2,000 AE 602D202F075AE2A 
DE 602DI04GOl50E20 22,000 BF 6020223G030BF2A 2,400 AF 6020242F075AF2A DF 602D114GOl5DF20 26,000 CC 602D263G030CC2D 

30,000 CO 602D303G030C02D 2,600 BB 602D262F()75BB2A 
34,000 CE 602D343G030CE20 3,900 BC 6020392F075BC2A 

20 WVDC, 30 V SURGE 4,400 CB 6020442F075CB20 

AA 6020282G020AA2A 
38,000 DC 602D383G0300C2D 4,500 BD 6020452F075B02A 
39,000 CF 602D393G030CF2D 

AB 602D512G020AB2A 45,000 DO 602D453G030DD2D 5,000 BE 602D502F075BE2A 
AC 6020862G020AC2A 52,000 DE 602D523G0300E2D 5,800 BF 6020582F075BF2A 
AD 6020103G020A02A 58,000 OF 602D583G0300F20 6,600 CC 6020662F075CC20 
AE 6020113G020AE2A 7,700 CD 6020772F075CD20 

AF 602DI33G020AF2A 40 WVDC, 55 V SURGE 8,800 CE 602D882F075CE20 

BC 602D203G020BC2A 1,800 AA 602D182G040AA2A 
9,500 DC 602D952F0750C2D 

BD 602D233G020B02A 9,900 CF 6020992F075CF20 
CB 602D243G020CB20 3,700 AB 6020372G040A B2A 11,000 DO 6020113F075D020 
BE 602D263G020BE2A 5,500 AC 602D552G040AC2A 13,000 DE 602D133F0750E20 

6,400 AD 602D642G040AD2A 14,000 OF 6020143F075DF20 
BF 602D303G020BF2A 7,400 AE 6020742G040AE2A 
CC 602D373G020CC2D 8,200 AF 602D822G040AF2A 100 WVDC, 150 V SURGE CD 6020433G020C020 9,000 BB 602D902G040BB2A CE 602D473G020CE2D 13,000 BC 6020133G040BC2A 602D251 FlOOAA2A DC 602D543G0200C2D 250 AA 

15,000 BD 602DI53G040B02A 500 AB 602D501F100AB2A 
CF 6020553G020CF2D 15,000 CB 602D153G040CB20 800 AC 6020801F100AC2A 
DD 602D633G020002D 18,000 BE 602DI83G040BE2A 900 AD 6020901F100A02A 
DE 602D733G0200E2D 19,000 BF 602DI93G040BF2A 1,000 AE 6020102FI00AE2A 
OF 602D823G0200F2D 22,000 CC 602D223G040CC20 1,100 AF 60201l2FlOOAF2A 

25,000 CD 602D253G040C02D 1,200 BB 602DI22FIOOBB2A 
25 WVDC, 40 V SURGE 28,000 CE 602D283G040CE2D 1,800 BC 6020182FIOOBC2A 

AA 602D252G025AA2A 32,000 DC 602D323G040DC20 2,100 BD 602D212FI00BD2A 

AB 602D502G025AB2A 33,000 CF 602D333G040CF20 2,100 CB 602D212FI00CB2D 

AC 6020752G025AC2A 37,000 OD 6020373G040D02D 2,400 BE 6020242FI00BE2A 
AD 602D872G025AD2A 43,000 DE 602D433G040DE2D 2,600 BF 6020262F100BF2A 
AE 6020103G025AE2A 48,000 DF 602D483G040DF2D 3,100 CC 602D312FI00CC2D 

AF 602D113G025AF2A 3,600 CD 602D362FI00CD2D 
50 WVDC, 75 V SURGE 4,100 CE 602D412FI00CE2D BC 6020 173G025 BC2A 

BD 602D203G025BD2A 1,400 AA 602D142G050AA2A 4,500 CF 6020452FI00CF2D 
CB 602D203G025CB2D 2,900 AB 602D292G050AB2A 4,600 DC 602D462FI00DC2D 
BE 6020233G025BE2A 4,400 AC 602D442G050AC2A 5,500 DD 602D552F100DD2D 

BF 602D253G025BF2A 5,100 AD 6020512G050AD2A 6,000 DE 6020602F100DE2D 

CC 602D303G025CC2D 5,800 AE 6020582G050AE2A 6,700 DF 602D672FlOODF2D 

CD 602D353G025CD20 6,600 AF 602D662G050AF2A 
CE 602D403G025CE2D 9,000 BC 602D902G050BC2A 
DC 602D443G025DC2D SIZE CODE 
CF 6020453G025CF20 11,000 BO 602D113G050BD2A 

12,000 CB 602DI23G050CB2D DD 602D523G025DD2D Code D. x L. Code D. x L. 
DE 602D603G025DE2D 13,000 BE 602DI33G050BE2A AA 1.438 x 2.188 BF 2.062 x 5.688 DF 602D673G025DF2D 15,000 BF 602DI53G050BF2A AB 1.438 x 3.188 CB 2.578 x 3.250 17,000 CC 6020173G050CC2D AC 1.438 x 4.188 CC 2.578 x 4.250 

30 WVDC, 40 V SURGE 20,000 CD 602D203G050CD2D AD 1.438 x 4.688 CD 2.578 x 4.750 22,000 CE 6020223G050CE2D AE 1.438 x 5.188 CE 2.578 x 5.250 
AA 602D222G030AA2A 25,000 CF 602D253G050CF2D AF 1.438 x 5.688 CF 2.578 x 5.750 
AB 6020442G030AB2A 25,000 DC 602D253G050DC2D BB 2.062 x 3.188 DC 3.078 x 4.250 
AC 602D662G030AC2A 30,000 DD 6020303G050DD2D BC 2.062 x 4.188 DD 3.078 x 4.750 
AD 602D772G030AD2A 1 34,000 DE 602D343G050DE20 BD 2.062 x 4.688 DE 3.078 x 5.250 
AE 602D882G030AE2A 39,000 DF 602D393G050DF2D BE 2.062 x 5.188 DF 3.078 x 5.750 

*Catalog numbers listed are for capacitors with outer insulation. For bare case, change 14th character of cat. no. from "211 to "011 and subtract .063" 
from both diameter and length. Capacitors listed have low-screw insert terminals. For high-screw insert terminals, change last character of cat. no. from /lA" to "8". 

Copyright 1972, Sprague Products Company IND-EEM-16A-PPAO All sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 622D EXTRAL YTIC® ALUMINUM ELECTROl YTICS 

• Output filter capacitors for switching regulator • Choice of low- or high-threaded No. 10-32 terminals. 
power supplies and allied applications. 

• Low internal inductance, low equivalent series re- • Capacitance range from 18,0001lF to 67,0001lF at 

sistance. 5 volts with corresponding nominal ESR of 5.8 mil-

First to have their ESR specified, and to be held 
Iiohms down to 3.0 milliohms. • within tolerance of ± 30% of the nominal value at • At 55 volts, maximum capacitance values in the 

20 kHz. 
various ranges from 2,8001'F to 10,000I'F, with 

• Have symmetrical capacitance tolerance of tight. corresponding nominal ESR of.8.7 milliohms down. 
± 20% instead of wide asymmetrical tolerance as- to 3.6 milliohms. 
sociated with low-voltage 'Iytics. 

• For operation over wide temperature range of • For complete technical data, refer to latest issue of 
-55DC to +85D C. Sprague Engineering Bulletin 3459_ 

I'F Dia. x Length Catalog Number' I'F Dia. x Length Catalog Number' I'F Dia. x Length Catalog Number' 

5 WVDC, 6 VDC SURGE 14,000 1.375 x 2.750 622D143M016AM2A 16,000 1.375 x 4.250 622D163M028AC2A 
18,000 1.375 x 3.250 622D183M016AB2A 19,000 1.375 x 4.750 622D193M028AD2A 

18,000 1.375 x 2.250 622D183M005AA2A 22,000 1.375 x 3.750 622D223M016AL2A 22,000 1.375 x 5.250 622D223M028AE2A 
25,000 1.375 x 2.750 622D253M005AM2A 24,000 1.375 x 5.750 622D243M028AF2A 
32,000 1.375 x 3.250 622D323M005AB2A 26,000 1.375 x 4.250 622D263M016AC2A 
39,000 1.375 x 3.750 622D393M005AL2A 30,000 1.375 x 4.750 622D303M016AD2A 35 WVDC, 40 VDC SURGE 

34,000 1.375 x 5.250 622D343M016AE2A 
4,500 1.375 x 2.250 622D452M035AA2A 46,000 1.375 x 4.250 622D463M005AC2A 38,000 1.375 x 5.750 622D383M016AF2A 

53,000 1.375 x 4.750 622D533M005AD2A 6,300 1.375 x 2.750 622D632M035AM2A 
60,000 1.375 x 5.250 622D603M005AE2A 20 WVDC, 22 VDC SURGE 8.100 1.375 x 3 250 622D812M035AB2A 
67,000 1.375 x 5.750 622D673M005AF2A 10,000 1.375 x 3.750 622DI03M035AL2A 

8,800 1.375 x 2.250 622D882M020AA2A 12,000 1.375 x 4.250 622D123M035AC2A 
7.5 WVDC, 9 VDC SURGE 12,000 1.375 x 2.750 622D123M020AM2A 14,000 1.375 x 4.750 622D143M035AD2A 16,000 1.375 x 3.250 622D163M020AB2A 16,000 1.375 x 5.250 622D163M035AE2A 

15,000 1.375 x 2.250 622D153M7R5AA2A 20,000 1.375 x 3.750 622D203M020AL2A 17,000 1.375 x 5.750 622D173M035AF2A 
21,000 1.375 x 2.750 622D213M7R5AM2A 
27,000 1.375 x 3.250 622D273M7R5AB2A 22,000 1.375 x 4.250 622D223M020AA2A 55 WVDC, 64 VDC SURGE 
33,000 1.375 x 3.750 622D333M7R5AL2A 27,000 1.375 x 4.750 622D273M020AM2A 

30,000 1.375 x 5.250 622D303M020AE2A 2,800 1.375 x 2.250 622D282M055AA2A 
39,000 1.375 x 4.250 622D393M7R5AC2A 34,000 1.375 x 5.750 622D343M020AF2A 3,900 1.375 x 2.750 622D392M055AM2A 
45,000 1.375 x 4.750 622D453M7R5AD2A 5,000 1.375 x 3.250 622D502M055AB2A 
51,000 1.375 x 5.250 622D513M7R5AE2A 28 WVDC, 32 VDC SURGE 6,200 1.375 x 3.750 622D622M055AL2A 
57,000 1.375 x 5.750 622D573M7R5AF2A 

622D732M055AC2A 6,300 1.375 x 2.250 622D632M028AA2A 7,300 1.375 x 4.250 
16 WVDC, 18 VDC SURGE 8,800 1.375 x 2.750 622D882M028AM2A 8,400 1.375 x 4.750 622D842M055AD2A 

11,000 1.375 x 3.250 622D113M028AB2A 9.500 1.375 x 5.250 622D952M055AE2A 
10,000 1.375 x 2.250 622D103M016AA2A 14,000 1.375 x 3.750 622D143M028AL2A 10,000 1.375 x 5.750 622D103M055AF2A 

'These capacitors have outer thermoplastic insulating sleeve. For units with bare case, change last digit in Cat. No. from "2" to "0" and subtract .125" from length. 
Capacitors listed also have low-insert ter~inals. For high-insert terminals, change last character of Cat. No. from "A" to "B." 

TYPE 432D COMPUl YTIC® ALUMINUM ElECTROl YTICS 
• Revolutionary electrolytic capacitors for ultra

low-impedance applications. 
• I mpedance limits at 10 kHz are as low as .001 

ohm, with typical values of only half the specified 
limits. 

• Special strip-line terminals are ideal for use 
with laminated-bus power distributiori systems 
found in modern EDP equipment. 

/LF Dia. x Length Catalog Number 

6 WVOC 

3,900 1.453 x 2.250 432D392006AA2 
10,000 1.453 x 4.250 432D103006AC2 
56,000 3.078 x 4.250 432D563006DC2 

100,000 3.078 x 5.750 432D104006DF2 

7.5 WVOC 

2,700 1.453 x 2.250 432D2727R5AA2 
6,800 1.453 x 4.250 432D6827R5AC2 

47,000 3.078 x 4.250 432D4737R5DC2 
68,000 3.078 x 5.750 432D6837R5DF2 

10 WVOC 

2,200 1.453 x 2.250 432D222010AA2 
5,600 1.453 x 4.250 432D56201OAC2 

33,000 3.078 x 4.250 432 D3330 1 0 DC2 
56,000 3.078 x 5.750 432D56301ODF2 

Copyright 1975, Sprague Electric Company 

• Stacked-foil construction allows capacjtance val
ues to 100,000 /LF with extremely low ESR of 
typically less than .001 ohm and inductance of 
only 1 nH. 

• Operating temperature range, -40 C to +85 C. 

• For complete technical data, refer to latest issue 
of Sprague Engineering Bulletin 3443. 

/LF Dia. x Length Catalog Number 

15 WVDC 

1,800 1.453 x 2.250 432D182015AA2 
4,700 1.453 x 4.250 432D472015AC2 

27,000 3.078 x 4.250 432D273015DC2 
39,000 3.078 x 5.750 432D393015DF2 

20 WVOC 

1,200 1.453 x 2.250 432D122020AA2 
3,300 1.453 x 4.250 432D332020AC2 

18,000 3.078 x 4.250 432D183020DC2 
27,000 3.078 x 5.750 432D273020DF2 

25 WVOC 

1,000 1.453 x 2.250 432 D 1 02025AA2 
2,700 1.453 x 4.250 432D272025AC2 

15,000 3.078 x 4.250 432D153025DC2 
22,000 3.078 x 5.750 432D223025DF2 

IND-EEM-60·EFAB 

/LF Dia. x Length Catalog Number 

30 WVOC 

820 1.453 x 2.250 432D821030AA2 
2,200 1.453 x 4.250 432D222030AC2 

12,000 3.078 x 4.250 432D123030DC2 
18,000 3.078 x 5.750 432D183030DF2 

.40 WVOC 

560 1.453 x 2.250 432D561040AA2 
1,500 1.453 x 4.250 432D152040AC2 
8,200 3.078 x 4.250 432D822040DC2 

12,000 3.078 x 5.750 432D123040DF2 

50 WVOC 

470 1.453 x 2.250 432D471050AA2 
1,000 1.453 x 4.250 432D102050AC2 
6,800 3.078 x 4.250 432D682050DC2 

10,000 3.078 x 5.750 432D103050DF2 

Sizes subiect to change without notice. 
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SPR~GUE CAPACITORS 

o .x L. 

80 WVDC 
9/64 x 5/16 
9/64 x 5/16 
9/64 x 5/16 
9/64 x 5/16 
9/64 x 5/16 

11/64 x 3/8 
11/64 x 3/8 
11/64 x 3/8 
11/64 x 3/8 
11/64 x 7/16 
11/64 x 7/16 
11/64 x 1/2 
11/64 x 1/2 
7/32 x 7/16 
7/32 x 7/16 
7/32 x 9/16 
7/32 x 9/16 

15/64 x 9/16 
15/64 x 9/16 
19/64 x 1/2 
19/64 x 1/2 
19/64 x 5/8 
19i64 x 5/8 

H. x T. x L. 

15/32 x 1/4 x 13/16 
1/2 x 1/4 x 13/16 

17/32 x 5/16 x 13/16 
5/8 x 13/32 x 13/16 
9/16 x 11/32 x 11/4 
5/8 x 13/32 x 11/4 

11/16 x 15/32 x 11/4 
25/32 x 9/16 x 11/4 

TYPE 192P PACER® FILMITE® 'E' CAPACITORS 
• Completely New Construction - Extended Foil Film • Pacers are Wound with Ultra·thin Polyester Film 

Sections Terminate in End Caps with Wire Leads Dielectric and Thin Gage Foil under Controlled At· 
Assuring Best Possible Non·inductive Section. mospheric Conditions. 

• Controlled Dimensions Permit Use of Automatic In· • Rated for Operation from -55 C to +85 C (-67 F 
sertion Equipment for I nstalling Pacer Capacitors to +185 F). 
on Printed Wiring Boards. • Capacitance Tolerance: "" 10%. 

• Entire Assembly Protected by Orange Heat Shrink· 
able Mylar Sleeve. • For complete data, see Engineering Bulletin 2066. 

Cat. No. ,..F D. x L. Cat. No. ,..F D. x L. Cat. No. ,..F D. x L. Cat. No. 

.22 21/64 x 5/8 192P2249R8 .0039 11/64 x 7/16 192P39292 .00068 11/64 x 3/8 192P68194 
192P2229R8 .27 21/64 x 7/8 192P2749R8 .0047 11/64 x 7/16 192P47292 .00082 11/64 x 3/8 192P82194 
192P2729R8 .33 21/64 x 1 3/16 192P3349R8 .0056 11/64x 7/16 192P56292 .001 11/64 x 3/8 192PI0294 
192P3329R8 .39 21/64 x 1 3/16 192P3949R8 .0068 11/64 x 7/16 192P68292 .0012 11/64 x 3/8 192P12294 
192P3929R8 .0082 11/64 x 1/2 192P82292 .0015 11/64 x 3/8 192P15294 
192P4729R8 200WVDC .01 11/64 x 1/2 192PI0392 .0018 11/64 x 7/16 192P18294 
192P5629R8 .0001 9/64 x 5/16 192PI0192 .012 7/32 x 7/16 192P12392 .0022 11/64 x 7/16 192P22294 
192P6829R8 .00012 9/64 x 5/16 192P12192 .015 7/32 x 7/16 192P15392 .0027 7/32 x 7/16 192P27294 
192P8229R8 .00015 9/64 x 5/16 192P15192 .018 7/32 x 9/16 192P18392 .0033 7/32 x 7/16 192P33294 
192PI039R8 .00018 9/64 x 5/16 192P18192 .022 7/32 x 9/16 192P22392 .0039 7/32 x 7/16 192P39294 
192P1239R8 .00022 9/64 x 5/16 192P22192 .027 15/64 x 9/16 192P27392 .0047 7/32 x 7/16 192P47294 
192P1539R8 .00027 9/64 x 5/16 192P27192 .033 15/64 x 9/16 192P33392 .0056 15/64 x 9/16 192P56294 
192P1839R8 .00033 9/64 x 5/16 192P33192 .039 19/64 x 1/2 192P39392 .0068 15/64 x 9/16 192P68294 
192P2239R8 .00039 9/64 x 5/16 192P39192 .047 19/64 x 1/2 192P47392 .0082 15/64 x 9/16 192P82294 
192P2739R8 .00047 9/64 x 5/16 192P47192 .056 19/64 x 5/8 192P56392 .01 15/64 x 9/16 192PI0394 
192P3339R8 .00056 9/64 x 5/16 192P56192 .068 19/64 x 5/8 192P68392 .012 19/64 x 1/2 192P12394 
192P3939R8 .00068 9/64 x 5/16 192P68192 .082 21/64 x 5/8 192P82392 .015 19/64 x 1/2 192P15394 
192P4739R8 .00082 9/64 x 5/16 192P82192 .1 21/64 x 5/8 192PI0492 .018 19/64 x 5/8 192P18394 
192P5639R8 .001 9/64 x 5/16 192P10292 .12 21/64 x 7/8 192P12492 .022 19/64 x 5/8 192P22394 
192P6839R8 .0012 9/64 x 5/16 192P12292 .15 21/64 x 7/8 192P15492 .027 21/64 x 5/8 192P27394 
192P8239R8 .0015 9/64 x 5/16 192P15292 .18 21/64 x 1 3/16 192P18492 .033 21/64 x 5/8 192P33394 
192PI049R8 .0018 11/64 x 5/16 192P18292 .22 21/64 x 1 3/16 192P22492 .039 21/64 x 7/8 192P39394 
192P1249R8 .0022 11/64 x 5/16 192P22292 400 WVDC .047 21/64 x 7/8 192P47394 
192P1549R8 .0027 11/64 x 5/16 192P27292 .00047 11/64 x 3/8 192P47194 .056 21/64 x 1 3/16 192P56394 

.0033 11/64 x 5/16 192P33292 .00056 11/64 x 3/8 192P56194 .068 21/64 x 1 3/16 192P68394 

TYPE DF METALLIZED FILM ORANGE DROp® CAPACITORS 
• Fit Easily into Tight Spots Because They're Smaller Than Other Types of Camparably·Rated Capacitors 
• Extremely High Insulation Resistance Insures Peak Performance At Temperatures Up to +85C (185F) 
• Radial Leads Are Extra Long For Point·to·Point Wiring and Crimped For Printed Board Insertion 
• Double Dipped in Orange Epoxy Resin For Protection Against Heat And Humidity 
• Capacitance Tolerance: ± 10% .Same as Sprague O.E.M. Type 277P 
• For Complete Data, See latest Issue of Sprague Engineering Bulletin 2040. 

100 WVDC 200 WVDC 
Cat. No. ,..F 

IDF·PI5 2.5 
IDF·P22 3.0 
IDF·P33 3.5 
IDF·P47 4.0 
lOF·P68 4.5 
lOF·Ml 5.0 
IDF·M1.5 5.5 
IDF·M2 

H. x T. x L. Cat. No. ,..F H. x T. x L. Cat. No. ,..F H. x T. x L. Cat. No. 

13/16 x 19/32 x 11/4 IDF·M2.5 .15 9/16 x 3/8 x 3/16 2DF·PI5 2.5 11/16 x 13/16 x 11/4 2DF·M2.5 
25/32 x 9/16 x 1 5/8 lOF·M3 .22 5/8 x 7/16 x 13/16 2DF·P22 3.0 15/16 x 11/16 x 1 5/8 2DF·M3 
13/16 x 19/32 x 1 5/8 lOF·M3.5 .33 11/16 x 1/2 x 13/16 2DF·P33 3.5 1 x 3/4 xl 5/8 2DF·M3.5 
27/32 x 5/8 x 15/8 lOF·M4 .47 13/16 x 9/16 x 13/16 2DF·P47 4.0 11/16 x 13/16 x 1 5/8 2DF·M4 
7/8 x 21/32 x 15/8 IDF·M4.5 .68 3/4 x 1/2 x 11/4 2DF·P68 4.5 1 1/8 x 7/8 x 1 5/8 2DF·M4.5 

29/32 x 11/16 x 1 5/8 IDF·M5 1.0 13/16 x 9/16 x 11/4 2DF·Ml 5.0 11/8 x 7/8 x15/8 2DF·M5 
15/16 x 23/32 x 1 5/8 lOF·M5.5 1.5 7/8 x 5/8 xll/4 2DF·M1.5 5.5 1 3/16 x 15/16 x 1 5/8 2DF·M5.5 

2.0 15/16 x 11/16 x 11/4 2DF·M2 

118P DIFILM® METALLIZED CAPACITORS 
• Best of their type possible 

10 produce althe present 
state of the ort 

• Rated for operatian at 
125°C WITHOUT VOLT· 
AGE DERATING. 

• May be used at extremely low voltages where metallized paper con· 
struction hos previously been unsatisfaclory. 

• Capacitors listed below are ungrounded case (insulated section) units 
without outer insulating sleeves. For information on other styles consult 
your Sprague Industrial Distributor. 

• For units with insulating sleeves, change last digit from "2" to "4." 

• Unique dual dielectric - a combination af metallized paper and of 
polyester film, impregnated with high.temperature mineral wax. 

• Cap Tolerance ± 1 0%. For± 20%units,change 8th digit from"9" to "0." 

• For complete data, see latest issue of Engineering Bulletin 2211. 

,..F D. x L. Cat. No. ,..F D. x L. Cat. No. ,..F 
. 

200 WVDC .27 .400 x 1.124 118P27492S2 5.0 
.33 .400 x 1.124 118P33492S2 6.0 

.01 .175 x .749 118PI0392S2 .47 .500 x 1.124 118P47492S2 8.0 

.015 .195 x .749 118P15392S2 .56 .500 x 1.124 118P56492S2 10.0 

.022 .235 x .749 118P22392S2 .68 .500 x 1.124 118P68492S2 12.0 

.033 ,235 x .749 118P33392S2 .82 .562 x 1.124 118P82492S2 

.047 .312 x .874 118P47392S2 

.068 .312 x .874 118P68392S2 1.0 .562 x 1.124 118PI0592S2 

.082 .312 x .874 118P82392S2 1.5 .562 x 1.624 118P15592S2 .15 

.1 .312 x .874 118PI0492S2 2.0 .670 x 1.624 118P20592S2 1.0 

.15 .312 x 1.124 118P15492S2 3.0 .670 x 1.874 118P30592S2 2.0 

.22 .400 x .874 118P22492S2 4.0 .750 x 1.874 118P40592S2 3.0 

Copyright 1977, Sprague Electric Company IND·EtM·40a·EFAB 

D. x L. Cat. No. 

1.000 x 1.874 118P50592S2 
1.000 x 1.874 118P60592S2 
1.000 x 1.874 118P80592S2 
1.000 x 2.374 118P10692S2 
1.000 x 2.624 118P12692S2 

400 WVDC 

.500 x 1.124 118P15494S2 

.750 x 1.874 118PI0594S2 
1.000 x 1.874 118P20594S2 
1.000 x 2.624 118P30594S2 

,..F 

.01 

.047 
.1 
.15 
.22 
.33 
.47 

1.0 
2.0 
2.5 

D. x L. 

600 WVDC 
.312 x .874 
.400 x 1.124 
.500 x 1.124 
.562 x 1.124 
.562 x 1.374 
.562 x 1.624 
.670 x 1.624 

1.000 x 1.874 
1.000 x 2.124 
1.000 x 2.624 

Cat. No. 

118P10396S 
118P47396S 
118PI0496S 
118P15496S 
118P22496S 

2 
2 
2 
2 
2 
2 
2 
2 
2 
2 

118P33496S 
118P47496S 
118PI0596S 
118P20596S 
118P25596S 

Sizes subject to change without notice. 
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SPRIIGUE CAPIICITORS 
-- ----

TYPE 416P YELLOW JACKET® FILMITE® tE' CAPACITORS 
• Economy-priced for commercial applications. 

Made in Taiwan by Taiwan Sprague Corp_ 
• Rated for -55 C to +85 C operation (to 

+ 1 05 C with voltage derating). 

• Extended-foil construction. 
• High insulation resistance. 

• Protected against moisture by outer wrap of poly
ester fllm and plastic resin end seals. 

• Light-weight capacitors of minimum size. 

• For complete technical dala, refer to latest issue 

of Engineering Bulletin 2063C_ 

"F D. x L. Cat. No. "F D. x L. Cat. No. "F D. x L. Cat. No. "F D. x L. Cat. No. 

50 WVDC 0.018 See 200 WVDC listing 0.033 .190 x 0.844 416P33392 0.15 .405 x 1.562 416P15494 
0.022 See 200 WVDC listing 0.039 .210 x 0.844 416P39392 0.18 .480 x 1.562 416PI8494 

0.012 .190 x 0.531 416PI239R5 0.027 .190 x 0.718 416P27391 0.047 .210 x 0.844 416P47392 0.22 .480 x 1.562 416P22494 
0.015 .190 x 0.531 416PI539R5 0.033 .190 x 0.718 416P33391 0.056 .240 x 0.844 416P56392 0.27 .650 x 1.750 416P27494 
0.018 .200 x 0.594 416PI839R5 0.039 .215 x 0.718 416P39391 0.068 .240 x 0.844 416P68392 0.33 .650 x 1.750 416P33494 
0.022 .200 x 0.594 416P2239R5 0.047 .215.X 0.718 416P47391 0.082 .275 x 0.969 416P82392 0.39 .725 x 1.937 416P39494 
0.027 .210 x 0.656 416P2739R5 0.056 .215 x 0.844 416P56391 0.1 .275 x 0.969 416PI0492 0.47 .725 x 1.937 416P47494 
0.033 .210 x 0.656 416P3339R5 0.068 .215 x 0.844 416P68391 0.12 .345 x 1.000 416PI2492 
0.039 See 100 WVDC Listing 0.082 .245 x 0.844 416P82391 0.15 .345 x 1.000 416P15492 600 WVDC 0.047 See 100 WVDC Listing 0.1 .245 x 0.844 416P10491 0.18 .355 x 1.250 416PI8492 
0.056 .250 x 0.718 416P5639R5 0.12 .285 x 0.844 416PI2491 0.22 .355 x 1.250 416P22492 
0.068 .250 x 0.718 416P6839R5 0.15 .285 x 0.844 416PI5491 0.27 .425 x 1.250 416P27492 0.001 .190 x 0.718 416PlO296 
0.082 .290 x 0.750 416P8239R5 0.18 .290 x 1.250 416PI8491 0.33 .425 x 1.250 416P33492 0.0012 .190 x 0.718 416P12296 
0.1 .290 x 0.750 416PI049R5 0.22 .290 x 1.250 416P22491 0.39 .440 x 1.562 416P39492 0.0015 .190 x 0.718 416P15296 
0.12 .315 x 0.812 416PI249R5 0.27 .325 x 1.250 416P27491 0.47 .440 x 1.562 416P47492 0.0018 .190 x 0.718 416PI8296 
0.15 .315 x 0.812 416P1549R5 0.33 .325 x 1.250 416P33491 0.56 .610 x 1.750 416P56492 0.0022 .190 x 0.718 416P22296 
0.18 .315 x 1.062 416P1849R5 0.39 .380 x 1.250 416P39491 0.68 .610 x 1.750 416P68492 0.0027 .205 x 0.718 416P27296 
0.22 .315 x 1.062 416P2249R5 0.47 .380 x 1.250 416P47491 0.82 .710 x 1.875 416P82492 0.0033 .205 x 0.718 416P33296 
0.27 .375 x 1.062 416P2749R5 0.56 .455 x 1.562 416P56491 1.0 .710 x 1.875 416PI0592 0.0039 .235 x 0.718 416P39296 
0.33 .375 x 1.062 416P3349R5 0.68 .455 x 1.562 416P68491 0.0047 .235 x 0.718 416P47296 
0.39 .430 x 1.062 416P3949R5 0.82 .535 x 1.562 416P82491 0.0056 .240 x 0.844 416P56296 
0.47 .430 x 1.062 416P4749R5 1.0 .535 x 1.562 416PI0591 400 WVDC 0.0068 .240 x 0.844 416P68296 
0.56 .450 x 1.375 416P5649R5 0.0082 .270 x 0.844 416P82296 
0.68 .450 x 1.375 416P6849R5 0.0027 .190 x 0.718 416P27294 0.01 .270 x 0.844 416PI0396 
0.82 .500 x 1.375 416P8249R5 200 WVDC 0.0033 .190 x 0.718 416P33294 0.012 .315 x 0.875 416P12396 
1.0 .500 x 1.375 416PI059R5 0.0039 .190 x 0.718 416P39294 0.015 .315 x 0.875 416P15396 

0.001 .190 x 0.450 416PI0292 0.0047 .190 x 0.718 416P47294 0.Q18 .375 x 0.875 416P18396 
100 WVDC 0.0012 .190 x 0.450 416P12292 0.0056 .200 x 0.718 416P56294 0.022 .375 x 0.875 416P22396 

0.0015 .190 x 0.450 416PI5292 0.0068 .200 x 0.718 416P68294 0.027 .395 x 1.000 416P27396 
0.001 See 200 WVDC Listing 0.0018 .190 x 0.450 416PI8292 0.0082 .210 x 0.844 416P82294 0.033 .395 x 1.000 416P33396 
0.0012 See 200 WVDC Listing 0.0022 .190 x 0.450 416P22292 0.01 .210 x 0.844 416P10394 0.039 .400 x 1.250 416P39396 
0.0015 See 200 WVDC Listing 0.0027 .190 x 0.450 416P27292 0.012 .230 x 0.844 416P12394 0.047 .400 x 1.250 416P47396 
0.0018 See 200 WVDC Listing 0.0033 .190 x 0.450 416P33292 0.Q15 .230 x 0.844 416PI5394 0.056 .455 x 1.250 416P56396 
0.0022 See 200 WVDC Listing 0.0039 .190 x 0.450 416P39292 0.018 .265 x 0.844 416PI8394 0.068 .455 x 1.250 416P68396 
0.0027 See 200 WVDC Listing 0.0047 .190 x 0.450 416P47292 0.022 .265 x 0.844 416P22394 0.082 .470 x 1.562 416P82396 
0.0033 See 200 WVDC Listing 0.0056 .190 x 0.718 416P56292 0.027 .315 x 0.875 416P27394 0.1 .470 x 1.562 416PI0496 
0.0039 See 200 WVDC Listing 0.0068 .190 x 0.718 416P68292 0.033 .315 x 0.875 416P33394 0.12 .545 x 1.562 416P12496 
0.0047 See 200 WVDC Listing 0.0082 .190 x 0.718 416P82292 0.039 .325 x 1.000 416P39394 0.15 .545 x 1.562 416P15496 
0.0056 .190 x 0.450 416P56291 0.01 .190 x 0.718 416PI0392 0.047 .325 x 1.000 416P47394 0.18 .590 x 1.937 416PI8496 
0.0068 .190 x 0.450 416P68291 0.012 .190 x 0.718 416PI2392 0.056 .340 x 1.250 416P56394 0.22 .590 x 1.937 416P22496 
0.0082 .190 x 0.450 416P82291 0.015 .190 x 0.718 416PI5392 0.068 .340 x 1.250 416P68394 0.27 .800 x 1.937 416P27496 
0.01 .190 x 0.450 416PI0391 0.Dl8 .190 x 0.718 416PI8392 0.082 .400 x 1.250 416P82394 0.33 .800 x 1.937 416P33496 
0.012 See 200 WVDC Listing 0.022 .190 x 0.718 416P22392 0.1 .400 x 1.250 416PI0494 0.39 .890 x 2.125 416P39496 
0.015 See 200 WVDC Listing 0.027 .190 x 0.844 416P27392 0.12 .405 x 1.562 416PI2494 0.47 .890 x 2.125 416P47496 

TYPE 260P METALLIZED FILMITE® (K' CAPACITORS 
• Designed for applications such as low-fre

quency tuned circuits, analog computer refer
ence capacitors and precision timing and in
tegrated circuits. 

• High insulation resistance, high stability, mini
mum capacitance change with temperature, 
low dielectric absorption, low dissipation fac

tor. 

/'F D. xL. Cat. No. "F 
.01 .175 x 3/4 260PI0352S4 .068 
.015 .195 x 3/4 260P15352S4 .J 
.022 .235 x 3/4 260P22352S4 .15 

• Capacitor sections are of non-inductive con
struction. 

• Will operate at full rated voltage over the 
temperature range of - 55 C to + 1 05 C. 

• Capacitance tolerance, ± 5% • 

• Voltage rating, 200 WVDC. 

• For complete technical data, refer to latest 
issue of Engineering Bulletin 2705. 

D. x L. Cat. No. "F D. x L. 

.312 x 7/8 260P68352S4 .47 .400 x I 3/8 

.312 x 7/8 260PI0452S4 .68 .562 x 11/8 

.312 x 11/8 260PI5452S4 1.0 .562 x I 3/8 .033 .235 x 3/4 260P33352S4 
.047 .312 x 7;8 260P47352S4 .22 .'. .400 x 7/8 260P22452S4 2.0 .670 x I 5/8 
.056 .312 x 7/8 260P56352S4 .33 .400 x 11/8 260P33452S4 3.0 .750 x I 7/8 

Copyright 1974, Sprague Products Company IND-EEM-44- EFAF 

Cat. No. "F D. x L. Cat. No. 

260P47452S4 4.0 .750 x 21/8 260P40552S4 
260P68452S4 5.0 .750 x 2 3/8 260P50552S4 
260PI0552S4 7.0 1.000 x 1 7/8 260P70552S4 
260P20552S4 8.0 1.000 x 21/8 260P80552S4 
260P30552S4 10.0 1.000 x 2 5/8 260PI0652S4 

Sizes subiect to change without notice. 
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I'F 

.02 

.022 

.047 

.05 

.1 

.15 

.2 

.22 

.25 

.33 

.47 

.5 

.01 

.015 

.02 

.022 

.025 

.03 

.033 

.04 

.047 

.05 

.056 

.OS8 

.075 

.1 

.15 

.2 

.22 

.25 

.001 

.0012 

.0015 

.0018 

.002 

.0022 

.0025 

.0027 

.003 

.0033 

.0039 

", 

SPRAGUE CAPACITORS 
TYPE PS ORANGE DROp® DIPPED TUBULARS 

D. xL. Cat. No. I'F 

200 WVDC .004 
.0047 

11/32 x 45/64 2PS-S20 .005 
11/32 x 45/64 2PS-S22 .0056 
25/64 x 29/32 2PS-S47 

.006 25/64 x 29/32 2PS-S50 

.0068 

• Widely Used in TV, Radio and Allied Commercial Equip
ment 

• Crimped Wire Leads for Correct Spacing When Mounted 
On Printed Wiring Boards. 

• Outside Foil on All Units Identified by Black Striping 

• Double Dipped in Bright Orange Epoxy Resin-Beats 
Heat and Humidity 

• Won't Leak or Drip 

• Capacitance Tolerance, ± 10% 

D. xL. Cat. No. I'F D. xL. Cat. No. 

25/64 x 45/64 6PS-D40 .015 31/64 x 113/64 10PS-S15 
25/64 x 45/64 6PS-D47 .022 37/64 x 1 39/64 IOPS-S22 
25/64 x 45/64 6PS-D50 .033 21/32 x 1 39/64 10PS-S33 
13/32 x 45/64 6PS-D56 .039 21/32 x 1 39/64 IOPS-S39 

13/32 x 45/64 6PS-D60 .047 21/32 x 1 39/64 10PS-S47 
13/32 x 45/64 6PS-D68 .056 3/4 x 139/64 10PS-S56 

' 13/32 x 1 13/64 2PS-PI0 .0075 13/32 x 45/64 6PS-D75 .068 3/4 x 139/64 10PS-S68 
.008 13/32 x 29/32 6PS-D80 .082 55/64 x 1 39/64 IOPS-S82 29/64 x 113/64 2PS-PI5 

1/2 x 113/64 2PS-P20 .0082 13/32 x 29/32 6PS-D82 .1 55/64 x 1 39/64 lOPS-PIC 
1/2 x 113/64 , 2PS-P22 

.01 13/32 x 29/32 6PS-SI0 
1/2 x 113/64 2PS-P25 .012 13/32 x 29/32 6PS-SI2 1600 WVDC 

31/64 x 1 39/64 2PS-P33 .015 13/32 x 29/32 6PS-SI5 
9/16 x 1 39/64 2PS-P47 .02 29/64 x 29/32 6PS-S20 .001 1/2 xl 5/16 16PS-DI0 
9/16 x 1 39/64 2PS-P50 .022 29/64 x 29/32 6PS-S22 .0015 1/2 x 1 5/16 16PS-D15 

.025 29/64 x 29/32 6PS-S25 .002 1/2 x 1 5/16 16PS-D20 

400 WVDC .027 29/64 x 113/64 6PS-S27 .0022 ~/2 x 1 5/16 16PS-D22 

.03 29/64 x 1 13/64 6PS-S30 .003 1/2 x 1 5/16 16PS-D30 
23/64 x 45/64 4PS-SI0 .033 29/64 x 1 13/64 6PS-S33 .0033 1/2 x 1 5/16 16PS-D33 
35/64 x 45/64 4PS-SI5 .035 29/64 x 1 13/64 6PS-S35 .0039 1/2 x 1 5/16 16PS-D39 
25/64 x 29/32 4PS-S20 .039 9/16 x 1 13/64 6PS-S39 .004 1/2 x 1 5/16 16PS-D40 
25/64 x 29/32 4PS-S22 
25/64 x 29/32 4PS-S25 .04 9/16 x 1 13/64 6PS-S40 .0047 1/2 x 1 5/16 16PS-D47 

.047 9/16 x 113/64 6PS-S47 .005 1/2 x 1 5/16 16PS-D50 
13/32 x 29/32 4PS-S30 .05 9/16 x 113/64 6PS-S50 .006 9/16 x 1 5/16 16PS-D60 
13/32 x 29/32 4PS-S33 .056 39/64 x 113/64 6PS-S56 .0068 9/16 x 1 5/16 16PS-D68 
13/32 x 1 13/64 4PS-S40 .06 39/64 x 1 13/64 6PS-S60 
13/32 x 1 13/64 41'S-S47 .007 9/16 x 1 5/16 16PS-D70 

.068 39/64 x 113/64 6PS-S68 .0075 9/16 x 1 5/16 16PS-D75 
13/32 If 113/64 4PS-S50 .075 39/64 x 113/64 6PS-S75 .008 39/64 x 1 5/16 16PS-D80 
29/64 x 113/64 4PS-S56 .082 21/32 x 113/64 6PS-S82 

;!9/64 x 1 13/64 4PS-S68 .1 21/32 x 113/64 6PS-PI0 .01 39/64 x 1 5/16 16PS-SI0 
29/64 x 113/~4 ,4PS-S75 .015 21/32 x 1 5/16 16PS-S15 

.. .15 . '45/64 x 1 39/64 6PS-PI5 .018 21/32 x 1 45/64 16PS-S18 
17/32 x 113/64 4PS-PlO .2 13/16 x 1 39/64 6PS-P20 .02 21/32 x 1 45/64 i6PS-S20 
37/64 x 113/64 4PS-PI5 .22 13/16 x 1 39/64 6PS-PZZ .• 22 21/32 x 1 45/64 16PS-S22 
39/64 x 1 39/64 4PS-P20 .25 53/64 x 1 13/16 6Ps-pi5 

39/64 x 1 39/64 4PS-P22 .33 57/64 x 113/16 6PS-P33 
.03 3/4 x 145/64 16PS-S30 

39/64 x 1 39/64 4PS-P25 .033 3/4 x 145/64 16PS-S33 
.47 57/64 x 1 5/8 6PS-P47 .04 55/64 x 1 45/64 16PS-S40 

600 WVDC 
.047 55/64 x 1 45/64 16PS-S47 

1000 WVDC .05 55/64 x 1 45/64 16PS-S50 

5/16 x 45/64 6PS-DI0 .001 5/16 x 45/64 10PS-DIO 2000 WVDC 
11/32 x 45/64 6PS-DI2 .0015 21/64 x 45/64 10PS-D15 
11/32 x 45/64 6PS-DI5 .002 23/64 x 45/64 10PS-D20 
11/32 x 45/64 ' 6PS-DI8 .0022 23/64 x 45/64 10PS-D22 .001 1/2 x 1 5/16 20PS-DI0 

.0015 1/2 x 1 5/16 20PS-D15 
11/32 x 45/64 6PS-D20 .003 23/64 x 29/32 lOPS-D30 .0022 1/2 x 1 5/16 20PS-D22 
11/32 x 45/64 6PS-D22 .0033 23/64 x 29/32 10PS-D33 .0033 9/16 x 1 5/16 20PS-D33 
11/32 x 45/64 6PS-D25 .004 13/32 x 29/32 10PS-D40 
23/64 x 45/64 6PS'D27 .0047 13/32 x 29/32 IOPS-D47 .0047 39/64 x 1 5/16 20PS-D47 

.0056 21/32 x 1 5/16 20PS-D56 
23/64 x 45/64 6PS-D30 .005 13/32 x 29/32 10PS-D50 .0068 21/32 x 1 5/16 20PS-D68 
23/64 x 45/64 6PS-D33 .0068 7/16 x 29/32 IOPS-D68 .0082 45/64 x 1 5/16 20PS-D82 
25/64 x 45/64 6PS-D39 .01 31/64 x 29/32 10PS-SI0 .027 61/64 x 1 45/64 20PS-S27 

Copyright 1976, Sprague Electric Company IND-EEM-43-EFAB All sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
TYPE 225P FILMITE® 'E' ORANGE DROp® CAPACITORS 

• Designed specifically for printed wiring board • Capacitor sections are wound from polyester 
applications and are furnished with radial film and thin-gage foil under carefully can-
leads to facilitate insertion on boards. trolled atmospheric conditions. 

• ~ind wide application in television receivers, • Protected against moisture by a wax-free 
radio sets, and commercial electronic equip- conform a I coating of epoxy. 
ment. • Capacitance tolerance, ± 10%. 

• Designed for opera tion at temperatures to • For complete technical data, refer to latest 
85 C. issue of Sprague Engineering Bulletin 2062. 

• May be operated to 125 C with voltage derating. 

"F H. X T. X l. Cat. No. "F H.xT.xl. Cat. No. "F H.xT.xl. Cat. No. 

100 WVDC .1 17 /32 X 21/64 x 45/64 225P10491 WD3 .068 41/64 x 5/16 x 13/16 225P68392XD3 
.12 19/32 x 3/8 x 13/16 225P12491XD3 .1 23/32 x 3/8 x 13/16 225PI0492XD3 

.001 5/16 x 13/64 x 45/64 225PI0291 WD3 .15 5/8 x 13/32 x 13/16 225P15491XD3 .15 3/4 x 27/64 x 13/16 225P15492XD3 
.0012 5/16 x 13/64 x 45/64 225PI2291 WD3 .18 11/16 x 7/16 x 13/16 225PI8491XD3 .22 25/32 x 15/32 x 13/16 225P22492XD3 
.0015 5/16 x 13/64 x 45/64 225PI5291 WD3 .22 23/32 x 15/32 x 13/16 225P22491XD3 .33 23/32 x 27/64 x 1-3/16 225P33492YD3 

.0018 5/16 x 13/64 x 45/64 225PI8291 WD3 .27 3/4 x 1/2 x 13/16 225P27491XD3 .47 27/32 x 1/2 x 1-3/16 225P47492YD3 

.0022 5/16 x 13/64 x 45/64 225P22291 WD3 .33 25/32 x 17/32 x 13;16 225P33491XD3 .68 19/64 x 27/32 x 1-3/16 225P68492YD3 

.0027 5/16 x 13/64 x 45/64 225P27291 WD3 .39 13/16 x 9/16 x 13/16 225P39491XD3 

.0033 5/16 x 13/64 x 45/64 225P33291 WD3 .47 7/8 x 5/8 x 13/16 225P47491XD3 400 WVDC 

.0039 5/16 x 13/64 x 45/64 225P39291 WD3 .56 57/64 x 9/16 x 13/16 225P56491 YD3 .001 9/16 x 15/64 x 13/16 225PI0294XD3 

.0047 5/16 x 13/64 x 45/64 225P47291 WD3 .68 29/32 x 19;32 x 13/16 225P68491 YD3 .0015 9/16 x 15/64 x 13;16 225P15294XD3 

.0056 5/16 x 13/64 x 45/64 225P56291 WD3 .82 61/64 x ?1/32 x 1 3/16 225P82491 YD3 .0022 9/16 x 15/64 x 13/16 225P22294XD3 

.0068 5/16 x 13/64 x 45/64 225P68291 WD3 1.0 63/64 x/t7/64 x 1 3/16 225P10591 YD3 .0033 9/16 x 15/64 x 13/16 225P33294XD3 

.0082 5/16 x 13/64 x 45/64 225P82291 WD3 200 WVDC .0047 9/16 x 15/64 x 13/16 225P47294XD3 . 

.01 5/16 x 13/64 x 45/64 225PI0391 WD3 .0068 19/32 x 1/4 x 13/16 225P68294XD3 

.012 5;16 x 13/64 x 45/64 225P12391 WD3 .001 9/16 x 15/64 x 13/16 225P10292XD3 .01 19/32 x 1/4 x 13/16 225PI0394XD3 

.015 5/16 x 13/64 x 45/64 225P15391 WD3 .0015 9/16 x 15/64 x 13;16 225P15292XD3 .015 19/32 x 9;32 x 13;16 225P15394XD3 

.018 5;16 x 13;64 x 45;64 225P18391 WD3 .0022 9/16 x 15/64 x 13;16 225P22292XD3 .022 19/32 x 5/16 x 13/16 225P22394XD3 

.022 5;16 x 13/64 x 45;64 225P22391 WD3 .0033 9;16 x 15/64 x 13/16 225P33292XD3 .033 21;32 x 11/32 x 13/16 225P33394XD3 

.027 21/64 x 15;64 x 45;64 225P27391 WD3 .. 0047 9/16 x 15/64 x 13;16 225P47292XD3 .047 21 ;32 x 27 ;64 x 13 ;16 225P47394XD3 

.033 21;64 x 15;64 x 45;64 225P33391 WD3 .0068 19;32 x 1;4 x 13;16 225P68292XD3 .068 13;16 x 31/64 x 13/16 225P68394XD3 

.039 11/32 x 1/4 x 45;64 225P39391 WD3 .01 19/32 x 1/4 x 13;16 225PI0392XD3 .1 27/32 x 17/32 x 13/16 225PI0494XD3 

.047 11;32 x 1;4 x45;64 225P47391 WD3 .015 19;32 x 1;4 x 13;16 225P15392XQ3 .15 13;16 x 31;64 x 1·3!16 225P15494YD3 

.056 3;8 x 9/32x45;64 225P56391 WD3 .022 19;32 x 1;4 x 13;16 225P22392XD3 .22 57/64 x 9/16 x 1-3/16 225P22494YD3 
.068 3;8 x 9;32 x 45/64 225P68391 WD3 .033 5/8 x 9;32 x 13;16 225P33392XD3 .33 1 x 47/64 x 1-3;16 225P33494YD3 
.082 17 ;32 x 21;64 x 45;64 225P82391 WD3 .047 5;8 x 9;32 x 13;16 225P47392XD3 .47 19/64 x 27 ;32 x 1-3;16 225P47494YD3 

TYPE 418P ORANGE DROp® FILMITE® 'E' CAPACITORS 
• Widely used in TV, radio, and allied commercial • Protected against moisture by wax-free conformal 

equipment. coating of epoxy. 

• Combine excellent electrical characteristics, com- • Designed for operation at temperatures to 85 C. 
pactness, and low cost. 

• May be operated to 125 C with voltage derating. 
• "Hockeystick" crimped radial-lead design for 

easy insertion on printed wiring boards. • Capacitance tolerance, ± 10%. 

• Wound with polyester film and thin gage foil • For complete technical data, refer to latest issue 
under carefully controlled atmospheric conditions. of Sprague Engineering Bulletin 2062. 

"F D. x l. Cat. No. "F D. x l. Cat. No. "F D. x l. Cat. No. 

100 WVDC .33 .500 x 1.200 418P33491LD3 .039 .380 x .900 418P39392KD3 

.033 .350 x .700 418P3339lJ D3 .39 .500 x 1.600 418P39491MD3 .047 .380 x .900 418P47392KD3 

.039 .350 x .700 418P3939lJD3 .47 .500 x 1.600 418P47491MD3 .056 .380 x 1.200 418P56392LD3 

.047 .350 x .700 418P47391J D3 .56 .600 x 1.600 418P56491MD3 .068 .380 x 1.200 418P68392LD3 

.056 .380 x .700 418P5639lJ D3 .68 .600 x 1.600 418P68491MD3 .082 .400 x 1.200 418P82392LD3 

.068 .380 x .700 418P6839lJ D3 .82 .700 x 1.600 418P82491MD3 .10 .400 x 1.200 418PI0492LD3 

.082 .400 x .900 418P82391 KD3 1.0 .700 x 1.600 418PI0591MD3 .12 .450 x 1.200 418P12492LD3 

.10 .400 x .900 418PI0491 KD3 .15 .450 x 1.200 418P15492LD3 
418P12491 KD3 

200 WVDC .18 .500 x 1.200 418P18492LD3 .12 .450 x .900 
.15 .450 x .900 418P15491 KD3 .018 .330 x .700 418P18392JD3 .22 .500 x 1.200 418P22492LD3 

.18 .450 x 1.200 418P18491LD3 .022 .330 x .700 418P22392JD3 .27 .470 x 1.600 418P27492MD3 

.22 .450 x 1.200 418P22491 LD3 .027 .380 x .700 418P27392JD3 .33 .470 x 1.600 418P33492MD3 

.27 .470 x 1.200 418P27491LD3 .033 .380 x .900 418P33392KD3 .39 .550 x 1.600 418P39492MD3 

Copyright 1974, Sorague Products Company IND·EEM-40-EFAF Sizes 5u,bject to change without notice. 
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SPR~GUE C~PACITORS 
TYPE 418P ORANGE DROP CAPACITORS, continued 

.47 

.0082 

.0lD 

.012 

.015 

.018 

.022 

.027 

.033 

.039 

.047 

.056 

.068 

.082 

.10 

.12 

.15 

D. x L. 

.550 x 1.600 

400 WVDC 

.350 x .700 

.350 x .700 

.380 x .700 

.380 x .700 
.380 x .900 
.380 x .900 
.400 x .900 
.400 x .900 
.400 x 1.200 
.400 x 1.200 
.450 x 1.200 
.500 x 1.200 
.520 x 1.200 
.520 x 1.200 
.570 x 1.200 
.570 x 1.200 

Cat. No. 

418P47492MD3 

418P82294JD3 
418P10394JD3 
418P12394JD3 
418P15394JD3 
418P18394KD3 
418P22394KD3 
418P27394KD3 
418P33394KD3 
418P39394LD3 
418P47394LD3 
418P56394LD3 
418P68394LD3 
418P82394LD3 
418P10494LD3 
418P12494LD3 
418P15494LD3 

.18 

.22 

.27 

.33 

.39 

.47 

.0010 

.0012 

.0015 

.0018 

.0022 

.0027 

.0<)33 

.0039 

.0047 

.0056 

D. xL. 

.600 x 1.600 

.600 x 1.600 

.650 x 1.600 

.650 x 1.600 

.720 x 1.600 

.720 x 1.600 

600 WVDC 

.300 x .700 

.330 x .700 

.330 x .700 

.330 x .700 

.330 x .700 

.350 x .700 

.350 x .700 

.380 x .700 

.380 x .700 

.400 x .700 

Cat. No. 

418P18494MD3 
418P22494MD3 
418P27494MD3 
418P33494MD3 
418P39494MD3 
418P47494MD3 

418P10296JD3 
418P12296JD3 
418P15296JD3 
418P18296JD3 
418P22296JD3 
418P27296JD3 
418P33296JD3 
418P39296JD3 
418P47296JD3 
418P56296JD3 

.0068 
.. 0082 

.0lD 

.012 

.015 

.018 

.022 

.027 

.033 

.039 

.047 

.056 

.068 

.082 

.10 

.12 

.15 

.18 

.22 

D. x L. 

.400 x .700 

.400 x .900 

.400 x .900 

.400 x .900 

.400 x .900 

.450 x .900 

.450 x .900 

.450 x 1.200 

.450 x 1.200 

.550 x 1.200 

.550 x 1.200 

.600 x 1.200 

.600 x 1.200 

.650 x 1.200 

.650 x 1.200 
.700 x 1.600 
.700 x 1.600 
.800 x 1.600 
.800 x 1.600 

TYPE 431P METFILM® 'E' CAPACITORS 
• Unique Construction Gives Definite Space 

Advantages Over Metal·Encased, Molded, 
or Wax-Coated Cardboard-Case Tubulars 
of Comparable Ratings. . 

• Axial-Lead Polyester-Film Capacitor Sec
tion Protected Against Moisture By An 
Outer Wrap of Polyester-Film Tape. 

• An Improved End Seal of a Plastic Resin 
Which Bonds With the Film Wrap and 
the Tinned Leads Provides Superior Hu
midity Resistance. 

.047 

.068 

.10 

.15 

.22 

.33 

.47 

.68 
1.0 
1.5 
2.0 
2.5 
3.0 
4.0 
5.0 
6.0 
7.0 

10.0 
12.0 

.015 

.022 

.033 

.047 

.068 

.1 

T. x W. x L. 

50 WVDC 

3/32 x 3/16 x 5/8 
1/8 x 7/32x5/8 
5/32 x 7/32 x 5/8 
3/16 x 1/4 x 5/8 
5/32 x 9/32 x 3/4 
3/16 x 5/16 x 3/4 
3/16 x 5/16 x 1 
3/16 x 3/8 xl 
1/4 x 13/32 x 1 
9/32 x 1/2 xl 
3/8 x 9/16 x 1 

11/32 x 17/32 x 1-1/4 
3/8 x 19/32 x 1-1/4 
3/8 x 19/32 x 1-1/2 

13/32 x 19/32 x 1-3/4 
15/32 x 11/16 x 1-1/2 
15/32 x 11/16 x 1-3/4 
9/16 x 25/32 x 1-3/4 
1/2 x 13/16 x 2-1/4 

200WVDC 

3/32 x 3/16 x 5/8 
1/8 x 3/16 x 5/8 
1/8 x 7/32 x 5/8 
5/32 x 1/4 x 5/8 
5/32 x 9/32 x 3/4 
3/16 x 5/16 x 3/4 , 

Cat. No. 

431P4739R5 
431P6839R5 
431P1049R5 
431P1549R5 
431P2249R5 
431P3349R5 
431P4749R5 
431P6849R5 
431P1059R5 
431P1559R5 
431P2059R5 
431P2559R5 
431P3059R5 
431P4059R5 
431P5059R5 
431P6059R5 
431P7059R5 
431P1069R5 
431P1269R5 

431P15392 
431P22392 
431P33392 
431P47392 
431P68392 
431PI0492 

• Because of Their Small Size, These Capaci
tors Are Particularly Well-Suited For Pot
ting or Encapsulating in Electronic Sub
Assemblies. 

• For Complete Technical Data, Refer to 
The Latest Issue of Sprague Engineering 
Bulletin 2445. 

• Call Your Sprague Industrial Distributor 
For Current Quantity Prices. 

.15 

.22 

.33 

.47 

.68 
1.0 
1.5 
2.0 
2.5 
3.0 
4.0 
5.0 
6.0 
7.0 

10.0 
12.0 

.0033 

.0047 

.0068 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

T. x W. x L. 

7/32 x 11/32 x 3/4 
1/4 x 13/32 x 3/4 
7/32 x 13/32 x 1 
7/32 x 13/32 x 1-1/4 
5/16 x 17 /32 x 1 
5/16 x 17/32 x 1-1/4 

11/32 x 9/16 x 1-1/2 
3/8 x 9/16 x 1-3/4 

15/32 x 21/32 x 1-1/2 
15/32 x 21/32 x 1-3/4 
17/32x 3/4 xl-3/4 
15/32 x 3/4 x 2-1/4 
15/32 x 25/32 x 2-1/2 
3/4 x 15/16 x 1·3/4 

23/32 x 1 x 2-1/4 
23/32 x 1 x 2-1/2 

400WVDC 

3/32 x 3/16 x 5/8 
1/8 x 3;16 x 5/8 
5/32 x 7/32 x 5/8 
3/16 x 1/4 x 5/8 
5/32 x 9/32 x 3/4 
3/16 x 5/16 x 3/4 
7/32 x 11/32 x 3/4 
1/4 x 13/32 x 3/4 
7/32x 3/8 xl 
9/32x 7/16 x 1 

Cat. No. 

431P15492 
431P22492 
431P33492 
431P47492 
431P68492 
431PlD592 
431P15592 
431P20592 
431P25592 
431P30592 
431P40592 
431P50592 
431P60592 
431P70592 
431P10692 
431P12692 

431P33294 
431P47294 
431P68294 
431P10394 
431P15394 
431P22394 
431P33394 
431P47394 
431P68394 
431PI0494 

.15 

.22 

.33 

.47 

.68 
1.0 
1.5 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.33 

.47 

.68 
1.0 
1.5 

5/16 x 17/32 x 1 
13/32 x 19/32 x 1 
11/32 x 9/16 x 1-1/2 
3/8 x 9/16 x 1-3/4 

15/32 x 21/32 x 1-3/4 
1/2 x 23/32 x 2 
1/2 x 2'5/32 x 2-1/2 

600 WVDC 

3/32 x 3/16 x 5/8 
1/8 x 3/16 x 5/8 
5/32 x 7/32 x 5/8 
1/8 x 1/4 x 3/4 
5/32 x 9/32 x 3/4 
3/16 x 5/16 x 3/4 
3/16 x 3/8 x 3/4 
1/4 x 13/32 x 3/4 
7/32x 3/8 xl 
7/32 x 3/8 x 1-1/4 
5/16 x 1/2 xl 
3/8 x 19/32 x 1 
3/8 x 19/32 x 1-1/4 

11/32 x 9/16 x 1-3/4 
7/16 x 21/32 x 1-3/4 
9/16 x 3/4 x 1-3/4 

15/32 x 25/32 x 2-1/2 
3/4 x 31/32 x 2 
3/4 x H/16 x 2-1/2 

Cat. No. 

418P68296JD3 
418P82296KD3 
418P10396KD3 
418P12396KD3 
418P15396KD3 
418P18396KD3 
418P22396KD3 
418P27396LD3 
418P33396LD3 
418P39396.LD3 
418P47396LD3 
418P56396LD3 
418P68396LD3 
418P82396LD3 
418P10496LD3 
418P12496MD3 
418P15496MD3 
418P18496MD3 
418P22496MD3 

431P15494 
431P22494 
431P33494 
431P47494 
431P68494 
431P10594 
431P15594 

431P15296 
431P22296 
431P33296 
431P47296 
431P68296 
431P10396 
431P15396 
431P22396 
431P33396 
431P47396 
431P68396 
431P10496 
431P15496 
431P22496 
431P33496 
431P47496 
431P68496 
431P10596 
431P15596 

Copyright 1976, Sprague Products Company IND-EEM-38-EIAT All sizes subject fo change without notice. 
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SPRAGUE CAPACITORS 
TYPE 715P FILMITEd!> ~L' ORANGE DROPd!> DIPPED TUBULARS 

JLF Dia. X Length 

200WVDC 

.015 .375 x .750 

.022 .375 x .750 

.033 .425 x .750 

.047 .425 x .950 

.068 .450 x .950 

0.1 .450 x 1.300 
0.15 .550 x 1.300 
0.22 .625 x 1.300 
0.33 .650 x 1.700 
0.47 .750 x 1.700 

400 WVDC 

.01 .400 x .750 

.015 .450 x .750 

.033 .500 x .950 

.15 .650 x 1.300 

.22 .700 x 1.700 

.33 .800 x 1.700 

.47 .900 x 1.700 

600 WVDC 

.001 .400 x .750 

.0015 .400 x .750 

.0022 .400 x .750 

.0033 .400 x .750 

.0047 .450 x .750 

.0068 .450 x .750 

.01 .450 x .950 

.015 .500 x .950 

Volts O-C 
capacit~~ Range 

200 .015-.068 
.1-.47 

400 .01 .033 
.15-.47 

600 .001-.022 
.047-.22 

800 .015-.033 
.068--.10 

1200 .015-.047 

1600 .0022-.01 
.015-.033 

Copyright 1975, Sprague Electric Company 

• Polypropylene film capacitors similar to poly
styrene units with their high a-c current-carrying 
capability, but have added advantage of operat
ing temperatu res to 105 C and extremely low dis
sipation factor. 

• Ideal for applications where high a-c current 
flow is found, as in certain solid-state TV verti
cal circuits, r-f generators, and pulse-forming 
networks. 

• Exhibit capacitance change of less than 3% over 
entire operating temperature range. 

• Temperature coefficient is negative and virtually 
linear at 180 ppmrC over the temperature range 

of +25 C to +105 C, making capacitors suitable 
for matching with positive TC resistors and in
ductors to maintain circuit stability. 

• Conformally coated with flame-retardant epoxy 
which also provides protection from humidity 
and mechanical damage. 

• Capacitance tolerance, :5%. 

• Furnished with 1.250" long "hockeystick" 
crimped leads. 

• For complete technical data, refer to latest issue 
of Engineering Bulletin 2090. 

Catalog Number JLF Dia. x Length Catalog Number 

.022 .550 x .950 715P22356KD3 

.047 .600 x 1.300 715P47356LD3 
715P15352JD3 .068 .650 x 1.300 715P68356LD3 
715P22352JD3 .1 .750 x 1.300 715P10456LD3 
715P33352J D3 .15 .750 x 1.700 715P15456MD3 
715P47352KD3 .22 .850 x 1.700 715P22456MD3 
715P68352KD3 

715P10452LD3 800 WVDC 
715P15452LD3 
715P22452LD3 .015 .550 x 1.300 715P15358LD3 
715P33452MD3 .022 .600 x 1.300 715P22358LD3 
715P47452MD3 .033 .700 x 1.300 715P33358LD3 

.068 .800 x 1.700 715P68358MD3 

715P10354JD3 
.1 .900 x 1.700 715P10458MD3 

715P15354JD3 
1200 WVDC 715P33354KD3 

715P15454LD3 
715P153512LD3 715P22454MD3 .015 .650 x 1.300 

715P33454M D3 .047 .850 x 1.700 715P473512MD3 
715P47454MD3 

1600 WVDC 

.0022 .500 x 1.300 715P222516LD3 
715P10256J D3 .0033 .550 x 1.300 715P332516LD3 
715P15256J D3 .0047 .600 x 1.300 715P472516LD3 
715P22256JD3 .0068 .650 x 1.300 715P682516LD3 
715 P33256J D3 
715P47256J D3 .01 .700 x 1.300 715P103516LD3 
715P68256JD3 .015 .750 x 1.700 715P153516MD3 
715P10356KD3 .022 .850 x 1.700 715P223516MD3 
715P15356KD3 .033 .950 x 1.700 715P333516MD3 

EQUIVALENT VAC RMS RATINGS 
(Cill000 Hz (Cil 5000 Hz (Cil 10000 Hz (Cil15000 Hz (Cil20000 Hz 

WC 1050(; 85°C 105°C 850(; 105°C 85"1 lli!"C ~. lU~' 

140 70 140 70 140 ~~ I~~ ~~ l~~ f~ 140 70 140 50 100 70 
250 130 250 100 250 70 220 ~~ 1~~ 45 
250 125 180 50 100 25 70 13 
250 190 250 140 250 100 250 65 205 55 
250 180 250 70 ISO 40 100 25 80 15 
500 250 500 165 500 115 450 85 405 60 
500 250 400 105 240 65 185 50 140 35 
500 390 500 175 400 150 295 75 230 60 
500 500 500 370 500 215 500 175 490 130 
500 500 500 220 500 155 410 110 315 85 

IND-EEM-41-EFAB All sizes subiect to change wit.ho.ut notice. 
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SPR~GUE C~P~CITORS ( 

VITAMIN Q® SUBMINIATURE PAPER CAPACITORS 
• Hermetically sealed in metal cases. ordinary oils used in conventional ca· 

• Electrically and mechanically designed pacitors. 

to meet stringent operating require· • Exceed performance requirements of 
ments. MIL·C·25A. 

• Impregnated with Vitamin Q®, a sub· 
• Capacitance tolerance, ± 10%. For stantially linear, controlled molecular 

weight hydrocarbon polymer, exclusive ± 20% tolerance, change 7th charac· 
ter in cat. no. from 9 to O. 

• Most widely used of all paper ca· with Sprague . 

pacitors in commercial and mili· • Vitamin Q impregnation provides high· • For complete data, see latest issue of 
tary electronic equipment. er insulation resistance, longer life than Engineering Bulletin 2110. 

I'F WVDC D. x L. Cat. No.' /'F WVDC D. x L. Cat. No.' /'F WVDC D. x L- Cat. No.' 

TYPE 91P, INSERTED TAB CONSTRUCTION, SSoC OPERATION 
.001 100 .238 x .812 91PI0291S4 .015 300 .297 x .812 91P15393S4 1. 400 .463 x 1.437 91PI0494S4 

600 .297 x .812 91PI0296S4 .022 100 .258 i< .812 91P22391S4 600 .625 x 1.187 91PI0496S4 

.0015 100 .238 x .812 91P15291S4 200 .297 x· .812 91P22392S4 .22 100 .463 x 1.187 91P22491S4 
600 .297 x .812 91P15296S4 600 .375 x .937 91P22396S4 200 .463 x 1.437 91P22492S4 

.0022 600 .297 x .812 91P22296S4 .033 100 .297 x .812 91P33391S4 300 .625 x 1.187 91P22493S4 
400 .375 x .937 91P33394S4 400 .625 x 1.437 91P22494S4 

.0033 100 .238 x .812 91P33291S4 600 .625 x 1.937 91P22496S4 
600 .297 x .812 9.1P33296S4 .047 300 .375 x .937 91P47393S4 

.0047 100 .238 x .812 91P47291S4 .400 .463 x .937 91P47394S4 .47 100 .463 x 1.437 91P47491S4 
600 .463 x 1.187 91P47396S4 200 .625 x 1.437. 91P47492S4 600 .297 x .812 91P47296S4 

.. 068 400 .733 x 1.937 91P47494S4 200 .375 x .937 91P68392S4 
.0068 600 .297 x .812 91P68296S4 300 .463 x .937 91P68393S4 600 .812 x 2.187 91P47496S4 

.01 100 .238 x .812 91PI0391S4 .1 100 .375 x .937 91PI0491S4 1.0 .··100 .625 x 1.937 91PI0591S4 ( 
400 .297 x .812 91PI0394S4 200 .463 x .937 91PI0492S4 200 .733 x 1.937 91P10592S4 \ 600 .375 x .937 91PI0396S4 300 .463 x 1.187 91PI0493S4 400 .' 1.062 x 1.937 . 91 PI0594S4 

TYPE 96P, INSERTED TAB CONSTRUCTION, 12SoC OPERATION 

.001 100 .238 x .812 96PI0291S4 .015 300 .297 x .812 96P15393S4 .1 600 .625 x 1.187 96PI0496S4 
600 .297 x .812 96P10296S4 . 022 100 .258 x .812 . 96P22391S4 

1000 .625 x 1.687 96P104910S4 

.0015 100 .238 x .812 96P15291S4 200 .297 x .812 96P22392S4 .22 . 100 .463 x 1.187 96P22491S4 600 .297 x .812 96P15296S4 600 .375 x .937 96P22396S4 200 .463 x 1.437 96P22492S4 

.0022 600 .297 x .812 96P22296S4 .033 100 .297 x .812 96P33391S4 300 .625 x 1.187 96P22493S4 
400 .375 x .937 96P33394S4 40'0 .625 x 1.437 96P22494S4 

.0033 100 .238 x .812 96P33291S4 .047 300 .375 x .937 96P47393S4 
600 .625 x 1.937 96P22496S4 

600 .297 x .812 96P33296S4 400 .463 x .937 96P47394S4 .47 100 .625 x 1.187 96P47491S4 
.0047 100 .238 x .812 96P47291S4 600 .463 x 1.187 96P47396S4 200 .625 x 1.437 96P47492S4 

600 .297 x .812 96P47296S4 .068 200 .375 x .937 96P68392S4 400 .733 x 1.937 96P47494S4 
300 .463 x .937 96P68393S4 600 .812 x 2.187 96P47496S4 

.0068 600 .297 x .812 96P68296S4 
.1 100 .375 x .937 96PI0491S4 

.01 100 .238 x .812 96PI0391S4 200 .463 x .937 96PI0492S4 1.0 100 .625 x 1.937 96PI0591S4 
400 .297 x .812 96PI0394S4 300 .463 x 1.187 9QPI0493S4 200 .733 x 1.937 96PI0592S4 
600 .375 x .937 96PI0396S4 400 .463 x 1.437 96PI0494S4 400 1.062 x 1.937 96P10594S4 

TYPE 191P, EXTENDED FOIL CONSTRUCTION, SSoC OPERATION 

.001 600 .297 x .812 191 PI0296S4 .047 100 .375 x .937 191P47391S4 .22 100 .463 x 1.437 191P22491S4 
300 .463 x .937 191P47393S4 200 .625 x 1.187 191P22492S4 

.0022 600 .297 x .812 191 P22296S4 400 .463 x 1.187 191 P47394S4 400 .625 x 1.687 191 P22494S4 

.0047 100 .238 x .812 191 P47291S4 
600 .463 x 1.437 191 P47396S4 600 .733 x 1.687 191 P22496S4 

300 .297 x .812 191 P47293S4 .33 100 .625 x 1.187 191P33491S4 .068 200 .463 x .937 191 P68392S4 
.01 100 .297 x .812 191 PI0391S4 

.47 100 .625 x 1.437 191P47491S4 600 .375 x .937 191 PI0396S4 
.1 100 .463 x .937 191 PI0491S4 200 .625 x 1.687 191P47492S4 

.015 100 .297 x .812 191P15391S4 200 .463 x 1.187 191PI0492S4 400 .812 x 2.187 191P47494S4 
400 .375 x .937 191P15394S4 300 .463 x 1.437 191 PI0493S4 600 .812 x 2.437 191P47496S4 

191 P22393S4 
400 .625 x 1.187 191PI0494S4 

.022 300 .375 x .937 600 .625 x 1.437 191PI0496S4 .68 100 .625 x 1.687 191P68491S4 600 .463 x .937 191 P22396S4 

.033 200 .375 x .937 191 P33392S4 .15 200 .463 x 1.437 191P15492S4 1.0 100 .733 x 1.687 191PI0591S4 
600 .463 x 1.187 191P33396S4 400 .625 x 1.437 191 P15494S4 200 .812 x 2.187 191PI0592S4 

'Capacitors shown have plastic insulating sleeve. For bare metal case, change.last digit in cat. no. from 4 to 2 and subtract .0625" from diameter and length. 

Copyright 1974, Sprague Products Company IND-REM-18-EFAF. Sizes subiect to change without notice. 
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SPRaGUE caPACITORS 
VITAMIN Q® SUBMINIATURE PAPER CAPACITORS, continued 

TYPE 196P, EXTENDED FOIL CONSTRUCTION, 125°C OPERATION 

I'F WVDC D. x l. Cat. No.' I'F WVDC D. x l. Cat. No.' I'F WVDC D. x l. Cat. No.' 

.001 600 .297 x .812 196Pl0296S4 .039 100 .375 x .937 196P39391S4 .22 100 .463 x 1.437 196P22491S4 

.0022 600 .297 x .812 196P22296S4 
200 .625 x 1.187 196P22492S4 

.047 100 .375 x .937 196P4739lS4 400 .625 x 1.687 196P22494S4 

.0047 100 .238 x .812 196P4729lS4 300 .463 x .937 196P47393S4 600 .733 x 1.687 196P22496S4 
400 .463 x 1.187 196P47394S4 1000 .812 x 2.187 196P224910S4 

300 .297 x .812 196P47293S4 600 .463 x 1.437 196P47396S4 
.01 100 .297 x .812 196P10391S4 .056 200 .463 x .937 196P56392S4 .33 100 .625 x 1.187 196P33491S4 

600 .375 x .937 196P10396S4 
1000 .463 x .937 196Pl03910S4 .068 200 .463 x .937 196P68392S4 .47 100 .625 x 1.487 196P47491S4 

.015 100 .297 x .812 196P15391S4 .1 196P10491S4 
200 .625 x 1.687 196P47492S4 

100 .463 x .937 400 .812 x 2.187 196P47494S4 400 .375 x .937 196P15394S4 200 .463 x 1.187 196P10492S4 600 .812 x 2.437 196P47496S4 
.022 300 .375 x .937 196P22393S4 300 .463 x 1.437 196P10493S4 1000 1.062 x 2.437 196P4749l0S4 

600 .463 x .937 196P22396S4 400 .625 x 1.187 196P10494S4 
600 .625 x 1.437 196P10496S4 

200 .375 x .937 196P27392S4 1000 .733 x 1.687 196P104910S4 .68 100 .625 x 1.687 196 P68491 S4 
.027 

.033 200 .375 x .937 196P33392S4 .15 200 .463 x 1.437 196P15492S4 1.0 100 .733 x 1.687 196Pl0591S4 
600 .463 x 1.187 196P33396S4 400 .625 x 1.437 196P15494S4 200 .812 x 2.187 196P10592S4 

'Capacitors shown have plastic insulating sleeve. For bare metal case, change last digit in cat. no. from 4 to 2 and subtract .0625" from diameter and length. 

TYPE CP04, CPOS CAPACITORS TO MIL-C-2SC 

• Impregnation with Vitamin Q assures 
capacitors exceed MIL-C-25 C per- • Type CP05 has insulating sleeve. 

formance requirements. • A v a i I a b I e in Characteristic K 
(-55 C to + 125 Cl. ±10% Ca-

• Inserted tab construction for appli- pacitance Tolerance. 

cations where minimum size is needed. 
Only popular insulated section (un-• 

• Positive hermetic closure of the met-
g r 0 un d e d easel capacitors are 
listed. For grounded case units, 

al cases assured by glass-to-metal consult your Sprague Distributor. 
solder-seal terminals. 

• Call your Sprague Industrial Dis-

• Type CP04 has plain metal case. tributor for Quantity Prices. 

j.tF WVDC D. x l. Cal. No.*t 
n j.tF WVDC D. x l. Cal. No.*t n 
> > .... .... 

CP04A1KF102K3 
.... 

.068 200 .312 x 1'a CP04A 1 KC68JK3 
.... 

.001 600 .235 x ¥.4 -< -< 

.0015 600 .235 x 3A CP04A1KF152K3 ." 0 .1 100 .312 x 1'a CP04A 1 KB104K3 .,,0 
Oc: Oc: 
:00:00 200 .400 x % CP04A1KC104K3 :00:00 

.0022 600 .235 x ¥.4 CP04A 1 KF222K3 
n'" 400 .400 x 1:va CP04A 1 KEI 04K3 n'" c: ... 

600 .562 x 1 Va CP04A1KF104K3 c:'" 
.0033 600 .235 x 3A CP04A 1 KF332K3 :00:00 :00:00 

:00> lOOO .562 x 1% CP04A1KG104K3 :00 > 
me;) me;) 

.0047 600 .235 x 3A CP04A 1 KF472K3 ZC: Zc: 
.... m .22 100 0400 x 1 Va CP04A 1 KB224K3 .... m 

.0068 600 .235 x 3A CP04A 1 KF682K3 0- 200 0400 x 1:va CP04A 1 KC224K3 0-
c: Z c: Z 

.01 400 .235 x ¥.4 CP04A1Kcl03K3 >c 400 .562 x 1:va CP04A 1 KE224K3 > c 
600 .312x % CP04Al KF103K3 zc: 600 .562 x 1% CP04A 1 KF224K3 zc: 

.... ~ ::!~ -:00 
.47 100 .562 x 1 Va CP04A 1 KB474K3 .... :00 

.022 200 .235 x 3A CP04A 1 KC223K3 ::;!); -<); 
600 .312x % CP04A 1 KF223K3 ....... 200 .562 x 1:va CP04A1KC474K3 ....... 

:!!c 400 .670 x 1% CP04A 1 KE474K3 :!!c 
n-

600 .750 x 2Va CP04A 1 KF474K3 n-
.033 100 .235 x 3A CP04A 1 KB333K3 :~ m'" 

400 .312 x % CP04A 1 KE333K3 "'~ ;;; 1.0 100 .562 x 1% CP04A 1 KB 1 05K3 "" c c: 
.047 400 .400 x 1'. CP04A 1 KE473K3 .... 200 .670 x 1% CP04Al KC105K3 .... 

600 .400 x lYa CP04A 1 KF473K3 
0 400 1.000 x 1% CP04A 1 KEI 05K3 0 
:00 :00 

*Capacitors shown have bare metal case. For plastic insulating sleeve, change 4th digit in Cat. No. from 4 to 5 and add .063" to diam. and \Ii6" to length. 

fFor Vibration Grade 1, change last digit of Cal. No. to 1. 

Copyright 1972, Sprague Product, Company INO REM-31-PRAR Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
TYPE CP08, CP09 CAPACITORS TO MIL-C-2SC 

• Vitamin Q impregnation assures per
formance above and beyond MIL
C-25C requirements. 

• Type CP09 has insulating sleeve. 

• Extended foil (so-called non-induc
tive section) construction. 

• Positive hermetic closure of the met
al cases with glass-to-metal solder
seal terminals. • Available with insulated section (un

grounded case) or with grounded 
case construction. • Capacitance Tolerance ± 10%. 

• Characteristic K Temperature Range 
(-55°C to +125°C). • Capacitance/voltage range: .01-

.22J.!F @ 100 WVDC to .01-.22J.!F @ 
1000 WVDC. • Type CPOS has plain metal case. 

J,LF WVDC D. x l. Cal. No.*t n J,LF WVDC 

.001 600 .235 x 3A CP08A 1 KFI 02K3 
g, 

.056 200 

.0022 600 .235 x 3A CP08AIKF222K3 -< .068 -0 200 0 c 
• 01 100 .235 x 3A CP08AIKBI03K3 ~ .. 

600 .312x % CP08AI KFIOJK3 n", . 1 100 
C "II 

1000 .400 x f. CP08A I KG I 03K3 ~ ~ 200 
~ Q 
.. CD 400 

.015 100 .235 x 3A CP08A1KBI53K3 3. C 

400 .312xf. CP08Al KEI53K3 
.. 600 0_ 

.022 600 .400 x f. CPOSA I KF223K3 
C ::I 1000 
Q Go 

CPOBAIKC273K3 
::I C .15 200 .027 200 .312xf. ~3: 

CPOBA I KC333K3 400 
.033 200 .312xVa !!.. 

600 .400 x IV. CPOBA I KF333K3 
... 
::l. 

~ 
.22 100 

" .039 100 .312xf. CPOBAIKB393K3 :: 200 
CPOBA I KB473K3 

::l. 400 .047 100 .312xf. Ir 
c: 

400 .400 x 1 Va CP08A I KE473K3 ~ 
600 

600 .400x lo/s CP08A 1 KF473 K3 1000 

tFor Vibralian Grade I, change last digil of Cola log Number 10 "I." 

D. x l. Cal. No.*t 

0400 x % CPOBA 1 KC56JK3 

0400 x % CP08A 1 KC683K3 

0400 x % CP08A I KB I 04K3 
.400 x I Va CP08AIKCI04K3 
.562 x I V. CP08AIKEI04K3 
.562 x lo/s CP08AIKFI04K3 
.670 x 1% CP08A I KG I 04K3 

.400 x lo/s CP08A I KCI54K3 

.562 x lo/s CP08A IKE 1 54K3 

.400 x lo/s CP08AIKB224K3 

.562 x 1% CPOBA I KC224K3 

.562 x 1% CP08A 1 KE224KJ 

.670 x 1% CPOBA I KF224K3 

.750 x 2Va CP08A I KG224K3 

n 
g, 
-< 

- 0 o c 
~ .. 
n", 
C "II 
~ ~ 
~ Q 
.. CD 
3. C .. 
0 
C ;; 
Q Go 
3. C 

~ ~ e: =l' 
n' !? CD .. ~ 

ir 
C 

~ 

*Capacitors shown hove bore melol cose. For plastic insulating sleeve, 'change 4th digil in Cal. No. from 8 109 and add .063" to diam. and ]1\6" to length. 

TYPE CP53 CAPACITORS TO MIL-C-25 
• Impregnated with specially processed mineral 

oil to exceed performance requirements of 
MIL-C-25A 

• Hermetically sealed, with silicone rubber 
compression terminals 

• Rated for-55°C to +S5°C operation 

• Drawn metal cases have mounting flanges as 
integral part of containers 

• Single and dual capacitance units have in
sulated sections-triple capacitance units 
have grounded cases 

Call Your Sprague Industrial Distributor 
for Current Quantity Prices 

NOTE: Capacitors listed below have capacitance tolerances of +20%, -10% (V) or =10% (K). 
For =20% units, change lasl leller in calalog number from K to M or V 10 M. 

J.<F Volls l. X W. x H. Cat. No. J.<F Volt. l. x W. x H. 

Single Capacitance n Dual Capacitance g, 
.05 1000 1 13/16 x 1 x 3/4 CP53B1EG503K1 -< .1 + .1 SOO 113/16 x 1 x 3/4 

.1 1000 113/16 x 1 x 3/4 CP53B1EGI04K1 
0 1000 113/16 x 1 x 7/8 !; .1+.1 

.25 600 113/16 x 1 x 3/4 CP5381EF254K1 '" "II 

.25 1000 113/16 x 1 x 7/8 CP53B1EG254K1 il .25+ .25 600 113/16 x 1 x 1 ca 
C .25+ .25 1000 2 x 1 ~/4 x 7/8 .. 

.5 600 1 13/16 x 1 x 1 CP53B1EF504K1 c 

.5 1000 2 x 1 3/4 x 7/8 CP53BIEG504Kl i .5 +.5 600 2 x 13/4 x 1 a: 
1.0 600 2 x 1 3/4 x 1 CP53BIEFl05K1 C .5 +.5 1000 2x2x11/8 

{ 
1.0 1000 2 x 2 x 11/8 CP53B1EGI05K1 1.0 +1.0 600 2x2x11/8 -~ 
2.0 200 2x2x1 CP53BIEC205K1 ~ 

Triple Capacitance 

2.0 600 2 x 2 x 11/8 CP53BIEF205K1 .. 
.1 +.1 +.1 600 113/16 x 1 x 7/8 .. 

Cat. No. 

n g, 
CP5384EF104V1 -< 
CP53B4EG104V1 

0 
!; 

'" 11 
CP53B4EF254V1 Q 

ca 
CP53B4EG254V1 

C 
CD 

c 

CP53B4EF504V1 i 
Ir 

CP53B4EG504V1 C 

{ 
CP53B4EF105V1 

i' 
=l' 
ft· 

CP5385EF104V1 
CD .. 

Copyright 1974. Sprague Electric Company. ) ND-REM-31 a·EFAB Sizes subiect to change without notice. 
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SPRAGUE CAPACITORS 
TYPE CP61* CAPACITORS to MIL-C-25 C 

• Mineral Oil Impregnated for Mimimum Capacitance Change with Temperature 

• Hermetically Sealed in Drawn Metal Cases 

• Silicone Rubber Compression Terminals for Prevention Against Entrance of Moisture or 
leakage ot Impregnant 

• Designed and Manufactured for Service life Beyond Specification Requirements 

• Units listed are Most Popular Ratings. Complete Military line Available from Sprague 

• These Units Have Capacitance Tolerance of ± 10% (K) or +20, -10% (V). 

Mounting 
Brackets 

I'F WVDC Cat. No. Size Cat. No. 

TYPE CP61 

.05 600 CP61B1EF503K1 1 5/16 x 11/16 x.1 1/16 CP091SB1 

.1-.1 600 CP61 B6EFl04V1 1 5/16 x 11/16 x 1 3/8 CP091SB2 

.25 600 CP61B1EF254K1 1 5/16 x 11/16 x 1 5/8 CP091SB3 

.25-.25 600 CP61B6EF254V1 1 5/16 x 11/16 x 1 5/8 CP091SB3 

.5-.5 600 CP61B6EF504V1 1 5/16 x 11/16 x 2 CP091SB4 

Call Your Sprague 
Industrial Distributor 

For Current 
Quantity Prices 

TYPE CP72* CAPACITORS to MIL-C-25 

Char. E (E Term.) 
I'F WVDC Mll-C-25C Cat. No. 

.25 2000 CP72EIEJ254K1 

.5 1000 CP72E1EG504K1 

l.0 600 CP72EIEFl05K1 
l.0 1000 CP72E1EG105K1 

l.0 2000 CP72E1EJl05 K1 

2.0 600 CP72E1EF205K1 
2.0 1000 CP72EIEG205K1 

4.0 600 CP72E1EF405K1 
4.0 1500 CP72E1EH405K1 

6.0 600 CP72E1EF605K1 
6.0 1000 CP72E1EG605K1 

8.0 600 -
B.O 1000 CP72E1EGB05K1 
8.0 1500 -

10.0 600 CP72E1EFl06K1 

12.0 1000 -

• Ruggedly Designed for Heavy-Duty Applications • Impregnated with a Specially Processed Mineral 
Oil to Withstand Severe Operating Conditions 

• long life and Reliable Service under High Ambi
ent Temperatures 

• Char. F Units Designed for Ground Equipment 
Where Low Temperatures are not Encountered 

• Terminals have Ceramic Pillar Insulators (E) or 
Rubber Compression Seals (B) 

Call Your Sprague Industrial Distributor 
For Current Quantity Prices 

Case Char. F (B Term.) Case Char. E (B Term.) Case Dimensions 
Code Mll-C-25C Cat. No. Code MIL-C-25C Cat. No. Code Code W. x T. x H. 

B1 - - - - A2 1 13/16 x 1 1/16 x 2 1/4 A2 - - - -
- - - - A3 113/16 x 11/16 x 2 7/8 

A2 - - - - A4 113/16 x 1 1/16 x 3 1/4 A3 - - CP72B1EG105K1 A3 

B6 - - - - A6 1 13/16 x 11/16 x 4 3/4 

A4 - Bl 21/2 x 1 3/16 x 2 1/2 - - -
A6 - - CP72B1EG205K1 A6 B3 21/2 x 1 3/16 x 3 1/2 

- - - - B4 21/2 x 1 3/16 x 3 7/8 B4 - - CP72B1EF405K1 B4 
D4 CP72B1FF405K1 B3 - - B6 21/2 x 1 3/16 x 4 3/4 

C2 - - CP72B1EF605K1 C2 C2 33/4 x 11/4 x 3 7/8 
D3 - C4 - D3 

C3 CP72B1EF805K1 C3 
C4 33/4 x 11/4 x 4 3/4 

- -
D5 - - - - D3 33/4 x 13/4 x4 
- - - - -

D4 33/4 x 13/4 x 41/4 
D3 CP72B1FFl06K1 C4 CP72B1EFl06K1 D3 

- - D5 33/4 x 13/4 x 4 3/4 

E6 - - - - E6 33/4 1( 21/4 x 51/8 

'Available until present stocks are exhausted. 

Copyright 1974, Sprague Electric Company IND·REM·35-EFAB Sizes subject to change without notice 
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SPR~GUE CAP~CITOAS 
TYPE CR*RECTANGULAR OIL CAPACITORS 

/LF T. x W. x L. 

600 WVDC 

1.0 1V1s x l1%s x 2% 
2.0 1Y!s X 11%s x 3% 
4.0 W1S x 2Y2 x3Vs 
6.0 1% x 3% x3Vs 

10.0 1% x3% x4 

1000 WVDC 

0.1 1Y!s x 113ils x 1% 
0.25 W1S x l1%s x 2% 
0.5 11ils x 11%S x 2% 
1.0 W1S x 113/ 1S x 2Ys 

• Hermetically sealed in Rugged Rectan
gular Metal Cans 

• Oil-Impregnated and Oil-Filled 

• Extremely High Insulation Resistance 

• Will Withstand High Surge Voltages and 
High Ambient Temperatures 

• Widely Used in Transmitter Power Sup
plies and Other High-Voltage Appli
cations 

Cat. No /LF T. x W. x L. Cat. No. 

2.0 1Y!s x P3ils x 4% CR-21 
8.0 1% x 3% x4% CR-81 

CR-16 
CR-26 10.0 2% x3% x4% CR-101 
CR-46 12.0 2% x3% x4Y2 CR-121 
CR-66 
CR-106 2000 WVDC 

0.25 1%sx2Y2 x2Y2 CR-0252 

CR-Oll 3000 WVDC CR-025l 
CR-051 
CRoll 4.0 40/1s x 3% x4% CR-43 

*Available until present stocks are exhausted. 

• Furnished With Adapters (as shown 
above) to Fit Standard Transmitting 
Tube Plate Caps 

Call your Sprague Industrial Distrib
utor for Current Quantity Prices 

/LF T. 

0.5 2% 
1.0 2% 

0.2 1% 

0.2 1% 

x W. x L. 

4000 WVDC 

x3% x 3Vs 
x3% x5Ys 

5000 WVDC 

x3% x 3Ys 

7500 WVDC 

x3% x4% 

Cat. No. 

CR-054 
CR-14 

CR-025 

CR-0275 

TYPE BP BATHTUB CAPACITORS 

• For Applications Where Severe • Oil-Filled and Oil-Impregnated for 
Operating Conditions Are Found long, Dependable Service life 

• Hermetically Sealed for Extra Pro- • Convenient Mounting Ears are In-
tection tegral Part of Metal Container 

• Seamless Drawn Metal Can 

/LF L. x W. x H. Cat. No. /LF L. x W. x H. Cat. No. /LF L. x W. x H. Cat, No. 

400 WVDC 600 WVDC 1000 WVDC 

0.1 l1~is x 1 x% BP-1* 0.05 113/1S x 1 x% BP-56* 0.05 l1%s xl x% BP-51 
0.25 113/ls xl x% BP-256 0.1 l1%s xl x% BP-ll 

.1+.1 113ils x 1 x% BP-2I* 0.5 FYls xl xl BP-506 0.25 113ils x 1 x Ys BP-251 
1.0 2 x 1% xl BP-106 

.25+.25 11%S x 1 xVs BP-225* 2.0 2 x 2 X lYs BP-206 0.5 2 x1%xVs BP-501 

.5+.5 2 x 1% x Ys BP-250* .05+.05 l13ils x 1 x% BP-2056* 1.0 2 x2 x lYs BP-I01 
.1+.1 110/IS x 1 x% BP-216 .05+.05 l1%s xl x% BP-2051* 

.1+.1+.1 P%6 x 1 x% BP-31* .25+.25 l1%s x 1 xI BP-2256 .1+.1 11 3il6 x 1 xYs BP-2l1 
.5+.5 2 x 1% xI BP-2506 
1.0+1.0 2 x2 x IVs BP-1l6 .25+.25 2 x 1% x% BP-2251 
.1+.1+.1 }1%s x 1 xYs BP-316 .5+.5 2 x2 x 1Ys BP-2501 
.25+.25+.25 2 x1%xYs BP-3256* .25+.25+.25 2 x2 xlYs BP-3251* 

*Available until present stocks are exhausted. 

Copyright 1974, Sprague Electric Company IND-REM-45-EFAB Sizes subiect to (hange without notice. 
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SPRAGUE CAPACITORS 
CERA-MITE® CERAMIC CAPACITORS 

• Tiny, Tough, Dependable In Every Application 

• Low Self-Inductance Of Silvered Flat-plate Design Means Very High By-pass 
Efficiency In All TV Circuits 

• Flat-plate Construction Permits Higher Self-resonant Frequency Than Tubular 
Ceramic Or Molded Mica Capacitors 

• Tough Moisture-proof Coating Protects Against Short-circuiting And Assures 
Good Performance Under Severe Conditions Of Humidity And Vibration 

• Cera-mite Capacitors Easily Fit Into Tight Spaces, Even Across Subminiature 
Tube Sockets 

• Designed For 85C (1 85F) Continuous Operation 

Call your Sprague Industrial Distributor for Current Quantity Prices 

GENERAL APPLICATION TYPES 

• For Use in All Applications Where Temperature Coefficient 
of Capacitance Need Not be Specified 

• Available in Voltage Ratings from 500 Working Volts D-C 
to 7500 Working Volts D-C 

pF 
Size 

D. x T 

For Reference 
Only: 

Sprague O.E.M. 
Part No. 

ORDER BY: 
Sprague 
Products 
Cat. No. 

1000 WVDC (CAP. TOl., ±20%) 

5.0 .Z90 x .156 561CCOHBA10ZAE5ROM 5GA-V50 
6.8 .Z90 x .156 561CCOHBA10ZAE6R8M 5GA-V68 
7.5 .Z90 x .156 561CCOHBA10ZAE7R5M 5GA-V75 
8.Z .Z90 x .156 561CCOHBA10ZAE8RZM 5GA-V8Z 

10 .Z90 x .156 561CCOGBAlOZAElOOM 5GA-Q10 
12 .Z90 x .156 561CCOGBA10ZAElZOM 5GA-Q1Z 
15 .Z90 x .156 561CRZGBAlOZAE150M 5GA-Q15 
18 .Z90 x .156 561CSZHBA10ZAE180M 5GA-Q18 

20 
22 
25 
27 

30 
33 
39 
47 

50 
56 
68 
75 

82 
100 
120 
150 

.290 x .156 561CTZHBA102AE200M 

.290 x .156 561CU2JBA102AE220M 

.290 x .156 561CUZJBA102AEZ50M 

.290 x .156 561CU2JBA102AE270M 

.Z90 x .156 561CU2JBA10ZAE300M 
.290 x .156 561CU2J BA10ZAE330M 
.Z90 x .156 561CU2J BA102AE390M 
.290 x .156 561CR3lBAI02AE470M 

.Z90 x .156 561CR3lBA10ZAESOOM 

.Z90 x .156 561CR3lBA102AE560M 

.Z90 x .156 561CR3lBA102AE680M 

.Z90 x .156 561CR3lBAlOZAE750M 

.250 x .156 56ZCX5EBA10ZAC8Z0M 

.Z50 x .156 56ZCX5EBA102AC101M 

.Z50 x .156 56ZCX5EBA10ZACIZIM 

.250 x .156 56ZCX5EBAI02AC151M 

5GA-Q20 
5GA-Q22 
5GA-Q25 
5GA-Q27 

5GA-Q30 
5GA-Q33 
5GA-Q39 
5GA-Q47 

5GA-Q50 
5GA-Q56 
5GA-Q68 
5GA-Q75 

5GA-Q8Z 
5GA-TlO 
5GA-TlZ 
5GA-Tl5 

180 .290 x .156 562CX5EBA102AE181M 5GA-Tl8 
200 .290 x .156 562CX5EBA102AE201M 5GA-T20 
220 .290 x .156 562CX5EBA102AE221M 5GA-T22 
250 .290 x .156 562CX5EBA102AEZ51M 5GA-T25 

270 .290 x .156 562CX5DBA102AE271M 5GA-T27 
300 .290 x .156 562CX5DBA102AE301M 5GA-T30 
330 .290 x .156 562CX5DBA102AE331M 5GA-T33 
360 .290 x .156 562CX5DBAI0ZAE361M 5GA-T36 

390 .Z90 x .156 562CX5DBAI0ZAE391M 5GA-T39 
470 .Z90 x .156 56ZCX5DBAI02AE471M 5GA-T47 
500 .Z90 x .156 562CX5DBA102AE501M 5GA-T50 
560 .Z90 x .156 562CX5FBAI02AE561M 5GA-T56 

680 .290 x .156 562CX5FBAI02AE681M 5GA-T68 
750 .290 x .156 56ZCX5FBAI0ZAE751M 5GA-T75 
800 .290 x .156 562CX5FBAlOZAE801M 5GA-T80 
820 .290 x .156 562CX5FBA102AE821M 5GA-T82 

Copyright 1978, Sprague Electric Company, 

pF 
Size 

D. x T. 

For Reference 
Only: 

Sprague O.E.M. 
Part No. 

ORDER BY: 
Sprague 
Products 
Cat. No. 

. 001"F .Z90 x .156 562CZ5UBA102AElOZM 5GA-D10 

.0012 .290 x .156 562CZ5U BA102AE12ZM 5GA-D12 

.0015 .290 x .156 56ZCZ5UBAI02AEl5ZM 5GA-D15 

.0018 .290 x .156 562CZ5U BAlOZAE182M 5GA-D18 

.002 .290 x .156 562CZ5UBA102AE202M 5GA-DZO 

.00Z2 .Z90 x .156 562CZ5UBA102AEZ22M 5GA-D22 

.00Z5 .350 x .156 562CZ5U BA102AFZ52M 5GA-DZ5 

.0027 .350 x .156 56ZCZ5UBA10ZAF272M 5GA-D27 

.003 .350 x .156 562CZ5U BA102AF302M 5GA-D30 

.0033 .350 x .156 56ZCZ5U BA102AF33ZM 5GA-D33 

.0039 .350 x .156 562CZ5UBA102AF39ZM 5GA-D39 

.004 .410 x .156 56ZCZ5UBA102AG402M 5GA-D40 

.0047 .410 x .156 562CZ5U BAlOZAG472M 5GA-D47 

.005 .410 x .156 562CZ5UBA102AG50ZM 5GA-D50 

.0068 .480 x .156 562CZ5UBAlOZAH682M 5GA-D68 

.0082 .480 x .156 562CZ5UAA102AH822M 5GA-D82 

.01 .560 x .156 562CZ5UAA10ZAJ103M 5GA-SI0 

.015 .670 x .156 56ZCZ5UAA102A1l53M 5GA-S15 

.02 .740 x .156 562CZ5UAA102AM203M 5GA-S20 

500 WVDC (CAP. TOl., ±20%) 

.001'F .410 x .156 562CZ5UBA501AG103M 5GAS-SI0 

.02 .560 x .156 562CZ5UAA501AJ203M 5GAS-S20 

.OZ5 .610 x .156 56ZCZ5UAA501AKZ53M 5GA-SZ5 

.04 .870 x .156 56ZCZ5UAA501AP403M 5GA-S40 

.05 .870 x .156 56ZCZ5UAA501AP503M 5GA-S50 
.1 .900 x .187 56ZCZ5UBA501AYl04M 5GA-P10 

3000 WVDC (CAP. TOl., ±20%) 

1.5 .360 x .Z80 564CCOHAA302AElR5M 30GA-V15 
3.3 .360 x .Z80 564CCOHAA30ZAE3R3M 30GA-V33 
4.7 .360 x .Z80 564CS1 HAA302AE4R7M 30GA-V47 
5.0 .360 x .Z80 564CS1HAA30ZAE5ROM 30GA-V50 

6.0 .360 x .Z80 564CUIHAA302AE6ROM 30GA-V60 
6.8 .360 x .280 564CR2HAA302AE6R8M 3OGA-V68 
7.5 .360 x .280 564CS2HAA302AE7R5M 30GA-V75 
8.2 .360 x .280 564CT2JAA302AE8R2M 30GA-V82 

10 .360 x .Z80 564CT2JAA302AEI00M 30GA-Q10 
12 .360 x .280 564CU2JAA30ZAE120M 30GA-Q12 
15 .360 x .280 564CP3KAA302AEl50M 30GA-Q15 
18 .360 x .280 564CP3KAA302AEI80M 30GA-Q18 

IND-EEM-49-EFAB 

pF 
Size 

D. x T. 

For Reference 
Only: 

Sprague O.E.M. 
Part No. 

ORDER BY: 
Sprague 
Products 
Cat. No . 

20 .360 x .280 564CP3KAA302AE200M 30GA-QZO 
Z2 .360 x .280 564CR3lAA302AE220M 30GA-Q22 
25 .360 x .280 564CR3lAA302AE250M 30GA-Q25 
27 .360 x ·.Z80 564CR3lAA302AE270M 30GA-Q27 

30 .360 x .280 564CR3lAA30ZAE300M 30GA-Q30 
33 .360 x .280 564CR3lAA302AE330M 30GA-Q33 
39 .360 x .280 564CX5EAA302AE390M 30GA-Q39 
47 .360 x .280 564CX5EAA302AE470M 3OGA-Q47 

50 .360 x .Z80 564CX5EAA302AE500M 30GA-Q50 
56 .360 x .280 564CX5EAA302AE560M 30GA-Q56 
60 .360 x .280 564CX5EAA302AE600M 30GA-Q60 
62 .360 x .280 564CX5EAA302AE6Z0M 30GA-Q6Z 

68 .360 x .280 564CX5EAA30ZAE680M 30GA-Q68 
75 .360 x .Z80 564CX5EAA302AE750M 30GA-Q75 
8Z .360 x .280 564CX5EAA30ZAE8Z0M 30GA-Q8Z 

100 .360 x .Z80 564CX5EAA30ZAElO1M 30GA-TlO 

lZ0 .360 x .Z80 564CX5DAA30ZAE121M 30GA-TlZ 
150 .360 x .Z80 564CX5DAA30ZAEl51M 30GA-Tl5 
180 .360 x .280 564CX5DAA30ZAEl81M 30GA-Tl8 
200 .360 x .280 564CX5DAA302AE201M 30GA-T20 

ZZO .360 x .Z80 564CX5FAA302AE221M 30GA-T22 
250 .360 x .280 564CX5FAA302AE251M 30GA-T25 
270 .360 x .280 564CX5FAA302AE271M 30GA-T27 
300 .360 x .280 564CX5FAA302AE301M 3OGA-T30 

330 .360 x .280 564CX5PAA302AE331M 30GA-T33 
390 .360 x .Z80 564CX5RAA302AE391M 30GA-T39 
400 .360 x .280 564CX5RAA302AE401 M 30GA-T 40 
470 .360 x .280 564CX5SAA302AE471M 30GA-T47 

500 .360 x .280 564CZ5UAA302AE501M 30GA-T50 
560 .360 x .280 564CZ5UAA302AE561M 30GA-T56 
680 .360 x .280 564CZ5UAA302AE681M 30GA-T68 
750 .360 x .280 564CZ5UAA302AE751M 30GA-T75 

820 .400 x .280 564CZ5UAA30ZAF82lM 30GA-T8l 
.0011'F .400 x .280 564CZ5UAA302AFl02M 3OGA-DlO 
.0012 .400 x .280 564CZ5UAA302AF122M 30GA-D12 
.0015 .400 x .280 564CZ5UAA302AG152M 30GA-D15 

.002 .460 x .280 564CZ5UAA30lAG202M 30GA-DlO 

.0022 .460 x .Z80 564CZ5UAA302AG222M 3OGA-D22 

Siz .. subject to change without noMce 
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SPRAGUE CAPACITORS 
CERA-MITE@ CERAMIC CAPACITORS, continued 

pF 
Size 

D. x T. 

For Reference 
Only: 

Sprague O.E.M. 
Part No. 

3000 WVDC (cont.) 

ORDER BY: 
Sprague 
Products 
Cat. No. 

.002~F.530 x .280 564CZ5UAA302AH252M 30GA·D25 

.0027 ,.530 x .280 564CZ5UAA302AH272M 30GA·D27 

.003 ,530 x .280 564CZ5UAA302AH302M 30GA·D30 

.0033 .620 x .280 564CZ5UAA302AJ332M 3OGA-D33 

.0039 .620 x .280 564CZ5UAA302AJ392M 30GA-D39 

.004 .620 x .280 564CZ5UAA302AJ402M 30GA-D40 

.0047 .690 x .280 564CZ5UAA302AK472M 30GA-D47 

.005 .. 690 x .280 564CZ5UAA302AK502M 30GA-D50 

.006 .720 x ,280 564CZ5UAA302AL602M 30GA-D60 

.0068 ,720 x .280 564CZ5UAA302AL682M 30GA-D68 

.008 .790 x .280 564CZ5UAA302AM802M 30GA-D80 

.0082 .790 x ,280 564CZ5UAA302AM822M 30GA-D82 

.01 .. 930 x .280 564CZ5UAA302AP103M 30GA-S10 

6000 WVDC (CAP. TOL., ±20%) 

1.5 .620 x .380 564CCOKAA602AJ1R5M 60GA·V15 
4.7 .620 x ,380 564CCOHAA602AJ4R7M 60GA·V47 
6.8 .620 x .380 564CCOHAA602AJ6R8M 60GA·V68 
8.2 .620 x .380 564CU2JAA602AJ8R2M 6OGA·V82 

10 .620 x .380 564CCOGAA602AJ100M 60GA·Q10 
12 ,620 x .380 564CCOGAA602AJl20M 60GA·Q12 
15 ,620 x .380 564CT2GAA602AJl50M 60GA·Q15 
18 .620 x .380 564CU2JAA602AJl80M 60GA·Q18 

20 .620 x .380 564CT2GAA602AJ200M 60GA-Q20 
22 .620 x .380 564CU2JAA602AJ220M 60GA·Q22 
25 .620 x .380 564CU2JAA602AJ250M 60GA·Q25 
27 .620 x .380 564CP3KAA602AJ270M SOGA·Q27 

30 .620 x .380 564CU2JAA602AJ300M 6OGA-Q30 
33 . 620 x ,380 564CP3KAA602AJ330M 60GA·Q33 
39 . 620 x ,380 564CP3KAA602AJ390M 60GA·Q39 
47 ,620 x ,380 564CR3LAA602AJ470M 60GA·Q47 

50 .620 x ,380 564CR3LAA602AJ500M 60GA-Q50 
56 .620 x .380 564CR3LAA602AJ560M 60GA·Q56 
60 .620 x ,380 564CR3LAA602AJ600M 60GA·Q60 
68 ,620 x .380 564CR3LAA602AJ680M 60GA·Q68 

75 .620 x .380 564CX5EAA602AJ750M 60GA·Q75 
82 .620 x ,380 564CX5EAA602AJ820M 60GA·Q82 

100 ,620 x .380 564CX5EAA602AJ101M 6OGA·TIO 
120 .620 x ,380 564CX5EAA602AJl21 M 60GA'TI2 

150 .620 x .380 564CX5EAA602AJ151M 60GA-TI5 
180 .620 x ,380 564CX5EAA602AJl81M 60GA· TI8 
200 .620 x .380 564CX5EAAS02AJ201M 60GA· T20 
220 .620 x .380 564CX5EAA602AJ221M 60GA-T22 

250 .620 x .380 564CX5EAA602AJ251M 60GA-T25 
270 .620 x .380 564CX5DAA602AJ271M 60GA-T27 
300 .620 x ,380 564CX5DAA602AJ301M 60GA· T30 
330 .620 x .380 564CX5DAA602AJ331M 60GA·T33 

390 .620 x ,380 564CX5DAA602AJ391M 60GA·T39 
400 .620 x .380 564CX5DAA602AJ401M 60GA·T40 
470 .620 x ,380 564CX5FAA602AJ471M 60GA·T47 
500 .620 x .380 564CX5FAA602AJ501M 60GA-T50 

560 .620 x .380 564CX5FAA602AJ561M 60GA·T56 
680 .620 x .380 564CX5F AA602AJ681 M 60GA· T68 
750 .620 x .380 564CX5FAA602AJ751M 60GA-T75 
820 .620 x .380 564CX5PAA602AJ821M 6OGA·T82 

• 0011'F ,620 x ,380 564CX5SAA602AJl02M 6OGA·D10 
• 0012 ,680 x .380 564CX5RAA602AK122M 60GA·DI2 
.0015 .720 x .380 564CX5RAA602AL152M 60GA·DI5 
.0022 ,720 x .380 564CX5RAA602AP222M 60GA·D22 

.0025 ,930 x .380 564CX5RAA602AP252M 60GA·D25 

.0027 .930 x .380 564CX5RAA602AP272M 6OGA·D27 

.003 .930 x .380 564CX5RAA602AP302M 6OGA-D30 

.0033 .930 x .380 564CZ5UAA602AP332M 6OGA·D33 

.0039 .930 x .380 564CZ5UAA602AP392M 60GA-D39 

.0047 .930 x .380 564CZ5UAA602AP472M 60GA-D47 

Copyright © 1978. 1979, Sprague Electric Company 

For Reference ORDER BY: For Reference ORDER BY: 

pF 
Size Only: Sprague 

D. x T. Sprague O.E.M. Products 
Part No. Cat. No. 

7500 WVDC (CAP. TOL., ±20%) 

4.7 .. 620 x .380 564CR3LAA752AJ4R7M 75GA-V47 
8.2 .620 x ,380 564CR3LAA752AJ8R2M 75GA-V82 

pF 

100 
220 
470 
500 

Size Only: Sprague 
D. x T. Sprague O.E.M. Products 

Part No. Cat. No. 

10 .620 x .380 564CR3LAA752AJ100M 
12 .620 x .380 564CR3LAA752AJ120M 

75GA-Q10 
560 
680 
750 
820 

.620 x .380 564CX5DAA752AJ101M 75GA· TIO 
,620 x .380 564CX5PAA752AJ221M 75GA-T22 
,620 x .380 564CX5RAA752AJ471M 75GA-T47 
.620 x .380 564CX5RAA752AJ501M 75GA-T50 

.620 x .380 564CX5RAA752AJ561M 75GA· T56 

.620 x .380 564CX5RAA752AJ681M 75GA· T68 
,620 x ,380 564CX5RAA752AJ751M 75GA-T75 
.620 x .380 564CX5RAA752AJ821M 75GA-T82 

75GA-Q12 

15 ,620 x .380 564CR3LAA752AJ150M 75GA-Q15 
18 ,620 x .380 564CR3LAA752AJ180M 75GA-Q18 
20 .620 x .380 564CR3LAA752AJ200M 75GA-Q20 
22 .620 x .380 564CX5EAA752AJ220M 75GA-Q22 

.0011'F .680 x ,380 564CX5SAA752AK102M 75GA-D10 

.0012 ,720 x ,380 564CX5SAA752AL122M 75GA-D12 

.0015 ,930 x ,380 564CX5SAA752AP152M 75GA-D15 
30 ,620 x .380 564CX5EAA752AJ300M 75GA-Q30 
33 .620 x .380 564CX5EAA752AJ330M 75GA-Q33 
47 .620 x ,380 564CX5EAA752AJ470M 75GA-Q47 
56 .620 x .380 564CX5EAA752AJ560M 75GA·Q56 

.0018 .930 x ,380 564CX5SAA752AP182M 75GA·D18 

.002 .930 x ,380 564CX5SAA752AP202M 75GA-D20 

.0022 .930 x .380 564CX5SAA752AP222M 75GA-D22 

.0025 .930 x ,380 564CX5SAA752AP252M 75GA-D25 

HIGH-K TYPES 

• Designed for By.Poss and Coupling Applica· 
tions Where Additional Capacitance Will Not 

Affect Circuit Operation 

• 5HKS·Sl0 thru 5HK·Pl0, 500 WVDC, Capa. 
citance Tolerance: +80 -20% 

• All Other 5HK are 1000 WVDC, Capacitance 
Tolerance: GMV • Smallest Physical Size 

• EIA Designation Z5U or better 

For Reference 
Only: 

ORDER BY: For Reference ORDER BY: 

Size 
D. x T . 

Sprague O.E.M . 
Part No. 

SINGLE UNITS 

Sprague 
Products 
Cat. No. 

.001 .290 x .156 562CZ5UBA102AE102P 5HK·D10 

.0015 .290 x .156 562CZ5UBA102AEl52P 5HK-D15 

.002 .350 x .156 562CZ5UBA102AF202P 5HK-D20 

.0022 .350 x .156 562CZ5UBA102AF222P 5HK·D22 

.0033 .410 x .156 562CZ5UBA102AG332P 5HK-D33 

.0039 .410 x .156 562CZ5UBA102AG392P 5HK·D39 

.0047 .480 x .156 562CZ5UBA102AH472P 5HK·D47 

.005 .480 x .156 562CZ5U BA102AH502P 5HK-D50 

.0068 .480 x .156 562CZ5UBA102AH 682P 5HK-D68 

.0082 .560 x .156 562CZ5UAA102AJ822P 5H K-D82 

.01 .610 x .156 562CZ5UAA102AK103P 5HK-SlO 

.01 .410 x .156 562CZ5UBA501AG103Z SHK5-SIO 

.015 .560 x .156 562CZ5UAA501AJl53Z 5HK·S1S 

S~e On~: 
D X T Sprague O.E.M. 
•. Part No. 

SINGLE UNITS, (cont.) 

Sprague 
Products 
Cat. No. 

.02 .560 x .156 562CZ5UAA501AJ203Z 5HK·S20 

.025 .610 x .156 562CZSUAA50lAK253Z 5HK·S25 

.04 .640 x .187 562CZ5UBA501AU403Z 5HK·S40 

.05'.700 x .187 562CZ5UBA501AWS03Z SHK-S50 

.1 .900 x .187 562CZ5UBA50lAY104Z 5HK-P10 

DUAL UNITS 

2x.001 .410 x .156 562CBA102AG102PA02 5HK-2DIO 
2x.0015 .480 x .156 562CBA102AH152PA04 5HK·2D15 
2x.002 .560 x .156 562CBA102AJ202PA07 5HK·2D20 

2x.0022 .560 x .156 562CBA102AJ222PA08 5HK-2D22 
2x.0047 .740 x .156 562CBA102AM472PA01 5HK·2D47 
2x.01 .870 x .156 562CBA102AP103PA04 5HK·2S10 
2x.02 .900 x .187 562CBA102AP203PA05 5HK-2S20 

MINIATURIZED DISC CERAMIC CAPACITORS 

FOR TRANSISTORIZED CIRCUITRY 

~F Volts 

.005 100 

.01 100 

.02 100 

.025 100 

.03 100 

.05 100 

.1 100 

.05 100 

• Intended for Coupling and By·Pass Applications 

Type TG Standard Tolerance =20% 

Size 
D. x T. 

.290 x .125 

.350 x .125 

.480 X .125 

.560 x .125 

.560 x .125 

.510 x .156 

.700 x .156 

.670 x .125 

For Reference 
Only: 

Sprague 0 .E.M. 
Part No • 

562CZ5UBAIOIAE502M 
562CZ5UBAlOIAFl03M 
562CZ5U BAIOIAH203M 
562CZ5UBAIOIAJ253M 
562CZ5UBAIOIAJ303M 
562CZ5U BAIOIAR503M 
562CZ5UBAIOIAWI04M 
562CZ5U BAIOIAL503M 

ORDER BY: 
Sprague 
Products 
Cat No . 
TG-D50 
TG·SIO 
TG·S20 
TG-S25 
TG-S30 
TG-S50 
TG·PIO 
TGL·S50 

IND-EEM·50·EOAL Si_ sublect to chang. without notice 

) 
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SPRAGUE CAPACITORS 
CERA-MITE® CERAMIC CAPACITORS, continued 

FREQUENCY-STABLE TYPES 
• Beller Stability Than the General Application Types. • Available in IKV and a Smaller Size 250 Volt Rating 
• Ideal for Replacing Other Types of Capacitors Such .Tighter Tolerance of ± 10% is Beller Than General Application Types 

as Molded Micas, Paper Tubulars, and Mylar Film Tubulars • Small Size, Low Cost • EIA Designation X5P or better 

SEMI-STABLE 250 WVDC, STANDARD TOLERANCE -+-10% 

For Reference ORDER BY: For Reference ORDER BY: For Reference ORDER BY: 

Size 
Only: Sprague 

Size 
Only: Sprague Size Only: Sprague 

Sprague O.E.M. Products Sprague O.E.M. Products Sprague O.E.M. Products 
I'F O. x T. Part No. Cat. No. I'F D. x T. Part No . Cat. No. I'F D. x T. Part No. Cat. No. 

750pF . 290 x .125 562CX5FBA251AE751K 2SS-T75 .0022 .350 x .125 562CX5FBA251AF222K 2SS-022 .0068 .560 x .125 562CX5FBA251AJ682K 2SS-068 
820pF .290 x .1Z5 56ZCX5PBAZ51AE8Z1K ZSS-T8Z .00Z7 .350 x .1Z5 56ZCX5PBAZ51AF272K ZSS-OZ7 .0082 .610 x .1Z5 562CX5FBA251AK8ZZK 2SS-08Z 
.001 .290 x .125 562CX5PBAZ51AElOZK ZSS-OIO .0033 .410 x .1Z5 56ZCX5FBAZ51AG33ZK ZSS-033 .01 .610 x .1Z5 56ZCX5PBA251AKI03K 2SS-S10 
.0012 .Z90 x .1Z5 56ZCX5PBAZ51AEIZZK ZSS-012 .0039 .410 x .1Z5 56ZCX5PBAZ51AG39ZK 2SS-039 .012 .670 x .125 56ZCX5PBA251ALl23K 2SS-S12 
.0015 .290 x .125 562CX5PBA251AEl52K 2SS-015 .0047 .480 x .125 562CX5FBA251AH472K 2SS-047 .015 .590 x .156 56ZCX5PBA251ATI53K 2SS-S15 
.0018 .350 x .125 562CX5PBAZ51AFl8ZK 2SS-018 .005 .480 x .1Z5 56ZCX5FBA251AH50ZK 2SS-050 .018 .640 x .156 56ZCX5PBA251AU183K 2SS-S18 
.OOZ .350 x .125 562CX5FBA251AF20ZK 2SS-020 .0056 .480 x .125 562CX5PBA251AH562K 2SS-056 .02 .640 x .156 562CX5PBA251AU203K 2SS-SZ0 

SEMI-STABLE 1000 WVDC STANDARD TOLERANCE -+-10% 
For Reference ORDER BY: For Reference ORDER BY: For Reference ORDER BY: 

Size 
Only: Sprague 

Size 
Only: Sprague 

Size 
Only: Sprague 

Sprague O.E.M. Products Sprague O.E.M. Products Sprague O.E.M. Products 
pF O. x T. Part No. Cat. No. I'F D. x T. Part No. Cat. No. I'F D. x T. Part No. Cat. No. 

470pF .290 x .156 562CX5FBAI02AE471 K 10SS-147 .0018 .410 x .156 562CX5FBAI02AG18ZK lOSS-018 .0068 .740 x .156 562CX5PAAI02AM68ZK 10SS-068 
500pF .290 x .156 562CX5FBA102AE501 K 10SS-T50 .002 .410 x .156 562CX5PBA102AG202K IOSS-020 .0082 .870 x .156 562CX5FAAI02AP822K 10SS-082 
560pF .290 x .156 562CX5FBA102AE561 K 10SS-T56 .0022 .480 x .156 562CX5FBAlO2AH222K 10SS-022 .010 .S70 x .156 562CX5PAAI02AP103K lOSS-SlO 680pF .290 x .156 562CX5FBAI02AE681 K 10SS-T68 .0027 .480 x .156 562CX5PBAI02AH272K lOSS-027 
750pF .290 x .156 562CX5FBAI02AE751 K 10SS-T75 .0(33 .560 x .156 562CX5FAAI02AJ332K IOSS-033 .012 .700 x .187 562CX5PBAI02AW123K 10SS-S12 
820pF .290 x .156 562CX5PBAI02AE821K lOSS-T82 .0039 .560 x .156 56ZCX5PAAI02AJ392K lOSS-039 .015 .770 x .187 562CX5PBAI02AX153K lOSS-SIS 

.018 .900 x .187 562CX5FBA 102A Yl83K 10SS-S18 .0011'F .350 x .156 562CX5FBAI02AFl02K 10SS-0lO .0047 .610 x .156 562CX5PAAI02AK472K 10SS-047 
.0012 .350 x .156 562CX5FBAI02AFl22K 10SS-012 .005 .610 x .156 562CX5PAAI02AK502K 10SS-050 .02 .900 x .187 562CX5PBA102AY203K lOSS-S20 
.0015 .410 x .156 562CX5FBAI02AG152K 10SS-015 .0056 .670 x .156 562CX5PAAI02AL562K 10SS-056 .022 .900 x .187 562CX5PBAI02AY223K 10SS-S22 

TEMPERATURE-STABLE TYPES 
• Used Where Minimum Capacitance Change With 

Temperature Is ~,n Important Consideration 

For Reference ORDER BY: 

Size 
Only: Sprague 

Sprague O.E.M. Products 
pF O. x T. Part No. Cat. No. pF 

3.3 .290 x .156 561CCOJ BAl02AE3R3 K 10TS-V33 75 
5.0 .290 x .156 561CCOHBA 102AE5ROK 10TS-V50 82 
6.8 .290 x .156 561CCOHBA 102AE6R8K 10TS-V68 91 
7.5 .290 x .156 561CCOHBA 102AE7R5K 10TS-V75 100 
8.2 .290 x .156 561CCOHBAI02AE8R2K 10TS-V82 120 

10 .290 x .156 561CSIGBAI02AEIOOK 10TS-QI0 150 
12 .290 x .156 56ICSIGBAI02AE120K lOTS-QI2 ISO 
15 .290 x .156 561CSIGBAI02AE150K IOTS-QI5 200 
18 .290 x .156 561CS2HBAI02AEl80K lOTS-QIS 220 
20 .290 x .156 561CC2HBAI02AE200K IOTS-Q20 250 
22 .290 x .156 561CR2GBA102AE220K IOTS-Q22 270 
25 .290 x .156 561CR2GBAI02AE250K 10TS-Q25 300 
27 .290 x .156 561CR2GBAI02AE270K lOTS-Q27 330 
30 .290 x .156 561CR2G6AI02AE300K IOTS-Q30 390 
33 .290 x .156 561.CU2JBAI02AE330K IOTS-Q33 470 
39 .290 x .156 561CU2JBAI02AE390K IOTS-Q39 500 
47 .290 x .156 562CX5EBAI02AE470K lOTS-Q47 560 
50 .290 x .156 562CX5EBAI02AE500K IOTS-Q50 680 
56 .290 x .156 562CX5EBAI02AE560K IOTS-_~~6 750 
68 .290 x .156 562CX5EBA102AE680K 10TS- 68 820 

• EIA Designation XSE or better • Rated at 1000 WVDC 
• Standard Capacitance Tolerance: ± 10% 

For Reference ORDER BY: For Reference ORDER BY: 

Size 
Only: Sprague 

Size 
Only: Sprague 

Sprague O.E.M. Products Sprague O.E.M. Products 
O. x T_ Part No. Cat. No. I'F D. x T. Part No. Cat. No. 

.290 x .156 562CX5EBAI02AE750K 10TS-Q75 .001 .410 x .156 562CX50BAI02AGI02K 10TS-01O 

.290 x .156 562CX5EBAI02AE820K 10TS-Q82 .0012 .410 x .156 562CX50BAI02AG122K 10TS-012 

.290 x .156 562CX5EBAI02AE910K lOTS-Q91 .0015 .480 x .156 562CX50BAI02AH152K lOTS-015 

.290 x .156 562CX5EBAI02AElOI K 10TS-TIO .001S .560 x .156 562CX50AAI02AJl82K lOTS-OlS 

.290 x .156 562CX5EBAI02AE121 K lOTS-TI2 .0020 .560 x .156 562CX50AA102AJ202K lOTS-020 

.290 x .156 562CX5EBAI02AE151 K 10TS-TI5 .0022 .560 x .156 562CX50AAI02AJ222K 10TS-022 

.290 x .156 562CX5EBAI02AE181K lOTS-TI8 .0025 .610 x .156 562CX50AAI02AK252K lOTS-025 

.290 x .156 562CX5EBAI02AE201 K 10TS-120 .0027 .610 x .156 562CX50AAI02AK272K lOTS-027 

.290 x .156 562CX5EBA102AE221 K IOTS-T22 .0030 .670 x .156 562CX5DAAI02AL302K IOTS-030 .290 x .156 562CX5EBAI02AEZ51 K 10TS-T25 .0033 .670 x .156 562CX50AAI02AL332K 10TS-D33 .290 x .156 562CX5EBAI02AE271 K 10TS-T27 .0039 .740 x .156 562CX50AAI02AM392K lOTS-039 .290 x .156 562CX5EBAI02AE301 K IOTS-T30 .0040 .740 x .156 562CX50AAI02AM402K lOTS-D40 .290 x .156 562CX5EBAI02AE331 K 10TS-T33 
.0047 .870 x .156 562CX50AAI02AP472K IOTS-047 .290 x .156 562CX5EBAI02AE391 K 10TS-139 

_290 x .156 562CX5EBAI02AE471 K 10TS-T47 .0050 .870 x .156 562CX50AAI02AP502K 10TS-050 
.290 x .156 562CX5EBAI02AE501 K 10TS-T50 .0056 .S70 x .156 562CX50AAI02AP562K 10TS-056 
.350 x .156 562CX50BAI02AF561 K 10TS-T56 .0068 .870 x .156 562CX50AAlO2AP682K IOTS-068 
.350 x .156 562CX50BAI02AF681 K 10TS-T68 .0075 .700 x .187 562CX50BAI02AW752K 10TS-075 
.350 x .156 562CX50BAI02AF751 K 10TS-T75 .0082 .770 x .187 562CX50BAI02AX822K IOTS·082 
.350 x .156 562CX50 BAI02AF821 K IOTS-T82 .01 .900 x .187 562CX50BA102AY103K 10TS-SlO 

DISC CERAMICS FOR AC APPLICATIONS DISC CERAMICS FOR BUFFER APPLICATIONS 

• Rated at 125 VAC 60 Hz or 1400 VOC. Standard Tolerance ± 20% • Rated at 2000 WVDC • Standard Tolerance ± 20% 
• For AC Line Bypass Application • Heavy Duty for Long Life 

For Reference ORDER BY: For Reference ORDER BY: 

Size 
Only: Sprague 

Size 
Only: Sprague 

Sprague O.E.M. Products Sprague O.E.M. Products 
JAF O. X T. Part No. Cat. No. I'F O. x T. Part No . Cat. No. 
• 001 .390 x .187 562CAA142AFl02MA09 125L-D10 .001 .580 x .187 562CAA202AJ 102 MA 12 BL-OIO 
.0015 .390 x .187 562CAA142AF152MA10 125L-015 .002 .580 x .187 562CAA202AJ202MA05 BL-020 
.002 .390 x .187 562CAA142AF202MA10 125L-020 .003 .580 x .187 562C BA202AJ 302 M A06 BL-030 
.0047 .580 x .187 562CAA142AG472MA09 125L-047 .004 .580 x .187 562CAA202AJ402MA14 BL-040 

.005 .580 x .187 562CAA142AG502MA10 125L-050 .005 .580 x .187 562CAA202AJ 502 M A 15 BL-050 

.01 .780 x .187 562CAA142AM103MA02 125L-SlO .006 .640 x .187 562CAA202A K602MA02 BL-060 

.02 .830 x .234 562CAA142AX203MA07 125L-S20 .007 .700 x .187 562CAA202AL702MA06 BL-070 
.0075 .700 x .187 562CAA202AL752MA06 BL-075 

2 x .005 .680 x .234 562CBA142AJ502MAll 125L-2050 .008 .700 x .187 562CAA202AL802MA06 BL-080 
2 x .01 .860 x .234 562CBA142AM103MA09 125L-2SlO .01 .780 x .187 562CAA202AM103MA05 BL-SIO 

Copyright © 1978, 1979, Sprague Electric Company IND-EEM-SOA-EOAL SlzassubJect to change without noNce 
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SPRAGUE CAPACITORS 
CERA-MITE@ CERAMIC CAPACITORS, continued 

TEMPERATURE-COMPENSATING AND NPO TYPES 
• Zero Temperature·coefficient Capacitars used Where Capacitance 

Change with Temperature is Undesirable 
• Capacitance Tolerance: 12 pF & up, ± 5%; 10 pF & below, ± 0.5 pF 

• Superior to Silvered·mica Types in Stability, High "Q", and IR 
• Rated at 1000 WVDC 

• Eliminate oscillator drift in TV, FM, VHF and AM receivers • For use in Tuned Circuits 

• Negative Temperature Coefficient is 33 ppmrC for N033 types, 75 
ppmrC far N075 types, 150 ppmrC for N 150 types, 220 ppmrC 
for N220 types, 330 ppmrC for N330 types, 470 ppmrC for N470 
types, 750 ppmrC for N750 types, 1500 ppm;oC for N1500 types 
and 2200 ppmrC for N2200 types. 

• Temp.compensating Types Have a linear Negative Coefficient Curve 

For Reference ORDER BY: 
Size Only: Sprague Size 

pF D. x T. Sprague O.E.M. Products pF D. x T. 
Part No. Cat. No. 

NPO 6.8 .290 x .156 

1.0 .360 x .234 56lCCOKBAl02ASlROD 10TCC-VlO 
8.2 .290 x .156 

10 .290 x .156 
1.2 .360 x .234 561 CCOKBAI02AS I R2D 10TCC-VI2 12 .290 x .156 
1.5 .360 x .234 561CCOKBAI02ASIR5D 10TCC-VI5 
1.8 .290 x .156 561CCOKBAI02AEIR8D IOTCC-V18 15 .Z90 x .156 

18 .350 x .156 
2.2 .290 x .156 561CCOKBAl02AE2R2D 10TCC·V22 20 .350 x .156 
2.7 .290 x .156 56lCCOKBAI02AE2R7D IOTCC-V27 
3.0 .290 x .156 56lCCOJBAl02AE3ROD 10TCC-V30 

22 .350 x .156 

3.3 .290 x .156 561CCOJ BAI02AE3R3D IOTCC-V33 25 .350 x .156 

561CCOJ BAl02AE3R9D IOTCC-V39 
27 .410 x .156 

3.9 .290 x .156 30 .410 x .156 
4.7 .290 x .156 56ICCOHBAI02AE4R7D IOTCC·V47 33 .410 x .156 
5.0 .290 x .156 561CCOHBAI02AE5ROD 10TCC-V50 
5.6 .290 x .156 561CCOHBAI02AE5R6D 10TCC·V56 39 .410 x .156 

47 .480 x .156 
6.8 .290 x .156 56lCCOHBAI02AE6R8D IOTCC-V68 50 .480 x .156 
8.2 .290 x .156 56lCCOHBAl02AE8R2D 10TCC-V82 56 .480 x .156 

10 .290 x .156 56lCCOGBAl02AElOOD 10TCC-QlO 
12 .290 x .156 56lCCOGBAl02AE120J IOTCC-Q12 68 .560 x .156 

.290 x .156 10TCC-Q15 
75 .560 x .156 

15 56lCCOGBAl02AE150J 82 .610 x .156 
18 .290 x .156 56lCCOGBAl02AE180J 10TCC-Q18 100 .610 x .156 
20 .290 x .156 561CCOGBAl02AE200J IOTCC-Q20 
22 .290 x .156 56lCCOGBAl02AE220J 10TCC-Q22 120 .670 x .156 

56lCCOGBAl02AF250J 10TCC-Q25 
150 .740 x .156 

25 .350 x .156 180 .870 x .156 
27 .350 x .156 56lCCOGBAl02AF270J 10TCC-Q27 200 .870 x .156 
30 .350 x .156 561 CCOG BA lO2A F300J lOTCC-Q30 
33 .350 x .156 56lCCOGBAl02AF330J 10TCC-Q33 220 .870 x .156 

270 .700 x .187 
39 .350 x .156 561CCOGBAl02AF390J 10TCC-Q39 300 .770 x .187 
47 .410 x .156 561CCOGBAl02AG470J IOTCC-Q47 330 .900 x .187 
50 .410 x .156 561 CCQGBAI 02AG500J 10TCC-Q50 
56 .410 x .156 561 CCOGBA102AG560J IOTCC-Q56 

68 .480 x .156 56lCCOGBAl02AH680J lOTCC-Q68 
75 .480 x .156 561CCOGBA102AH750J 10TCC-Q75 2.2 .360 x .234 
82 .480 x .156 561 CCOGBA 102AH820J 10TCC-Q82 2.7 .360 x .234 

100 .560 x .156 56lCCOGAAl02AJ10lJ 10TCC-TIO 3.0 .360 x .234 
3.3 .360 x .234 

120 .560 x .156 56lCCOGAAl02AJ12lJ IOTCC-TI2 
150 .610 x .156 56lCCOGAAI02AKl5lJ IOTCC-Ti5 3.9 .360 x .234 
180 .670 x .156 561CCOGAAl02A1.l8lJ 10TCC-TI8 4.7 .360 x .234 
200 .740 x .156 561CCOGAAl02AM20lJ 10TCC-T20 5.0 .290 x .156 

5.6 .290 x .156 
220 .740 x .156 56lCCOGAA102AM22lJ 10TCC-T22 
270 .870 x .156 56lCCOGAAI02AP27lJ 10TCC-T27 6.8 .290 x .156 
300 .870 x .156 56lCCOGAA102AP30lJ IOTCC-T30 8.2 .290 x .156 
330 .700 x .187 561CCOGBA102AW33lJ 10TCC-T33 10 .290 x .156 
390 .770 x .187 561CCOGBAl02AX391J 10TCC-T39 12 .290 x .156 

NOll 
15 .290 x .156 
18 .350 x .156 
20 .350 x .156 

1.0 .360 x .234 561CS1KBA102ASIROD 10TCM-VlO 22 .350 x .156 
1.2 .360 x .234 561 CSIKBAI02ASIR2D "10TeM-VI2 
1.5 .360 x .234 561CSIKBAl02AS1R5D "10TeM-V15 25 .350 x .156 
1.8 .360 x .234 561CSIKBAl02ASlR8D "10TeM-V18 27 .350 x .156 

30 .410 x .156 
2.2 .360 x .234 56lCSl KBA 102AS2R2D 10TCM-V22 33 .410 x .156 
2.7 .360 x .234 56lCSl KBAI02AS.2R7D '10TCM-V27 
3.0 .290 x .156 56lCSlJ BAl02AE3ROD '10TCM-V30 39 .410 x .156 
3.3 .290 x .156 56lCSlJ BAl02AE3R3D 10TCM-V33 47 .480 x .156 

50 .480 x .156 
3.9 .290 x .156 56lCSlJBAl02AE3R9D *10TCM-V39 56 .480 x .156 

· 4.7 .290 x .156 56lCSlHBAI02AE4R7D 10TCM-V47 
5.0 .290 x .156 56lCSIHBAI02AE5ROD 10TCM-V50 68 .560 x .156 
5.6 .290 x .156 56lCSlHBAl02AE5R6D 10TCM·V56 75 .560 x .156 

• Available in Standard 5% Decade Values. 

• For complete technical data, refer to latest issue of Engineering Bulletin 
6102. 

For Reference ORDER BY: For Reference ORDER BY: 
Only: Sprague Size Only: Sprague 

Sprague O.E.M. Products pF D. x T. Sprague O.E.M. Products 
Part. No. Cat. No. Part No. Cat. No. 

561 CSI HBAl02AE6R8D '10TCM-V68 82 .560 x .156 56lCUlGAAl02AJ820J '10TCN-Q82 
56lCSl H BAl02AE8R2D ·10TCM·V82 100 .610 x .156 56lCUlGAAl02AKlOlJ 10TCN-TIO 
56lCSlGBAl02AElOOD 10TCM-QlO 
561 CSIGBAlO2AEI20J *IOTCM-QI2 120 .670 x .156 561CUlGAAlO2AL12lJ 10TCN·TI2 

150 .670 x .156 561CUlGAAlOZAL15lJ ·10TCN·TI5 
56ICSIGBAI02AE150J *IOTCM'QI5 180 .870 x .156 561CUlCAAl02API8lJ '10TCN-TI8 
561 CSI G BAI02AFI80J *IOTCM'QI8 200 .870 x .156 561CUIGAAlO2APZOlJ '10TCN-T20 
561 CSI GBAl02AF200J 10TCM-Q20 220 .870 x .156 561CUlGAAl02AP22lJ '10TCN-T22 
561 CSIGBAI02AF220J *lOTCM-Q22 270 .700 x .187 56lCUlGBAl02AW27lJ ·IOTCN·T27 
561 CSI GBAI02AF250J 'IOTCM-Q25 300 .700 x .187 56lCUIGBAl02AW30lJ ·lOTCN·T30 
56lCSIGBAl02AG270J 10TCM·Q27 390 .900 x .187 56lCUlGBAl02AY39lJ 10TCN-T39 
561 CSI GBAI02AG300J IOTCM-Q30 470 .900 x .187 561CUlGBAl02AY47lJ 10TCN-T47 
561CSIGBAl02AG330J 10TCM-Q33 

Nl50 56lCSIGBA102AG390J "10TCM-Q39 
56lCSIGBAlO2AH470J "IOTCM-Q47 2.2 .360 x .234 561CP2KBAI02AS2R2D 10TCP-V22 561CSIGBAI02AH500J 10TCM-Q50 
56lCS1GBAI02AH560J *10TCM-Q56 2.7 .360 x .234 56lCP2KBA102AS2R7D '10TCP-V27 

3.0 .360 x .234 561CP2JBAI02AS3ROD *IOTCP-V30 
56lCSIGAAI02AJ680J *10TCM-Q68 3.3 .360 x .234 56lCP2JBAI02AS3R3D *10TCP-V33 
56lCSlGAA102AJ750J *10TCM-Q75 3.9 .360 x .234 561 CP2JBAl 02AS3R9D '10TCP-V39 56lCS1GAAl02AK820J *10TCM-Q82 4.7 .360 x .234 56lCP2HBA102AS4R7D *10TCP-V47 56lCSlGAA102AKlOlJ "IOTCM-TIO 5.0 .360 x .234 561 CP2HBAl 02AS5ROD "IOTCP-V50 
56lCSlGAAl02AL12lJ *10TCM-TI2 5.6 .290 x .156 561CP2HBAl02AE5R6D .10TCP-V56 
56lCS1GAAl02AM l5lJ *10TCM-TI5 6.8 .290 x .156 56lCP2HBAl02AE6R8D 10TCP-V68 
561 CS1GAA102AP18lJ *10TCM-TI8 8.2 .290 x .156 56lCP2HBAl02AE8R2D 10TCP-V82 
56lCSlGAA102AP20lJ *10TCM-T20 10 .290 x .156 561CP2GBAl02AElOOD 10TCP-QlO 

12 .290 x .156 56lCP2GBAl02AE120J 10TCP-Q12 
561CSlGBA102AP22lJ *10TCM-T22 

56lCP2GBAl02AE150J *10TCP-Q15 561CSlGBA102AW27lJ *lOTCM-T27 15 .290 x .156 
56lCSlGBA102AX30lJ "10TCM-T30 18 .290 x .156 56lCP2GBAl02AE180J '10TCP-Q18 
56lCS1GBAl02AY33lJ *10TCM-T33 20 .350 x .156 56lCP2GBAlO2AF200J '10TCP-Q20 

22 .350 x .156 56lCP2GBAl02AF220J 10TCP-Q22 

N075 25 .350 x .156 56lCP2GBAl02AF250J '10TCP-Q25 
27 .350 x .156 56lCP2GBAl02AF270J 10TCP-Q27 

561CUlKBAlO2AS2R2D "10TCN-V22 30 .350 x .156 56lCP2GBAl02AF300J *10TCP-Q30 
561CUlKBAl02AS2R7D 'IOTCN-V27 33 .410 x .156 56lCP2GBAl02AG330J *10TCP-Q33 
561CUlJBAlO2AS3ROD *10TCN-V30 39 .410 x .156 56lCP2GBAl02AG390J '10TCP-Q39 56lCUlJBAl02AS3R3D "10TCN-V33 47 .410 x .156 56lCP2GBAl02AG470J 10TCP-Q47 

50 .410 x .156 56lCP2GBAl02AG500J '10TCP-Q50 56lCUlJBAl02AS3R90 "IOTCN-V39 56 .480 x .156 56lCP2GBA102AH560J *10TCP-Q56 56lCU1HBAI02AS4R7D *10TCN-V47 
56lCUl H BAl02AE5ROD *IOTCN-V50 68 .480 x .156 56lCP2GBAl02AH680J *10TCP-Q68 
56lCUIHBAl02AE5R6D *IOTCN-V56 75 .560 x .156 56lCP2GAA102AJ750J '10TCP-Q75 

82 .560 x .156 561CP2GAAlO2AJ820J 'IOTCP-Q82 
561CUlHBAl02AE6R8D '10TCN-V68 100 .610 x .156 56lCP2GAAl02AKlOlJ *lOTCP-TIO 
56lCUlHBAl02AE8R2D "10TCN-V82 

120 .610 x .156 56lCP2GAAl02AKl2lJ *10TCP-TI2 56lCUIGBAI02AElOOO 10TCN-QlO 
561 CU IGBAl02AE120J IOTCN-Q12 150 .670 x .156 56lCP2GAAl02AL15lJ *10TCP-TI5 

180 .740 x .156 56lCP2GAAI02AM18lJ '10TCP-TI8 
56lCUlGBAl02AE150J 10TCN-Q15 200 .870 x .156 56lCP2GAAl02AP20lJ 10TCP-T20 
56lCUlGBAl02AF180J 10TCN-Q18 220 .870 x .156 56lCP2GAAl02AP22lJ *10TCP-T22 56lCUlGBAl02Af200J 10TCN-Q20 270 .700 x .187 56lCP2GBAl02AW27lJ *10TCP-T27 56lCUlGBAl02AF220J "10TCN-Q22 330 .170 x .187 56lCP2GBAI02AX331J '10TCP-T33 
561CUlGBAl02AF250J "10TCN-Q25 

470 .900 x .187 56lCP2GBAI02AY47lJ *IOTCP-T47 561CUlGBAI02Af270J 10TCN-Q27 
56lCUlGBAl02AG300J *10TCN-Q30 
56lCUlGBAI02AG330J 10TCN-Q33 

N220 
56lCUlGBAl02AG390J 10TCN-Q39 
561 CUlGBAl02AH470J "10TCN-Q47 3.0 .360 x .234 561CR2JBA102AS3ROD 'IOTCR-V30 
56lCUlGBAl02AH500J *10TCN-Q50 3.3 .360 x .234 561CR2JBAl02AS3R30 *10TCR-V33 
56lCUlGBAl02AH560J *10TCN-Q56 3.9 .360 x .234 561CP2JBA102AS3R90 "10TCR-V39 

4.7 .360 x .234 561 CR2HBAI 02AS4R7D *10TCR-V47 
561CUlGAAl02AJ680J 'lOTCN-Q68 

5.0 .360 x .234 561CR2HBAlO2ASSROD *10TCR-V50 56lCUlGAAl02AJ150J '10TCN-Q75 

· Available from distributors until present stocks OT. exhausted. However, units will contmue to be Qvailable on direct factory orders under the corresponding OEM part no. 

Copyright © 1978, 1979, Sprague Electric Company IND·EEM-52-EOAl Siles subiect to change without notice 
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CERA-MITE® CERAMIC CAPACITORS, continued 

pF 

5.6 
6.8 
8.2 

10 
12 
15 
18 
20 
22 
25 
27 

30 
33 
39 
47 

50 
56 
68 
75 

82 
100 
120 
150 
180 
200 
220 
270 

300 
330 
390 
470 

1 
1 
1 

3.0 
3.3 
3.9 
4.7 

5.0 
5.6 
6.8 
8.2 

10 
12 
15 
18 
20 
22 
25 
27 

30 
33 
39 
47 

50 
56 
68 
75 
82 
00 
20 
50 

1 
2 
2 
2 

80 
00 
20 
70 

00 3 
3 
4 
30 
70 

3.0 
3.3 
3.9 

Size 
D. x 1. 

.360 x .234 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 
.290 x .156 
.350 x .156 
.350 x .156 
.350 x .156 

.350 x .156 

.350 x .156 
.410 x .156 
.410 x .156 
.410 x .156 
.410 x .156 
.480 x .156 
.480 x .156 
.560 x .156 
.560 x .156 
.610 x .156 
.670 x .156 
.740 x .156 
.740 x .156 
.870 x .156 
.870 x .156 
.870 x .156 
.700 x .187 
.700 x .187 
.900 x .187 

.360 x .234 

.360 x .234 

.360 x .234 

.360 x .234 

.360 x .234 

.360 x .234 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 

.290 x .156 
.350 x .156 
.350 x .156 
.350 x .156 
.350 x .156 
.410 x .156 
.410 x .156 
.410 x .156 
.410 x .156 
.480 x .156 
.480 x .156 

.560 x .156 

.560 x .156 

.610 x .156 

.670 x .156 
.740 x .156 
.740 x .156 
.870 x .156 
.870 x .156 

.870 x .156 
.700 x .187 
.900 x .187 

.360 x .234 

.360 x .234 

.360 x .234 

For Reference ORDER BY: 
Only: Sprague 

Sprague O.E.M. Products 
Part No. Cat. No. 

N220(cont.) 
561CR2HBAI02AS5R60 *10TCR·V56 
561CR2HBA102AE6R80 *10TCR·V68 
561 CR2H BAI02AE8R20 *10TCR·V82 

561CR2GBAI02AEIOOO 10TCR·QIO 
561CR2GBAI02A El20J 10TCR·Q12 
561CR2GBAI02AE150J *10TCR·Q15 
561CR2GBAI02AE180J 10TCR·Q18 

561CR2G BAI02AE200J 10TCR·Q20 
561CR2GBAI02AFnOJ 10TCR·Q22 
561 CR2GBAI02AF250J ·10TCR·Q25 
561CR2GBAI02AF270J '10TCR-Q27 

561 CR2GBAI02AF300J * 10TCR·Q30 
561CR2GBAI02AF330J 10TCR·Q33 
561CR2GBAI02AG390J • 10TCR·Q39 
561CR2GBAI02AG470J 10TCR-Q47 

561CR2GBAI02AG500J 10TCR·Q50 
561CR2GBAI02AG560J 10TCR-Q56 
561CR2GBAI02AH680J *10TCR-Q68 
561CR2GBA102AH750J *lOTCR-Q75 

561 CR2GAAI02AJ820J 10TCR·Q82 
561 CR2GAAI02AJlOlJ *lOTCR-TlO 
561 CR2GAA 102A K 12lJ 10TCR·Tl2 
561 CR2GAAI02ALl5lJ 'lOTCR-Tl5 

561CR2GAAI02AMI8lJ *IOTCR-Tl8 
561 CR2GAA 102AM20lJ *IOTCR·T20 
561 CR2GAAI02AP22lJ *IOTCR-Tn 
561 CR2GAAI02AP27lJ -IOTCR-T27 

561CR2GAA102AP30lJ *IOTCR·T30 
561CR2GBAI02AW33lJ *IOTCR-T33 
561CR2GBA102AW39lJ '10TCR-T39 
561 CR2GBAI02AY47lJ *10TCR-T47 

N330 

561 CS2J BAl02AS3ROO *IOTCS-V30 
56lCS2J BAI02AS3R30 *IOTCS-V33 
56lCS2J BA102AS3R90 *10TCS·V39 
56lCS2HBAl02AS4R7D *10TCS·V47 

56lCS2HBAl02AS5ROO *10TCS-V50 
561CS2HBAI02AS5R60 *10TCS·V56 
56lCS2H BAl02AE6R80 *10TCS-V68 
561CS2HBAl02AE8R20 *10TCS·V82 

561CS2GBAl02AElOOO 10TCS·QlO 
561CS2GBAI02AEl20J *10TCS·Q12 
561CS2GBAl02AE150J 10TCS·Q15 
561CS2GBA102AE180J 10TCS'Q18 

561CS2HBAI02AE200J 10TCS-Q20 
561CS2HBAI02AE220J IOTCS·Q22 
561CS2 HBAI02AF250J *10TCS-Q25 
561CS2HBAI02AF270J *10TCS-Q27 

561CS2H8AI02AF300J *IOTCS-Q30 
561 CS2HBAI02AF330J 10TCS-Q33 
56lCS2HBAI02AG390J *IOTCS-<i!39 
561CS2HBAI02AG470J *IOTCS-Q47 

56lCS2HBAl02AG500J *10TCS-Q50 
56lCS2HBAl02AG560J *10TCS-Q56 
561CS2HBAl02AH680J *10TCS-Q68 
561CS2HBAI02AH750J '10TCS-Q75 

561 CS2HAAI02AJ820J *10TCS'Q82 
561CS2HAAI02AJlOlJ 10TCS·TlO 
561CS2HAAI02AK121J *10TCS-Tl2 
561CS21lAAI02ALl5lJ *10TCS-Tl5 

56lCS2HAA102AMl8lJ *10TCS·Tl8 
561CS2HAAI02AM201J *10TCS·T20 
561CS2HAAI02AP22lJ -10TCS-T22 
56lCS2HAAl02AP27lJ *10TCS·T27 

561CS2HAAI02AP30lJ -lOTCS-T30 
561CS2HBA102AW33lJ 'lOTCS-T33 
561CS2HBA102AY47lJ ' 10TCS-T47 

N470 

561CT2JBAI02AS3ROO *10TCT·V30 
561CT2JBAl02AS3R30 -ioTCT-V33 
561CT2JBAI02AS3R90 , OTCT-V39 

For Reference ORDER BY: 
Size Only: Sprague 

pF D. x 1. Sprague O.E.M. Products 
Part No. Cat. No. 

4.7 .360 x .234 561CT2J BAI02AS4R7D *10TCT·V47 

5.0 .360 x .234 561CT2J BAI02AS5ROO lOTCT·V50 
5.6 .360 x .234 561CT2J BA102AS5R60 *10TCT·V56 
6.8 .290 x .156 561CT2J BAI02AE6R80 *10TCT·V68 
8.2 .290 x .156 561CT2JBAI02AE8R20 .10TCT ·V82 

10 .290 x .156 561 CT2G BAI02AElOOO 10TCT·QIO 
12 .290 x .156 561 CT2GBAI02AE120J -10TCT'Q12 
15 .290 x .156 561 CT2G BA102AE150J ·10TCT·Q15 
18 .290 x .156 561 CT2G BAI02AE180J 10TCT·Q18 

20 .290 x .156 561 CT2G BAI02AE200J 10TCT·Q20 
22 .290 x .156 561 CT2GBAI02AE220J *10TCT·Q22 
25 .290 x .156 561 CT2G BAI02AE250J *10TCT·Q25 
27 .350 x .156 561 CT2GBA 102AF270J *10TCT·Q27 

30 .350 x .156 561CT2GBAI02AF300J *10TCT·Q30 
33 .350 x .156 561CT2GBAI02AF330J *10TCT'Q33 
39 .350 x .156 561 CT2GBAI02AF390J 10TCT-Q39 
47 .350 x .156 561CT2GBAI02AF470J 10TCT·Q47 

50 .410 x .156 561CT2GBAI02AG500J 10TCT-Q50 
56 .410 x .156 561CT2GBAI02AG560J 10TCT-Q56 
68 .410 x .156 561CT2GBAI02AG680J -lOTCT-Q68 
75 .480 x .156 561 CT2GBA102AH750J *10TCT-Q75 

82 .480 x .156 561CT2GBAI02AH820J IOTCT-Q82 
100 .480 x .156 561CT2G BAI02AHIOlJ lOTCT-TlO 
120 .560 x .156 561CT2GAAI02AJ12lJ *10TCT-Tl2 
150 .610 x .156 561CT2GAAI02AKI5lJ *10TCT-Tl5 

180 .610 x .156 561 CT2GAAI02A KI51J *IOTCT-Tl8 
200 .670 x .156 561CT2GAAI02AL20lJ -10TCT-T20 
220 .670 x .156 561CT2GAAI02AL22lJ -10TCT-T22 
270 .870 x .156 561 CT2GAAI02AP27lJ *lOTCT-T27 

300 .870 x .156 561CT2GAAI02AP30lJ *10TCT-T30 
330 .870 x .156 561 CT2GAAI02A P33lJ *IOTCT-T33 
390 .870 x .156 561 CT2GAAI02A P391J -10TCT-T39 

560 .900 x .187 561 CT2GBAI02AY56lJ "IOTCT-T56 
680 .900 x .187 561 CT2GBAI02AY68lJ 'IOTCT-T68 
750 .900 x .187 561CT2GBAI02AY75lJ 'IOTCT-T75 

N750 

4.7 .360 x .234 56lCU2J BAl02AS4R70 10TCU-V47 
5.0 .360 x .234 56lCU2J BAI02AS5ROO 10TCU-V50 
5.6 .360 x .234 561CU2J BAI02AS5R60 IOTCU-V56 
6.8 .290 x .156 56lCU2J BAl02AE6R80 10TCU-V68 

8.2 .290 x .156 56lCU2J BAl02AE8R20 10TCU-V82 
10 .290 x .156 56lCU2J BAl02AElOOO 10TCU-QIO 
12 .290 x .156 561CU2J BAI02AEl20J 10TCU·Q12 
15 .290 x .156 561CU2J BAI02AE150J 10TCU-Q15 

18 .290 x .156 561CU2J BAI02AEl80J 10TCU-Q18 
20 .290 x .156 561CU2J BAl02AE200J 10TCU-Q20 
22 .290 x .156 561CU2J BAl02AE220J 10TCU-Q22 
25 .290 x .156 56lCU2J BAl02AE250J 10TCU-Q25 

27 .290 x .156 561CU2J BAI02AE270J IOTCU-Q27 
30 .290 x .156 561CU2J BAI02AE300J 10TCU·Q30 
33 .350 x .156 561 CU2J BAI02AF330J 10TCU-Q33 
39 .350 x .156 561CU2J BAI02AF390J IOTCU-Q39 

47 .350 x .156 561CU2J BAI02AF470J 10TCU-Q47 
50 .350 x .156 56lCU2J BAI02AF500J 10TCU·Q50 
56 .350 x .156 56lCU2J BAI02AF560J 10TCU-Q56 
68 .410 x .156 56lCU2J BAI02AG680J 10TCU-Q68 

75 .410 x .156 56lCU2J BAI02AG750J 10TCU-Q75 
82 .410 x .156 56lCU2J BAI02AG820J 10TCU-Q82 

100 .480 x .156 561CU2J BAl02AHlOlJ 10TCU-TlO 
120 .480 x .156 56lCU2J BAl02AH121J 10TCU-Tl2 

150 .560 x .156 56lCU2JAAI02AJ15lJ 10TCU-Tl5 
180 .560 x .156 561 CU2J AAI02AJl8lJ 10TCU-Tl8 
200 .610 x .156 561CU2J AAI02A K20lJ IOTCU'T20 
220 .610 x .156 561 CU2J AAI02A K22lJ 10TCU-T22 

270 .670 x .156 561 CU2JAAI02Al27lJ 10TCU-T27 
300 .740 x .156 561CU2JAAI02AM301J 10TCU-T30 
330 .740 x .156 561CU2JAAI02AM331J 10TCU-T33 
390 .870 x .156 561CU2JAAI02AP391J 10TCU-T39 

470 .870 x .156 561 CU2JAAI02AP47lJ 10TCU-T47 
560 .770 x .187 561CU2J BAI02AX56lJ 10TCU-T56 
680 .770 x .187 561CU2JBA102AX68lJ 10TCU-T68 

750 .900 x .187 561 CU2J BAl02A Y75lJ 10TCU-T75 
820 .900 x .187 56lCU2JBAl02AY82lJ 10TCU-T82 

Size 
pF O. x T. 

10 .360 x .234 
12 .360 x .234 
15 .290 x .156 
18 .290 x .156 

20 .290 x .156 
22 .290 x .156 
25 .290 x .156 
27 .290 x .156 

30 .290 x .156 
33 .290 x .156 
39 .290 x .156 
47 .350 x .156 

50 .350 x .156 
56 .350 x .156 
68 .350 x .156 
75 .410 x .156 

82 .410 x .156 
100 .410 x .156 
120 .410 x .156 
150 .480 x .156 

180 .560 x .156 
200 .560 x .156 
no .610 x .156 
270 .610 x .156 

300 .670 x .156 
330 .670 x .156 
390 .740 x .156 
470 .870 x .156 

560 .870 x .156 

750 .770 x .187 

10 .360 x .234 
12 .360 x .234 
15 .360 x .234 
18 .360 x .234 

20 .290 x .156 
22 .290 x .156 
25 .290 x .156 
27 .290 x .156 

30 .290 x .156 
33 .290 x .156 
39 .290 x .156 
47 .290 x .156 

50 .290 x .156 
56 .290 x .156 
68 .290 x .156 
75 .290 x .156 
82 .350 x .156 

100 .350 x .156 
120 .350 x .156 
150 .410 x .156 

180 .410 x .156 
200 .410 x .156 
220 .480 x .156 
270 .480 x .156 

300 .560 x .156 
330 .560 x .156 
390 .560 x .156 
470 .610 x .156 

560 .670 x .156 
680 .740 x .156 
750 .740 x .156 
820 .870 x .156 

1000 .870 x .156 
1200 .700 x .187 

1800 .900 x .187 

For Reference 
Only: 

Sprague O.E.M. 
Part No. 

N1500 

561CP3KBAI02ASIOOO 
561CP3K BAI02AS120J 
561CP3KBAI02AEl50J 
561CP3K BAI02A E180J 

561CP3 K BAI02AE200J 
561CP3K BAI02A E220J 
561CP3 K BAI02A E250J 
561CP3 KBAI02AE270J 

561 CP3K BAI02AE300J 
561 CP3K BAI02AE330J 
561 CP3K BAI02AE390J 
561 CP3K BAI02AF470J 

561 CP3 K BAI02A F500J 
561 CP3K BAI02AF560J 
561 CP3 K BAI02AF680J 
561 CP3 K BAI02AG750J 

561CP3KBAI02AG820J 
561 CP3 K BAI02AGIOlJ 
561 CP3K BAI02AG12lJ 
561 CP3 K BAI02AH15lJ 

561 CP3K AA 102AJl8lJ 
561CP3 KAA 102AJ20lJ 
561 CP3 KAA 102A K22lJ 
561CP3 KAAI02AK27lJ 

561CP3KAAI02AL30lJ 
561CP3KAAI02AL33lJ 
561CP3KAAHi2AM39lJ 
561 CP3 KAAI02AP47lJ 

561CP3 KAAI02AP56lJ 

56ICP3KBAI02AX}5lJ 

N2200 

561CR3lBAI02ASlOOJ 
561 CR3lBAl02AS120J 
561CR3lBAI02ASI50J 
56lCR3lBAI02AS180J 
561 CR3LBAI02AS200J 
561 CR3lBAI02AE220J 
561CR3LBAI02AE250J 
561CR3LBAI02AE270J 
561CR3lBAI02AE300J 
561 CR3lBAI02AE330J 
561CR3lBAI02AE390J 
561CR3lBAl02AE470J 
561 CR3LBAI02AE500J 
561CR3lBAI02AE560J 
56lCR3LBAl02AE680J 
561CR3lBAl02AE750J 
561CR3lBAI02AF820J 
561CR3LBAI02AFlOlJ 
561CR3lBAI02AF121J 
561 CR3lBAl02AG15lJ 
561CR3lBAI02AG18lJ 
561 CR3LBAl02AG20lJ 
561CR3LBAI02AH22lJ 
561CR3LBAl02AH27lJ 
561 CR3lAAI02AJ30lJ 
561CR3lAAI02AJ331J 
561CR3lAAI02AJ39lJ 
561CR3lAA102AK47lJ 

561CR3lAAI02AL56lJ 
561CR3lAAI02AM68lJ 
561CR3lAA102AM75lJ 
561CR3lAAI02AP82lJ 

561CR3lAAI02API02J 
561CR3lBAI02AW122J 

561CR3lBAI02AY182J 

79 

ORDER BY: 
Sprague 
Prod ucts 
Cat. No. 

10TCW·Ql 
*lOTCW·Ql 

10TCW·Ql 
*lOTCW·Ql 

10TCW·Q2 
*10TCW·Q2 
*10TCW·Q2 

o 
2 
5 
8 

o 
2 
5 

*10TCW·Q27 

*10TCW-Q3 o 
3 
9 
7 

10TCW-Q3 
10TCW-Q3 
10TCW-Q4 

*10TCW-Q5 o 
6 
8 
5 

*10TCW-Q5 
10TCW·Q6 

*10TCW-Q7 

*10TCW·Q8 2 
o 
2 
5 

10TCW-Tl 
*lOTCW-Tl 

10TCW-Tl 

*lOTCW-Tl 
*IOTCW-T2 
*IOTCW-T2 

8 
o 
2 
7 *10TCW-T2 

*IOTCW-T3 
*IOTCW-T3 

o 
3 
9 
7 

-lOTCW-T3 
IOTCW-T4 

*IOTCW-T5 6 

*lOTCW-T7 

10TCY-QlO 
*IOTCY-Q12 
*IOTCY-Q15 

10TCY-Q18 

10TCY-Q20 
10TCY-Qn 

"10TCY-Q25 
*10TCY-Q27 
*10TCY-Q30 
*IOTCY-Q33 

10TCY-Q39 
10TCY-Q47 

*10TCY-Q50 
10TCY-Q56 
10TCY-Q68 

*IOTCY-Q75 
10TCY-Q82 
10TCY-TlO 

*10TCY-Tl2 
*10TCY-Tl5 
*10TCY-Tl8 
*10TCY-T20 
-10TCY-T22 

10TCY-T27 
-10TCY-T30 
*10TCY-T33 
*lOTCY-T39 
*10TCY-T47 

10TCY-T56 
'10TCY-T68 
*10TCY-T75 
'10TCY-T82 
'lOTCY-OIO 
'10TCY-012 

'lOTCY-Ol 8 

"Available from distributors until present stocks are exhausted. However. units will continue to be available on direct factory orders under the corresponding OEM part no. 

Copyright © 1978. 1979, Sprague Electric Company IND-EEM-52A-EOAL Sizes subiect to change without notice 



80 

L. 

SPRAGUE CAPACITORS 
le, 2C~ 3C, and 5C MONOLYTHIC@CERAMIC CAPACITORS 

x W. x T. Lead Spacing L. 

• Formulation X7R and COG Capacitors Are Rated 
at 100 WVDC; Formulation Z5U at 50 WVDC. 

• Proven Reliable in Wide Usage Over Many Years 
of Exacting Service. 

• Available in a Variety of Body Formulations, 
Capacitance Values, and Sizes. 

• Made By Spraying Alternate Layers of Ceramic 
Dielectric Material and Metallic Electrodes, then 
Firing Into a Single, All But Indestructible 

Homogeneous Block. 

• For Complete Technical Data, See Latest Issue 
of Engineering Bulletin 6201. 

TEMPERATURE CHARACTERISTICS 

Formulation 
COG 
X7R 
Z5U 

Temp. Range 
-55 C to +125 C 
-55 C to +125 C 
+10Cto +S5C 

Max. Change 
Over Temp. Range 
NPO±30ppm/"C 

±15% 
+22, -56% 

DIMENSIONS AND LEAD SPACING (IN INCHES) 

x W. x T. Lead Spacing L. x W. x T. Lead Spacing L. x W. x T. Lead Spacing 
.200 x .200 x .125 .100 .300 x .300 x .150 .200 .500 x .200 x .125 .375 .500 x .400 x .150 .375 
.200 x .200 x .ISO .rOO .390 x .200 x .125 .250 .500 x .200 x .150 .375 .500 x .500 x .125 .375 .300 x .200 x .125 .200 .390 x .200 x .150 .250 .500 x .296 x .125 .375 
.300 x .200 x .150 .200 .400 x .400 x .125 .250 .500 x .296 x .150 .375 .500 x .500 x .150 .375 
.300 x .300 x .125 .200 .400 x .400 x .150 .250 .500 x .400 x .125 .375 .500 x .500 x .238 .375 

GENERAL·APPLICATION FORMULATION ZSU * 
"F L. x W. x T. Catalog Number· "F L. xW. xT. Catalog Number· "F L. x W. x T. Catalog Number· 

TYPE IC-SO WVDC .10 .300 x .200 x .125 2CZ5UI04X0050C4 .22 .390 x .200 x .125 3CZ5U224X0050C5 
.01 .200 x .200 x .125 lCZ5UI03X0050C4 .15 .300 x .200 x .150 2CZ5UI54X0050C4 .33 .390 x .20e x .150 3CZ5U334X0050C5 
.015 .200 x .200 x .125 lCZ5U153X0050C4 .22 .300 x .200 x .150 2CZ5U224X0050C4 .47 .390 x .200 x .150 3CZ5U474X0050C5 
.022 .200 x .200 x .125 lCZ5U223X0050C4 .33 .300 x .200 x .150 2CZ5U334X0050C4 .68 .390 x .200 x .125 3CZ5U684X0050C5 
.033 .200 x .200 x .125 lCZ5U333X0050C4 .47 .300 x .200 x .150 2CZ5U474X0050C4 1.0 .390 x .200 x .125 3CZ5U105X0050C5 

.68 .300 x •. 200 x .150 2CZ5U684X0050C4 
TYPE 5C-SO WVDC .047 .200 x .200 x .125 lCZ5U473X0050C4 

.068 .200 x .200 x .125 lCZ5U683XOO50C4 TYPE 3C-50 WVDC .10 .500 x .200 x .125 5CZ5UI04X0050C5 

.10 .200 x .200 x .150 ICZ5UI04XOO50C4 .01 .390 x .200 x .125 3CZ5UI03X0050C5 .15 .500 x .200 x .125 5CZ5UI54X0050C5 
.015 .390 x .200 x .125 3CZ5UI53X0050C5 .22 .500 x .200 x .125 5CZ5U224X9Q50C5 

TYPE 2C-SO WVDC 
.022 .390 x .200 x .125 3CZ5U223X0050C5 .33 .500 x .200 x .125 5CZ5U334X0050C5 

.01 .300 x .200 x .125 2CZ5UI03X0050C4 .033 .390 x .200 x .125 3CZ5U333X0050C5 .47 .500 x .200 x .150 5CZ5U474X0050C5 

.015 .300 x .200 x .125 2CZ5UI53X0050C4 .047 .390 x .200 x .125 3CZ5U473X0050C5 .68 .500 x .200 x .150 5CZ5U684X0050C5 

.022 .300 x .200 x .125 2CZ5U223X0050C4 .068 .390 x .200 x .125 3CZ5U683X0050C5 1.0 .500 x .200 x .150 5CZ5UI05X0050C5 

.033 .300 x .200 x .125 2CZ5U333XOO50C4 1.5 .500 x .200 x .150 5CZ5UI55X0050C5 

.047 .300 x .200 x .125 2CZ5U473X0050C4 .10 .390 x .200 x .125 3CZ5U104X0050C5 2.2 .500 x .296 x .150 5CZ5U225X0050C5 

.068 .300 x .200 x .125 2CZ5U683XOO50C4 .15 .390 x .200 x .125 3CZ5UI54X0050C5 3.3 .500 x .500 x .238 5CZ5U335X0050C5 

TEMPERATURE·ST ABLE FORMULATION X7R ** 
"F L. x W. x T. Catalog Number·· "F L. x W. x T. Catalog Number·· "F L. x W. x T. Catalog Number·· 

TYPE IC-SO WVDC <> .012 .300 x .200 x .125 2CX7RI23X0100C4 .056 .390 x .200 x .125 3CX7R563XOIOOC5 

.001 .200 x .200 x .125 ICX7RI02XOIOOC4 
.015 .300 x .200 x .125 2CX7R153XOlOOC4 .068 .390 x .200 x .125 3CX7R683XOlOOC5 
.018 .300 x .ZOO x .125 2CX7R183XOI00C4 .082 .390 x .200 x .125 3CX7R823XOI00C5 

.0012 .200 x .200 x .125 lCX7R122XOI00C4 .022 .300 x .200 x .125 2CX7R223XOI00C4 

.0015 .200 x .200 x .125 lCX7R152XOI00C4 .033 .300 x .200 x .125 2CX7R333XOI00C4 .10 .390 x .200 x .125 3CX7RI04X0100C5 

.0022 .200 x .200 x .125 lCX7R222X0100C4 .12 .390 x .200 x .125 3CX7R124X0100C5 

.0027 .200 x .200 x .125 lCX7R272XOI00C4 .039 .300 x .200 x .125 2CX7R393XOlOOC4 .15 .390 x .200 x .125 3CX7R154XOI00C5 

.0033 .200 x .200 x .125 lCX7R332XOlOOC4 .047 .300 x .200 x .125 2CX7R473XOI00C4 .18 .390 x .200 x .125 3CX7R184XOlOOC5 

.0039 .200 x .200 x .125 ICX7R392XOI00C4 
.056 .300 x .200 x .125 2CX7R563XOI00C4 .22 .390 x .200 x .125 3CX7R224XOI00C5 
.068 .300 x .200 x .125 2CX7R683XOI00C4 .27 .390 x .200 x .125 3CX7R274XOI00C5 

.0047 .200 x .200 x .125 lCX7R472X0100C4 .082 .300 x .200 x .125 2CX7R823XOI00C4 .33 .390 x .200 x .125 3CX7R334X0100C5 

.0056 .200 x .200 x .125 lCX7R562XOI00C4 .10 .300 x .200 x .125 2CX7RI04XOlOOC4 

.0068 .200 x .200 x .125 1CX7R682X0100C4 TYPE 5C-50 WVDC<> 

.0082 .200 x .200 x .125 1CX7R822XOI00C4 TYPE 3C-SO WVDC <> .10 .500 x .200 x .125 5CX7RI04XOI00C5 

.010 .200 x .200 x .125 lCX7RI03X0100C4 .010 .390 x .200 x .125 3CX7R103X0100C5 .12 .500 x .200 x .125 5CX7R124X0100C5 

.012 .200 x .200 x .125 1CX7R123X0100C4 .012 .390 x .200 x .125 3CX7R123X0100C5 .15 .500 x .200 x .125 5CX7R154X0100C5 

.015 .200 x .200 x .125 1CX7R153X0100C4 .015 .390 x .200 x .125 3CX7R153XOI00C5 .18 .500 x .200 x .125 5CX7R184X0100C5 

.018 .200 x .200 x .125 lCX7R183XOI00C4 .018 .390 x .200 x .125 3CX7R183XOI00C5 .22 .500 x .200 x .125 5CX7R224XOIOOC5 

.022 .200 x .200 x .125 1CX7R223X0100C4 .022 .390 x .200 x .125 3CX7R223XOlOOC5 .27 .500 x .200 x .125 5CX7R274XOI00C5 

.027 .200 x .200 x .125 ICX7R273X0100C4 .027 .390 x .200 x .125 3CX7R273XOIOOC5 .33 .SOO x .200 x .125 5CX7R334XOIOOC5 .033 .200 x .200 x .125 ICX7R333X0100C4 .39 .500 x .200 x .125 5CX7R394X0100C5 
TYPE 2C-50 WVDC<> .033 .390 x .200 x .125 3CX7R333XOIOOC5 .47 .500 x .200 x .125 5CX7R474X0100C5 

.039 .390 x .200 x .125 3CX7R393X0100C5 .56 .500 x .296 x .150 5CX7R564X0100C5 
.010 .300 x .200 x .125 2CX7RI03X0100C4 .047 .390 x .200 x .125 3CX7R473X0100C5 .68 .500 x .296 x .150 5CX7R684X0100C5 

TEMPERATURE·COMPENSATING FORMULATION COG (100 WVDC @ 8SoC, SO WVDC @ 12S0 C)t 
pF L. xW. xT. Catalog N umbert pF L. x W. x T. Catalog Numbert pF L. xW. xT. Catalog N umbert 

TYPE Ie 24 .200 x .200 x .125 1 CCOG240X9100C4 56 .200 x .200 x .125 lCCOG560X9100C4 
10 .200 x .200 x .125 1CCOGlOOX9100C4 27 .200 x .200 x .125 1CCOG270X9100C4 62 .200 x .200 x .125 1CCOG620X9100C4 
11 .200 x .200 x .125 lCCOGll0X9100C4 30 .200 x .200 x .125 1CCOG300X9100C4 68 .200 x .200 x .125 1CCOG680X9100C4 
12 .200 x .200 x .125 ICCOG120X9100C4 33 .200 x .200 x .125 1CCOG330X9100C4 

75 .200 x .200 x .125 1CCOG750X9100C4 36 .200 x .200 x .125 1CCOG360X9100C4 13 .200 x .200 x .125 lCCOGI30X91ooC4 39 .200 x .200 x .125 1 CCOG390X9100C4 82 .200 x .200 x .125 1CCOG820X9100C4 
15 .200 x .200 x .125 1 CCOG150X9100C4 91 .200 x .200 x .125 1CCOG910X9100C4 
18 .200 x .200 x .125 1CCOG180X9100C4 43 .200 x .200 x .125 I CCOG430X9100C4 100 .290 x .200 x .125 1CCOG101X9100C4 
20 .200 x .200 x .125 1CCOG200X9100C4 47 .200 x .200 x .125 lCCOG470X9100C4 110 .200 x .200 x .125 1 CCOG11lX910QC4 
22 .200 x .200 x .125 ICCOG220X91ooC4 51 .200 x .200 x .125 1CCOG510X9100C4 120 .200 x .200 x .125 lCCOG121X9100C4 

• Cap. tol., ±20%. For +80%, -20% capacitors, change "XO" in Cat. No. to "D8." t Cap. tol., ± 10%. For =5% capacitors, change "X9" in Cat. No. to "X5." 
•• Cap. tol., ± 20%. For ± 10% capacitors, change "XO" in Cat. No. to "X9." <> May be operated at 100 WVDC by derating to 85·C. 
Copyright © 1976, 1979, Sprague Electric Company IND·EEM·47·EOAL Sizes subject to change without notice. 
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SPR~GUE C~P~CITORS 
TEMPERATURE.COMPENSATING FORMULATION COG (100 WVDC @ 85°C, 50 WVDC @ 125°C) • Continued 

pJ L. x w. x T. Catalo~ Numbert . JlF L. x w. x T. Catalog Numbert pJ L. x w. x 1. Catalol! Numbert 
TYPE lC - Cont. 910 .300 x .200 x .125 2CCOG911X9100C4 1300 .390 x .200 x .125 3CCOG132X9100C5 

130 .200 x .200 x .125 1CCOG131X9100C4 1000 .300 x .200 x .125 2CCOG102X9100C4 1500 .390 x .200 x .125 3CCOG152X9100C5 
150 .200 x .200 x .125 1CCOG151X9100C4 1100 .300 x .200 x .125 2CCOGl12X9100C4 1600 .390 x .200 x .125 3CCOG162X9100C5 
160 .200 x .200 x .125 1CCOG161X9100C4 1200 .300 x .200 x .125 2CCOG122X9100C4 1800 .390 x .200 x .150 3CCOG182X9100C5 
180 .200 x .200 x .125 1CCOG181X9100C4 1300 .300 x .200 x .125 2CCOG132X9100C4 2000 .390 x .200 x .150 3CCOG202X9100C5 
200 .200 x .200 x .125 1CCOG201X9100C4 1500 .300 x .200 x .125 2CCOG152X9100C4 2200 .390 x .200 x .150 3CCOG222X9100C5 
220 .200 x .200 x .125 1 CCOG221 X9100C4 1600 .300 x .200 x .125 2CCOG162X9100C4 2400 .390 x .200 x .150 3CCOG242X9100C5 
240 .200 x .200 x .125 1 CCOG241X9100C4 1800 .300 x .200 x .125 2CCOG182X9100C4 2700 .3!1o x .iOO x .125 3CCOG272X9100C5 
270 .200 x .200 x .125 1 CCOG271 X9100C4 2000 .300 x .200 x .125 2CCOG202X9100C4 3000 .390 x .200 x .125 3CCOG302X9100C5 
300 .200 x .200 x .125 1 CCOG301X9100C4 2200 .300 x .200 x .125 2CCOG222X9100C4 3300 .390 x .200 x .125 3CCOG332X9100C5 
330 .200 x .200 x .125 1CCOG331X9100C4 2400 .300 x .200 x .125 2CCOG242X9100C4 3600 .390 x .200 x .125 3CCOG362X9100C5 
360 .200 x .200 x .125 1CCOG361X9100C4 2700 .300 x .200 x .125 2CCOG272X9100C4 3900 .390 x .200 x .125 3CCOG392X9100C5 
390 .200 x .200 x .125 1 CCOG391 X9100C4 TYPE 3C 4300 .390 x .200 x .125 3CCOG432X9100C5 
430 .200 x .200 x .125 1CCOG431X9100C4 51 .390 x .200 x .125 3CCOG51OX9100C5 4700 .390 x .200 x .125 3CCOG472X9100C5 
470 .200 x .200 x .125 1 CCOG471 X9100C4 5100 .390 x .200 x .125 3CCOG512X9100C5 
510 .200 x .200 x .125 ICCOG511X9100C4 56 .390 x .200 x .125 3CCOG560X9100C5 5600 .390 x .200 x .125 3CCOG562X9100C5 
560 .200 x .200 x .125 ICCOG561X9100C4 62 .390 x .200 x .125 3CCOG620X9100C5 6200 .390 x .200 x .125 3CCOG622X9100C5 68 .390 x .200 x .125 3CCOG680X9100C5 

TYPE 2C 75 .390 x .200 x .125 3CCOG750X9100C5 TYPE 5C 
51 .300 x .200 x .125 2CCOG510X9100C4 82 .390 x .200 x .125 3CCOG820X9100C5 680 .500 x .200 x .125 5CCOG681 X9100C5 
56 .300 x .200 x .125 2CCOG560X9100C4 91 .390 x .200 x .125 3CCOG910X9100C5 750 .500 x .200 x .125 5CCOG751X9100C5 
62 .300 x .200 x .125 2CCOG620X9100C4 100 .390 x .200 x .125 3CCOG101 X9100C5 820 .500 x .200 x .125 5CCOG821X9100C5 
68 .300 x .200 x .125 2CCOG680X9100C4 110 .390 x .200 x .125 3CCOGlllX9100C5 910 .500 x .200 x .125 5CCOG911X9100C5 
75 .300 x .200 x .125 2CCOG750X9100C4 120 .390 x .200 x .125 3CCOG121 X9100C5 1000 .500 x .200 x .125 5CCOG102X9100C5 
82 .300 x .200 x .125 2CCOG820X9100C4 130 .390 x .200 x .125 3CCOG131 X9100C5 1100 .500 x .200 x .125 5CCOG1l2X9100C5 
91 .300 x .200 x .125 2CCOG910X9100C4 150 .390 x .200 x .125 3CCOG151 X9100C5 1200 .500 x .200 x .125 5CCOG122X9100C5 

100 .300 x .200 x .125 2CCOG101X9100C4 160 .390 x .200 x .125 3CCOG161X9100C5 1300 .500 x .200 x .125 5CCOG132X9100C5 
110 .300 x .200 x .125 2CCOGlllX9100C4 180 .390 x .200 x .125 3CCOG181X9100C5 1500 .500 x .200 x .125 5CCOG152X9100C5 
120 .300 x .200 x .125 2CCOG121X9100C4 200 .390 x .200 x .125 3CCOG201X9100C5 1600 .500 x .200 x .125 5CCOG162X9100C5 
130 .300 x .200 x .125 2CCOG131X9100C4 220 .390 x .200 x .125 3CCOG221X9100C5 1800 .500 x .200 x .125 5CCOG182X9100C5 
150 .300 x .200 x .125 2CCOG151X9100C4 240 .390 x .200 x .125 3CCOG241X9100C5 2000 .500 x .200 x .125 5CCOG202X9100CS 
160 .300 x .200 x .125 2CCOG161X9100C4 270 .390 x .200 x .125 3CCOG271X9100C5 2200 .500 x .200 x .125 5CCOG222X9100C5 
180 .300 x .200 x .125 2CCOG181X9100C4 300 .390 x .200 x .125 3CCOG301X9100C5 2400 .SOO x .200 x .125 SCCOG242X9100C5 
200 .300 x .200 x .125 2CCOG201X9100C4 330 .390 x .200 x .125 3CCOG331X9100C5 2700 .500 x .200 x .125 5CCOG272X9100C5 
220 .300 x .200 x .125 2CCOG221X9100C4 360 .390 x .200 x .125 3CCOG361X9100C5 3000 .500 x .200 x .150 5CCOG302X9100C5 
240 .300 x .200 x .125 2CCOG241X9100C4 390 .390 x .200 x .125 3CCOG391X9100C5 3300 .SOO x .200 x .150 5CCOG332X9100C5 
270 .300 x .200 x .125 2CCOG271X9100C4 430 .390 x .200 x .125 3CCOG431X9100C5 3600 .4S0 x .200 x .125 5CCOG362X9100C5 
300 .300 x .200 x .125 2CCOG301X9100C4 470 .390 x .200 x .125 3CCOG471X9100C5 3900 .450 x .200 x .125 5CCOG392X9100C5 
330 .300 x .200 x .125 2CCOG331X9100C4 510 .390 x .200 x .125 3CCOG5l1X9100C5 4300 .450 x .200 x .125 SCCOG432X9100CS 
360 .300 x .200 x .125 2CCOG361X9100C4 560 .390 x .200 x .125 3CCOG561 X9100C5 4700 .450 x .200 x .125 5CCOG472X9100C5 
390 .300 x .200 x .125 2CCOG391 X9100C4 620 .390 x .200 x .125 3CCOG621X9100C5 5100 .450 x .200 x .125 5CCOG512X9100C5 
430 .300 x .200 x .125 2CCOG431X9100C4 680 .390 x .200 x .125 3CCOG681X9100C5 5600 .500 x .200 x .125 5CCOG562X9100CS 
510 .300 x .200 x .125 2CCOG511X9100C4 750 .390 x .200 x .125 3CCOG751X9100C5 6200 .500 x .200 x .125 5CCOG622X9100C5 
560 .300 x .200 x .125 2CCOG561X9100C4 820 .390 x .200 x .125 3CCOG821X9100C5 6800 .500 x .200 x .125 5CCOG682X9100C5 
620 .300 x .200 x .125 2CCOG621X9100C4 910 .390 x .200 x .125 3CCOG911X9100C5 7500 .500 x .200 x .125 5CCOG752X9100C5 
680 .300 x .200 x .125 2CCOG681X9100C4 1000 .390 x .200 x .125 3CCOG102X9100&5 8200 .500 x .200 x .125 5CCOG822X9100C5 
750 .300 x .200 x .125 2CCOG7S1X9100C4 1100 .390 x .200 x .125 3CCOGl12X9100C5 9100 .500 x .200 x .125 5CCOG912X9100C5 
820 .300 x .200 x .125 2CCOG821X9100C4 1200 .390 x .200 x .125 3CCOG122X9100C5 .00pF .500 x .200 x .125 5CCOGI03X9100C5 
tCap. tol., ±10%. For ±5% cap. tol., change "X9" In Cat. No. to "XS." 

OL YTHIC@ CERAMIC CAPACITORS 

Size Size 
I'F Code Cat. No.' I'F Code 

GENERAL-APP. FORMULATION .0012 01 
Z5U (50 WVDC @ 85°C)' .0015 01 

.0022 01 
.010 01 7CZ5UI03X005001 .0027 01 
.01S Dl 7CZ5UIS3XOOSOOI .0033 01 
.022 01 7CZSU223XOOSOOI .0039 01 
.033 01 7CZ5U333XOOSOOI 

.0047 01 .047 01 7CZSU473X005001 
.068 01 7CZSU683X005001 .00S6 01 

.0068 01 
.10 01 7CZ5UI04X005001 .0082 01 
.IS 01 7CZSUlS4XOOSOOI .010 01 
.22 01 7CZ5U224XOOSODI .012 01 
.33 El 7CZSU334XOOSOEI 
.47 EI 7CZSU474XOOSOEI .01S 01 
.68 E2 7CZSU684XOOSOE2 .022 01 

1.0 E2 7CZSUIOSXOO50E2 .027 01 
I.S E3 7CZSU155XOOSOE3 .033 01 
2.2 E4 7CZSU22SXOOSOE4 .039 01 
3.3 E5 7CZSU335X0050E5 .047 01 
4.7 E5 7CZSU475XOOSOE5 .OS6 01 

.068 01 
TEMP.-STABLE FORMULATION .082 01 

X7R (100 WVDC @ 85°C, .10 01 
50 WVDC @ 125°C)t .12 02 

.IS 02 
.001 01 7CX7RI02XOlOOOI .22 D2 

• Formulation X7R and COG Capacitors Are Rated at 100 WVOC 
Formulation Z5U at 50 WVOC. 

• New Phenolic Terminal Base With Stand·Off "Feet" Provides 
these Advantages: No Resin Run·Oown on Leads; Uniform 
Lead· Spacing; No Dirt and Moisture Entrapment; Oegreas· 
ing Fluid Flows Freely Between Capacitors and Board. 

• For Complete Technical Data, See Latest Issue of Engineer· 
ing Bulletin 6202. 

Size 
Cat. No.' pF Code Cat. No.' pF 

7CX7RI22XOlOOOI .27 02 7CX7R274XOIOO02 180 
7CX7RI52XOIOOOI .33 02 7CX7R334XOlO002 200 
7CX7R222XOlO001 .39 E3 7CX7R394XOI00E3 220 
7CX7R272XOIOOOI .47 E4 7CX7R474XOIOOE4 240 
7CX7R332XOlO001 .S6 E4 7CX7RS64XOIOOE4 270 
7CX7R392XOlO001 .68 E4 7CX7R684XOIOOE4 300 

7CX7R472XOlO001 .82 E5 7CX7R824XOIOOES 330 
1.0 E5 7CX7RIOSXOI00ES 7CX7RS62XOIOODI 360 

7CX7R682XOI0001 390 
7CX7R822XOIOOOI TEMP.-COMP. FORMULATION 430 
7CX7RI03XOlO001 COG (100 WVDC'@ 85°C, 470 
7CX7R123XOlO001 SO WVDC @ 12S0C)* SIO 

7CX7R153XOlO001 51pF 01 7CCOG510X910001 S60 
7CX7R223XOIOOOI S6 01 7CCOGS60X910001 620 
7CX7R273XOIOOOI 62 01 7CCOG620X910001 680 
7CX7R333XOl0001 68 01 7CCOG680X910001 750 
7CX7R393XOI0001 7S 01 7CCOG7S0X910001 820 
7CX7R473XOlOOOI 82 01 7CCOG820X910001 910 
7CX7R563XOlO001 91 01 7CCOG910X910001 .00l1'F 
7CX7R683XOlO001 100 01 7CCOGIOIX910001 .0011 
7CX7R823XOI0001 110 01 7CCOGlllX910001 .0012 
7CX7RI04XOlO001 120 01 7CCOG121X910001 .0013 
7CX7R124XOlOO02 130 01 7CCOG131X910001 .001S 
7CX7RlS4XOI0002 150 01 7CCOGI51X910001 .0016 
7CX7R224XOl0002 160 01 7CCOGI61X910001 .0018 

Case Code L. 
01 .400 
02 .400 
El .500 
E2 .500 
E3 .500 
E4 .500 
[5 625 

Size 
Code . Cat. No.' 

01 7CCOGI81X910001 
01 7CCOG20lX910001 
Dl 7CCOG22IX910001 
Dl 7CCOG241X910001 
01 7CCOG271X910001 
01 7CCOG30lX910001 
01 7CCOG331X910001 

01 7CCOG361X910001 
01 7CCOG391X910001 
01 7CCOG431X910001 
01 7CCOG471X910001 
01 7CCOGSIIX910001 

01 7CCOG561X910001 
01 7CCOG621X910001 
01 7CCOG681X910001 
01 7CCOG751X910001 
01 7CCOG821X9100Dl 
01 7CCOG911X910001 
01 7CCOGI02X910001 
01 7CCOGll2X910001 
01 7CCOG122X910001 
01 7CCOGI32X910001 
01 7CCOGlS2X910001 
01 7CCOG162X910001 
01 7CCOG182l<910001 

W. T. 
.250 .160 
.400 .160 
.250 .160 
.300 .160 
.375 .160 
.500 .160 
625 160 

Size 
pF Code 

.0020 01 

.0022 01 

.0024 Dl 

.0027 02 

.0030 02 

.0033 02 

.0036 02 

.0039 02 

.0043 02 

.0047 02 

.0051 02 

.00S6 E3 

.0062 E3 

.0068 E3 

.0075 E3 

.0082 E4 

.0091 E4 

.010 E4 

.011 £5 

.012 E5 

.013 E5 

.015 E5 

.018 ES 

.020 ES 

.022 E5 

Lead Spacing 

.250 

.250 

.375 

.375 

.375 

.375 
375 

Cat. No.' 

7CCOG202X910001 
7CCOG222X910001 
7CCOG242X91000L 
7CCOG272X9160Q2 
7CCOG302X9100D2 
7CCOG332X910002 

7CCOG362X9100D2 
7CCOG392X910002 
7CCOG432X91OO02 
7CCOG472X9.10002 
7CCOG512X91:000 2 
7CCOGS62X9100E3 

7CCOG622X9100E3 
7CCOG682X9100E3 
7CCOG752X9100E3 
7CCOG822X9100E4 
7CCOG912X9100E4 
7CCOGI03X9100E4 
7CCOG1l3X9100f5 
7CCOGI23X9100E5 
7CCOG133X9100E5 
7CCOG153X9100E5 
7CCOGI83X9100ES 
7CCOG203X9100E5 
7CCOG223X9100ES 

·Cap. tol., ±20%. For +80%, -20% capacitors, change "XO" in Cat. No. to "D8." 
tCap. tol., ±20%. For ±10% capacitors, change "XO" in Cat. No. to "X9." 

.. Cap. tol., ±10%. For ±5% capacitors, change "X9" in Cat. No. to "XS." 

Copyright © 197B, 1979, Sprague Electric Company IND-EEM-48-EOAL Sizes sub iect to change without notice. 
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SPRAGUE CAPACITORS 
STYLE CK05, CKR05, CK06, and CKR06 CERAMIC CAPACITORS 

TO MIL-C-11015 and MIL-C-39014 
• Molded rectangular·cased MONOLYTHICe multi·layer capacitors for general 

purpose use where capacitance variations with respect to temperature, voltage, 
frequency, and life can be tolerated. 

• Style CK05 and CK06 units manufactured to meet all requirements of MIL·C· 
11015; Style CKR05 and CKR06 units manufactured to MIL·C·39014. 

• Style CK05, CK06 units not recommended for new designs, but for replacement 
only, and directly replaced by Style CKR05, CKR06 established reliability ca· 
pacitors of same capacitance, tolerance, and voltage ratings. 

• MIL temperature characteristic BX, operating temperature range -55 C to 
+125 C. 

• Lead spacing, .200". 
• For complete data, refer to latest issue of Engineering Bulletin 6251.7. 

STYLES CKOS and CKROS (.190" wide x .190" high x .090" thick) 

Obsolete Popular Mil PART NUMBER M39014/01· 
Mll·C-11Ol5 Mll-C-39014 Failure Rate l (2%) Failure Rate M (1 %) Failure Rate P (0.1 %) Failure Rate R (0.01%) 

Type Type Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. Cap. Tal. 
pF WVDC Designation * Designation • ±20% ±10% ±20% ±10% ±20% ±10% ±20% ±10% 

10 200 CK05BXI00 _ CKR05BXI00 __ 1362 1361 1202 1201 1242 1241 1282 1281 
12 200 CK05BX120K CKR05BX120K _ 1363 1203 1243 1283 
15 200 CK05BX150 _ CKR05BX150 __ 1365 1364 1205 1204 1245 1244 1285 1284 
18 200 CK05BX180K CKR05BX180K _ 1366 1206 1246 1286 
22 200 CK05BX220 _ CKR05BX220 __ 1368 1367 1208 1207 1248 1247 1288 1287 
27 200 CK05BX270K CKR05BX270K _ 1369 1209 1249 1289 
33 200 CK05BX330 _ CKR05BX330 __ 1371 1370 1211 1210 1251 1250 1291 1290 
39 200 CK05BX390K CKR05BX390K _ 1372 1212 1252 1292 
47 200 CK05BX470 _ CKR05BX470 __ 1374 1373 1214 1213 1254 1253 1294 1293 
56 200 CK05BX560K CKR05BX560K _ 1375 1215 1255 1295 ~\ 68 200 CK05BX680 _ CKR05BX680 __ 1377 1376 1217 1216 1357 1356 1297 1296 I 

82 200 CK05BX820K CKR05BX820K _ 1378 1218 1258 1298 ~j 
100 200 CK05BXI0l_ CKR05BXI01 __ 1380 1379 1220 1219 1260 1259 1300 1299 
120 200 CK05BX121K CKR05BX121K _ 1381 1221 1261 1301 
150 200 CK05BX151_ CKR05BX151 __ 1383 1382 1223 1222 1263 1262 1303 1302 
180 200 CK05BX181K CKR05BX181K _ 1384 1224 1264 1304 
220 200 CK05BX221_ CKR05BX221 __ 1386 1385 1226 1225 1266 1265 1306 1305 
270 200 CK05BX271K CKR05BX271K _ 1387 1227 1267 1307 
330 200 CK05BX331_ CKR05BX331 __ 1389 1388 1229 1228 1269 1268 1309 1308 
390 200 CK05BX391K CKR05BX391K _ 1390 1230 1270 1310 
470 200 CK05BX471_ CKR05BX471 __ 1392 1391 1232 1231 1272 1271 1312 1311 
560 200 CK05BX561K CKR05BX561K _ 1393 1233 1273 1313 
680 200 CK05BX681_ CKR05BX681 __ 1395 1394 1235 1234 1275 1274 1315 1314 
820 200 CK05BX821K CKR05BX821K _ 1396 1236 1276 1316 

1000 200 CK05BXI02 _ CKR05BXI02 __ 1398 1397 1238 1237 1278 1277 1318 1317 

1200 100 CK05BX122K CKR05BX122K _ 1399 1239 1279 1319 
1500 100 CK05BX152 _ CKR05BX152 __ 1401 1400 1441 1240 1481 1280 1521 1320 
1800 100 CK05BX182K CKR05BX182K _ 1402 1442 1482 1522 
2200 100 CK05BX222 _ CKR05BX222 __ 1404 1403 1444 1443 1484 1483 1524 1523 
2700 100 CK05BX272K CKR05BX272K _ 1405 1445 1485 1525 
3300 100 CK05BX332 _ CKR05BX332 __ 1407 1406 1447 1446 1487 1486 1527 1526 
3900 100 CK05BX392K CKR05BX392K _ 1408 1448 1488 1528 
4700 100 CK05BX472 _ CKR05BX472 __ 1410 1409 1450 1449 1490 1489 1530 1529 
5600 100 CK05BX562K CKR05BX562K _ 14ll 1451 1491 1531 
6800 100 CK05BX682 _ CKR05BX682 __ 1413 1412 1453 1452 1493 1492 1533 1532 
8200 100 CK05BX822K CKR05BX822K _ 1414 1454 1494 1534 

10000 100 CK05BXI03 _ CKR05BXI03 __ 1416 1415 1456 1455 1496 1495 1536 1535 

12000 50 CK05BX123K CKR05BX123K _ 1417 1457 1497 1537 
15000 50 CK05BX153 _ CKR05BX153 __ 1419 1418 1459 1458 1499 1498 1539 1538 
18000 50 CK05BX183K CKR05BX183K _ 1420 1460 1500 1540 
22000 50 CK05BX223 _ CKR05BX223 __ 1422 1421 1462 1461 1502 1501 1542 1541 
27000 50 CK05BX273K CKR05BX273K _ 1423 1463 1503 1543 
33000 50 CK05BX333 _ CKR05BX333 __ 1425 1424 1465 1464 1505 1504 1545 1544 
39000 50 CK05BX393K CKR05BX393K _ 1426 1466 1506 1546 
47000 50 CK05BX473 _ CKR05BX473 __ 1428 1427 1468 1467 1508 1507 1548 1547 
56000 50 CK05BX563K CKR05BX563K _ 1429 1469 1509 1549 

/~\ 68000 50 CK05BX683 _ CKR05BX683 __ 1431 1430 1471 1470 1511 1510 1551 1550 
82000 50 CK05BX823K CKR05BX823K _ 1432 1472 1512 1552 \. ,/ 100000 50 CK05BXI04 _ CKR05BXI04 __ 1434 1433 1474 1473 1514 1513 1554 1553 

'Type Nos. shown are incomplete. Capacitance Tolerance and/or failure rate must be added to end of number. Where 10th character of Style "CK" number and 11th character of Style 
"CKR" number are blank, insert UK" for ±10% cap. tal., or "M" for ±20%. For "CKR" Capacitors only, a last character must be added to denote failure rate. ("CK" capacitors have no 
failure rate designation.) Insert "l" for 2%, "M" for 1 %, "P" for 0.1 %, "R" for 0.01 %. 

Copyright 1978, Sprague Electric Company INO-l07-EFAB Sizes subject to change without notice 
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SPRAGUE CAPACITORS 
snLE CK05, CKR05, CK06, and CKR06 CAPACITORS, continued 

STYLES CK06. and CKR06 (.290" wide x .290" high x .090" thick) 
Obsolete Popular MIL PART NUMBER M390 14 702-

MIL -C-ll 015 MIL-C-39014 Failure Rate L (2 %) Failure Rate M (l %) Failure Rate P (0.1 %) Failure Rate R (0.01 %) 
Type Type Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. Cap. Tol. 

pF WVDC Designation • Designation • ±20% ±10% ±20% ±10% ±20% ±10% ±20% ±10% 
1200 200 CJ(06BX122K CKR06BX122K _ 1361 1201 1241 1281 
1500 200 CK06BX152 _ CKR06BX152 __ 1363 1362 1203 1202 1243 1242 1283 1282 
1800 200 CK06BX182K CKR06BX182K _ 1364 1204 1244 1284 
2200 200 CK06BX222 _ CKR06BX222 __ 1367 1366 1207 1206 1247 1246 1287 1286 
2700 200 CK06BX272K CKR06BX272K _ 1368 1208 1248 1288 
3300 200 CK06BX332 _ CKR06BX332 __ 1370 1369 1210 1209 1250 1249 1290 1289 
3900 200 CK06BX392K CKR06BX392K _ 1371 1211 1251 1291 
47!W 200 CK06BX472 _ CKR06BX472 __ 1373 1372 1213 1212 1253 1252 1293 1292 
5600 200 CK06BX562K CKR06BX562K _ 1374 1214 1254 1294 
6800 200 CK06BX682 _ CKR06BX682 __ 1376 1375 1216 1215 1256 1255 1296 1295 
8200 200 CK06BX822K CKR06BX822K _ 1377 1217 1257 1297 

10000 200 CK06BXI03 _ CKR06BXI03 __ 1379 1378 1219 1218 1259 1258 1299 1298 
12000 100 CK06BX123K CKR06BX123K _ 1380 1231 1271 1311 
15000 100 CK06BX153K CKR06BX153K _ 1381 1220 1260 1300 
18000 100 CK06BX183K CKR06BXI83K _ 1382 1221 1261 1301 
22000 100 CK06BX223K CKR06BX223K _ 1383 1222 1262 1302 
27000 100 CK06BX273K CKR06BX273K _ 1384 1232 1272 1312 
33000 100 CK06BX333K CKR06BX333K _ 1385 1223 1263 1303 
39000 100 CK06BX393K CKR06BX393K _ 1386 1224 1264 1304 
47000 100 CK06BX473K CKR06BX473K _ 1387 1225 1265 1305 
56000 100 CK06BX563K CKR06BX563K _ 1388 1226 1266 1306 
68000 100 CK06BX683K CKR06BX683K _ 1389 1227 1267 1307 
82000 100 CK06BX823K CKR06BX823K _ 1390 1229 1269 1309 

100000 100 CK06BX104K CKR06BXI04K _ 1391 1230 1270 1310 
120000 50 CK06BX124K CKR06BX124K _ 1392 1233 1273 1313 
150000 50 CK06BX154K CKR06BXI54J(_ 1393 1234 1274 1314 
180000 50 CK06BX184K CKR06BX184K _ 1394 1235 1275 1315 (. '\ 220000 50 CK06BX224K CKR06BX224K _ 1395 1236 1276 1316 

HYPER CERAMIC DISCS 
• Superior to electrolytic capacitors of simi- • For bypass and coupling .•• well suited 

lor capacitance values due to very low for low-voltage use where high capad-
power factor. tance, low power factor are important. 

• Ultra-miniature ... ideal for use in transis- • For complete technical data, see latest 
torized circuitry. issue of Engineering Bulletin 6141. 

For Reference ORDER BY: for Reference ORDER BY: 
Only: Sprague Only: Sprague 

D. X T. D. X T. 
Sprague O.E.M. Products Sprague O.E.M. Products 

~F ~F Part No. Cat. No. ~F D. X T. Part No. Cat. No. 

.047 .410x.156 563CY5S BA 160AG4 73Y Hy·635 .015 .250 X .156 563CY5SBA250ACI53Y HY·no 

.022 .290 X .156 C092B120E223Y HY·340 .068 .410 X .156 563CY5SBAI60AG683Y HV·640 .022 .290 x.156 563CYSSBA2S0AE223Y HY·m 
.1 .480 X .156 563CY5SBAI60AHI04Y HY·650 .033 .350 X .IS6 563CYSSBA2S0Af333Y HY·730 

.033 .350 X .156 C092BI20F333Y HY ·345 .15 .610 X .156 563CYSSAAI60AKI54Y HY·665 .047 .410 X .IS6 563CYSSBA2S0AG473Y HY·73S 

.047 .410 X .156 C092B120G413V HY·350 .22 .610 X .156 563CYSSAAI60Al224Y HV·610 .OS .410 X .IS6 563CY5SBA250AGS03Y HY·738 

.068 .410 X .156 C092B120G683Y HY·355 .33 .870 X .156 563CYSSAAI60AP334Y HY·615 .068 .410 X .156 563CYSSBA250AG683Y HY· 740 

.I .480 X .156 C092BI20HI04Y HY ·360 .I .480 X .156 563CY5SBA25OAHI04Y HY·750 

.15 .610 X .156 C092 B 120 K 154 Y HY·365 25 WVDC. CAP. TOL +80. -20% .15 .610 X .156 563CY5SAA25OAKI54Y HY·165 

.22 .670 X .156 C092BI20l224Y HY ·370 .0047 .290 X .156 C092A250C472M t HY·510 .22 .670 X .156 563CY5SAA25OAl224Y HY·770 

.33 .870 X .156 C092BI20P334Y HY ·375 .33 .870 X .156 563CY5SAA250AP334Y HY·775 

.47 .700 X .187 C092BI20W414Y HY·380 .01 .250 X .156 563CY5SBA250ACI03Z HY·520 
.015 .250 X .156 563CY5SBA250AClS3Z HY·522 .41 .700 X .187 563CY5SBA250AW4 74 V HY·780 

tls WVDC. CAP. TOl. +80. -20% .022 .290 X .156 S63CY5SBA25OAE223Z HY·S2S 25 WVDC. CAP. TOL 120% 

.01 .250 X .156 563CY5SBAI60ACI03Z HY·420 
.033 .350 X .156 S63CY5SBA250AF333Z HY·530 .01 .250 X .156 563CY5SBA25OACI03M HY·82O 

.022 .290 X .156 563CY5SBAI60AE223Z HY·425 
.047 .410 X .156 563CY5SBA250AG473Z HY·535 .015 .250 X .156 563CY5SBA250ACIS3M HY·822 .05 .410 X .156 563CYSSBA250AG503Z HY·538 

.033 .350 X .156 563CY5SBA160AF333Z HY·430 .068 .410 x .156 563CY5SBA250AG683Z HY·540 
.022 .290 X .156 563CYSSBA250AE223M HY·82S 

.047 .410 X .156 563CY5SBAI60AG473Z HY·435 .I .480 X .156 563CY5SBA250AHI04Z HY·550 .033 .350 X .156 563CY5SBA25OAF333M HY·830 

.068 .410 X .156 563CY5SBAI60AG683Z HY·440 .047 .410 X .156 563CYSSBA250AG473M HY·835 .15 .610 X .156 563CY5SAA250AKI54Z HY·565 .05 .410 x.156 563CYSSBA250AG503M HY·838 .1 .480 X .156 563CY5SBAI60AHI04Z HY·450 .22 .670 X .156 563CY5SAA250Al224Z HY·570 .068 .410 X .156 HY·840 .2 .670 X .156 563CY5SBAI60Al204Z HY ·470 .33 .870 X .156 563CY5SAA250AP334Z HY·57S 563CY5SBA250AG683M 
.1 .480 X .156 563CY5SBA250AHlO4M HY·850 

tI6 WVDC, CAP. TOL. +50. -20% 
.47 .700 X .187 563CY5SBA250AW474Z HY·580 .15 .610 x.l56 563CY5SAA250AK 154M HY·865 

25 WVDC. CAP. TOL +50, -20% .22 .670 X .156 563CY5SAA250Al224M HY·870 
.022 .290 X .156 563CY5SBAI60AE223Y HY·625 .33 .870 X .156 563CYSSAA2S0AP334M HY·87S 
.033 .350 X .156 563CY5SBAI60AF333Y HY·630 .01 .250 X .156 HY·7IS .47 .700 X .187 HY·880 

HIGH-VOLTAGE DOORKNOB CERAMICS 
• For bypass, arc suppression, other high- .. 

voltage uses. For Reference ORDER BY: 

• 200K-T5 comes complete with. 7 terminals. pF KV Oiam. x Length spr.~~~.E.M. ~f~~~~~ 
as shown (2 per box. 14 terminals). Part No. Cat. No. 

• 300K· T5 supplied with 2 terminals. per 
Style marked" A." 500 20 1.000 x 1.122 708C50 20DK-T5 

• Capacitor has female threads for inter- SOO 30 1.005 x 1.312 715C00950ID8303BN 30DK· T5 
changeable screw-in terminals. 

Copyright © 1978. 1979. Sprague Electric Company t Available until pres.nl .tack. are exhausted. IND·54-EOAL Size •• ubiect to change wIthout notice. 
, 
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SPRAGUE CAPACITORS 
TYPE 292C MOLDED MONOL YTHIC® CERAMIC CAPACITORS 

pF 

1.0 
1.2 
I.S 
1.8 
2.2 
2.7 

3.3 
3.9 
4.7 
S.6 
6.8 
8.2 

10 
11 
12 
13 
IS 

16 
18 
20 
22 

JJF 
0.0010 
0.0012 
O.OOIS 
0.0018 
0.0022 

0.0027 
0.0033 
0.0039 
0.0047 
0.0056 

0.0068 
0.0082 

0.010 

JJF 
0.01 
O.OIS 
0.022 
0.033 

0.047 
0.068 

Size Code 

8 
8 
8 
8 
8 
8 

B 
B 
8 
8 
8 
8 

8 
8 
B 
B 
B 

8 
8 
8 
8 

• Miniature, low-cost, reliable, axial-leaded 
capacitors. 

• Made by spraying alternate layers of ceramic 
dielectric material and metallic electrodes, then 
firing into a single, all but indestructible 
homogeneous block. 

• Formulation ZSU and YSU general application 
capacitors, well-suited for by-pass and other fil
tering jobs, have highest possible capacitance in 
smallest case size. 

• Formulation XSR and X7R semi-stable type in
tended for by-pass and coupling applications 
where small size, low-cost are prime considera
tions. 

• Formulation COG (NPO) temperature compensat
ing type for use in circuits that require little or no 
change in capacitance with variations in temper
ature. 

• For complete technical data, refer to latest issue 
of Engineering Bulletin 62S0. 

DIMENSIDNS 
Case D. x l. D. x l. 
Code (inches) (mm) 

B .090 x .160 2.29 x 4.06 
C .090 x .2S0 2.29 x 6.3S 
E .140 x .390 3.56 x 9.91 

TEMPERATURE COMPENSATING FORMULATION COG (NPO)* 
(50 WYDC @ 125"& 100 WYDC @ 85"&) , 

Cat. No.· pF Size Code Cat. No.· pF Size Code Cat. No.· pF Size Code Cat. No.· 

292CCOGIRODOSOB 24 B 292CCOG240J0508 200 8 292CCOG201J050B 1600 E 292CCOGI62JOSOE 
292CCOGIR2D0508 27 8 292CCOG270JOS08 t 220 8 292CCOG221J0508 t 1800 E 292CCOGI82JOSOEt 
292CCOGIRSD0508 30 8 292CCOG300JOSOB 240 8 292CCOG241J0S08 
292CCOGIR8DOSOB 33 B 292CCOG330JOSOBt 270 B 292CCOG271J0SOB t 2000 E 292CCOG202JOSOE 
292CCOG2R2DOSOB 36 B 292CCOG360JOSOB 300 8 292CCOG301J0SOB 2200 E 292CCOG222JOSOEt 
292CCOG2R7DOSOB 2400 E 292CCOG242JOSOE 

39 B 292CCOG390JOS08 t 330 8 292CCOG331J0SOB t 2700 E 292CCOG272J050Et 
292CCOG3R3DOS08 43 8 292CCOG430JOS08 360 8 292CCOG361J0S08 3000 E 292CCOG302JOSOE 
292CCOG3R9D0508 47 B 292CCOG4 70JOS08 t 390 8 292CCOG391J0508t 
292CCOG4R7DOS08 SI 8 292CCOGSIOJOS08 430 8 292CCOG431J0S08 3300 E 292CCOG332JOSOE t 
292CCOG5R6DOS08 S6 8 292CCOGS60JOS08 t 470 8 292CCOG4 71J0S08 t 3600 E 292CCOG362JOSOE 
292CCOG6R800S08 3900 E 292CCOG392JOSOEt 
292CCOG8R2DOS08 62 8 292CCOG620JOS08 SIO 8 292CCOGSIlJOS08 4300 E 292CCOG432JOSOE 

68 8 292CCOG680JOS08t S60 8 292CCOGS61J0S08 t 4700 E 292CC0G472JOSOEt 
292CCOG I 00JOS08 t 7S 8 292CCOG7 SOJOS08 620 C 292CCOG621J0SOC 

82 8 292CCOG820JOS08 t 680 C 292CCOG681J0SOC t 292CCOG110JOS08 91 B 292CCOG910JOSOB 7S0 C 292CCOG7 SlJ050C SIOO E 292CCOGSl2JOSOE 
292CCOG 120JOS08 t 820 C 292CC0G821J0SOC t 5600 E 292CCOGS62JOSOEt 
292CCOG 130JOS08 100 B 292CCOG 10 IJOSOB t 910 C 292CCOG911JOSOC 6200 E 292CCOG622JOSOE 
292CCOG ISOJOS08 t 110 8 292CCOG11IJOS08 6800 E 292CCOG682J050E t 

120 8 292CCOG 121J0S08 t 1000 C 292CCOG 102JOSOC t 
292CCOGI60JOS08 130 8 292CCOG 131J0S08 1100 E 292CCOG 112JOSOE 7S00 E 292CCOG752JOSOE 
292CCOGI80JOSOB t ISO 8 292CC0G1SIJOS08 t 1200 E 292CCOG122J050Et 8200 E 292CCOG822JOSOEt 
292CCOG200JOS08 160 B 292CCOG161J0S08 1300 E 292CCOG132J050E 9100 E 292CCOG912JOSOE 
292CCOG220JOS08t 180 B 292CC0G181J0SOB t ISOO E 292CCOG I 52J050E t 10000 E 292CCOG I 03J050E t 

SEMI-STABLE FORMULATION XSR** SEMI-STABLE FORMULATION X7R** 
(100 WYDC @ 85"&) (50 WYDC @ 125"&. 100 WYDC @ 85"&) 

Size Code Cat. No .•• JJF Size Code Cat. No .•• JJF Size Code Cat. No .•• JJF Size Code Cat. No .•• 

8 292CXSRI02KI008t 0.012 C 292CXSRI23KIOOC 0.0010 8 292CX7R 102KOS08t 0.012 C 292CX7RI23KOSOC 
8 292CXSR 122KI008 O.OIS C 292CXSR IS3KI ooct 0.0012 8 292CX7RI22KOS08 0.015 C 292CX7RIS3KOSOCt 
8 292CXSRIS2KI008t 0.018 C 292CXSRI83KlOOC O.OOIS 8 292CX7RIS2KOS08t 0.018 C 292CX7RI83KOSOC 
8 2 92CXSR 182KI008 0.022 C 292CXSR223KIOOCt 0.0018 8 292CX7RI82KOS08 0.022 C 292CX7R223KOSOCt 
8 292CXSR222KI008t 0.0022 8 292CX7R222KOS08t 

0.027 E 292CXSR273KIOOE 0.027 E 292CX7R273KOSOE 
8 292CXSR272KI008 0.033 E 292CXSR333KIOOEt 0.0027 8 292CX7R272K0508 0.033 E 292CX7R333KOSOEt 
8 292CXSR332KI008t 0.039 E 292CX5R393KIOOE 0.0033 B 292CX7R332K0508t 0.039 E 292CX7R393K050E 
8 292CX5R392KI008 0.047 E 292CXSR473KIOOEt 0.0039 8 292CX7R392K0508 0.047 E 292CX7R473KOSOEt 
8 292CXSR472KI008t 0.OS6 E 292CXSR563KIOOE 0.0047 8 292CX7R472K0508t 0.056 E 292CX7R563KOSOE 
8 292CXSRS62KI008 0.0056 8 292CX7RS62K0508 

0.068 E 292CX5R683KIOOEt 0.068 E 292CX7R683K050Et 
8 292CX5R682KI008t 0.082 E 292CX5R823KIOOE 0.0068 8 292CX7R682K0508t 0.082 E 292CX7R823KOSOE 
8 292CXSR822KI008 0.10 E 292CX5RI04KIOOEt 0.0082 8 292CX7R822KOS08 0.10 E 292CX7RI04KOSOEt 

0.12 E 292CXSRI24KIOOE 0.12 E 292CX7RI24KOSOE 
8 292CXSRI03KI008t O.IS E 292CXSRIS4KIOOEt 0.010 8 292CX7RI03K0508t O.1S E 292CX7RI54KOSOEt 

GENERAL APPLICATION FORMULATION YSUO GENERAL APPLICATION FORMULATION ZSUo 
(50 WYDC @ 85"&) (50 WYDC @ 85"&) 

Size Code Cat. No. 0 JJF Size Code Cat. No. 0 JJF Size Code Cat. No. 0 JJF Size Code Cat. No. 0 

8 292CY5UI03M0508t 0.1 C 292CY5UI04MOSOCt 0.010 8 292CZSU 103MOS08t 0.10 C 292CZSUI04MOSOCt 
8 292CYSUIS3MOS08 O.IS E 292CYSUIS4M050E O.OIS 8 292CZ5U153MOS08 0.15 E 292CZSUIS4MOSOE 
8 292CYSU223MOS08t 0.022 8 292CZSU223MOS08t 0.22 E 292CZSU224MOSOEt 
8 292CY5U333M0508 0.22 E 292CYSU224MOSOEt 0.033 8 292CZSU333MOS08 0.33 E 292CZSU334MOSOE 

0.33 E 292CYSU334MOSOE 0.47 E 292CZSU474MOSOEt 
8 292CYSU473MOS08t 0.47 E 292CYSU474MOSOEt 0.047 8 292CZSU473MOS08t 0.68 E 292CZSU684MOSOE 
C 292CYSU683MOSOC 0.068 C 292CZSU683MOSOC 1.0 E 2 92CZSU 10SMOSOEt 

'Capacitance tolerance: 1.0 pF thru 8.2 pF, ±O.SpF. 10 pF and above, ±S%. Numbers followed by dagger (t) also available as ±IO% units; change 11th character in catalog number from 
"J" to "K". 

"CapacHance tolerance, ±1O%. Numbers followed by dagger (t) also available as ±20% units; change 11th character in catalog number from "K" to "M". 
°Capacitance tolerance, ±20%. Numbers followed by dagger (t) also available as +80, -20% units; change 11th character in catalog number from "M" to "Z". 

Copyright 1978, Sprague Electric Company. IND-108-EFAB Sizes subject to change without notice. 
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TYPE MW and CM041516 DIPPED MICA CAPACITORS 
• Multiple dipped coatings of phenolic and epoxy resins 

for high moisture resistance. 

• Rated for operation at voltages to 500 WVoc. 
• Capacitance tolerance: thru 10pF, ± Y2pFj 12 pF and 

above, ±5%. 

DIMENSIONS (in inches) 
Code L W T Code L W T Code L W T Code L W T 
A .360 .330 .190 M .450 .360 ,180 y ,650 ,510 ,200 KK ,670 ,530 ,240 
B .370 ,330 .190 N ,460 .360 ,180 Z ,650 ,510 ,200 LL ,670 ,530 ,250 
C .370 ,340 .190 0 ,460 ,370 ,180 AA ,650 ,510 ,210 MM ,670 ,540 ,260 
D .370 .340 ,200 P ,460 ,370 ,190 BB ,E50 ,510 ,210 NN ,680 ,540 ,270 
E ,370 .350 ,200 Q .460 ,380 .190 CC ,650 ,510 ,210 00 ,68C ,550 ,280 

• Excellent electrical characteristics at low cost. F ,380 .350 ,200 R .460 .380 ,200 DD ,650 ,520 ,220 pp ,680 .550 .290 
G 380 .360 .200 5 .470 .390 .210 EE .650 .520 .220 QQ .680 .560 JOO 

• For applications such as timing circuits and tuning circuits, 
where good capacitance stability and retrace are required. 

• Operating temperature range: -55 C to + 125 C. 

Industrial! Industrial! 

H 
I 
J 
K 
L 

.380 .360 .210 T .470 .400 .220 
,3~0 .370 .210 U .480 .400 .230 
,3S0 .380 .220 V ,480 .410 .230 
.390 .380 .230 W .490 .420 .240 
.450 .360 .170 X ,640 .510 .200 

Size MIL-C-5 Size Commercial MIL-C-S Size 

FF 
GG 
HH 
II 
JJ 

pF Code 
Commercial 

Cat. No. Part No. pF Code Cat. No. Part No. pF Code 

TYPE MWA and CM04 (Lead Spacing, 0.140U) 

1 A MWA-OI0 CM04CDOIOD03 36 C MWA-360 CM04ED360J03 ISO H 
5 A MWA-OSO CM04CD050D03 39 C MWA-390 CM04ED390J03 160 H 
6 A MWA-060 CM04CD060D03 43 C MWA-43C CM04ED430J03 180 I 
7 A MWA-070 CM04CD070D03 47 C MWA-470 CM04ED470J03 200 J 
8 A MWA-080 CM04CD080D03 51 C MWA-51O CM04ED510J03 220 J 

10 A MWA-I00 CM04CDI00D03 56 C MWA-560 CM04EDS60J03 240 J 
12 A MWA-120 CM04CD120J03 62 C MWA-620 CM04ED620J03 300 J 
IS A MWA-ISO CM04CDlS0J03 68 C MWA-680 CM04ED680J03 330 J 
18 A MWA-180 CM04CD180J03 75 C MWA-7S0 CM04ED7S0J03 360 J 
20 A MWA-200 CM04ED200J03 82 D MWA-820 CM04ED820J03 390 J 
22 A MWA-220 CM04ED220J03 91 E MWA-91O CM04FD910J03 430 K 
24 A MWA-240 CM04ED240J03 100 E MWA-101 CM04FDIOlJ03 470 K 
27 B MWA-270 CM04ED270J03 110 F MWA-l11 CM04FDIllJ03 510 K 
30 C MWA-300 CM04ED300J03 120 F MWA-121 CM04FD121J03 
33 C MWA-330 CM04ED330J03 130 G MWA-l3l CM04FD13lJ03 

TYPE MWB and CMOS (Lead Spacing, 0.234") 

I L MWB-OI0 CM05CDOI0D03 36 L MWB-360 CMOSED360J03 ISO P 
S L MWB-050 CMOSCDOSOD03 39 L MWB-390 CMOSED390J03 160 P 
6 L MWB-060 CMOSCD060D03 43 L MWB-430 CMOSED430J03 180 P 
7 L MWB-070 CMOSCD070D03 47 L MWB-470 CMOSED470J03 200 Q 
8 L MWB-080 CMOSCD080D03 Sl L MWB-SI0 CMOSEDSI0J03 220 R 

10 L MWB-I00 CMOSCDIOOD03 S6 L MWB-S60 CMOSEDS60J03 240 R 
12 L MWB-120 CMOSCD120J03 62 L MWB-620 CMOSED620J03 270 S 
IS L MWB-lS0 CMOSCDlS0J03 68 M MWB-680 CMOSED680J03 300 S 
18 L MWB-180 CMOSCD180J03 7S M MWB-7S0 CMOSED7S0J03 330 S 
20 L MWB-200 CMOSED200J03 82 M MWB-820 CMOSED820J03 360 T 
22 L MWB-220 CM05ED220J03 91 N MWB-910 CMOSFD91OJ03 390 T 
24 L MWB-240 CMOSED240J03 100 N MWB-I01 CMOSFDlOlJ03 430 U 
27 L MWB-270 CM05ED270J03 110 0 MWB-l11 CMOSFDlllJ03 470 V 
30 L MWB-300 CMOSED300J03 120 0 MWB-121 CM05FDI2lJ03 SID W 
33 L MWB-330 CMOSED330J03 130 0 MWB-l31 CM05FD13IJ03 

TYPE MWC and CM06 (Lead Spacing, 0.343") 

430 X MWC-431 CM06FD43lJ03 1000 DD MWC-I02 CM06FDI02J03 2400 MM 
470 X MWC-471 CM06FD47lJ03 1100 EE MWC-1l2 CM06FD112J03 2700 NN 
SIO y MWC-Sll CM06FDSllJ03 1200 FF MWC-122 CM06FD122J03 3000 00 
S60 y MWC-S61 CM06FDS6lJ03 1300 GG MWC-132 CM06FD132J03 3300 PP 
620 Z MWC-621 CM06FD62lJ03 ISOO HH MWC-152 CM06FDlS2J03 3600 QQ 
680 AA MWC-681 CM06FD68lJ03 1600 II MWC-162 CM06FD162J03 3900 RR 
750 BB MWC-751 CM06FD7S1J03 1800 JJ MWC-182 CM06FD182J03 4300 SS 
820 BB MWC-821 CM06FD82lJ03 2000 KK MWC-202 CM06FD202J03 4700 TT 
910 CC MWC-911 CM06FD91lJ03 2200 LL MWC-222 CM06FD222J03 S100 UU 

Copyright 1976, Sprague Products Company EEM-IND-82- EIAT 

.660 .520 .220 

.660 .520 .220 

.660 .520 .230 

.660 .530 .230 

.670 .530 .240 

Industrial! 
Commercial 

Cat. No. 

MWA-ISI 
MWA-161 
MWA-181 
MWA-201 
MWA-221 
MWA-241 
MWA-301 
MWA-331 
MWA-361 
MWA-391 
MWA-431 
MWA-471 
MWA-5l1 

MWB-lSI 
MWB-161 
MWB-181 
MWB-201 
MWB-221 
MWB-241 
MWB-271 
MWB-301 
MWB-331 
MWB-361 
MWB-391 
MWB-431 
MWB-471 
MWB-511 

MWC-242 
MWC-272 
MWC-302 
MWC-332 
MWC-362 
MWC-392 
MWC-432 
MWC-472 
MWC-SI2 

RR 
S5 
TT 
UU 

.690 .560 

.690 .570 
.700 .580 
.710 .590 

MIL-C-5 
Part No. 

.310 

.330 

.350 

.370 

CM04FD15lJ03 
CM04FD16lJ03 
CM04FD18lJ03 
CM04FD20lJ03 
CMC4FD22lJ03 
CM04FD24lJ03 

-------

CM05FDI5lJ03 
CM05FDI6lJ03 
CM05FD18lJ03 
CM05FD20lJ03 
CM05FD22lJ03 
CM05FD24lJ03 
CM05FD27lJ03 
CM05FD301J03 
CM05FD33lJ03 
CM05FD36lJ03 
CM05FD39lJ03 

---

CM06FD242J03 
CM06FD272J03 
CM06FD302J03 
CM06FD332J03 
CM06FD362J03 
CM06FD392J03 
CM06FD432J03 
C M 06 FD472J 03 -

Sizes subject to change without notice. 
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PISTONCAp® PRECISION TRIMMER CAPACITORS 
• Low Loss Glass or Quartz Dielectric. 

• Simplified Long Life, Reliable Adjust Mechanism. 

• High Stability Under Conditions of Changing Frequency, 
Voltage, Temperature, etc. 

• Dielectric Strength, Twice Rated Voltage. 

TEMPERATURE TABLE 

Temp. I R at Operating 
Temp. Temperature Coefficient Peak Temp. 
Char. Range (ppmrC) (M !l) 

G -55Cto+125C ±150 105 

H -55 C to +125 C ± 100 105 

J -55 C to +125 C ±50 105 

Q -55 C to +150 C +50, -0 106 

Y -55 C to +125 C +75, ±75 105 

0.020 .tQOO~ SLOT 

~.so ~,.~0'020 OEEP M'Nt ~~ 0'''2 OIA. 

~~tEPT I I 
NO 22 ~t 0. 1.005 L 0* ~oo MIN 

NOa4~ , * 
~')~2 u~~ _ B _..;. _ 0.181 MAX, 

A ~ 

0.234 

~0 ~t 
-r- 0 - 0 .. -

, \ Q.QH DIA (4 HOLES) 

SUGGESTED MOUNTING HOLES 
Figure 1A 

0.020 tUOO!) SLOT -

Q.6:!Q.. ~B0020 OfEP M'N~;: w~ ~ 0 .. 
NO 22 - :t.o05 ~ 2:.}.Q2 MIN AWG 

~~C~T,tW(, , L 
~~~UNITS ~ 8 '0.1 MAX. 

---A--« 

~+.- ~r n- -<> 
\ !I.2ll 0 ... '" HOLES) Figure 18 

SUGGESTED MOUNTING HOLES 

Capacitance 
Range In pF 
Min. Max. 

0.8 4.5 
0.8 8.5 
0.8 12.0 
0.8 18.0 
0.8 30.0 

0.8 5.5 
0.8 11.0 
0.8 16.0 
0.8 23.0 
0.8 38.0 

0.6 1.8 
0.6 5.5 
0.6 9.5 
0.8 16.0 

D-C 
Voltage 
Rating 
(Volts) 

750 
750 
750 
750 
750 

750 
750 
750 
750 
750 

750 
750 
750 
750 

• Driving Torque, 1 to 10 ounce·inches. 

• Insulation Resistance ,106 Megohms at + 25°C. 
(See Temperature Table for IR at Peak Temp.) 

• Standard Sealed and Expanded Range Sealed Types 
Use Latest Design of Multi·lobed Seal at Adjust End. 

MIL-C-14409C CAPACITORS 
Sprague· Goodman is an approved supplier of 

the following Series: 

Character- Character-
Style istics Style istics 
PC38 H, J PC43 All 
PC39 All PC48 H, J 
PC40 H, J PC50 H, J 
PC41 H, J PC51 H, J 
PC42 H, J PC52 H,J 

PRINTED CIRCUIT MOUNTING 
Temp. Minimum OPEN END (Fig. lA) COLLARED BUSHING (FiR.IB) 
Char. Quality 
(See Factor A Max. S± 0.031 A Max. B± 0.031 

Table) Q Cat. No. In. In. Cat. No. In. In. 

STANDARD GLASS DIELECTRIC 

J 500 GGC4R500 0.312 0.250 GGN4R500 0.343 0.250 
J 500 GGC8R500 0.562 0.438 GGN8R500 0.593 0.438 
H 500 GGC12000 0.766 0.625 GGN12000 0.797 0.625 
H 500 GGC18000 LOOO 0.875 GGN18000 L031 0.875 
H 350 GGC30000 1.609 1.375 GGN30000 L640 1.375 

HI-RANGE GLASS DIELECTRIC 

J 1000 GHC5R500 0.3\2 0.250 GHN5R500 0.343 0.250 
J 900 GHCllOOO 0.562 0.438 GHNllOOO 0.593 0.438 
H 800 GHC16000 0.766 0.625 GHN16000 0)97 0.625 
H 700 GHC23000 1.000 0.875 GHN23000 1.031 0.875 
H 500 GHC38000 1.609 1.375 GHN38000 1.640 1.375 

QUARTZ DIELECTRIC 

Q 1500 GQCIR800 0.312 0.250 
Q 1500 GQC5R500 0.562 0.438 
Q 1500 GQC9R500 1.000 0.875 
Q 1500 GQC16000 1.609 1.375 

EXPANDED RANGE PRINTED CIRCUIT MOUNTING 
D-C Temp. Minimum OPEN END (Fig. IC) COLLARED BUSH I NG (Fig.1D) 

Capacitance Voltage Char. Quality 
Range in pF Rating (See Factor A Max. S± 0.031 A Max. B± 0.031 

Min. Max. (Volts) Table) Q Cat. No. In. In. Cat. No. In. iiI. 

STANDARD GLASS DIELECTRIC 

1.2 10.0 500 Y 500 GSGOO8 0.277 0.250 - - -
1.0 14.0 750 G 500 GEC14000 0.391 0.328 GEN14000 0.422 0.328 
1.0 28.0 750 G 350 GEC28000 0.625 0.500 GEN28000 0.656 0.500 

~SLOl 
1.0 42.0 750 G 250 GEC42000 0.843 0.734 GEN42000 0.875 0)34 
1.0 60.0 750 G 250 GEC60000 1.093 0.906 GEN60000 1.125 0.906 
1.0 90.0 750 G 250 GEC90000 1.688 1.516 GEN90000 1.719 1.516 

HI-RANGE GLASS DIELECTRIC 

1.2 16.0 500 Y 750 GSG009 0.323 0.250 - - -
1.0 16.0 750 G 750 GFC16000 0.391 0.328 GFN16000 0.422 0.328 
1.0 36.0 750 G 550 GFC36000 0.625 0.500 GFN36000 0.656 0.500 
1.0 52.0 750 G 350 GFC52000 0.843 0.734 GFN52000 0.875 0.734 
1.0 75.0 750 G 250 GFC75000 L093 0.906 GFN75000 1.125 0.906 
LO 120.0 750 G 250 GFC12100 1.688 1.516 GFNI2100 1.719 1.516 

Copyright 1978, Sprague Electric Company IND-l09-EFAB Sizes subject to thange without notice. 
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PISTONCAP~ PRECISION TRIMMER CAPACITORS, continued 

r----..... - -A --~-

o.k-- :f~ 

T ,~ Qm§ [)1A (4 HOLES) 

SUGGESTE 0 MOUNTING HOLES 

SUGGESTED MOUNTING HOLES 

Figure 2A 

Figure 2C 

r Q·02Q:10.00~ SLOT 

:=DIJP; +(i)0;'2 
t;tL n~=:" 

lill§... -~- -! ~ 
un.<~' 'f (4 HOLES) -e- _. 

Figure 2D 

SUGGE'STEO MOUNTING HOLES 

~ - NO.22 Awe EXCEPT 

I.!!IOQ""'N 
NO. 24 AWe;. FOR 
UNITS 0 le7 LONG 

SEALED PRINTED CIRCUIT MOUNTING 
D·C 

Capacitance Voltage 
Range in pF Rating 
Min. Max. (Volts) 

0.8 4.5 750 
0.8 8.5 1250 
0.8 12.0 1250 
0.8 18.0 1250 
0.8 30.0 1250 

0.8 5.5 750 
0.8 11.0 1250 
0.8 16.0 1250 
0.8 23.0 1250 
0.8 38.0 1250 

0.6 I.B 750 
0.6 5.5 1250 
0.6 9.5 1250 
0.8 16.0 1250 

Temp. 
Char. 
(See 

Table) 

J 
J 
H 
H 
H 

J 
J 
H 
H 
H 

Q 
Q 
Q 
Q 

Minimum 
Quality 
Factor 

Q 

STANDARD SEALED 
(Fig. 2A) 

A Max. B± 0.031 
Cat. No. In. In. 

STANDARD GLASS DIELECTRIC 

500 
500 
500 
500 
350 

GGL4f1500 0.656 0.500 
GGL8R500 0.906 0.703 
GGLl2000 1.109 0.844 
GGLl8000 1.359 1.016 
GGL30000 1.953 1.469 

HI-RANGE GLASS DIELECTRIC 

1000 GHL5R500 0.656 0.500 
900 GHLlIOOO 0.906 0.703 
800 GHLl6000 1.109 0.844 
700 GHL23000 1.359 1.016 
500 GHL38000 1.953 1.469 

QUARTZ DIELECTRIC 

1500 GQUR800 0.656 0.500 
1500 GQl5R500 0.922 0.703 
1500 GQL9R500 1.359 1.016 
1500 GQ1l6000 1.953 1.469 

CDLLARED BUSHING SEALED 
(Fig. 2B) 
A Max. BH.031 

Cat. No. In. In. 

GGV4R500 0.422 0.250 
GGV8R500 0.641 0.438 
GGV12000 0.859 0.625 
GGV18000 1.109 0.875 
GGV30000 1.703 1.375 

GHV5R500 0.422 0.250 
GHVllOOO 0.641 0.438 
GHV16000 0.859 0.625 
GHV23000 1.109 0.875 
GHV38000 1.703 1.375 

EXPANDED RANGE SEALED PRINTED CIRCUIT MOUNTING 
D·C Temp. Minimum SEALED EN D (Fig. 2C) COLLARED BUSHING (Fig. 2D) 

Capacitance Voltage Char. Quality 
Range in pF Rating (See Factor A Max. B± 0.031 A Max. B± 0.031 

Min. Max. (Volts) Table) Q Cat. No. In. In. Cat. No. In. In. 

STANDARD GLASS 

1.0 14.0 1000 G 500 GELl4000 0.780 0.700 GEV14000 0.484 0.422 
1.0 28.0 1000 G 350 GEL28000 1.020 0.940 GEV28000 0.734 0.672 
1.0 42.0 1000 G 250 GEL42000 1.235 1.155 GEV42000 0.938 0.875 
1.0 60.0 1000 G 250 GEL60000 1.480 1.400 GEV60000 1.188 1.125 
1.0 90.0 1000 G 250 GEl90000 2.080 2.000 GEV90000 1.781 1.734 

HI-RANGE GLASS 

1.0 16.0 1000 G 750 GFU6000 0.780 0.700 GFV16000 0.484 0.422 
1.0 36.0 1000 G 550 GFL36000 1.020 0.940 GFV36000 0.734 0.672 
1.0 52.0 1000 G 350 GFL52000 1.235 1.155 GFV52000 0.938 0.875 
1.0 75.0 1000 G 250 GFl75000 1.480 1.400 GFV75000 1.188 1.125 
1.0 120.0 1000 G 250 GFL12100 2.080 2.000 GFV12100 1.781 1.734 

PANEL MOUNTING SEALED PANEL MOUNTING 
D·C Min. Temp. Length 

D·C Min. Temp. A Capacitance Voltage Quality Char. A 
I Capacitance Voltage Quality Char. +0.047 Range in pF Rating Factor (See Cat. No. ±0.031 -+- -0.031 

02;0 I ~ I 
-~.--~ Range in pF Rating Factor (See Cat. No. Min. Max. (Volts) Q Table) Figure 3B In. QJ§1 

-----'--..l....- Min. Max. (Volts) Q Table) Figure 3A In. 

I ---l. NO. 10-.32 
STANDARD GLASS 

UNf-2A STANDARD GLASS 
I- -A o.2&r-J 0.8 4.5 750 500 J GGR4R500 0.359 

0.8 4.5 750 500 J GGP4R500 0.297 0.8 8.5 1250 500 J GGR8R500 0.594 
Figure 3A 

0.8 8.5 750 500 J GGPBR500 0.547 0.8 12.0 1250 500 H GGRI2000 0.B12 
0.8 12.0 750 500 H GGP12000 0.750 0.8 18.0 1250 500 H GGR18000 1.062 
O.B 18.0 750 500 H GGP18000 0.984 0.8 30.0 1250 350 H GGR30000 1.656 
0.8 30.0 750 350 H GGP30000 1.594 

HI-RANGE GLASS 
HI-RANGE GLASS 

GHR5R500 0.359 .- .- 0.8 5.5 750 1000 J -I-- NO 22 AWe;. ExCEPT 
0.8 5.5 750 1000 J GHP5R500 0.297 0.8 11.0 1250 900 J GHRllOOO 0.594 I.-~MIN -'''~~ ~ UNITS 0359 LONG 
0.8 11.0 750 900 J GHPllOOO 0.547 0.8 16.0 1250 800 H GHR16000 0.812 ~SLOT 

~[I I I .. oO~~1 ~ ~~ 0.8 16.0 750 800 H GHP16000 0.750 0.8 23.0 1250 700 H GHR23000 1.062 
0.8 23.0 750 700 H GHP23000 0.984 0.8 38.0 1250 500 H GHR38000 1.656 

. ,,--'-- T 0.8 38.0 750 500 H GHP38000 1.594 
--'---

I U1 '-NO. 10-32 QUARTZ 
: UNF-ZA. QUARTZ 

~ A ----<-!ill'.- 8& &m 0.6 1.8 750 1500 Q GQRIR800 0.359 
_.--'- 0.6 1.8 730 1500 Q GQPIR800 0.297 0.6 5.5 1250 1500 Q GQR5R500 0.625 0.17~ 

0.171 0.6 5.5 750 1500 Q GQP5R500 0.547 0.6 9.5 1250 1500 Q GQR9R500 1.062 
SUGGESTED F>A.~L 0.6 9.5 750 1500 Q GQP9R500 0.984 0.8 16.0 1250 1500 Q GQR16000 1.656 

Figure 38 
MOUNTING HOLE 0.8 16.0 750 1500 Q GQP16000 1.594 

Copyright 1978 .• Sprague Electric Company IND-ll O-EFAB Sizes subject to change without notice. 
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PISTONCAp® PRECISION TRIMMER CAPACITORS, continued 

EXPANDED RANGE PANEL MOUNTING 

t-K).10-32 
UNF-2A 

: i t:t8ffi 
t ) %.:~ 

~ A -----.+00-0.281-_ 

Capacitance 
Range in pF 
Min. Max. 

1.2 10.0 
1.0 14.0 
1.0 28.0 
1.0 42.0 
1.0 60.0 
1.0 90.0 

1.2 16.0 
1.0 16.0 
1.0 36.0 
1.0 52.0 
1.0 75.0 
1.0 120.0 

E:xCEPT 
0.1:;'6 

FOR esc UNITS SUGGESTED 'PANEL 

MOUNl"\NG HOLE 

Figure 3C 

D·C Minimum Temp. A 
Voltage Quality Char. ± 0.031 
Rating Factor (See Cat. No. 
(Volts) Q Table) Figure 3C 

STANDARD GLASS DIELECTRIC 

500 
750 
750 
750 
750 
750 

500 
500 
350 
250 
250 
250 

y 
G 
G 
G 
G 
G 

GSG006 
GEP14000 
GEP28000 
GEP42000 
GEP60000 
GEP90000 

HI-RANGE GLASS DIELECTRIC 

500 
750 
750 
750 
750 
750 

750 
750 
550 
350 
250 
250 

y 
G 
G 
G 
G 
G 

GSG007 
GFP16000 
GFP36000 
GFP52000 
GFP75000 
GFP12100 

EXPANDED RANGE 
SEALED PANEL MOUNTING 

In. 

0.266 
0.375 
0.609 
0.828 
1.078 
1.672 

0.312 
0.375 
0.609 
0.828 
1.078 
1.672 

Figure 3D SuGGESTED 'PANEL 
MOUNTING HOLE 

D·C Min. Temp. Length 
Capacitance Voltage Quality Char. 

A Range in pF Rating Factor (See Cat. No. ±0.031 
Min. Max. (Volts) Q Table) Figure 3D In. 

STANDARD GLASS 

1.0 14 1000 500 G GER14000 0.469 
1.0 28 1000 350 G GER28000 0.703 
1.0 42 1000 250 G GER42000 0.922 
1.0 60 1000 250 G GER60000 1.172 
1.0 90 1000 250 G GER90000 1.766 

HI-RANGE GLASS 

1.0 16 1000 750 G GFR16000 0.469 
1.0 36 1000 550 G GFR36000 0.703 
1.0 52 1000 350 G GFR52000 0.922 
1.0 75 1000 250 G GFR75000 1.172 
1.0 120 1000 250 G GFR12100 1.766 

Copyright 1978. Sprague Electric Company' 

EXTENDED-SCREW, %" DlA. MOUNTING BUSHING 

Mm. 

0.5 
0.8 
0.7 
0.8 
O.B 
O.B 

0.5 
O.B 
O.B 
O.B 
1.0 
1.0 

0.7 
O.B 
0.8 

0.6 
0.6 
0.8 

0.7 
0.6 
0.8 
9.0 

0.7 
0.6 
0.8 
O.B 

T- 1,4-32 UNEf-2A, 

1.500 MIN. HEX NUT .l.- lOCKWA'HER1 0.22' 

~I~O 11 m~:--~~D 4-48 

l ~:'24t1 
TYPES GGW. GHW. GSG904 THRU 906 

I 14·28UNF·2Al ! 
1.500 MIN. HEX NUT i .l.- LOCKWA5HER i 0 2 

, .25 0.020 "'0.005 SLOT 0.234 

J i to,005 r C,020 DEEP lo;m 
rlrC'T---r-"1l..J[ll,lLL,../ N,. 4-48 -1 MIN. I . 

f'tl ~,~m '"' ~~c ~crl~ 
SUGGESTED PANEL 
MOUNTING HOLE 

TYPES GQW, GSG900 THRU 903, AND GSG907 THRU 910 

Cap. 
Range 
in pF 

Max. 

3.0 
8.5 
9.0 

12.0 
IB.O 
300 

4.5 
11.0 
13.0 
17.0 
24.0 
40.0 

9.0 
18.0 
30.0 

5.5 
9.5 

16.0 

4.5 
6.0 

10.0 
21.0 

9.0 
14.0 
18.0 
30.0 

SPECIFICATIONS 

Wire Size: Operating Temperature Range: 
-55'C to +125'C (Glass) 
-55'C to +150'C (Quartz) 
Voltage Rating: 750 Volts D·C 

No. 22 AWG 
Except GGW3ROOO 
No. 24 AWG 

Temp. Mm. 
Length Q Coeff. 

at 20 MHz in ppmj'C Model Ai.031 

STANDARD GLASS 

500 ±50 GGW3ROOO 0.484 
500 + 75 GGW8R500 0.578 
500 ±75 GGW9ROOO 0.656 
500 ± 100 GGWl2000 0.765 
500 ± 100 GGWIBOOO 1.000 
500 + 100 GGW30000 1.594 

HI-RANGE GLASS 

1000 i 100 GHW4R500 0.484 
900 + 100 GHWI1000 0.578 
900 ± 100 GHWI3000 0.609 
BOO ± 100 GHWI7000 0.765 
700 ± 100 GHW24000 1.000 
500 + 100 GHW40000 1.594 

STANDARD GLASS - SPECIAL TEMP. COEFL' 

500 +400± 100 GSG904 0.656 
500 +400± 100 GSG905 1.000 
500 +400± 100 GSG906 1.594 

QUARTZ (C ~ 0.250 DIA. TUBE) 

1500 +50. -0 GQW5R500 0.563 
1500 +50, -0 GQW9R50C 1.000 
1500 +90, -0 GQWI6000 1.594 

QUARTZ (C ~ 0.250 DIA. TUBE)" 

1500 +50. -0 GSG907 0.438 
15CO +50. -0 GSG90B 0.625 
1500 +50. -0 GSG909 1.000 
1500 +50, -0 GSG910 1.594 

STANDARD GLASS (C ~ 0.250 DIA. TUBE)' 

500 +0. -150 GSG900 0.656 
500 +0, -150 GSG901 1.000 
500 +0, -150 GSG902 1.000 
500 +0. -150 GSG903 1.594 

Screw 
Extension 

B Max. 

0.625 
0.625 
0.656 
0.750 
0.B43 
1.141 

0.625 
0.625 
0.625 
0.750 
0.812 
1.125 

0.797 
0.938 
1.250 

0.765 
0.891 
1.250 

0.546 
0.906 
0.891 
1.000 

0.765 
1.000 
0.953 
1.250 

'"The "GSC" model prefl~ signifies a special deSign. Part numbers for these deVices are assigned sequen\lally and are not 
In accordance With the standard part numbering system. 

IND-l11-EFAB Sizes subiect to change without notice. 
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FILMTRIM® TRIMMER CAPACITORS 
Qd! MA)( 

0098 _787_ 

Q.2<!.~'" ;'j "A@-----r-• 1.04 Q O.~'5 
t -'0 851 

t j 
- °i~49:. SLOT ---

_ 03~;; _ "H" MAX. _ °O~:'4 WIDE 

°OOi,20EEP 
~DIA 

j ';"304, 

° 0 0200 t~ 0':00 
5:oa .-~ OIA 5:(58 

a (2 HOLES) 0-..t:- • 
t MOO 02 ~'~~DIA ---'- i.~9 OIA 1.30 

.!!!Q!L.Q£.~WHERE REO'O) 
STANDARD IDOl 

RECOMMENDED MOUNTING 

8 mm TOP MOUNT 

~~':,,. I.~i; .A~ 

~!~. ":,~ 
L_ .~~: ',60 j 

0i.'~ 249 t 
. t - -I-- "H" MAX. __ o~5~~WtDE -11-~ TYP. 

1- 0.61 1.04 

°O~~OEEP ]- 07.~99'j: 

00;", .. 
'J--_2.'49 

"'C.Oljl "'i":3Q0IA.(3 HOLES) 

RECOMMENPE 0 MOUNTING HOLES 

8 mm SIDE MOUNT 

RECOMMENDED MOUNTING HOLES 

10 mm TOP MOUNT 

0.400 

I ~~~A "'""- o:"~~ 
2:!!1 f-102~ t 
4'0 

-,-~~ MAX _i~~~~DE I-II .. ~ g:1 TYP 

_2..ill_ ~DEEP l 
-*--0 1001 

0.197 

~o 
t '-~DlA (3HOLESI 

10 mm SIDE MOUNT 
Copyright 1978, Sprague Electric Company 

• Teflon'''', Polypropylene, Polycarbonate 
Dielectrics . 

• Highly Resistant to Humidity. 

• Very Wide Capacitance Ranges. 

• Low Cost for Commercial/Industrial 
Applications. 

• All Models Tune from Both Sides. 
• Compact, Conserves Board Space. 

• Most Stable TCC for Size. 
• Special Modifications and Variations 

Available. 

Capacitance 
Catalog Number Range Temp. Coeff. Qct Torque H Color of 

Top Mount Side Mount Min. Max. ;n ppm;>C I MHz Oz.-In. Max. Disc 

B mm TEFLON 
GXA5R500 GXB5R5oo 1.4 5.5 0, '300 1600 .30/2.2 0.422 Grey 
GXA9RooO GXB9ROOO 2.0 9.0 0, '300 2500 .30/2.2 0.422 Yellow 
GXAIBOOO GXBIBOOO 2.3 lB.O 0, '250 3300 .35/2.6 0.422 Green 
GXA27oo0 GXB27000 2.5 27.0 -50, '150 4000 .35/2.9 0,422 Red 
GXA36oo0 GXB36000 3.5 36.0 -50, '150 5000 .40/3.5 0.4B9 Violet 
GXA45OO0 GXB45000 4.0 45.0 -50, '150 5000 .40/4.0 0.489 Orange 

8 mm POLYPROPYLENE 
GYA5R500 GYB5R500 1.4 5.5 +100, ±SOD 1250 .30/3.5 0.422 Grey 
GYAlOOOO GYB10000 2.0 10.0 +100, '300 1250 .40/4.0 0.422 Yellow 
GYA22000 GYB22000 2.3 22.0 +100, .250 1600 .40/4.0 0.422 Green 
GYA27000 GYB27000 2.3 27.0 +100, .250 1600 .40/4.0 0.422 Red 

8 mm TEFLON HIGH TEMPERATURE 
GXE5R500 N/A 1.0 5.5 -50, '150 2000 .40/3.5 0.422 Orange 
GXE9ROOO N/A 1.0 9.0 -50, ±150 2000 .40/3.5 0.422 Grey 
GXEI8000 N/A 1.5 IB.O -50, '150 2500 .40/3.5 0.422 Red 

10 mm TEFLON 
GXC13OO0 GXDI3OO0 2.0 13.0 0, >300 1600 .30/3.0 0.422 Blue 
GXC26oo0 GXD26000 3.0 26.0 0, ±250 2000 .35/4.0 0.422 Green 
GXC38oo0 GXD38oo0 4.0 38.0 -50, .200 2500 .35/4.0 0.422 Grey 
GXC60000 GXD6ooo0 5.5 60.0 -50, ±150 3300 .35/4.0 0.4B9 Yellow 
GXC75OO0 GXD75000 6.5 75.0 -50, ±150 5000 .35/4.0 0.489 Red 

lOmm POLYPROPYLENE 
GYC2oo00 GYD20000 2.5 20.0 +400, MOO 1250 .40/4.0 0.422 Green 
GYC40000 GYD4ooo0 3.0 40.0 +300, .250 1600 .40/5.0 0.422 Grey 
GYC65OO0 GYD65OO0 3.5 65.0 +250, ±2oo 2000 .40/5.0 0.422 Yellow 

lOmm POL YCARBONATE 
GZC70000 GZD70oo0 10.0 70.0 0, ±250 200 .40/5.0 0.4B9 Red 
GZC90000 GZD9OO00 12.0 90.0 0, ±250 200 .40/5.0 0.489 Violet 
GZC12100 GZDI2100 14.0 115.0 0, ±250 250 .55/5.5 0.489 Orange 

10mm TEFLON HIGH TEMPERATURE 
GXF25000 N/A 3.0 25.0 0, '150 3300 .70/4.0 0.422 Grey 
GXF40000 N/A 4.0 40.0 0, '150 3300 .70/4.0 0.422 Yellow 
GXF60000 N/A 5.0 60.0 0, '150 3300 .70/4.0 0.489 Blue 

16 mm POL YCARBONATE 

GZH80000 GZJ80000 7.0 BO.O +50, ±SOD 400 .40/4.0 0.418 Green 
GZH13100 --- B.O 125.0 0, '350 330 040/5.5 0.446 Red 
GZN12100 GZP12100 7.0 120.0 -200, MOO 330 .40/5.5 ----- Red 
GZN16100 GZP16100 B.O 160.0 -175, .325 330 .40/6.2 ----- Violet 
GZN20100 GZP20Ioo 9.0 200.0 -150, .250 330 .50/7 .0 ----- Oronge 
GZN30100 GZP30100 18.0 300.0 0, '250 330 .70/5.5 ----- Grey 

All dimensions are in inches/millimetres. 
Unless otherwise specified, the tolerance on all dimensions of 0.100" or less is ±O.005 ", 
on dimensions of 0.101" or greater, tolerance is ±0.016". 

2..l1§O!Ali 2:.§!QL '" j - !5.49--

~g:[ft'jm -~; t 
,-, 0·700 

17.78 

~.I;~ i-!O.09S' _ ~ . ..L. 
r,T, I, ",,-' 
i0:661-1 SLOT ~.~!IWIDE 
'i6.19 MAX• 0 O~9 

~D£EP 

I --
<Cm 0 :.)~02..!a 
~ ) .. 96

0IA t ' 0 {MOD. 01) 

_ 0.591 __ D 051 
I 15.01 'T5O DIA. 

RECOMMENDED MOUNTING HOLES 
I) HOLES} 

16 mm TOP MOUNT 
IND-112-EFAB 

~~g619 0 0 

__ P-295,_ 
749' 

RECOMMENpED MOIJNTING 

llllill 

16 mm SIDE MOUNT 
Sizes subject to change without notice 
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MINIATURE CERAMIC TRIMMER CAPACITORS 
• Printed Circuit Mounting Type • Low Cost for Industrial and 

Commercial Applications 
• Operating Temp. Range: 

-55°C to +85°C 
• Insulation Resistance: 

103 Megohms Min. at +25°C 
• Compact Form Factor Conserves 

Mounting Space • Variety of Mounting Configurations • Voltage Rating: 250 Volts D-C • Driving Torque: 
0.5 to 2.5 ounce·inches (Types A-F, R,T) 
0.4 to 2.0 ounce-inches (Type U) • Straight line Capacitance Curve • Snap Fit in Printed Circuit Board • Dielectric Strength: 500 Volts D-C 

Cap. Min. Temp.* Cap. Min. Temp.* 
Range Q Coeff. Cat. Color Range Q Coeff. Cat. Code 

Min. Max. at 10 MHz in ppm/oC No. Code Min. Max. at 10 MHz in ppm/oC No. Color 

1.5 4.0 300 NPO±250 GKU4ROOO Black 5.0 25.0 200 -1400±700 GKU25000 Purple 

2.0 6.0 300 NPO±200 GKA6ROOO Red 4.0 30.0 300 -750±250 GKA30000 Orange 
GKB6ROOO GKB30DDO 
GKC6ROOO GKC30000 
GKD6ROOO GKD30000 
GKR6ROOO GKR30000 
GKT6ROOO GKT30000 

2.0 6.0 300 -100±200 GKU6ROOO Red 5.1 40.0 200 -1400±SOO GKMOOOO Brown 
GKB40000 

2.0 10.0 300 NPO±200 GKA10000 None GKC40000 
GKBlOOOO GKD40000 
GKC10000 GKR40000 
GKD10000 GKT40000 
GKR10000 
GKTlOOOO 5.1 50.0 200 -1400±SOO GKA50000 Green 

GKB50000 
2.S 10.0 300 -600±300 GKUIOOOO None GKC50000 

3.3 18.0 300 -SOO±300 GKU18000 Blue 
GKD50000 
GKR50000 

2.5 20.0 500 -450±200 GKA20000 Blue GKT50000 
GKB20000 6.0 60.1} 200 -1400±800 GKE60000 Pink 
GKC20000 GKF60000 
GKD20000 
GKR20000 6.0 70.0 200 -1400±SOO GKE70000 Gray 
GKT20000 GKF70000 

£[ o.'!, II; ~ ~ ~~_ .. ~~oL ~ .~ 0.315 

'or~ ~STAfuR o.~71 
~O.028 -

"OZ, ~ STATOR '{. 0.071 

.-~. t--~o~~~o --
R~TO;--

O.020xO.028SL(lT 
~O.020XO.028SLOl .----- 0.010 x Q.028SLQl 

O.3~S 015 ..c ~ D _i~TOR 

"L TYPE M ... r- '--0 0.340 

~>TOR ! ~ (-
TYPE "l i 

0.071 0.176 TYPE 
0.110 GKA GKB 3ff~ 

GKC r 0.079 ' 0.110 

f--O.640 *0.040 ~ 0.079 ~o.", _ 
_ 0.240_ 

...'!iii!:O'O"'O'O"SLOTIT~ 
o,:,r~ 11 @:T ,J,,~ o,~,@~ ~ ~ -t ritl3 tel .oj' ~ T T -;Jg 'O.02'\Y' .- -- - 0.315 -'T STATOR t "'OZ'~, -r STATOR 

~'!"~ ROTOR' 

O.02(l x 0.028 SLOT 
Q.(l20xO.028SLOT 

!D.mo 

,T.-~~ 

i~ ijfJ 
0.240 

I~[ 0.110 ROTOIi I 

TYPE 0.110 ROTOR TYPE 0,110, 
~ ... , 

0.019 TYPE ~ .-~' GKD 0.079 _0.350 GKE 0.315 0.240 GKF " .. 
~ STATOR 

n 1:""'*'~ -----L-.I· -I 0.230 'M'h ±C.OIO 

I~~~ J~ ~~ ",M (j) ~ ±0.012 0.040 
-,-- ±O.OOS 

I-,.,~ r-~,oOle~lol 0.020 x 0.020-1 j.- 0.118 

i[t~;r ~ 
SLOT 0.047DIA 0.217 ±O.020 

+=. ~,::: 
ROT~R (2 HOLES) MAX. 

'~:' I ~" TYPE TYPE (L-ciT TYPE .lJ .-- GKR GKT 0.200 SUGGESTED GKU I I l. MTG. HOLES 
. IIOTOII 0010 'M'-j>- . 

__ 0 
1 0011 

01)81---t--om~Ootol.oOlt STATOR 

'Temp. coefficient measured over range of -20oe to + 70 0 e for Types A·F, R,T, and -25°e to +85°e for Type U. IND-113-EFAB Sizes subject to change without notice. 
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SPRAGUE A-C CAPACITORS 
TYPE AB MOTOR·STARTING ELECTROLYTIC CAPACITORS 

• Designed for intermittent duty cycles in motor
starting applications. 

• Housed in molded phenolic cases for protec
tion against moisture, dirt, and grease. Will 
not deteriorate in humid atmosphere, as with 
cardboard·encased capacitors. 

• Universal terminals for use with quick-connect 
connectors. Terminals also have notches and 
eyes for wrapping leads if to be soldered. 

I'F Catalog I'F 
Min.-Max. D. x l. Number Min.-Max. 

125 VOLTS A-C. 60 Hz 270-324 
At 125 volts a-c .•• 120.000 starts minimum 324-388 

with two ~-second starts ~er minute 340-408 
21-25 1'/" x 2% AB-1201 378-440 
25-30 1'l'1. x 2% AB-1202 400-480 
30-36 1'1" x 2% AB-1203 430-516 
38-46 1'1" x 2% AB-1204 

460-552 43-53 I'll. x 2~ AB-1205 
540-648 

I'll. x 2% AB-1207 590-708 53-64 
705-845 64-77 FII. x 2% AB-1208 

72-88 I'll. x 2% AB-1209 800-920 
88-108 1'1" x 2% AB-12lO 1000-1200 

• Operating temperature range, -30°C to 
+65°C. 

• Only a single end cap and clip-type bracket 
are needed for easy mounting on any mod
ern motor. 

• 2 clip-on terminal adapters included with 
each capacitor, for attaching lead wires with
out soldering. 

• For complete technical data, see latest issue 
of Engineering Bulletin 4000. 

Catalog I'F 
D. x l. Number Min. Max. D. x l. 

I'll. x 3% AB-1240 243-292 113/" x 4% 
113/" x3% AB-I242 270-324 1'o/i, x 4% 
1'o/i. x 3% AB-I243 340-408 2Y" x 4% 
113/" x 3% AB-1246 378-440 2Y" x 4% 
I'VI6 x 3% AB-1249 400-480 2Y" x'4% 
1'0/" x 3% AB-1252 250 VOLTS A-C, 60 Hz 

Catalog 
Number 
AB-1637 
AB-1640 
AB-I643 
AB-1646 
AB-I649 

11311. x 3% AB-1255 
At 250 volts a-c ••• 40.000 starts minimum 

with forty I-second starts per hour 
11311. x 4% AB-1258 
1'0/16 x 4% AB-1261 21-25 1'/16 x 2% AB-2501 

2'/" x 4% AB-1262 25-30 1\-16 x 2~ AB-2502 
30-36 1'116 x 3% AB-2503 2VI. x 4% AB-1263 36-43 1\-16 x3% AB-2504 2'/" x 4% AB-1265 43-53 1\-16 x 3% AB-2505 

I'F Catalog 
Min.-Max. D. x l. Number 

189-227 2Y'6 x4% AB-2528 
216-259 2%. x4% AB-2531 
233-280 2%6 x4% AR-2532 
280-333 2'1" x 4% AB-2533 

-330 VOLTS A-C. 60 Hz 
At 330 volts a-c ..• 40.000 starts minimum 

with forty I-second starts per hour 
21-25 1\-1, x 3% AB-3201 
25-30 1\-16 x 3% AB-3202 
30-36 }131I. x 3% AB-3203 
36-43 1'3/" x 3% AB-3204 
43-53 Jlo/i, x 3% AB-3205 

165 VOL TSA,C. 60 Hz 53-64 l'o/i, x 4% AB-3207 
47-56 1'1" x 3% AB-2506 64-77 1'3116 x 4% 108-130 1\-16 x 2% AB-1213 At 165 volts a-c ..• 60.000 starts minimum 
53-64 l'o/i6 x 3% AB-2507 72-88 124-149 I'll. x 2% AB-1216 with one I-second start per minute 
64-77 1'o/i6 x 3% AB-2508 88-108 130-156 1\-16 x2% AB-1219 108-130 1'1" x 3% AB-1613 

145-175 I'll. x 2% AB-1222 124-149 1'/16 x 3% AB-1616 72-88 jlo/i6 x 3% AB-2509 
108-130 161-193 1\-16 x 2% AB-1225 130-156 1'3116 x 3% AB-1619 88-108 1'o/i6 x 4% AB-251O 
124-149 

1'1" x2% AB-1228 145-175 jlo/" x 3% AB-1622 
108-130 jl31I. x 4% AB-2512 130-156 

189-227 124-149 jl3/" x 4% AB-2516 
200-240 1\-16 x2% AB-1230 161-193 1"116 x 3% AB-1625 130-156 jI%6 x 4% AB-25l9 145-175 
216-259 I'll. x 3% AB-1231 189-227 jlo/" x 3% AB-1628 161-193 
233-280 1'1" x 3% AB-1234 216-259 1'%6 x 3% AB-1631 145-175 2'11. x 4% AB-2522 189-227 
243-292 1\-1. x 3% AB-1237 233-280 jl31I6 x 4% AB-1634 161-193 2Y" x 4% AB-2525 216-259 

TYPE OV ECCOL ® OVAL-CASE MOTOR-RUN 
• Feature a non-toxic biodegradeable impregnant. 

• Dependable. small-size. low-cost a-c capacitors de
veloped specifically for use where an alternate to 
capacitors containing PCB (askarel) impregnant is 
or will be required. 

• For use in refrigeration and air conditioning equip
ment. phase-splitting and power factor correction 
applications, stabilizing transformers, similar gener
al purpose a-c applications. 

• Have internal current interrupter designed to discon
nect capacitor element if excessive pressure should 
develop inside case. 

",F L. x W. x H. 

370 VOLTS A-C, 60 Hz 

3 2%2 X 10/16 x2 
4 2%2 x 10/16 x2% 
5 2%2 x 10/16 x2Va 
6 2%2 x 1%6 x3Ys 
7.5 2%2 x 10/16 x3Va 

10 2%2 x 10/16 X 4% 
15 22%2 x 12%2 X 4~ 
17.5 22%2 x 12%2 X 4% 

20 22%2 x 12%2 X 4 % 
25 22%2 x 12%2 X 5Va 
30 321h2 X 131h2 X 4% 
35 321h2 X 131/32 X 5l1z 
40 321h2 X 131h2 X 6% 
45 321h2 X 131h2 X 7l1z 
50 321h2 X 137'32 X 8~ 

440 VOLTS A-C, 60 Hz 

2 2%2 X 10/16 X 1% 

• High-purity aluminum foil, controlled quality Kraft 
paper of uniform thickness and density, and drawn 
seamless can with steel cover, double-rolled to pro
vide leakproof enclosure. 

• Universal terminals for use with female quick-con
nect terminations found on wiring harnesses. Ter
minals have notches and eyes for wrapping leads if 
connections are to be soldered. 

• For complete technical data, see latest issue of 
Sprague Engineering Bulletin 4551. 

Cat. No. ",F L. x W. x H. 

3 2%2 X 10/16 x2~ 
4 2%2 x 10/16 x2% 

OV-3030A 5 2%2 x 10/16 x3~ 
OV-3040A 7.5 2%2 xl 0/16 x 4% 
OV-3050A 10 229/32 x 12%2 X 30/8 
OV-3060A 12.5 22%2 x 12%2 X 4% 
OV-3075A 
OV-3100A 15 220/32 x 12%2 X 4 Va 
OV-3150A 17.5 22%2 x 12%2 X 5 Va 
OV-3175A 20 22%2 X 12%2 X 6% 

OV-3200A 
25 22%2 x 12%2 X 6Va 
30 321h2 x 137'32 X 6 Va 

OV-3250A 35 321h2 x 137'32 X 8~ 
OV-3300A 40 321h2 x 137'32 X 9~ 
OV-3350A 
OV-3400A 660 VOLTS A-C, 60 Hz 
OV-3450A 1 2%2 x 10/16 X 2 OV-3500A 2 2%2 x 1%6 X 2% 

3 2%2 xl %6 x 3l1z 
4 2%2 xl0/16 X 4~ 

OV-4020A 5 229/32 x 12%2 X 3~ 

AB-3208 
2'11. x 4% AB-S209 
2VI6 x 4% AB-321O 

2%. x4% AB-3213 
29116 x4% AB-3216 
2%, x4% AB-3219 

2%. x4% AB-3222 
2'1" x 4% AB-3225 
2%, x4% AB-3226 
2'116 x 4% AB-3227 

Cat. No. 

OV-4030A 
OV-4040A 
OV-4050A 
OV-4075A 
OV-4100A 
OV-4125A 

OV-4150A 
OV-4175A 
OV-4200A 
OV-4250A 
OV-4300A 
OV-4350A 
OV-4400A 

OV-6010A 
OV-6020A 
OV-6030A 
OV-6040A 
OV-6050A 

Copyright 1973, Sprague flectric Company IND-114-EFAB Sizes subiect to change without notice. 
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SPRAGUE MOUNTING 
HARDWARE 

MOUNTING HARDWARE 
FOR TYPE AB CAPACITORS 

MOUNTING CLAMPS 
FOR TYPE OV CAPACITORS 

SAFETY BOOTS FOR TERMINALS 
OF MOTOR-RUN CAPACITORS 

• Plastic end caps. • Plated steel brackets. • For oval capacitors. • Plated steel . 
Oil· resistant neoprene rubber covers for terminal as· 
semblies of Type OV capacitors, a safety feature de· 
sirable in appliance applications. Capacitor Size Catalog Number 

FIJ6D. 
J1!16D. 
113/16D. 
1"/16D. 

2VJ6D. 
21/16D. 
2o/16D. 
2o/16D. 

END CAPS 

ABC-1 (lead hole at top) 
ABC-2 (lead hole at bot.) 
ABC-3 (lead hole at top) 
ABC-4 (lead hole at bot.) 

ABC·5 (lead hole at top) 
ABC·6 (lead hole at bot.) 
ABC·7 (lead hole at top) 
ABC·g (lead hole at bot.) 

MOUNTING BRACKETS 

FIJG D. x 2% L. ABB-1 
1'116 D. x 3% L. ABB-2 
[I 3/16 D. x 3%L. ABB-2 

[l3/I6D. x 4%L. 
211J6 D. x 4% L. 
2'1i6 D. x 4%L. 

ABB-3 
ABB-3 
ABB-3 

Capacitor Size 

2'h2 W. X 1'l'\6 T. 
2%2 W. X 1'/16 T. 
22%2 W. X 12%2 T. 
321/32 W. X [31/32 T. 

Catalog Number 

OPC·I 
OVC-l 
OVC-3 
OVC-4 

SCREW ADAPTERS 
FOR MOTOR-START CAPACITORS 

Clip·on terminal adapters, equipped with screws, for 
making lead wire connections without soldering. 

Catalog Number ............................... 4-10-14 

Catalog Number ................................. RG-1 

BLEEDER RESISTORS 

Cat. No. 2BR·1530 for Type AB motor·start capacitors. 
Cat. No. IBR-2240 for Type OV, motor-run units. 
Reduce surge voltage feedback, bleed capacitor voltage 
to safe level after power is turned off. 5 to a box. 

Catalog Number 

2BR-1530 
IBR·2240 

Ohms 

15,000 
220,000 

Walts 

2 
1 

S P RAG U E SEMICONDUCTORS 

Sprague makes available a broad line of semiconductors through its network of franchised semiconduc
tor distributors, strategically located in major electronic areas throughout the country. Substantial 
stocks of the product lines mentioned here assure you of prompt delivery in production quantities at 
factory prices. 

• Plastic-Molded Silicon Transistors • Interface Integrated Circuits • Silicon Zener Diodes 

• Metal-Encased Silicon Transistors • Linear Integrated Circuits • Voltage-Variable Diodes 

• Metal-Encased Germanium Transistors • CMOS Integrated Circuits • Operational Amplifiers 

• DIP Transistor Arrays • Hall Effect Integrated Circuits • DIP Schmitt Triggers 

FOR DESCRIPTIVE DATA, SEE LATEST ISSUE OF SEMICONDUCTOR SHORT-FORM CATALOG IND-843. 

Copyright 1973, Sprague Electric Company' IND·EEM-79 ·EFAB Sizes subiect to change without notice 
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FILMISTOR® CARBON-FILM RESISTORS 

• ± 5% resistance tolerance ... most conventional carbon-composition units have a 
± 10% tolera nee. 

• 80% greater stability with temperature change than conventional carbon-composition 
resistors. 

• 4 times the shelf life of lower-quality carbon-composition resistors. 

• Moisture resistance, temperature coefficient, noise, overload, and load-life characteristics 
are far superior to those of carbon-composition resistors. 

• All of the most popular resistance values from 10 ohms to 10 megohms. 

• Available now in 14, Yz, 1, and 2 watt ratings. 

Catalog Number Catalog Number 

Ohms 14 WATT \.1 WATT 1 WATT 2 WATTS Ohms 14 WATT \.1 WATT 1 WATT 
.091" O. .ISO" O. .268" O. . 354" O. .091" O. .ISO" O . . 268" O. 
. 260" L. .398" L. .622" L. .945" L. .260" L. .398" L. .622" L. 

.5 RA-RSOS RB-RSOS -- -- 330 RA-33l5 RB-33IS RC-33IS 
1.0 RA-1ROS RB-1ROS -- -- 360 RA-361S RB-36IS RC-36IS 
1.2 RA-1R25 RB-1R25 -- -- 390 RA-391S RB-3915 RC-3915 

1.5 RA-1RSS RB-1R55 -- -- 430 RA-43l5 RB-4315 RC·4315 

1.8 RA-1R8S RB·1R85 -- -- 470 RA:47l5 RB·4715 RC·47l5 

2.2 RA·2R25 RB-2R25 -- -- 510 RA·5ll5 RB·5ll5 RC·5115 

2.7 RA-2R75 RB-2R75 -- -- 560 RA·5615 RB·5615 RC·5615 

3.3 RA-3R35 RB·3R35 -- -- 620 RA·621S RB·6215 RC-62IS 

3.9 RA·3R95 RB-3R95 -- -- 680 RA·68IS RB-6815 RC·681S 

4.7 RA·4R7S RB-4R75 
750 RA-75!5 RB·7S1S RC·7SIS -- -- 820 RA·82lS RB·821S RC·821S 

5.6 RA·SR6S RB·SR6S -- 910 RA·9!l5 RB-9!lS RC·9115 --
6.2 RA·6R2S RB-6R25 -- -- 1000 RA·102S RB·I02S RC·102S 6.8 RA-6R8S RB·6R8S -- --
7.5 RA-7R5S RB-7R55 -- -- 1100 RA·ll2S RB·ll25 RC·ll25 

1200 RA·1225 RB·1225 RC·122S 
8.2 RA·8R25 RB-8R25 -- -- 1300 RA·!325 RB·1325 RC·132S 
9.1 RA·9R15 RB-9R15 -- -- 1500 RA·!52S RB-!525 RC·IS2S 

1600 RA·162S RB-162S RC-162S 
10 RA·1005 RB·I005 RC·I005 RO·IOOS 1800 RA·1825 RB·1825 RC·1825 
11 RA·1I0S RB·1I0S RC·1I0S RO·1I0S 
12 RA·120S RB·120S RC·120S RO·120S 2000 RA·2025 RB-202S RC·2025 
13 RA·1305 RB·1305 RC·1305 RO·1305 2200 RA·2225 RB-2225 RC·2225 
15 RA-1505 RB-1505 RC-1505 RO-1505 2400 RA-2425 RB-2425 RC-2425 

2700 RA-2725 RB-2725 RC-2725 
16 RA-1605 RB-1605 RC-1605 RO-1605 3000 RA-3025 RB-3025 RC-3025 
18 RA-1805 RB-1805 RC·1805 RO·1805 
20 RA·2005 RB·2005 RC·2005 RO·2005 3300 RA·3325 RB-3325 RC·3325 
22 RA·2205 RB·2205 RC·2205 RO·2205 3600 RA·3625 RB·3625 RC·3625 
24 RA·2405 RB·2405 RC·2405 RO·2405 3900 RA·3925 RB·3925 RC·3925 

4300 RA·4325 RB·4325 RC·432S 
27 RA-2705 RB·2705 RC·2705 RO-2705 4700 RA-4725 RB·4725 RC·4725 
30 RA·3005 RB·3005 RC·3005 RO·3005 
33 RA-3305 RB-3305 RC-3305 RO-3305 5100 RA-5f25 RB-5125 RC·5125 
36 RA-3605 RB-3605 RC-3605 RO·3605 5600 RA-5625 RB-5625 RC-5625 
39 RA-3905 RB-3905 RC-3905 RO-3905 6200 RA-6225 RB-6225 RC-6225 

6800 RA-6825 RB-6825 RC·6825 
43 RA-4305 RB-4305 RC-4305 RO-4305 7500 RA-7525 RB-7525 RC·7525 
47 RA-4705 RB-4705 RC-4705 RO-4705 8200 RA-8225 RB-8225 RC-8225 
51 RA-SIOS RB-SIOS RC-SIOS RO-5105 9100 RA-9l2S RB-9125 RC-912S 
56 RA-5605 RB-5605 RC-5605 RO-5605 
62 RA-6205 RB-6205 RC-6205 RO-6205 10K RA-1035 RB-I035 RC-I035 

11K RA-ll35 RB-ll35 RC-ll35 
68 RA-680S RB-6805 RC-6805 RO-6805 12K RA-l235 RB-l235 RC-I235 
75 RA-7505 RB-7505 RC-7505 RO-7505 13K RA-1335 RB-1335 RC-1335 
82 RA-8205 RB-8205 RC-8205 RO-8205 15K RA-l535 RB-1535 RC-1535 
91 RA-9105 RB-9105 RC-9105 RO-9105 

100 RA·1015 RB-1015 RC-1015 RO-lOl5 16K RA-1635 RB-1635 RC-1635 
18K RA-1835 RB-1835 RC-1835 

110 RA-1ll5 RB-1ll5 RC-1ll5 RO-1ll5 20K RA-2035 RB-2035 RC-2035 
120 RA-1215 RB-1215 RC-1215 RO-l2l5 22K RA-2235 RB-2235 RC-2235 
130 RA-13l5 RB-1315 RC-1315 RO-l3l5 24K RA-2435 RB-2435 RC-243S 
150 RA-l5l5 RB-1515 RC-1515 RO-l5l5 
160 RA-1615 RB-1615 RC-1615 RO-1615 27K RA-2735 RB-2735 RC-2735 

30K RA-3035 RB-3035 RC-3035 
180 RA-18l5 RB-1815 RC-1815 RO-1815 33K RA-3335 RB-3335 RC-3335 
200 RA-2Ol5 RB-2015 RC-2015 RO-2015 36K RA-3635 RB-3635 RC-3635 
220 RA-22l5 RB-2215 RC-2215 RO-22l5 39K RA:3935 RB-3935 RC-3935 
240 RA-24l5 RB-2415 RC-2415 RO-24l5 
270 RA-27l5 RB-2715 RC-2715 RO-27l5 43K RA-4335 RB-4335 RC-4335 

47K RA-473S RB-4735 RC-4735 
300 RA-3015 RB-3015 RC-3015 RO-3015 51K RA-5135 RB-5135 RC-5135 

Copyright 1974, Sprague Electric Company IND-63A-EFAB 

/ 

Catalog Number 

2 WATTS Ohms 14 WATT \.1 WATT 1 WATT 2 WATTS 
.354" O . . 091" O. .ISO" O . .268" O. .354" O . 
.945" L. .260': L. .398" L. .622" L. .945" L. 

RO-33l5 S6K RA-S63S RB-S635 RC-563S RO-5635 
RO-3615 62K RA-623S RB-623S RC-623S RO-623S 
RO-3915 68K RA-6835 RB-6835 RC-6835 RO-6835 
RO-43l5 75K RA-7535 RB-7535 RC-7535 RO-7535 

82K RA·8235 RB·8235 RC·8235 RO·8235 
RO·47l5 91K RA·9l35 RB·9l35 RC·9135 RO·9l35 
RO·5ll5 
RO·5615 lOOK RA·I045 RB·I045 RC·I045 RO·I045 
RO·62lS 1I0K RA·1I45 RB·1I4S RC·1I45 RO·ll4S 
RO·68lS 120K RA·1245 RB·124S RC-1245 RO-124S 
RO·75!S 130K RA·1345 RB,134S RC·1345 RO·l34S 
RO·82lS ISOK RA·IS4S ~B·IS4S RC·IS4S RO·IS4S 
RO·9!lS 160K RA·1645 RB·164S RC·I645 RO·164S 

RO·I025 180K RA·184S RB·184S RC·184S RO·1845 
RO·ll2S 200K RA·2045 RB·2045 RC·204S RO·2045 
RO·l225 220K RA·224S RB·224S RC·224S RO·2245 
RO·!32S 240K RA·244S RB·2445 RC·2445 RO·2445 
RO-l525 270K RA-274S RB-2745 RC-2745 RO·2745 
RO·162S 
RO·1825 300K RA·3045 RB·3045 RC·3045 RO·3045 

330K RA·3345 RB·334S RC·334S RO·334S 
RO·202S 360K RA·364S RB·3645 RC·3645 RO·3645 
RO-2225 390K RA-3945 RB-3945 RC-3945 RO-3945 
RO-2425 430K RA-4345 RB-4345 RC-4345 RO-4345 
RO-2725 470K RA-4745 RB-4745 RC-4745 RO-4745 RO·3025 510K RA·5145 RB·5145 RC-5145 RO·5145 
RO·3325 560K RA·5645 RB·5645 RC-S645 RO·5645 
RO·3625 620K RA·6245 RB-6245 RC·6245 RO·6245 
RO·3925 680K RA-6845 RB·6845 RC·6845 RO-6845 
RO·4325 750K RA·75'5 RB·7545 RC·7545 RO·7545 
RO·4725 820K RA·8245 RB·8245 RC-8245 RO·8245 

910K RA·9145 RB·9145 RC-9145 RO-9145 
RO-5l25 l.OM RA-I055 RB-I055 RC-I055 RO-I055 RO-5625 
RO-622S l.lM -- RB-1l55 -- --
RO·6825 l.2M -- RB-125~ -- --
RO-7525 I.3M -- RB-1355 -- --
RO·8225 l.5M -- RB-1555 -- --
RO-9l25 l.6M -- RB-1655 -- --

l.8M -- RB-1855 -- --
RO·I035 2.0M -- RB-2055 -- --RO·ll35 2.2M -- RB-2255 -- --RO-l235 2.4M -- RB-2455 -- --RO-l335 
RO-l535 2.7M -- RB-2755 -- --

3.0M -- RB-3D55 -- -RO-1635 3.3M -- RB-3355 -- --
RO-1835 3.6M -- RB-3655 -- --
RO-2035 3.9M -- RB-3955 -- --
RO-2235 
RO-2435 4.3M -- RB-4355 -- --

4.7M -- RB-4755 -- --
RO-2735 5.1M -- RB-5155 -- --
RO-3035 5.6M -- RB-5655 -- --
RO-3335 6.2M -- RB-6255 -- --
RO-3635 
RO-3935 6.8M -- RB-6855 -- --

7_5M -- RB-7555 -- --
RO-4335 8.2M -- RB-8255 -- --
RO-4735 9.1M -- RB-91SS -- --
RO-5135 10.OM -- RB-1065 -- --

SizlI!s subiect to change without notice. 
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Ohms 

1 
1.5 
2 
3 
4 
5 
7.5 

10 
12 
15 
18 
20 
22 
25 
27 
30 
33 
35 
39 
40 
47 
50 
56 
68 
75 
82 

100 
120 
150 
180 
200 
220 
250 
270 
300 
330 
350 
390 
400 
450 
470 
500 
560 
600 
680 
700 
750 

KOOLOHM® AXIAL-LEAD WIREWOUND RESISTORS 

Your Sprague Industrial Distributor I 
For Current Quantity Prices 

• Feature Improved Internal Construction in Which Windings and Leads 
are Welded to End-Cap for Superior Mechanical Strength 

• Special Insulated Wire is Space Wound and Cemented, to Prevent 
Turn-to-Turn Shorting. Permits Higher Resistance Values in a Given 
Size Than in Conventional Resistors 

• Non-Porous Tubular Ceramic Shells Sealed With High Temperature 
Silicone Cement 

• Unexcelled Insulation and Mechanical Protection. Can be Mounted 
in Direct Contact With Chassis 

• Standard Resistance Tolerance ±5% 

KOOLOHM STANDARD RESISTORS 

CATALOG NUMBER CATALOG NUMBER 
Type 450E Type 452E Type 454E Type 456E Type 458E Ohms Type 450E Type 452E Type 454E Type 456E Type 458E 
3 WATTS 5 WATTS 7 WATTS 10 WATTS 14 WATTS 3 WATTS 5 WATTS 7 WATTS 10 WATTS 14 WATTS 
%," x 'X," ~"x1" 1%2" x 1~6" 1~2"X 12~2" 1%2" X 12%2" %." X 'X," 'Y4," x 1" 1%2" X 1;;6" 1%2'-' x 12'~i' 1%2" x 12%2" 

450ElR05 452E1R05 454ElR05 456ElR05 458ElR05 800 450E8015 452E8015 454E8015 456E8015 458E8015 
450ElR55 452E1R55 454£1~55 456E1R55 458£1R55 820 450E8215 - - - -
450E2R05 452E2R05 454E2R05 456E2R05 458E2R05 900 450E9015 452E9015 454E9015 456E9015 458E9015 
450E3R05 452E3R05 454E3R05 456E3R05 458E3R05 1000 450El025 452El025 454E1025 456El025 458£1025 
450E4R05 452E4R05 454E4R05 456E4R05 458E4R05 1100 - 452E1125 454El125 456E1l25 458El125 
450E5R05 452E5R05 454E5R05 456E5R05 458E5R05 1200 450£1225 452E1225 454E1225 456£1225 458£1225 
450E7R55 452E7R55 454E7R55 456E7R55 458E7R55 1400 450£1425 452E1425 454E1425 456El425 458El425 
450ElO05 452E1005 454E1005 456 El005 458E1005 1500 450£1525 452E1525 454£1525 456£1525 458E1525 
450E1205 452£1205 454E1205 456E1205 458E1205 1800 450E1825 452E1825 454E1825 456El825 458E1825 
450E1505 452E1505 454E1505 456E1505 458£1505 2000 450E2025 452E2025 454E2025 456E2025 458E2025 
450E1805 - - - - 2200 450E2225 452E2225 454E2225 456E2225 458E2225 
450E2005 452E2005 454E2005 456E2005 458E2005 2500 450E2525 452E2525 454E2525 456E2525 458E2525 
450E2205 - - - - 2700 450E2725 - - - -
450E2505 452E2505 454E2505 456E2505 458E2505 3000 450E3025 452E3025 454E3025 456E3025 458E3025 
450E2705 - - - - 3300 450E3325 - 454E3325 456E3325 458E3325 
450E3OO5 452E3005 454E3005 456E3005 458E3005 3500 - 452E3525 454E3525 456E3525 458E3525 
450E3305 - - - - 3900 450E3925 - 454E3925 456E3925 458E3925 

- 452E3505 454E3505 456E3505 458E3505 4000 450E4025 452E4025 454E4025 456E4025 458E4025 
450E3905 - - - - 4500 - 452E4525 454E4525 456E4525 458E4525 
450E4005 452E4005 454E4005 456E4005 458E4005 4700 450E4725 - - - -
450E4705 - - - - 5000 450E5025 452E5025 454E5025 456E5025 458E5025 
450E5005 452E5005 454E5005 456 E500 5 458E5005 5600 450E5625 - - - -
450E5605 - - - - 6000 450E6025 452E6025 454E6025 456E6025 458E6025 
450E6805 - - - - 6800 450E6825 - - - -
450E7505 452E7505 454E7505 456E7505 458E7505 7000 - 452E7025 454E7025 456E7025 458E7025 
450E8205 - - - - 7500 450E7525 452E7525 454E7525 456E7525 458E7525 
450ElO15 452E1015 454ElO15 456E1015 458ElO15 8000 450E8025 452E8025 454E8025 456E8025 458£8025 
450£1215 452£1215 454£1215 456£1215 458£1215 8200 450E8225 - - - -
450E1515 452El515 454£1515 456El515 458£1515 9000 450E9025 452E9025 454E9025 456E9025 458E9025 
450El815 - - - - 10000 450El035 452El035 454El035 456E1035 458El035 
450E2015 452E2015 454E2015 456E2015 458E2015 11000 - - 454E1l35 456E1135 458E1l35 
450E2215 452E2215 454E2215 456E2215 458E2215 12000 - 452E1235 454E1235 456£1235 458£1235 
450E2515 452E2515 454E2515 456E2515 458E2515 14000 - 452E1435 454£1435 456El435 458El435 
450E2715 - - - - 15000 - 452£1535. 454E1535 456E1535 458E1535 
450E3015 452E3015 454E3015 456E3015 458E3015 16000 - - 454E1635 456E1635 458E1635 
450E3315 - - - - 18000 - 452E1835 454El835 456E1835 458E1835 

- 452E3515 454E3515 456E3~15 458E3515 20000 - 452E2035 454E2035 456E2035 458E2035 
450E3915 - - - - 22000 - - 454E2235 456E2235 -
450E4015 452E4015 454E4015 456E4015 458E4015 25000 - - 454E2535 456E2535 -

- 452E4515 - - - 30000 -- - 454E3035 456E3035 -
450E4715 - - - - 35000 - - 454E3535 456E3535 -
450E5015 452E5015 454E5015 456E5015 458E5015 40000 - - 454E4035 456E4035 -
450E5615 - - - - 45000 - - - 456E4535 -
450E6015 452E6015 454E6015 456E6015 458E6015 50000 - - - 456E5035 -
450E6815 - - - - 60000 - - - 456E6035 -
450E7015 452E7015 454E7015 456E7015 458E7015 70000 - - - 456E7035 -

- 452E7515 454E7515 - 458E7515 
Copyright 1972, Sprague Products Company IND-~EM-56-PRAR Sizes subiect to change without notice. 

\. 
j 



95 
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c) SPRAGUE RESISTORS 
KOOLOHM@ NON-INDUCTIVE RESISTORS 

CATALOG NUMBER CATALOG NUMBER 

Ohms Type 451E Type 453E Type 455E Type 457E Type 459E Ohms Type 451E Type 453E Type 455E Type 457E Type 459E 
3 WATTS 5 WATTS 7 WATTS 10 WATTS 14 WATTS 3 WATTS 5 WATTS 7 WATTS 10 WATTS 14 WATTS 
%,"X'J{6" X" x 1" l%{'X 1X6" '%2" X 12%2" 1%2" X P%i' X"xU," X"x 1" '%i'x 1~6" '%'2" X 12%2" '%2" X 12%2" 

1 451EIR05 453E1R05 455E1R05 457EIR05 459E1R05 250 451E2515 453E2515 455E2515 457E2515 459E2515 
1.5 451EIR55 453E1R55 455E1R55 457E1R55 459EIR55 270 451E2715 - - - -
2 451E2R05 453E2R05 455E2R05 457E2R05 459E2R05 300 451E3015 453E3015 455E3015 457E3015 459E3015 
3 451E3R05 453E3R05 455E3R05 457E3R05 459E3R05 330 451E3315 - - - -
4 451E4R05 453E4R05 455E4R05 457E4R05 459E4R05 350 451E3515 453E3515 455E3515 457E3515 459E3515 
5 451E5R05 453E5R05 455E5R05 457E5R05 459E5R05 390 451E3915 - - - -
7.5 451E7R55 453E7R55 455E7R55 457E7R55 459E7R55 400 451E4015 453E4015 455E4015 457E4015 459E4015 

10 451E1005 453El005 455E1005 457E1005 459E1005 450 451E4515 453E4515 - - -
12 451E1205 453E1205 455E1205 457E1205 459E1205 470 451E4715 - - - -
15 451E1505 453E1505 455El505 457E1505 459El505 500 451E5015 453E5015 455E5015 457E5015 459E5015 
18 451E1805 - - - -
20 451E2005 453E2005 455E2005 457E2005 459E2005 600 - 453E6015 455E6015 457E6015 459E6015 
22 451E2205 - - - - 700 - 453E7015 455E7015 457E7015 459E7015 
25 451E2505 453E2505 455E2505 457E2505 459E2505 750 - 453E7515 455E7515 457E7515 459E7515 
27 451E2705 - - - - 800 - 453E8015 455E8015 457E8015 459E8015 
30 451E3005 453E3005 455E3005 457E3005 459E3005 900 - 453E9015 455E9015 457E9015 459E9015 
33 451E3305 - - - - 1000 - 453E1025 455E1025 457E1025 459E1025 
35 451E3505 453E3505 455E3505 457E3505 459E3505 1100 - 453El125 455El125 457E1125 459E1125 
39 451E3905 - - - - 1200 - 453E1225 455El225 457E1225 459E1225 
40 451E4005 453E4005 455E4005 457E4005 459E4005 1400 - - 455E1425 457E1425 459E1425 
47 451E4705 - - - - 1500 - - 455El525 457E1525 459E1525 
50 451E5005 453E5005 455E5005 457E5005 459E5005 1800 - - 455E1825 457E1825 459E1825 
56 451E5605 - - - - 2000 - - 455E2025 457E2025 459E2025 
68 451E6805 - - - - 2200 - - 455E2225 457E2225 459E2225 

() 75 451E7505 453E7505 455E7505 457E7505 459E7505 2500 - - 455E2525 457E2525 459E2525 
82 451E8205 - - - - 3000 - - - 457E3025 459E3025 

100 451E1015 453E1015 455E1015 457E1015 459E1015 3300 - - - 457E3325 459E3325 
120 451E1215 453El215 455E1215 457E1215 459E1215 3500 - - - 457E3525 459E3525 
150 451E1515 453El515 455E1515 457E1515 459E1515 3900 - - - 457E3925 459E3925 
180 451E1815 - - - - 4000 - - - 457E4025 459E4025 
200 451E2015 453E2015 455E2015 457E2015 459E2015 4500 - - - 457E4525 459E4525 
220 451E2215 453E2215 455E2215 457E2215 459E2215 5000 - - - 457E5025 459E5025 

KOOLOHM® TAB· TERMINAL* WIREWOUND RESISTORS 
• Extremely High Insulation Resistance-1O,OOO • Standard Resistance Tolerance: ± SC/o 

Volts From Surface of Ceramic Jacket to In-
• Reliable Internal Construction - Terminals and ner Resistance Elements 

Resistance Elements Are Securely Welded To 
Metal End Caps 

• Insulated Wire Permits Winding Higher Values 
in Layers Which Means Much Smaller Physical 
Sizes for Each Wattage Rating 

TYPE KT*STANDARD RESISTORS 
CATALOG NUMBER CATALOG NUMBER 

Ohms Type 25KT Type SOKT Type 120KT Ohms Type 25KT Type 50KT Type 120KT 
25 WATTS 50 WATTS 120 WATTS 25 WATTS 50 WATTS 120 WATTS 

2%'2" x 2%" %"x 4" 1J(6" X 81~6" 2%2"x2%" %"x4" 1){, x 81~'" 

5 25KT5R05 120KT5R05 2000 50KT2025 120KT2025 
10 25KTlO05 2500 50KT2525 
25 25KT2505 50KT2505 3000 25KT3025 50KT3025 
50 25KT5005 50KT5005 120KT5005 4000 50KT4025 
75 25KT7505 50KT7505 120KT7505 5000 25KT5025 

100 25KTlO15 50KTl015 . 750Q 25KT7525 50KT7525 120KT7525 
150 25KTl515 120KT1515 10000 25KTl035 120KTl035 

12000 50KTl235 (: 200 25KT2015 50KT2015 15000 25KTl535 50KTl535 120KTl535 
250 25KT2515 50KT2515 120KT2515 20000 50KT2035 

25000 25KT2535 50KT2535 
500 25KT5015 50KT5015 40000 25KT4035 
750 25KT7515 50KT7515 120KT7515 50000 25KT5035 50KT5035 120KT5035 

1000 50KTI025 75000 25KT7535 50KT7535 
1500 25KT1525 50KT1525 120KT1525 100000 120KTl045 

'Available until present stocks are exhausted. IND-EEM-57 ·EFAB Sizes subject to change without notice. 
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TYPE Nll*NON-INDUCTIVE RESISTORS 
CATALOG NUMBER CATAlOG NUMBER 

Ohms T~pe 25NIT Type 50NIT Type 120NIT I Ohms Type 25NIT Type 50NI1 Type 120NIT 
5 WATTS 50 WATTS 120 WATTS 25 WATTS 50 WATTS 120 WATTS 

'~." x 2Yo" ~"x4" 1M .. ' x 8'~." 2JSz" x 2Y." %"14" 1M." X 81~." 

25 120NIT2505 1500 25NITl525 50NITl525 
50 120NIT5005 2000 25NIT2025 120NIT2025 
75 25NIT7505 2500 25NIT2525 120NIT2525 

3000 25NIT3025 50NIT3025 120NIT3025 
150 25NIT1515 50NITl515 4000 50NIT4025 
200 25NIT2015 50NIT2015 7500 50NIT7525 120NIT7525 

250 25NIT2515 
10000 50NITl035 120NITl035 
12000 50NIT1235 

390 120NIT3915 15000 50NITl535 120NITl535 
20000 120NIT2035 

750 25NIT7515 50NIT7515 120NIT7515 25000 50NIT2535 120NIT2535 
1000 25NITl025 50000 120NIT5035 

BLUE JACKET® VITREOUS-ENAMEL WIREWOUND RESISTORS 

Ohms 

1 
1.2 
1.5 
1.8 
2 
2.2 
2.7 
3 
3.3 
3.9 
4 
4.7 
5 
5.6 
6.8 
7.5 
8.2 

10 
12 
15 
18 
20 
22 
25 
27 
30 
33 

• Improved Minified Resistors Designed for 
Thorough Reliability and Siability Under Ex
Ireme Operating Conditions 

• Windings and Leads Welded to End-Caps for 

• Matched Co.fIlcient of Expansion Allows Uni
form Expansion of Vitreous Enamel Coating, 
Ceramic Base, and End Caps, Eliminating 
Crazing, Cracks, and Protects From Fumes and 
Humidity 

Superior Mechanical Strength • Standard Resistence Tolerance: ± 5% 

CALL YOUR SPRAGUE INDUSTRIAL DISTRIBUTOR FOR CURRENT QUANTITY PRICES 

CATALOG NUMBER CATAlOG NUMBER 
239E 240E 242E 243E 244E* 247E Ohms 239E 240E 242E 243E 244£· ... 247E 

1 WATT 2 WATTS 3 WATTS 5 WATTS 7 WATTS 10 WATTS 1 WATT 2 WATTS 3 WATTS 5 WATTS 7 WATTS 10 WATTS 
Yo" x Ya" ~6" X Ye" ',,"," X l~z" l~4"x '~6" ~6" x 1" ~6"x1%" Ye"x Ye" ~i'X%" 1~"Xl%2'" l~4"x '~6" ~6" X 1" ~.H x 1Ya" 

239EIR05 240ElR05 242EIR05 243E1R05 - 247E1R05 35 - - - 243E3505* 244E3505 247E3505 * 
239ElR25* - - - - - 39 239E3905* 24OE3905 242E'3905 - - -
239ElR55 240EIR55* 242ElR55 243ElR55 244EIR55 247E1R55 40 239E4005* 240E4005 242E4005 243E4005 244E4005 247E4005 
239E1R85 - - - - - 47 239E4705* 240E4705 242E4705 243E4705 - -
239E2R05 240E2R05 242E2R05 243E2R05 -- 247E2R05 50 239E5005 - 242E5005 243E5005 244E5005 247E5005 
239E2R25 - - - - - 56 239E5605* 240E5605* 242E5605" - - -
239E2R75* - - - - - 68 239E6805 240E6805 242E6805 - - -
239E3R05 240E3R05 242E3R05 243E3R05 244E3R05 247E3R05 75 239E7505 240E7505* 242E7505 243E7505 244E7505 247E7505 
239E3R35* - - - - - 82 239E8205 240E8205* 242E8205 - - -
239E3R95* - - - - - 100 239E1015 240EI015 242E1015 243E1015 - 247E1015 
239E4R05 240E4R05 242E4R05 243E4R05 - 247E4R05 120 239E1215 240E1215 242E1215 243E1215 244El215 247E1215 
239E4R75* - - - - - 150 239E1515 240E1515 242El515 243E1515 - 247E1515 
239E5R05 240E5R05 242E5R05 243E5R05 - 247E5R05 180 239E1815 240E1815 242E1815 - - -
239E5R65* - - - - - 200 239E2015 240E2015 242E2015 243E2015 244E2015 247E2015 
239E6R85* - - - - - 220 239E2215 240E2215 242E2215 243E2215 244E2215 247E2215 
239E7R55 240E7R55 242E7R55 243E7R55 - 247E7R55 250 239E2515 240E2515 242E2515 243E2515 244E2515 247E2515 
239E8R25* - - - - - 270 239E2715 240E2715* 242E2715 - - -
239El005 240ElO05 242El005 243ElO05 244ElOOS 247E1005 300 239E3015 240E3015 242E3015 243E3015 - 247E3015 
239E1205 240E1205 242E1205 243E1205 244E1205 247E1205 330 239E3315 240E3315 242E3315 - - -
239E1505 240E1505 242E1505 243E1505 244E1505 247E1505 350 - - - 243E3515* 244E3515 247E3515 * 
239E1805 240E1805* 242E1805 - - - 390 239E3915 240E3915'" 242E3915 - - -
239E2005 240E2005 242E2005 243E2005 244E2005 247E2005 400 239E4015* 240E4015"242E4015 243E4015 244E4015 247E4015 
239E2205* 240E2205* 242E2205* - - - 450 - - - 243E4515 - -
239E2505· 240E2505 242E2505 243E2505 244E2505 247E2505 470 239E4715 240E4715 242E4715 - - -
239E2705* 240E2705* 242E2705- - - - 500 239E5015 240E5015 242E5015 243E5015 244E5015 247E5015 
239E3005 240E3005 242E3005 243E3005 - 247E3005 560 239E5615* 240E5615* 242E5615 - - -
239E3305* 240E3305* 242E3305- - - - 600 239E6015 -- 242E6015 243E6015 244E6015 247E6015 

*Available until present stocks are exhausted. IND·EEM·58-EFA8 Sizes subiect to change without notic •• 
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SPRAGUE RESISTORS 
BLUE JACKEJ® VITREOUS-ENAMEL WIREWOUND RESISTORS, continued 

CATALOG NUMBER 
Ohms 239E 240E 242E 243E 244E* 

1 WATT 2 WATTS 3 WATTS 5 WATTS 7 WATTS 
Ye"x Ye" ~6"X%1' l~i' X '?12" 1~"X1X6" ~6"x1" 

680 -- -- 242E6815* - -
700 239E7015* 240E7015* 242E7015 243E7015* 244E7015 
750 - - - 243E7515 244E7515 
800 239E8015 240E8015* 242E8015 243E8015 244E8015 
820 239E8215 240E8215 242E8215 - -
900 239E9015* 240E9015* 242E9015* 243E9015* 244E9015 
000 239EI025 240EI025 242E1025 243E1025 244E1025 
100 - 243E1125* 244E1125 - -

1200 239E1225 240E1225 242E1225 243E1225 244E1225 
1400 239E1425* 240E1;425* 242E1425* 243E1425* 244E1425 
1 
1 
2 
2 
2 

500 239E1525 240E1525 242E1525 
800 239E1825* 240E1825* 242E1825 
000 239E2025 240E2025 242E2025 
200 239E2225 240E2225 242E2225 
500 239E2525 240E2525* 242E2525 

2700 - 240E2725* 242E2725* 
3000 - 240E3025* 242E3025 
3300 - 240E3325* 242E3325 
3500 - 240E3525" -
3900 - 240E3925* 242E3925 
4000 - - 242E4025 
4200 - - -
4500 - - -
4700 - - 242E4725 
5000 - - 242E5025 

243E1525 244E1525 
243E1825' 244E1825 
243E2025 244E2025 
243E2225 244E2225 
243E2525 -

--
243E3025 -

- 244E3325 
243E3525* 244E3525 

- 244E3925 
243E4025 244E4025 

- 244E4225 
243E4525* 244E4525 

- -
243E5025 -

247E Ohms 
10 WATTS 
~6" x t%" 

- 5600 
247E7015* 6000 
247E7515 6800 
247E8015 7000 

- 7500 .... , 
247E9015 * 8000 

., 
I» 

247E1025 8200 = 
247E1125* 9000 ::i" I» 

-= 
247E1225 10000 :::1"1:1. 

247E1425* 
CD...., 

11000 CI>, 
CD., 

247El525 12000 ... 1» 

247E1825 * 14000 ~= _ ..... 
247E2025 15000 l!l.1» 

e»c:t. 
247E2225 16000 = = nllQ 
247E2525 17000 CDCI> 

18000 <= - 1»0 

247E3025 20000 c-
CD I» 

247E3325 22000 CI>< 
!!!. 

247E3525, 25000 i» 
247E3925 30000 CI" 

CD 
247E4025 35000 

- 40000 
247E4525* 45000 

- 50000 
247E5025 

CATALOG NUMBER 
242E 243E 244E* 

3 WATTS 5 WATTS 7 WATTS 
'%.." x 1~2" '%i' X 'J(," ~6" x 1" 

242E5625* - -
242E6025 243E6025 244E6025 
242E6825 - -

- 243E7025* 244E7025 
242E7525 243E7525 244E7525 
242E8025* 243E8025* 244E8025 
242E8225* - -
242E9025* 243E9025 * 244E9025 
242E1035 243E1035 -

- - 244E1135 
- 243E1235 244E1235 
- 243E1435* 244E1435 
- 243E1535 244E1535 

-- -
- - 244E1735 
- 243E1835* 244E1835 
- 243E2035 244E2035 
- 243E2235 -
- 243E2535* -
- 243E3035* 244E3035 
- - 244E3535 
- - 244E4035 
- - -
- - -

247E 
10 WATTS 
~6"X 1%11 

-
247E6025 

-
247E7025 
247E7525 
247E8025' 

-
247E9025* 
247E1035 
247E1135* 
247E1235 
247E1435* 
247E1535 
247E1635* 

-
247E1835 
247E2035 
247E2235 
247E2535 
247E3035 " 247E3535" 
247E4035 
247E4535 
247E5035 

* 
* 

SPRAGUE COnVERTERS 

You! 

±100V 
+250V 
+200V 

SERIES 200% D-C to D-C CONVERTERS 

FOR GAS DISCHARGE DISPLAYS 
1.750" W. x .850" H. x 1.750" L 

Output Current Output Current Output Ripple 
8-16 VDC Input 11-13 VDC Input Voltage (max.) 

0-25mA 0-30mA 1.5V p-p 
0-20mA 0-25mA 3.75V POp 
0-25mA 0-30mA 3.0V p-p 

• Designed for use as display power sources, 
changing low voltage dc to higher voltage 
dc. 

• Typical uses include point-of-sale 
machines such as scales and cash regis
ters, timekeeping devices, instrumentation, 
appliances, automobile dashboards, etc. 

• Types 200Z634 and 200Z641 intended for 
powering standard gas discharge displays 
measuring up to .700 in. (17 mm) high. 
Type 200Z635 intended for powering gas 
discharge dot matrix displays. 

• Features include compact modular con
struction, easy PC board mounting, wide 
input voltage range, ±5% output voltage 
regulation for all specified operating condi
tions, and an enable pin for remote shut
down, input over-voltage protection, or cur
rent limiting. 

• Designed for operation at case tempera
tures from O°C to +85OC. 

• For complete technical data, refer to latest 
issue of Engineering Bulletin 41510. 

FOR VACUUM FLUORESCENT DISPLAYS 
1.135" w. x .500" H. x 1.260" L. 

You! 

Catalog 24V 
Number 30V 

40V 
200Z634 24V 
200Z635 30V 
200Z641 40V 

Vin(vde) 

4-6 
4-6 
4-6 

11-13 
11-13 
11-13 

Output 
Current 

0-70mA 
0-50mA 
0-35mA 
O-lOmA 
0-50mA 
0-35mA 

Output Ripple 
Voltage (max.) 

1.0V p-p 
1.0V pop 
1.0V pop 
1.0V pop 
1.0V POp 
1.0V pop 

Catalog 
Number 

200Z651 
200Z652 
200Z653 
200Z654 
200Z655 
200Z656 

Copyright 1978, Sprague Electric Company, "Available until prel.nt .tocks are exhausted. IND-REM-59-EFAB Sizes sub ject to change without notice 
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S P RaG U E PULSE TRANSFORMERS 

TYPE llZ TRIGATE® PULSE TRANSFORMERS 

• Specifically designed for commercial 
and industrial SCR triggering opplica
tions where low cost and excellent per
formance are required. 

• Minimum saturation effect to allow op
eration where increased pulse widths 
are required. 

• Fast pulse rise time and increased cur
rent capability to prevent SCR di dt 
failure. • Single-ended pulse transformers are 

designed with leads especially intended 
for mounting on printed wiring boards; 
these units are self supporting. 

• Operating temperature range of -10 
C to +70 C. 

• Balanced pulse characteristics and en
ergy transfer between windings. 

• For complete technical data, see latest 
issue of Sprague Engineering Bulletin 
40,003. 

TUrns 
Ratio 

Catalog 
Number 

1:1 l1Z12 
1:1:1 l1Z13 
2:1 l1Z14 
2:1:1 l1Z15 
5:1 l1Z16 

1:1 l1Z2000 
1:1 l1Z2001 
2:1 l1Z2003 
5:1 l1Z2004 
1:1:1 l1Z2100 
1:1:1 l1Z2101 
2:1:1 l1Z2103 
5:1:1 l1Z2104 

1:1 
1:1 
1:1 
2:1 
5:1 
1:1:1 
1:1:1 
1:1:1 
2:1:1 
5:1:1 

l1Z3000 
l1Z3001 
11 Z3002 
11 Z3003 
l1Z3004 
l1Z3100 
l1Z3101 
l1Z3102 
l1Z3103 
l1Z3104 

Size 

.593" D. x .S2S" L. 

.593" D. x .S2S" L. 

.593/1 D. X .S2S/I L. 

.593" D. x .S2S" L. 

.593" D. x .S2S" L. 

Min. 
Lp 

(!'H) 

Max. 
LL 

(!'H) 

Max. 
Ce 

(pF) 

FLEXIBLE LEAD DESIGN (Unit 1 in photo) 

200 
200 

1000 
1000 
5000 

3 
3 

10 
15 

1500 

SOO 
SOO 

1300 
1300 
400 

UNIT 1 UNIT 2 

Max. 
OCR 
(Q) 

1.5-1.5 
2-2-2 
10-2 
10-2-2 
19-3 

PLUG-IN DESIGN with THERMOPLASTIC SHEATH (Unit 2 in photo) 

.775" W. x .96S" L. x .SOO" H. 200 3.0 SOO 1.5-1.5 

.775" W. x .96S" L. x .SOO" H. 1000 12.0 2000 S-S 
.775" W. x .96S" L. x .SOO" H. 1000 10_0 1300 10-2 
.775" W. x .96S" L. x .SOO" H. 5000 1500 400 19-3 
.775" W. x .96S" L. x .SOO" H. 200 3_0 SOO 2-2-2 
.775" W. x .96S" L. x .SOO" H. 1000 12.0 2000 10-10-10 
.775" W. x .96S" L. x .SOO" H. 1000 15_0 1300 10-2-2 
.775" W. x .96S" L. x .SOO" H. 5000 1.';00 4CO 20-4-4 

PLUG-IN DESIGN with PRE-MOLDED CASE (Unit 3 in photo) 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" L. x .750" H. 

.775" W. x .950" .t. x .750" H. 

.775" W. x .950" L. x .750" H. 

200 
1000 
5000 
1000 
5000 

200 
1000 
5000 
1000 
5000 

3.0 
12.0 
15_0 
10.0 

1500 
3.0 

12.0 
15.0 
15.0 

1500 

SOO 
2000 
3500 
1300 
400 
800 

2000 
3500 

1300 
400 

1.5-1.5 
S-S 
la-IS 
10-2 
19-3 
2-2-2 
10-10-10 
27-27-27 
10-2-2 
20-4-4 

60 Cycle 
Dielectric 

Test 
(Volts RMS) 

1600 
1600 
1600 
1600 
1600 

1600 
1600 
1600 
1600 
1600 
1600 
1600 
1600 

1600 
1600 
1600 
1600 
1600 
1600 
1600 
1600 
1600 
1600 

TYPE 66Z SCR TRIGGER TRANSFORMERS 

UNIT 3 

Max. 60 Cy 
A-C Line 
V?ltage 

(Volts RMS) 

240 
240 
240 
240 
240 

240 
240 
240 
240 
240 
240 
240 
240 

240 
240 
240 
240 
240 
240 
240 
240 
240 
240 

• Pre-molded construction permits slightly lower cost 
than fully-molded units without sacrifice in humidity 
resistance. 

modular packages. Case measures .400/1 W. x .7S5" 
L. x .312" H. 

• Small size for use on pc boards and in encapsulated 

Min. Max. 
Turns Catalog Lp LL 
Ratio Number (!'H) (p.H) 

1.1.1 66Z900 700 300 

1.1.1 66Z903 700 300 

1.1.1 66Z930 4800 25 

1.1:1 66Z932 4800 25 

Copyright © 1976. 1979, Sprague Electric Company INO-EEM-66-EOAL 

• For complete technical data, refer to latest issue of 
Sprague Engineering Bulletin 40,004. 

Typ. 60 Cycle 
Max. Vp.sec Dielectric Max. 60 Cy. 
Cc Output Test A-Cline 

(pF) Winding (Volts RMS) Voltage 

25 60 1000 240 

25 60 2200 550 

50 110 1000 240 

50 110 2200 550 

Sizes lubject to change without notice 
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HYPASS® CAPACITORS 

• Exclusive Sprague 3-terminal Network Feed-thru Capacitors 
• Bypass V-H-F Currents Where Ordinary Capacitors are 

Ineffective 
• Suppress TVI from Short-wave Transmitters. Diathermy 

Machines, Electronic Heating Apparatus, etc. 
• Eliminate Interference caused by Line-conducted Radiation 

Between Neighboring TV Sets 
• Install Leads in Series with Circuit Being Filtered and 

Ground the Case 

IJ.F 

.5 
.5 

.25 

.25 

.5 

.1 

.1 

.1 

.1 

.1 

.25 

.5 

.5 

.005 

.01 

.002 

Amps. 

40 
60 

20 
20 
20 

20 

20 
20 

20 
20 
20 
20 

100 

20 

20 
20 

WVDC 

50 
50 

200 
200 
200 

250(VAC) 

400 
400 

600 
600 
600 
600 
600 

1000 

2500 
5000 

Dia. x Length 

1 X 11¥1, 
1 x 11¥J, 

3/.& x 11¥1, 
lYt, It 110/16 

1 X 11¥1, 

lYt6 X 1 '¥I, 
lYt6 x 11o/J6 
lYt6 X Po/J6 

lYt6 X 11o/J6 
lYt6 x 11o/J6 

1 X Po/J6 
1 x 2% 

1!h x 3 

~6 x 1% 

x 1'1, 
x 1'16 

Cat. No. 

'48P18 
'48Pl00 

'48Pl0 
t80P5 
'48P14 

'48P9 

'4SP6 
t80PI 

,'4BPB 
't80P3 

'4BP12 
'4BP16* 
t80P500 

47P12* 

47P15* 
47P16* 

*Has female screw terminals fBulkhead mounting. 

TYPE IF FILTERS* 

IF-21-COMPACT DUAL FILTER for use on fractional horsepower 
motors with case grounded to motor frame. Also used across line 
terminals of motars. 

IF-37-3-SECTION DELTA-CONNECTED FILTER especially de
signed for fluorescent fixtures. Also used on governor-type motors. 
Underwriters' Labaratories, tnc. listed. 

Cat. No. Valls AC or DC Dia. x Length 

IF-21 220 1 x 23116 

IF-37 220 1 x 2" 

*Available until present stocks are exhausted. 

TYPE F-500 
MIRACLE FILTEROI! 

99 

A LINE FILTER THAT REALLY WORKS! 

• Effectively Suppresses Radio Interference by Fillering Power 
Lines of Receivers and Appliances 

• Maximum Noise Eliminating Efficiency because of Practically 
Zero Lengths of Ground Lead 

• Plugs into Standard Grounding Duplex Wall Outlet 

• Direel Wall-Mounting Provides Neat Installation-No Un
sightly Cord-Receiver or Appliance Plugs into Standard 
Outlet on Face of F-500 

• Handsomely Finished in Durable Alkyd Enamel 

• Rated at 5 Amperes, 1 25 Volts AC, 60 Hz 

FILTEROL FILTERS 

Fillerol Types I, 2, and 3-Designed for connection in series 
with power supply lines to interference-producing devices .•• 
A 3-terminal network with the case as one terminal ... The 
selected filter should have a rating higher than the continuous 
operating current of the offending device ..• A single Fillerol 
connected to the high side of the line is usually sufficient ... In 
severe cases a 'Fillrol in each leg of the power line may be 
necessary ... For three or four-wire systems, a Fillerol in each 
wire is necessary. 

Fillerol Type 4-A new, exclusive Sprague development incorpo
rating a Sprague HYPASS@ Capacitor ... Provides exceptionally 
high attenuation at frequencies above 5 megacycles ... Intended 
for small devices with continuous current ratings up to 20 amperes. 

Cat. No. Amps. Volts AC or DC Size 

Fillerol 1 1 115 %xl%x13/.& 

Fillerol 2 10 115 lYa x2x2 
Fillerol 3 35 115 17'a x 27's x 3Ys 
Fillerol 4 20 115 I" dia. x 11¥J/' long 

Copyright 1978, Sprague Electric Company IND-EEM- SERV-31 B-EFAB 5 izes subject to change without notice. 
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SPRAGUE FILTERS 
GENERAL-PURPOSE INTERFERENCE FILTERS 

~~~1 L~ 0 

STYLE A 

STYLE E STYLE F 

-L-

l It 
~ t t 

H 
j 

STYLE J 

STYLE B 

• General purpose interference filters for wide variety of applications ... particularly 
useful in computers, business machines, medical electronic equipment, industrial 
controls, other high quality instruments. 

• U.L. RECOGNIZED for operation to 250 VAC, 50·60 Hz or to 125 VAC,400 Hz. 

• Ideal for eliminating broadcast band and high-frequency interference. Also useful 
into the VHF range and in microwave oven applications. 

• May be used at any combination of voltage and frequency up to and including the 
max. of 250 volts a-c, 60 Hz, at full rated current. 

• Max. leakage current is 0.5 mA at 125 V, 60 Hz and 1.0 mA at 250 V, 60 Hz. 
• Will withstand at 2250 volt doc dielectric strength test. 

• For complete technical data, refer to latest issue of Sprague Engineering Bulletin 
8211. 

STYLE C STYLE 0 

W U~::, ~ /---L--/ 
$- 1-11 ~ OJ t:h I~ r-...... 

$ I~ ~ 
~ -9- ~ ~1 1- H- . L . 

, 

STYLE G STYLE H 

I-L-I 

~ ~j 
I-L-I_ at 

~ ~~ ~ ~ 
• 
H 
~ 

STYLE K STYLE L 

Copyright 1978, Sprague Electric Company, IND-11SCEFAB Size •• ubiecf to c:hange without notice 
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SPRAGUE FILTERS 
GENERAL-PURPOSE INTERFERENCE FILTERS. continued 

SERIESJX5100 FILTERS 
-

Max. Cu rrent Dimensions in Inches Max. Current Dimensions in Inches 
(Amperes) Style L. x W. x H. Catalog No. (Amperes) Style L. x W. x H. Catalog No. 

A 1.750 x 1.985 x .635 IJX5101A A 1.750 x 2.360 x .760 5JX5104A 
B 1.750 x 1.435 x .635 IJX51018 8 1.810 x 1.750 x .760 5JX51048 

1 C 1.750 x .885 x .635 IJX5101C 5 C 1.260 x 1.750 x .760 5JX5104C 
D 2.310 x 2.000 x .760 IJX5101D D 2.560 x 2.000 x .760 5JX5104D 
E 2.000 x 1.760 x .760 IJX5101E E 2.010 x 2.000 x .760 5JX5104E 

1.750 x 1.985 x .635 2JX5102A 
F 2.820 x 1.750 x .760 5JX5104F 

A A 1.750 x 2.360 x 1.135 lOJX5105A B 1.750 x 1.435 x .635 2JX51028 
2 C 1.750 x .885 x .635 2JX5102C 8 1.810 x 1.750 x 1.135 10JX5105B 

D 2.310 x 2.000 x .760 2JX5102D 10 C 1.260 x 1.750 x 1.135 lOJX5105C 
E 2.000 x 1.760 x .760 2JX5102E D 2.560 x 2.000 x 1.135 10JX5105D 

E 2.010 x 2.000 x 1.135 10JX5105E 
A 1.750 x 2.360 x .760 3JX5103A F 2.820 x 1.750 x 1.135 10JX5105F 
8 1.810 x 1.750 x .760 3JX51038 20 A 2.000 x 3.110 x 1.135 20JX5106A 

3 C 1.750 x 1.260 x .760 3JX5103C F 3.570 x 2.000 x 1.135 20JX51068 
D 2.560 x 2.000 x .760 3JX5103D 
E 2.010 x 2.000 x .760 3JX5103E 30 G 5.450 x 3.312 x 1.510 30JX5107A 

LlN~i f ~~f:o~ SERIEsJX5200 FILTERS 
'1-

Max. Current Dimensions in Inches Max. Current Dimensions In Inches 
(Amperes) Style L. x W. x H. Catalog No. (Amperes) Style L. x W. x H. Catalog No. 

A 2.000 x 2.860 x .885 IJX5201A A 2.000 x 2.860 x 1.135 5JX5204A 
B 2.000 x 2.310 x .885 IJX52018 8 2.000 x 2.310 x 1.135 5JX52048 

1 C 2.000 x 1.760 x .885 IJX5201C 5 C 2.000 x 1.760 x 1.135 5JX5204C 
D 2.560 x 2.000 x .885 IJX5201D 

D 2.560 x 2.000 x 1.135 5JX5204D E 2.000 x 2.010 x .885 1JX5201E 

A 2.000 x 2.860 x .885 2JX5202A 
E 2.000 x 2.010 x 1.135 5JX5204E 

8 2.000 x 2.310 x .885 2JX52028 A 2.000 x 3.110 x 1.135 10JX5205A 
2 C 2.000 x 1.760 x .885 2JX5202C 10 8 2.000 x 2.560 x 1.135 10JX52058 D 2.560 x 2.000 x .885 2JX5202D 

E 2.000 x 2.010 x .885 2JX5202E C 2.000 x 2.010 x 1.135 10JX5205C 

A 2.000 x 2.860 x 1.135 3JX5203A F 3.580 x 2.000 x 1.135 lOJX5205D 

8 2.000 x 2.310 x 1.135 3JX52038 
3.580 x 2.500 x 1.515 20JX5206A 3 C 2.000 x 1.760 x 1.135 3JX5203C 20 F 

D 2.560 x 2.000 x 1.135 3JX5203D 
E 2.000 x 2.010 x 1.135 3JX5203E 30 G 5.450 x 3.312 x 1.510 30JX5207A 

SERIES JX5300 FILTERS 

Max. Current DimenSions In Inches rYrax.Current DimenSions In Inches 
(Amperes) Style L. x W. x H. Catalog No. (Amperes) Style L. x W. x H. Catalog No. 

H 2.000 x 1.765 x 1.140 IJX5301A H 2.500 x 2.015 x 1.140 5JX5304A 
1 J 2.000 x 1.765 x 1.140 1JX53018 5 J 2.500 x 2.015 x 1.140 5JX5304B 

K 2.000 x 1.765 x 1.140 IJX'5301C K 2.500 x 2.015 x 1.140 5JX5304C 

H 2.000 x 1.765 x 1.140 2JX5302A H 2.500 x 2.015 x 1 515 10JX5305A 2 J 2.000 x 1.765 x 1.140 2JX53028 10 J 2 500 x 2.015 x 1.515 lOJX53058 
K 2.000 x 1.765 x 1.140 2JX5302C K 2.500 x 2.015 x 1.515 10JX5305C 
H 2.500 x 2.015 x 1.140 3JX5303A L 2.500 x 2.015 x 1.515 10JX5305D 

3 J 2.500 x 2.015 x 1.140 3JX5303B 
K 2.500 x 2.015 x 1.140 3JX5303C 20 G 5.450 x 3.312 x 1.510 20JX5306A 

Copyright 1978. Sprague Eledric Company IND-EEM-116-EFAB Si.e •• ubjed 10 change without notice 
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SPRAGUE FILTERS 
SERIES JX5400 ELECTROMAGNETIC INTERFERENCE FILTERS 

Max. 
Amp. 

1 
3 
6 

10 
15 

Max. 
Amp. 

1 
3 
6 

10 
15 

Max. 
Amp. 

1 
3 
6 

10 
15 

Max. 
Amp. 

1 
3 
6 

CASE IDLE A 

0.15 MHz 0.20 MHz 
Typ. Min. Typ. Min. 

25 20 29 24 
21 15 24 18 
16 10 18 12 
11 5 14 8 
5 .. 7 .. 

0.15 MHz 0.20 MHz 
Typ. Min. Typ. Min. 

26 20 28 22 
22 16 24 18 
16 10 18 12 
11 5 14 8 
5 .. 7 .. 

0.15 MHz 0.20 MHz 

0 

-~ 
0 
LINE 

0.50 MHz 
Typ. Min. 

38 33 
34 30 
28 22 
24 18 
17 12 

I 

• Incorporate standard I.E.C. integral male line cord receptacle. 
• U.L. RECOGNIZED for operation at 125 or 250 volts a-c over 

frequency range of 50 to 400 Hz. 
• Offer I, 3, 6, and 15 ampere ratings. 
• Available in 4 circuit designs including general purpose common 

mode (Ul478), general purpose differential mode (Ul478), 
ultra-low leakage (Ul544), telephone interconnect (FCC Part 68). 

• Particularly effective in protecting equipment containing low 
level logic circuitry against external transients having sigmfi
c.ant energy in 150 kHz - 30 MHz range. 

CASE IDLE B 

I 0 

0 

• Withstand 10 kV surge test prescribed in International Elec
trotechnical Commission (lEC) Publication 380. 

• Choice of 2 standard cases ... with load terminals extending 
from back of plated steel housing, or ... with load terminals 
extending from top of housing. 

.In both cases, combination mounting bracket/receptacle is 
backed with metal and is electrically-integral part of the 
shielded case, assuring high insertion loss and isolation. 

• For complete technical data, see latest issue of Engineering 
Bulletin 8212. 

d~t9"(3"') 
. ~125-. if. e 

ll.60MAX--l OI300IA 1.18 

CIRCUIT STYLE 1 

I J I ~ (FOR SUPPRESSION OF COMMON-MOOE NOISE) 
::r: 0 ~. LOAD 

DB INSERTION LOSS AT 

1 MHz 2 MHz 5 MHz 10 MHz 20 MHz 30 MHz 50 MHz 100 MHz Catalog 
Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Numbert 

48 40 54 45 56 45 57 45 56 45 44 40 48 .. 38 .. UX5411A 
41 35 51 45 54 45 56 45 58 45 58 45 59 .. 48 .. 3JX5421A 
34 25 46 35 50 45 54 45 60 45 60 45 59 .. 43 .. 6JX5431A 
31 25 35 32 49 42 52 45 57 45 62 45 50 .. 37 .. 10JX5441A 
29 18 30 24 43 33 45 40 52 45 58 45 47 .. 35 * 15JX5451A 

DB INSERTION LOSS AT 

0.50 MHz 1 MHz 2 MHz 5 MHz 10 MHz 20 MHz Catalog CIRCUIT STYLE 2 

Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Numbert (FOR LOW LEAKAGE 
CURRENT APPLICATIONS) 

37 31 40 34 39 33 30 24 24 18 25 18 UX5412A 
31 25 35 34 37 31 36 30 32 26 27 21 3JX5422A 0 r.rv"V"'-

I 
0 

25 19 28 22 30 24 31 25 28 22 25 19 6JX5432A ~ "') I r 
21 15 25 19 27 21 28 22 25 19 22 16 10JX5442A 0 ~. 0 

LINE LOAD 

14 8 18 12 20 14 21 15 19 13 17 11 15JX5452A 

DB INSERTION LOSS AT CIRCUlT STYLE 3 
0.50 MHz 1 MHz 2 MHz 5 MHz 10 MHz 20 MHz Catalog (FOR TELEPHONE LINE 

Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Numbert INTERCONNECT APPLICATIONS) 

26 20 29 33 37 31 43 37 45 40 46 40 46 40 30 * UX5413A LINE 0 rv"VV'-

I 
0 

22 16 25 19 33 27 39 33 45 40 50 40 52 40 36 30 3JX5423A ~ 
16 10 18 12 25 19 30 24 37 40 46 40 48 40 45 40 6JX5433A NWTRAl g ~·I IIlOAO 

12 6 15 9 22 16 27 21 33 27 40 34 44 38 44 38 10JX5443A 
~ ~ 3 .. 6 .. 14 8 19 13 24 18 32 36 39 33 44 38 15JX5453A -- 1 ...L 

0 CIRCUIT STYLE 4 

~---4I __ *_:t_---o~ (FOR SUPPRESSION OF DIFFERENTIAL MODE NOISE) 

LINE LOAD 

DB INSERTION LOSS AT 

0.15 MHz 0.20 MHz 0.50 MHz 1 MHz 2 MHz 5 MHz 10 MHz 20 MHz 30 MHz 50 MHz 100 MHz Catalog 
Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Typ. Min. Numbert 

1 .. 2 .. 11 5 21 15 32 26 49 43 64 45 54 45 56 .. 50 .. 29 .. lJX5414A 
0 .. 0 .. 3 .. 12 6 22 16 38 32 51 45 56 45 55 .. 53 .. 45 .. 3JX5424A 
0 .. 0 .. 1 .. 5 .. 13 7 28 22 39 33 4£ 40 52 .. 57 .. 44 .. 6JX5434A 

tcatalog numbers shown above are for filters with rear termmals. for units with top terminals, change last character In catalog number from "An til "B". 
·Represents an area of resonance or close to cut-off and minimums cannot be guaranteed. 

Copyright 1978, Sprague Electric Company IND-117·EFAB Sizes subieclto chanlle' without notice 

'\ 
j 



c~ 

(~) 

103 

SPRAGUE FILTERS 

Circuit Current Voltage Rating 
Type (Amperes) A·C@125C D·C@85C 

feed·thru 15 - 50 
feed·thru 10 - 100 

feed·thru 
5 125,400 Hz 
7 125,60 Hz -

L 0.1 - 100 
L 0.5 - 100 
L 5 - 100 
L 0.1 - 100 
L 0.5 - 100 
L 5 - 100 
Pi 0.5 - 100 
Pi 1 - 100 
Pi 2 - 100 
Pi 5 - 100 
L 0.1 125,400 Hz 250 
L 0.5 125,400 Hz 250 

4 125,400 Hz 
L 5 125,60 Hz 250 

L 0.1 125,400 Hz 250 
L 0.5 125,400 Hz 250 

4 125,400 Hz 
250 L 5 125,60 Hz 

Pi 0.5 125,400 Hz 250 
Pi 1.5 125,400 Hz 250 

Pi 
3.5 125,400 Hz 

250 5 125,60 Hz 

SUBMINIATURE EMI FILTERS 
• The broadest line of subminiature interference 

control components available. 

• Small size and high performance make them 
well suited for high. density packaging in a 
wide variety of applications, including power 
and control lines. 

• Hermetically sealed with glass·to·metal seals 
in corrosion resistant metal cases. 

• Low terminal·to·terminal d·c resistance. Es· 
pecially desirable in low.voltage circuitry 
where any reduction in power supply voltage 
is critical. 

• Threaded·neck construction is ideal where 
leads being flltered pass through chassis or 
bulkhead. 

• For complete technical data, refer to Sprague 
Engineering Bulletins 8132 and 8132.1. 

Max. D·C Size Min. Full Load Insertion Loss (dB) Catalog Resistance 
D·C@125C; (Ohms) Dia. x Length 30 kHz 150 kHz 300 kHz 1 MHz 10 MHz 1 GHz Number 

30 - .400 x .210 16 30 36 46 50 60 15JX2529 
50 0.01 .400 x .250 10 24 30 40 50 60 7JX2503 

- 0.01 .400 x .250 - 15 21 31 48 60 5JX3502 

50 1.7 .400 x .440 19 47 60 70 70 10 lJX2603 
50 0.35 .400 x .440 15 37 49 70 70 70 lJX2623 
50 0.01 .400 x .440 11 24 30 40 70 70 5JX2693 
50 1.7 .400 x .440 19 47 60 70 70 70 lJX2608 
50 0.35 .400 x .440 15 37 49 70 70 70 lJX2628 
50 0.01 .400 x .440 11 24 30 40 70 70 5JX2698 
50 0.35 .400 x .540 24 68 80 80 80 80 IJX2713 
50 0.14 .400 x .540 - 54 71 80 80 80 IJX2718 
50 0.06 .400 x .540 - 47 65 80 80 80 2JX2723 
50 0.01 .400 x .540 - 18 47 80 80 80 5JX2732 

150 1.7 .400 x .440 10 38 51 60 60 60 IJX3601 
150 0.35 .400 x .440 4 27 36 57 60 60 IJX3603 

150 0.01 .400 x .440 4 15 21 32 57 60 5JX3623 

150 1.7 .400 x .440 10 38 51 60 60 60 IJX3606 
150 0.35 .400 x .440 4 27 36 57 60 60 IJX3608 

150 0.01 .400 x .440 4 15 21 32 57 60 5JX3613 

150 0.35 .400 x .540 - 47 64 70 70 70 IJX3703 
150 0.06 .400 x .540 - 20 44 70 70 70 2JX3705 

150 0.01 .400 x .540 - - - 58 70 70 5JX3709 

RADIO INTERFERENCE FILTERS 

FOR AIRCRAFT APPLICATIONS 

• Exact replacements for fllters needed to control radio interference caused by noise· 
producing devices in aircraft as well as ground equipment. 

• Constructed to meet the high quality standards demanded by the aircraft industry. 

• Hermetically·sealed terminals. Corrosion·resistant metal cases. 

Current Volts Volts D·C Operating 
(Amperes) A·C D·C Surge Temperature 

0.5 - 50 75V 65C 
0.5 - 50 75V 65C 
2 125,400 Hz - 250V 125C 
5 115,400 Hz - 900V 85C 
5 - 28 SOV 125C 

Copyright 1973, Sprague Electric Company IND·EEM·77··EFAB 

Size Unit in Catalog 
L. x W. x H. Photo Number 

1% x 1~ x IVa E 18005A 
2~ x 2 x IVa C lJX700A 
1~ x % x % D JNI0·358 
2~ x 2 xl% A lOS1034A 
2% x 2~ x 1% B JNlO·2002Bl 

All sizes subject to change without nolice. 
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SPRIIGUE SWITCHES 
SERIES SMT SUBMINIATURE TOGGLE SWITCHES, BAT HANDLE 
• SPOT and OPOT types listed by Underwriters' Labs. 

• Combine drastic reduction in size and weight with trou· 
ble·free performance. 

• Widely used in "today's" low·current, solid state equip
ment. 

• Available in popular double·throw circuit configurations. 

• Constructed of high·quality materials, featuring coin 
silver switching contacts, rockers. 

• Toggle caps for color coding available. Cat. No. SWH· 
100 is assortment of 8 - 2 each black, blue, red, white. 
SWH·lOl, white; SWH·l02, blue; SWH·l03, black; SWH· 
104, yellow; SWH·l05, green; SWH·I06, grey; SWH·I07, 
red. All except SWH·I00, 50 per pkg. 

SERIES SMF SUBMINIATURE TOGGLE SWITCHES, FLAT HANDLE 
• Listed by Underwriters' Laboratories. 

• Same quality construction as Series SMT. 
• Specially·designed handles provide ease of grasp, good 

sense of direction of throw, enhance panel appearance. 

• Satin·finish chrome flat handle (paddle lever). 

• Ideal for quick visual alignment of 2 or 25 switches in 
a row. 

• Unique pinned toggle design prevents rotation of handle. 

SERIES SPB SUBMINIATURE PUSH-BUTTON SWITCHES 
or normally closed). • SPB·123 is a maintained action switch (push to make 

and break contact). • Caps for color coding (10 per pkg.) include Cat. No. 
• SPB·126 is a momentary action switch (normally open, SWH·20l, white; SWH·203, black; SWH·207, red. 

SERIES STM MEDIUM-DUTY TOGGLE SWITCHES 
• Listed by Underwriters' Laboratories. 

• For use where ruggedness, durability are more impor· 
tant than size. 

• Self·wiping, heavily silver·plated double·grip contacts 
ensure dependability, long life . 

• Includes standard mounting hardware. 

Cat. Circuit 
Description No. Type 

SMT·121 SPOT 
Subminiature SMT·123 SPOT 

SMT·126 SPOT 
Toggle, SMT·221 oPoT 

SMT·223 oPoT 
Bat SMT·321 3PoT 

SMT·323 3PoT 
Handle SMT·421 4PoT 

SMT·423 4POT 
Subminiature SMF·121 SPOT 

Toggle, SMF·123 SPOT 
Flat SMF·221 OPoT 

Handle SMF·223 OPOT 
Subminiature SPB·123 SPOT 
Push·button SPB·126 SPOT 

Medium STM·12A SPST 
Duty STM·12D SPOT 

Toggle STM·22K oPST 
STM·22N OPOT 
STH·40A SPST 

Heavy STH·400 SPOT 
STH·40E SPOT 

Outy STH·50K DPST 
STH·50N OPoT 

Toggle STH·50P OPOT 
STH·50S OPOT 

Copyright 1978, Sprague Electric Company 

SERIES STH HEAVY-DUTY TOGGLE SWITCHES 
• Listed by Underwriters' Laboratories. 
• Well constructed with specially selected materials. 
• Silver alloys on contact surface areas insure extra over· 

Toggle Lever or No. of 
~~m. Rat~~g 

amoeres 
Button Action Terminals W)VA~ 2~U VA~ 

ON·OFF·ON 3 5 3 
ON·NONE·ON 3 5 3 
ON·NONE·ON* 3 5 3 
ON·OFF·ON 6 5 3 
ON·NONE·ON 6 5 3 
ON·OFf·ON 9 5 3 
ON·NONE·ON 9 5 3 
ON·OFf·ON 12 5 3 
ON·NONE·ON 12 5 3 
ON·OFf·ON 3 5 3 
ON·NONE·ON 3 5 3 
ON·OFF·ON 6 5 3 
ON·NONE·ON 6 5 3 
push ON. push OFF 3 5 3 
momentary ON or Off 3 5 3 
ON·NONE·OFF 2 6 3 
ON·NONE·ON 3 3 I 
ON·NONE·OFF 4 6 3 
ON·NONE·ON 6 6 3 
ON·NONE·OFf 2 20 10 
ON·NONE·ON 3 20 10 
ON·OFf·ON 3 20 10 
ON·NONE·OFF 4 20 10 
ON·NONE·ON 6 20 10 
ON· OFF· ON 6 20 10 
ON*·OFf·ON* 6 20 10 

*momentary IND·EEM·34·EF.4B 

load protection, heat dissipation, and low contact resist· 
ance for greater reliability. 

• Solderable No. 6·32 electro·tinned screw terminals. 

Bushing Size Body Size Photo 
L. x O. L.xT.xH. Lever Lgth. No. 

.352 x .250 .500 x .260 x .350 .400 1 

.352 x .250 .500 x .260 x .350 .400 1 

.352 x .250 .500 x .260 x .350 .400 1 

.352 x .250 .500 x .450 x .350 .400 1 

.352 x .250 .500 x .450 x .350 .400 1 

.352 x .250 .500 x .652 x .415 .400 1 

.352 x .250 .500 x .652 x .415 .400 1 

.352 x .250 .500 x .834 x .415 .400 1 

.352 x .250 .500 x .834 x .415 .400 1 

.352 x .250 .500 x .260 x .350 .448 2 

.352 x .250 .500 x .260 x .350 .448 2 

.352 x .250 .500 x .450 x .350 .448 2 

.352 x .250 .500 x .450 x .350 .448 2 

.344 x .250t .500 x .260 x .639 .766 3 

.344 x .250t .500 x .260 x .639 .719 3 

.468 x .468 1.250 x .687 x .687 .687 4 

.468 x .468 1.250 x .687 x .687 .687 4 

.468 x .468 1.250 x .687 x .687 .687 4 

.468 x .468 1.250 x .687 x .687 .687 4 

.468 x .468 1.125 x .625 x .750 .687 5 

.468 x .468 1.125 x .625 x .750 .687 5 

.468 x .468 1.125 x .625 x .750 .687 5 

.468 x.468 1.327 x .750 x .750 .687 5 

.468 x .468 1.327 x .750 x .750 .687 5 

.468 x .468 1.327 x .750 x .750 .687 5 

.468 x .468 1.327 x .750 x .750 .687 5 

tflatted Sizes subiect to change without notice. 
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SPR nGUE MOUNTING 
H HARDWARE 

CALL YOUR SPRAGUE INDUSTRIAL DISTRIBUTOR FOR CURRENT QUANTITY PRICES 

VERTICAL MOUNTING CLAMPS FOR CYLINDRICAL CAPACITORS VERTICAL MOUNTING CLAMPS FOR RECTANGULAR CAPACITORs* 

Old Cot. No. New Cot. No. Fig. No. A 8 Old Cot. No. New Cot. No. Fig. No. T W M 

CMC·16 4586·97 1 1" 191." RMC-17 36-627 4 1 ';\." 1 "/J." 2 'A" 
CMC-20 4586-97F* 1 1 'A" 11';\0" RMC-19 36-627A 4 1~6' 2 Y2" 3" 

CMC-22 4586-97A 1 1 ¥a" I'*''' RMC-20 36-6278 4 1 'A" 3~" 4 ¥a" 
CMC-24 4586-978 1 1 Y2" 110/\." RMC-28 36-627C 4 1~" 3~" 4 ¥a" 
CMC-28 4586-97C 1 1 '14" 2:y,6' RMC-36 36-6270 4 2 'A" 3~" 4 :Y." 

CMC-28A 4-36-14M 2 1~" 2:y,o" RMC-38 3-36-120 4 2~" 23!tl:!" 4 ¥a" 
CMC-32 4586-48 2 2" 2 Y2" 

RMC-40 36-627E 4 2 Y2" 3~" 4 3/." 
RMC-45 3-36-119 4 2''ll2'' 40/,6' 4 ¥a" 

CMC-40 4586-1 2 2Y2" 3" 40/,." 4 ¥a" CMC-48 4586-2 2 3" 3 Y2" 
RMC-73 36-627Y 4 3 3A" 

*Avallable unlll present stocks are exhausted. 
- 12-4586-1 2A 2" 2%" 

MOUNTING STRAPS FOR TUBULAR COMPONENTS 
- 12-4586-1 A 2A 2Y2" 3" 
- 12-4586-1B 2A 3" 3%" Old New Fig. Old New Fig. 

Cat. No. Cot. No. No. 0 Cat. No. Cat. No. No. 0 
HORIZONTAL MOUNTING CLIPS FOR CYLINDRICAL CAPACITORS TMS-4 36-68T 5 JA" TMS-14 36-59J 5 'i'." 
Old Cot. No. New Cot. No. Fig. No. 0 TMS-5 36-59 5 ",6" TMS-15 36-59K 5 ISJl6" 

UMC-6 36-S20N* 3 3/." 
TMS-6 36-59A 5 ¥a" TMS-16 36-59L 5 I" 

36-S20J !12" 
TMS-7 36-598 5 'll6" TMS-17 36-59M 5 1';\6' UMC-8 3 TMS-8 36-59C 5 Y2" 

UMC-IO 36-S20K'" 3 %" TMS-9 36-690 5 0/16" 
TMS-18 36-59N 5 I Y." 

UMC-12 36-520L • 3 JA" TMS-'IO 36-69E 5 0/8" TMS-19 36-59P 5 13/J6" 
UMC-14 36-S20M 3 Va" TMS-II 36-69F 5 1 Yi6" TMS-20 36-59R 5 I 'A" 
UMC-16 36-S20G 3 I" TMS-12 36-69G 5 314" TMS-21 36-59S 5 10/\6' 
UMC-22 36-S20H 3 1 :Y." TMS-13 36-69H 5 13jj6" TMS-22 36-59T 5 I :Y." . AvaIlable untIl present stocks are exhausted 

KRAFTBOARD INSULATING BES MOUNTING PLATES TU PRINTED WIRING 
Tightly-fitting closed-top black Kraft. For "above-ground" use with can-type capacitors. For use with Twist-Lok® capacitors BOARD ADAPTERS 
Old New Old New 

Cat. No. Description Cot. No. Cat. No. Description Cat. No. Cat. No. Description Used on terminals and lugs of 
HKT-I 407-57A For 1" x 2" can HKT-7 407-57E for 1 :Va" x 3" can 36-17 Metal, for I" O. capacitor 

twist-prong-type units so that 
HKT-2 407-57N For 1" x 2 !h" can HKT-8 407-57Z For 1 ¥a" x 3 V2" can 36-18 Metal, for I ¥a" O. capacitor 

capacitors may be mounted on 
HKT-3 407-570 Forl"x3"can HKT-9 407-174C For I :y." x 4" can printed boards. Eight adapters 
HKT-4 407-174E For I" x 4" can HKT-IO 407-174P For I ¥a" x 4 W' can 

36-19 Phenolic, for ~" O. capacitor per package, complete with in-
HKT-5 407-578 For 1 :Va" x 2" can HKT-12407-57 For 3,4" x 2" can 36-20 Phenolic, for 1" D. capacitor structions. 
HKT-6 407-57R For I ¥a" x 2 y," can HKT-14 407 -57U For I" x 3 y," can 36-21 Phenolic, for I ¥a" D., capacitor Package of 8 .... Cat. No. PC-8 

CopYright © 1974, 1979, Sprague ElectriC Company INO-EEM-68-EOAL Sizes subiect to change without notice. 
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SPRaGUE COMPONENT 
ASSORTMENTS 

29 CABINET ASSORTMENTS OF 
FREQUENTLY-USED COMPONENTS 
• Make it easy to build and maintain practical-sized inventories of capacitors, 

resistors, transistors, diodes, and switches. 
• Assortments prefiled within 6- or 9-drawer attractive, durable, compact, blue 

plastic cabinets. 
• Clear plastic cabinet drawers compartmented with plastic dividers. Drawer 

fronts labeled to identify contents. 
• Compact: 6-drawer cabinet is 9*" wide x 3W' high x 6W' deep. 

9-drawer cabinet is 9W' wide x 5" high x 6W' deep. 
• For detailed information on assortments, refer to latest issue of Brochure 

M-946. 

Type Quantity 
Aluminum Electrolytic Tubular 25 
Aluminum Electrolytic Tubular 61 
Aluminum Electrolytic Tubular 18 
Aluminum Electrolytic Tubular 18 
Vertical-mounting Tubular Electrolytic 27 
Vertical-mounting Tubular Electrolytic 61 
Miniature Aluminum Electrolytic Tubular 27 
Miniature Aluminum Electrolytic Tubular 61 
Dipped Tubular Radial-lead Film 80 
Dipped Tubular Radial-lead Film 104 
Dipped Tubular Radial-lead Film 49 
Dipped Tubular Radial-lead Film 20 
Dipped Tubular Radial-lead Film 20 
Dipped Tubular Radial-lead Film 96 
Dipped Tubular Radial-lead Film 136 
Mylar-sleeved Axial-lead Film 45 
Polypropylene/Polycarbonate Film 43 
Ultra-miniature Single-ended Film 115 
Film-wrapped Tubular Film 52 
Gen. Application & High-K Ceramic Disc 110 
Gen. Application & High-K Ceramic Disc 167 
Temperature-stable Ceramic Disc 85 
Dipped Radial-lead Solid Tantalum 70 
Dipped Radial-lead Mica 28 

CAPACITORS 
Number 

of Ratings 
18 
27 
18 
18 
18 
27 
18 
27 

15 
21 
10 
11 
9 

13 
18 

17 
20 

23 
26 

18 
27 

18 

16 
14 

RESISTORS 
Number 

Capacitance Voltage 
Range (#Af) Range (WVDC) 

1 - 100 12 - 50 
1 - 200 6 - 50 
2 - 1000 25 - 450 
2 - 1000 25 - 450 
.47 - 680 25 - 63 
.47 - 3330 6.3 - 25 
1 - 100 12 - 50 
1 - 2500 3 - 50 

.001 - .22 all 600 

.001 - .25 all 600 

.001 - .05 all 1600 

.001 - .05 all 1600 
.001 - .027 all 2000 
.001 - .47 all 100 
.001 - 1.0 all 100 

.00047 - .22 all 200 

.0018 - 1.5 150 - 1600 
.001 - .47 all 100 

.001 - 1.0 200 - 1000 

100 pF - .1 #Af 500 - 1000 
10 pF - .1 #Af 500 - 1000 

3.3 pF - .01 #Af all 1000 

.1 - 33 all 35 
47 pF - 1000 pF all 500 

Range of Cabinet 
Type Quantity of Values Values (ohms) Drawers 

Carbon-film, 114 Watt 130 23 47 - 470K 9 
Carbon-film, Y2 Watt 127 24 100 - 4.7M 9 

DIODES 
Number of Zener Voltage Test Current Zener Impedance 

Type Quantity Configurations Range (Volts) Range (rnA) Range (ohms) 
Zener, One Watt 37 18 3.6 - 39.0 6.5 - 69 2 - 60 

TRANSISTORS 
Number of 

General Description Quantity Types Designs 
Small-signal and Power - Silicon and Germanium 40 27 NPN and PNP 

SWITCHES 

Description Quantity Types Circuits 
Toggle and Push-button 18 Tog. SPST, Tog. SPOT, on-off, on-off-on, 

Tog. DPDT, Tog. 3PDT, on-none-on, on-none-off, 
P.B. SPOT. mom. on-off. 

Cabinet Assortment 
Drawers Number 

6 KE-1U 
9 KE-11 
9 KE-13 
6 KE-14 

6 KE-16 
9 KE-17 

6 KE-19 
9 KE-20 

6 KF-10 
9 KF-11 
6 KF-13 
6 KF-14 
6 KF-16 
6 KF-18 
9 KF-19 

6 KF-21 

6 KF-28 

9 KF-30 

9 KF-31 

6 KC-20 
9 KC-21 

6 KC-22 

6 KT-10 

6 KM-10 

Assortment 
Number 
KR-10 
KR-15 

Cabinet Assortment 
Drawers Number 

6 KS-20 

Cabinet Assortment 
Drawers Number 

9 KS-25 

Cabinet Assortment 
Drawers Number 

6 KX-11 

Copyright 1978, Sprague Electric Company 1ND-118-EFAB Sizes subject to change without notice. 
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LARGER CAPACITOR ASSORTMENTS 

• Ideal capacitor inventories for larger service 
shops, laboratories, industrial maintenance 
departments. 

• Expressly designed to put popular-rated 
capacitors at your fingertips. 

• Capacitors packaged in Kleer-Pak<E boxes filed 
within compartmented drawers outfitted with 
pre-printed index cards. 

• Attractive, durable cabinets feature sectional 
construction. Each section consists of steel 
housing containing rugged plastic drawer. Tops 
and bottoms of housing are di mpled to si mplify 
stacking of sections. 

• 2-d rawer cabinet: 30%" wide x 6" high x 13" 
deep. 7-drawer cabinet: 30%" wide x 20112" 
high x 13" deep. 

*Trademark 

Ca pacitor Type 
Aluminum Electrolytic Tubular 

Capacitor Type 

Aluminum Electrolytic Tubular 

Capacitor Type 
General Application 
General Application 
High-K 
Temperature-sta ble 
Ultra-miniature 

Ca pacitor Type 
General Application 
General Application 
High-K 
Semi-stable 
Temperature-stable 
NPO 
N750 
AC 
Buffer 
Buttonhead (3 styles) 

2-DRAWER LlnL-LnIC<!Il CENTER J-141 
containina Type TE LittI-lytic@ Capacitors 

No. of Ca pacitance 
Quantity Ratings Range (/Af) 

200 40 1 - 500 

2-DRAWER YERTI-LnIC<!Il CENTER J-152 
containina Type EY Yerti-Iytic@ CapaCitors 

No. of Capacitance 
Quantity Ratings Range (/Af) 

392 36 1 - 1000 

2-D RAWER CERAMICENTER* J-150 
containina 795 Cera-mite@ Ceramic Capacitors 

No. of Capacitance 
Quantity Ratings Range 

290 31 5 pF -.02 /Af 
150 6 .005 /Af - .1 /Af 
140 7 .001 /Af - .1 /Af 
100 11 100 pF - .01 /Af 
115 23 .002 W -.1 W 

7-DRAWER CERAMICENTER* J-l53 
containina 2.740 Cera-mite@ Ceramic Capacitors 

No. of Capacitance 
Quantity Ratings Range 

1285 197 1.5 pF - .1 /Af 
40 8 .005 /Af - .05 p,F 

210 25 .001 p,F - .1 /Af 
235 47 470 pF - .022 /Af 
300 59 3.3 pF - .01 p.F 
215 41 1.0 pF - 390 pF 
195 39 4.7 pF - 1000 pF 
45 9 .001 p.F - .02 /Af 
35 7 .001 /Af - .01 /Af 
15 1 all 1000 pF 

GET MORE WITH SPRAGUE ••• 

MORE TYPES • MORE RATINGS 
MORE QUALITY • MORE VALUE 

Voltage Range 
(WVOC) 
3 - 150 

Voltage Range 
(WVOC) 
6.3 - 63 

Voltage 
(WOC) 

1000 
100 

500 - 1000 
1000 

12 to 25 

Voltage Range 
(WVOC) 

500 - 7500 
all 100 

500 - 1000 
all 1000 
all 1000 
all 1000 
all 1000 

125 VAC, 60 Hz 
all 2000 
all 500 

Copyright 1978, Sprague Electric Company IND·EEM-99-EFBE Sizes subiect to change without notice 



TAKE ADVANTAGE 
OF DORIS (Distributor On-line Real-time) 

Information Service 

NO MATTER WHERE YOU ARE 

DORIS Keeps Sprague Distributors and Component Buyers 
Up-to-the-minute on Product and Order Information 
The most advanced system of its type in the electronics 
industry today, DORIS permits over 150 Sprague dis
tributors and sales reps with remote terminals to "talk" 
directly with Sprague's master computer in North 
Adams, Mass. for on-the-spot product inquiry, order 
entry, and inventory check. By contacting your Sprague 
distributor you're just seconds away from Sprague and 
its vast inventory of integrated circuits, transistors, 
capacitors, resistors, etc. 

Whether you're checking into product availability, 
preparing to order components, placing an order for 
any of more than 30,000 line items, or following-up a 

MEMB[R 

previously-placed order, DORIS stands ready to give 
you fast, accurate answers. 

DORIS provides coast-to-coast coverage even be
yond the normal working day. The master computer 
can be reached from 8:00 A.M. to 9:00 P.M. Eastern 
Time. West Coast distributors can query DORIS as late 
as 6:00 P.M. Pacific Time. 

Sprague is the only broad-line component manufac
turer to institute such a comprehensive information 
system, and only Sprague and its distributors can offer 
the services of DORIS, the most completely computer
ized program available anywhere. 

SPR~GUE~ 
SPRAGUE PRODUCTS COMPANY Distributors' Division of Sprague Electric Co. THE MARK OF RELIABILITY 

THE PRIME SUPPLIER OF ELECTRONIC COMPONENTS 
a GK Technologies subsidiary 

."\ 
) 
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For your nearest stocking distributor, please call the Sprague Products representative for your area: 

A F Nevco, Inc. R 
William J. Purdy Company William J. Purdy Company 730 34th St. Place William Rutt, Inc. 
815 W. Ewing St. 1327 S. Inca Street West Des Moines, Iowa 50265 14 N. Chatsworth Ave. 
Seattle, Washington 98119 Denver, Colorado 80223 Tel. 515/225-9866 larchmont, N.Y. 10538 
Tel. 206/284-8020 Tel. 303/777-1411 Tel. 914/834-8555 

B G M 

William J. Purdy Company Stitzer-Dodd, Inc. Nevco, Inc. S 
770 Airport Boulevard 8925 N. Central Avenue 10132 Glenfield Terrace Maish Sales 
Burlingame, California 94010 Phoen ix, Arizona 85020 St. louis, Missouri 63126 P.O. Box 548 
Tel. 415/347-7701 Tel. 602/944-2237 Tel. 314/843-7406 Mulberry, Indiana 46058 

Tel. 317/638-8484 or 317/296-2322 
William J. Purdy Company H N 4764 Olive Oak Way William J. Purdy Company T Carmichael, California 95608 457-D Washington Street, S.E. 

lund & Company, Inc. 

Tel. 916/484-1565 Albuquerque, New Mexico 87108 2336 lu Field Road Trinkle Sales, Inc. 

Tel. 505/266-7959 
Dallas, Texas 75229 P.O. Box 5320 

C1 
Tel. 214/243-2606 1010 Haddonfield-Berlin Road 

Sprague Products Company Cherry Hill, New Jersey 08034 

11222 laCienega Boulevard 
Tel. 609/795-4200 or 215/922-2080 

HMR, Incorporated 0 
Inglewood, California 90304 7200 France Avenue S. Electronic Salesmasters, Inc. Tel. 213/645-9394 Minneapolis, Minnesota 55435 U 24100 Chagrin Blvd. 

C2 
Tel. 612/831-7400 Beachwood, Ohio 44122 Electronic Marketing Associates, Inc. 

Tel. 216/831-9555 955 Burke Street 
R. D. Miner Co. K Mich.: 1-800-321-1848 Winston-Salem, North Carolina 27101 
4027 Country Trails D. Dolin Sales Co. Ohio: 1-800-362-2616 Tel. 9191722-5151 
Bonita, California 92002 6232 N. Pulaski Road 
Tel. 714/421-5586 Chicago, Illinois 60646 

Tel. 312/286-6200 p V 
0 Paston-Hunter Co., Inc. Electronic Marketing Associates, Inc. 

0 
louis S. Shuey D. Dolin Sales Company 2002 Teall Avenue 210 W. Stone Avenue 
574 W. 550 North St. 131 W. layton Avenue Syracuse, New York 13206 Greenville, South Carolina 29609 
St. George, Utah 84770 Milwaukee, Wisconsin 53207 Tel. 315/437-2992 Tel. 803/233-4637 
Tel. 801/628-0589 Tel. 414/482-1111 

E L Q W 
Hawaii Electronics Sales Nevco, Inc. Sprague Products Company Div. Unirep, Inc. 
1305 Hart Street 1715 Baltimore Avenue 60 Turner Street 1141 S.E. 2nd Avenue 
Honolulu, Hawaii 96817 Kansas City, Missouri 6410B Waltham, Massachusetts 02154 Fort lauderdale, Florida 33316 
Tel. 808/845-8207 Tel. 816/421-1751 Tel. 617/899-9840 Tel. 305/527-1556 
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