


























Datamanager Model 501 Specifications 

Type 

Small programmable digital computer de
signed for business processing and data han
dling functions. Features core memory, three
address decimal and binary arithmetic and 
variable word length. 

Memory 

Magnetic core , 2 microsecond full cycle, 8 bit 
bytes, with parity. Expandable from 4,096 to 
32,768 bytes. All 1/0 is direct access to 
memory. 

Arithmetic 

Binary - fixed point, serial by characters, 
2's complement, variable length. 

Decimal - variable number of characters, sign 
in low order digit, EBCDIC. 

Processing Power 

56 Macro Instructions 

Addressing of variable length items via de
scriptor tables. 

Relocatable program, data and data descrip
tors. 

Indexing 

Automatic index. For structured data up to 256 
bytes by item and record descriptors. For 
non-structured data, index through variable 
length data b locks using sequential editing 
instructions. 

Input/Output 

Four fully buffered selector channels. 1/0 and 

processing concurrency on cycle steal° basis. 
Standard channel transfer rate 250K bytes per 
second. Program check for buffer termination. 
Two direct memory access ports for special 
interfaces, providing access to both address 
and data lines. Total 1/0 throughput of SOOK 
bytes per second. 

Interrupt Processing 

Provision for interrupt service. Requirements 
can be tailored to system need for single level 
or nested interrupts. 

Logic Levels 

TTL integrated circuits. Differentially driven 
and TTL compatible transmission busses. 

Physical 

Mounting: Desk Top, Relay Rack or Standup 

Size: (1) Desk Top, 101/4" H x 19" W x 32" D 
(2) Relay Rack, 121/4" H x 19Y2" W x 

253/4" D 
(3) Standup, 40" H x 24" W x 14" D 

Weight: 105-115 lbs. 

Power: 115 or 230 VAC, 50 or 60 Hz, 400 
watts 

Temperature: 0° to 50° C 

Relative Humidity: 1 O to 95% 

Software 

Assembler, utility, confidence tests, mainte
nance aids, and R.P.G. 
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