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SUBJECT 

MSU9631/MSU9632 
DISK INSTALLATION 

PROCEDURES 

Preparation and Installation Procedures 

SPECIAL INSTRUCTIONS 

This document provides instructions for installing the MSU9631/MSU9632 disk 
drives to an initial DPS 6 system and instructions for installing additional disk drives 
to existing DPS 6 systems. This document must be used in conjunction with the 
appropriate system installation manual. 

The following notice is provided in accordance with the United States Federal 
Communications Commission's (FCC) regulations. 

Warning: This equipment generates, uses, and can radiate radio frequency energy 
and if not installed and used in accordance with the instruction manual, may cause 
interference to radio communications. As temllorarily permitted by regulation it has 
not been tested for compliance with limits for Class A computing devices pursuant to 
Subpart J of Part 15 of FCC Rules, which are designed to provide reasonable protec
tion against such interference. Operation of this equipment in a residential area is 
likely to cause interference in which case the user at his own expense will be required 
to take whatever measures may be required to correct the interference. 

This document and the information contained herein are confidential to and the property of Honeywell 
Information Systems Inc. and are made available only to Honeywell employees for the sole purpose of main
taining Honeywell's products. This document, any copy thereof and the information contained herein shall 
be maintained in strictest confidence; shall not be copied in whole or in part except as authorized by the 
employee's manager; and shall not be disclosed or distributed (a) to persons who are not Honeywell 
employees, or (b) to Honeywell employees for whom such information is not necessary in connection with 
their assigned responsibilities. Upon request, or when the employee in possession of this document no longer 
has need for the document for the authorized Honeywell purpose, this document and any copies thereofshall 
be returned to the employee's manager. There shall be no exceptions to the terms and conditions set forth 
herein except as authorized in writing by the responsible Honeywell Vice President. 

ORDER NUMBER 

VK20-00 

DOCUMENT NUMBER 

71018076-100 September 1986 
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USER COMMENTS FORMS are included at the back of this manual. These forms are to be used to record 
any corrections, changes, or additions that will make this manual more useful. 

This document was issued September 1986 as VK20-00 by Document Issue Notice BLCDG7398. 
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Section 1 
INTRODUCTION 

In this section: See page 

Device Overview ........................................ . 1-2 
1-4 Ref erence Documents ••••••••••••••••••••••••••••••••••••• 

Summary 

1-1 

Section 1 provides an overview description for the 
MSU9631 fixed disk with the cabinet, and the 
MSU9632 fixed disk units two through four without a 
cabinet. 
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Introduction 
DEVICE OVERVIEW 

DEVICE OVERVIEW c 
Summary 

Disk Unit 

1-2 

This document provides the procedures required to 
install the MSU9631/MSU9632 Mass Storage Unit 
hereinafter referred to as the disk unit, as shown 
in Figure I-Ion the adjacent page. The disk unit 
is installed in a cabinet, and together they form a 
subsystem that can be configured in a DPS 6 type 
system. 

The disk unit is a random access device with a 
14.52 MHz bit transfer rate and has eight-inch 
fixed disks. A single IS-inch wide cabinet can 
contain a maximum of four disk units, four power 
supplies, and one Power Distribution Unit (PDU). 
The disk units are mounted vertically and swing out 
for maintenance access. The disk units are defined 
as follows: 

• MSU9631 - one disk unit with a formatted 
storage capacity of 29S megabytes, one power 
supply, the required cables, and one PDU ~ 
mounted in the cabinet assembly. ~ 

• MSU9632 - one add-on disk unit with a 
formatted storage capacity of 295 megabytes, 
one power supply, the required cables, and the 
cabinet assembly mounting hardware. 

VK20-00 

HONEYWELL CONFIDENTIAL & PROPRIETARY 

C' ?, .---" ; 



( 

1-3 

1/0 

DISK UNIT 
MOUNTING FRAME 

CONNECTOR --ttt---=--_ 
BOX 

DISK 
PDU UNIT 

Figure 1-1. Disk Unit Subsystem 

Introduction 
DEVICE OVERVIEW 

86-524-1 
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Introduction 
REFERENCE DOCUMENTS 

REFERENCE DOCUMENTS 

Summary 

1-4 

This module provides a list of documents that aid 
in installing the system: 

• Models 3X - 5X & DPS 6/3X - 7X System 
Installation (Order No. CB68) 

• DPS 6/9X System Installation (Order No. FZ87) 

• DPS 6/40, 6/42, 6/45, 6/75, and 6/85 System 
Installation (Order No. VG45). 
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Section 2 
SUBSYSTEM 

INSTALLATION 

In this section: See page 

Unpacking the Cabinet •••••••••••••••••••••••••••••••••••• 
Removing the Cabinet from the Pallet ••••••••••••••••••••• 
Cabling Preparation •••••••••••••••••••••••••••••••••••••• 
Cab! ing ...•.......•.•..••.•......•..•...•...•.•.....•.... 
Power On ••••••••••••••••••••••••••••••••••••••••••••••••• 
Switch Settings ......................................... . 

2-2 
2-4 
2-6 
2-8 
2-10 
2-12 

Summary This section provides the procedures for unpacking 
and installing the basic subsystem configuration 
that consists of the disk cabinet with one disk 
unit installed. 

2-1 VK20-00 
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Subsystem Installation 
UNPAClUNG 'f'BB CABINB'.l' 

UNPACKING THE CABINET 

Summary 

Unpacking 

Remove 
Packing 
Material 

Check All 
Items 

2-2 

This module provides the procedures required to 
unpack the disk unit subsystem, as shown in Figure 
2-1 on the adjacent page. 

Prior to unpacking, locate the disk unit subsystem 
in the area where it is to be installed. To unpack 
the disk unit subsystem, perform the following 
procedure: 

Follow instructions on the acclimation label 
prior to unpacking the subsystem. 

To unpack the cabinet: 

1. Using a dolly or forklift, move the cabinet to 
a lO-foot by lO-foot space at or near the area 
designated by the system layout plan. 

2. Cut the shipping straps from around the box 
that contains the cabinet. 

3. Remove the cover from the box. 

4. Remove the two top foam cushions. 

5. Lift up and remove the box. 

6. Cut open the protective bag as close to the 
bottom as possible. 

7. Remove the top portion of the bag. 

S.Remove the dessicant bags that are taped to 
the bottom of the unit. 

9. Check for missing or damaged items. Report 
any discrepancies to the District Manager and 
the Installation Control Center. 
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ACCLIMATION 
LABEL 

Subsystem Installation 
UNPACKING THE CABINET 

PROTECTIVE 
BAG 

DISK UNIT 
CABINET 

86-525-1 

Figure 2-1. Unpacking the Subsystem 
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Subsystem Installation 
RBMOVIlfG THB CABIMBT FRO( TBB PALLB'I' 

REMOVING THE CABINET FROM THE PALLET 

Summary 

2-4 

The pallet converts to a ramp so the cabinet can 
slide off, as shown in Figure 2-2 on the adjacent 
page. Loosen the hardware that secures the skid 
rails to the pallet. Swing out the two skid 
rails. Slide the cabinet off the pallet. 

WARNING I 
Two persons are required to remove the cabinet from 
the pallet. 

To remove the cabinet from the pallet: 

1. At the front of the cabinet, remove the two 
inner front hex bolts and washers. 

2. Remove the front rail. 

3. Loosen the bolts at the right and left side of 
the pallet. 

4. Remove two outer front bolts and washers. 

5. On one side of the pallet, partially pullout 
the skid rail that is underneath the pallet. 
Do the same for the skid rail that is on the 
other side. 

6. Continue to pull the two skid rails out from 
under the pallet. Pull each one out a little 
at a time to avoid having the full weight of 
the cabinet on one side. Once both skid rails 
are completely out from under the pallet, the 
front of the pallet will lower itself to the 
floor. 

7. Slide the cabinet off the pallet and move it 
to its permanent position. 

8. Reassemble the pallets, and store for possible 
future shipment of the system. 
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OUTER FRONT BOLTS 

/// 

Subsystem Installation 
REMOVING THE PALLET FROM THE CABINET 

CABINET 
REMOVAL 
DIRECTION 

// 

SKID 
RAILS 

86-526-1 

Figur,e 2-2. Removing the Cabinet from the Pallet 
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Subsystem Installation 
CABLIIfG PREPARATION 

CABLING PREPARATION 

Summary 

2-6 

This module describes the procedures required to 
remove the front and back doors and both the side 
panels. 

To remove the doors and side panels: 

1. Remove front and rear cabinet doors by 
reaching through the top opeing in the center 
of the door. Locate the latch and release the 
top of the door. Pull the door out and then 
lift off. 

2. Remove the left side cabinet panels using an 
eight-inch allen wrench. Insert the wrench 
into the side access hole and turn the allen 
wrench counterclockwise until the panel is 
released. Pull the panel out and lift off. 

3. Remove shipping wedge assemblies located at 
the top and bottom of each unit prior to 
cabling. 

4. To remove shipping wedges from between the 
disk unit mounting frame and the disk unit, 
turn the screw on the wedge counterclockwise 
until the screw and both wedge pieces can be 
removed as shown in Figure 2-3 on the adjacent 
page. Note that the wedge can be removed 
without removing the two TORX screws that 
secure the frame to the cabinet. 

5. Retain wedge assemblies for possible future 
shipment of the unit. 
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SHIPPING 
WEDGES 

Subsystem Installation 
CABLING PREPARATION 

DISK _ 
UNIT 

TORX 
SCREWS 

Figure 2-3. Disk Unit Mounting Frame 
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Subsystem Installation 
CABLING 

CABLING 

Summary 

2-8 

This module provides the procedures required to 
cable the disk unit ~ubsystem. -. -

Power off the system to which the disk subsystem is 
to be connected. Install the I/O cables for the 
configured device, using Figure 2-4 on the adjacent 
page and the procedure that follows: 

1. At the controller bulkhead, connect the A' 
cable J01 to bulkhead 1A and cable J02 to 
bulkhead 2A, and then connect the other end of 
this connector pair (P03) at the controller 
board connector Y02 (refer to Appendix A for 
more detailed information regarding controller 
boards). 

2. At the device subsystem I/O bulkhead, connect 
the I cable to A01 and secure it with the two 
captive screws. Connect the other end of this 
cable to the controller bulkhead 1A. 

3. At the device subsystem I/O bulkhead, connect 
the I cable to A02 and secure it with the two 
captive screws. Connect the other end of this 
cable to the controller bulkhead 2A. 

4. At the controller bulkhead, connect the B' 
cable J01 to OB and connect the other end 
(P02) of this cable to YOS of the controller 
board (refer to Table 2-1, and Appendix A). 

Table 2-1. Disk Unit Cable Connections 

Cabinet 
Device Cont. Cont. I/O Front View 

No. Board Blkhd B1khd 2nd 1st 
Add Add 

0 YOS OB BO On On 
1 Y06 1B B1 3rd Basic 
2 Y03 2B B2 Add Unit 
3 Y04 3B B3 On 

VK20-00 
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Section 2 
SUBSYSTEM INSTALLATION 

5. At the device subsystem I/O bulkhead, connect 
the I cable to BO and secure it with the two 
captive screws. Connect the other end of this 
cable to the controller bulkhead OB. 

6. If other drives are to be cabled, repeat steps 
4 and 5 while referencing Table 2-1. 

7. Check that the disk unit's power supply 
ON/STANDBY switch is in the ON position. 

8. Check that the disk unit's power supply 
voltage select switch S2 is set correctly. 

9. Check each disk unit's logical address switch 
to ensure that the correct drive number is 
selected. 

10. Using the allen wrench, install the right and 
left cabinet side panels. 

11. Close the front and back cabinet doors. 

CAUTION 

FULLY SHIELOEO EXTERNAL OEVICE INTERFACE 
CABLES IPART NO. 04910133·1041 MUST BE USED 
TO MEET FCC REQUIREMENTS. 

,~ 

OEVICE SUBSYSTEM 

liD BULKHEAO 

L B31 B2 I BI eo I A02 I AOI 

J ~ "- '" 
, 

"\ "\ "\ I=INTERCO 
CABLES 

CONTROLLER I I I I I I 
BULKHEAD 

I 3B 2B IB I OB 2A I IA 
JOI JOI JOI 

~~{ 
B' B' B· B' A' 

P02 P02 P02 PaZ P03 
Y04 Y03 YOB Y05 Y02 

CONTROLLER BOARD 
ISEE APPENDIX AI 

HDSTSYSTEM 

, 
HDSTCABLES 

I· INTERCONNECT 04910133·104 (25 FEET! 
A"DAISY CHAIN 60167266-1102 
B'-RADIAL 60157261H102 

NNECT 

86·638 

Figure 2-4. Subsystem Cabling 
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Subsystem Installation 

POWER ON 

Summary 

2-10 

This module describes the power on sequence for the 
subsystem. 

To power on the subsystem: 

1. Verify that the subsystem POWER ON/OFF switch 
located on the front of the cabinet, as shown 
in Figure 2-5 on the adjacent page, is in the 
OFF position. 

2. Connect the PDU ac input cable to the customer 
input power source. If the ac power cable is 
not connected to the PDU, install the cable, 
as shown in Figure 2-6 on the adjacent page. 

3. Place the subsystem POWER ON/OFF switch in the 
ON position. 

4. Turn the system power on. 

5. Run the FSDXl T&V to verify correct operation 
of the subsystem. 
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POWER 
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B 
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Subsystem Installation 
POWER ON 

.J 

-...r- --
86-539-1 

Figure 2-5. Subsystem Power Switch 

/; 86-529-1 
CABLE 
CONNECTION 

Figure 2-6. PDU AC Input Cable Connection 
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Subsystem Installation 
SWITCH SBTTlltGS 

SWITCH SETTINGS 

Summary 

2-12 

The switch settings for the power supply and the 
fixed disk unit are shown in detail in Figure 2-7. 

.. 
ON 

t 

VOLTAGE 
SELECT 
PLATE 

,~ 
VOLTAGE SELECT , 
SWITCHS2 

ADDRESS SWITCHES ,.. , 
123466 

888888 , 
OFF 

DEVICE 
LOGICAL 
ADDRESS 1 

0 ON 

\ ... 1 OFF 

2 ON 

~ 
~ 
~ 
~ 

SWITCH 

2 3 4 6 6 

ON ON ON SWITCH 
6AND6 

ON ON ON ARE NOT 
DEVICE 

OFF ON ON ADDRESS 
SELECT 

3 OFF OFF ON ON SWITCHES 

Figure 2-7. Switch Settings 
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Section 3 
ADD-ON DISK UNIT 

INSTALLATION 

In this section: See page 

Unpack ing .••............•..••.••..•.•.•••............... 
P,?we r S1:lppl y .•....•.....•.•..........••...........•..... 
D 1 sk Un 1 t .....................•.•.....•................• 
Power Cabl ing .................•......................... 

3-2 
3-4 
3-6 
3-8 
3-10 
3-12 

Disk Cabl ing ........................................... . 
Power On ••••••••••.••••••••••••••••••••••••••••••••••••• 

Summary 

3-1 

This section provides the procedures for installing 
up to three add-on disk units into the subsystem 
cabinet. Sequentially repeat the first five 
procedures in this section each time a disk unit is 
to be installed. After all disk units are 
installed, perform the power on procedure. 

Damage to the disk unit or the power supply may 
result unless a protective ESD wrist strap is 
grounded to the cabinet and worn when handling 
these units. 

VK20-00 

HONEYWELL CONFIDENTIAL & PROPRIETARY 



Add-On Disk Unit Installation 
UNPACltIlfG 

UNPACKING 

Summary 

Remove 
packing 
Material 

Check All 
Items 

Power Down 

3-2 

This module provides the procedures required to 
unpack the add-on disk unit kit, as shown in 
Figure 3-1 on the adjacent page. 

Follow the instructions on the acclimation label 
prior to unpacking the disk unit. 

To unpack the add-on disk unit, perform the 
following procedure: 

1. Remove disk unit packing material from the 
shipping container. There is a terminator 
taped to the underside of the accessories 
box. Remove terminator and place aside. Save 
all packing materials for future reshipment. 

2. Carefully cut the disk unit protective bag at 
the seam. 

3. When the disk unit is ready to install, remove 
the antistatic material that surrounds the 
power supply. 

4. Open the box containing the cables, power 
supply mounting plate, and disk drive mounting 
frame. 

5. Check for missing or damaged items in both the 
disk unit and cable boxes. Report any 
discrepancies to the District Manager and the 
Installation Control Center. 

6. Prepare a clean padded surface to place the 
disk unit and power supply for installation in 
the subsystem cabinet. 

7. Turn the POWER OFF/ON switch on the front of 
the cabinet to the OFF position. Remove the 
ac power cord from the wall receptacle. 

VK20-00 
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Add-On Disk Unit Installation 
UNPACKING 

8. Open the front and back cabinet doors of the 
subsystem cabinet using an allen wrench. 

9. Remove the right and left side subsystem 
cabinet panels by turning the fastners 
one-quarter of a turn counterclockwise. 

10. The terminator that was removed in step 1 
above is not necessary in the upgrade 
procedures. It can be used as a spare 
terminator if immediate use is not required. 

Figure 3-1. Unpacking the Add-On Disk Kit 
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Add-On Disk Unit Installation 
POWER SUPPLY 

POWER SUPPLY 

Summary 

Prepare Unit 

This module provides the procedures to prepare and 
install the add-on disk unit's power supply. 

Damage to the disk unit or the power supply may 
result unless a protective ESD wrist strap is 
grounded to the cabinet and worn when handling 
these units. 

To install the power supply, perform the following: 

1. Remove the packing and power supply out of the 
shipping container. Carefully place the power 
supply on a clean padded surface. 

2. The Voltage Select Switch can be set for 
either 115 or 230 Vac at 60/50 Hz. Verify 
that this switch is set correctly for the 
incoming ac power source (see Figure 3-2). 

3. The ON/STANDBY switch must be in the 1 or ON 
position. 

Install Frame 4. Using the four 6-32 X 3/8 TORX screws, secure 
the power supply to the power supply mounting 
plate, as shown in Figure 3-3 on the adjacent 
page. 

Install Supply 5. Using the four 8-32 X 3/8 TORX screws, secure 
the power supply mounting plate to the cabinet 
side rails directly behind the position where 
the disk unit will be installed. 

3-4 VK20-00 
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REAR OF 
POWER SUPPLY 

ON ~ 1. STANDBY· 0 

Add-On Disk Unit Installation 

VOLTAGE 
SELECT 
PLATE 

POWER SUPPLY 

LOCKS VOLTAGE SWITCH 52 IN EITHER 
120V POSITION OR 240V POSITION. 

20B-240V 

o 00 

,~ 
VOLTAGE SELECT ~ 

TO CHANGE VOLTAGE 
SELECT SWITCH SETTING, 
REMOVE TORX SCREW, 
REMOVE COVER PLATE, 
AND PLACE THE SWITCH 
TO THE DESIRED POSITION SWITCH 

VOLTAGE SELECTIONS: 120 OR 240V. 

Figure 3-2. Power Supply Set Up 

6/32 x 3/8 
TORX 

POWER SUPPL V 
MOUNTING PLATE 

~~K-: 
I 

POWER SUPPLY 

86-533-1 

116-532·1 

Figure 3-3. Power Supply Installation 
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DISK-UlfI'l 

DISK UNIT 

Summary This module provides the procedures required to 
prepare and install the add-on disk unit. 

Damage to the disk unit or the power supply may 
result unless a protective ESD wrist strap is 
grounded to the cabinet and worn when handling 
these units. 

To install the disk unit: 

Prepare Unit 1. Remove the disk unit from the shipping con
tainer, and place it on a clean padded surface 
with the unit's top cover facing up and the 
back panel facing toward you. Do not touch 
the I/O connector pins as damage to the unit 
may result through electrostatic discharge. 

Replace Panel 2. If the I/O panel of the disk unit is to be 
replaced (when the vendor rear panel is attached 
to the disk unit, it must be replaced with the 
back panel in the installation kit). Proceed to 
step 3; otherwise proceed to step 5. 

Remove Back 
Panel 

Install 
Replacement 

3-6 

3. Loosen the top cover panel by turning the four 
allen screws that secure the top panel. 

4. See Figure 3-4 on the adjacent page and remove 
the three allen screws that secure the back 
panel of the disk unit. Remove the panel. 

5. Remove the ground lug from the back panel and 
install it on the replacement back panel. 

6. Install the replacement back panel and secure 
with the three allen screws just removed. If 
the power supply is equipped with a 14 pin 
connector, the back panel knock-out must be 
removed from the replacement back panel. 

7. Secure the four allen screws on the cover. 
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Set Address 

Add-On Disk Unit Installation 
DISK UNIT 

8. To set the disk unit logical address, see 
Figure 3-4. Access to the address switches is 
through the cutout in the top cover. 

9. Depending on the physical positioning of the 
disk unit in the cabinet, set the logical disk 
unit address switches (a value of 1, 2, or 3). 

Install Frame 10. Attach the disk unit mounting frame to the 
disk unit and secure it with four TORX 10-32 x 
5/8 screws. Carefully tighten screws to 
ensure that the rubber portion of the shock 
mount is not damaged. 

Install Disk 11. Install the disk unit in the proper cabinet 
position by guiding the alignment pin into the 
frame at the proper end of the pivot point. 
Secure disk subframe assembly to the frame 
using two TORX 8-32 x 3/8 screws. Secure the 
assembly at the opposite end of the pivot 
point with the TORX 8-32 x 3/8 screw. 

Install Air 
Deflector 

REAR PANEL 

MOUNTING 
FRAME 
TORXSCREWS 
10132 X 5/8 

MOUNTING 
FRAME 
TORXSCREWS 
10132 X 5/8 

---' : 

12. Install the air deflector on the rear of the 
disk unit as shown in Figure 3-4. 

AIR DEFLECTOR 

~ 
8132 x 3/8 
STORAGE DISK r TOFRAME 

_ TORX SCREWS 

ALIGNMENT 
PIN GUIDE 

MOUNTING 
FRAME 

O ,.~~ .. CONTROL BOARD 
'- ___ ..I 

JI3 

c:::J 
J80 

J25 

I_I 1111111 D -SECTOR SWITCHES ----ON 

UNIT POSITIONING 
AS VIEWED FROM 
THE FRONT OF THE 
CABINET 

1ST 2ND 
ADD ADD 
ON ON 

3RD BASE ADD 
ON UNIT 

DEVICE 
LOGICAL 
ADDRESS 

0 

• I 

2 

3 

I 

ON 

OFF 

ON 

OFF 

c=:::::J JI5B 
P2B 

P20 

J27 

SWITCH 
I 

I 
2 3 4 I 5 6 

ON ON ON I :l'r!g~ 
ON ON ON I ARE NOT 

I DEVICE 
OFF ON ON I :~~'g.SS 
OFF ON ON : SWITCHES 

Figure 3-4. Disk Unit and Frame Mounting Assembly 
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Add-On Disk Unit Installation 
POWBR CABLING 

POWER CABLING 

Summary 

D (DC) Cable 

AC Cable 

3-8 

This module provides the procedures required to 
connect the power cables from the Power 
Distribution Unit (PDU) to the power supply and 
from the power supply to the add-on disk unit (see 
Figure 3-5 on the adjacent page). 

To install the power cables, perform the following 
procedure: 

1. Connect the D cable between the power supply 
and JIS of the disk unit. The cable end with 
the shorter ground lead, plugs into the power 
supply and the c.able end wi th the longer 
ground lead, plugs into the disk. 

2. On the power supply, install, the 6-inch . 
ground jumper from the dc ground (+5V RETURN) 
to the ac ground. 

3. Remove the TORX screw that secures the dc 
ground jumper and connect the return cable 
terminal lug to the screw and reinstall the 
screw. 

4. At the dis~ unit, remove the TORX screw 
securing the dc ground terminal (marked DC 
Gnd), connect the return cable to this point, 
then using the nut secure the return cable. 

S. At the PDU, to gain access to the power 
connectors, remove the two screws that secures 
the protective shield to the PDU frame. 

6. Connect one end of the ac power cable to 
either J03, J04, JOS, or J06 on the power 
distribution unit (J06 must be used with disk 
unit one), and insert the opposite end of the 
ac power cable into the ac connector of the 
power supply. 

7. Connect the protective shield to the PDU frame 
with the two screws removed in step 5. 
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( 

TO BASIC 
UNIT 
DRIVE 0 

" 

3-9 

Add-On Disk Unit Installation 

'" PROTECTIVE 
SHIELD 

DC GROUND 
(t5V RETURN) 

) TOSYSTEM 
,l CABINET 

POWER 
SUPPLY 

POWER CABLING 

ACINPUT 

...... -...----+--..,.L- 6-INCH GROUND 
JUMPER 

..... _DCGROUND 

DISK UNIT 

Figure 3-5. AC and DC Power Cabling 
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Add-On Disk Unit Installation 
DISK CABLING 

DISK CABLING 

Summary 

C Cable 
04910239 

B Cable 
60157268 

I Cable 

B' Cable 

3-10 

This module provides the procedures required to 
connect the logic cables from the add-on disk unit 
just installed to the I/O connector box and from 
the I/O connector box to the controller (see Figure 
3-6 on the adjacent page): 

TO install the unit cables, perform the following 
procedures: 

1. Locate the last logical drive, and remove the 
two screws that secure that disk unit to the 
cabinet frame. 

2. Loosen the pivot screw for the last drive and 
then slowly swing the disk unit open. Note 
that the unit can only open to a maximum of 20 
degees' from the fully closed position. 

3. Connect the C daisy chain cable from the last 
disk unit connector (in the daisy chain)to lJ3 
of the next available disk unit by routing the 
cable through the inside of the cabinet. 
Reference terminator procedure below if this 
is the last add-on unit to be installed. 

4. Connect the B radial cable, JOl, from the I/O 
subsystem bulkhead (Bl for disk unit 1, B2 for 
disk unit 2, or B3 for disk unit 3) to lJ2 of 
the next disk unit installed. 

5. Connect the I cable from the I/O subsystem 
bulkhead (Bl for disk unit 1, B2 for disk unit 
2, or B3 for disk unit 3) to the Controller 
Bulkhead. 

6. Connect the B' radial cable from the 
Controller Bulkhead to the controller board 
connector (refer to Appendix A). 

7. Secure the add-on disk unit mounting frame in 
place to the. cabinet frame by installing the 
two TORX screws removed in step 1. Tighten 
the pivot screw that was loosened in step 2. 
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(-
Terminator 

DISK UNIT 
NO. 

o 

8. 

A DAISY 
CHAIN 

B RADIAL 

D DCPOWER 

Add-On Disk Unit Installation 
DISK CABLING 

If this is the last add-on disk unit to be 
installed, move the terminator card (currently 
located in 1J4 of disk unit 0, or 1, or 2) to 
connector 1J4 of the last device, and continue 
to the Power On module. Otherwise, return to 
the Unpacking module in this section to 
install the next add on disk unit. 

FROM LAST DEVICE. OR IF FIRST 
DEVICE. FROM BULKHEAD 

D~~i-----D 
lJ3 lJ3 

C DAISY 
CHAIN 

HOST 

/ \ 
\ 

BULKHEAD 

CONTROLLER 
BO.\RD 

~]-----1Y 
1/0 
SUBSYSTEM 
BULKHEAD 

2 

B RADIAL 

D DCPOWER 

C DAISY 
CHAIN 

\ 

l:EQ:]------{ Y 

B RADIAL 

D DCPOWER 

C DAISY 
CHAIN 

\ 

AO' 

I I INTER-
CONNECTING 

I 
CABLES 

'I HOSTCABLI::S 

I - INTERCONNECTING 
(25 FEET) 

A"DAISY CHAIN 
B':RADIAL 

UNIT CABLES 

A-DAISY CHAIN 
(3 FEET) 

B'·RADIAL 

A'DAISY 
CHAIN 

B RADIAL 

B RADIAL 

B RADIAL 

B RADIAL 

04910133·104 

60157266-802 
60157268-802 

60157266-003 

60157268·003 

I 

TERMINATOR 
(3 FEET) 

C~DAISY CHAIN 04910239·002 
3 (2 FEET) 

D;DCPOWER 60159476-001 
AC POWER 60159563-001 

B RADIAL 

J15 D DCPOWER 

Figure 3-6. Subsystem Cable Diagram 
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Add-On Disk Unit Installation 
POWER OR . 

POWER ON 

Summary 

3-12 

This module describes the power on sequence for the 
subsystem. 

To power on the subsystem: 

1. Verify that the subsystem POWER ON/OFF switch 
located on the front of the cabinet (see 
Figure 2-5) is in the OFF position. 

2. Connect the PDU ac input cable to the customer 
input power source. 

3. Place the subsystem POWER ON/OFF switch in the 
ON position. 

4. Run the FSDXl T&V to verify correct operation 
of the subsystem. 
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Appendix A 
SYSTEM 

CONTROLLERS 

In this Appendix: See page 

HPDC Boards............................................. A-2 
HSDC Boards............................................. A-4 

Sununary 

A-l 

This appendix provides the reference information 
required to cable the disk subsystem to the system 
controller. 
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System Controllers 
IIPDC BOARDS 

HPDC BOARDS , 

Summary This module shows the BF4HDC (see Figure A-l) and 
the BF6HDX (see Figure A-2) board switch locations 
and settings. 

Z02 !; 

DEVICE ill m CHANNEL 
PRESENT 1 1 NUMBER 
SWITCH 3 2 SWITCH 

ADAPTER BDARD 
(BGBHFAI 

ZOI 

~~~:OL CONN." 

DEVICE DATA CONN." 

Y06 I Y06 I Y04 I YOl I 
HPDC (BF6HDCI 

CHANNEL NUMBER SWITCH (C121 

SWITCH POSITION 

UPPER LOWER 

81 58 

HEX 
BITS 8 X 

EXAMPLE: 

81 S2 53 S4 55 56 87 58 

OFF OFF OFF OFF ON OFF X X '-__ --~v~--__ _'J_~ ____ ~v~-----' 

o 8 

EXAMPLE ONLY: 
ADDRESS = HEX 0600 - SET TWO MOST SIGNIFICANT 
ADDRESS DIGITS (0181 INTO CHANNEL NUMBER SWITCH 
C12 AS FOLLOWS: 

C12 UPPER - SET SI THROUGH S4 TO OFF 
C12 LOWER - SET 55 TO ON 
C12 LOWER - SET 56 THROUGH sa TO OFF 

THE TWO LEAST SIGNIFICANT DIGITS 10101 ARE PART OF 
THE SOFTWARE ADDRESS WORD. 

Y02 

DEVICE PRESENT SWITCH (C131b 

OFF ON 

t---4--4 ' 
t--+---42 
t--+---4 3 

4 

5- DEVICE 3 
6- DEVICE 2 
7-DEVICE 1 

8- DEVICE 0 

"DEVICE CONTROL CABLE 60156883-002 
DEVICE RADIAL CABLE 601S66B5-002 

~O INDICATE PRESENCE OF DEVICEISI ON 
THE SYSTEM. 8ET APPROPRIATE SWITCH 
TO ON 

SHADED AREA OF SWITCH DEPICTS 
PRESSED SWITCH POSITION 

86-540 

Figure A-l. BF4HDC HPDC Board Switch Locations and Setings 
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HEX 
BITS 
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System Controllers 
HPDC BOARDS 

Z02 Z01 

BG8HFA 

.. ,. .. 
.. ,. "r-

DEVICE 
CONTROL CONN. 

DEVICE RADIAL CONN. 

Y06 I Y05 I YQ4 I Y03 I I 
P16 P14 

CHAN. i 61
S 

DEVICE NO. PRESENT 

1 1 

CHANNEL NUMSER SLIDE SWITCH (P16) 

SWITCH POSITION 

1 2 3 4 5 6 7 8 

S 4 2 1 S 4 X X 

EXAMPLE: 

1234567 S 
OFF OFF OFF OFF ON OFF OFF OFF 

o S 

ADDRESS m HEX 0800 - SET TWO MOST 
SIGNIFICANT ADDRESS DIGITS (0/8) 
INTO CHANNEL NUMBER JUMPER PLUG 
P16 AS FOLLOWS: 
SET SWITCH POSITION 5 TO ON, LEAVE 
OTHER POSITIONS OFF. 
TWO LEAST SIGNIFICANT DIGITS (0/0) 
ARE PART OF SOFTWARE WORD. 

Y02 

BF6HDX 

DEVICE PRESENT SWITCH (P14) 

SET SWITCH POSITION S TO ON FOR DEVICE 0 
SET SWITCH POSITION 7 TO ON FOR DEVICE 1 
SET SWITCH POSITION 6 TO ON FOR DEVICE 2 
SET SWITCH POSITION 5 TO ON FOR DEVICE 3 

DEVICE CABLES 

DEVICE CONTROL CABLE 60157266'()02 
DEVICE RADIAL CABLE 60157268.Q02 

S5-724 

Figure A-2. BF6HDC/BF6HDX HPDC Board Switch 
Locations and Settings 
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System Controllers 
IISDC BOARDS 

HSDC BOARDS 

Summary 

~ 

A-4 

This module shows the HSDC board layout (see Figure 
A-3) and R17 switch settings (refer to Table A-l). 

~ 

v" 
0 
1 

!"""" 

I vO'/> I 

8F7J1<B 
IBIISDCOIAI 

201 I I Z02 

"THE ADDRESS BIT WEIGHTS FOR EACH SWITCH ON 
POSITION ARE GIVEN BELOW: 

SWITCH CHANNEL 
POSITION WEIGHT 

1 BOOO 
2 4000 
3 2000 

4 1000 
6 800 
6 400 

7 

8 

NOTE 

SWITCH 1 IS AT THE TOP 
OF THE BOARD. REFER 
TO TABLE 6-2 FOR SWITCH 
SETTINGS. 

: .. MUST BE OFF 

I 

blNSTALL DAISY CHAIN CABLE 160157265«121 AT Y02. 

"FOR TEST PURPOSES ONLY. 

IDRVIE CABLE) 

V0510) V08111 II 

~ VOl 121 VIM 131 

,~ 

J Z02 

INSTALL RADIAL CABLE 
16015726&002): 

FROM TO 
DEVICE CONNECTOR 

0 V05 

1 YI!I!-
2 VOl 
3 VIM 

NOTE 

THE FIRST FOUR CHANNEL NUMBERS 
OF THE SELECTED ADDRESS ARE 
DEDICATED TO FSD DISKS WHETHER 
OR NOT THEV ARE IN THE SVSTEM. 
THE REMAINING TWO CHANNEL NUM
BERS ARE USED BV DEVICE ADAPTERS 
II.E. IF ADDRESS 400 IS SELECTED. 
CHANNELS 400. 480.600. AND 5BO ARE 
RESERVED FOR FSD DISKS AND 
CHANNELS 600 AND 5BO ARE USED BY 
THE DEVICE ADAPTERS). 

86-541 

FigureA-3. HSDC Board Layout 
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System Controllers. 
HSOC BOARDS 

Table A-l. HSOC R17 Switch Settings 

Switch Switch 

Channel 1 2 3 4 5 6 Channel 1 2 3 4 5 6 

0400 X 8000 X 
0800 X 8400 X X 
OCOO X X 8800 X X X 
1000 X 8COO X X X 
1400 X X 9000 X X 
1800 X X 9400 X X X 
1COO X X X 9800 X X X 
2000 X 9COO X X X X 
2400 X X AOOO X X 
2800 X X A400 X X X 
2COO X X X A800 X X X 
3000 X X ACOO X X X X 
3400 X X X BOOO X X X 
3800 X X X B400 X X X X 
3COO X X X X B800 X X X X 

4000 X BCOO X X X X X 
4400 X X COOO X X 
4800 X X C400 X X X 
4COO X X X C800 X X X 
5000 X X CCOO X X X X 
5400 X X X 0000 X X X 
5800 X X X 0400 X X X X 
5COO X X X X 0800 X X X X 
6000 X X OCOO X X X X X 
6400 X X X EOOO X X X 
6800 X X X E400 X X X X 
6COO X X X X E800 X X X X 
7000 X X X ECOO X X X X X 
7400 X X X X FOOD X X X X 
7800 X X X X F400 X X X X X 
7COO X X X X X X F800 X X X X X 

FCOO X X X X X X 

NOTE 

An X denotes a switch in the ON position. 

c 
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