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·standard' fe~res 
• 9 x 7 or 5 x 7 dot matrix 

• 
• 

Vertical format control 
Audio alarm 

·i. ' 

.. , ... 

- .. I 

1 
. .. 

• 
• 

Automatic m?~or control • . . . •. . ... :r 1 
Form feed co~tr.ol (via paper tap~ loop) .; . f 

• . Elongated boldJa,ce charac~ers. (ltne~by~llR_e). 
Pa·per runawa:y~, lr\hibit , . , .. :~h; __ '· • 

• 4 inches/secorid s.lew rate 
• Separate prime lirie ano fault line to outj:!ut 

connector . • . 
• Provision fo~ .additional character set 

• 
• Remote seletVdeselect ' ·- ~ 

• Available with 50 or 60 Hertz, 115 or 
230 Volts AC · 

• • Parallel data input; 
Automatic line f~eq disabled • 

• 

• ·• · Prints original"plus four copies · . . '\ .. ~ ..... ,.. ~. ' . ~' ,.. 

• 
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• Fixed verticpi/11orizontal ·registration - ~ ... "' 
. . '. 

• .. . .... 
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optional featUre~· • 

. • 

• Character sets of 64, 96 or 128 characters 
• 
• 
• 

Elapsed time .. indicator . ~ · . . . . . ' -. ' ,. . ' 
Popular paralJeFand serial interfaces · ,.~. '. '°' .-, ·~ 

. ' ';. . 
·sottom ·of f.orm · · ·· ... . ·:" ·' 

• 
. . 
' . 

. 

optional accessories 
·• 
• 
• 
•• 
.•. 
• 

1 oo· series print stand 
Pri nter·exe~-c-iser--

. I 

Tool kil . . ,. . 
.Manual: pap.er' t~pe· :punch . , .. . -
Form~~ receiving .tray . · 

' r- •' 
Special paint:: · .. 

• 
• 
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. ·" 132 ihar I line 

,: .. ,, ·~ ...... ,, .. -. . 
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. 
The 102A is·a high speed, serial, impact printer-which 
uses a 9 x.7 ~dot matrix pattern for character genera
tion. rh~Jast 125 lpm speed of 13~ ctiaracters/fine 
is achieved witti bl-dlrectional printing: Two print · 
heads', opera~~n~.in, u~is~n. print a ~32,-Cnara_cter' line· 
with ~ach.,heaa travel1n'g only one-halfJh~ WJdth·of 
tqe pa.pet, a.o~h. heads then· pri~t in re~~fse o.n the next 
line resultiog in no carriage return. Cap~ble of pro
ducing an or:iginal plus up to four clear .carbon copies . 

· most of the line being printed is vts•ble at all times 
for immediate reading. The 102A contains an automatic 
motor contr-01 on/off feature which eliminates standby , -
noise ana utiiizes unique timing characteristics to con
trol pri1111n·g and associated operations: The printer is 
automatic~llypqwered- up when data is r-eceived with 
no de!ay.tin:ie required before printing lsJni.ti.ated. . • . • 1 . . . . 

- ' • • ! ' . . ....... ' . ' . ~ . . ~. ·- . ' 

Va(iou$ ohar-acter '~.ets are available wt;iicft·perrriit 
flexibility of character formation unatnievable by 
standard lull. character printers. Char.acter sets can be 
increased up to 128 characters as an option. The 
standard ·m-0de produces a line of elongated boldface 
characters on command . 

• 
The 102A Is a completely self-contained unit which 
includes the mechanical and electro-rnec.hanical com-

. '· . ponentS,, control logic, character .pattern generato.r, 
·single line 9ufJer (132 characters) ·and power supply. 
The.mod1Jla·r desig.n of the electronics p~-ckage permits 
utmos.t flexibility: in interfacing, toos-allowing.'tull use 

. • • ' ! ' . ' .. • .of the prrflter fprmany different typ·es of ·systems . 
Applications include high-speed harct copy-output for 
terminals, ti1yfe sharing systems. comniu11ications ap
plications •. mini and large Scale corriptilt'1r outputs plus 
many others. All Centronics printers arE;i plug-to-plug 
compatible . 
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' .. 
specifications 
Printing Method 

' 
. .. 

-
Impact, character-by-character, one line at a time - ------

• 

.. 
.. : 

' "'-·-""·· --'"' . . . 

Printing Rate - Characters 
- Lines 

Transmission Rate - Serial 
- Parallel - - , . 

Data Input 

Character Structure 

·· Code 

. lndlcator-Swl~ch Controls 
. ~ . . . 

330 characters per second 
1251r11es per minute (132 characters) 

-~ 

.. 100 to 9600 baud (with Serial option) 
Up to 75,000 characters per second 

-"~--· 

• 

, 
• __ ,,,_..,.... ..... -

• 

Parallel (Serial option available) 

9 x 7 dot matrix -10 point type equival~nt 

OSASCll _.:... 64 characters printed, lower case characters 
recognized and printed as upper case equivalent -. . -

. - . + - -'-.- -

. ON/OFF, SELECT, TOP OF FORM, F·ORMS OVE.ftfUQE, 
LINE FEED 

""""'-~----- - ; 

' ·. Indicator . . ~ . ·. 'PAPER OUT - --- ---~--:- -
' . ·-, ' ' . ' '•. 

-

--- - .. -1--, - . ' • . • t. """:". _,...... .: .. ,.. 
Manual Controls 

Character Buffer 

• ' . · Formrhickness, Paper Advance Knob · ·.· . · ' . ", . 

' 

Format 

Paper Feed 
' . 

Paper 

Number of Copies 

Dimensions 

Weight 

Electrical Requirements 

• 

. -.. ---. -

. . . 
. . , - · . . . . .. "'· 

132 characters (1 line) . _ , . . -. --- -~ .... . . 
132 characters maximum per line, 6 lines per inch . ·- ... ... 

.. Sprocket feed, adjustable from 4" to 147/s" width 
~ ...... --~--- -

. . 
-."' ..;._,. . 

, 

Standard sprocketed paper 

Original and up to four carbon copies 

111/2" high, 20" deep, 273/4" wide 

118 pounds 

115 VAC +10°/o, 60 Hz or 115/230 VAC +10°/o, 50- Hz . 

Temperature - Operating· 40° to 100° F 
- Storage -40° to 160° F , . - . 

Humidity - Operating 5°/o to 90°/o (no condensation) 

- Storage . ·.·. i/01~ to 95°/o · 

~-- -

- -

" 

-

1-f 'Specifications subject to change without notice, · , - , · > • P~lnJed in U.S .A. 4/ 75· 

. 

" . ' 

Covered by U.S. patents 3,516,068 and 3,690,'431 and other 
. U.S. patents and foreign.patents.pending. , · · ~ · · 
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