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RECOMMENDED MOUNTI~ F~ 

>,SLOT STYLE (c-000) 

S·TYPE CHASSIS SECTION 

#10-32X3/8 PHILIPS PAN HEAD 

MO<lfl. C-300-RC 

·as ~ 
C,30().S,.1.XX-RC c-3~1>0<.ftC,3$ 
1 OPEN SI.OT 3 OPEN SLOT 

~ ~ 
C-3()>MXX..ftC ~S.-0:X-RC~ 
1 Clo&DSI.O'T lCLOSEDSI.OT 

·~' .175 

RECOMI.ENOED MOUNTING FOR 
1-&..0Tr.>&.OT STYLE (C-30C>f!C) 

CABINET FRONT 
MO\JlffiNG RAIL 
LEFT SIDE 

/ B-TYPE CHASSIS 

~ SECTION PIN 7 / 
'$, //, 

#10-32 KEP NUTS / 

PIVOT SCREW 
#5/16-24 

TILT STOP ......... ~~ 
SCREW '-... 

SHOULDER SCREW 
#12-24 

INSTJOOO-B 

N, TYPE CHASSIS __ 
SECTION 

REPLACE THIS BAR NUT WITH #10-32 KEPS NUTS 
FOR 1U INSTALLATIONS 

/ #10-32X3/8 PHILIPS PAN HEAD 
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/rr.:~ ( 1, B-217 

BARNUT ~ 

BAR NUT (<~ 
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FLANGE MOUNT ' ·~~l 
STATIONARY SECTION ·~ 

/ 
NOTE: 
.31 CLEARANCE REQUIRED BEHIND 
STATIONARY SECTION TO Al.LOW LOCK 
BUTTON TO RELEASE 

FOR FLUSH MOUNTING C'SK. 
FOR #10 FLAT HEAD 
(OPTIONAL) 

,, 
#10-32X3/8 PHILIPS PAN HEAD 

NOTE: 
INTERMEDIATE SECTION MUST BE 
INSERTED INTO THE STATIONARY SECTION 
BEFORE THE ENO BRACKET IS ATTACHED 

CHASSIS TRAK IDENTIFICATION LABEL 
LOCATED ON THE BACK SIDE OF 
STATIONARY SECTION 

#10-32X3/8 PHILIPS PAN HEAD 

#10-32 KEP NUTS 

"~ 

NOTE: 

#10-32X3/8 PHILIPS PAN HEAD 
(OPTIONAL REAR STOP) 

~ 
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#10-32X1/2 PHILIPS PAN HEAD 

' '-. ~,i,.'l 
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RH & LH SAME (ALL RIGHT HANO) 
INVERT ONE SLIDE AND MOUNT AS 
LEFT HAND 

C-300 SERIES SLIDE 
(CC3000 - CABINET/STRAP MOUNTING) 
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www.generaldevices.com 

If you have questions please call 317-897-7000 
or send e-mail to sales@generaldevices.com 


